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pT""*^        fact    that    certain    bodies,   after    being    rubbed, 

to    attract    other  bodies,   was    known    to    the 

ts.     In   modern  times,   a  great  variety  of  other 

)mena  have  been   observed,  and  have  been  found 

'?  related  to  these  phenomena  of  attraction.     They 

3    been    classed   under  the   name   of  Electric   phe- 

iiena,    amber,   ^Xem-pov,   having    been    the    substance 

which  they  were  first  described. 

Other  bodies,  particularly   the  loadstone,  and  pieces 

iron  and  steel  which  have  been  subjected  to  certain 

pnoeisaii  have  also  been  long   known   to  exhibit  phe- 

ntwnena  of   action   at    a  distance*     These    phenomena, 

with  others  related  to  them,  were  found  tu  differ  from 

the   clectiic  phenomena,  and   Imve  been   classed   under 

the  name  of  Magnetic  phonomena,  the  loadstone,  ^ayv»j9, 

being  found  in  the  Th« 

Tbesd   two  claf^aett^^     ^"^^I^^Bpve    since   been 
found   to   be   relattsd  i  ^^&  ^^   relatiotiB 

^^'l:wcrin   the   various  |^  ^^^^^  cksBes^   so 

♦hey  are  knoi 
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most  important  of  these  phenomena,  to  shew  how  they 
may  be  subjected  to  measurement,  and  to  trace  the 
mathematical  comiexions  of  the  quantities  measured. 
Having  thus  obtained  the  data  for  a  mathematical 
theory  of  electromagnetism,  and  having  shewn  how 
this  theory  may  be  applied  to  the  calculation  of  phe- 
nomena, I  shall  endeavour  to  place  in  as  clear  a  light 
as  I  can  the  relations  between  the  mathematical  form 
of  this  theory  and  that  of  the  fundamental  science  of 
Dynamics,  in  order  that  we  may  be  in  some  degree 
prepared  to  determine  the  kind  of  dynamical  pheno- 
mena among  which  we  are  to  look  for  illustrations  or 
explanations  of  the  electromagnetic  phenomena. 

In   describing   the    phenomena,    I   shall    select  those 
which  most  clearly  illustrate  the  fundamental  ideas  of 
the  theory,  omitting  others,  or  reserving  them  till  the 
'    /Iteader  is  more  advanced. 

{?  The  most  important  aspect  of  any  phenomenon  from 
2^  a  mathematical  point  of  view  is  that  of  a  measurable 
5r-  quantity.     I   shall    therefore   consider  electrical   pheno- 


-;^ 


mena  chiefly  with  a  view  to  their  measurement,  de- 
scribing the  methods  of  measurement,  and  defining 
the  standards  on  which  they  depend. 

In  the  application  of  mathematics  to  the  calculation 
of  electrical  quantities,  I  shall  endeavour  in  the  first 
place  to  deduce  the  most  general  conclusions  from  the 
data  at  our  disposal,  and  in  the  next  place  to  apply 
the  results  to  the  simplest  cases  that  can  be  chosen. 
I  shall  avoid,  as  much  as  I  can,  those  questions  which, 
though  they  have  elicited  the  skill  of  mathematicians, 
have  not  enlarged  our  knowledge  of  science. 
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The  internal  relations  of  the  different  branches  of  y 
the  science  which  we  have  to  study  are  more  numerous 
and  complex  than  those  of  any  other  science  hitherto 
developed.  Its  external  relations,  on  the  one  hand  to 
dynamics,  and  on  the  other  to  heat,  light,  chemical 
action,  and  the  constitution  of  bodies,  seem  to  indicate 
the  special  importance  of  electrical  science  as  an  aid 
to  the  interpretation  of  nature. 

It  appears  to  me,  therefore,  that  the  study  of  electro- 
magnetism  in  all  its  extent  has  now  become  of  the 
first  importance  as  a  means  of  promoting  the  progress 
of  science. 

The  mathematical  laws  of  the  different  classes  of 
phenomena  have  been  to  a  great  extent  satisfactorily 
made  out. 

The  connexions  between  the  different  classes  of  phe- 
nomena have  also  been    investigated,   and    the    proba- 
bility of   the  rigorous    exactness  of    the   experimental     ^ 
laws  has  been  greatly  strengthened  by  a  more  extended 
knowledge  of  their  relations  to  each  other. 

Finally,  some  progress  has  been  made  in  the  re- 
duction of  electromagnetism  to  a  dynamical  science, 
by  shewing  that  no  electromagnetic  phenomenon  is 
contradictory  to  the  supposition  that  it  depends  on 
purely  dynamical  action.  P 

What  has  been  hitherto   done,  however,  has   by  no     ^ 
means    exhausted  the   field  of   electrical    research.     It 
has  rather  opened  up  that  field,  by  pointing  out  sub- 
jects   of    enquiry,    and    furnishing    us   with    means    of 
investigation. 

It  is  hardly  necessary  to  enlarge  upon  the  beneficial 
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results  of  magnetic  research  on  navigation,  and  the 
importance  of  a  knowledge  of  the  true  direction  of 
the  compass,  and  of  the  effect  of  the  iron  in  a  ship. 
But  the  labours  of  those  who  have  endeavoured  to 
render  navigation  more  secure  by  means  of  magnetic 
observations  have  at  the  same  time  greatly  advanced 
the  progress  of  pure  science. 

Gauss,  as  a  member  of  the  German  Magnetic  Union, 
brought  his  powerful  intellect  to  bear  on  the  theory 
of  magnetism,  and  on  the  methods  of  observing  it, 
and  he  not  only  added  greatly  to  our  knowledge  of 
the  theory  of  attractions,  but  reconstructed  the  whole 
of  magnetic  science  as  regards  the  instruments  used, 
the  methods  of  observation,  and  the  calculation  of  the 
results,  so  that  his  memoirs  on  Terrestrial  Magnetism 
may  be  taken  as  models  of  physical  research  by  all 
those  who  are  engaged  in  the  measurement  of  any 
of  the  forces  in  nature. 

The  important  applications  of  electromagnetism  to 
telegraphy  have  also  reacted  on  pure  science  by  giving 
a  conmiercial  value  to  accurate  electrical  measure- 
ments, and  by  affording  ^  electricians  the  use  of 
apparatus  on  a  scale  which  greatly  transcends  that 
of  any  ordinary  laboratory.  The  consequences  of  this 
^  demand  for  electrical  knowledge,  and  of  these  experi- 
mental opportunities  for  acquiring  it,  have  been  already 
very  great,  both  in  stimulating  the  energies  of  ad- 
vanced electricians,  and  in  diffusing  among  practical 
men  a  degree  of  accurate  knowledge  which  is  likely 
to  conduce  to  the  general  scientific  progress  of  the 
whole  engineering  profession. 
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There  are  several  treatises  in  which  electrical  and 
magnetic  phenomena  are  described  in  a  popular  way. 
These,  however,  are  not  what  is  wanted  by  those  who 
have  been  brought  face  to  face  with  quantities  to  be 
measured,  and  whose  minds  do  not  rest  satisfied  with 
lecture-room  experiments. 

There  is  also  a  considerable  mass  of  mathematical 
memoirs  which  are  of  great  importance  in  electrical 
science,  but  they  lie  concealed  in  the  bulky  Trans- 
actions of  learned  societies;  they  do  not  form  a  con- 
nected system;  they  are  of  very  unequal  merit,  and 
they  are  for  the  most  part  beyond  the  comprehension 
of  any  but  professed  mathematicians. 

I  have  therefore  thought  that  a  treatise  would  be 
useful  which  should  have  for  its  principal  object  to 
take  up  the  whole  subject  in  a  methodical  manner, 
and  which  should  also  indicate  how  each  part  of  the 
subject  is  brought  within  the  reach  of  methods  of 
verification  by  actual  measurement. 

The  general  complexion  of  the  treatise  differs  con- 
siderably from  that  of  several  excellent  electrical 
works,  published,  most  of  them,  in  Germany,  and  it 
may  appear  that  scant  justice  is  done  to  the  specu- 
lations of  several  eminent  electricians  and  mathema- 
ticiana  One  reason  of  this  is  that  before  I  began 
the  study  of  electricity  I  resolved  to  read  no  mathe- 
matics on  the  subject  till  I  had  first  read  through 
Faraday's  Experimental  Researches  on  Electricity.  I 
was  aware  that  there  was  supposed  to  be  a  difference 
between  Faraday's  way  of  conceiving  phenomena  and 
that   of   the    mathematicians,   so    that   neither   he    nor 
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they  were  satisfied  with  each  other  s  language.  I  had 
also  the  conviction  that  this  discrepancy  did  not  arise 
from  either  party  being  wrong.  I  was  first  convinced 
of  this  by  Sir  William  Thomson  *,  to  whose  advice  and 
assistance,  as  well  as  to  his  published  papers,  I  owe 
most  of  what  I  have  learned  on  the  subject. 

As  I  proceeded  with  the  study  of  Faraday,  I  per- 
ceived that  his  method  of  conceiving  the  phenomena 
was  also  a  mathematical  one,  though  not  exhibited 
in  the  conventional  form  of  mathematical  symbols.  I 
also  found  that  these  methods  were  capable  of  being 
expressed  in  the  ordinary  mathematical  forms,  and 
thus  compared  with  those  of  the  professed  mathema- 
ticians. 

^  For  instance,  Faraday,  in  his  mind's  eye,  saw  lines 
of  force  traversing  all  space  wliere  the  mathematicians 
saw  centres  of  force  attracting  at  a  distance :  Faraday 
saw  a  medium  where  they  saw  nothing  but  distance  : 
Faraday  sought  the  seat  of  the  phenomena  in  real 
actions  going  on  in  thfi^joaedium,  they  were  satisfied 
that  they  had  found  it  in  a  power  of  action  at  a 
distance  impressed  on  the  electric  fluids. 

When  I  had  translated  what  I  considered  to  be 
Faraday's  ideas  into  a  mathematical  form,  I  found 
that  in  general  jjie  results  of  the  two  methods  coin- 
cided, so  that  the  same  phenomena  were  accounted 
for,  and  the  same  laws  of  action  deduced  by  both 
methods,  but   that  Faraday's  methods  resembled   those 

*  I  take  this  opportanity  of  acknowledging  my  obligations  to  Sir 
W.  Thomson  and  to  Professor  Tait  for  manj  valuable  suggestions  made 
during  the  printing  of  this  work. 
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in  which  we  begin  with  the  whole  and  arrive  at  the 
parts  by  anlaysis,  while  the  ordinary  mathematical 
methods  were  founded  on  the  principle  of  beginning 
with -the  parts  and  building  up  the  whole  by  syn- 
thesis. 

I  also  found  that  several  of  the  most  fertile  methods. 
of  research  discovered  by  the  mathematicians  could  be 
expressed  much  better  in  terms  of  ideas  derived  from 
Faraday  than  in  their  original  form. 

The  whole  theory,  for  instance,  of  the  potential,  con- 
sidered as  a  quantity  which  satisfies  a  certain  partial 
differential  equation,  belongs  essentially  to  the  method 
which  I  have  called  that  of  Faraday.  According  to 
the  other  method,  the  potential,  if  it  is  to  be  considered 
at  all,  must  be  regarded  as  the  result  of  a  summation 
of  the  electrified  particles  divided  each  by  its  distance 
firom  a  given  point.  Hence  many  of  the  mathematical 
discoveries  of  Laplace,  Poisson,  Green  and  Gauss  find 
their  proper  place  in  this  treatise,  and  their  appropriate 
expression  in  terms  of  conceptions  mainly  derived  from 
Faraday. 

Great  progress  has  been  made  in  electrical  science, 
chiefly  in  Germany,  by  cultivators  of  the  theory  of 
action  at  a  distance.  The  valuable  electrical  measure- 
ments of  W.  Weber  are  interpreted  by  him  according 
to  this  theory,  and  the  electromagnetic  speculation 
which  was  originated  by  Gauss,  and  carried  on  by 
Weber,  Kiemann,  J.  and  C.  Neumann,  Lorenz,  &c.  is 
founded  on  the  theory  of  action  at  a  distance,  but 
depending  either  directly  on  the  relative  velocity  of  the 
particles,  or  on  the  gradual  propagation  of  something, 
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whether  potential  or  force,  from  the  one  particle  to 
the  other.  The  great  success  which  these  eminent 
men  have  attained  in  the  application  of  mathematics 
to  electrical  phenomena,  gives,  as  is  natural,  addi* 
tional  weight  to  their  theoretical  speculations,  so  that 
those  who,  as  students  of  electricity,  turn  to  them  as 
the  greatest  authorities  in  mathematical  electricity, 
would  probably  imbibe,  along  with  their  mathematical 
methods,  their  physical  hypotheses. 

These    physical    hypotheses,    however,    are    entirely 

alien    from    the    way    of    looking    at    things    which    I 

adopt,  and   one   object  which   I  have   in  view  is   that 

some  of  those  who  wish  to   study  electricity  may,  by 

reading  this  treatise,  come  to  see  that  there  is  another 

way  of  treating  the  subject,  which  is  no  less  fitted  to 

explain    the    phenomena,   and  which,   though    in    some 

parts    it    may  appear   less    definite,   corresponds,   as   I 

think,  more  faithfully  with  our  actual  knowledge,  both 

in  what  it  affirms  and  in  what  it  leaves  undecided. 

^^        In   a    philosophical    point   of  view,    moreover,   it    is 

^^^c^  exceedingly  important    that    two    methods    should    be 

^    "^         compared,  both  of  which  have  succeeded  in  explaining 

the  principal   electromagnetic  phenomena,  and  both  of 

_^       which   have   attempted   to   explain  the   propagation   of 

light    as    an    electromagnetic    phenomenon,    and    have 

actually  calculated  its  velocity,  while  at  the  same  time 

the    fundamental   conceptions    of   what   actually   takes 

place,  as  well  as  most  of  the  secondary  conceptions  of 

le  quantities  concerned,  are  radically  different. 

I  have  therefore  taken  the  part  of  an  advocate  rather 

than  that  of  a  judge,  and  have  rather  exemplified  one 


\pla 

Hh€ 


\J     ^.  PREFACE.       \  xm 

y 
method  than  attempted  to  give  an  impartial  description  ^ 

of  both,  I  have  no  doubt  that  the  method  which  I 
have  called  the  German  one  will  also  find  its  sup- 
porters, and  will  be  expounded  with  a  skill  worthy 
of  its  ingenuity. 

I  have  not  attempted  an  exhaustive  account  of  elec- 
trical phenomena,  experiments,  and  apparatus.  The 
student  who  desires  to  read  all  that  is  known  on  these 
subjects  will  find  great  assistance  from  the  TraitS 
d  Electricity  of  Professor  A.  de  la  Rive,  and  from  several 
German  treatises,  such  as  Wiedemann's  Galvanismus, 
Riess'  Beibungselektricitdt,  Beer  s  Einleitung  in  die  Elek- 
irodatiky  Ac. 

I  have  confined   myself  almost   entirely  to  the   ma- 
thematical   treatment    of    the    subject,    but    I    would 
recommend  the   student,  after  he   has  learned,  experi- 
mentally if  possible,   what   are   the   phenomena   to  be  ^V^"^^^!^ 
observed,    to    read     carefully    Faraday's    Experimental  ^ 
Researches  in  Electricity.     He  will  there  find  a  strictly    ^(y^  ' 
contemporary  historical  account  of  some  of  the  greatest 
electrical  discoveries   and  investigations,   carried  on   in     .-^ 
an  order  and  succession  which  could  hardly  have  been 
improved    if   the    results  had    been    known    from    the 
first,   and   expressed   in   the   language   of  a  man   who 
devoted    much    of  his    attention    to    the    methods    of 
accurately    describing    scientific    operations    and    their 
results  *. 

It   is   of   great   advantage   to    the   student  of   any 
subject  to  read  the  original    memoirs   on  that  subject, 
for  science  is  always  most  completely  assimilated  when 
*  Life  and  Letters  of  Faraday,  vol.  i.  p.  395, 
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it  is  in  the  nascent  state,  and  in  the  case  of  Faraday's 
Researches    this    is    comparatively    easy,    as    they    are 
published  in  a   separate   form,  and   may  be  read  con- 
secutively.    If   by  anything    I    have    here   written    1 
^5      may    assist    any   student    in    understanding    Faraday's 
^  J^     modes  of  thought  and  expression,  I  shall  regard  it  as 
^* /-*       .     the  accomplishment  of  one   of  my  principal  aims — ^to 
\  (Sr  communicate  to  others  the  same  delight  which  I  have 

"  ~^ '       found  myself  in  reading  Faraday's  Researches. 

The  description  of  the  phenomena,  and  the  ele- 
mentary parts  of  the  theory  of  each  subject,  will  be 
found  in  the  earlier  chapters  of  each  of  the  four  Parts 
into  which  this  treatise  is  divided.  The  student  will 
find  in  these  chapters  enough  to  give  him  an  elementary 
acquaintance  with  the  whole  science. 

The  remaining  chapters  of  each  Part  are  occupied 
with  the  higher  parts  of  the  theory,  the  processes  of 
"^        numerical  calculation,  and  the  instruments  and  methods 
of  experimental  research. 

The    relations    between    electromagnetic    phenomena 

\  and  those  of  radiation,  the  theory  of  molecular  electric 

vj^        /  currents,  and  the  results  of  speculation  on  the  nature 

\^     ^-^  i   of  action  at  a  distance,  are  treated  of  in  the  last  four 

j[>\     \  chapters  of  the  second  volume. 


/ 


Feb.  1,  1873. 


PREFACE   TO   THE   SECOND   EDITION. 

When  I  was  asked  to  read  the  proof-sheets  of  the 
second  edition  of  the  Electricity  and  Magnetism  the 
work  of  printing  had  ahready  reached  the  ninth  chapter, 
the  greater  part  of  which  had  been  revised  by  the 
author. 

Those  who  are  familiar  with  the  first  edition  will  see 
from  a  comparison  with  the  present  how  extensive  were 
the  changes  intended  by  Professor  Maxwell  both  in  the 
substance  and  in  the  treatment  of  the  subject,  and  how 
much  this  edition  has  suffered  from  his  premature  death. 
The  first  nine  chapters  were  in  some  cases  entirely  re- 
written, much  new  matter  being  added  and  the  former 
contents  rearranged  and  simplified. 

From  the  ninth  chapter  onwards  the  present  edition 
is  little  more  than  a  reprint.  The  only  liberties  I  have 
taken  have  been  in  the  insertion  here  and  there  of  a 
step  in  the  mathematical  reasoning  where  it  seemed  to 
be  an  advantage  to  the  reader,  and  of  a  few  foot-notes 
on  parts  of  the  subject  which  my  own  experience  or  that 
of  pupils  attending  my  classes  shewed  to  require  further 
elucidation.     These  footnotes  are  in  square  brackets. 

There  were  two  parts  of  the  subject  in  the  treatment 


xvi  PREFACE. 

of  which  it  was  known  to  me  that  the  Professor  con- 
templated considerable  changes :  viz.  the  mathematical 
theory  of  the  conduction  of  electricity  in  a  network  of 
wires,  and  the  determination  of  coefficients  of  induction 
in  coils  of  wire.  In  these  subjects  I  have  not  found 
myself  in  a  position  to  add,  from  the  Professor  s  notes, 
anything  substantial  to  the  work  as  it  stood  in  the 
former  edition,  with  the  exception  of  a  numerical  table, 
printed  in  voL  ii,  pp.  317-319.  This  table  will  be  found 
very  useful  in  calculating  coefficients  of  induction  in 
circular  coils  of  wire. 

In  a  work  so  original,  and  containing  so  many  details 
of  new  results,  it  was  impossible  but  that  there  should 
be  a  few  errors  in  the  first  edition.  I  trust  that  in 
the  present  edition  most  of  these  will  be  found  to  have 
been  corrected.  I  have  the  greater  confidence  in  ex- 
pressing this  hope  as,  in  reading  some  of  the  proofs,  I 
have  had  the  assistance  of  various  Mends  conversant 
with  the  work,  among  whom  I  may  mention  particularly 
my  brother  Professor  Charles  Niven,  and  Mr.  J.  J.  Thom- 
son, Fellow  of  Trinity  College,  Cambridge. 

W.  D-  NiVEX. 


TRiNnr  College,  Cambbidoe, 
Oct.  I,  x88i. 
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PEELIMINAEY. 


ON  THE  MEASURBMBirr  OP  QUANTITIES. 

1.]  Evert  expression  of  a  Quantity  consists  of  two  factors  or 
components.  One  of  these  is  the  name  of  a  certain  known  quan- 
tity of  the  same  kind  as  the  quantity  to  be  expressed,  which  is 
taken  as  a  standard  of  reference.  The  other  component  is  the 
number  of  times  the  standard  is  to  be  taken  in  order  to  make  up 
the  required  quantity.  The  standard  quantity  is  technically  called 
the  Unit,  and  the  number  is  called  the  Numerical  Value  of  the 
quantity. 

There  must  be  as  many  different  units  as  there  are  different 
kinds  of  quantities  to  be  measured,  but  in  all  dynamical  sciences 
it  is  possible  to  define  these  units  in  terms  of  the  three  funda- 
mental units  of  Length,  Time,  and  Mass.  Thus  the  units  of  area 
and  of  volume  are  defined  respectively  as  the  square  and  the  cube 
whose  sides  are  the  unit  of  length. 

Sometimes,  however,  we  find  several  units  of  the  same  kind 
founded  on  independent  considerations.  Thus  the  gallon,  or  the 
volume  of  ten  pounds  of  water,  is  used  as  a  unit  of  capacity  as  well 
as  the  cubic  foot.  The  gallon  may  be  a  convenient  measure  in 
some  cases,  but  it  is  not  a  systematic  one,  since  its  numerical  re- 
lation to  the  cubic  foot  is  not  a  round  integral  number. 

2.]  In  framing  a  mathematical  system  we  suppose  the  funda- 
mental units  of  length,  time,  and  mass  to  be  given,  and  deduce 
all  the  derivative  units  from  these  by  the  simplest  attainable  de- 
finitions. 

The  formulae  at  which  we  arrive  must  be  such  that  a  person 
VOL.  I.  B 
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of  any  nation,  by  substituting  for  the  diflferent  symbols  the  nu- 
merical values  of  the  quantities  as  measured  by  his  own  national 
units,  would  arrive  at  a  true  result. 

Hence^  in  all  scientific  studies  it  is  of  the  greatest  importance 
to  employ  units  belonging  to  a  properly  defined  system,  and  to 
know  the  relations  of  these  units  to  the  fundamental  units,  so  that 
we  may  be  able  at  once  to  transform  our  results  from  one  system  to 
another. 

This  is  most  conveniently  done  by  ascertaining  Che  dimensions 
of  every  unit  in  terms  of  the  three  fundamental  units.  When  a 
given  unit  varies  as  the  nth  power  of  one  of  these  units,  it  is  said 
to  be  of  n  dimensions  as  regards  that  unit. 

For  instance,  the  scientific  unit  of  volume  is  always  the  cube 
whose  side  is  the  unit  of  length.  If  the  unit  of  length  varies, 
the  unit  of  volume  will  vary  as  its  third  power,  and  the  unit  of 
volume  is  said  to  be  of  three  dimensions  with  respect  to  the  unit  of 
length. 

A  knowledge  of  the  dimensions  of  units  furnishes  a  test  which 
ought  to  be  applied  to  the  equations  resulting  from  any  lengthened 
investigation.  The  dimensions  of  every  term  of  such  an  equa- 
tion, with  respect  to  each  of  the  three  fundamental  units^  must 
be  the  same.  If  not,  the  equation  is  absurd,  and  contains  some 
error,  as  its  interpretation  would  be  different  according  to  the  arbi- 
trary system  of  units  which  we  adopt  *. 

Tke  Three  Fundamental  Units, 

8.]  (1)  Length,  The  standard  of  length  for  scientific  purposes 
in  this  country  is  one  foot,  which  is  the  third  part  of  the  standard 
yard  preserved  in  the  Exchequer  Chambers. 

In  France,  and  other  countries  which  have  adopted  the  metric 
system,  it  is  the  mfetre.  The  mfetre  is  theoretically  the  ten  mil- 
lionth part  of  the  length  of  a  meridian  of  the  earth  measured 
from  the  pole  to  the  equator ;  but  practically  it  is  the  length  of 
a  standard  preserved  in  Paris,  which  was  constructed  by  Borda 
to  correspond,  when  at  the  temperature  of  melting  ice,  with  the 
value  of  the  preceding  length  as  measured  by  Delambre,  The  mfetre 
has  not  been  altered  to  correspond  with  new  and  more  accurate 
measurements  of  the  earthy  but  the  arc  of  the  meridian  is  estimated 
in  terms  of  the  original  m^tre. 

*  The  theoiy  of  dlmensioxui  was  first  stated  by  Fourier,  TlUoHe  de  CkdUur,  §  160. 
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In  astronomy  the  mean  distance  of  the  earth  from  the  sun  is 
sometimes  taken  as  a  unit  of  length. 

In  the  present  state  of  science  the  most  universal  standard  of 
length  which  we  could  assume  would  he  the  wave  length  in  vacuum 
of  a  particular  kind  of  light,  emitted  by  some  widely  diffused  sub- 
stance such  as  sodium,  which  has  well-defined  lines  in  its  spectrum. 
Such  a  standard  would  be  independent  of  any  changes  in  the  di- 
mensions of  the  earth,  and  should  be  adopted  by  those  who  expect 
their  writings  to  be  more  permanent  than  that  body. 

In  treating  of  the  dimensions  of  units  we  shall  call  the  unit  of 
length  [i/].  If  I  is  the  numerical  value  of  a  length,  it  is  under- 
stood to  be  expressed  in  terms  of  the  concrete  unit  [2/],  so  that 
the  actual  length  would  be  fully  expressed  by  I  [i]. 

4.]  (2)  Time.  The  standard  unit  of  time  in  all  civilized  coun- 
tries is  deduced  fronv  the  time  of  rotation  of  the  earth  about  its 
axis.  The  sidereal  day,  or  the  true  period  of  rotation  of  the  earth, 
can  be  ascertained  with  great  exactness  by  the  ordinary  observa- 
tions of  astronomers;  and  the  mean  solar  day  can  be  deduced 
from  this  by  our  knowledge  of  the  length  of  the  year. 

The  unit  of  time  adopted  in  all  physical  researches  is  one  second 
of  mean  solar  time. 

In  astronomy  a  year  is  sometimes  used  as  a  unit  of  time.  A 
more  universal  unit  of  time  might  be  found  by  taking  the  periodic 
time  of  vibration  of  the  particular  kind  of  light  whose  wave  length 
is  the  unit  of  length. 

We  shall  call  the  concrete  unit  of  time  [7],  and  the  numerical 
measure  of  time  t. 

5.]  (3)  Mms.  The  standard  unit  of  mass  is  in  this  country  the 
avoirdupois  pound  preserved  in  the  Exchequer  Chambers.  The 
grain,  which  is  often  used  as  a  unit,  is  defined  to  be  'the  TOOQth 
part  of  this  pound. 

In  the  metrical  system  it  is  the  gramme^  which  is  theoretically 
the  mass  of  a  cubic  centimetre  of  distilled  water  at  standard  tem- 
perature and  pressure^  but  practically  it  is  the  thousandth  part 
of  the  standard  kilogramme  preserved  in  Paris. 

The  accuracy  with  which  the  masses  of  bodies  can  be  com- 
pared by  weighing  is  far  greater  than  that  hitherto  attained  in 
the  measurement  of  lengths^  so  that  all  masses  ought)  if  possible, 
to  be  compared  directly  with  the  standard^  and  not  deduced  from 
experiments  on  water. 

In  descriptive  astronomy  the  mass  of  the  sun  or  that  of  the 

B  2, 
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earth  is  sometimes  taken  as  a  unit,  but  in  the  djmamical  theory 
of  astronomy  the  unit  of  mass  is  deduced  &om  the  units  of  time 
and  length,  combined  with  the  fact  of  universal  gravitation.  The 
astronomical  unit  of  mass  is  that  mass  which  attracts  another 
body  placed  at  the  unit  of  distance  so  as  to  produce  in  that  body 
the  unit  of  acceleration. 

In  framing  a  universal  system  of  units  we  may  either  deduce 
the  unit  of  mass  in  this  way  from  those  of  length  and  time 
already  defined,  and  this  we  can  do  to  a  rough  approximation  in 
the  present  state  of  science ;  or,  if  we  expect  *  soon  to  be  able  to 
determine  the  mass  of  a  single  molecule  of  a  standard  substance, 
we  may  wait  for  this  determination  before  fixing  a  universal 
standard  of  mass. 

We  shall  denote  the  concrete  unit  of  mass  by  the  symbol  [3f  ] 
in  treating  of  the  dimensions  of  other  units.  The  unit  of  mass 
will  be  taken  as  one  of  the  three  fundamental  units.  When,  as 
in  the  French  system,  a  particular  substance^  water,  is  taken  as 
a  standard  of  density,  then  the  unit  of  mass  is  no  longer  inde- 
pendent, but  varies  as  the  unit  of  volume,  or  as  [L^]. 

If^  as  in  the  astronomical  system^  the  unit  of  mass  is  defined 
with  respect  to  its  attractive  power,  the  dimensions  of  [M]  are 

For  the  acceleration  due  to  the  attraction  of  a  mass  i»  at  a 

distance  r  is  by  the  Newtonian  Law  -^ .     Suppose  this  attraction 

to  act  for  a  very  small  time  ^  on  a  body  originally  at  rest,  and  to 
cause  it  to  describe  a  space  «,  then  by  the  formula  of  Galileo, 

whence  m  =  2  -~^ .     Since  r  and  *  are  both  lengths,  and  ^  is  a 

time,  this  equation  cannot  be  true  unless  the  dimensions  of  m  are 
[i^T""^].  The  same  can  be  shewn  from  any  astronomical  equa- 
tion in  which  the  mass  of  a  body  appears  in  some  but  not  in  all 
of  the  terms  f. 

*  See  Prof.  J.  Loscbmidt,  '  Znr  Grosse  der  Lnftmolecule,'  Academy  of  Vienna, 
Oct.  12,  1866  ;  G.  J.  Stoney  on  *  The  Internal  Motions  of  Gases,'  Phil.  Mag,,  Aug. 
1868  ;  and  Sir  W.  Thomson  on  *  The  Size  of  Atoms/  Nature,  March  81 ,  1870. 

t  If  a  centimetre  and  a  second  are  taken  as  units,  the  astronomical  unit  of  mass 
would  be  about  1-687  x  10'  granimes,  or  16*87  tonnes  according  to  Baily's  repetition 
of  Cavendish's  experiment.  Baily  adopts  6*6604  as  the  result  of  all  his  experiments 
as  the  mean  density  of  the  earth,  and  this,  with  the  values  used  by  Baily  for  the 
dimensions  of  the  earth  and  the  intensity  of  gravitation  at  its  sur&oe,  gives  the  above 
value  as  the  direct  result  of  his  experiments. 
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Derived  Units. 

6.]  The  unit  of  Velocity  is  that  velocity  in  which  unit  of  length 
is  described  in  unit  of  time.     Its  dimensions  are  [Zr*^]. 

If  we  adopt  the  units  of  length  and  time  derived  from  the 
vibrations  of  light,  then  the  unit  of  velocity  is  the  velocity  of 
Ught. 

The  unit  of  Acceleration  is  that  acceleration  in  which  the  velo- 
city increases  by  unity  in  unit  of  time.     Its  dimensions  are  [2/7*^], 

The  unit  of  Density  is  the  density  of  a  substance  which  contains 
unit  of  mass  in  unit  of  volume.     Its  dimensions  are  [-MZ-^]. 

The  unit  of  Momentum  is  the  momentum  of  unit  of  mass  moving 
with  unit  of  velocity.     Its  dimensions  are  \MLT~'^\ 

The  unit  of  Force  is  the  force  which  produces  unit  of  momentum 
in  unit  of  time.     Its  dimensions  are  [MLT-^']. 

This  is  the  absolute  unit  of  force^  and  this  definition  of  it  is 
implied  in  every  equation  in  Dynamics.  Nevertheless,  in  many 
text  books  in  which  these  equations  are  given,  a  different  unit  of 
force  is  adopted,  namely,  the  weight  of  the  national  unit  of  mass; 
and  then,  in  order  to  satisfy  the  equations,  the  national  unit  of  mass 
is  itself  abandoned^  and  an  artificial  unit  is  adopted  as  the  dynamical 
unit,  equal  to  the  national  unit  divided  by  the  numerical  value  of 
the  intensity  of  gravity  at  the  place.  In  this  way  both  the  unit  of 
force  and  the  unit  of  mass  are  made  to  depend  on  the  value  of  the 
intensity  of  gravity,  which  varies  from  place  to  place,  so  that  state- 
ments involving  these  quantities  are  not  complete  without  a  know- 
ledge of  the  intensity  of  gravity  in  the  places  where  these  statements 
were  found  to  be  true. 

The  abolition,  for  all  scientific  purposes,  of  this  method  of  measur- 
ing forces  is  mainly  due  to  the  introduction  by  Gauss  of  a  general 
system  of  making  observations  of  magnetic  force  in  countries  in 
which  the  intensity  of  gravity  is  different.  All  such  forces  are 
now  measured  according  to  the  strictly  dynamical  method  deduced 
from  our  definitions,  and  the  numerical  results  are  the  same  in 
whatever  countiy  the  experiments  are  made. 

The  unit  of  Work  is  the  work  done  by  the  unit  of  force  acting 
through  the  unit  of  length  measured  in  its  own  direction.  Its 
dimensions  are  \ML^T~^\ 

The  Energy  of  a  system,  being  its  capacity  of  performing  work, 
is  measured  by  the  work  which  the  system  is  capable  of  performing 
by  the  expenditure  of  its  whole  energy. 
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The  definitions  of  other  quantities,  and  of  the  units  to  which 
they  are  referred,  will  be  given  when  we  require  them. 

In  transforming  the  values  of  physical  quantities  determined  in 
terms  of  one  unit,  so  as  to  express  them  in  terms  of  any  other  unit 
of  the  same  kind,  we  have  only  to  remember  that  every  expres- 
sion for  the  quantity  consists  of  two  factors,  the  unit  and  the  nu- 
merical part  which  expresses  how  often  the  unit  is  to  be  taken. 
Hence  the  numerical  part  of  the  expression  varies  inversely  as  the 
magnitude  of  the  unit,  that  is,  inversely  as  the  various  powers  of 
the  fundamental  units  which  are  indicated  by  the  dimensions  of  the 
derived  unit. 

On  Physical  Continuity  and  Discontinuity. 

7.]  A  quantity  is  said  to  vary  continuously  if,  when  it  passes 
from  one  value  to  another,  it  assumes  all  the  intermediate  values. 

We  may  obtain  the  conception  of  continuity  from  a  consideration 
of  the  continuous  existence  of  a  particle  of  matter  in  time  and  space. 
Such  a  particle  cannot  pass  from  one  position  to  another  without 
describing  a  continuous  line  in  space,  and  the  coordinates  of  its 
position  must  be  continuous  functions  of  the  time. 

In  the  so-called  *  equation  of  continuity,'  as  given  in  treatises 
on  Hydrodynamics,  the  fact  expressed  is  that  matter  cannot  appear 
in  or  disappear  from  an  element  of  volume  without  passing  in  or  out 
through  the  sides  of  that  element. 

A  quantity  is  said  to  be  a  continuous  function  of  its  variables 
if,  when  the  variables  alter  continuously,  the  quantity  itself  alters 
continuously. 

Thus,  if  t«  is  a  function  of  x,  and  if,  while  x  passes  •continuously 
from  Xq  io  x^^  u  passes  continuously  from  t^^  to  f^,  but  when  x 
passes  from  x^\x>  x^^u  passes  from  u-^  to  u^^  «/ being  different  from 
^1,  then  u  is  said  to  have  a  discontinuity  in  its  variation  with 
respect  to  x  for  the  value  x=iXiy  because  it  passes  abruptly  from  Ui 
to  Ui  while  X  passes  continuously  through  Xi. 

If  we  consider  the  differential  coefficient  of  u  with  respect  to  x  for 
the  value  x=:Xi  as  the  limit  of  the  fraction 

U^-Uq^ 

when  X2  and  Xq  are  both  made  to  approach  x^  without  limit,  then, 
if  ^0  and  X2  are  always  on  opposite  sides  o{  x^y  the  ultimate  value  of 
the  numerator  will  be  «i'— w^*  *^^  *^*^  ^^  *^®  denominator  will 
be  zero.     K  f^  is  a  quantity  physically  continuous^  the  discontinuity 
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can  exist  only  with  respect  to  the  particular  variable  a?.  We  must 
in  this  case  admit  that  it  has  an  infinite  differential  coefficient 
when  x^Xy^.  li  u  \s  not  physically  continuous,  it  cannot  be  dif- 
ferentiated at  all. 

It  is  possible  in  physical  questions  to  get  rid  of  the  idea  of 
discontinuity  without  sensibly  altering  the  conditions  of  the  case. 
If  «o  is  a  very  little  less  than  x^,  and  x^  a  very  little  greater  than 
OTj,  then  Uq  will  be  very  nearly  equal  to  u^  and  %  ^  V*  ^® 
may  now  suppose  u  to  vary  in  any  arbitrary  but  continuous  manner 
from  »o  to  M^  between  the  limits  Xq  and  X2.  In  many  physical 
questions  we  may  begin  with  a  hypothesis  of  this  kind,  and  then 
investigate  the  result  when  the  values  of  Xq  and  x^  are  made  to 
approach  that  of  x^  and  ultimately  to  reach  it.  If  the  result  is 
independent  of  the  arbitrary  manner  in  which  we  have  supposed 
u  to  vary  between  the  limits,  we  may  assume  that  it  is  true  when  u 
is  discontinuous. 

Discontinuity  of  a  Function  of  more  than  One  Variable. 

8.]  If  we  suppose  the  values  of  all  the  variables  except « to  be 
constant^  the  discontinuity  of  the  function  will  occur  for  particular 
values  of  x,  and  these  will  be  connected  with  the  values  of  the 
other  variables  by  an  equation  which  we  may  write 

(t>=z(t>{x,y,z,&xi.)^  0. 

The  discontinuity  will  occur  when  <^  =  0.  When  0  is  positive  the 
function  will  have  the  form  F2  {x,  y,  z,  Sec).  When  0  is  negative 
it  will  have  the  form  Fi  {x,yy  z,  &c.).  There  need  be  no  necessary 
relation  between  the  forms  F^  and  jPg- 

To  express  this  discontinuity  in  a  mathematical  form,  let  one  of 
the  variables,  say  Xy  be  expressed  as  a  function  of  <^  and  the  other 
variables,  and  let  i\  and  F2  be  expressed  as  functions  of  0,y,  Zy  fee. 
We  may  now  express  the  general  form  of  the  function  by  any 
formula  which  is  sensibly  equal  to  F^  when  ^  is  positive,  and  to 
Fi  when  ^  is  negative.  Such  a  formula  is  the  following — 
p,_F,  +  e^^F, 
1 +<?*•* 

As  long  as  »  is  a  finite  quantity,  however  great,  F  will  be  a 
continuous  function,  but  if  we  make  n  infinite  F  will  be  equal  to 
F2  when  if}  is  positive,  and  equal  to  F^  when  <l>  is  negative. 
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Discontinuity  of  the  Derivatives  of  a  Qmtimtous  Function. 

The  first  deriyatives  of  a  continuous  function  may  be  discon- 
tinuous. Let  the  values  of  the  variables  for  which  the  discon- 
tinuity of  the  derivatives  occurs  be  connected  by  the  equation 

<l>  =  4^{x,jf,z,..)  =  0, 
and  let  F^  and  F^  be  expressed  in  terms  of  0  and  «— 1   other 
variables,  say  (y,  £r . . .). 

Then,  when  <^  is  negative,  F^  is  to  be  taken,  and  when  <^  is 
positive  ^2  ^  ^0  ^  taken,  and,  since  F  is  itself  continuous,  when 
<^  is  zero,  F-^  =  F^* 

Hence,  when  <^  is  zero,  the  derivatives  -7-^  and  -^  may  be 
different,  but  the  derivatives  with  respect  to  any  of  the  other 

J  JjI  at? 

variables,  such  as  -7^  and  -^  ,  must  be  the  same.    The  discon- 
dy  dy  ' 

tinuity  is  therefore  confined  to  the  derivative  with  respect  to  <^,  all 

the  other  derivatives  being  continuous/ 

Periodic  and  Multiple  Functions. 

9.]  If  f»  is  a  function  of  x  such  that  its  value  is  the  same  for 
x^  x-^-a^  x-\-na,  and  all  values  of  x  differing  hj  a,  u  ib  called  a 
periodic  function  of  x^  and  a  is  called  its  period. 

If  X  is  considered  as  a  function  of  u^  then,  for  a  given  value  of 
n,  there  must  be  an  infinite  series  of  values  of  x  differing  by 
multiples  of  a.  In  this  case  x  is  called  a  multiple  function  of  u, 
and  a  is  called  its  cyclic  constant. 

The  differential  coefficient  -7-  has  only  a  finite  number  of  values 

corresponding  to  a  given  value  of  u. 

On  tie  Relation  qfPiysical  Quantities  to  Directions  in  Space. 
10.]  In  distinguishing  the  kinds  of  physical  quantities,  it  is  of 
g^eat  importance  to  know  how  they  are  related  to  the  directions 
of  those  coordinate  axes  which  we  usually  employ  in  defining  the 
positions  of  things.  The  introduction  of  coordinate  axes  into  geo- 
metry by  Des  Cartes  was  one  of  the  greatest  steps  in  mathematical 
progress,  for  it  reduced  the  methods  of  geometry  to  calculations 
performed  on  numerical  quantities.  The  position  of  a  point  is  made 
to  depend  on  the  length  of  three  lines  which  are  always  drawn  in 
determinate  directions,  and  the  line  joining  two  points  is  in  like 
manner  considered  as  the  resultant  of  three  lines. 


II.]  VECTOBS,   OB  DIBECTED   QUANTITIES.  9 

Bat  for  many  purposes  of  physical  reasoning,  as  distinguished 
from  calculation,  it  is  desirable  to  avoid  explicitly  introducing  the 
Cartesian  coordinates,  and  to  fix  the  mind  at  once  on  a  point  of 
space  instead  of  its  three  coordinates,  and  on  the  magnitude  and 
direction  of  a  force  instead  of  its  three  components.  This  mode 
of  contemplating  geometrical  and  physical  quantities  is  more  prim- 
itive and  more  natural  than  the  other,  although  the  ideas  connected 
with  it  did  not  receive  their  full  development  till  Hamilton  made 
the  next  great  step  in  dealing  with  space^  by  the  invention  of  his 
Calculus  of  Quaternions. 

As  the  methods  of  Des  Cartes  are  still  the  most  familiar  to 
students  of  science,  and  as  they  are  really  the  most  useful  for 
purposes  of  calculation,  we  shall  express  all  our  results  in  the 
Cartesian  form.  I  am  convinced,  however,  that  the  introduction 
of  the  ideas,  as  distinguished  from  the  operations  and  methods  of 
Quaternions,  will  be  of  great  use  to  us  in  the  study  of  all  parts 
of  our  subject,  and  especially  in  electrodynamics,  where  we  have  to 
deal  with  a  number  of  physical  quantities,  the  relations  of  which 
to  each  other  can  be  expressed  far  more  simply  by  a  few  expressions 
of  Hamilton's,  than  by  the  ordinary  equations, 

11.]  One  of  the  most  important  features  of  Hamilton's  method  is 
the  division  of  quantities  into  Scalars  and  Vectors. 

A  Scalar  quantity  is  capable  of  being  completely  defined  by  a 
single  numerical  specification.  Its  numerical  value  does  not  in 
any  way  depend  on  the  directions  we  assume  for  the  coordinate 
axes. 

A  Vector,  or  Directed  quantity,  requires  for  its  definition  three 
numerical  specifications,  and  these  may  most  simply  be  understood 
as  having  reference  to  the  directions  of  the  coordinate  axes. 

Scalar  quantities  do  not  involve  direction.  The  volume  of  a 
geometrical  figure,  the  mass  and  the  energy  of  a  material  body, 
the  hydrostatical  pressure  at  a  point  in  a  fluid,  and  the  potential 
at  a  point  in  space,  are  examples  of  scalar  quantities. 

A  vector  quantity  has  direction  as  well  as  magnitude,  and  is 
such  that  a  reversal  of  its  direction  reverses  its  sign.  The  dis- 
placement of  a  point,  represented  by  a  straight  line  drawn  from 
its  original  to  its  final  position,  may  be  taken  as  the  typical  vector 
quantity,  from  which  indeed  the  name  of  Vector  is  derived. 

The  velocity  of  a  body,  its  momentum,  the  force  acting  on  it, 
an  electric  current^  the  magnetization  of  a  particle  of  iron,  are 
instances  of  vector  quantities. 
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There  are  physical  quantities  of  another  kind  which  are  related 
to  directions  in  space,  but  which  are  not  vectors.  Stresses  and 
strains  in  solid  bodies  are  examples  of  these,  and  so  are  some  of 
the  properties  of  bodies  considered  in  the  theory  of  elasticity  and 
in  the  theory  of  double  refraction.  Quantities  of  this  class  require 
for  their  definition  nine  numerical  specifications.  They  are  ex* 
pressed  in  the  language  of  Quaternions  by  linear  and  vector 
functions  of  a  vector. 

The  addition  of  one  vector  quantity  to  another  of  the  same  kind 
is  performed  according  to  the  rule  given  in  Statics  for  the  com- 
position of  forces.  In  fact,  the  proof  which  Poisson  gives  of  the 
'  parallelogram  of  forces '  is  applicable  to  the  composition  of  any 
quantities  such  that  turning  them  end  for  end  is  equivalent  to  a 
reversal  of  their  sign. 

When  we  wish  to  denote  a  vector  quantity  by  a  single  symbol, 
and  to  call  attention  to  the  fact  that  it  is  a  vector^  so  that  we  must 
consider  its  direction  as  well  as  its  magnitude,  we  shall  denote 
it  by  a  German  capital  letter,  as  %  S,  &c. 

In  the  calculus  of  Quaternions,  the  position  of  a  point  in  space 
is  defined  by  the  vector  drawn  from  a  fixed  point,  called  the  origin, 
to  that  point.  If  we  have  to  consider  any  physical  quantity  whose 
value  depends  on  the  position  of  the  point,  that  quantity  is  treated 
as  a  function  of  the  vector  drawn  from  the  origin.  The  function 
may  be  itself  either  scalar  or  vector.  The  density  of  a  body,  it« 
temperature^  its  hydrostatic  pressure,  the  potential  at  a  point, 
are  examples  of  scalar  functions.  The  resultant  force  at  a  p^int, 
the  velocity  of  a  fluid  at  a  point,  the  velocity  of  rotation  of 
an  element  of  the  fluid,  and  the  couple  producing  rotation,  are 
examples  of  vector  functions. 

12.]  Physical  vector. quantities  may  be  divided  into'two  classes, 
in  one  of  which  the  quantity  is  defined  with  reference  to  a  line, 
while  in  the  other  the  quantity  is  defined  with  reference  to  an 
area. 

For  instance,  the  resultant  of  an  attractive  force  in  any  direction 
may  be  measured  by  finding  the  work  which  it  would  do  on  a 
body  if  the  body  were  moved  a  short  distance  in  that  direction 
and  dividing  it  by  that  short  distance.  Here  the  attractive  force 
is  defined  with  reference  to  a  line. 

On  the  other  hand,  the  flux  of  heat  in  any  direction  at  any 
point  of  a  solid  body  may  be  defined  as  the  quantity  of  heat  which 
crosses  a  small  area  drawn  perpendicular  to  that  direction  divided 
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by  that  area  and  by  the  time.  Here  the  flux  is  defined  with 
reference  to  an  area. 

There  are  certain  cases  in  which  a  quantity  may  be  measured 
with  reference  to  a  line  as  well  as  with  reference  to  an  area. 

Thus^  in  treating  of  the  displacements  of  elastic  solids,  we  may 
direct  our  attention  either  to  the  original  and  the  actual  position 
of  a  particle,  in  which  case  the  displacement  of  the  particle  is 
measured  by  the  line  drawn  from  the  first  position  to  the  second, 
or  we  may  consider  a  small  area  fixed  in  space,  and  determine 
what  quantity  of  the  solid  passes  across  that  area  during  the  dis- 
placement. 

In  the  same  way  the  velocity  of  a  fluid  may  be  investigated 
either  with  respect  to  the  actual  velocity  of  the  individual  particles, 
or  with  respect  to  the  quantity  of  the  fluid  wliich  flows  through 
any  fixed  area. 

But  in  these  cases  we  require  to  know  separately  the  density  of 
the  body  as  well  as  the  displacement  or  velocity,  in  order  to  apply 
the  first  method,  and  whenever  we  attempt  to  form  a  molecular 
theory  we  have  to  use  the  second  method. 

In  the  case  of  the  flow  of  electricity  we  do  not  know  anything 
of  its  density  or  its  velocity  in  the  conductor,  we  only  know  the 
value  of  what,  on  the  fluid  theory,  would  correspond  to  the  product 
of  the  density  and  the  velocity.  Hence  in  all  such  cases  we  must 
apply  the  more  general  method  of  measurement  of  the  flux  across 
an  area. 

In  electrical  science^  electromotive  and  magnetic  intensity 
belong  to  the  first  class,  being  defined  with  reference  to  lines. 
When  we  wish  to  indicate  this  &ct,  we  may  refer  to  them  as 
Intensities. 

On  the  other  hand,  electric  and  magnetic  induction,  and  electric 
currents,  belong  to  the  second  class^  being  defined  with  reference 
to  areas.  When  we  wish  to  indicate  this  fact,  we  shall  refer  to  them 
as  Fluxes. 

Each  of  these  forces  may  be  considered  as  producing,  or  tending 
to  produce,  its  corresponding  flux.  Thus^  electromotive  intensity 
produces  electric  currents  in  conductors,  and  tends  to  produce  them 
in  dielectrics.  It  produces  electric  induction  in  dielectrics,  and  pro- 
bably in  conductors  also.  In  the  same  sense,  magnetic  intensity 
produces  magnetic  induction. 

18.]  In  some  cases  the  flux  is  simply  proportional  to  the  force 
and  in  the  same  direction,  but  in  other  cases  we  can  only  affirm 
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that  the  direction  and  magnitude  of  the  flux  are  functions  of  the 
direction  and  magnitude  of  the  force. 

The  case  in  which  the  components  of  the  flux  are  lUiear  functions 
of  those  of  the  force  is  discussed  in  the  chapter  on  the  Equations 
of  Conduction,  Art.  297.  There  are  in  general  nine  coefficients 
which  determine  the  relation  between  the  force  and  the  flux.  In 
certain  cases  we  have  reason  to  believe  that  six  of  these  coefficients 
form  three  pairs  of  equal  quantities.  In  such  cases  the  relation  be- 
tween the  line  of  direction  of  the  force  and  the  normal  plane  of  the 
flux  is  of  the  same  kind  as  that  between  a  diameter  of  an  ellipsoid 
and  its  conjugate  diametral  plane.  In  Quaternion  language^  the 
one  vector  is  said  to  be  a  linear  and  vector  function  of  the  other,  and 
when  there  are  three  pairs  of  equal  coefficients  the  function  is  said 
to  be  self-conjugate. 

In  the  case  of  magnetic  induction  in  iron^  the  flux,  (the  mag- 
netization of  the  iron,)  is  not  a  linear  function  of  the  magnetizing 
force.  In  all  cases,  however,  the  product  of  the  force  and  the 
flux  resolved  in  its  direction,  give  a  result  of  scientific  import- 
ance, and  this  is  always  a  scalar  quantity. 

14.]  There  are  two  mathematical  operations  of  frequent  occur- 
rence which  are  appropriate  to  these  two  classes  of  vectors,  or 
directed  quantities. 

In  the  case  of  forces,  we  have  to  take  the  integral  along  a  line 
of  the  product  of  an  element  of  the  line,  and  the  resolved  part  of 
the  force  along  that  element.  The  result  of  this  operation  is 
called  the  Line-integral  of  the  force.  It  represents  the  work 
done  on  a  body  carried  along  the  line.  In  certain  cases  in  which 
the  line-integral  does  not  depend  on  the  form  of  the  line,  but 
only  on  the  positions  of  its  extremities,  the  line-integral  is  called 
the  Potential. 

In  the  case  of  fluxes,  we  have  to  take  the  integral,  over  a  surface, 
of  the  flux  through  every  element  of  the  surface.  The  result  of 
this  operation  is  called  the  Surface-integral  of  the  flux.  It  repre- 
sents the  quantity  which  passes  through  the  surface. 

There  are  certain  surfaces  across  which  there  is  no  flux.  If 
two  of  these  surfaces  intersect,  their  line  of  intersection  is  a  line 
of  flax.  In  those  cases  in  which  the  flux  is  in  the  same  direction 
as  the  force,  lines  of  this  kind  are  often  called  Lines  of  Force.  It 
would  be  more  correct,  however,  to  speak  of  them  in  electrostatics 
and  magnetics  as  Lines  of  Induction,  and  in  electrokinematics  as 
Lines  of  Flow. 
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15.]  There  is  another  distinction  between  different  kinds  of 
directed  quantities,  which^  though  very  important  in  a  physical 
point  of  view,  is  not  so  necessary  to  be  observed  for  the  sake  of 
the  mathematical  methods.  This  is  the  distinction  between  longi- 
tudinal and  rotational  properties. 

The  direction  and  magnitude  of  a  quantity  may  depend  upon 
some  action  or  effect  which  takes  place  entirely  along  a  certain' 
line,  or  it  may  depend  upon  something  of  the  nature  of  rota- 
tion about  that  line  as  an  axis.  The  laws  of  combination  of 
directed  quantities  are  the  same  whether  they  are  longitudinal  or 
rotational,  so  that  there  is  no  difference  in  the  mathematical  treat- 
ment of  the  two  classes,  but  there  may  be  physical  circumstances 
which  indicate  to  which  class  we  must  refer  a  particular  pheno- 
menon. Thus,  electrolysis  consists  of  the  transfer  of  certain  sub- 
stances along  a  line  in  one  direction,  and  of  certain  other  sub- 
stances in  the  opposite  direction,  which  is  evidently  a  longitudinal 
phenomenon,  and  there  is  no  evidence  of  any  rotational  effect 
about  the  direction  of  the  force.  Hence  we  infer  that  the  electric 
current  which  causes  or  accompanies  electrolysis  is  a  longitudinal, 
and  not  a  rotational  phenomenon. 

On  the  other  hand,  the  north  and  south  poles  of  a  magnet  do 
not  differ  as  oxygen  and  hydrogen  do,  which  appear  at  opposite 
places  during  electrolysis,  so  that  we  have  no  evidence  that  mag- 
netism is  a  longitudinal  phenomenon,  while  the  effect  of  magnetism 
in  rotating  the  plane  of  polarized  light  distinctly  shews  that  mag- 
netism is  a  rotational  phenomenon. 

0-n  Line-integrals. 

16.]  The  operation  of  integration  of  the  resolved  part  of  a  vector 
quantity  along  a  line  is  important  in  physical  science  generally, 
and  should  be  clearly  understood. 

Let  Xy  y,  z  be  the  coordinates  of  a  point  P  on  a  line  whose 
length,  measured  from  a  certain  point  A^  is  9.  These  coordinates 
will  be  functions  of  a  single  variable  8. 

Let  R  be  the  numerical  value  of  the  vector  quantity  at  P,  and 

let  the  tangent  to  the  curve  at  P  make  with  the  direction  of  R  the 

angle  6,  then  i2  cos  e  is  the  resolved  part  of  R  along  the  line,  and  the 

integral  ff 

L:=  I  RcoQ€ds 
Jo 

is  called  the  line-integral  of  jS  along  the  line  s. 
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We  may  write  this  expression 

where  Xy  J",  Z  are  the  components  of  B  parallel  to  x^y^z  respect- 
ively. 

This  quantity  is,  in  general,  different  for  different  lines  drawn 
between  A  and  P.  When,  however,  within  a  certain  region,  the 
quantity  Xdx^l dy^Zdz  ^^D^, 

that  is,  when  it  is  an  exact  differential  within  that  region^  the 
value  of  L  becomes  . 

and  is  the  same  for  any  two  forms  of  the  path  between  A  and  P, 
provided  the  one  form  can  be  changed  into  the  other  by  continuous 
motion  without  passing  out  of  this  region. 

On  Potentials, 
The  quantity  4^  is  a  scalar  function  of  the  position  of  the  pointy 
and  is  therefore  independent  of  the  directions  of  reference.     It  is 
called  the  Potential  Function,  and  the  vector  quantity  whose  com- 
ponents are  X,  Y,  Z  is  said  to  have  a  potential  ^,  if 

^=-0'  ^=-(|)-  -=-a- 

When  a  potential  fiinction  exists,  surfaces  for  which  the  potential 

is  constant  are  called  Equipotential  surfaces.     The  direction  of  B  at 

any  point  of  such  a  surface  coincides  with  the  normal  to  the  surface, 

d'if 
and  if ;»  be  a  normal  at  the  point  P,  then  JB  =  —  -^  • 

The  method  of  considering  the  components  of  a  vector  as  the 
first  derivatives  of  a  certain  fiinction  of  the  coordinates  with  re- 
spect to  these  coordinates  was  invented  by  Laplace  *  in  his  treat- 
ment of  the  theory  of  attractions.  The  name  of  Potential  was  first 
given  to  this  function  by  Green  f,  who  made  it  the  basis  of  his 
treatment  of  electricity.  Green's  essay  was  neglected  by  mathe- 
maticians till  1846,  and  before  that  time  most  of  its  important 
theorems  had  been  rediscovered  by  Gauss,  Chasles,  Sturm,  and 
Thomson  %. 

*  M6c.  C^eete,  liv.  iii. 

t  Essay  on  the  Application  of  Matbematioal  Analysis  to  t\e  Theories  of  Electricity 
and  Magnetism,  Nottingham,  1828.  Beprinted  in  CreUe's  Jowmal,  and  in  Mr.  Ferrers' 
edition  of  Green's  Works. 

t  Thom«>n  and  Tait,  Natural  Philosophy,  §  488. 
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In  the  theory  of  gravitation  the  potential  is  taken  with  the 
opposite  sign  to  that  which  is  here  used,  and  the  resultant  force 
in  any  direction  is  then  measured  by  the  rate  of  increase  of  the 
potential  function  in  that  direction.  In  electrical  and  magnetic 
investigations  the  potential  is  defined  so  that  the  resultant  force 
in  any  direction  is  measured  by  the  decrease  of  the  potential  in 
that  direction.  This  method  of  using  the  expression  makes  it 
correspond  in  sign  with  potential  energy,  which  always  decreases 
when  the  bodies  are  moved  in  the  direction  of  the  forces  acting 
on  them. 

17.]  The  geometrical  nature  of  the  relation  between  the  poten- 
tial and  the  vector  thus  derived  from  it  receives  great  light  from 
Hamilton's  discovery  of  the  form  of  the  operator  by  which  the  vector 
is  derived  from  the  potential. 

The  resolved  part  of  the  vector  in  any  direction  is,  as  we  have 
seen,  the  first  derivative  of  the  potential  with  respect  to  a  co- 
ordinate drawn  in  that  direction^  the  sign  being  reversed. 

Now  if  i,  j\  k  are  three  unit  vectors  at  right  angles  to  each 
other,  and  if  X,  J,  Z  are  the  components  of  the  vector  $  resolved 
parallel  to  these  vectors^  then 

g  =  iX4-yr+*Z;  (1) 

and  by  what  we  have  said  above,  if  4^  is  the  potential. 
If  we  now  write  V  for  the  operator, 

gsr-V^'.  (4) 

The  symbol  of  operation  V  may  be  interpreted  as  directing  us 
to  measure,  in  each  of  three  rectangular  directions,  the  rate  of 
increase  of  4^,  and  then,  considering  the  quantities  thus  found  as 
vectors,  to  compound  them  into  one.  This  is  what  we  are  directed 
to  do  by  the  expression  (3).  But  we  may  also  consider  it  as  directing 
us  first  to  find  out  in  what  direction  ^  increases  fastest,  and  then 
to  lay  off  in  that  direction  a  vector  representing  this  rate  of 
increase. 

M.  Lam6,  in  his  Traits  des  Fonctions  Inverses,  uses  the  term 
Differential  Parameter  to  express  the  magnitude  of  this  greatest 
rate  of  increase,  but  neither  the  term  itself,  nor  the  mode  in  which 


16  PBELIMINART.  [l8. 

Lam£  uses  it,  indicates  that  the  quantity  referred  to  has  direction 
as  well  as  magnitude.  On  those  rare  occasions  in  which  I  shall  have 
to  refer  to  this  relation  as  a  purely  geometrical  one,  I  shall  call  the 
vector  9  the  space-variation  of  the  scalar  function  ^,  using  the 
phrase  to  indicate  the  direction,  as  well  as  the  magnitude,  of  the 
most  rapid  decrease  of  ^. 

18.]  There  are  cases,  however,  in  which  the  conditions  * 

dZ     dY  dX     dZ      ^         ^     dT     dX     ^ 

-J-  =  0,     -J :?-  =  0,    and     -^ i^  —  ^y 

dy       dz  dz       dx  dx       dy 

which  are  those  of  Xdx-k-Tdy-^-Zdz  being  a  complete  differential, 
are  satisfied  throughout  a  certain  region  of  space,  and  yet  the  line- 
integral  from  ^  to  P  may  be  different  for  two  lines^  each  of 
which  lies  wholly  within  that  region.  This  may  be  the  case  if 
the  region  is  in  the  form  of  a  ring,  and  if  the  two  lines  from  A 
to  P  pass  through  opposite  segments  of  the  ring.  In  this  case, 
the  one  path  cannot  be  transformed  into  the  other  by  continuous 
motion  without  passing  out  of  the  region. 

We  are  here  led  to  considerations  belonging  to  the  Geometry 
of  Position,  a  subject  which,  though  its  importance  was  pointed 
out  by  Leibnitz  and  illustrated  by  Gauss,  has  been  little  studied. 
The  most  complete  treatment  of  this  subject  has  been  given  by 
J.  B.  Listing*. 

Let  there  be  p  points  in  space,  and  let  I  lines  of  any  form  be 
drawn  joining  these  points  so  that  no  two  lines  intersect  each 
other^  and  no  point  is  left  isolated.  We  shall  call  a  figure  com- 
posed of  lines  in  this  way  a  Diagram.  Of  these  lines,  p—\  are 
sufficient  to  join  the  p  points  so  as  to  form  a  connected  system. 
Every  new  line  completes  a  loop  or  closed  path,  or,  as  we  shall 
call  it^  a  Cycle.  The  number  of  independent  cycles  in  the  diagram 
is  therefore  k  =  l-^p^  1. 

Any  closed  path  drawn  along  the  lines  of  the  diagram  is  com- 
posed of  these  independent  cycles,  each  being  taken  any  number  of 
times  and  in  either  direction. 

The  existence  of 'cycles  is  called  Cyclosis,  and  the  number  of 
cycles  in  a  diagram  is  called  its  Cyclomatic  number. 

Cyclosis  in  Surfaces  and  Regions, 
Surfaces  are  either  complete  or  bounded.     Complete  surfaces  are 
either  infinite  or  closed.     Bounded  surfaces  are  limited  by  one  or 

*  Der  Censm  ^Umiithir  CompUxe,  Gott  Abh.,  Bd.  z.  S.  97  (1861). 
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more  closed  lines,  which  may  in  the  limiting  cases  become  double 
finite  lines  or  points. 

A  finite  region  of  space  is  boimded  by  one  or  more  closed 
surfaces.  Of  these  one  is  the  external  sor&oe,  the  others  are 
included  in  it  and  exclude  each  other,  and  are  called  internal 
surfaces.^ 

If  the  region  has  one  bounding  surface,  we  may  suppose  that 
surfiace  to  contract  inwards  without  breaking  its  continuity  or 
cutting  itself.  If  the  region  is  one  of  simple  continuity,  such  as 
a  sphere,  this  process  may  be  continued  till  it  is  reduced  to  a 
point ;  but  if  the  region  is  like  a  ring,  the  result  will  be  a  closed 
curve;  and  if  the  region  has  multiple  connexions,  the  result  will 
be  a  diagram  of  lines^  and  the  cyclomatic  number  of  the  diagram 
will  be  that  of  the  region.  The  space  outside  the  region  has  the 
same  cyclomatic  number  as  the  region  itself.  Hence,  if  the  region 
is  bounded  by  internal  as  well  as  external  surfaces,  its  cyclomatic 
number  is  the  sum  of  those  due  to  all  the  surfaces. 

When  a  region  encloses  within  itself  other  regions,  it  is  called  a 
Periphractic  region. 

The  number  of  internal  bounding  surfaces  of  a  region  is  called 
its  periphractic  number.  A  closed  surface  is  also  periphractic,  its 
periphractic  number  being  unity. 

The  cyclomatic  number  of  a  closed  surface  is  twice  that  of  either 
of  the  regions  which  it  bounds.  To  find  the  cyclomatic  number  of 
a  bounded  surface,  suppose  all  the  boundaries  to  contract  inwards, 
without  breaking  continuity,  till  they  meet.  The  surface  will  then 
be  reduced  to  a  point  in  the  case  of  an  acyclic  surface,  or  to  a  linear 
diagram  in  the  case  of  cyclic  surfaces.  The  cyclomatic  number  of 
the  diagram  is  that  of  the  surface. 

19.]  Theorem  I.  If  throughout  any  acyclic  region 
Xdai-^Tdy-\-Zdzz=z^D% 
the  value  of  the  line-integral  from  a  point  A  to  a  point  P  taken 
along  any  path  within  the  region  will  he  the  same. 
We  shall  first  shew  that  the  line-integral  taken  round  any  closed 
path  within  the  region  is  zero. 

Suppose  the  equipotential  surfaces  drawn.  They  are  all  either 
closed  surfaces  or  are  bounded  entirely  by  the  surface  of  the  re- 
gion, so  that  a  closed  line  within  the  region,  if  it  cuts  any  of  the 
surfaces  at  one  part  of  its  path,  must  cut  the  same  surface  in 
the  opposite  direction  at  some  other  part  of  its  path,  and  the 
VOL.  I.  0 
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corresponding  portions  of  the  Une-integral  being  equal  and  opposite, 
the  total  value  is  zero. 

Hence  if  AQP  and  AQ'P  are  two  paths  from  A  to  P,  the  line- 
integral  for  AQ'P  is  the  sum  of  that  for  AQP  and  the  closed  path 
AQ^PQA.  But  the  line-integral  of  the  closed  path  is  zero,  there- 
fore those  of  the  two  paths  are  equal. 

Hence  if  the  potential  is  given  at  any  one  point  of  such  a 
region,  that  at  any  other  point  is  determinate, 

20.]  Theorem  II.  In  a  cyclic  region  in  which  the  equation 
Xdx  +  Ydj/^Zdz  =  -2>* 
is  everywhere  satisjied,  the  line-integral  from  A  to  P,  along  a 
line  drawn  within  the  region^  will  not  in  general  he  determinate 
unless  the  channel  of  communication  between  A  and  P  be  specified. 

Let  K  be  the  cyclomatic  number  of  the  region,  then  K  sections 
of  the  region  may  be  made  by  surfaces  which  we  may  call  Dia- 
phragms, so  as  to  close  up  K  of  the  channels  of  communication^ 
and  reduce  the  region  to  an  acyclic  condition  without  destroying 
its  continuity. 

The  line-integral  from  A  to  any  point  P  taken  along  a  line 
which  does  not  cut  any  of  these  diaphragms  will  be,  by  the  last 
theorem,  determinate  in  value. 

Now  let  A  and  P  be  taken  indefinitely  near  to  each  other,  but 
on  opposite  sides  of  a  diaphragm,  and  let  K  be  the  line-integral 
from  A  to  P. 

Let  A'  and  P"  be  two  other  points  on  opposite  sides  of  the  same 
diaphragm  and  indefinitely  near  to  each  other,  and  let  K'  be  the 
line-integral  from  A'  to  P'.    Then  K'^  K. 

For  if  we  draw  AA'  and  PP"^  nearly  coincident,  but  on  opposite 
sides  of  the  diaphragm,  the  line-integrals  along  these  lines  will 
be  equal.  Suppose  each  equal  to  i,  then  JT,  the  line-integral  of 
ATy  is  equal  to  that  of  ^'^+J[P+PP'=-.i  +  Jr+i;=^=  that 
of^P. 

Hence  the  line-integral  round  a  closed  curve  which  passes  through 
one  diaphragm  of  the  system  in  a  given  direction  is  a  constant 
quantity  K.  This  quantity  is  called  the  Cyclic  constant  corre- 
sponding to  the  given  cycle. 

Let  any  closed  curve  be  drawn  within  the  region,  and  let  it  cut 
the  diaphragm  of  the  first  cycle  p  times  in  the  positive  direction 
andy  times  in  the  negative  direction,  and  let  jo— y=  n^.  Then 
the  line-integral  of  the  closed  curve  will  h^n^K^^ 
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Similarly  the  line-integral  of  any  closed  curve  will  be 

where  Uk  represents  the  excess  of  the  number  of  positive  passages 
of  the  curve  through  the  diaphragm  of  the  cycle  K  over  the 
number  of  negative  passages. 

If  two  curves  are  such  that  one  of  them  may  be  transformed 
into  the  other  by  continuous  motion  without  at  any  time  pasring 
through  any  part  of  space  for  which  the  condition  of  having  a 
potential  is  not  fulfilled,  these  two  curves  are  called  Beconcileable 
curves.  Curves  for  which  this  transformation  cannot  be  effected 
are  called  Irreconcileable  curves''^. 

The  condition  that  Xdx-^-Ydy  +  Zdz  is  a  complete  differential 
of  some  function  ^  for  all  points  within  a  certain  region,  occurs  in 
several  physical  investigations  in  which  the  directed  quantity  and 
the  potential  have  different  physical  interpretations. 

In  pure  kinematics  we  may  suppose  X,  7^  ^  to  be  the  com- 
ponents of  the  displacement  of  a  point  of  a  continuous  body  whose 
original  coordinates  are  x,yy  z;  the  condition  then  expresses  that 
these  displacements  constitute  a  non-rotational  strain  f* 

J£  Xy  Yy  Z  represent  the  components  of  the  velocity  of  a  fluid  at 
the  point  x,y,  z,  then  the  condition  expresses  that  the  motion  of  the 
fluid  is  irrotational. 

If  X,  Z,  Z  represent  the  components  of  the  force  at  the  point 
Xj  y,  z^  then  the  condition  expresses  that  the  work  done  on  a 
particle  passing  from  one  point  to  another  is  the  difference  of  the 
potentials  at  these  points^  and  the  value  of  this  difference  is  the 
same  for  all  reconcileable  paths  between  the  two  points^ 

On  Surface-Integrali. 
21.]  Let  dS  be  the  element  of  a  surface,  and  c  the  angle  which 
a  normal  to  the  surface  drawn  towards  the  positive  side  of  the 
surface  makes  with  the  direction  of  the  vector  quantity  JB,  then 

I  JBcoB^dSis  called  the  surface-integral  ofH  over  the  surface  S, 

Theorem  III.  TAe  surface-integral  of  tie  fiux  inwards  through  a 
closed  surface  may  be  expressed  as  the  volume-integral  of  its  con^ 
vergence  taken  within  the  surface.     (See  Art.  25.) 

Let  X,  r,  ^  be  the  components  of  R^  and  let  ^,  m,  »  be  the 

*  See  Sir  W.  Thomaon  '  On  Vortex  Motion/  Trans,  R.  8.  Edin.,  1867-8. 
t  See  Thomson  and  Tali's  Natural  Philosophy,  §  190  (%). 

0% 
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direction-cosines  of  the  nonnal  to  8  measured  inwards.  Then  the 
surface-integral  of  B  over  S  is 

ffjR  cos  €d8  ^JJxidS  +JjYmd8^JJzndS;  (1) 

the  values  of  X,  7,  Z  being  those  at  a  point  in  the  surface,  and 
the  integrations  being  extended  over  the  whole  surface. 

If  the  sur&ce  is  a  closed  one,  then,  when  y  and  z  are  given, 
the  coordinate  x  must  have  an  even  number  of  values,  since  a  line 
parallel  to  x  must  enter  and  leave  the  enclosed  space  an  equal 
number  of  times  provided  it  meets  the  surface  at  all. 

At  each  entrance 

ld8  =  dydZf 
and  at  each  exit  US  =-dydz. 

Let  a  point  travelling  from  a?  =  —  qo  to  aT  =  +  oo  first  enter 
the  space  when  w  ss  x^^  then  leave  it  when  a?  =  o^^  and  so  on ; 
and  let  the  values  of  X at  these  points  be  X^,  ^^  &c.,  then 

JfxidS  =^{(J,-jy +  (X,-X,)  +  &c.  +  (^,.i-^.)}^rf^.  (2) 

If  Z  is  a  quantity  which  is  continuous^  and  has  no  infinite  values 
between  w^  and  a^^,  then  * 

where  the  integration  is  extended  from  the  first  to  the  second 
intersection,  that  is,  along  the  first  segment  of  x  which  is  within 
the  closed  surface.  Taking  into  account  all  the  segments  which  lie 
within  the  closed  surface,  we  find 

ffxid8=-jff'^d.dyd.,  (4) 

the  double  integration  being  confined  to  the  closed  surface,  but 
the  triple  integration  being  extended  to  the  whole  enclosed  space. 
Henee,  if  X^  Ty  Z  are  continuous  and  finite  within  a  closed  surface 
8^  the  total  surface-integral  of  R  over  that  surface  will  be 

//»«...«  =  -///(g+  f  +  g)^*A.  p) 

the  triple  integ^tion  being  extended  over  the  whole  space  within  8, 
Let  us  next  suppose  that  X,  7,  Z  are  not  continuous  within  the 
closed  surface^  but  that  at  a  certain  surfiu^e  F{xy  y^  z)  =  0  the 
values  of  X,  J,  Z  alter  abruptly  from  X,  J,  Z  on  the  n^ative  side 
of  the  surface  to  X^  JT,  ^  on  the  positive  side. 
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If  this  discontinuity  occurs^  say,  between  Xi  and  a?2,  the  value 
of  Xj— Xj  will  be 

jrg^+(z'-x).  (6) 

where  in  the  expression  under  the  integral  sign  only  the  finite 
values  of  the  derivative  of  X  are  to  be  considered. 

In  this  case  therefore  the  total  surface-integral  of  J2  over  the 
closed  surface  will  be  expressed  by 

+JJ{r-T)dzdx+JJ{Z'-Z)<h(^;     (7) 

or,  if  I',  m',  n'  are  the  direction-cosines  of  the  normal  to  the  surface 
of  discontinaitj,  and  dS'  an  element  of  that  sur&ce, 

+ff{l'(r-X)+m'{r-T)+n'{Z'-Z)}  dS',  (8) 

Vhere  the  integration  of  the  last  term  is  to  be  extended  oyer  the 
surface  of  discontinuity. 

If  at  every  point  where  X,  T,  Z  are  continuoos 

dX     dY     dZ     ^  .„, 

^  +  ^+^  =  ^'  <') 
and  at  every  sur&ce  where  they  are  discontinuous 

VT-vm'r-\-n'Z'  =  VX^m'Y^n'Z,  (10) 

then  the  surface-integral  over  every  closed  surface  is  zero,  and  the 
distribution  of  the  vector  quantity  is  said  to  be  Solenoidal. 

We  shall  refer  to  equation  (9)  as  the  General  solenoidal  con* 
dition,  and  to  equation  (10)  as  the  Superficial  solenoidal  condition. 

22.]  Let  us  now  consider  the  case  in  which  at  every  point 
within  the  surface  S  the  equation 

dX      dT      dZ      ^  ,,,. 

is  satisfied.  We  have  as  a  consequence  of  this  the  surface-integral 
over  the  closed  sur&ce  equal  to  zero. 

Now  let  the  closed  surface  8  consist  of  three  parts  8^^  8^^  and 
8^,  Let  iSi  be  a  surface  of  any  form  bounded  by  a  closed  line  Z^. 
Let  8q  be  formed  by  drawing  lines  from  every  point  of  L^  always 
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ooincidmg  witK  the  direction  of  B,  If  l^tfiy  n  are  the  direction- 
cosines  of  the  normal  at  any  point  of  the  surface  Sq^  we  have 

BcoB€  =  Xl-hTm  +  Zn=:  0.  (12) 

Hence  this  part  of  the  surface  contributes  nothing  towards  the 
value  of  the  surface-integral. 

Let  82  be  another  surface  of  any  form  bounded  by  the  closed 
curve  Z^  in  which  it  meets  the  surface  ^S^^. 

^^^  Qi9  Qof  Q2  ^  ^^^  sur&ce-integrals  of  the  surfiEices  8^^  Sq,  S^f 
and  let  Q  be  the  surface-integral  of  the  closed  surface  S.    Then 

«=«i+eo+Q2  =  0;  (13) 

and  we  know  that  Q^  =  0 ;  (14) 

therefore  Q2--Q1I  (15) 

or,  in  other  words^  the  surface-integral  over  the  surface  S2  is  equal 
and  opposite  to  that  over  8^^  whatever  be  the  form  and  position 
of  4^2,  provided  that  the  intermediate  surface  8q  is  one  for  which  22 
is  always  tangential. 

If  we  suppose  i/^  a  closed  curve  of  small  area,  8q  will  be  a 
tubular  surface  having  the  property  that  the  surface-integral  over 
every  complete  section  of  the  tube  is  the  same. 

Since  the  whole  space  can  be  divided  into  tubes  of  this  kind 

provided  aX     dY      dZ      ^  ,  ^, 

^•^^  +  ^  =  ^'  (^^) 

a  distribution  of  a  vector  quantity  consistent  with  this  equation  is 

called  a  Solenoidal  Distribution. 

On  Tides  and  Lines  of  Flow. 
If  the  space  is  so  divided  into  tubes  that  the  surface-integral 
for  every  tube  is  unity,  the  tubes  are  called  Unit  tubes,  and  the 
surface-integral  over  any  finite  surface  8  bounded  by  a  closed 
curve  Z  is  equal  to  the  number  of  such  tubes  which  pass  through 
8  in  the  positive  direction,  or,  what  is  the  same  thing,  the  number 
which  pass  through  the  closed  curve  X. 

Hence  the  surface-integral  of  8  depends  only  on  the  form  of 
its  boundary  Z,  and  not  on  the  form  of  the  surface  within  its 
boundary. 

On  Periphractie  Reffions. 
If,  throughout  the  whole  region  bounded  externally  by  the  single 
closed  surfiu^e  8,  the  solenoidal  condition 
dX     dT      dZ_ 
da)       dy       dz  " 
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is  satisfied,  then  the  surface-integral  taken  over  any  closed  surface 
drawn  within  this  region  will  be  zero,  and  the  surface-integral 
taken  over  a  bounded  surface  within  the  region  will  depend  only 
on  the  form  of  the  closed  curve  which  forms  its  boundary. 

It  is  not,  however,  generally  true  that  the  same  results  follow 
if  the  region  within  which  the  solenoidal  condition  is  satisfied  is 
bounded  otherwise  than  by  a  single  surface. 

For  if  it  is  bounded  by  more  than  one  continuous  surface,  one  of 
these  is  the  external  surface  and  the  others  are  internal  surfaces, 
and  the  region  ^S  is  a  periphractic  region,  having  within  it  other 
regions  which  it  completely  encloses. 

If  within  one  of  these  enclosed  regions,  say,  that  bounded  by  the 
closed  surface  Si^  the  solenoidal  condition  is  not  satisfied,  let 

be  the  surface-integral  for  the  surface  enclosing  this  region,  and 
1©*  Qif  Qsj  &<5-  to  the  corresponding  quantities  for  the  other  en- 
closed regions  S^y  8^,  &c. 

Then,  if  a  closed  surface  S"  is  drawn  within  the  region  8,  the 
value  of  its  surface-integral  will  be  zero  only  when  this  surface 
8^  does  not  include  any  of  the  enclosed  regions  8^,  8^^  &c.  If  it 
includes  any  of  these,  the  surface-integral  is  the  sum  of  the  surface- 
integrals  of  the  different  enclosed  regions  which  lie  within  it. 

For  the  same  reason,  the  surface-integral  taken  over  a  surface 
bounded  by  a  closed  curve  is  the  same  for  such  surfaces  only,  bounded 
by  the  closed  curve,  as  are  reconcileable  with  the  given  surface  by 
continuous  motion  of  the  surface  within  the  region  8. 

When  we  have  to  deal  with  a  periphractic  region,  the  first  thing 
to  be  done  is  to  reduce  it  to  an  aperiphractic  region  by  drawing 
lines  i/j,  i/2,  &c.  joining  the  internal  surfaces  8^,  8^,  &c.  to  the 
external  surface  8.  Each  of  these  lines,  provided  it  joins  surfaces 
which  were  not  already  in  continuous  connexion,  reduces  the 
periphractic  number  by  unity,  so  that  the  whole  number  of  lines 
to  be  drawn  to  remove  the  periphraxy  is  equal  to  the  periphractic 
number,  or  the  number  of  internal  surfaces.  In  drawing  these  lines 
we  must  remember  that  any  line  joining  surfaces  which  are  already 
connected  does  not  diminish  the  periphraxy,  but  introduces  cyclosis. 
When  these  lines  have  been  drawn  we  may  assert  that  if  the 
solenoidal  condition  is  satisfied  in  the  region  8y  any  closed  surface 
drawn  entirely  within  8y  and  not  cutting  any  of  the  lines,  has  its 
surface-integral  zero.     If  it  cuts  any  line,  say  Z^,  once  or  any  odd 


24  PRELIMINARY.  [23, 

number  of  times,  it  encloses  the  surface  Si  and  the  surface-integral 

is  Qi- 

The  most  familiar  example  of  a  periphractic  region  within  which 
the  solenoidal  condition  is  satisfied  is  the  region  surrounding  a  mass 
attracting  or  repelling  inversely  as  the  square  of  the  distance. 

In  this  case  we  have 

^  =  M  — 3-  >  I  ^=^  M  — r-  5         Z  ^  fit  — ^  • 

r^  ^3  ^3 

where  m  is  the  mass^  supposed  to  be  at  the  origin  of  coordinates. 
At  any  point  where  r  is  finite 

dX     dY     dZ_ 
dm'^  dy'^ dz        ' 
but  at  the  origin  these  quantities  become  infinite.     For  any  closed 
surfiice  not  including  the  origin,  the  surface-integral  is  zero.     If  a 
closed  surface  includes  the  origin,  its  surface-integral  is  4  irm. 

If,  for  any  reason,  we  wish  to  treat  the  region  round  ;»  as  if  it 
were  not  periphractic,  we  must  draw  a  line  from  ^  to  an  infinite 
distance,  and  in  taking  surface-integrals  we  must  remember  to  add 
4  ir;»  whenever  this  line  crosses  from  the  negative  to  the  positive 
side  of  the  surface. 

On  Right-handed  and  Left-handed  Relations  in  Space. 

23.]  In  this  treatise  the  motions  of  translation  along  any  axis 
and  of  rotation  about  that  axis  will  be  assumed  to  be  of  the  same 
sign  when  their  directions  correspond  to  those  of  the  translation 
and  rotation  of  an  ordinary  or  right-handed  screw  *. 

For  instance,  if  the  actual  rotation  of  the  earth  from  west  to  east 
is  taken  positive,  the  direction  of  the  earth's  axis  from  south  to 
north  will  be  taken  positive,  and  if  a  man  walks  forward  in  the 
positive  direction,  the  positive  rotation  is  in  the  order,  head,  right- 
hand,  feet,  left-hand. 

*  The  combined  action  of  the  muscles  of  the  arm  when  we  turn  the  upper  side  of 
the  right-hand  outwards,  and  at  the  same  time  thrust  the  hand  forwards,  will 
impress  the  right-handed  screw  motion  on  the  memory  more  firmly  than  any  verbal 
definition.  A  common  corkscrew  may  be  used  as  a  material  symbol  of  the  same 
relation. 

Professor  W.  H.  Miller  has  suggested  to  me  that  as  the  tendrils  of  the  vine  are 
right-handed  screws  and  those  of  the  hop  left-handed,  the  two  systems  of  relations  in 
space  might  be  called  those  of  the  vine  and  the  hop  respectively. 

The  system  of  the  vine,  which  we  adopt,  is  that  of  Linnaeus,  and  of  screw-makers 
in  all  civilized  countries  except  Japan.  De  Candolle  was  the  first  who  called  the 
hop-tendril  right-banded,  and  Id  this  he  is  followed  by  Listing,  and  by  most  writers 
on  the  circular  polarization  of  light.  Screws  like  the  hop-tendril  are  made  for  the 
couplings  of  railway-carriages,  and  for  the  fittings  of  wheels  on  the  left  side  of  or- 
dinary carriages,  but  they  are  always  called  left-handed  screws  by  those  who  use 
them. 
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If  we  place  ourselves  on  the  positive  side  of  a  surface,  the  positive 
direction  along  its  bounding  curve  will  be  opposite  to  the  motion 
of  the  hands  of  a  watch  with  its  face  towards  us. 

This  is  the  right-handed  system  which  is  adopted  in  Thomson 
and  Tait's  Natural  Philosophy^  §  243,  and  in  Tait's  Quaternions, 
The  opposite,  or  left-handed  system,  is  adopted  in  Hamilton's 
Quaternions  {Lectures^  p.  76,  and  Elements^  p.  108,  and  p.  117  note). 
The  operation  of  passing  from  the  one  system  to  the  other  is  called, 
by  Listing,  Perversion. 

The  reflexion  of  an  object  in  a  mirror  is  a  perverted  image  of  the 
object. 

When  we  use  the  Cartesian  axes  of  a?,  y,  Zy  we  shall  draw  them 
so  that  the  ordinary  conventions  about  the  cyclic  order  of  the 
symbols  lead  to  a  right-handed  system  of  directions  in  space.  Thus, 
if  00  is  drawn  eastward  and  y  northward,  z  must  be  drawn  upward. 

The  areas  of  surfaces  will  be  taken  positive  when  the  order  of 
integration  coincides  with  the  cyclic  order  of  the  symbols.  Thus, 
the  area  of  a  closed  curve  in  the  plane  of  xy  may  be  written  either 

jxdy    or    ^lydx\ 

the  order  of  integration  being  a?,  y  in  the  first  expression,  and  y,  x 
in  the  second. 

This  relation  between  the  two  products  dx  dy  and  dy  dx  may 
be  compared  with  the  rule  for  the  product  of  two  perpendicular 
vectors  in  the  method  of  Quaternions,  the  sign  of  which  depends 
on  the  order  of  multiplication ;  an  I  with  the  reversal  of  the  sign 
of  a  determinant  when  the  adjoining  rows  or  columns  are  ex- 
changed. 

For  similar  reasons  a  volume-integral  is  to  be  taken  positive  when 
the  order  of  integration  is  in  the  cyclic  order  of  the  variables  a?,^,  z^ 
and  negative  when  the  cyclic  order  is  reversed. 

We  now  proceed  to  prove  a  theorem  which  is  useful  as  esta- 
blishing a  connexion  between  the  surface-integral  taken  over  a 
finite  surface  and  a  line-integral  taken  round  its  boundary. 

24.]  Theokbm  IV.  A  line-integral  taken  round  a  closed  curve 
may  he  expressed  in  terms  of  a  surface-integral  taken  over  a 
surface  hounded  by  the  curve. 

Let  X,  F,  ^  be  the  components  of  a  vector  quantity  21  whose  line- 
integral  is  to  be  taken  round  a  closed  curve  s. 

Let  8  be  any  continuous  finite  surface  bounded  entirely  by  the 
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closed  curve  *,  and  let  f,  rj,  C  ^^  t^®  components  of  another  vector 
quantity  SB,  related  to  X,  J",  Z  by  the  equations 

dy       dz^'     ^ "  dz       dx*      ^ "  dx        dy*  ^  ' 

Then  the  surface-integral  of  SB  taken  over  the  surface  8  is  equal  to 
the  line-integral  of  81  taken  round  the  curve  *.  It  is  manifest  that 
f ,  %  C  satisfy  of  themselves  the  solenoidal  condition 

dx      dy       dz 
Let  /, ;»,  ft  be  the  direction-cosines  of  the  normal  to  an  element 
of  the  surface  dS,  reckoned  in  the  positive  direction.     Then  the 
value  of  the  surface-integral  of  SB  may  be  written 

ff{li+mn  +  nC)d8.  (2) 

In  order  to  form  a  definite  idea  of  the  meaning  of  the  element 
dS,  we  shall  suppose  that  the  values  of  the  coordinates  x,  y,  z  for 
every  point  of  the  surface  are  given  as  functions  of  two  inde- 
pendent variables  a  and  y3.  If  /3  is  constant  and  a  varies,  the  point 
{Xf  y,  z)  will  describe  a  curve  on  the  surface,  and  if  a  series  of  values 
is-  given  to  )3,  a  series  of  such  curves  will  be  traced,  all  lying  on 
the  surface  8,  In  the  same  way^  by  giving  a  series  of  constant 
values  to  a,  a  second  series  of  curves  may  be  traced,  cutting  the 
first  series,  and  dividing  the  whole  surface  into  elementary  portions^ 
any  one  of  which  may  be  taken  as  the  element  dS, 

The  projection  of  this  element  on  the  plane  o{  y  z  is,  by  the 
ordinary  formula, 

The  expressions  for  m  d8  and  ndS  axe  obtained  from  this  by  sub- 
stituting 0?,  yy  z  in  cyclic  order. 

The  surface-integral  which  we  have  to  find  is 


ff{li+mri-^nC)d8;  (4) 
or,  substituting  the  values  of  f ,  tj,  C  ^^  terms  of  X,  F,  Z^ 

^     dz         dy         dx        dz        dy  dx^      '  ^  ' 

The  part  of  this  which  depends  on  X  may  be  written 

CCi  dX  fdz  dx       dz  dx\      dX ydx  ^  ^dx^  ^\\  ^^y   .  /^x 

Jj\dz^TaT^^d^To)^^^Tad^^ dfidJ]    ^    **'  ^^ 


//(' 
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adding  and  subtracting  -i—3--Tki  t^s  becomes 

CCi  doo  ydXda      dXdy      dX  dz\ 
J  J  X  rf/3  ^dx  da       dy  da       dz  da^ 

dx  fdX  dx      dX dy      dX  dz\)  ,     ,         ,  . 

ff/dXdx      dXdx\  -^  ,  z^v 

Let  us  now  suppose  that  the  curves  for  which  a  is  constant  form 
a  series  of  closed  curves  surrounding  a  point  on  the  surface  for 
which  a  has  its  minimum  value,  Oq^  and  let  the  last  curve  of  the 
series,  for  which  0  =  0^,  coincide  with  the  closed  curve  s. 

Let  us  also  suppose  that  the  curves  for  which  ^  is  constant  form 
a  series  of  lines  drawn  from  the  point  at  which  a  =  Oq  to  the  closed 
curve  *,  the  first,  /S^,  and  the  last,  /Sj,  being  identical. 

Integrating  (8)  by  parts,  the  first  term  with  respect  to  a  and  the 
second  with  respect  to  /3,  the  double  integrals  destroy  each  other 
and  the  expression  becomes 

Since  the  point  (a,  jS^)  is  identical  with  the  point  (a,  jS^),  the 
third  and  fourth  terms  destroy  each  other;  and  since  there  is 
but  one  value  of  x  at  the  point  where  a  =  Oq,  the  second  term  is 
zero,  and  the  expression  is  reduced  to  the  first  term  : 

Since  the  curve  a  =  Oj  is  identical  with  the  closed  curve  *,  we 
may  write  the  expression  in  the  form 

/x|*.  (10) 

where  the  integration  is  to  be  performed  round  the  curve  *.  We 
may  treat  in  the  same  way  the  parts  of  the  sur&ce-integral  which 
depend  upon  Y  and  Z^  so  that  we  get  finally, 

//«+«,+.0^«=/(xS+4+2f)*;      (.1) 

where  the  first  integral  is  extended  over  the  surface  5,  and  the 
second  round  the  bounding  curve  9  *. 

*  This  theorem  was  given  by  Professor  Stokes,  8mUh*8  Prize  Examination,  1854, 
question  8.    It  is  proved  in  Thomson  and  Tait's  Natural  Philosophy,  §  190  (;*). 
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On  tie  effect  of  the  operator  V  on  a  vector  Junction, 
25.]  We  have  seen  that  the  operation  denoted  by  V  is  that  by 
which  a  vector  quantity  is  deduced  from  its  potential.  The  same 
operation,  however,  when  applied  to  a  vector  function,  produces 
results  which  enter  into  the  two  theorems  we  have  just  proved 
(III  and  IV).  The  extension  of  this  operator  to  vector  displace- 
ments^ and  most  of  its  further  development,  is  due  to  Professor 
Tait* 

Let  a  be  a  vector  function  of  p,  the  vector  of  a  variable  point. 
Let  us  suppose,  as  usual,  that 

P  =  ta?  +/y  +  iz, 
and  tr  =  iX-{-jY  +  iZ ; 

where  X,  T,  Z  are  the  components  of  a*  in  the  directions  of  the 
axes. 

We  have  to  perform  on  a  the  operation 
,  d       ,  d       .  d 
"^    dx        dy         dz 
Performing  this  operation,   and   remembering  the  rules  for  the 
multiplication  of  %  /,  h^  we  find  that  Vo-  consists  of  two  parts, 
one  scalar  and  the  other  vector. 
The  scalar  part  is 

^^ '=-(?+ ^ +  ?)'"** '^"*''°' ™' 

and  the  vector  part  is 

^„         .AZ      dYy,      .fdX     dZy,  .   ,fdY      dX. 

If  the  relation  between  X,  J",  Z  and  f,  rj,  C  is  that  given  by 
equation  (1)  of  the  last  theorem,  we  may  write 

FVa  =  i^+Jrj  -hkC     See  Theorem  IV. 

It  appears  therefore  that  the  functions  of  X,  Y,  Z  which  occur 
in  the  two  theorems  are  both  obtained  by  the  operation  V  on  the 
vector  whose  components  are  X,  F,  Z.  The  theorems  themselves 
may  be  written 

JffsVads  =JJs.<rUvds,      (III) 
and      fSirdp    zszfJs.VaUvds;    (IV) 

*  See  Proe.  R,  S.  Edin.,  April  28, 1862.  *  On  Green's  and  other  allied  Theorems/ 
Trans.  R.  6.  Rdin.,  1869-70,  a  very  yaluable  paper;  and  *0n  some  Quaternion 
Integrals;  Froe.  R.  8.  Edin.,  1870-71. 
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where  <^f  is  an  element  of  a  Yolume,  £&  of  a  Burface>  dp  of  a  curve, 
and  Uv  a  unit-vector  in  the  direction  of  the  normal. 

To  understand  the  meaning  of  these  functions  of  a  vector,  let  us 
suppose  that  Cq  is  the  value  of  o-  at  a  point  P,  and  let  us  examine 
the  value  of  (r—aQ  in  the  neighbourhood  of  P. 
If  we  draw  a  closed  sur&ce  round  P,  then,  if  the  I 

surface-integral  of  a-  over  this  surface  is  directed         \y    T     y/ 
inwards,  SVa  will  be  positive,  and  the  vector 
<r— (To  near  the  point  P  will  be  on  the  whole  ^      p       "* 

directed  towards  P,  as  in  the  figure  (1).  y^     a    \. 

I  propose  therefore  to  call  the  scalar  part  of  | 

Vo-  the  convergence  of  <r  at  the  point  P.  Kg.  i. 

To  interpret  the  vector  part  of  Vo-,  let  us 
suppose  ourselves  to  be  looking  in  the  direction  of  the  vector 
whose  components  are  f^  tj,  Ci  &^d  let  us  examine 
the  vector  cr— ctq  near  the  point  P.     It  will  appear  "* 

as  in  the  figure  (2),  this  vector  being  arranged  ^^       I      w       | 

the  whole  tangentially  in  the  direction  opposite  to  ^ 

the  hands  of  a  watch.  -p*    2. 

I  propose  (with  great  diffidence)  to  call  the  vector 
part  of  Vcr  the  rotation  of  <r  at  the  point  P. 

In  Fig.  3  we  have  an  illustration  of  rotation  com-  / 

bined  with  convergence.  \      ' 

Let  us  now  consider  the  meaning  of  the  equation  \ 

rVcr  =  0.  /      ^ 

This  implies  that  Vcr  is  a  scalar,  or  that  the  vector        Fig.  8. 
a  is  the  space- variation  of  some  scalar  function  ^. 

26.]  One  of  the  most  remarkable  properties  of  the  operator  V  is 
that  when  repeated  it  becomes 

an  operator  occurring  in  all  parts  of  Physics,  which  we  may  refer  to 
as  Laplace's  Operator. 

This  operator  is  itself  essentially  scalar.  When  it  acts  on  a 
scalar  function  the  result  is  scalar,  when  it  acts  on  a  vector  function 
the  result  is  a  vector. 

If,  with  any  point  P  as  centre,  we  draw  a  small  sphere  whose 
radius  is  r,  then  if  q^  is  the  value  of  q  at  the  centre,  and  q  the 
mean  value  of  q  for  all  points  within  the  sphere, 
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60  that  the  value  at  the  centre  exceeds  or  falls  short  of  the  mean 
value  according  as  V^  ^  is  positive  or  negative. 

I  propose  therefore  to  call  V^  ^  the  concentration  of  q  at  the 
point  P,  because  it  indicates  the  excess  of  the  value  of  q  at  that 
point  over  its  mean  value  in  the  neighbourhood  of  the  point. 

If  j^  is  a  scalar  function,  the  method  of  finding  its  mean  value  is 
well  known.  If  it  is  a  vector  function,  we  must  find  its  mean 
value  by  the  rules  for  integrating  vector  functions.  The  result 
of  course  is  a  vector. 


PART    I. 

ELECTROSTATICS. 
CHAPTEK    L 

DBSCEIPTION    OF    PHENOMEKA. 

Electrification  by  Miction. 

27.]  ExPEBiMEKT  I^.  Let  a  piece  of  glass  and  a  piece  of  resin, 
neither  of  which  exhibits  any  electrical  properties^  be  rubbed  to- 
gether and  left  with  the  rubbed  sxirfaces  in  contact.  They  will 
still  exhibit  no  electrical  properties.  Let  them  be  separated.  They 
will  now  attract  each  other. 

If  a  second  piece  of  glass  be  rubbed  with  a  second  piece  of 
resin,  and  if  the  pieces  be  then  separated  and  suspended  in  the 
neighbourhood  of  the  former  pieces  of  glass  and  resin,  it  may  be 
observed — 

(1)  That  the  two  pieces  of  glass  repel  each  other. 

(2)  That  each  piece  of  glass  attracts  each  piece  of  resin. 

(3)  That  the  two  pieces  of  resin  repel  each  other. 

These  phenomena  of  attraction  and  repulsion  are  called  Elec- 
trical phenomena,  and  the  bodies  which  exhibit  them  are  said  to 
be  electrified,  or  to  be  charged  mth  electricity. 

Bodies  may  be  electrified  in  many  other  ways,  as  well  as  by 
friction. 

The  electrical  properties  of  the  two  pieces  of  glass  are  similar 
to  each  other  but  opposite  to  those  of  the  two  pieces  of  resin: 
the  glass  attracts  what  the  resin  repels  and  repels  what  the  resin 
attracts. 

*  See  Sir  W.  Thomson  'On  the  Mathematical  Theory  of  Eleotricity,'  Cambridge 
and  DiMn  MathemaHcal  Jowmal,  March,  1848* 
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If  a  body  electrified  in  any  manner  whatever  behaves  as  the 
glass  does,  that  is,  if  it  repels  the  glass  and  attracts  the  resin^  the 
body  is  said  to  be  vitreouslt/  electrified,  and  if  it  attracts  the  glass 
and  repels  the  resin  it  is  said  to  be  resinously  electrified.  All 
electrified  bodies  are  found  to  be  either  vitreously  or  resinously 
electrified. 

It  is  the  established  practice  of  men  of  science  to  call  the  vitreous 
electrification  positive,  and  the  resinous  electrification  negative. 
The  exactly  opposite  properties  of  the  two  kinds  of  electrification 
justify  us  in  indicating  them  by  opposite  signs,  but  the  applica- 
tion of  the  positive  sign  to  one  rather  than  to  the  other  kind  must 
be  considered  as  a  matter  of  arbitrary  convention,  just  as  it  is  a 
matter  of  convention  in  mathematical  diagrams  to  reckon  positive 
distances  towards  the  right  hand. 

No  force,  either  of  attraction  or  of  repulsion,  can  be  observed 
between  an  electrified  body  and  a  body  not  electrified.  When,  in 
any  case,  bodies  not  previously  electrified  are  observed  to  be  acted 
on  by  an  electrified  body,  it  is  because  they  have  become  electrified 
by  induction. 

Electrification  hy  Induction, 

28.]  Experiment  II*.  Let  a  hollow  vessel  of  metal  be  hung 
up  by  white  silk  threads,  and  let  a  similar  thread 
be  attached  to  the  lid  of  the  vessel  so  that  the  vessel 
may  be  opened  or  closed  without  touching  it. 

Let  the  pieces  of  glass  and  resin  be  similarly  sus- 
pended and  electrified  as  before. 

Let  the  vessel  be  originally  unelectrified,  then  if 
an  electrified  piece  of  glass  is  hung  up  within  it  by 
its  thread  without  touching  the  vessel,  and  the  lid 
closed^  the  outside  of  the  vessel  will  be  found  to 
be  vitreously  electrified,  and  it  may  be  shewn  that 
the  electrification  outside  of  the  vessel  is  exactly  the 
Fig.  4.  same  in  whatever  part  of  the  interior  space  the  glass 

is  suspended. 
If  the  glass  is  now  taken  out  of  the  vessel  without  touching  it^ 
the  electrification  of  the  glass  will  be  the  same  as  before  it  was 
pat  in,  and  that  of  the  vessel  will  have  disappeared. 

This  electrification  of  the  vessel,  which  depends  on  the  glass 

*  This,  and  several  experiments  which  follow,  are  due  to  Faraday,  'On  Static 
Electrical  Inductive  Action,*  PhU,  Mag,,  1848,  or  Exp,  Be$,,  yol.  ii.  p.  279. 
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being  within  it^  and  which  vanishes  when  the  glass  is  removed,  is 
called  electrification  by  Induction. 

Similar  efiects  would  be  produced  if  the  glass  were  suspended 
near  the  vessel  on  the  outside,  but  in  that  case  we  should  find 
an  electrification,  vitreous  in  one  part  of  the  outside  of  the  vessel 
and  resinous  in  another.  When  the  glass  is  inside  the  vessel 
the  whole  of  the  outside  is  vitreously  and  the  whole  of  the  inside 
resinonsly  electrified. 

Electrification  by  Conduction. 

29.]  ExPEEiMENT  III.  Let  the  metal  vessel  be  electrified  by 
induction,  as  in  the  last  experiment,  let  a  second  metallic  body 
be  suspended  by  white  silk  threads  near  it,  and  let  a  metal  wire, 
similarly  suspended,  be  brought  so  as  to  touch  simultaneously  the 
electrified  vessel  and  the  second  body. 

The  second  body  will  now  be  found  to  be  vitreously  electrified, 
and  the  vitreous  electrification  of  the  vessel  will  have  diminished. 

The  electrical  condition  has  been  transferred  from  the  vessel  to 
the  second  body  by  means  of  the  wire.  The  wire  is  called  a  con- 
ductor of  electricity,  and  the  second  body  is  said  to  be  electrified 
ly  conduction. 

Conductors  and  Insulators, 

Experiment  IV.  If  a  glass  rod,  a  stick  of  resin  or  gutta-percha, 
or  a  white  silk  thread,  had  been  used  instead  of  the  metal  wire,  no 
transfer  of  electricity  would  have  taken  place.  Hence  these  latter 
substances  are  called  Non-conductors  of  electricity.  Non-conduc- 
tors are  used  in  electrical  experiments  to  support  electrified  bodies 
without  carrying  off  their  electricity.  They  are  then  called  In- 
sulators, 

The  metals  are  good  conductors ;  air,  glass,  resins,  gutta-percha, 
vulcanite,  paraffin,  &c.  are  good  insulators;  but,  as  we  shall  see 
afterwards,  all  substances  resist  the  passage  of  electricity,  and  all 
substances  allow  it  to  pass,  though  in  exceedingly  different  degrees. 
This  subject  will  be  considered  when  we  come  to  treat  of  the 
motion  of  electricity.  For  the  present  we  shall  consider  only  two 
classes  of  bodies,  good  conductors,  and  good  insulators. 

In  Experiment  II  an  electrified  body  produced  electrification  in 
the  metal  vessel  while  separated  from  it  by  air,  a  non-conducting 
medium.  Such  a  medium,  considered  as  transmitting  these  electrical 
effects  without  conduction,  has  been  called  by  Faraday  a  Dielectric 
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medium,  and  the  action  which  takes  place  through  it  is  called 
Induction. 

In  Experiment  III  the  electrified  vessel  produced  electrification 
in  the  second  metallic  body  through  the  medium  of  the  wire.  Let 
us  suppose  the  wire  removed,  and  the  electrified  piece  of  glass  taken 
out  of  the  vessel  without  touching  it,  and  removed  to  a  sufficient 
distance.  The  second  body  will  still  exhibit  vitreous  electrifica^- 
tion,  but  the  vessel,  when  the  glass  is  removed,  will  have  resinous 
electrification.  If  we  now  bring  the  wire  into  contact  with  both 
bodies,  conduction  will  take  place  along  the  wire,  and  all  electri- 
fication will  disappear  from  both  bodies,  shewing  that  thfe  elec- 
trification of  the  two  bodies  was  equal  and  opposite. 

80.]  Experiment  V.  In  Experiment  II  it  was  shewn  tliat  if 
a  piece  of  glass,  electrified  by  rubbing  it  with  resin,  is  hung  up  in 
an  insulated  metal  vessel,  the  electrification  observed  outside  does 
not  depend  on  the  position  of  the  glass.  If  we  now  introduce  the 
piece  of  resin  with  which  the  glass  was  rubbed  into  the  same  vessel, 
without  touching  it  or  the  vessel,  it  will  be  found  that  tliere  is 
no  electrification  outside  the  Vessel.  From  this  we  conclude  that 
the  electrification  of  the  Jresin  is  exactly  equal  and  opposite  to  that 
of  the  glass.  By  putting  in  any  number  of  bodies,  electrified  in 
any  way,  it  may  be  shewn  that  the  electrification  of  the  outside  of 
the  vessel  is  that  due  to  the  algebraic  sum  of  all  the  electrifica- 
tions, those  being  reckoned  negative  which  are  resinous.  We  have 
thus  a  practical  method  of  adding  the  electrical  eff^fcts  of  several 
bodies  without  altering  the  electrification  of  each. 

81.]  Experiment  VI.  Let  a  second  insulated  metallic  vessel,  jB, 
be  provided,  and  let  the  electrified  piece  of  glass  be  put  into  the 
first  vessel  A^  and  the  electrified  piece  of  resin  into  the  second  vessel 
B.  Let  the  two  vessels  be  then  put  in  communication  by  the  metal 
wire,  as  in  Experiment  III.  All  signs  of  electrification  will  dis- 
appear. 

Next,  let  the  wire  be  removed,  and  let  the  pieces  of  glass  and  of 
resin  be  taken  out  of  the  vessels  without  touching  them.  It  will 
be  found  that  A  is  electrified  resinously  and  B  vitreously. 

If  now  the  glass  and  the  vessel  A  be  introduced  together  into  a 
larger  insulated  vessel  C,  it  will  be  found  that  there  is  no  elec- 
trification outside  C,  This  shews  that  the  electrification  of  A  is 
exactly  equal  and  opposite  to  that  of  the  piece  of  glass,  and  that 
of  5  may  be  shewn  in  the  same  way  to  be  equal  and  opposite  to  that 
of  the  piece  of  resin. 
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We  have  thus  obtained  a  method  of  charging  a  veBsel  with  a 
quantity  of  electricity  exactly  equal  and  opposite  to  that  of  an 
electrified  body  without  altering  the  electrification  of  the  latter, 
and  we  may  in  this  way  charge  any  number  of  vessels  with  exactly 
equal  quantities  of  electricity  of  either  kind,  which  we  may  take 
for  provisional  units. 

82.]  ExPEEiMENT  VII.  Let  the  vessel  B,  charged  with  a  quan- 
tity of  positive  electricity,  which  we  shall  call,  for  the  present, 
unity,  be  introduced  into  the  larger  insulated  vessel  C  without 
touching  it.  It  will  produce  a  positive  electrification  on  the  out- 
side of  C,  Now  let  B  be  made  to  touch  the  inside  of  C.  No  change 
of  the  external  electrification  will  be  observed.  If  B  is  now  taken 
out  of  C  without  touching  it,  and  removed  to  a  sufficient  distance, 
it  will  be  found  that  B  is  completely  discharged,  and  that  C  has 
become  charged  with  a  unit  of  positive  electricity. 

We  have  thus  a  method  of  transferring  the  charge  of  B  to  C. 

Let  B  be  now  recharged  with  a  unit  of  electricity,  introduced 
into  C  already  charged,  made  to  touch  the  inside  of  (7,  and  re- 
moved. It  will  be  found  that  B  is  again  completely  discharged, 
BO  that  the  charge  of  C  is  doubled. 

If  this  process  is  repeated,  it  will  be  found  that  however  highly 
C  is  previously  charged,  and  in  whatever  way  B  is  charged,  when 
B  is  first  entirely  enclosed  in  C7,  then  made  to  touch  C,  and  finally 
removed  without  touching  C,  the  charge  of  B  is  completely  trans- 
ferred to  C,  and  B  is  entirely  free  from  electrification. 

This  experiment  indicates  a  method  of  charging  a  body  with 
any  number  of  units  of  electricity.  We  shall  find,  when  we  come 
to  the  mathematical  theory  of  electricity,  that  the  result  of  this 
experiment  affords  an  accurate  test  of  the  truth  of  the  theory. 

83.]  Before  we  proceed  to  the  investigation  of  the  law  of 
electrical  force,  let  us  enumerate  the  facts  we  have  already  estab- 
lished. 

By  placing  any  electrified  system  inside  an  insulated  hollow  con- 
ducting vessel,  and  examining  the  resultant  effect  on  the  outside 
of  the  vessel,  we  ascertain  the  character  of  the  total  electrification 
of  the  system  placed  inside,  without  any  communication  of  elec- 
tricity between  the  different  bodies  of  the  system. 

The  electrification  of  the  outside  of  the  vessel  may  be  tested 
with  great  delicacy  by  putting  it  in  communication  with  an  elec- 
troscope. 

We  may  suppose  the  electroscope  to  consist  of  a  strip  of  gold 
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leaf  hanging  between  two  bodies  charged,  one  positively,  and  the 
other  negatively.  If  the  gold  leaf  becomes  electrified  it  will  incline 
towards  the  body  whose  electrification  is  opposite  to  its  own.  By 
increasing  the  electrification  of  the  two  bodies  and  the  delicacy  of 
the  suspension,  an  exceedingly  small  electrification  of  the  gold  leaf 
may  be  detected. 

When  we  come  to  describe  electrometers  and  multipliers  we 
shall  find  that  there  are  still  more  delicate  methods  of  detecting 
electrification  and  of  testing  the  accuracy  of  our  theories,  but  at 
present  we  shall  suppose  the  testing  to  be  made  by  connecting  the 
hollow  vessel  with  a  gold  leaf  electroscope. 

This  method  was  used  by  Faraday  in  his  very  admirable  de- 
monstration of  the  laws  of  electrical  phenomena  ^. 

34.]  I.  The  total  electrification  of  a  body,  or  system  of  bodies, 
remains  always  the  same^  except  in  so  far  as  it  receives  electrifi- 
cation from  or  gives  electrification  to  other  bodies. 

In  all  electrical  experiments  the  electrification  of  bodies  is  found 
to  change,  but  it  is  always  found  that  this  change  is  due  to  want 
of  perfect  insulation,  and  that  as  the  means  of  insulation  are  im- 
proved, the  loss  of  electrification  becomes  less.  We  may  therefore 
assert  that  the  electrification  of  a  body  placed  in  a  perfectly  in- 
sulating medium  would  remain  perfectly  constant. 

II.  When  one  body  electrifies  another  by  conduction,  the  total 
electrification  of  the  two  bodies  remains  the  same,  that  is,  the  one 
loses  as  much  positive  or  gains  as  much  negative  electrification  as 
the  other  gains  of  positive  or  loses  of  negative  electrification. 

For  if  the  two  bodies  are  enclosed  in  the  hollow  vessel,  no  change 
of  the  total  electrification  is  observed. 

III.  When  electrification  is  produced  by  friction,  or  by  any 
other  known  method,  equal  quantities  of  positive  and  negative  elec- 
trification are  produced. 

For  the  electrification  of  the  whole  system  may  be  tested  in 
the  hollow  vessel,  or  the  process  of  electrification  may  be  carried 
on  within  the  vessel  itself,  and  however  intense  the  electrification  of 
the  parts  of  the  system  may  be,  the  electrification  of  the  whole, 
as  indicated  by  the  gold  leaf  electroscope,  is  invariably  zero. 

The  electrification  of  a  body  is  therefore  a  physical  quantity 
capable  of  measurement,  and  two  or  more  electrifications  can  be 
combined  experimentally  with  a  result  of  the  same  kind  as  when 

*  '  On  Static  Electrical  Inductive  Action/  Phil.  Mag.,  1843,  or  Exp.  lies.,  vol.  ii. 
p.  249. 
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two  quantities  are  added  algebraically.  We  therefore  are  entitled 
to  use  language  fitted  to  deal  with  electrification  as  a  quantity  as 
well  as  a  quality,  and  to  speak  of  any  electrified  body  as  *  charged 
with  a  certain  quantity  of  positive  or  negative  electricity.' 

35.]  While  admitting  electricity,  as  we  have  now  done,  to  the 
rank  of  a  physical  quantity,  we  must  not  too  hastily  assume  that 
it  is,  or  is  not,  a  substance,  or  that  it  is,  or  is  not,  a  form  of 
energy,  or  that  it  belongs  to  any  known  category  of  physical 
quantities.  All  that  we  have  hitherto  proved  is  that  it  cannot 
be  created  or  annihilated,  so  that  if  the  total  quantity  of  elec- 
tricity within  a  closed  surface  is  increased  or  diminished,  the  in- 
crease or  diminution  must  have  passed  in  or  out  through  the  closed 
surface. 

This  is  true  of  matter,  and  is  expressed  by  the  equation  known  as 
the  Equation  of  Continuity  in  Hydrodynamics. 

It  is  not  true  of  heat,  for  heat  may  be  increased  or  diminished 
within  a  closed  surface,  without  passing  in  or  out  through  the 
surface,  by  the  transformation  of  some  other  form  of  energy  into 
heat^  or  of  heat  into  some  other  form  of  energy. 

It  is  not  true  even  of  energy  in  general  if  we  admit  the  imme- 
diate action  of  bodies  at  a  distance.  For  a  body  outside  the  closed 
surface  may  make  an  exchange  of  energy  with  a  body  within 
the  surface.  But  if  all  apparent  action  at  a  distance  is  the 
result  of  the  action  between  the  parts  of  an  intervening  medium, 
it  is  conceivable  that  in  all  cases  of  the  increase  or  diminution 
of  the  energy  within  a  closed  surface  we  may  be  able,  when  the 
nature  of  this  action  of  the  parts  of  the  medium  is  clearly  under- 
stood, to  trace  the  passage  of  the  energy  in  or  out  through  that 
surface. 

There  is,  however,  another  reason  which  warrants  us  in  asserting 
that  electricity,  as  a  physical  quantity,  synonymous  with  the  total 
electrification  of  a  body,  is  not,  like  heat,  a  form  of  energy.  An 
electrified  system  has  a  certain  amount  of  energy,  and  this  energy 
can  be  calculated  by  multiplying  the  quantity  of  electricity  in 
each  of  its  parts  by  another  physical  quantity,  called  the  Potential 
of  that  part,  and  taking  half  the  sum  of  the  products.  The  quan- 
tities 'Electricity'  and  *  Potential,'  when  multiplied  together, 
produce  the  quantity  '  Energy.'  It  is  impossible,  therefore,  that 
electricity  and  energy  should  be  quantities  of  the  same  category,  for 
electricity  is  only  one  of  the  factors  of  energy,  the  other  factor 
being  *  Potential.' 
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Energy,  which  is  the  product  of  these  &ctors,  may  also  be  con- 
sidered as  the  product  of  several  other  pairs  of  factors,  such  as 
A  Force  x  A  distance  through  which  the  force  is  to  act. 

A  Mass  X  Gravitation  acting  through  a  certain  height. 

A  Mass  X  Half  the  square  of  its  velocity. 

A  Pressure  x  A  volume  of  fluid  introduced  into  a  vessel  at 

that  pressure. 
A  Chemical  Affinity  x  A  chemical  change,  measured  by  the  number 

of  electro-chemical  equivalents  which  enter 

into  combination. 

If  we  ever  should  obtain  distinct  mechanical  ideas  of  the  nature  of 
electric  potential,  we  may  combine  these  with  the  idea  of  energy 
to  determine  the  physical  category  in  which  '  Electricity '  is  to  be 
placed. 

36.]  In  most  theories  on  the  subject,  Electricity  is  treated  as 
a  substance,  but  inasmuch  as  there  are  two  kinds  of  electrification 
which,  being  combined,  annul  each  other,  and  since  we  cannot 
conceive  of  two  substances  annulling  each  other,  a  distinction  has 
been  drawn  between  Free  Electricity  and  Combined  Electricity. 

Theory  of  Two  Fluids. 

In  what  is  called  the  Theory  of  Two  Fluids,  all  bodies,  in  their 
unelectrified  state,  are  supposed  to  be  charged  with  equal  quan- 
tities of  positive  and  negative  electricity.  These  quantities  are 
supposed  to  be  so  great  that  no  process  of  electrification  has  ever 
yet  deprived  a  body  of  all  the  electricity  of  either  kind.  The  pro- 
cess of  electrification,  according  to  this  theory,  consists  in  taking 
a  certain  quantity  P  of  positive  electricity  from  the  body  A  and 
communicating  it  to  B^  or  in  taking  a  quantity  N  of  negative 
electricity  from  B  and  communicating  it  to  A,  or  in  some  com- 
bination of  these  processes. 

The  result  will  be  that  A  will  have  P-^N  units  of  negative 
electricity  over  and  above  its  remaining  positive  electricity,  which 
is  supposed  to  be  in  a  state  of  combination  with  an  equal  quantity 
of  negative  electricity.  This  quantity  P+ iV"  is  called  the  Free  elec- 
tricity, the  rest  is  called  the  Combined,  Latent,  or  Fixed  electricity. 

In  most  expositions  of  this  theory  the  two  electricities  are  called 
•Fluids,'  because  they  are  capable  of  being  transferred  from  one 
body  to  another,  and  are,  within  conducting  bodies,  extremely 
mobile.     The   other  properties   of  fluids,   such   as  their   inertia. 
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weight,  and  elasticity,  ore  not  attributed  to  them  by  those  who 
have  used  the  theory  for  merely  mathematical  purposes;  but  the 
use  of  the  word  Fluid  has  been  apt  to  mislead  the  vulgar,  including 
many  men  of  science  who  are  not  natural  philosophers,  and  who 
have  seized  on  the  word  Fluid  as  the  only  term  in  the  statement 
of  the  theory  which  seemed  intelligible  to  th^n. 

We  shall  see  that  the  mathematical  treatment  of  the  subject  has 
been  greatly  developed  by  writers  who  express  themselves  in  terms 
of  the  *Two  Fluids'  theory.  Their  results,  however,  have  been 
deduced  entirely  from  data  which  can  be  proved  by  experiment, 
and  which  must  therefore  be  true,  whether  we  adopt  the  theory  of 
two  fluids  ov  not.  The  experimental  verification  of  the  mathe- 
matical results  therefore  is  no  evidence  for  or  against  the  peculiar 
doctrines  of  this  theory. 

The  introduction  of  two  fluids  permits  us  to  consider  the  negative 
electrification  of  A  and  the  positive  electrification  of  B  as  the  effect 
of  any  one  of  three  different  processes  which  would  lead  to  the  same 
result.  We  have  already  supposed  it  produced  by  the  transfer  of 
P  units  of  positive  electricity  from  A  to  B^  together  with  the 
transfer  of  N  units  of  negative  electricity  from  B  to  A.  But  if 
P-\-N  units  of  positive  electricity  had  been  transferred  from  A 
to  By  or  if  P-fiV  units  of  negative  electricity  had  been  transferred 
from  B  to  A,  the  resulting  '  free  electricity '  on  A  and  on  B  would 
have  been  the  same  as  before,  but  the  quantity  of  *  combined 
electricity'  in  A  would  have  been  less  in  the  second  case  and  greater 
in  the  third  than  it  was  in  the  first. 

It  would  appear  therefore,  according  to  this  theory,  that  it  is 
possible  to  alter  not  only  the  amount  of  free  electricity  in  a  body, 
but  the  amount  of  combined  electricity.  But  no  phenomena  have 
ever  been  observed  in  electrified  bodies  which  can  be  traced  to  the 
varying  amount  of  their  combined  electricities.  Hence  either  the 
combined  electricities  have  no  observable  properties,  or  the  amount 
of  the  combined  electricities  is  incapable  of  variation.  The  first 
of  these  alternatives  presents  no  diflSculty  to  the  mere  mathema- 
tician, who  attributes  no  properties  to  the  fluids  except  those  of 
attraction  and  repulsion,  for  he  conceives  the  two  fluids  simply  to 
annul  one  another,  like  +tf  and  —e,  and  their  combination  to  be  a 
true  mathematical  zero.  But  to  those  who  cannot  use  the  word 
Fluid  without  thinking  of  a  substance  it  is  difficult  to  conceive  how 
the  combination  of  the  two  fluids  can  have  no  properties  at  all,  so 
that  the  addition  of  more  or  less  of  the  combination  to  a  body  shall 
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not  in  any  way  affect  it,  either  by  increasing  its  mass  or  its  weight, 
or  altering  some  of  its  other  properties.  Hence  it  has  been  supposed 
by  some,  that  in  every  process  of  electrification  exactly  equal  quan- 
tities of  the  two  fluids  are  transferred  in  opposite  directions,  so 
that  the  total  quantity  of  the  two  fluids  in  any  body  taken  to- 
gether remains  always  the  same.  By  this  new  law  they  *  contrive 
to  save  appearances,'  forgetting  that  there  would  have  been  no  need 
of  the  law  except  to  reconcile  the  *  two  fluids '  theory  with  facts, 
and  to  prevent  it  from  predicting  non-existent  phenomena. 

Theory  of  One  Fluid. 

37.]  In  the  theory  of  One  Fluid  everything  is  the  same  as  in  . 
the  theory  of  Two  Fluids  except  that,  instead  of  supposing  the  two 
substances  equal  and  opposite  in  all  respects,  one  of  them,  gene- 
rally the  negative  one,  has  been  endowed  with  the  properties  and 
name  of  Ordinary  Matter,  while  the  other  retains  the  name  of  The 
Electric  Fluid.  The  particles  of  the  fluid  are  supposed  to  repel 
one  another  according  to  the  law  of  the  inverse  square  of  tlie 
distance,  and  to  attract  those  of  matter  according  to  the  same 
law.  Those  of  matter  are  supposed  to  repel  each  other  and  attract 
those  of  electricity. 

If  the  quantity  of  the  electric  fluid  in  a  body  is  such  that  a 
particle  of  the  electric  fluid  outside  the  body  is  as  much  repelled 
by  the  electric  fluid  in  the  body  as  it  is  attracted  by  the  matter 
of  the  body,  the  body  is  said  to  be  Saturated.  If  the  quantity  of 
fluid  in  the  body  is  greater  than  that  required  for  saturation,  the 
excess  is  called  the  Redundant  fluid,  and  the  body  is  said  to  be 
Overcharged.  If  it  is  less,  the  body  is  said  to  be  Undercharged, 
and  the  quantity  of  fluid  which  would  be  required  to  saturate  it 
is  sometimes  called  the  Deficient  fluid.  The  number  of  units  of 
electricity  required  to  saturate  one  gramme  of  ordinary  matter 
must  be  very  great,  because  a  gramme  of  gold  may  be  beaten  out 
to  an  area  of  a  square  metre,  and  when  in  this  form  may  have  a 
negative  charge  of  at  least  60,000  units  of  electricity.  In  order  to 
saturate  the  gold  leaf,  this  quantity  of  electric  fluid  must  be 
communicated  to  it,  so  that  the  whole  quantity  required  to  saturate 
it  must  be  greater  than  this.  The  attraction  between  the  matter 
and  the  fluid  in  two  saturated  bodies  is  supposed  to  be  a  very  little 
greater  than  the  repulsion  between  the  two  portions  of  matter  and 
that  between  the  two  portions  of  fluid.  This  residual  force  is  sup- 
posed to  account  for  the  attraction  of  gravitation. 
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This  theory  does  not,  like  the  Two-Fluid  theory,  explain  too 
much.  It  requires  us,  however,  to  suppose  the  mass  of  the  electric 
fluid  so  small  that  no  attainable  positive  or  negative  electrification 
has  yet  perceptibly  increased  or  diminished  either  the  mass  or  the 
weight  of  a  body,  and  it  has  not  yet  been  able  to  assign  suflScient 
reasons  why  the  vitreous  rather  than  the  resinous  electrification 
should  be  supposed  due  to  an  excess  of  electricity. 

One  objection  has  sometimes  been  urged  against  this  theory  by 
men  who  ought  to  have  reasoned  better.  It  has  been  said  that 
the  doctrine  that  the  particles  of  matter  uncombined  with  elec- 
tricity repel  one  another,  is  in  direct  antagonism  with  the  well- 
established  fact  that  every  particle  of  matter  attracU  every  other 
particle  throughout  the  universe.  If  the  theory  of  One  Fluid  were 
true  we  should  have  the  heavenly  bodies  repelling  one  another. 

But  it  is  manifest  that  the  heavenly  bodies,  according  to  this 
theory,  if  they  consisted  of  matter  uncombined  with  electricity, 
would  be  in  the  highest  state  of  negative  electrification,  and  would 
repel  each  other.  We  have  no  reason  to  believe  that  they  are  in 
such  a  highly  electrified  state,  or  could  be  maintained  in  that 
state.  The  earth  and  all  the  bodies  whose  attraction  has  been 
observed  are  rather  in  an  unelectrified  state,  that  is,  they  contain 
the  normal  charge  of  electricity,  and  the  only  action  between  them 
is  the  residual  force  lately  mentioned.  The  artificial  manner,  how- 
ever, in  which  this  residual  force  is  introduced  is  a  much  more 
valid  objection  to  the  theory. 

In  the  present  treatise  I  propose,  at  different  stages  of  the  in- 
vestigation, to  test  the  different  theories  in  the  light  of  additional 
classes  of  phenomena.  For  my  own  part,  I  look  for  additional 
light  on  the  nature  of  electricity  from  a  study  of  what  takes  place 
in  the  space  intervening  bfttwpftn  thp  ftlppfn'fipd  hndipfl.  Such  is  the 
essential  character  of  the  mode  of  investigation  pursued  by  Faraday 
in  his  Experimental  'Researches^  and  as  we  go  on  I  intend  to  exhibit 
the  results,  as  developed  by  Faraday,  W.  Thomson,  &c.,  in  a  con- 
nected and  mathematical  form,  so  that  we  may  perceive  what 
phenomena  are  explained  equally  well  by  all  the  theories,  and  what 
phenomena  indicate  the  peculiar  difiiculties  of  each  theory. 

Measurement  of  the  Force  between  Electrified  Bodies, 
88.]    Forces  may  be  measured  in  various  ways.     For  instance, 
one  of  the  bodies  may  be  suspended  from  one  arm  of  a  delicate 
balance,  and  weights  suspended  from  the  other  arm,  till  the  body, 
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when  unelectrified,  is  in  equilibrium.  The  other  body  may  then 
be  placed  at  a  known  distance  beneath  the  first,  so  that  the 
attraction  or  repulsion  of  the  bodies  when  electrified  may  increase 
or  diminish  the  apparent  weight  of  the  first.  The  weight  which 
must  be  added  to  or  taken  from  the  other  arm,  when  expressed 
in  dynamical  measure,  will  measure  the  force  between  the  bodies. 
This  arrangement  was  used  by  Sir  W.  Snow  Harris,  and  is  that 
adopted  in  Sir  W.  Thomson's  absolute  electrometers.    See  Art.  217. 

It  is  sometimes  more  convenient  to  use  a  torsion-bahmce,  in 
which  a  horizontal  arm  is  suspended  by  a  fine  wire  or  fibre,  so  as 
to  be  capable  of  vibrating  about  the  vertical  wire  as  an  axis,  and 
the  body  is  attached  to  one  end  of  the  arm  and  acted  on  by  the 
force  in  the  tangential  direction,  so  as  to  turn  the  arm  round  the 
vertical  axis,  and  so  twist  the  suspension  wire  through  a  certain 
an^e.  The  torsional  rigidity  of  the  wire  is  found  by  observing 
the  time  of  oscillation  of  the  arm,  the  moment  of  inertia  of  the 
arm  being  otherwise  known,  and  from  the  angle  of  torsion  and 
the  torsional  rigidity  the  force  of  attraction  or  repulsion  can  be 
deduced.  The  torsion-balance  was  devised  by  Michell  for  the  de« 
termination  of  the  force  of  gravitation  between  small  bodies,  and 
was  used  by  Cavendish  for  this  purpose.  Coulomb,  working  in- 
dependently of  these  philosophers,  reinvented  it,  thoroughly  studied 
its  action,  and  successfully  applied  it  to  discover  the  laws  of  electric 
and  magnetic  forces ;  and  the  torsion^balance  has  ever  since  been 
used  in  all  researches  where  small  forces  have  to  be  measured.  See 
Art.  215. 

39.]  Let  us  suppose  that  by  either  of  these  methods  we  can 
measure  the  force  between  two  electrified  bodies.  We  shall  suppose 
the  dimensions  of  the  bodies  small  compared  with  the  distance 
between  them,  so  that  the  result  may  not  be  much  altered  by 
any  inequality  of  distribution  of  the  electrification  on  either  body, 
and  we  shall  suppose  that  both  bodies  are  so  suspended  in  air  as 
to  be  at  a  considerable  distance  from  other  bodies  on  which  they 
might  induce  electrification. 

It  is  then  found  that  if  the  bodies  are  placed  at  a  fixed  distance 
and  charged  respectively  with  e  and  /  of  our  provisional  units  of 
electricity,  they  will  repel  each  other  with  a  force  proportional 
to  the  product  of  e  and  /.  If  either  e  or  /  is  negative,  that  is, 
if  one  of  the  charges  is  vitreous  and  the  other  resinous,  the  force 
will  be  attractive,  but  if  both  e  and  /  are  negative  the  force  is  again 
repulsive. 
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We  may  suppose  the  first  body,  Ay  charged  with  m  units  of 
vitreous  and  n  units  of  resinous  electricity,  which  may  be  con- 
ceived separately  placed  within  the  body,  as  in  Experiment  V. 

Let  the  second  body,  B,  be  charged  with  ni  units  of  positive 
and  71  units  of  negative  electricity. 

Then  each  of  the  m  positive  units  in  A  will  repel  each  of  the  w' 
positive  units  in  B  with  a  certain  force,  say^J  making  a  total  effect 
equal  to  mrtif. 

Since  the  eflTect  of  negative  electricity  is  exactly  equal  and 
opposite  to  that  of  positive  electricity,  each  of  the  m  positive  units 
in  A  will  attract  each  of  the  n  negative  units  in  B  with  the  same 
force^  making  a  total  effect  equal  to  mn'f. 

Similarly  the  n  negative  units  in  A  will  attract  the  m  positive 
units  in  B  with  a  force  nm^f^  and  will  repel  the  n'  negative  units 
in  B  with  a  force  nn'f. 

The  total  repulsion  will  therefore  be  {mm^ -^  nn^f\  and  the  total 
attraction  will  be  (»»«'+  m'n)f. 

The  resultant  repulsion  will  be 

{mmf  -f  nn'  —  w^»'—  nm')f    or     {m — n)  (»«'—  ri^f. 

Now  m^n^e  is  the  algebraical  value  of  the  charge  on  J,  and 
ffi—  »'=  /  is  that  of  the  charge  on  B,  so  that  the  resultant  re- 
pulsion may  be  written  ee^f^  the  quantities  e  and  e'  being  always 
understood  to  be  taken  with  their  proper  signs. 

Variation  of  the  Force  with  the  Distance. 

40.]  Having  established  the  law  of  force  at  a  fixed  distance, 
we  may  measure  the  force  between  bodies  charged  in  a  constant 
manner  and  placed  at  different  distances.  It  is  found  by  direct 
measurement  that  the  force,  whether  of  atti*action  or  repulsion, 
varies  inversely  as  the  square  of  the  distance,  so  that  if  ^^  is  the 
repulsion  between  two  units  at  unit  distance,  the  repulsion  at  dis- 
tance r  will  bejO^^,  and  the  general  expression  for  the  repulsion 
between  e  units  and  ^  units  at  distance  r  will  be 

fe/r-^. 

Defnition  of  the  Electrostatic  Unit  of  Electricity, 

41.]  We  have  hitherto  used  a  wholly  arbitrary  standard  for  our 
unit  of  electricity,  namely,  the  electrification  of  a  certain  piece  of 
glass  as  it  happened  to  be  electrified  at  the  commencement  of  our 
experiments.     We  are  now   able   to   select  a  unit  on  a  definite 
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principle,  and  in  order  that  this  unit  may  belong  to  a  general 
system  we  define  it  so  that y*  may  be  unity,  or  in  other  words — 

The  electrostatic  unit  of  electricity  i^  that  quantity  of  positive  elee- 
tricity  which,  when  placed  at  unit  of  distance  from  an  equal  quantity, 
repels  it  with  unit  of  force. 

This  unit  is  called  the  Electrostatic  unit  to  distinguish  it  from 
the  Electromagnetic  unit,  to  be  afterwards  defined. 

We  may  now  write  the  general  law  of  electrical  action  in  the 
simple  form  F=e^r-^\     or, 

The  repvlsion  between  two  small  bodies  charged  respectively  with  e  and 
(f  units  of  electricity  is  numerically  equal  to  the  product  of  the  charges 
divided  by  the  square  of  the  distance. 

Dimensions  of  the  Electrostatic  Unit  of  Quantity. 

42.]  If  [Q]  is  the  concrete  electrostatic  unit  of  quantity  itself, 
and  e,  /  the  numerical  values  of  particular  quantities ;  if  [Z]  is 
the  unit  of  length,  and  r  the  numerical  value  of  the  distance ;  and 
if  [jP]  is  the  unit  of  force,  and  F  the  numerical  value  of  the  force, 
then  the  equation  becomes 

F[F-\^e^r-^[q^-\[L-^y, 
whence  [Q]  =  [LF^I 

This  unit  is  called  the  Electrostatic  Unit  of  electricity.  Other 
units  may  be  employed  for  practical  purposes,  and  in  other  depart- 
ments of  electrical  science,  but  in  the  equations  of  electrostatics 
quantities  of  electricity  are  understood  to  be  estimated  in  electro- 
static units,  just  as  in  physical  astronomy  we  employ  a  unit  of 
mass  which  is  founded  on  the  phenomena  of  gravitation,  and  which 
difiers  from  the  units  of  mass  in  common  use. 

Proof  of  the  Law  of  Electrical  Force. 

43.]  The  experiments  of  Coulomb  with  the  torsion-balance  may 
be  considered  to  have  established  the  law  of  force  with  a  certain 
approximation  to  accuracy.  Experiments  of  this  kind,  however, 
are  rendered  difficult,  and  in  some  degree  uncertain,  by  several 
disturbing  causes,  which  must  be  carefully  traced  and  corrected  for. 

In  the  first  place,  the  two  electrified  bodies  must  be  of  sensible 
dimensions  relative  to  the  distance  between  them,  in  order  to  be 
capable  of  carrying  charges  sufficient  to  produce  measurable  forces. 
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The  action  of  each  body  will  then  produce  an  effect  on  the  dis- 
tribution of  electricity  on  the  other,  so  that  the  charge  cannot  be 
considered  as  evenly  distributed  over  the  surface,  or  collected  at 
the  centre  of  gravity ;  but  its  effect  must  be  calculated  by  an 
intricate  investigation.  This,  however,  has  been  done  as  regards 
two  spheres  by  Poisson  in  an  extremely  able  manner,  and  the 
investigation  has  been  greatly  simplified  by  Sir  W.  Thomson  in 
his  Theory  of  Electrical  Images,     See  Arts.  172-175. 

Another  difficulty  arises  from  the  action  of  the  electricity 
induced  on  the  sides  of  the  case  containing  the  instrument.  By 
making  the  inner  surface  of  the  instrument  of  metal,  this  effect 
can  be  rendered  definite  and  measurable. 

An  independent  difficulty  arises  from  the  imperfect  insulation 
of  the  bodies,  on  account  of  which  the  charge  continually  de- 
creases. Coulomb  investigated  the  law  of  dissipation,  and  made 
corrections  for  it  in  his  experiments. 

The  methods  of  insulating  charged  conductors,  and  of  measuring 
electrical  effects,  have  been  greatly  improved  since  the  time  of 
T-oulomb,  particularly  by  Sir  W.  Thomson ;  but  the  perfect  ac- 
curacy of  Coulomb's  law  of  force  is  established,  not  by  any  direct 
experiments  and  measurements  (which  may  be  used  as  illustrations 
of  the  law),  but  by  a  mathematical  consideration  of  the  pheno- 
menon described  as  Experiment  YII,  namely,  that  an  electrified 
conductor  -B,  if  made  to  touch  the  inside  of  a  hollow  closed  con- 
ductor C  and  then  withdrawn  without  touching  (7,  is  perfectly  dis- 
charged, in  whatever  manner  the  outside  of  C  may  be  electrified. 
By  means  of  delicate  electroscopes  it  is  easy  to  shew  that  no 
electricity  remains  on  B  after  the  operation,  and  by  the  mathe- 
matical theory  given  at  Art.  74,  this  can  only  be  the  case  if  the 
force  varies  inversely  as  the  square  of  the  distance,  for  if  the  law 
were  of  any  different  form  B  would  be  electrified. 

The  Electric  Field. 

44.]  The  Electric  Field  is  the  portion  oV  space  in  the  neigh- 
bourhood of  electrified  bodies,  considered  with  reference  to  electric 
phenomena.  It  may  be  occupied  by  air  or  other  bodies,  or  it  may 
be  a  so-called  vacuum,  from  which  we  have  withdrawn  every  sub- 
stance which  we  can  act  upon  with  the  means  at  our  disposal. 

If  an  electrified  body  be  placed  at  any  part  of  the  electric  field 
it  will,  in  general,  produce  a  sensible  disturbance  in  the  electri- 
fication of  the  other  bodies. 
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But  if  the  body  is  very  small,  and  its  charge  also  very  small, 
the  eleetrifieation  of  the  other  bodies  will  not  be  sensibly  disturbed, 
and  we  may  consider  the  position  of  the  body  as  determined  by- 
its  centre  of  mass.  The  force  acting  on  the  body  will  then  be 
proportional  to  its  charge,  and  will  be  reversed  when  the  charge 
is  reversed. 

Let  e  be  the  charge  of  the  body,  and  F  the  force  acting  on  the 
body  in  a  certain  direction,  then  when  e  is  very  small  F  is  propor- 
tional to  ^,  or  j»--^^^ 

where  R  depends  on  the  distribution  of  electricity  on  the  other 
bodies  in   the  field.     If  the   charge  e  could   be   made  equal   to 
unity  without  disturbing  the  electrification  of  other  bodies  we  . 
should  have  F=r  R, 

We  shall  call  R  the  Resultant  Electromotive  Intensity  at  the 
given  point  of  the  field.  When  we  wish  to  express  the  fact  that 
this  quantity  is  a  vector  we  shall  denote  it  by  the  German  letter  @. 

Electromotive  Force  and  Potential. 

45.]  If  the  small  body  carrying  the  small  charge  e  be  moved 
from  one  given  point,  -4,  to  another  By  along  a  given  path,  it 
will  experience  at  each  point  of  its  course  a  force  Re,  where  R 
varies  from  point  to  point  of  the  course.  Let  the  whole  work 
done  on  the  body  by  the  electrical  force  be  Ee^  then  E  is  called 
the  Total  Electromotive  Force  along  the  path  A  B,  If  the  path 
forms  a  complete  circuit,  and  if  the  total  electromotive  force  round 
the  circuit  does  not  vanish,  the  electricity  cannot  be  in  equi- 
librium but  a  current  will  be  produced.  Hence  in  Electrostatics 
the  electromotive  force  round  any  closed  circuit  must  be  zero,  so 
that  if  A  and  B  are  two  points  on  the  circuit,  the  electromotive 
force  from  A  to  B  is  the  same  along  either  of  the  two  paths  into 
which  the  circuit  is  broken,  and  since  either  of  these  can  be  altered 
independently  of  the  other,  the  electromotive  force  from  J  to  -B  is 
the  same  for  all  paths  from  AtoB. 

If  B  is  taken  as  a  point  of  reference  for  all  other  points,  then 
the  electromotive  force  from  ^  to  -B  is  called  the  Potential  of  A, 
It  depends  only  on  the  position  of  ^.  In  mathematical  investi- 
gations, B  is  generally  taken  at  an  infinite  distance  from  the 
electrified  bodies. 

A  body  charged  positively  tends  to  move  from  places  of  greater 
positive  potential   to   places  of  smaller   positive,  or  of  negative, 
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potential,  and  a  body  charged  negatively  tends  to  move  in  the 
opposite  direction. 

In  a  conductor  the  electrification  is  free  to  move  relatively  to 
the  conductor.  If  therefore  two  paints  of  a  conductor  have  different 
potentials,  positive  electricity  will  move  from  the  part  having 
greater  potential  to  the  part  having  less  potential  as  long  as  that 
difference  continues.  A  conductor  therefore  cannot  be  in  electrical 
equilibrium  unless  every  point  in  it  has  the  same  potential.  This 
potential  is  called  the  Potential  of  the  Conductor. 

Equipoiential  Snrfaces. 

46.]  If  a  surface  described  or  supposed  to  be  described  in  the 
electric  field  is  such  that  the  electric  potential  is  the  same  at  every 
point  of  the  surface  it  is  called  an  Equipotential  surface. 

An  electrified  particle  constrained  to  rest  upon  such  a  surface 
will  have  no  tendency  to  move  from  one  part  of  the  surface  to 
another,  because  the  potential  is  the  same  at  every  point.  An 
equipotential  surface  is  therefore  a  surface  of  equilibrium  or  a  level 
surface. 

The  resultant  force  at  any  point  of  the  surface  is  in  the  direction 
of  the  normal  to  the  surface^  and  the  magnitude  of  the  force  is  mich 
that  the  work  done  on  an  electrical  unit  in  passing  &om  the  surface 
rto  the  surface  P  is  T—  P. 

No  two  equipotential  surfaces  having  different  potentials  can 
meet  one  another,  because  the  same  point  cannot  have  more  than 
one  potential,  but  one  equipotential  surface  may  meet  itself,  and 
this  takes  place  at  all  points  and  along  all  lines  of  equilibrium. 

The  surface  of  a  conductor  in  electrical  equilibrium  is  necessarily 
an  equipotential  surface.  If  the  electrification  of  the  conductor  is 
positive  over  the  whole  surface,  then  the  potential  will  diminish  as 
we  move  away  from  the  surface  on  every  side,  and  the  conductor 
will  be  surrounded  by  a  series  of  surfaces  of  lower  potential. 

But  if  (owing  to  the  action  of  external  electrified  bodies)  some 
regions  of  the  conductor  are  charged  positively  and  others  ne- 
gatively, the  complete  equipotential  surface  will  consist  of  the 
surface  of  the  conductor  itself  together  with  a  system  of  other 
surfaces,  meeting  the  surface  of  the  conductor  in  the  lines  which 
divide  the  positive  from  the  negative  regions.  These  lines  will 
be  lines  of  equilibrium,  and  an  electrified  particle  placed  on  one 
of  these  lines  will  experience  no  force  in  any  direction. 

When  the  surface  of  a  conductor  is  charged  positively  in  some 
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parts  and  negatively  in  others^  there  must  be  some  other  ejectrified 
body  in  the  field  besides  itself.  For  if  we  allow  a  positively 
electrified  particle,  starting  from  a  positively  charged  part  of  the 
surface,  to  move  always  in  the  direction  of  the  resultant  force 
upon  it,  the  potential  at  the  point  will  continually  diminish  till 
the  point  reaches  either  a  negatively  charged  surface  at  a  potential 
less  than  that  of  the  first  conductor,  or  moves  oflF  to  an  infinite 
distance.  Since  the  potential  at  an  infinite  distance  is  zero,  the* 
latter  case  can  only  occur  when  the  potential  of  the  conductor  is 
positive. 

In  the  same  way  a  negatively  electrified  particle,  moving  oflT 
from  a  negatively  charged  part  of  the  surface,  must  either  reach 
a  positively  charged  surface,  or  pass  off  to  infinity,  and  the  latter 
case  can  only  happen  when  the  potential  of  the  conductor  is 
negative. 

Therefore,  if  both  positive  and  negative  charge  exist  on 
a  conductor,  there  must  be  some  other  body  in  the  field  whose 
potential  has  the  same  sign  as  that  of  the  conductor  but  a  greater 
numerical  value,  and  if  a  conductor  of  any  form  is  alone  in  the 
field  the  charge  of  every  part  is  of  the  same  sign  as  the  potential 
of  the  conductor. 

The  interior  surface  of  a  hollow  conducting  vessel  containing 
no  charged  bodies  is  entirely  free  from  charge.  For  if  any  part  of 
the  surface  were  charged  positively,  a  positively  electrified  particle 
moving  in  the  direction  of  the  force  upon  it,  must  reach  a  nega- 
tively charged  surface  at  a  lower  potential.  But  the  whole  in- 
terior  surface  has  the  same  potential.  Hence  it  can  have  no 
charge. 

A  conductor  placed  inside  the  vessel  and  communicating  with 
it,  may  be  considered  as  bounded  by  the  interior  surface.  Hence 
such  a  conductor  has  no  charge. 

Lines  of  Force, 

47.]  The  line  described  by  a  point  moving  always  in  the  direc- 
tion of  the  resultant  intensity  is  called  a  Line  of  force.  It  cuts  the 
equipotential  surfaces  at  right  angles.  The  properties  of  lines  of 
force  will  be  more  fully  explained  afterwards,  because  Faraday  has 
expressed  many  of  the  laws  of  electrical  action  in  terms  of  his 
conception  of  lines  of  force  drawn  in  the  electric  field,  and  in- 
dicating both  the  direction  and  the  intensity  at  every  point. 
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Electric  Tension, 

48.]  Since  the  surface  of  a  conductor  is  an  equipotential  surface, 
the  resultant  force  is  normal  to  the  surface,  and  it  will  be  shewn 
in  Art.  78  that  it  is  proportional  to  the  superficial  density  of  the 
electrification.  Hence  the  electricity  on  any  small  area  of  the 
surface  will  be  acted  on  by  a  force  tending  from  the  conductor 
and  proportional  to  the  product  of  the  resultant  force  and  the 
density,  that  is,  proportional  to  the  square  of  the  resultant  force. 

This  force,  which  acts  outwards  as  a  tension  on  every  part  of 
the  conductor,  will  be  called  electric  Tension.  It  is  measured  like 
ordinary  mechanical  tension,  by  the  force  exerted  on  unit  of  area. 

The  word  Tension  has  been  used  by  electricians  in  several  vague 
senses,  and  it  has  been  attempted  to  adopt  it  in  mathematical 
language  as  a  s}monym  for  Potential ;  but  on  examining  the  cases 
in  which  the  word  has  been  used,  I  think  it  will  be  more  con- 
sistent with  usage  and  with  mechanical  analogy  to  understand  by 
tension  a  pulling  force  of  so  many  pounds  weight  per  square  inch 
exerted  on  the  surface  of  a  conductor  or  elsewhere.  We  shall  find 
that  the  conception  of  Faraday,  that  this  electric  tension  exists  not 
only  at  the  electrified  surface  but  all  along  the  lines  of  force,  leads 
to  a  theory  of  electric  action  as  a  phenomenon  of  stress  in  a 
medium. 

Electromotive  Force, 

49.]  When  two  conductors  at  difierent  potentials  are  connected 
by  a  thin  conducting  wire,  the  tendency  of  electricity  to  flow 
along  the  wire  is  measured  by  the  difference  of  the  potentials  of 
the  two  bodies.  The  difference  of  potentials  between  two  con- 
ductors or  two  points  is  therefore  called  the  Electromotive  force 
between  them. 

Electromotive  force  cannot  in  all  cases  be  expressed  in  the 
form  of  a  difference  of  potentials.  These  cases,  however,  are  not 
treated  of  in  Electrostatics.  We  shall  consider  them  when  we 
come  to  heterogeneous  circuits,  chemical  actions,  motions  of  mag- 
nets, inequalities  of  temperature,  &c. 

Capacity  of  a  Conductor. 

50.]  If  one  conductor  is  insulated  while  all  the  surrounding  con- 
ductors are  kept  at  the  zero  potential  by  being  put  in  commu- 
nication with  the  earth,  and  if  the  conductor,  when  charged  with 
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a  quantity  B  of  electricity,  has  a  potential  F,  the  ratio  of  E  to  F^ 
is  called  the  Capacity  of  the  conductor.  If  the  conductor  is  com- 
pletely enclosed  within  a  conducting^  vessel  without  touching  it, 
then  the  charge  on  the  inner  conductor  will  be  equal  and  op- 
posite to  the  charge  on  the  inner  surface  of  the  outer  conductor, 
and  will  be  equal  to  the  capacity  of  the  inner  conductor  multiplied 
by  the  difference  of  the  potentials  of  the  two  conductors. 

Electric  Accumulalori. 
A  system  consisting  of  two  conductors  whose  opposed  surfaces 
are  separated  from  each  other  by  a  thin  stratum  of  an  insulating 
medium  is  called  an  electric  Accumulator.  The  two  conductors  are 
called  the  Electrodes  and  the  insulating  medium  is  called  the 
Dielectric.  The  capacity  of  the  accumulator  is  directly  propor- 
tional to  the  area  of  the  opposed  surfaces  and  inversely  proportional 
to  the  thickness  of  the  stratum  between  them.  A  Leyden  jar  is  an 
accumulator  in  which  glass  is  the  insulating  medium.  Accumu- 
lators are  sometimes  called  Condensers,  but  I  prefer  to  restrict 
the  term  *  condenser '  to  an  instrument  which  is  used  not  to  hold 
electricity  but  to  increase  its  superficial  density. 

PROPEKTIBS   OF  BODIES  IN  RELATION  TO  STATICAL  ELECTRICITY. 

Resistance  to  tie  Passage  of  Electricity  through  a  Body, 
51.]  When  a  charge  of  electricity  is  communicated  to  any  part 
of  a  mass  of  metal  the  electricity  is  rapidly  transferred  from  places 
of  high  to  places  of  low  potential  till  the  potential  of  the  whole 
mass  becomes  the  same.  In  the  case  of  pieces  of  metal  used  in 
ordinary  experiments  this  process  is  completed  in  a  time  too  short 
to  be  observed,  but  in  the  case  of  very  long  and  thin  wires,  such 
as  those  used  in  telegraphs,  the  potential  does  not  become  uniform 
till  after  a  sensible  time,  on  account  of  the  resistance  of  the  wire 
to  the  passage  of  electricity  through  it. 

The  resistance  to  the  passage  of  electricity  is  exceedingly  dif- 
ferent in  different  substances,  as  may  be  seen  from  the  tables  at 
Arts.  362,  366,  and  369,  which  will  be  explained  in  treating  of 
Electric  Currents. 

All  the  metals  are  good  conductors,  though  the  resistance  of  lead 
is  1 2  times  that  of  copper  or  silver,  that  of  iron  6  times,  and  that 
of  mercury  60  times  that  of  copper.  The  resistance  of  all  metals 
increases  as  their  temperature  rises. 
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Many  liquids  conduct  electricity  by  electrolysis.  This  mode  of 
conduction  will  be  considered  in  Part  II.  For  the  present,  we  may 
regard  all  liquids  containing  water  and  all  damp  bodies  as  con- 
ductors, far  inferior  to  the  metals,  but  incapable  of  insulating  a 
charge  of  electricity  for  a  sufficient  time  to  be  observed.  The  re- 
sistance of  electrolytes  diminishes  as  the  temperature  rises. 

On  the  other  hand,  the  gases  at  the  atmospheric  pressure,  whether 
dry  or  moist,  are  insulators  so  nearly  perfect  when  the  electric  tension 
is  small  that  we  have  as  yet  obtained  no  evidence  of  electricity 
passing  through  them  by  ordinary  conduction.  The  gradual  loss  of 
charge  by  electrified  bodies  may  in  every  case  be  traced  to  imperfect 
insulation  in  the  supports,  the  electricity  either  passing  through  the 
substance  of  the  support  or  creeping  over  its  surface.  Hence,  when 
two  charged  bodies  are  hung  up  near  each  other,  they  will  preserve 
their  charges  longer  if  they  are  electrified  in  opposite  ways,  than  if 
they  are  electrified  in  the  same  way.  For  though  the  electromotive 
force  tending  to  make  the  electricity  pass  through  the  air  between 
them  is  much  greater  when  they  are  oppositely  electrified,  no  per- 
ceptible loss  occurs  in  this  way.  The  actual  loss  takes  place  through 
the  supports,  and  the  electromotive  force  through  the  supports  is 
greatest  when  the  bodies  are  electrified  in  the  same  way.  The  result 
appears  anomalous  only  when  we  expect  the  loss  to  occur  by  the 
passage  of  electricity  through  the  air  between  the  bodies.  The 
passage  of  electricity  through  gases  takes  place,  in  general,  by  dis- 
ruptive discharge,  and  does  not  begin  till  the  electromotive  force 
has  reached  a  certain  value.  The  value  of  the  electromotive  force 
which  can  exist  in  a  dielectric  without  a  discharge  taking  place 
is  called  the  Electric  Strength  of  the  dielectric.  The  electric 
strength  of  air  diminishes  as  the  pressure  is  reduced  from  the  atmo- 
spheric pressure  to  that  of  about  three  millimetres  of  mercury. 
When  the  pressure  is  still  further  reduced,  the  electric  strength 
rapidly  increases ;  and  when  the  exhaustion  is  carried  to  the  highest 
deg^e  hitherto  attained,  the  electromotive  force  required  to  produce 
a  spark  of  a  quarter  ol  an  inch  is  greater  than  that  which  will  give 
a  spark  of  eight  inches  in  air  at  the  ordinary  pressure. 

A  vacuum,  that  is  to  say,  that  which  remains  in  a  vessel  after 
we  have  removed  everything  which  we  can  remove  from  it,  is  there- 
fore an  insulator  of  very  great  electric  strength. 

The  electric  strength  of  hydrogen  is  much  less  than  that  of  air. 

Certain  kinds  of  glass  when  cold  are  marvellously  perfect  in- 
sulators, and  Sir  W.  Thomson  has  preserved  charges  of  electricity 
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for  years  in  bulbs  hermetically  sealed.  The  same  glass,  however, 
becomes  a  conductor  at  a  temperature  below  that  of  boiling  water. 

Gutta-percha^  caoutchouc,  vulcanite,  paraffin,  and  resins  are  good 
insulators,  the  resistance  of  gutta-percha  at  75°  F.  being  about 
6x10^'  times  that  of  copper, 

lee,  crystals^  and  solidified  electrolytes,  are  also  insulators. 

Certain  liquids,  such  as  naphtha,  turpentine,  and  some  oils,  are 
insulators,  but  inferior  to  the  best  solid  insulators. 


DIELECTKICS. 

Specific  Inductive  Capacity, 

52.]  All  bodies  whose  insulating  power  is  such  that  when  they 
are  placed  between  two  conductors  at  difierent  potentials  the  elec- 
tromotive force  acting  on  them  does  not  immediately  distribute 
their  electricity  so  as  to  reduce  the  potential  to  a  constant  value,  are 
called  by  Faraday  Dielectrics. 

It  appears  from  the  hitherto  unpublished  researches  of  Cavendish 
that  he  had,  before  1773,  measured  the  capacity  of  plates  of  glass, 
rosin,  beeswax^  and  shellac,  and  had  determined  the  ratio  in  which 
their  capacity  exceeded  that  of  plates  of  air  of  the  same  dimensions. 

Faraday,  to  whom  these  researches  were  unknown,  discovered 
that  the  capacity  of  an  accumulator  depends  on  the  nature  of  the 
insulating  medium  between  the  two  conductors,  as  well  as  on  the 
dimensions  and  relative  position  of  the  conductors  themselves. 
By  substituting  other  insulating  media  for  air  as  the  dielectric  of 
the  accumulator,  without  altering  it  in  any  other  respect,  he  found 
that  when  air  and  other  gases  were  employed  as  the  insulating 
medium  the  capacity  of  the  accumulator  remained  sensibly  the 
same,  but  that  when  shellac,  sulphur,  glass^  &c.  were  substituted 
for  air,  the  capacity  was  increased  in  a  ratio  which  was  different 
for  each  substance. 

By  a  more  delicate  method  of  measurement  Boltzmann  succeeded 
in  observing  the  variation  of  the  inductive  capacity  of  gases  at 
different  pressures. 

This  property  of  dielectrics,  which  Faraday  called  Specific  In- 
ductive Capacity^  is  also  called  the  Dielectric  Constant  of  the  sub- 
stance. It  is  defined  as  the  ratio  of  the  capacity  of  an  accumulator 
when  its  dielectric  is  the  given  substance,  to  its  capacity  when  the 
dielectric  is  a  vacuum. 

If  the  dielectric  is  not  a  good  insulator,  it  is  difficult  to  measure 
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its  indactive  capacity,  becaase  the  accumulator  will  not  hold  a 
charge  for  a  sufficient  time  to  allow  it  to  be  measured ;  but  it  is 
certain  that  indactive  capacity  is  a  property  not  confined  to  good 
insulators,  and  it  is  probable  that  it  exists  in  all  bodies. 

Absorption  of  Electricity, 

53.]  It  is  found  that  when  an  accumulator  is  formed  of  certain 
dielectrics,  the  following  phenomena  occur. 

When  the  accumulator  has  been  for  some  time  electrified  and  is 
then  suddenly  discharged  and  again  insulated,  it  becomes  recharged 
in  the  same  sense  as  at  firsts  but  to  a  smaller  degree,  so  that  it  may 
be  dischargped  again  several  times  in  succession,  these  discharges 
always  diminishing.  This  phenomenon  is  called  that  of  the  Re- 
sidual Discharge. 

The  instantaneous  discharge  appears  always  to  be  proportional 
to  the  difierence  of  potentials  at  the  instant  of  discharge^  and  the 
ratio  of  these  quantities  is  the  true  capacity  of  the  accumulator; 
but  if  the  contact  of  the  discharger  is  prolonged  so  as  to  include 
some  of  the  residual  discharge^  the  apparent  capacity  of  the  accu- 
mulator, calculated  from  such  a  discharge,  will  be  too  great. 

The  accumulator  if  charged  and  left  insulated  appears  to  lose  its 
charge  by  conduction,  but  it  is  found  that  the  proportionate  rate 
of  loss  is  much  greater  at  first  than  it  is  afterwards,  so  that  the 
measure  of  conductivity,  if  deduced  from  what  takes  place  at  first, 
would  be  too  great.  Thus,  when  the  insulation  of  a  submarine 
cable  is  tested,  the  insulation  appears  to  improve  as  the  electrifi- 
cation continues. 

Thermal  phenomena  of  a  kind  at  first  sight  analogous  take  place 
in  the  case  of  the  conduction  of  heat  when  the  opposite  sides  of  a 
body  are  kept  at  different  temperatures.  In  the  case  of  heat  we 
know  that  they  depend  on  the  heat  taken  in  and  given  out  by  the 
body  itself.  Hence,  in  the  case  of  the  electrical  phenomena,  it 
has  been  supposed  that  electricity  is  absorbed  and  emitted  by  the 
parts  of  the  body.  We  shall  see,  however,  in  Art.  329,  that  the 
phenomena  can  be  explained  without  the  hypothesis  of  absorp- 
tion of  electricity,  by  supposing  the  dielectric  in  some  degree 
heterogeneous. 

That  the  phenomenon  called  Electric  Absorption  is  not  an 
actual  absorption  of  electricity  by  the  substance  may  be  shewn  by 
charging  the  substance  in  any  manner  with  electricity  while  it  is 
surrounded  by  a  closed  metallic  insulated  vessel.     If,  when  the 
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substance  is  charged  and  insulated,  the  vessel  be  instantaneously 
discharged  and  then  left  insulated,  no  charge  is  ever  communicated 
to  the  vessel  by  the  gradual  dissipation  of  the  electrification  of  the 
charged  substance  within  it. 

54.]  This  fact  is  expressed  by  the  statement  of  Faraday  that 
it  is  impossible  to  charge  matter  with  an  absolute  and  independent 
charge  of  one  kind  of  electricity  *. 

In  fact  it  appears  from  the  result  of  every  experiment  which 
has  been  tried  that  in  whatever  way  electrical  actions  may  take 
place  among  a  system  of  bodies  surrounded  by  a  metallic  vessel,  the 
charge  on  the  outside  of  that  vessel  is  not  altered. 

Now  if  any  portion  of  electricity  could  be  forced  into  a  body  . 
so  as  to  be  absorbed  in  it,  or  to  become  latent,  or  in  any  way 
to  exist  in  it,  without  being  connected  with  an  equal  portion  of 
the  opposite  electricity  by  lines  of  induction,  or  if,  after  having, 
being  absorbed,  it  could  gradually  emerge  and  return  to  its  ordi- 
nary mode  of  action,  we  should  find  some  change  of  electrification 
in  the  surrounding  vessel. 

As  this  is  never  found  to  be  the  case,  Faraday  concluded  that 
it  is  impossible  to  communicate  an  absolute  charge  to  matter^  and 
that  no  portion  of  matter  can  by  any  change  of  state  evolve  or 
render  latent  one  kind  of  electricity  or  the  other.  He  therefore 
regarded  induction  as  *  the  essential  function  both  in  the  first 
development  and  the  consequent  phenomena  of  electricity.'  His 
'induction'  is  (1298)  a  polarized  state  of  the  particles  of  the 
dielectric,  each  particle  being  positive  on  one  side  and  negative 
on  the  other,  the  positive  and  the  negative  electrification  of  each 
particle  being  always  exactly  equal. 

Disruptive  Discharge  \, 

55.]  If  the  electromotive  intensity  at  Any  point  of  a  dielectric 
is  gradually  increased,  a  limit  is  at  length  reached  at  which  there 
is  a  sudden  electrical  discharge  through  the  dielectric,  generally 
accompanied  with  light  and  sound,  and  with  a  temporary  or  per- 
manent rupture  of  the  dielectric. 

The  intensity  of  the  electromotive  force  when  this  takes  place 
is  a  measure  of  what  we  may  call  the  electric  strength  of  the  di- 
electric. It  depends  on  the  nature  of  the  dielectric,  and  is  greater 
in  dense  air  than  in  rare  air,  and  greater  in  glass  than  in  air,  but 

♦  Exp.  Res.,  vol.  i.  series  xi.  H  ii.  *  On  the  Absolute  Charge  of  Matter/  and  (1244). 
t  See  Faraday,  £xp.  Ret,,  voL  L,  series  zii.  and  xiii. 
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in  every  case,  if  the  electromotive  force  be  made  great  enougli^ 
the  dielectric  gives  way  and  its  insulating  power  is  destroyed,  so 
that  a  current  of  electricity  takes  place  through  it.  It  is  for  this 
reason  that  distributions  of  electricity  for  which  the  electromotive 
intensity  becomes  anywhere  infinite  cannot  exist. 

The  Electric  Glow. 

Thus,  when  a  conductor  having  a  sharp  point  is  electrified,  the 
theory,  based  on  the  hypothesis  that  it  retains  its  charge,  leads 
to  the  conclusion  that  as  we  approach  the  point  the  superficial 
density  of  the  electricity  increases  without  limit,  so  that  at  the 
point  itself  the  surface-density,  and  therefore  the  resultant  electrical 
force,  would  be  infinite.  If  the  air,  or  other  surrounding  dielectric, 
had  an  invincible  insulating  power^  this  result  would  actually  occur ; 
.but  the  fact  is,  that  as  soon  as  the  resultant  force  in  the  neigh- 
bourhood of  the  point  has  reached  a  certain  limit,  the  insulating 
power  of  the  air  gives  way,  so  that  the  air  close  to  the  point 
becomes  a  conductor.  At  a  certain  distance  from  the  point  the 
resultant  force  is  not  sufficient  to  break  through  the  insulation 
of  the  air,  so  that  the  electric  current  is  checked,  and  the  electricity 
accumulates  in  the  air  round  the  point. 

The  point  is  thus  surrounded  by  particles  of  air  charged  with 
electricity  of  the  same  kind  with  its  own.  The  efiect  of  this  charged 
air  rouud  the  point  is  to  relieve  the  air  at  the  point  itself  from 
part  of  the  enormous  electromotive  force  which  it  would  have  ex- 
perienced if  the  conductor  alone  had  been  electrified.  In  fact  the 
surface  of  the  electrified  body  is  no  longer  pointed,  because  the 
point  is  enveloped  by  a  rounded  mass  of  charged  air,  the  surface 
of  which,  rather  than  that  of  the  solid  conductor,  may  be  regarded 
as  the  outer  electrified  surface. 

If  this  portion  of  charged  air  could  be  kept  still,  the  electrified 
body  would  retain  its  charge,  if  not  on  itself  at  least  in  its 
neighbourhood,  but  the  charged  particles  of  air  being  free  to  move 
under  the  action  of  electrical  force,  tend  to  move  away  from  the 
electrified  body  because  it  is  charged  with  the  same  kind  of  elec- 
tricity. The  charged  particles  of  air  therefore  tend  to  move  off 
in  the  direction  of  the  lines  of  force  and  to  approach  those  sur- 
rounding bodies  which  are  oppositely  electrified.  "When  they  are 
gone,  other  uncharged  particles  take  their  place  round  the  point, 
and  since  these  cannot  shield  those  next  the  point  itself  from  the 
excessive  electric  tension^  a  new  discharge  takes  place,  after  which 
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the  newly  charged  particles  move  off,  and  so  on  as  long  as  the  body 
remains  electrified. 

In  this  way  the  following  phenomena  are  produced : — At  and 
close  to  the  point  there  is  a  steady  glow,  arising  from  the  con- 
stant discharges  which  are  taking  place  between  the  point  and  the 
air  very  near  it. 

The  charged  particles  of  air  tend  to  move  off  in  the  same  general 
direction,  and  thus  produce  a  current  of  air  from  the  point,  con- 
sisting of  the  charged  particles,  and  probably  of  others  carried  along 
by  them.  By  artificially  aiding  this  current  we  may  increase  the 
glow,  and  by  checking  the  formation  of  the  current  we  may  pre- 
vent the  continuance  of  the  glow  *. 

The  electric  wind  in  the  neighbourhood  of  the  point  is  sometimes 
very  rapid,  but  it  soon  loses  its  velocity,  and  the  air  with  its  charged 
particles  is  carried  about  with  the  general  motions  of  the  atmo- 
sphere, and  constitutes  an  invisible  electric  cloud.  When  the 
charged  particles  come  near  to  any  conducting  surface,  such  as  a 
wall,  they  induce  on  that  surface  a  charge  opposite  to  their  own, 
and  are  then  attracted  towards  the  wall,  but  since  the  electro- 
motive force  is  small  they  may  remain  for  a  long  time  near  the 
wall  without  being  drawn  up  to  the  surface  and  discharged.  They 
thus  form  an  electrified  atmosphere  clinging  to  conductors,  the 
presence  of  which  may  sometimes  be  detected  by  the  electrometer. 
The  electrical  forces,  however,  acting  between  large  masses  of 
charged  air  and  other  bodies  are  exceedingly  feeble  compared  with 
the  ordinary  forces  which  produce  winds,  and  which  depend  on 
inequalities  of  density  due  to  differences  of  temperature,  so  that  it  is 
very  improbable  that  any  observable  part  of  the  motion  of  ordinary 
thunder  clouds  arises  from  electrical  causes. 

The  passage  of  electricity  from  one  place  to  another  by  the 
motion  of  charged  particles  is  called  Electrical  Convection  or  Con- 
vective  Discharge. 

The  electrical  glow  is  therefore  produced  by  the  constant  passage 
of  electricity  through  a  small  portion  of  air  in  which  the  tension 
is  very  high,  so  as  to  charge  the  surrounding  particles  of  air  which 
are  continually  swept  off  by  the  electric  wind,  which  is  an  essential 
part  of  the  phenomenon. 

The  glow  is  more  easily  formed  in  rare  air  than  in  dense  air, 
and  more  easily  when  the  point  is  positive  than  when  it  is  negative. 

*  See  Priestley's  History  of  Ehdrieity,  pp.  117  and  591  ;  and  Cavendish's  '  Elec- 
trical Researches,'  Phil.  Trans.,  1771,  §  4,  or  Art.  125  of  Reprint  of  Cavendish. 
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This  and  many  other  differences  between  positive  and  negative  elec- 
trification must  be  studied  by  those  who  desire  to  discover  some- 
thing about  the  nature  of  electricity.  They  have  not,  however, 
been  satisfactorily  brought  to  bear  upon  any  existing  theory. 

Tie  Electric  Brusi. 
56.]  The  electric  brush  is  a  phenomenon  which  may  be  pro- 
duced by  electrifying  a  blunt  point  or  small  ball  so  as  to  produce 
an  electric  field  in  which  the  tension  diminishes  as  the  distance 
increases,  but  in  a  less  rapid  manner  than  when  a  sharp  point  is 
used.  It  consists  of  a  succession  of  discharges,  ramifying  as  they 
diverge  from  the  ball  into  the  air,  and  terminating  either  by 
charging  portions  of  air  or  by  reaching  some  other  conductor.  It 
is  accompanied  by  a  sound,  the  pitch  of  which  depends  on  the 
interval  between  the  successive  discharges,  and  there  is  no  current 
of  air  as  in  the  case  of  the  glow. 

Tie  Electric  Spark 

57.]  When  the  tension  in  the  space  between  two  conductors  is 
considerable  all  the  way  between  them,  as  in  the  case  of  two  balls 
whose  distance  is  not  great  compared  with  their  radii,  the  discharge, 
when  it  occurs,  usually  takes  the  form  of  a  spark,  by  which  nearly 
the  whole  electrification  is  discharged  at  once. 

In  this  case,  when  any  part  of  the  dielectric  has  given  way, 
the  parts  on  either  side  of  it  in  the  direction  of  the  electric  force 
are  put  into  a  state  of  greater  tension  so  that  they  also  give  way, 
and  so  the  discharge  proceeds  right  through  the  dielectric,  just  as 
when  a  little  rent  is  made  in  the  edge  of  a  piece  of  paper  a  tension 
applied  to  the  paper  in  the  direction  of  the  edge  causes  the  paper  to 
be  torn  through,  beginning  at  the  rent,  but  diverging  occasionally 
where  there  are  weak  places  in  the  paper.  The  electric  spark  in 
the  same  way  begins  at  the  point  where  the  electric  tension  first 
overcomes  the  insulation  of  the  dielectric,  and  proceeds  from  that 
point,  in  an  apparently  irregular  path,  so  as  to  take  in  other  weak 
points,  such  as  particles  of  dust  floating  in  air. 

All  these  phenomena  differ  considerably  in  different  gases,  and  in 
the  same  gas  at  different  densities.  Some  of  the  forms  of  electrical 
discharge  through  rare  gases  are  exceedingly  remarkable.  In  some 
cases  there  is  a  regular  alternation  of  luminous  and  dark  strata,  so 
that  if  the  electricity,  for  example,  is  passing  along  a  tube  contain- 
ing a  very  small  quantity  of  gas,  a  number  of  luminous  disks  will 
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be  seen  arranged  transversely  at  nearly  equal  intervals  along  the 
axis  of  the  tube  and  separated  by  dark  strata.  If  the  strength  of 
the  current  be  increased  a  new  disk  will  start  into  existence,  and 
it  and  the  old  disks  will  arrange  themselves  in  closer  order.  In 
a  tube  described  by  Mr.  Gassiot  *  the  light  of  each  of  the  disks 
is  bluish  on  the  negative  and  reddish  on  the  positive  side,  and 
bright  red  in  the  central  stratum. 

These,  and  many  other  phenomena  of  electrical  discharge,  are 
exceedingly  important,  and  when  they  are  better  understood  they 
will  probably  throw  great  light  on  the  nature  of  electricity  as  well 
as  on  the  nature  of  gases  and  of  the  medium  pervading  space.  At 
present,  however,  they  must  be  considered  as  outside  the  domain  of 
the  mathematical  theory  of  electricity. 

Electric  Phenomena  of  Tourmaline, 

58.]  Certain  crystals  of  tourmaline,  and  of  other  minerals,  possess 
what  may  be  called  Electric  Polarity.  Suppose  a  crystal  of  tour- 
maline to  be  at  a  uniform  temperature^  and  apparently  free  from 
electrification  on  its  surface.  Let  its  temperature  be  now  raised, 
the  crystal  remaining  insulated.  One  end  will  be  found  positively 
and  the  other  end  negatively  electrified.  Let  the  surface  be  de- 
prived of  this  apparent  electrification  by  means  of  a  flame  or  other- 
wise, then  if  the  crystal  be  made  still  hotter,  electrification  of  the 
same  kind  as  before  will  appear,  but  if  the  crystal  be  cooled  the 
end  which  was  positive  when  the  crystal  was  heated  will  become 
negative. 

These  electrifications  are  observed  at  the  extremities  of  the  crys- 
tallographic  axis.  Some  crystals  are  terminated  by  a  six-sided 
pyramid  at  one  end  and  by  a  three-sided  pyramid  at  the  other. 
In  these  the  end  having  the  six-sided  pyramid  becomes  positive 
when  the  crystal  is  heated. 

Sir  W.  Thomson  supposes  every  portion  of  these  and  other  hemi- 
hedral  crystals  to  have  a  definite  electric  polarity,  the  intensity 
of  which  depends  on  the  temperature.  When  the  surface  is  passed 
through  a  flame,  every  part  of  the  surface  becomes  electrified  to 
such  an  extent  as  to  exactly  neutralize,  for  all  external  points, 
the  efiect  of  the  internal  polarity.  The  crystal  then  has  no  ex- 
ternal electrical  action,  nor  any  tendency  to  change  its  mode  of 
electrification.    But  if  it  be  heated  or  cooled  the  interior  polariza- 

*  Intellectual  Obaervcr,  March,  1866. 
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tion  of  each  particle  of  the  crystal  is  altered^  and  can  no  longer 
be  balanced  by  the  superficial  electrification,  so  that  there  is  a 
resultant  external  action. 

Plan  of  this  Treatise. 

59.]  In  the  following  treatise  I  propose  first  to  explain  the 
ordinary  theory  of  electrical  action^  which  considers  it  as  depending 
only  on  the  electrified  bodies  and  on  their  relative  position,  with- 
out taking  account  of  any  phenomena  which  may  take  place  in  the 
intervening  media.  In  this  way  we  shall  establish  the  law  of  the 
inverse  square,  the  theory  of  the  potential,  and  the  equations  of 
Laplace  and  Poisson.  We  shall  next  consider  the  charges  and 
potentials  of  a  system  of  electrified  conductors  as  connected  by 
a  system  of  equations,  the  coefficients  of  which  may  be  supposed 
to  be  determined  by  experiment  in  those  cases  in  which  our  present 
mathematical  methods  are  not  applicable,  and  from  these  we  shall 
determine  the  mechanical  forces  acting  between  the  difierent  elec- 
trified bodies. 

We  shall  then  investigate  certain  general  theorems  by  which 
Green,  Gauss,  and  Thomson  have  indicated  the  conditions  of  so- 
lution of  problems  in  the  distribution  of  electricity.  One  result 
of  these  theorems  is,  that  if  Poisson's  equation  is  satisfied  by  any 
function,  and  if  at  the  surface  of  every  conductor  the  function 
has  the  value  of  the  potential  of  that  conductor,  then  the  func- 
tion expresses  the  actual  potential  of  the  system  at  every  point. 
We  also  deduce  a  method  of  finding  problems  capable  of  exact 
solution. 

In  Thomson's  theorem,  the  total  energy  of  the  system  is  ex- 
pressed in  the  form  of  the  integral  of  a  certain  quantity  extended 
over  the  whole  space  between  the  electrified  bodies,  and  also  in 
the  form  of  an  integral  extended  over  the  electrified  surfaces 
only.  The  equality  of  these  two  expressions  may  be  thus  inter- 
preted physically.  We  may  conceive  the  physical  relation  between 
the  electrified  bodies,  either  as  the  result  of  the  state  of  the 
intervening  medium,  or  as  the  result  of  a  direct  action  between 
the  electrified  bodies  at  a  distance.  If  we  adopt  the  latter  con- 
ception, we  may  determine  the  law  of  the  action,  but  we  can  go 
no  further  in  speculating  on  its  cause.  If,  on  the  other  hand, 
we  adopt  the  conception  of  action  through  a  medium,  we  are 
led  to  enquire  into  the  nature  of  that  action  in  each  part  of  the 
medium. 
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It  appears  from  the  theorem,  that  if  we  are  to  look  for  the  seat 
of  the  electric  energy  in  the  diflTerent  parts  of  the  dielectric  me- 
dium, the  amount  of  energy  in  any  small  part  must  depend  on 
the  square  of  the  resultant  electromotive  intensity  at  that  place 
multiplied  by  a  coefficient  called  the  specific  inductive  capacity  of 
the  medium. 

It  is  better,  however,  in  considering  the  theory  of  dielectrics 
from  the  most  general  point  of  view,  to  distinguish  between  the 
electromotive  intensity  at  any  point  and  the  electric  polarization  of 
the  medium  at  that  point,  since  these  directed  quantities,  though 
related  to  one  another,  are  not,  in  some  solid  substances,  in  the 
same  direction.  The  most  general  expression  for  the  electric  . 
energy  of  the  medium  per  unit  of  volume  is  half  the  product  of 
the  electromotive  intensity  and  the  electric  polarization  multiplied 
by  the  cosine  of  the  angle  between  their  directions.  In  all  fluid 
dielectrics  the  electromotive  intensity  and  the  electric  polarization 
are  in  the  same  direction  and  in  a  constant  ratio. 

If  we  calculate  on  this  hypothesis  the  total  energy  residing 
in  the  medium,  we  shall  find  it  equal  to  the  energy  due  to  the 
electrification  of  the  conductors  on  the  hypothesis  of  direct  action 
at  a  distance.  Hence  the  two  hypotheses  are  mathematically 
equivalent. 

If  we  now  proceed  to  investigate  the  mechanical  state  of  the 
medium  on  the  hypothesis  that  the  mechanical  action  observed 
between  electrified  bodies  is  exerted  through  and  by  means  of  the 
medium,  as  in  the  familiar  instances  of  the  action  of  one  body 
on  another  by  means  of  the  tension  of  a  rope  or  the  pressure  of 
a  rod,  we  find  that  the  medium  must  be  in  a  state  of  mechanical 
stress. 

The  nature  of  this  stress  is,  as  Faraday  pointed  out  *,  a  tension 
along  the  lines  of  force  combined  with  an  equal  pressure  in  all 
directions  at  right  angles  to  these  lines.  The  magnitude  of  these 
stresses  is  proportional  to  the  energy  of  the  electrification  per  unit 
of  volume,  or,  in  other  words,  to  the  square  of  the  resultant  electro- 
motive intensity  multiplied  by  the  specific  inductive  capacity  of  the 
medium. 

This  distribution  of  stress  is  the  only  one  consistent  with  the 
observed  mechanical  action  on  the  electrified  bodies,  and  also  with 
the  observed  equilibrium  of  the  fluid  dielectric  which  surrounds 
them.     I  have  therefore  thought  it  a  warrantable  step  in  scientific 

*  Exp.  Res.,  series  xi.  1297. 
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procedure  to  assume  the  actual  existence  of  this  state  of  stress,  and 
to  follow  the  assumption  into  its  consequences.  Finding  the  phrase 
electric  tension  used  in  several  vague  senses,  I  have  attempted  to 
confine  it  to  what  I  conceive  to  have  been  in  the  mind  of  some 
of  those  who  have  used  it,  namely,  the  slate  of  stress  in  the 
dielectric  medium  which  causes  motion  of  the  electrified  bodies, 
and  leads,  when  continually  augmented,  to  disruptive  discharge. 
Electric  tension,  in  this  sense,  is  a  tension  of  exactly  the  same 
kind,  and  measured  in  the  same  way,  as  the  tension  of  a  rope, 
and  the  dielectric  medium,  which  can  support  a  certain  tension 
and  no  more,  may  be  said  to  have  a  certain  strength  in  exactly 
the  same  sense  as  the  rope  is  said  to  have  a  certain  strength. 
Thus,  for  example,  Thomson  has  found  that  air  at  the  ordinary 
pressure  and  temperature  can  support  an  electric  tension  of  9600 
grains  weight  per  square  foot  before  a  spark  passes. 

60.]  From  the  hypothesis  that  electric  action  is  not  a  direct 
action  between  bodies  at  a  distance,  but  is  exerted  by  means  of 
the  medium  between  the  bodies,  we  have  deduced  that  this  medium 
must  be  in  a  state  of  stress.  We  have  also  ascertained  the  cha- 
racter of  the  stress,  and  compared  it  with  the  stresses  which  may 
occur  in  solid  bodies.  Along  the  lines  of  force  there  is  tension, 
and  perpendicular  to  them  there  is  pressure,  the  numerical  mag- 
nitude of  these  forces  being  equal,  and  each  proportional  to  the 
square  of  the  resultant  intensity  at  the  point.  Having  established 
these  results,  we  are  prepared  to  take  another  step,  and  to  form 
an  idea  of  the  nature  of  the  electric  polarization  of  the  dielectric 
medium. 

An  elementary  portion  of  a  body  may  be  said  to  be  polarized 
Vhen  it  acquires  equal  and  opposite  properties  on  two  opposite 
sides.  The  idea  of  internal  polarity  may  be  studied  to  the  greatest 
advantage  as  exemplified  in  permanent  magnets,  and  it  will  be 
explained  at  greater  length  when  we  come  to  treat  of  magnetism. 

The  electric  polarization  of  an  elementary  portion  of  a  dielectric 
is  a  forced  state  into  which  the  medium  is  thrown  by  the  action 
of  electromotive  force,  and  which  disappears  when  that  force  is 
removed.  We  may  conceive  it  to  consist  in  what  we  may  call 
an  electrical  displacement,  produced  by  the  electromotive  intensity. 
When  the  electromotive  force  acts  on  a  conducting  medium  it 
produces  a  current  through  it,  but  if  the  medium  is  a  non-con- 
ductor or  dielectric,  the  current  cannot  flow  through  the  medium, 
but  the  electricity  is  displaced  within  the  medium  in  the  direction 
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of  the  electromotive  intensity,  the  extent  of  this  displacement 
depending  on  the  magnitude  of  the  electromotive  intensity,  so  that 
if  the  electromotive  intensity  increases  or  diminishes,  the  electric 
displacement  increases  and  diminishes  in  the  same  ratio. 
^  The  amount  of  the  displacement  is  measured  by  the  quantity 
of  electricity  which  crosses  unit  of  area,  while  the  displacement 
increases  from  zero  to  its  actual  amount.  This,  therefore^  is  the 
j  measure  of  the  electric  polarization. 

The  analogy  between  the  action  of  electromotive  force  in  pro- 
ducing electric  displacement  and  of  ordinary  mechanical  force  in 
producing  the  displacement  of  an  elastic  body  is  so  obvious  that 
I  have  ventured  to  call  the  ratio  of  the  electromotive  intensity  to 
the  corresponding  electric  displacement  the  coefficient  of  electric 
elasticity  of  the  medium.  This  coefficient  is  different  in  different 
media,  and  varies  inversely  as  the  specific  inductive  capacity  of  each 
medium. 

The  variations  of  electric  displacement  evidently  constitute  electric 
currents.  These  currents,  however,  can  only  exist  during  the 
variation  of  the  displacement,  and  therefore,  since  the  displace- 
ment cannot  exceed  a  certain  value  without  causing  disruptive 
discharge,  they  cannot  be  continued  indefinitely  in  the  same  direc- 
tion, like  the  currents  through  conductors. 

In  tourmaline,  and  other  pyro-electric  crystals,  it  is  probable  that 
a  state  of  electric  polarization  exists,  which  depends  upon  tem- 
perature, and  does  not  require  an  external  electromotive  force  to 
produce  it.  If  the  interior  of  a  body  were  in  a  state  of  permanent 
electric  polarization,  the  outside  would  gradually  become  charged 
in  such  a  manner  as  to  neutralize  the  action  of  the  internal 
polarization  for  all  points  outside  the  body.  This  external  super- 
ficial charge  could  not  be  detected  by  any  of  the  ordinary  tests, 
and  could  not  be  removed  by  any  of  the  ordinary  methods  for 
discharging  superficial  electrification.  The  internal  polarization  of 
the  substance  would  therefore  never  be  discovered  unless  by  some 
means,  such  as  change  of  temperature,  the  amount  of  the  internal 
polarization  could  be  increased  or  diminished.  The  external  elec- 
trification would  then  be  no  longer  capable  of  neutralizing  the 
external  effect  of  the  internal  polarization,  and  an  apparent  elec- 
trification would  be  observed,  as  in  the  case  of  tourmaline. 

If  a  charge  e  is  uniformly  distributed  over  the  surface  of  a  sphere, 
the  resultant  force  at  any  point  of  the  medium  surrounding  the 
sphere  is  numerically  equal  to  the  charge  e  divided  by  the  square  of 
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the  distance  from  the  centre  of  the  sphere.  This  resultant  force, 
according  to  our  theory,  is  accompanied  hy  a  displacement  of  elec- 
tricity in  a  direction  outwards  from  the  sphere. 

If  we  now  draw  a  concentric  spherical  surface  of  radius  r,  the 
whole  displacement,  E^  through  this  surface  will  be  proportional  to 
the  resultant  force  multiplied  by  the  area  of  the  spherical  surface. 
But  the  resultant  force  is  directly  as  the  charge  e  and  inversely  as 
the  square  of  the  radius,  while  the  area  of  the  surface  is  directly 
as  the  square  of  the  radius. 

Hence  the  whole  displacement,  E^  is  proportional  to  the  charge  e, 
and  is  independent  of  the  radius. 

To  determine  the  ratio  between  the  charge  e^  and  the  quantity 
of  electricity,  E^  displaced  outwards  through  any  one  of  the 
spherical  surfaces,  let  us  consider  the  work  done  upon  the  medium 
in  the  region  between  two  concentric  spherical  surfaces,  while  the 
displacement  is  increased  from  E  to  E-^-bE.  K  Fi  and  F^  denote 
the  potentials  at  the  inner  and  the  outer  of  these  surfaces  respect- 
ively, the  electromotive  force  by  which  the  additional  displacement 
is  produced  is  F^—F2,  so  that  the  work  spent  in  augmenting  the 
displacement  is  ( Tj  —  F^)  b  E. 

If  we  now  make  the  inner  surface  coincide  with  that  of  the 
electrified  sphere,  and  make  the  radius  of  the  other  infinite^  Fi 
becomes  F,  the  potential  of  the  sphere,  and  F^  becomes  zero,  so 
that  the  whole  work  done  in  the  surrounding  medium  is  FbE. 

But  by  the  ordinary  theory,  the  work  done  in  augmenting  the 
charge  is  Fbe,  and  if  this  is  spent,  as  we  suppose^  in  augmenting 
the  displacement,  bE=be,  and  since  E  and  e  vanish  together, 
E  =e,  or — 

Tke  displacement  outwards  through  any  spherical  surface  concentric 
mth  the  sphere  is  equal  to  the  charge  on  the  sphere. 

To  fix  our  ideas  of  electric  displacement,  let  us  consider  an  accu- 
mulator formed  of  two  conducting  plates  A  and  J?,  separated  by  a 
stratum  of  a  dielectric  C.  Let  ^  be  a  conducting  wire  joining 
A  and  B^  and  let  us  suppose  that  by  the  action  of  an  electromotive 
force  a  quantity  Q  of  positive  electricity  is  transferred  along  the 
wire  "from  B  to  A,  The  positive  electrification  of  A  and  the 
negative  electrification  of  B  will  produce  a  certain  electromotive 
force  acting  from  A  towards  B  in  the  dielectric  stratum,  and  this 
will  produce  an  electric  displacement  from  A  towards  B  within  the 
dielectric.  The  amount  of  this  displacement,  as  measured  by  the 
quantity  of  electricity  forced  across  an  imaginary  section  of  the 
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dielectric  dividing  it  into  two  strata,  will  be,  according  to  our 
theory,  exactly  Q.     See  Arts.  75,  76,  111. 

It  appears,  therefore,  that  at  the  same  time  that  a  quantity 
Q  of  electricity  is  being  transferred  along  the  wire  by  the  electro- 
motive force  from  B  towards  J,  so  as  to  cross  every  section  of 
the  wire,  the  same  quantity  of  electricity  crosses  every  section 
of  the  dielectric  from  A  towards  B  by  reason  of  the  electric  dis- 
placement. 

The  displacements  of  electricity  during  the  discharge  of  the  accu- 
mulator will  be  the  reverse  of  these.     In  the  wire  the  discharge 
will  be  Q  from  A  to  B,  and  in  the  dielectric  the  displacement  wiHT^ 
subside,  and  a  quantity  of  electricity  Q  will  cross  every  section 
from  B  towards  A, 

Every  case  of  charge  or  discharge  may  therefore  be  considered 
as  a  motion  in  a  closed  circuit,  such  that  at  every  section  of 
the  circuit  the  same  quantity  of  electricity  crosses  in  the  same 
time,  and  this  is  the  case,  not  only  in  the  voltaie  circuit  where 
it  has  always  been  recognised,  but  in  those  cases  in  which  elec- 
tricity has  been  generally  supposed  to  be  accumulated  in  certain 
places. 

61.]  We  are  thus  led  to  a  very  remarkable  consequence  of  the 
theory  which  we  are  examining,  namely,  that  the  motions  of  elec- 
tricity are  like  those  of  an  incompressible  fluid,  so  that  the  total 
quantity  within  an  imaginary  fixed  closed  surface  remains  always 
the  same.  This  result  appears  at  first  sight  in  direct  contradiction 
to  the  fact  that  we  can  charge  a  conductor  and  then  introduce 
it  into  the  closed  space,  and  so  alter  the  quantity  of  electricity 
within  that  space.  But  we  must  remember  that  the  ordinary 
theory  takes  no  account  of  the  electric  displacement  in  the  sub- 
stance of  dielectrics  which  we  have  been  investigating,  but  confines 
its  attention  to  the  electrification  at  the  bounding  surfaces  of  the 
conductors  and  dielectrics.  In  the  case  of  the  charged  conductor 
let  us  suppose  the  charge  to  be  positive,  then  if  the  surrounding 
dielectric  extends  on  all  sides  beyond  the  closed  surface  there  will 
be  electric  polarization,  accompanied  with  displacement  from  within 
outwards  all  over  the  closed  surface,  and  the  surface-integral  of  the 
displacement  taken  over  the  surface  will  be  equal  to  the  charge  on 
the  conductor  within. 

Thus  when  the  charged  conductor  is  introduced  into  the  closed 
sx>ace  there  is  immediately  a  displacement  of  a  quantity  of  elec- 
tricity equal  to  the  charge  through  the  surface  from  within  out- 
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wards,  and  the  whole  quantity  within  the  surface  remains  the 
same. 

The  theory  of  electric  polarization  will  be  discussed  at  greater 
length  in  Chapter  V,  and  a  mechanical  illustration  of  it  wiU  be 
given  in  Art.  334,  but  its  importance  cannot  be  fully  understood 
till  we  arrive  at  the  study  of  electromagnetic  phenomena. 

62.]  The  peculiar  features  of  the  theory  are : — 

That  the  energy  ef  electrification  resides  in  the  dielectric  medium, 
whether  that  medium  be  solid,  liquid,  or  gaseous,  dense  or  rare, 
or  even  what  is  called  a  vacuum,  provided  it  be  still  capable  of 
transmitting  electrical  action. 

That  the  energy  in  any  part  of  the  medium  is  stored  up  in 
the  form  of  a  state  of  constraint  called  electric  polarization,  the 
amount  of  which  depends  on  the  resultant  electromotive  intensity 
at  the  place. 

That  electromotive  force  acting  on  a  dielectric  produces  what 
we  have  called  electric  displacement,  the  relation  between  the  in- 
tensity and  the  displacement  being  in  the  most  general  case  of  a 
kind  to  be  afterwards  investigated  in  treating  of  conduction,  but  in 
the  most  important  cases  the  displacement  is  in  the  same  direc- 
tion as  the  force,  and  is  numerically  equal  to  the  intensity  mul- 
tiplied by  J— Jf,  where  K  is  the  specific  inductive  capacity  of  the 

dielectric. 

That  the  energy  per  unit  of  volume  of  the  dielectric  arising  from 
the  electric  polarization  is  half  the  product  of  the  electromotive 
intensity  and  the  electric  displacement,  multiplied,  if  necessary,  by 
the  cosine  of  the  angle  between  their  directions. 

That  in  fluid  dielectrics  the  electric  polarization  is  accompanied 
by  a  tension  in  the  direction  of  the  lines  of  induction,  combined 
with  an  equal  pressure  in  all  .directions  at  right  angles  to  the 
lines  of  induction,  the  tension  or  pressure  per  unit  of  area  being 
numerically  equal  to  the  energy  per  unit  of  volume  at  the  same 
place. 

That  the  sur&ce  of  any  elementary  portion  into  which  we  may 
conceive  the  volume  of  the  dielectric  divided  must  be  conceived 
to  be  charged  so  that  the  surface-density  at  any  point  of  the 
sar&ce  is  equal  in  magnitude  to  the  displacement  through  that 
^'^int  of  the  surface  reckoned  inwards.  If  the  displacement  is  in 
the  positive  direction,  the  surface  of  the  element  will  be  charged 
negatively  on  the  positive  side  of  the  element,  and  positively  on 
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the  negative  side.  These  8ai)erficial  charges  will  in  general  destroy 
one  another  when  consecutive  elements  are  considered,  except 
where  the  dielectric  has  an  internal  charge,  or  at  the  surface  of 
the  dielectric. 

That  whatever  electricity  may  be,  and  whatever  we  may  under- 
stand by  the  movement  of  electricity,  the  phenomenon  which  we 
have  called  electric  displacement  is  a  movement  of  electricity  in  the 
same  sense  as  the  transference  of  a  definite  quantity  of  electricity 
through  a  wire  is  a  movement  of  electricity,  the  only  difierence 
being  that  in  the  dielectric  there  is  a  force  which  we  have  called 
electric  elasticity  which  acts  against  the  electric  displacement,  and 
forces  the  electricity  back  when  the  electromotive  force  is  removed; 
whereas  in  the  conducting  wire  the  electric  elasticity  is  continually 
giving  way,  so  that  a  current  of  true  conduction  is  set  up,  and 
the  resistance  depends,  not  on  the  total  quantity  of  electricity  dis- 
placed from  its  position  of  equilibrium,  but  on  the  quantity  which 
crosses  a  section  of  the  conductor  in  a  given  time. 

That  in  every  case  the  motion  of  electricity  is  subject  to  the 
same  condition  as  that  of  an  incompressible  fluid,  namely,  that 
at  every  instant  as  much  must  flow  out  of  any  given  closed  sur&ce 
as  flows  into  it. 

It  follows  from  this  that  every  electric  current  must  form  a 
closed  circuit.  The  importance  of  this  result  will  be  seen  when  we 
investigate  the  laws  of  electro-magnetism. 

Since,  as  we  have  seen,  the  theory  of  direct  action  at  a  ^stance 
is  mathematically  identical  with  that  of  action  by  means  of  a 
medium,  the  actual  phenomena  may  be  explained  by  the  one 
theory  as  well  as  by  the  other,  provided  suitable  hypotheses  be 
introduced  when  any  diflSculty  occurs.  Thus,  Mossotti  has  deduced 
the  mathematical  theory  of  dielectrics  from  the  ordinary  theory 
of  attraction  merely  by  giving  an  electric  instead  of  a  magnetic 
interpretation  to  the  symbols  in  the  investigation  by  which  Poisson 
has  deduced  the  theory  of  magnetic  induction  from  the  theory  of 
magnetic  fluids.  He  assumes  the  existence  within  the  dielectric  of 
small  conducting  elements,  capable  of  having  their  opposite  surfaces 
oppositely  electrified  by  induction,  but  not  capable  of  losing  or 
gaining  electricity  on  the  whole,  owing  to  their  being  insulated 
from  each  other  by  a  non-conducting  medium.  This  theory  of 
dielectrics  is  consistent  with  the  laws  of  electricity,  and  may  be 
actually  true.  If  it  is  true,  the  specific  inductive  capacity  of 
a  dielectric  may  be  greater,  but  cannot  be  less,  than  that  of  a 
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vacuum.  No  instance  has  yet  been  found  of  a  dielectric  having 
an  inductive  capacity  less  than  that  of  a  vacuum,  but  if  such  should 
be  discovered,  Mossotti's  physical  theory  must  be  abandoned, 
although  his  formulae  would  all  remain  exact,  and  would  only 
require  us  to  alter  the  sign  of  a  coefficient. 

In  many  parts  of  physical  science,  equations  of  the  same  form 
are  found  applicable  to  phenomena  which  are  certainly  of  quite 
different  natures,  as,  for  instance,  electric  induction  through  di- 
electrics, conduction  through  conductors,  and  magnetic  induction. 
In  all  these  cases  the  relation  between  the  force  and  the  effect 
produced  is  expressed  by  a  set  of  equations  of  the  same  kind, 
so  that  when  a  problem  in  one  of  these  subjects  is  solved,  the 
problem  and  its  solution  may  be  translated  into  the  language 
of  the  other  subjects  and  the  results  in  their  new  form  will  still 
be  true. 
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CHAPTER  11. 

£LEMENTABY  MATHSMATICAL  THEOBT  OF  STATICAL 
ELECTRICITY. 


Definition  of  Electricity  as  a  Mathematical  Quantity. 

63.]  We  have  seen  that  the  properties  of  charged  bodies  are 
such  that  the  charge  of  one  body  may  be  equal  to  that  of  an- 
other, or  to  the  sum  of  the  charges  of  two  bodies,  and  that  when 
two  bodies  are  equally  and  oppositely  charged  they  have  no  elec- 
trical effect  on  external  bodies  when  placed  together  within  a  closed 
insulated  conducting  vessel.  We  may  express  all  these  results  in 
a  concise  and  consistent  manner  by  describing  an  electrified  body  as 
charged  with  a  certain  quantity  of  electricity^  which  we  may  denote 
by  e^  When  the  charge  is  positive,  that  is,  according  to  the  usual 
convention,  vitreous,  e  will  be  a  positive  quantity.  When  the 
charge  is  negative  or  resinous,  e  will  be  negative,  and  the  quantity 
— tf  may  be  interpreted  either  as  a  negative  quantity  of  vitreous 
electricity  or  as  a  positive  quantity  of  resinous  electricity. 

The  effect  of  adding  together  two  equal  and  opposite  charges  of 
electricity,  +^  and  —  ^,  is  to  produce  a  state  of  no  charge  expressed 
by  zero.  We  may  therefore  regard  a  body  not  charged  as  virtually 
charged  with  equal  and  opposite  charges  of  indefinite  magnitude, 
and  a  charged  body  as  virtually  charged  with  unequal  quantities  of 
positive  and  negative  electricity,  the  algebraic  sum  of  these  charges 
constituting  the  observed  electrification.  It  is  manifest,  however, 
that  this  way  of  regarding  an  electrified  body  is  entirely  artificial, 
and  may  be  compared  to  the  conception  of  the  velocity  of  a  body  as 
compounded  of  two  or  more  different  velocities,  no  one  of  which 
is  the  actual  velocity  of  the  body. 

ON  ELECTRIC  BENSITT. 

Distribution  in  Three  Dimensions. 

64.]  Definition.  The  electric  volume-density  at  a  given  point 
in  space  is  the  limiting  ratio  of  the  quantity  of  electricity  within 
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a  sphere  whose  centre  is  the  given  point  to  the  volume  of  the 
sphere,  when  its  radios  is  diminished  without  limit. 

We  shall  denote  this  ratio  by  the  symbol  p,  which  may  be  posi- 
tive or  negative. 

Distribution  over  a  Surface, 

It  is  a  result  alike  of  theory  and  of  experiment,  that,  in  certain 
cases,  the  charge  of  a  body  is  entirely  on  the  surface.  The  density 
at  a  point  on  the  surface,  if  defined  according  to  the  method  given 
above,  would  be  infinite.  We  therefore  adopt  a  different  method 
for  the  measurement  of  surface-density. 

Definition.  The  electric  density  at  a  given  point  on  a  surface  is 
the  limiting  ratio  of  the  quantity  of  electricity  within  a  sphere 
whose  centre  is  the  given  point  to  the  area  of  the  surface  contained 
within  the  sphere,  when  its  radius  is  diminished  without  limit. 

We  shall  denote  the  surfitce-density  by  the  symbol  cr. 

Those  writers  who  supposed  electricity  to  be  a  material  fluid 
or  a  collection  of  particles,  were  obliged  in  this  case  to  suppose 
the  electricity  distributed  on  the  surfece  in  the  form  of  a  stratum 
of  a  certain  thickness  ^,  its  density  being  pQ^  or  that  value  of  p 
which  would  result  from  the  particles  having  the  closest  contact 
of  which  they  are  capable.     It  is  manifest  that  on  this  theory 

Po^  =  <^- 
When  (T  is  negative,  according  to  this  theory,  a  certain  stratum 
of  thickness  0  is  left  entirely  devoid  of  positive  electricity,  and 
filled  entirely  with  negative  electricity,  or,  on  the  theory  of  one 
fluid,  with  matter. 

There  is,  however,  no  experimental  evidence  either  of  the  elec- 
tric stratum  having  any  thickness,  or  of  electricity  being  a  fluid 
or  a  collection  of  particles.  We  therefore  prefer  to  do  without  the 
symbol  for  the  thickness  of  the  stratum,  and  to  use  a  special  symbol 
for  surface-density. 

Distribution  on  a  Line. 

It  is  sometimes  convenient  to  suppose  electricity  distributed 
on  a  line,  that  is,  a  long  narrow  body  of  which  we  neglect  the 
thickness.  In  this  case  we  may  define  the  line-density  at  any  point 
to  be  the  limiting  ratio  of  the  charge  on  an  element  of  the 
line  to  the  length  of  that  element  when  the  element  is  diminished 
without  limit. 


70  ELBCTROSTATICS.  [65. 

If  X  denotes  the  line-density,  then  the  whole  quantity  of  elec- 
tricity on  a  curve  is  tf  =  I  kds,  where  ds  is  the  element  of  the  curve. 

Similarly,  if  <t  is  the  surface-density,  the  whole  quantity  of  elec- 
tricity on  the  surface  is  rr 
^                              e=zJJ<rdS, 

where  dS  is  the  element  of  surface. 

If  p  is  the  volume-density  at  any  point  of  space,  then  the  whole 
electricity  within  a  certain  volume  is 

e  =z  1 1 1  pdasdydz. 

where  dxdydzis  the  element  of  volume.  The  limits  of  integration 
in  each  case  are  those  of  the  curve,  the  surface,  or  the  portion  of 
space  considered. 

It  is  manifest  that  ^,  X^  0-  and  p  are  quantities  differing  in  kind, 
each  being  one  dimension  in  space  lower  than  the  preceding,  so  that 
if  2  be  a  line,  the  quantities  «,  l\^  l^a,  and  Pp  will  be  all  of  the 
same  kind,  and  if  [X]  be  the  unit  of  length,  and  [X],  [0-],  [p]  the 
units  of  the  different  kinds  of  density,  [e],  [iX],  [i'o-],  and  [L^p} 
will  each  denote  one  unit  of  electricity. 

Definition  of  the  Unit  of  Electricity. 

65.]  Let  A  and  B  be  two  points  the  distance  between  which 
is  the  unit  of  length.  Let  two  bodies,  whose  dimensions  are  small 
compared  with  the  distance  AB^  be  charged  with  equal  quantities 
of  positive  electricity  and  placed  at  A  and  B  respectively,  and 
let  the  charges  be  such  that  the  force  with  which  they  repel  each 
other  is  the  unit  of  force,  measured  as  in  Art.  6.  Then  the  charge 
of  either  body  is  said  to  be  the  unit  of  electricity. 

If  the  charge  of  the  body  at  B  were  a  unit  of  negative  electricity, 
then,  since  the  action  between  the  bodies  would  be  reversed,  we 
should  have  an  attraction  equal  to  the  unit  of  force.  If  the  charge 
of  A  were  also  negative,  and  equal  to  unity,  the  force  would  be 
repulsive,  and  equal  to  unity. 

Since  the  action  between  any  two  portions  of  electricity  is  not 
affected  by  the  presence  of  other  portions,  the  repulsion  between 
e  units  of  electricity  at  A  and  ^  units  at  B  is  ee\  the  distance 
AB  being  unity.     See  Art.  39. 

Law  of  Force  between  Charged  Bodies, 
66.]   Coulomb  shewed  by  experiment  that  the  force  between 
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charged  bodies  whose  dimensions  are  small  compared  with  the 
distance  between  them,  varies  inversely  as  the  square  of  the  dis- 
tance. Hence  the  repulsion  between  two  such  bodies  charged  with 
quantities  e  and  /  and  placed  at  a  distance  r  is 

e£ 

We  shall  prove  in  Art.  74  that  this  law  is  the  only  one  con- 
sistent with  the  observed  &ct  that  a  conductor,  placed  in  the  inside 
of  a  closed  hollow  conductor  and  in  contact  with  it,  is  deprived  of 
all  electrical  charge.  Our  conviction  of  the  accuracy  of  the  law 
of  the  inverse  square  of  the  distance  may  be  considered  to  rest 
on  experiments  of  this  kind,  rather  than  on  the  direct  measure- 
ments of  Coulomb. 

Resultant  Force  between  Two  Bodies. 

67.]  In  order  to  calculate  the  resultant  force  between  two  bodies 
we  might  divide  each  of  them  into  its  elements  of  volume,  and 
consider  the  repulsion  between  the  electricity  in  each  of  the  elements 
ef  the  first  body  and  the  electricity  in  each  of  the  elements  of  the 
second  body.  We  should  thus  get  a  system  of  forces  equal  in 
number  to  the  product  of  the  numbers  of  the  elements  into  which 
we  have  divided  each  body,  and  we  should  have  to  combine  the 
effects  of  these  forces  by  the  rules  of  Statics.  Thus,  to  find  the 
component  in  the  direction  of  x  we  should  have  to  find  the  value 
of  the  sextuple  integral 


JJJJJJ  {(a._a?')3  +  (y_j 


where  x,  y^  z  are  the  coordinates  of  a  point  in  the  first  body  at 
which  the  electrical  density  is  p,  and  sfy  j/,  z\  and  p  are  the 
corresponding  quantities  for  the  second  body,  and  the  integration 
is  extended  first  over  the  one  body  and  then  over  the  other, 

Besultant  Intensity  at  a  Point. 

68.]  In  order  to  simplify  the  mathematical  process,  it  is  con- 
venient to  consider  the  action  of  an  electrified  body,  not  on  another 
body  of  any  form,  but  on  an  indefinitely  small  body,  charged  with 
an  indefinitely  small  amount  of  electricity,  and  placed  at  any  point 
of  the  space  to  which  the  electrical  action  extends.  By  making 
the  chargfe  of  this  body  indefinitely  small  we  render  insensible  its 
disturbing  action  on  the  charge  of  the  first  body. 


/ 
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Let  e  be  the  charge  of  the  small  body,  and  let  the  force  acting 
on  it  when  placed  at  the  point  {x,  y,  z)he  Se,  and  let  the  direction- 
cosines  of  the  force  be  /,  m^  n^  then  we  may  caH  B  the  restdtant 
electrical  Intensity  at  the  point  (a?,  y,  z). 

If  X,  r,  Z  denote  the  components  of  R,  then 

X  z=  Sly        Y  =  Rnif        Z  "^  Rn. 

In  speaking  of  the  resultant  electrical  intensity  at  a  point,  we 
do  not  necessarily  imply  that  any  force  is  actually  exerted  thereg 
but  only  that  if  an  electrified  body  were  placed  there  it  would  be 
acted  on  by  a  force  Re,  where  e  is  the  charge  of  the  body  *. 

Lejmition.  The  Resultant  electric  Intensity  at  any  point  is  the 
force  which  would  be  exerted  on  a  small  body  charged  with  the 
unit  of  positive  electricity,  if  it  were  placed  there  without  disturbing 
the  actual  distribution  of  electricity. 

This  force  not  only  tends  to  move  a  body  charged  with 
electricity,  but  to  move  the  electricity  within  the  body,  so  that 
the  positive  electricity  tends  to  move  in  the  direction  of  R 
and  the  negative  electricity  in  the  opposite  direction.  Hence 
the  quantity  R  is  also  called  the  Electromotive  Intensity  at  the  point 

When  we  wish  to  express  the  fact  that  the  resultant  intensity  is 
a  vector,  we  shall  denote  it  by  the  German  letter  @.  If  the  body 
is  a  dielectric,  then,  according  to  the  theory  adopted  in  this 
treatise,  the  electricity  is  displaced  within  it,  so  that  the  quantity 
of  electricity  which  is  forced  in  the  direction  of  (S  across  unit  of 
area  fixed  perpendicular  to  @  is 

where  2)  is  the  displacement,  @  the  resultant  intensity,  and  K  the 
specific  inductive  capacity  of  the  dielectric. 

If  the  body  is  a  conductor,  the  state  of  constraint  is  continually 
giving  way,  so  that  a  current  of  conduction  is  produced  and  main- 
tained as  long  as  (S  acts  on  the  medium. 

Line'Integral  of  Electric  Intensity ,  or  Electromotive  Force  along 
an  Arc  of  a  Curve. 

69.]  The  Electromotive  force  along  a  given  arc  AP  of  a  curve  is 
numerically  measured  by  the  work  which  would  be  done  by  the 

*  The  Electric  and  Magnetic  Intensity  correspond,  in  electricity  and  mag* 
netism,  to  the  intensity  of  gravity,  commonly  denoted  by  g,  in  the  theory  of  heavy 
bodies. 
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electric  force  on  a  unit  of  positive  electricity  carried  along  the  curve 
from  -4,  the  beginning,  to  P,  the  end  of  the  arc. 

If  s  is  the  length  of  the  arc,  measured  from  A,  and  if  the  re- 
sultant intensity  B  at  any  point  of  the  curve  makes  an  angle  €  with 
the  tangent  drawn  in  the  positive  direction,  then  the  work  done 
on  unit  of  electricity  in  moving  along  the  element  of  the  curve 
*  will  be  RcoB€ds, 

and  the  total  electromotive  force  E  will  be 

-2"  =  /   iZ  cos  €  rf*, 

Jo        ' 

the  integration  being  extended  from  the  b^pbining  to  the  end 
of  the  arc. 

If  we  make  use  of  the  components  of  the  intensity,  the  expres- 
sion becomes 

If  X,  T,  and  Z  are  such  that  Xdx-^  Tdy-^-Zdz  is  the  complete 
differential  of  —  JT,  a  function  of  a?,  y,  z^  then 

E^P{Xdx+Tdy+Zdz)^^Pdr^  Fa-Fp; 

where  the  integration  is  performed  in  any  way  from  the  point  A 
to  the  point  P,  whether  along  the  given  curve  or  along  any  other 
line  between  A  and  P. 

In  this  case  F  is  a  scalar  function  of  the  position  of  a  point  in 
space,  that  is,  when  we  know  the  coordinates  of  the  point,  the  value 
of  Fis  determinate,  and  this  value  is  independent  of  the  position 
and  direction  of  the  axes  of  reference.     See  Art.  16. 

On  Functions  of  the  Position  of  a  Point. 

In  what  follows,  when  we  describe  a  quantity  as  a  function  of 
the  position  of  a  point,  we  mean  that  for  every  position  of  the  point 
the  function  has  a  determinate  value.  We  do  not  imply  that  this 
value  can  always  be  expressed  by  the  same  formula  for  all  points  of 
space,  for  it  may  be  expressed  by  one  formula  on  one  side  of  a 
given  surface  and  by  another  formula  on  the  other  side. 

On  Potential  Functions, 

70.]  The  quantity  Xdx-\-Tdy+Zdz  is  an  exact  differential 
whenever  the  force  arises  from  attractions  or  repulsions  whose  in- 
tensity is  a  function  of  the  distances  from  any  number  of  points. 


74  ELECTROSTATICS.  [7 1. 

For  if  fj  be  the  distance  of  one  of  the  points  from  the  point  («,  jr,  z), 
and  if  R^  be  the  repulsion,  then 

with  similar  expressions  for  Ti  and  Zi^  so  that 

and  since  R^  is  a  function  of  r^  only,  Ri  dr^  is  an  exact  differential 
of  some  function  of  r^,  say  —  F^ . 

Similarly  for  any  other  force  ^2,  acting  from  a  centre  at  dis- 
tance /"a,  X^dx+  r^dy  +  Z^dz  =  R^dr^  =  -d^. 

But  X=:  Xi  +  -^  +  &c.  and  J  and  Z  are  compounded  in  the  same 
way,  therefore 

Xdx+rdy+Zdz^-df^-dr^  +  kc.^-dr. 

The  integral  of  this  quantity,  under  the  condition  that  it  vanishes 
at  an  infinite  distance,  is  called  the  Potential  Function. 

The  use  of  this  function  in  the  theory  of  attractions  was  intro- 
duced by  Laplace  in  the  calculation  of  the  attraction  of  the  earth. 
Green,  in  his  essay  *  On  the  Application  of  Mathematical  Analysis 
to  Electricity,'  gave  it  the  name  of  the  Potential  Function.  Grauss, 
working  independently  of  Green,  also  used  the  word  Potential. 
Clausius  and  others  have  applied  the  term  Potential  to  the  work 
which  would  be  done  if  two  bodies  or  systems  were  removed  to 
an  infinite  distance  from  one  another.  We  shall  follow  the  use  of 
the  word  in  recent  English  works,  and  avoid  ambiguity  by  adopting 
the  following  definition  due  to  Sir  W.  Thomson. 

Definition  of  Polential.  The  Potential  at  a  Point  is  the  work 
which  would  be  done  on  a  unit  of  positive  electricity  by  the  elec- 
tric forces  if  it  were  placed  at  that  point  without  disturbing  the 
electric  distribution,  and  carried  from  that  point  to  an  infinite 
distance :  or,  what  comes  to  the  same  thing,  the  work  which 
must  be  done  by  an  external  agent  in  order  to  bring  the  unit 
of  positive  electricity  from  an  infinite  distance  (or  from  any  place 
where  the  potential  is  zero)  to  the  given  point. 

71.]  Expressions /or  tie  Resultant  Intensity  and  its  components  in 
terms  of  the  Potential. 

Since  the  total  electromotive  force  along  any  arc  AB  is 

^AB  *=  yA^^B% 
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if  we  put  ds  for  the  arc  AB  we  shall  have  for  the  force  resolved 
in  the  direction  of  ds, 

jR  cos  €  ==  — T- ; 
as 

whence,  by  assuming  ds  parallel  to  each  of  the  axes  in  succession, 

we  get 

x=-^.      r=-^,      z=-^' 

dx  dy  dz  ' 

dr\^^\ 


^  '\d!a\'^  dy\^  dz\\ 


We  shall  denote  the  intensity  itself,  whose  magnitude,  or  tensor, 
is  R  and  whose  components  are  X,  T,  Z^  by  the  German  letter  (S,  as 
in  Arts.  17  and  68. 

The  Polenlial  at  all  Points  within  a  Conductor  is  the  same,- 
72.]  A  conductor  is  a  body  which  allows  the  electricity  within 
it  to  move  from  one  part  of  the  body  to  any  other  when  acted  on 
by  electromotive  force.  When  the  electricity  is  in  equilibrium 
there  can  be  no  electromotive  force  acting  within  the  conductor. 
Hence  iZ  =  0  throughout  the  whole  space  occupied  by  the  con- 
ductor.    From  this  it  follows  that 

dF     ^        dF     ^        dF     ^ 

^=^'       ^  =  ^'       ^='' 
and  therefore  for  every  point  of  the  conductor 

r=c, 

vhere  C  is  a  constant  quantity. 

Since  the  potential  at  all  points  within  the  substance  of  the 
conductor  is  C,  the  quantity  C  is  called  the  Potential  of  the  con- 
ductor. C  may  be  defined  as  the  work  which  must  be  done  by 
external  agency  in  order  to  bring  a  unit  of  electricity  from  an 
infinite  distance  to  the  conductor,  the  distribution  of  electricity 
being  supposed  not  to  be  disturbed  by  the  presence  of  the  unit. 

It  will  be  shewn  at  Art.  246  that  in  general  when  two  bodies 
of  different  kinds  are  in  contact,  an  electromotive  force  acts  from 
one  to  the  other  through  the  surface  of  contact,  so  that  when  they 
are  in  equilibrium  the  potential  of  the  latter  is  higher  than  that 
of  the  former.  For  the  present,  therefore,  we  shall  suppose  all  our 
conductors  made  of  the  same  metal,  and  at  the  same  temperature. 

If  the  potentials  of  the  conductors  A  and  JB  he  Fa  and  Fb  re- 
spectively, then  the  electromotive  force  along  a  wire  joining  A  and 
J8  will  be  Fs—Fq 
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in  the  direction  ABy  that  is,  positive  electricity  will  tend  to  pass 
from  the  conductor  of  higher  potential  to  the  other. 

Potential,  in  electrical  science^  has  the  same  relation  to  Elec- 
tricity that  Pressure,  in  Hydrostatics,  has  to  Fluid,  or  that  Tem- 
perature^ in  Thermodynamics^  has  to  Heat.  Electricity^  Fluids^ 
and  Heat  all  tend  to  pass  from  one  place  to  another,  if  the  Poten- 
tial, Pressure,  or  Temperature  is  greater  in  the  first  place  than  in 
the  second.  A  fluid  is  certainly  a  substance^  heat  is  as  certainly 
not  a  substance,  so  that  though  we  may  find  assistance  from  ana- 
logies of  this  kind  in  forming  clear  ideas  of  formal  relations  of 
electrical  quantities^  we  must  be  careful  not  to  let  the  one  or  the 
other  analogy  suggest  to  us  that  electricity  is  either  a  substance 
like  water,  or  a  state  of  agitation  like  heat. 

Potential  due  to  any  Mectrical  System. 

73.]  Let  there  be  a  single  electrified  point  charged  with  a  quantity 
e  of  electricity,  and  let  r  be  the  distance  of  the  point  «',y,  /  from 
it,  then  /••  /••    -  ^ 

Let  there  be  any  number  of  electrified  points  whose  coordinates 
are  {x^^  yj,  z^)^  {x^^  y^f  ^2)*  ^'  ^^^  ^^^^^  charges  e^^  e^,  &c.,  and 
let  their  distances  from  the  point  (a?',  y,  z')  be  fj,  rg,  &c.,  then  the 
potential  of  the  system  at  (a<,  y,  /)  will  be 

r=s(f). 

Let  the  electric  density  at  any  point  {x,  y,  z)  within  an  elec- 
trified body  be  /o,  then  the  potential  due  to  the  body  is 

r=.fjf^^dxdydz; 

where  '     r  =  {(x-^xj  +  (y-/)^  +  (^-/)'}*, 

the  integration  being  extended  throughout  the  body. 

On  tie  Proof  of  the  Law  of  the  Liverse  Square. 

74  a.]  The  fact  that  the  force  between  electrified  bodies  is  inversely 
as  the  square  of  the  distance  may  be  considered  to  be  established  by 
Coulomb's  direct  experiments  with  the  torsion-balance.  The  results, 
however,  which  we  derive  from  such  experiments  must  be  regarded 
as  afiected  by  an  error  depending  on  the  probable  error  of  each 
experiment,   and  unless  the  skill  of  the  operator  be  very  great. 
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the  probable  error  of  an  experiment  with  the  torsion-balance  is 
considerable. 

A  far  more  accurate  yerification  of  the  law  of  force  may  be 
deduced  from  an  experiment  similar  to  that  described  at  Art  32 
(Exp.  VII). 

Cavendish^  in  his  hitherto  unpublished  work  on  electricity,  makes 
the  evidence  of  the  law  of  force  depend  on  an  experiment  of  this 
kind. 

He  fixed  a  globe  on  an  insulatiug  support,  and  fastened  two 
hemispheres  by  glass  rods  to  two  wooden  frames  hinged  to  an  axis 
so  that  the  hemispheres,  when  the  frames  were  brought  together, 
formed  an  insulated  spherical  shell  concentric  with  the  globe. 

The  globe  could  then  be  made  to  communicate  with  the  hemispheres 
by  means  of  a  short  wire,  to  which  a  silk  string  was  £Etstened  so 
tiiat  the  wire  could  be  removed  without  discharging  the  apparatus. 

The  globe  being  in  communication  with  the  hemispheres,  he 
charged  the  hemispheres  by  means  of  a  Leyden  jar^  the  potential 
of  which  had  been  previously  measured  by  an  electrometer,  and 
immediately  drew  out  the  communicating  wire  by  means  of  the 
silk  string,  removed  and  discharged  the  hemispheres,  and  tested 
the  electrical  condition  of  the  globe  by  means  of  a  pith  ball  electro- 
meter. 

No  indication  of  any  charge  of  the  globe  could  be  detected  by 
the  pith  ball  electrometer,  which  at  that  time  (1773)  was  considered 
the  most  delicate  electroscope. 

Cavendish  next  communicated  to  the  globe  a  known  fraction  of 
the  charge  formerly  communicated  to  the  hemispheres^  and  tested 
the  globe  again  with  his  electrometer. 

He  thus  found  that  the  charge  of  the  globe  in  the  original 
experiment  must  have  been  less  than  ^  of  the  charge  of  the  whole 
apparatus^  for  if  it  had  been  greater  it  would  have  been  detected  by 
the  electrometer. 

He  then  calculated  the  ratio  of  the  charge  of  the  globe  to  that  of 

the  hemispheres  on  the  hypothesis  that  the  repulsion  is  inversely  as 

a  power  of  the  distance  difTering  slightly  from  2,  and  found  that  if 
tluB  difference  was  -^  there  would  have  been  a  charge  on  the  globe 
equal  to  -^  of  that  of  the  whole  apparatus,  and  therefore  capable  of 
being  detected  by  the  electrometer. 

74  i.]  The  experiment  has  recently  been  repeated  at  the  Cavendish 
Laboratory  in  a  somewhat  different  manner. 

The  honispheres  were  fixed  on  an  insulating  standi  and  the  globe 
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fixed  in  its  proper  position  within  them  by  means  of  an  ebonite 
ring.  By  this  arrangement  the  insulating  support  of  the  globe 
was  never  exposed  to  the  action  of  any  sensible  electric  force,  and 
therefore  never  became  charged^  so  that  the  disturbing  effect  of 
electricity  creeping  along  the  surface  of  the  insulators  was  entirely 
removed. 

Instead  of  removing  the  hemispheres  before  testing  the  potential 
of  the  globe,  they  were  left  in  their  position,  but  discharged  to 
earth.  The  effect  of  a  given  charge  of  the  globe  on  the  electro- 
meter was  not  so  great  as  if  the  hemispheres  had  been  removed^ 
but  this  disadvantage  was  more  than  compensated  by  the  perfect 
security  afforded  by  the  conducting  vessel  against  all  external 
electric  disturbances. 

The  short  wire  which  made  the  connexion  between  the  shell  and 
the  globe  was  fastened  to  a  small  metal  disk  which  acted  as  a  lid  to 
a  small  hole  in  the  shell,  so  that  when  the  wire  and  the  lid  were 
lifted  up  by  a  silk  string,  the  electrode  of  the  electrometer  could  be 
made  to  dip  into  the  hole  and  rest  on  the  globe  within. 

The  electrometer  was  Thomson's  Quadrant  Electrometer  described 
in  Art.  219.  The  case  of  the  electrometer  and  one  of  the  electrodes 
were  always  connected  to  earth,  and  the  testing  electrode  was  con- 
nected to  earth  till  the  electricity  of  the  shell  had  been  discharged. 

To  estimate  the  original  charge  of  the  shell,  a  small  brass  ball 
was  placed  on  an  insulating  support  at  a  considerable  distanoe  from 
the  shell. 

The  operations  were  conducted  as  follows !— - 

The  shell  was  charged  by  communication  with  a  Leyden  jar. 

The  small  ball  was  connected  to  earth  so  as  to  give  it  a  negative 
charge  by  induction,  and  was  then  left  insulated. 

The  communicating  wire  between  the  globe  and  the  shell  was 
removed  by  a  silk  string. 

The  shell  was  then  discharged,  and  kept  connected  to  earth. 

The  testing  electrode  was  disconnected  from  earth,  and  made 
to  touch  the  globe,  passing  through  the  hole  in  the  shell 

Not  the  slightest  effect  on  the  electrometer  could  be  observed. 

To  test  the  sensitiveness  of  the  apparatus  the  shell  was  discon- 
nected from  earth  and  the  small  ball  was  discharged  to  earth.  The 
electrometer  then  showed  a  positive  deflection,  D. 

The  negative  charge  of  the  brass  ball  was  about  ^t  ^^  *te  ori- 
ginal charge  of  the  shell,  and  the  positive  charge  induced  by  the 
ball  when  the  shell  was  put  to  earth  was  about  |  of  that  of  the  ball. 
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Hence  when  the  ball  was  put  to  earth  the  potential  of  the  shell,  as 
indicated  by  the  electrometer^  was  about  ^l^  of  its  original  potential. 

But  if  the  repulsion  had  been  as  r^"*,  the  potential  of  the  globe 
would  have  been  — 0-1478  g  of  that  of  the  shell  by  equation  22,  p.  81. 

Hence  if  +  ^  be  the  greatest  deflexion  of  the  electrometer  which 
could  escape  observation,  and  D  the  deflexion  observed  in  the  second 
part  of  the  experiment^  q  cannot  exceed 

-  72  D 
Now  even  in  a  rough  experiment  J)  was  more  than  300^^  so  that 
q  cannot  exceed  1 

-  21600* 

Theory  of  the  ExperimenL 

74  c."]  To  find  the  potential  at  any  point  due  to  a  uniform  spherical 
shell,  the  repulsion  between  two  units  of  matter  being  any  given 
function  of  the  distance. 

Let  4>  {r)  be  the  repulsion  between  two  units  at  distance  r,  and 
let/(r)  be  such  that 

^)(  =  /;(r))  =  r^%(r)ir.  (l) 

Let  the  radius  of  the  shell  be  a,  and  its  surface  density  a,  then,  if 
a  denotes  the  whole  mass  of  the  shell, 

o  =  4ira*<r.  (2) 

Let  b  denote  the  distance  of  the  given  point  from  the  centre 
of  the  shell,  and  let  r  denote  its  distance  from  any  given  point 
of  the  shell. 

If  we  refer  the  point  on  the  shell  to  spherical  coordinates,  the 
pole  being  the  centre  of  the  shell,  and  the  axis  the  line  drawn 
to  the  given  point,  then 

f8  =  a"+J2_2aJcos<9.  (3) 

The  mass  of  the  element  of  the  shell  is 

aa^sm$d(l>d$,  (4) 

and  the  potential  due  to  this  element  at  the  given  point  is 

aa^sme-^-^dedif^i  (6) 

T 

and  this  has  to  be  integrate  with  respect  to  <t>  from  <^  =  0  to 
^  =  2ir^  which  gives 

2  IT <ra«  sin  fl^rf^,  (6) 

T 

which  has  to  be  integrated  from  ^  =  0  to  ^  =  ir. 


80  BLBCTROSTATICS.  [74  C. 

Differentiating  (3)  we  find 

rdr  =  abBmSde.  (7) 

Substituting  the  value  of  i^  in  (6)  we  obtain 

2ir(r|/'(r)rfr,  (8) 

the  integral  of  which  is 

r=2,ra^{/(r0-/(r,)},  (9) 

when  fj  is  the  greatest  value  of  r,  which  is  always  a+b,  and  r| 
is  the  least  value  of  r,  which  is  i— a  when  the  given  point  is  out- 
side the  shell  and  a—b  when  it  is  within  the  shell. 

If  we  write  a  for  the  whole  charge  of  the  shell,  and  F  for  its 
potential  at  the  given  .point,  then  for  a  point  outside  the  shell 

'^=  2^  {/(*  +  «)-/(«-«)}.  (10) 

For  a  point  on  the  shell  itself 


a 


^=25^/(2a).  (11) 

and  for  a  point  inside  the  shell 

We  have  next  to  determine  the  potentials  of  two  concentric 
spherical  shells,  the  radii  of  the  outer  and  inner  shells  being  a  and  d, 
and  their  charges  a  and  jS. 

Calling  the  potential  of  the  outer  shell  A,  and  that  of  the  inner 
Sf  we  have  by  what  precedes 

"^  =  2^-^^2''^+  2^  {/(«+*)-/(«-«)},  (13) 

^  =  2f?/(2i)  +  ^  {/(a+i)-/(a-b)}.  (14) 

In  the  first  part  of  the  experiment  the  shells  communicate  by  the 
short  wire  and  are  both  raised  to  the  same  potential,  say  F. 

By  putting  Ass  £  z=F,  and  solving  the  equations  (13)  and  (14) 
for  fiy  we  find  the  charge  of  the  inner  shell 

In  the  experiment  of  Cavendish,  the  hemispheres  forming  the 
outer  shell  were  removed  to  a  distance  which  we  may  suppose  in-> 
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finite,  and  discharged.     The  potential  of  the  inner  shell  (or  globe) 
would  then  become 

A  =  ^/(2*).  (16) 

In  the  form  of  the  experiment  as  repeated  at  the  Cavendish 
Laboratory  the  enter  shell  was  left  in  its  place,  but  connected  to 
earth,  so  that  ^  =  0.  In  this  case  we  find  for  the  potential  of  the 
inner  shell  in  terms  of  F  > .         ' 

74d.^  Let  us  now  assume^  with  Cavendish,  that  the  law  of  force 
is  some  inverse  power  of  the  distance,  not  differing  much  from  the 
inverse  square,  and  let  us  put 

*W  =  r«-»;  (18) 

then  /(,)  =  _l_;^+i.  (19) 

If  we  suppose  j  to  be  small,  we  may  expand  this  by  the  ex- 
ponential theorem  in  the  form 

and  if  we  neglect  terms  involving  j^,  equations  (16)  and  (1 7)  be- 
come 

A=i.4-,'-.[>«»,-^-?>»<4|].      (=■) 

from  which  we  may  determine  q  in  terms  of  the  results  of  the 
experiment. 

74^.]  Laplace  gave  the  first  demonstration  that  no  function  of 
the  distance  except  the  inverse  square  satisfies  the  condition  that  a 
uniform  spherical  shell  exerts  no  force  on  a  particle  within  it  *. 

If  we  suppose  that  p  in  equation  (15)  is  always  zero,  we  may 
apply  the  method  of  Laplace  to  determine  the  form  of /(r).  We 
have  by  (15), 

b/{2a)^a/{a^b)  +  a/(a-6)  =  0. 

Differentiating  twice  with  respect  to  d,  and  dividing  by  a,  ^e  find 
/"(a  +  «)=/"(a-i). 
If  this  equation  is  generally  true 

/''  (r)  =  Cq,  a  constant- 

•  Mee.  Cdn  I.  2. 
VOL.  I.  G 
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Henoe,  f(r)  »  C^r+C^i 

and  by  (1)  f  <l>(r)dr  =  ^=  C,+  ^, 

We  may  observe,  however,  that  though  the  assumptioii  of 
Cavendish,  that  the  force  varies  as  some  power  of  the  distance,  may 
appear  less  general  than  that  of  Laplace,  who  supposes  it  to  be  any 
function  of  the  distance,  it  is  the  only  one  cotisistent  with  the  fact 
that  similar  figtires  can  be  electrified  so  as  to  have  similar  electrical 
properties. 

For  if  the  force  were  any  function  of  the  distance  except  a  power 
of  the  distance,  the  ratio  of  the  force  at  two  different  distances 
would  not  be  a  function  of  the  vatio  of  the  distances,  but  would 
depend  on  the  absolute  value  of  the  distances,  and  would  therefore 
involve  the  ratios  of  these  distances  to  an  absolutely  fixed  length. 

Indeed  Cavendish  himself  points  out  that  on  his  own  hypothesis 
as  to  the  constitution  of  the  electric  fluid,  it  is  impossible  for  the 
distribution  of  electricity  to  be  accurately  similar  in  two  conductors 
geometrically  similar,  unless  the  charges  are  proportional  to  the 
volumes.  Pot  he  supposes  the  particles  of  the  electric  fluid  to  be 
closely  pressed  together  near  the  surface  of  the  body,  and  this  id 
equivalent  to  supposing  that  the  law  of  repulsion  is  no  longer  the 
inverse  square,  but  that  as  soon  as  the  particles  come  into  contact, 
their  repulsion  begins  to  increase  at  a  moch  greater  rate  with  any 
further  diminution  of  their  distance. 

Surface- Integral  of  Electric  Induction,  and  Electric  Displacement 
through  a  surface. 

73.]  liCt  J2  be  the  resultant  intensity  at  any  point  of  the  surfiw^, 
and  c  the  angle  which  U  makes  with  the  normal  drawn  towards 
the  positive  side  of  the  surface,  then  i2  cos  c  is  the  component  of 
the  intensity  normal  to  the  surface,  and  ]S  dSis  the  element  of  the 
surface,  the  electric  displacement  through  dS  will  be,  by  Art.  68, 

7    KRcMtdS, 

4'n' 

since  we  do  not  at  present  consider  any  dielectric  except  air,  K^  1. 

"We  may,  however,  avoid  introducing  at  this  stage  the  theory  of 

electric  displacement,  by  calling  R  cos  €  d8  the  Induction  through 

the  element  d8.    This  quantity  is  well  known  in  mathematical 
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physics,  bat  the  name  of  induction  in  borrowed  from  Faraday, 
The  surface-integral  of  induction  is 


//• 


£  cos  €  dSf 

and  it  appears  by  Art.  21,  that  if  X^  J,  ^  are  the  components  of  i2, 
and  if  these  quantities  are  continuous  within  a  region  bounded  by  a 
closed  sur£M^  8^  the  induction  reckoned  from  within  outwards  is 

the  integration  being  extended  through  the  whole  space  within  the 
surface. 

Induetion  through  a  Closed  Surface  due  to  a  Single  Centre  qf  Force, 

76.]  Let  a  quantity  e  of  electricity  be  supposed  to  be  placed  at  a 
point  Oi  and  let  r  be  the  distance  of  any  point  P  from  0,  the  force 
at  that  point  is  72  =  er'^  in  the  direction  OP. 

Let  a  line  be  drawn  from  0  in  any  direction  to  an  infinite  dis- 
tance. If  0  is  without  the  closed  surface  this  line  will  either  not 
cut  the  surface  at  all,  or  it  will  issue  from  the  surface  as  ipany 
times  as  it  enters.  If  0  is  within  the  surface  the  line  must  first 
issue  from  the  surfitce,  and  then  it  may  enter  and  issue  any  number 
of  times  alternately,  ending  by  issuing  from  it. 

Let  €  be  the  angle  between  OP  and  the  normal  to  the  surface 
drawn  outwards  where  OP  cuts  it,  then  where  the  line  issues  from 
the  surface,  cos  <  will  be  positive,  and  where  it  enters,  cos  e  will 
be  negative. 

Now  let  a  sphere  be  described  with  centre  0  and  radius  unity, 
and  let  the  line  OP  describe  a  conical  surface  of  small  angular 
aperture  about  0  as  vertex. 

This  oone  will  cut  ofi*  a  small  element  d<a  from  the  surface  of  the 
sphere,  and  small  elements  dSi,  dS^,  &c.  from  the  closed  surface  jat 
the  difierent  places  where  the  line  OP  intersects  it. 

Then,  since  any  one  of  these  elements  dS  intersects  the  cone  at  a 
distance  r  from  the  vertex  and  at  an  obliquity  e, 

^5  =  r^  sec  €  <?«  ; 
and,  since  B  =  er"^,  we  shall  have 

B COB  t  dS  ^  ±eda>'; 
the  positive  sign  being  taken  when  n  issues  from  the  surface,  and 
the  negative  where  it  enters  it. 

If  the  point  0  is  without  the  closed  surface,  the  positive  values 

Q3, 
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are  equal  in  number  to  the  negative  ones,  so  that  for  any  direction 
ofr,  25cos€flf5=0, 

and  therefore  1 1 BcostdS  =:  0^ 

the  integration  being  extended  over  the  whole  closed  sur&ce. 

If  the  point  0  is  within  the  closed  surface  the  radius  vector  OP 
first  issues  from  the  closed  surface,  giving  a  positive  value  of  e  da, 
and  then  has  an  equal  number  of  entrances  and  issues,  so  that  in 
this  case  2Iico8€dS  :=z  ed». 

Extending  the  integration  over  the  whole  closed  surfeu^,  we  shall 

include  the  whole  of  the  spherical  surface^  the  area  of  which  is  49r, 

so  that  rr  rr 

1 1  RcoB€d8  =1  e  I  I  da  =:  ^ire. 

Hence  we  conclude  that  the  total  induction  outwards  through  a 
closed  surface  due  to  a  centre  of  force  e  placed  at  a  point  0  is 
zero  when  0  is  without  the  surface,  and  ^ire  when  0  is  within 
the  surface. 

Since  in  air  the  displacement  is  equal  to  the  induction  divided 
by  4  IT,  the  displacement  through  a  closed  surface,  reckoned  out- 
wards, is  equal  to  the  electricity  within  the  surface. 

Corollary.  It  also  follows  that  if  the  surface  is  not  closed  but 
is  bounded  by  a  given  closed  curve,  the  total  induction  through 
it  is  0)^,  where  o  is  the  solid  angle  subtended  by  the  closed  curve 
at  0.  This  quantity,  therefore,  depends  only  on  the  closed  curve, 
and  the  form  of  the  surface  of  which  it  is  the  boundary  may  be 
changed  in  any  way^  provided  it  does  not  pass  from  one  side  to  the 
other  of  the  centre  of  force. 

On  the  Equations  of  Laplace  and  Poisson. 

77.]  Since  the  value  of  the  total  induction  of  a  single  centre 

of  force  through  a  closed  surface  depends  only  on  whether  the 

centre  is  within  the  surface  or  not^  and  does  not  depend  on  its 

position  in  any  other  way^  if  there  are  a  number  of  such  centres 

^1,  ^2>  &c*  within  the  surface,  and  e/,  e^t  &c.  without  the  surfeoe, 

we  shall  have  rr 

1 1 licos€dS  ss  4wtf; 

where  e  denotes  the  algebraical  sum  of  the  quantities  of  electricity 
at  all  the  centres  of  force  within  the  closed  sur&ce,  that  is,  the 
total  electricity  within  the  sur&ce,  resinous  electricity  being  reck- 
oned negative. 
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If  the  electricity  is  so  distributed  within  the  surface  that  the 
density  is  nowhere  infinite,  we  shall  have  by  Art.  64, 

4irtf  =  ^ir  j  1 1 pdwdydz, 
and  by  Art.  75, 

If  we  take  as  the  closed  surface  that  of  the  element  of  volume 
dxdydz,  we  shall  have,  by  equating  these  expressions, 
dX     dJ     dZ      , 

and  if  a  potential  F  exists,  we  find  by  Art.  71, 
d^r      d^r      dW     , 

This  equation^  in  the  case  in  which  the  density  is  zercr,  is  called 
Laplace's  Equation.    In  its  more  general  form  it  was  first  given  by 
Poisson.    It  enables  us,  when  we  know  the  potential  at  every  pointy 
to  determine  the  distribution  of  electricity. 
We  shall  denote,  as  in  Art.  26,  the  quantity 

and  we  may  express  Poisson's  equation  in  words  by  saying  that 
the  electric  density  multiplied  by  4ir  is  the  concentration  of  the 
potential.  Where  there  is  no  electrification,  the  potential  has  no 
concentration,  and  this  is  the  interpretation  of  Laplace's  equation. 

By  Art.  72,  F  is  constant  within  a  conductor.  Hence  within  a 
conductor  the  volume-density  is  zero,  and  the  whole  charge  must 
be  on  the  surface. 

If  we  suppose  that  in  the  superficial  and  linear  distributions  of 
electricity  the  volume-density  p  remains  finite,  and  that  the  elec- 
tricity exists  in  the  form  of  a  thin  stratuno^or  a  narrow  fibre,  then, 
by  increasing  p  and  diminishing  the  depth  of  the  stratum  or  the 
section  of  the  fibre,  we  may  approach  the  limit  of  true  superficial 
or  linear  distribution,  and  the  equation  being  true  throughout  the 
process  will  remain  true  at  the  limit,  if  interpreted  in  accordance 
with  the  actual  circumstances. 

Variation  of  the  Potential  at  a  Charged  Surface. 
78a.]   The  potential  function,  T,  must  be  physically  continuous 
in  the  sense  defined  in  Art.  7,  except  at  the  bounding  surface  of 
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two  different  media,  in  which  caae^  as  we  shall  see  in  Art.  246, 
there  may  be  a  difference  of  potential  between  the  substances^ 
so  tliat  when  the  electricity  is  in  eqailibrium,  the  potential  at 
a  point  in  one  substance  is  higher  than  the  potential  at  the 
contiguous  point  in  the  other  substance  by  a  constant  quantity, 
C,  depending  on  the  natures  of  the  two  substances  and  on  their 
temperatures. 

Bat  the  first  deriyatives  of  F  with  respect  to  x^  y,  or  z  may  be 
discontinuous,  and,  by  Art.  8>  the  points  at  which  this  discontinuity 
occurs  must  lie  in  a  surfSsuse,  the  equation  of  which  may  be  expressed 
in  the  form  ^  -.  ^^  (^^  y^  ^i)  =  0.  (1) 

This  surface  separates  the  region  in  which  ^  is  negative  from  the 
region  in  which  0  is  positive. 

Let  J{  denote  the  potential  at  any  given  point  in  the  negative 
region,  and  f^  that  at  any  given  point  in  the  positive  region,  then 
at  any  point  in  the  surface  at  which  <f>  =  0,  and  which  may  be 
said  to  belong  to  both  regions, 

^+C=^,  (2) 

where  C  is  the  constant  excess  of  potential,  if  any,  in  the  substance 
on  the  positive  side  of  the  surface. 

Let  /,  m^  «  be  the  direction-cosines  of  the  normal  v^  drawn  from 
a  given  point  of  the  surface  into  the  positive  region.  Those  of  the 
normal  v^  drawn  from  the  same  point  into  the  negative  region  will 
be  — /,  — «.,  and  — «. 

The  rates  of  variation  of  F  along  the  normals  are 

dv^  dx  dy  dz  *  ^  ' 

dv^  dx  dy  dz  ^  ' 

Let  any  line  be  drawn  f>n  the  surface,  and  let  its  length,  measured 
from  a  fixed  point  in  it,  be  «,  then  at  eveiy  point  of  the  surface, 
and  therefore  at  every  point  of  this  line,  ^—  ^  =  C  Differentiating 
this  equation  with  respect  to  #^  we  get 

^dx  dx^ds'^^dy  dy  fd»^\ds  ~~dr)di~  '  ^  '' 
and  since  the  normal  is  perpendicular  to  this  line 

jda         dy         dz  ,  . 


jBb.]  POTBNTIAL  KSAB  A  OBABOSP  SUBFACE.  97 

From  (3),  (4),  (6),  (6)  we  find 

dx        da  "^     ^du^       7^-''  ^  ' 

If  we  consider  the  variation  of  the  electromotive  intensity  at  a 

point  in  passing  through  the  surface,  that  component  of  the  in- 

]  tensity  which  is  normal  to  the  surface  may  change  abruptly  at  the 

surface,  but  the  other  two  components  parallel  to  the  tangent  plane 

reooam  continuous  in  passing  through  the  surface. 

(^^]  To  determine  the  charge  of  the  surface,  let  us  consider  a 

closed  aurfaoe  which  is  partly  in  the  positive  region  and  partly  in 

the  negative  region,  and  which  therefore  encloses  a  portion  of  the 

surface  of  discontinuity. 

The  surface  integral,       rr 

^  J  J  BooBf  dS, 

extended  over  this  surface,  is  equal  to  4  7^,  where  e  is  the  quantity 
of  electricity  within  the  closed  surface. 
Proceeding  as  in  Art.  21,  we  find 

+  JJ  {l(X^-X,)+m{Y^-  T,)+n(Z^-ZO}  A     (2) 

where  the  triple  integral  is  extended  throughout  the  closed  surfiKse, 
»Qd  the  double  integral  over  the  surfiKM  of  disoontinuitj. 

Substituting  for  the  temts  of  this  equation  their  values  from 
(7).  (8).  (9), 

4..  =///4,,i.i^^._//(|i  +  ^)  M.         (11) 

But  by  the  dc^nition  of  the  volume-density,  p,  and  the  surfisu^e- 
entt  y,  <r,       ^^^  ^  ^trfJfpdadydz  +  iirfftrdS.  (12) 

Hence,  comparing  the  last  terms  of  these  two  equations, 

-y^  +^+4ir(r=0.  (13) 

This  equation  is  called  the  characteristic  equation  of  V  at  an  elec« 
trifled  surfii^  of  which  the  sur£EU)e-density  is  7* 
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78c.]  If  r  is  a  function  of  a?,y,  z  which,  throughoat  a  given  con- 
tinuous region  of  space,  satisfies  Laplace's  equation 
dW     dW     dJT_ 
dx^  "^  dy^  "^  dn^  ""    ' 
and  if  throughout  a  finite  portion  of  this  region  F  is  constant  and 
equal  to  C,  then  F  must  be  constant  and  equal  to  C  throughout  the 
whole  region  in  which  Laplace's  equation  is  satisfied. 

If  F  is  not  equal  to  C  throughout  the  whole  region,  let  S  be  the 
surface  which  bounds  the  finite  portion  within  which  F^  C. 

At  the  surface  4S,  F=  C. 

Let  1;  be  a  normal  drawn  outwards  from  the  surface  S.  Since 
S  is  the  boundary  of  the  continuous  region  for  which  Fs=  C,  the 
value  of  Fas  we  travel  from  the  surfSu^e  along  the  normal  begins 

dF  . 
to  differ  from  C.     Hence  -7-  just  outside  the  surfiwje  may  be  posi- 
tive or  negative^  but  cannot  be  zero  except  for  normals  drawn  from 
the  boundary  line  between  a  positive  and  a  negative  area. 

But  if  1/  is  the  normal  drawn  inwards  from  the  surfisu^  8,  r^=  C 

and  ^-p  =  0. 

Hence,  at  every  point  of  the  surface  except  certain  boundary  lines, 

is  a  finite  quantity,  positive  or  negative,  and  therefore  the  surface 
S  has  a  continuous  distribution  of  electricity  over  all  parts  of  it 
except  certain  boundary  lines  which  separate  positively  from  nega- 
tively charged  areas. 

Laplace's  equation  is  not  satisfied  at  the  surface  8  except  at 
points  lying  on  certain  lines  on  the  surface.  The  surfisu^e  S  there- 
fore, within  which  Fsz  C,  includes  the  whole  of  the  continuous 
region  within  which  Laplace's  equation  is  satisfied. 

Force  Acting  on  a  Charged  Surface. 

79.]  The  general  expression  for  the  components  of  the  force 
acting  on  a  charged  body  parallel  to  the  three  axes  are  of  the  form 

A  ^jjjpXdxdydz,  (14) 

with  similar  expressions  for  B  and  (7,  the  components  parallel  to  y 
and  z. 

Sut  at  a  charged  sunGEU^  p  is  infinite,  and  X  is  discQAtinuous,  so 
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that  we  cannot  calcalate  the  force  directly  from  expressions  of  this 
form. 

We  have  proved,  however,  that  the  discontinuity  aflPects  only 
that  component  of  the  intensity  which  is  normal  to  the  charged 
surface,  the  other  two  components  being  continuous. 

Let  us  therefore  assume  the  axis  of  x  normal  to  the  surface  at 
the  given  point,  and  let  us  also  assume,  at  least  in  the  first  part 
of  our  investigation,  that  X  is  not  really  discontinuous^  but  that 
it  changes  continuously  from  X^  to  X^  while  x  changes  from  x^ 
to  ^2*  ^  the  result  of  our  calculation  gives  a  definite  limiting 
value  for  the  force  when  x^-^x^  is  diminished  without  limit,  we 
may  consider  it  correct  when  ^Pg  =  ^i>  an^d  the  charged  surface  has 
no  thickness. 

Substituting  for  p  its  value  as  found  in  Art.  77^ 

Integrating  this  expression  with  respect  to  x  from  x^x^io  x^  x^ 
it  becomes 

This  is  the  value  of  A  for  a  stratum  parallel  to  y^  of  which  the 
thickness  is  x^—x^. 

Since  T  and  Z  are  continuous,  -r-  +  -r-  is  finite,  and  since  X 

^  dy       dz 

is  also  finite, 

f's  .dT      dZ^  ^  -        ^,  . 

where  C  is  the  greatest  value  of  {-^  -f-  -j-jZ  between  a?  =  a?i  and 

Hence  when  x^^x^  is  diminished  without  limit  this  term  must 
ultimately  vanish,  leaving 

^=IJ-l;^W-^i')<iy^^>  (17) 

where  X^  is  the  value  of  X  on  the  negative  and  X^  on  the  positive 

side  of  the  surface. 

dT         dT 
Bat  by  Art.  78,        J,- J^  = -^  - -^  =  4w(r,  (l8) 

BO  that  we  may  write 

A  =jj\  (Jj  +  Ji)  (T  dy  dz.  (19) 

Here  dydz  is  the  element  of  the  surface^  o-  is  the  surface-density, 
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and  i  ( J^  H-  Xi)  is  the  arithmetioal  menu  of  the  electromotiTe  in* 
tensity  on  the  two  sides  of  the  surface. 

Hence  an  element  of  a  charged  surfaoe  is  acted  on  bj  a  force, 
the  component  of  which  normal  to  the  aar&ce  is  equal  to  the  diarge 
of  the  element  into  the  arithmetical  mean  of  the  normal  electro* 
motive  intensities  on  the  two  sides  of  the  surfaoe. 

Since  the  other  two  components  of  the  electroma^etic  intensity 
are  not  discontinuous,  there  can  be  no  ambiguity  in  estimating  the 
corresponding  components  of  the  force  acting  on  the  surface. 

We  may  now  suppose  the  direction  of  the  normal  to  the  surface  to  be 
in  any  direction  with  respect  to  the  axes,  and  write  the  general  expres* 
sions  for  the  components  of  the  force  on  the  element  of  surfaoe  dS^ 

B=.\{r,+  T,)<rdSA  (20) 

C  ^\{Z^^Z^)<TdS.  ) 

Charged  Surface  of  a  Conductor. 

80.]  We  have  already  shewn  (Art.  72)  that  throughout  the  sub- 
stance of  a  conductor  in  electric  equilibrium  X  s  J'  =  ^  ss  0^  and 
therefore  F  is  constant. 

„  dX      dT      dg      ^  ^ 

^^^^  ^  +  ^  +  57  =  ^'^  =  ^' 

and  therefore  p  must  be  sero  throughout  the  substance  of  the 
conductor,  or  there  can  be  no  electricity  in  the  interior  of  the  oon-> 
ductor. 

Hence  a  superficial  distribution  of  electricity  is  the  only  possible 
distribution  in  a  conductor  in  equilibrium. 

A  distribution  throughout  the  mass  of  a  body  can  exist  only 
when  the  body  is  a  non-conductor. 

Since  the  resultant  intensity  within  the  conductor  is  aero,  the 
resultant  intensity  just  outside  the  conductor  must  be  in  the  direc- 
tion of  the  normal  and  equal  to  470-^  acting  outwards  from  the 
conductor. 

This  relation  between  the  surfi^e-density  and  the  resultant  in- 
tensity close  to  the  surface  of  a  conductor  is  known  as  Coulomb's 
Law,  Coulomb  having  ascertained  by  experiment  that  the  intensity 
of  the  electric  force  near  a  given  point  of  the  surfEu^e  of  a  conductor 
is  normal  to  the  surface  and  proportional  to  the  surface-density  at 
the  given  point.    The  numerical  delation 

iZsr  lircr 
was  established  by  Poisson. 
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The  force  acting  on  an  element^  d8y  of  tbe  charged  surface  of 
a  conductor  is,  by  Art.  79>  (since  the  intensity  is  zero  on  the  inner 
side  of  the  surface,) 

\Itad8 z^  2'nad^8  =^  ^R^dS. 

This  force  acts  outwards  from  the  conductor,  whether  the  charge 
of  the  surface  is  positive  or  negative. 

Its  value  in  dynes  per  square  centimetre  is 

8ir 
acting  as  a  tension  outwards  from  the  surface  of  the  conductor. 

81.]  If  we  now  suppose  an  elongated  body  to  be  electrified,  we 
may,  by  diminishing  its  lateral  dimensions,  arrive  at  the  conception 
of  an  electrified  line. 

Let  ds  be  the  length  of  a  small  portion  of  the  elongated  body, 

and  let  c  be  its  circumference,  and  a  the  surface  density  of  the 

electricity  on  its  surface;    then,  if  X  is  the   charge  per  unit  of 

length,  A  =  ctr,  and  the  resultant  electrical  intensity  close  to  the 

surface  will  be  X 

4ir<r  =  47r-« 
c 

If,  while  A  remains  finite,  c  be  diminished  indefinitely,  the  in* 
tensity  at  the  surface  will  be  increased  indefinitely.  Now  in  every 
dielectric  there  is  a  limit  beyond  which  the  intensity  cannot  be 
increased  without  a  disruptive  discharge.  Hence  a  distribution  of 
electricity  in  which  a  finite  quantity  is  placed  on  a  finite  portion 
of  a  line  is  inconsistent  with  the  conditions  existing  in  nature. 

Even  if  an  insulator  could  be  found  such  that  no  discharge  could 
be  driven  through  it  by  an  infinite  force,  it  would  be  impossible 
to  charge  a  linear  conductor  with  a  finite  quantity  of  electricity, 
for  an  infinite  electromotive  force  would  be  required  to  bring  the 
electricity  to  the  linear  conductor. 

In  the  same  way  it  may  be  shewn  that  a  point  charged  with 
a  finite  quantity  of  electricity  cannot  exist  in  nature.  It  is  con- 
venient, however,  in  certain  cases,  to  speak  of  electrified  lines  and 
points,  and  we  may  suppose  these  represented  by  electrified  wires, 
and  by  small  bodies  of  which  the  dimensions  are  negligible  com- 
pared with  the  principal  distances  concerned. 

Since  the  quantity  of  electricity  on  any  given  portion  of  a  wire 
at  a  given  potential  diminishes  indefinitely  when  the  diameter  of 
the  wire  is  indefinitely  diminished,  the  distribution  of  electricity  on 
bodies  of  considerable  dimensions  will  not  be  sensibly  afiected  by 
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the  introduction  of  very  fine  metallic  wires  into  the  field,  such  as 
are  used  to  form  electrical  connexions  between  these  bodies  and  the 
earth,  an  electrical  machine,  or  an  electrometer. 

On  Lines  of  Force. 

82.]  If  a  line  be  drawn  whose  direction  at  every  point  of  its 
course  coincides  with  that  of  the  resultant  intensity  at  that  point, 
the  line  is  called  a  Line  of  Force. 

In  every  part  of  the  course  of  a  line  of  force,  it  is  proceeding 
from  a  place  of  higher  potential  to  a  place  of  lower  potential. 

Hence  a  line  of  force  cannot  return  into  itself^  but  must  have  a 
beginning  and  an  end.  The  beginning  of  a  line  of  force  must  be 
in  a  positively  charged  surface,  and  the  end  of  a  line  of  force  must 
be  in  a  negatively  charged  surface. 

The  beginning  and  the  end  of  the  line  are  called  corresponding 
points  on  the  positive  and  negative  surface  respectively. 

If  the  line  of  force  moves  so  that  its  beginning  traces  a  closed 
curve  on  the  positive  surface,  its  end  will  trace  a  corresponding 
closed  curve  on  the  negative  surface,  and  the  line  of  force  itself 
will  generate  a  tubular  surface  called  a  tube  of  induction.  Such  a 
tube  is  called  a  Solenoid  ^. 

Since  the  force  at  any  point  of  the  tubulibr  surface  is  in  the 
tangent  plane,  there  is  no  induction  across  the  surface.  Hence 
if  the  tube  does  not  contain  any  electrified  matter,  by  Art.  77 
the  total  induction  through  the  closed  surface  formed  by  the 
tubular  surface  and  the  two  ends  is   zero,  and  the  values  of 
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Rco&€dS  for  the  two  ends  must  be    equal   in  magnitude 

but  opposite  in  sigpn. 
If  these  surfaces  are  the  surfaces  of  conductors 
€=0    and    -B=— 47r<r, 

and  /  /  BaoB  e  dS  becomes  —  4ir  /  /  a-  dS,  or  the  charge  of  the  sur- 
face multiplied  by  4  ir. 

Hence  the  positive  charge  of  the  surface  enclosed  within  the 
closed  curve  at  the  beginning  of  the  tube  is  numerically  equal  to 
the  negative  charge  enclosed  within  the  corresponding  closed  curve 
at  the  end  of  the  tube. 

*  From  ffafkffy,  a  tube.  Faraday  obos  (3271)  the  term  *  Sphondyloid  *  in  the  same 
flense.- 
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Several  important  results  may  be  deduced  from  the  properties  of 
lines  of  force. 

The  interior  surface  of  a  closed  conducting  vessel  is  entirely 
free  from  charge,  and  the  potential  at  every  point  within  it  is 
the  same  as  that  of  the  conductor,  provided  there  is  no  insulated 
and  charged  body  within  the  vessel. 

For  since  a  line  of  force  must  begin  at  a  positively  charged 
surface  aud  end  at  a  negatively  charged  surface,  and  since  no 
charged  body  is  within  the  vessel,  a  line  of  force,  if  it  exists 
within  the  vessel,  must  begin  and  end  on  the  interior  surface  of 
the  vessel  itself. 

But  the  potential  must  be  higher  at  the  banning  of  a  line 
of  force  than  at  the  end  of  the  line^  whereas  we  have  proved  that 
the  potential  at  all  points  of  a  conductor  is  the  same. 

Hence  no  line  of  force  can  exist  in  the  space  within  a  hollow 
vessel,  provided  no  charged  body  be  placed  inside  it. 

If  a  conductor  within  a  closed  hollow  vessel  is  placed  in  com- 
munication with  the  vessel,  its  potential  becomes  the  same  as 
that  of  the  vessel,  and  its  surface  becomes  continuous  with  the 
inner  surface  of  the  vessel.  The  conductor  is  therefore  free  from 
charge. 

If  we  suppose  any  charged  surface  divided  into  elementary  por- 
tions such  that  the  charge  of  each  element  is  unity,  and  if  solenoids 
having  these  elements  for  their  bases  are  drawn  through  the  field  of 
force^  then  the  surface-integral  for  any  other  surface  will  be  re- 
presented by  the  number  of  solenoids  which  it  cuts.  It  is  in  this 
sense  that  Faraday  uses  his  conception  of  lines  of  force  to  indicate 
not  only  the  direction  but  the  amount  of  the  force  at  any  place  in 
the  field. 

We  have  used  the  phrase  Lines  of  Force  because  it  has  been  used 
by  Faraday  and  others.  In  strictness,  however,  these  lines  should 
be  called  Lines  of  Electric  Induction. 

In  the  ordinary  cases  the  lines  of  induction  indicate  the  direction 
and  magnitude  of  the  resultant  electromotive  intensity  at  every 
point,  because  the  intensity  and  the  induction  are  in  the  same 
direction  and  in  a  constant  ratio.  There  are  other  cases,  how- 
ever, in  which  it  is  important  to  remember  that  these  lines  indi- 
cate primarily  the  induction,  and  that  the  intensity  is  directly 
indicated  by  the  equipotential  surfaces,  being  normal  to  these 
surfaces  and  inversely  proportional  to  the  distances  of  consecutive 
surfaces. 
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On  Specific  Inductive  Capaciiy. 

88a.]  In  the  preoeding  investigation  of  surfaoe-integrals  we  hftve 
adopted  the  ordinary  conception  of  direct  action  at  a  distance,  and 
have  not  taken  into  consideration  any  effects  depending  on  the 
nature  of  the  dielectric  medium  in  which  the  forces  are  obseryed. 

But  Faraday  has  observed  that  the  quantity  of  electricity  in- 
duced by  a  given  electromotive  force  on  the  surface  of  a  conductor 
which  bounds  a  dielectric  is  not  the  same  for  all  dielectrics.  The 
induced  electricity  is  greater  for  most  solid  and  liquid  dielectrics 
than  for  air  and  gases.  Hence  these  bodies  are  said  to  have  a 
greater  specific  inductive  capacity  than  air,  which  he  adopted  as 
the  standard  medium. 

We  may  express  the  theory  of  Faraday  in  mathematical  language 
by  saying  that  in  a  dielectric  medium  the  induction  across  any 
surface  is  the  product  of  the  normal  electric  force  into  the  coefficient 
of  specific  inductive  capacity  of  that  medium.  If  we  denote  this 
coefficient  by  K^  then  in  every  part  of  the  investigation  of  sur- 
face-integrals we  must  multiply  .Z^  J,  and  ^  by  Z,  so  that  the 
equation  of  Poisson  will  become 

d    ^dr      d    ^dV  .    d    ^dV     ^  ^  ,  . 

di'^T.'^T.'^Tf-^r.'^Tz^'-^-'''  <^) 

At  the  surface  of  separation  of  two  media  whose  inductive  capa- 
cities are  K^  and  K^^  and  in  which  the  potentials  are  7^  and  f^i  the 
characteristic  equation  may  be  written 

where  r^,  v^  are  the  normals  drawn  in  the  two  media^  and  <r  is 
the  tiTie  sur&oe-density  on  the  sur&ce  of  separation;  that  is  to 
say,  the  quantity  of  electricity  which  is  actually  on  the  surface 
in  the  form  of  a  charge,  and  which  can  be  altered  only  by  con* 
veying  electricity  to  or  from  the  spot. 

Apparent  distribution  of  Electriei^* 

88i.]  If  we  begin  with  the  actual  distribution  of  the  pot^itial  and 
deduce  from  it  the  volume  density  /  and  the  sur&oe  density  </  on 
the  hypothesis  that  K  is  everywhere  equal  to  unity^  we  may  call  p' 
the  apparent  volume  density  and  a  the  apparent  surface  density, 
because  a  distribution  of  electricity  thus  defined  would  account  for 
the  actual  distribution  of  potential,  on  the  hypothesis  that  the  law 
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of  electric  force  as  giyen  in  Art.  66  requires  no  modification  on 
acooant  of  the  different  properties  of  dielectrics. 

The  apparent  charge  of  electricity  within  a  given  region  may 
increase  or  diminish  without  any  passage  of  electricity  through  the 
bounding  surface  of  the  region.  We  must  therefore  distinguish  it 
from  the  true  charge,  which  satisfies  the  equation  of  continuity. 

In  a  heterogeneous  dielectric  in  which  K  varies  continuously,  if 
/  be  the  apparent  volume-density, 

d^r    d^r    d^r   ^    ,    ^ 

Comparing  this  with  the  equation  above,  we  find 

,   ,      ^_     dKdT     dKdV     dKdV     „ 
4.0>-Z,')+^^+^^  +  ^^  =  0.  (4) 

The  true  electrification^  indioated  by  p,  in  the  dielectric  whose 
variable  inductive  capacity  is  denoted  by  K^  will  produce  the  same 
potential  at  every  point  as  the  apparent  electrification,  denoted  by 
/,  would  produce  in  a  dielectric  whose  inductive  Capacity  is  every* 
where  equid  to  unity. 

The  apparent  surface  charge,  </,  is  that  deduced  from  the  electrical 
forces  in  the  neighbourhood  of  the  surface,  uidng  the  ordinary 
characteristic  equation 

dK  .   dK      .     p     ^ 

If  a  solid  dielectric  of  any  fbnn  is  a  perfect  insulator^  and  if 
its  surface  receives  no  charge,  then  the  true  electrification  remains 
zero,  whatever  be  the  electrical  forces  acting  on  it. 

Hence  Z.^+JTg-^rrO, 

dv^        *  dv^ 

d\       4ir</iK;  dK       ^va'K. 

dvi      Ki — JC^  avj      Km—Kp 

The  surface-density  </  is  that  of  the  apparent  electrification 

produced  at  the  surface  of  the  solid  dielectric  by  induction.     It 

disappears  entirely  when  the  inducing  force  is  removed,  but  if 

during  the  action  of  the  inducing  force  the  apparent  electrification 

of  the  surface  is  discharged  by  passing  a  flame  over  the  surface, 

then,  when  the  inducing  force  is  taken  away,  there  will  appear  a 

true  electrification  opposite  to  </  *. 

*  See  f*a]mdiky*s  *  BenuirkB  on  Stactie  Indtiction/  Proeeedirtgi  of  ^  RaycU  In- 
mUvtumy  Feb.  12, 1858. 

/ 


CHAPTER  III. 

ON  ELECTRICAL  WORK  AND   ENERGY   IN   A   SYSTEM 
OF  CONDUCTORS. 


84.]  On  the  Work  which  must  be  done  by  an  external  agent  in  order 
to  charge  an  electrified  system  in  a  given  manner. 

The  work  spent  in  bringing  a  quantity  of  electricity  he  from  an 
infinite  distance  (or  from  any  place  where  the  potential  is  zero)  to  a 
given  part  of  the  system  where  the  potential  is  F,  is,  by  the  defi- 
nition of  potential  (Art.  70),  The, 

The  effect  of  this  operation  is  to  increase  the  charge  of  the  given 
part  of  the  system  by  d«,  so  that  if  it  was  e  before,  it  will  become 
e  +  he  after  the  operation. 

We  may  therefore  express  the  work  done  in  producing  a  given 
alteration  in  the  charges  of  the  system  by  the  integral 

W^^(frbe);  (1) 

where  the  summation,  (2)^  is  to  be  extended  to  all  parts  of  the 
electrified  system. 

It  appears  from  the  expression  for  the  potential  in  Art.  73, 
that  the  potential  at  a  given  point  may  be  considered  as  the  sum 
of  a  number  of  parts,  each  of  these  parts  being  the  potential  due 
to  a  corresponding  part  of  the  charge  of  the  system. 

Hence  if  F  is  the  potential  at  a  given  point  due  to  a  system 
of  charge  which  we  may  call  2  (e),  and  P  the  potential  at  the 
same  point  due  to  another  system  of  charges  which  we  may  call 
2(^),  the  potential  at  the  same  point  due  to  both  systems  of 
charges  existing  together  would  be  r+  F", 

If,  therefore,  every  one  of  the  charges  of  the  system  is  altered  in. 
the  ratio  of  »  to  1,  the  potential  at  any  given  point  in  the  systenv 
will  also  be  altered  in  the  ratio  of  le  to  1. 
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Let  us,  therefore,  suppose  that  the  operation  of  charging  the 
system  is  conducted  in  the  following  manner.  Let  the  system 
be  originally  free  from  charge  and  at  potential  zero,  and  let  the 
different  portions  of  the  system  be  charged  simultaneously,  each 
at  a  rate  proportional  to  its  final  charge. 

Thus  if  tf  is  the  final  charge,  and  V  the  final  potential  of  any 
part  of  the  system^  then,  if  at  any  stage  of  the  operation  the 
charge  is  ne^  the  potential  will  be  nV^  and  we  may  represent 
the  process  of  charging  by  supposing  n  to  increase  continuously 
from  0  to  1. 

While  n  increases  from  n  to  »-f  dw,  any  portion  of  the  system 
whose  final  charge  is  e,  and  whose  final  potential  is  F,  receives 
an  increment  of  charge  ehn^  its  potential  being  nF^  so  that  the 
work  done  on  it  during  this  operation  is  eVnhn. 

Hence  the  whole  work  done  in  charging  the  system  is 

S^r/    ndn-\'2,{er)y  (2) 

or  half  the  sum  of  the  products  of  the  charges  of  the  different 
portions  of  the  system  into  their  respective  potentials. 

This  is  the  work  which  must  be  done  by  an  external  agent  in 
order  to  charge  the  system  in  the  manner  described^  but  since 
the  system  is  a  conservative  system,  the  work  required  to  bring 
the  system  into  the  same  state  by  any  other  process  must  be  the 
same. 

We  may  therefore  call 

r=i2((?r)  (3) 

the  electric  energy  of  the  system,  expressed  in  terms  of  the  charges 
of  the  different  parts  of  the  system  and  their  potentials. 

85  a.]  Let  us  next  suppose  that  the  system  passes  from  the  state 
(tf,  V)  to  the  state  (/,  P)  by  a  process  in  which  the  different 
charges  increase  simultaneously  at  rates  proportional  for  each  to 
its  total  increment  ^—e. 

If  at  any  instant  the  charge  of  a  given  portion  of  the  system 
is  e-\'n(/—€\  its  potential  will  be  r+^*(P— F),  and  the  work 
done  in  altering  the  charge  of  this  portion  will  be 

r  (^-e)[F+«(r-r)]rf»  ^k{^-e)  (r+  ry, 

Jo 
so  that  if  we  denote  by  W  the  energy  of  the  system  in  the  state 

(^.  n 

w-  r  =  -J  2  («'-«)  (r  +  r).  (4) 

VOL,  I.  H 
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But  W=zi^(er), 

and  r'=i2(/r). 

Substituting  these  values  in  equation  (4)  we  find 

Hence  if,  in  the  same  fixed  system  of  electrified  conductors,  we 
consider  two  difierent  states  of  electrification,  the  sum  of  the 
products  of  the  charges  in  the  first  state  into  the  potentials  of 
the  corresponding  portions  of  the  conductors  in  the  second  state, 
is  equal  to  the  sum  of  the  products  of  th'e  charges  in  the  second 
state  into  the  potentials  of  the  corresponding  conductors  in  the 
first  state. 

This  result  corresponds,  in  the  elementary  theory  of  electricity, 
to  Green's  Theorem  in  the  analytical  theory.  By  properly  choosing 
the  initial  and  final  state  of  the  system,  we  may  deduce  a  number 
of  useful  results. 

85  6.]  From  (4)  and  (6)  we  find  another  expression  for  the  in- 
crement of  the  energy,  in  which  it  is  expressed  in  terms  of  the 
increments  of  potential, 

r'-r=i2(/+^)(P-n-  (6) 

If  the  increments  are  infinitesimal,  we  may  write  (4)  and  (6) 

d}r=^(Fbe)z^^(ebF\  (7) 

and  if  we  denote  by  Jf^  and  Wir  the  expressions  for  W  in  terms 
of  the  charges  and  the  potentials  of  the  system  respectiyely,  and 
by  A^y  e^,  and  J^  a  particular  conductor  of  the  system,  its  charge, 
and  its  potential,  then 

'==!?■  w 

86.]  If  in  any  fixed  system  of  conductors,  any  one  of  them, 
which  we  may  denote  by  A^,  is  without  charge,  both  in  the  initial 
and  final  state,  then  for  that  conductor  e^  =  0,  and  e^  =  0^  so 
that  the  terms  depending  on  A^  vanish  from  both  members  of 
equation  (5). 

If  another  conductor,  say  Au^  is  at  potential  zero  in  both  states 
of  the  system,  then  ?i,  =  0  and  F^  =  0,  so  that  the  terms  depending 
on  Au  vanish  from  both  members  of  equation  (5), 

If,  therefore,  all  the  conductors  except  two,  A^  and  J,,  are  either 
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insulated  and  without  charge,  or  else  connected  to  the  earth, 
equation  (5)  is  reduced  to  the  form 

%r:^e,r,=e:K^e:K  (10) 

If  in  the  initial  state 

tf,.  =  1     and    e^  =  0, 
and  in  the  final  state 

tf/=  0     and    e/=  1, 

equation  ( 1 0)  becomes  ^=  ^. ;  (1 1 ) 

or  if  a  unit  charge  communicated  to  A^  raises  A^  to  a  potential  F, 
then  a  unit  charge  communicated  to  A^  will  raise  A^  to  the  same 
potential  T,  provided  that  every  one  of  the  other  conductors  of 
the  system  is  either  insulated  and  without  charge,  or  else  connected 
to  earth  so  that  its  potential  is  zero. 

This  is  the  first  instance  we  have  met  with  in  electricity  of  a 
reciprocal  relation.  Such  reciprocal  relations  occur  in  every  branch 
of  science^  and  often  enable  us  to  deduce  the  solution  of  new 
problems  from  those  of  simpler  problems  already  solved. 

Thus  from  the  jESEU^t  that  at  a  point  outside  a  conducting  sphere 
whose  charge  is  1  the  potential  is  r~^,  where  r  is  the  distance 
from  the  centre,  we  conclude  that  if  a  small  body  whose  charge 
is  1  is  placed  at  a  distance  f  from  the  centre  of  a  conducting  sphere 
without  charge,  it  will  raise  the  potential  of  the  sphere  to  f^. 

Let  us  next  suppose  that  in  the  initial  state 

r^^\     and     ^=0, 
and  in  the  final  state 

7;^  0     and     ?7=  1, 

equation  (10)  becomes  e^  =  e^ ;  (1 2) 

or  if,  when  A^  is  raised  to  unit  potential,  a  charge  e  is  induced 
on  A^^  then  if  ^,  is  raised  to  unit  potential,  an  equal  charge  e  will 
be  induced  ovl  A^. 

Let  us  suppose  in  the  third  place,  that  in  the  initial  state 
/;  =  1     and    e^  =  0, 
and  that  in  the  final  state 

;7=  0     and     <=  1, 
equation  (10)  becomes  in  this  case 

<+^.  =  0.  (13) 

Hence  if  when  A^  is  without  charge,  the  opei*ation  of  charging 
A^  to  potential  unity  raises  J,  to  potential  F",  then  if  A^  is  kept 

H9 
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at  potential  zero,  a  unit  charge  communicated  to  A^  will  induce 
on  A^  a  negative  charge^  the  numerical  value  of  which  is  F. 

In  all  these  cases  we  may  suppose  some  of  the  other  conductors 
to  be  insulated  and  without  charge,  and  the  rest  to  be  connected  to 
earth. 

The  third  case  is  an  elementary  form  of  one  of  Green's  theorems. 
As  an  example  of  its  use  let  us  suppose  that  we  have  ascertained 
the  distribution  of  electric  charge  on  the  different  elements  of  a 
conducting  system  at  potential  zero,  induced  by  a  charge  unity 
communicated  to  a  given  body  J,  of  the  system. 

Let  i/y  be  the  charge  of  A^  under  these  circumstances.  Then 
if  we  suppose  A^  without  charge,  and  the  other  bodies  raised  each 
to  a  different  potential,  the  potential  of  J,  will  be 

;;  =  -s(,,?g.  (14) 

Thus  if  we  have  ascertained  the  surface  density  at  any  given 
point  of  a  hollow  conducting  vessel  due  to  a  unit  charge  placed  at 
a  given  point  within  it,  then,  if  we  know  the  value  of  the  potential 
at  every  point  of  a  sur&ce  of  the  same  size  and  form  as  the  interior 
surface  of  the  vessel,  we  can  deduce  the  potential  at  a  point  within 
it  the  position  of  which  corresponds  to  that  of  the  unit  charge. 

Hence  if  the  potential  is  known  for  all  points  of  a  closed  surface 
it  may  be  determined  for  any  point  within  the  surface,  if  there  be 
no  electrified  body  within  it,  and  for  any  point  outside,  if  there 
be  no  electrified  body  outside. 

Theory  of  a  system  of  conductors. 

87.]  Let  A^,  A^j  ,..  A^  be  n  conductors  of  any  form ;  let  tf^,  tfj, 
...  tf„  be  their  charges ;  and  f{,  ^29  '*'  K  their  potentials. 

Let  us  suppose  that  the  dielectric  medium  which  separates  the 
conductors  remains  the  same,  and  does  not  become  charged  with 
electricity  during  the  operations  to  be  considered. 

We  have  shown  in  Art.  84  that  the  potential  of  each  conductor 
is  a  homogeneous  linear  function  of  the  n  charges. 

Hence  since  the  electric  energy  of  the  system  is  half  the  sum 
of  the  products  of  the  potential  of  each  conductor  into  its  charge, 
the  electric  energy  must  be  a  homogeneous  quadratic  function  of 
the  n  charges,  of  the  form 

+  ft3^1^3+/>23^2^S  +  Ti^33^3*  +  &C.       (15) 

The  suffix  e  indicates  that  ^  is  to  be  expressed  as  a  function 
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of  the  charges.     When  W  is  written  withoat  a  suffix  it  denotes 
the  expression  (3),  in  which  both  charges  and  potentials  occnr. 

From  this  expression  we  can  deduce  the  potential  of  any  one 
of  the  conductors.  For  since  the  potential  is  defined  as  the  work 
which  must  be  done  to  bring  a  unit  of  electricity  from  potential 
zero  to  the  given  potential,  and  since  this  work  is  spent  in 
increasing  W^  we  have  only  to  differentiate  W^  with  respect  to  the 
charge  of  the  given  conductor  to  obtain  its  potential.  We  thus 
obtain 


K-Pu^i"  +A,<?r--.  +i'«.^« 


(16) 


"^nn^nJ 


K=  Plm^l"   +  Prn^r  ••    +  Pn 

a  system  of  n  linear  equations  which  express  the  n  potentials  in 
terms  of  the  n  charges. 

The  coefficients  p^^  &c.,  are  called  coefficients  of  potential.  Each 
has  two  suffixes,  the  first  corresponding  with  that  of  the  charge, 
and  the  second  with  that  of  the  potential. 

The  coefficient  p^^,  in  which  the  two  suffixes  are  the  same, 
denotes  the  potential  of  A^  when  its  charge  is  unity,  that  of  all 
the  other  conductors  being  zero.  There  are  n  coefficients  of  this 
kind,  one  for  each  conductor. 

The  coefficient  jt?^,,  in  which  the  two  suffixes  are  different,  denotes 
the  potential  of  J,  when  A^  receives  a  charge  unity,  the  charge  of 
each  of  the  other  conductors,  except  A^ ,  being  zero. 

We  have  already  proved  in  Art.  86  that/>^,  =  /?,,.,  but  we  may 
prove  it  more  briefly  by  considering  that 

^••'  "  de,  "  de,  de,  "  de,  de,  "  de,  ~^""  ^  ^ 

The  number  of  different  coefficients  with  double  suffix  is  there- 
fore 1^  w  («—  1),  being  one  for  each  pair  of  conductors. 

By  solving  the  equations  (16)  for  e^,  e^  &c.,  we  obtain  n  equations 
giving  the  charges  in  terms  of  the  potentials 


(18) 
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We  have  in  this  case  also  q^,  =  y.r,  for 

_de^_  d    dWy  __  d    dWy  _  de,  _  .     . 

^^'^dv^^dv.  dK'^dK  dv,  "^^ -*••••  ^^^ 

By  substituting  the  values  of  the  charges  in  the  equation  for 
the  electric  energy 

r=  \  \e^T^+  ...  ^ej, ...  ^e^Kl  (20) 

we  obtain  an  expression  for  the  energy  in  terms  of  the  potentials 

+  ?13^l'i  +  ?23^'i  +  l?83'^'  +  &C.       (21) 

A  coefficient  in  which  the  two  suffixes  are  the  same  is  called  the 
Electric  Capacity  of  the  conductor  to  which  it  belongs. 

Definition.  The  Capacity  of  a  conductor  is  its  charge  when  its 
own  potential  is  unity^  and  that  of  all  the  other  conductors  is 
zero. 

This  is  the  proper  definition  of  the  capacity  of  a  conductor  when 
no  further  specification  is  made.  But  it  is  sometimes  convenient 
to  specify  the  condition  of  some  or  all  of  the  other  conductors  in 
a  different  manner,  as  for  instance  to  suppose  that  the  charge  of 
certain  of  them  is  zero,  and  we  may  then  define  the  capacity  of  the 
conductor  under  these  conditions  as  its  charge  when  its  potential  is 
unity. 

The  other  coefficients  are  called  coefficients  of  induction.  Any 
one  of  them,  as  j^,  denotes  the  charge  of  A^  when  A^  is  raised  to 
potential  unity,  the  potential  of  all  the  conductors  except  A^  being 
zero. 

The  mathematical  calculation  of  the  coefficients  of  potential  and 
of  capacity  is  in  general  difficult.  We  shall  afterwai-ds  prove  that 
they  have  always  determinate  values,  and  in  certain  si)ecial  cases 
we  shall  calculate  these  values.  We  shall  also  shew  how  they  may 
be  determined  by  experiment. 

When  the  capacity  of  a  conductor  is  spoken  of  without  specifying 
the  form  and  position  of  any  other  conductor  in  the  same  system, 
it  is  to  be  interpreted  as  the  capacity  of  the  conductor  when  no 
other  conductor  or  electrified  body  is  within  a  finite  distance  of  the 
conductor  referred  to. 

It  is  sometimes  convenient,  when  we  are  dealing  with  capacities 
and  coefficients  of  induction  only,  to  write  them  in  the  form  [-4 .  P], 
this  symbol  being  understood  to  denote  the  charge  on  A  when  P  is 
raised  to  unit  potential. 

In  like  manner  \{A'\-B)  .  (P+  Q)]  would  denote  the  charge  on 
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A  +  S  when  P  and  Q  are  both  raised  to  potential  1,  and  it  is 
manifest  that  since 

[{A+B)(P+Q)]  =  [JJ>]  +  [AQ]  +  [BP]  +  [BQ] 

=  [iP+Q){A  +  B)], 
the  compound  symbols  may  be  combined  by  addition  and  multipli- 
cation as  if  they  were  symbols  of  quantity. 

The  symbol  [A .  A"]  denotes  the  charge  on  A  when  the  potential 
of  ^  is  1,  that  is  to  say,  the  capacity  of  A, 

In  like  manner  [(^  +  ^)  (^  +  Q)]  denotes  the  sum  of  the  charges 
on  A  and  B  when  A  and  Q  are  raised  to  potential  1,  the  potential 
of  all  the  conductors  except  A  and  Q  being  zero. 

It  may  be  decomposed  into 

[A.A-]  +  [A.B]  +  [A.Q]  +  [B.Q]. 

The  coe£Qcients  of  potential  cannot  be  dealt  with  in  this  way. 
The  coe£Qcients  of  induction  represent  charges,  and  these  charges 
can  be  combined  by  addition,  but  the  coe£Qcients  of  potential 
represent  potentials,  and  if  the  potential  o(  A  is  V^  and  that  of 
JB  IB  ?29  the  sum  ^i+^  has  no  physical  meaning  bearing  on  the 
phenomena^  though  ?[— ^^  represents  the  electromotive  force  from 
AioB. 

The  coe£Qcients  of  induction  between  two  conductors  may  be 
expressed  in  terms  of  the  capacities  of  the  conductors  and  that  of 
the  two  conductors  together,  thus : 

[A.B]  =  i[(A+B)(A+B)]-\[A.A]-i[B.Bl 

Dimensions  of  the  coefficients, 

,    e 
88.]   Since  the  potential  of  a  charge  e  at  a  distance   r  is  -, 

the  dimensions  of  a  charge  of  electricity  are  equal  to  those  of  the 
product  af  a  potential  into  a  line. 

The  coefficients  of  capacity  and  induction  have  therefore  the 
same  dimensions  as  a  line,  and  each  of  them  may  be  represented 
by  a  straight  line,  the  length  of  which  is  independent  of  the 
system  of  units  which  we  employ. 

For  the  same  reason^  any  coefficient  of  potential  may  be  repre- 
sented as  the  reciprocal  of  a  line. 

On  certain  conditions  which  the  coefficients  must  satisfy, 

89  fl.]  In  the  first  place,  since  the  electric  energy  of  a  system 
is  an  essentially  positive  quantity,  its  expression  as  a  quadratic 
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function  of  the  charges  or  of  the  potentials  mast  be  positive, 
whatever  values,  positive  or  negative,  are  given  to  the  charges 
or  the  potentials. 

Now  the  conditions  that  a  homogeneous  quadratic  function  of  n 
variables  shall  be  always  positive  are  n  in  number,  and  may  be 
written 

Pn    >  0, 


Pii  '"Pi 


>  0, 


>  0. 


(22) 


Pn\"P%% 

These  n  conditions  are  necessary  and  su£Qcient  to  ensure  that 
W  shall  be  essentially  positive  *. 

But  since  in  equation  (16)  we  may  arrange  the  conductors  in  any 
order,  every  determinant  must  be  positive  which  is  formed  sym- 
metrically from  the  coefficients  belonging  to  any  combination  of  the 
n  conductors,  and  the  number  of  these  combinations  is  2*—  1. 

Only  n^  however,  of  the  conditions  so  found  can  be  independent. 

The  coefficients  of  capacity  and  induction  are  subject  to  con- 
ditions of  the  same  form. 

89  i.]   The  coefficients  of  potential  are  all  positive^  but  none  of  the 
coefficients  />„  is  greater  than  p^  orp„. 

For  let  a  charge  unity  be  communicated  to  4^,  the  other  con- 
ductors being  uncharged.  A  system  of  equipotential  surfaces  will 
be  formed.  Of  these  one  will  be  the  surface  of  ^,.,  and  its  potential 
will  be  p„.  If  Ag  is  placed  in  a  hollow  excavated  in  ^^  so  as  to  be 
completely  enclosed  by  it,  then  the  potential  of -4,  will  also  hep„. 

If,  however,  A^  is  outside  of  A^  its  potential  p„  will  lie  between 
p^  and  zero. 

For  consider  the  lines  of  force  issuing  from  the  charged  con- 
ductor A^,  The  charge  is  measured  by  the  excess  of  the  nimiber 
of  lines  which  issue  from  it  over  those  which  terminate  in  it. 
Hence,  if  the  conductor  has  no  charge,  the  number  of  lines  which 
enter  the  conductor  must  be  equal  to  the  number  which  issue  from 
it.  The  lines  which  enter  the  conductor  come  from  places  of  greater 
potential,  and  those  which  issue  from  it  go  to  places  of  less  poten- 


♦  See  WillinmBon^B  Differential  Calculus,  3rd  edition,  p.  407. 


8gd.]  PROPBRTIBS  OF  THE   COEFPICIEKTS.  105 

tial.  Hence  the  potential  of  an  uncharged  conductor  must  be 
intermediate  between  the  highest  and  lowest  potentials  in  the  field, 
and  therefore  the  highest  and  lowest  potentials  cannot  belong  to 
any  of  the  uncharged  bodies. 

The  highest  potential  must  therefore  be  jd^^,  that  of  the  charged 
body  A^^  the  lowest  must  be  that  of  space  at  an  infinite  distance, 
which  is  zero,  and  all  the  other  potentials  such  as  j)^^  must  lie 
between  p^^  and  zero. 

If -4,  completely  surrounds  A^,  thenjo„  =J>rf 

89  c.]  None  of  the  coefficients  of  induction  are  positive^  and  the  sum 
of  all  those  belonging  to  a  single  conductor  is  not  numerically 
greater  than  the  coefficient  of  caj)acity  of  that  conductor,  which 
is  always  positive. 

For  let  A^  be  maintained  at  potential  unity  while  all  the  other 
condactors  are  kept  at  potential  zero,  then  the  charge  on  A^  is  q„, 
and  that  on  any  other  conductor  A^  is  j'^,. 

The  number  of  lines  of  force  which  issue  from  A^  is  q„.  Of  these 
some  terminate  in  the  other  conductors,  and  some  may  proceed  to 
infinity,  but  no  lines  of  force  can  pass  between  any  of  the  other 
conductors  or  from  them  to  infinity,  because  they  are  all  at  poten- 
tial zero. 

No  line  of  force  can  issue  from  any  of  the  other  conductors  such 
as  A^y  because  no  part  of  the  field  has  a  lower  potential  than  A,. 
If  A^  is  completely  cut  ofi*  from  A^  by  the  close<l  surface  of  one 
of  the  conductors,  then  q^,  is  zero.  If  A^  is  not  thus  cut  off,  j,.,  is  a 
negative  quantity. 

If  one  of  the  conductors  A^  completely  surrounds  A^,  then  all 
the  lines  of  force  from  A^  fall  on  A^  and  the  conductors  within  it, 
and  the  sum  of  the  coefficients  of  induction  of  these  conductors  with 
respect  to  A^  will  be  equal  to  q^  with  its  sign  changed.  But  if 
A^  is  not  completely  surrounded  by  a  conductor  the  arithmetical 
sum  of  the  coefficients  of  induction  y„,  &c.  will  be  less  than  q„. 

We  have  deduced  these  two  theorems  independently  by  means 
of  electrical  considerations.  We  may  leave  it  to  the  mathematical 
student  to  determine  whether  one  is  a  mathematical  consequence 
of  the  other. 

89  rf.]  When  there  is  only  one  conductor  in  the  field  its  coefficient 
of  potential  on  itself  is  the  reciprocal  of  its  capacity. 

The  centre  of  mass  of  the  electricity  when  there  are  no  external 
forces  is  called  the  electric  centre  of  the  conductor.   If  the  conductor 
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is  symmetrical  about  a  centre  of  figure,  this  point  is  the  electric 
centre.  If  the  dimensions  of  the  conductor  are  small  compared  with 
the  distances  considered,  the  position  of  the  electric  centre  may  be 
estimated  sufficiently  nearly  by  conjecture. 

The  potential  at  a  distance  c  from  the  electric  centre  must  be 
between  ^  ,,2  .  ^2 

where  e  is  the  charge,  and  a  is  the  greatest  distance  of  any  part  of 
the  surface  of  the  body  from  the  electric  centre. 

For  if  the  charge  be  concentrated  in  two  points  at  distances  a  on 
opposite  sides  of  the  electric  centre,  the  first  of  these  expressions 
is  the  potential  at  a  point  in  the  line  joining  the  charges,  and  the 
second  at  a  point  in  a  line  perpendicular  to  the  line  joining  the 
charges.  For  all  other  distributions  within  the  sphere  whose  radius 
is  a  the  potential  is  intermediate  between  those  values. 

If  there  are  two  conductors  in  the  field,  their  mutual  coefficient 

of  potential  is  - ,  where  c'  cannot  difler  from  c,  the  distance  between 

the  electric  centres,  by  more  than  ;  a  and  b  being  the  greatest 

distances  of  any  part  of  the  surfaces  of  the  bodies  from  their  re- 
spective electric  centres. 

89  e.'\  If  a  new  conductor  is  brought  into  the  field  the  coefficient 
of  potential  of  any  one  of  the  others  on  itself  is  diminished. 

For  let  the  new  body,  5,  be  supposed  at  first  to  be  a  non-conductor 
free  from  charge  in  any  part,  then  when  one  of  the  conductors,  A^^ 
receives  a  charge  ^j,  the  distribution  of  the  electricity  on  the  con- 
ductors of  the  system  will  not  be  disturbed  by  5,  as  jB  is  still 
without  charge  in  any  part,  and  the  electric  energy  of  the  system 
will  be  simply  j  e^T^  =  \  e^p^^ . 

Now  let  B  become  a  conductor.  Electricity  will  flow  from 
places  of  higher  to  places  of  lower  potential,  and  in  so  doing  will 
diminish  the  electric  energy  of  the  system,  so  that  the  quantity 
i^iVii  must  diminish. 

But  e^  remains  constant,  therefore  j^n  must  diminish. 

Also  if  B  increases  by  another  body  b  being  placed  in  contact 
with  it,  /?|i  will  be  further  diminished. 

For  let  us  first  suppose  that  there  is  no  electric  communication 
between  B  and  b ;  the  introduction  of  the  new  body  b  will 
diminish  jp^-^.     Now  let  a  communication  be  opened  between  B 
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and  b.  If  any  electricity  flows  through  it,  it  flows  from  a  place 
of  higher  to  a  place  of  lower  potential,  and  therefore,  as  we  have 
shown,  still  further  diminishes  jo^^. 

Hence  the  diminution  of  jOu  by  the  body  B  is  greater  than 
that  which  would  be  produced  by  any  body  the  surface  of  which 
can  be  inscribed  in  B,  and  less  than  that  produced  by  any  body  the 
surface  of  which  can  be  described  about  B. 

We  shall  shew  in  Chapter  XI,  that  a  sphere  of  diameter  J  at  a 
distance  r  diminishes   the  value   of  /?n  by  a  quantity  which  is 

approximately  \  —^  • 

Hence  if  the  body  B  is  of  any  other  figure,  and  if  b  is  its 

greatest  diameter,  the  diminution  of  the  value  of  j!?i|  must  be  less 

b^ 
than  \—r' 

Hence  if  the  greatest  diameter  of  B  is  so  small  compared  with 
its  distance  from  A^  that  we  may  neglect  quantities  of  the  order 

I  -^ ,  we  may  consider  the  reciprocal  of  the  capacity  of  ^^  when 

alone  in  the  field  as  a  sufficient  approximation  io  p^^. 

90  a.]  Let  us  therefore  suppose  that  the  capacity  of -^^  when  alone 

in  the  field  is  Zi,  and  that  of  A^^  K^y  and  let  the  mean  distance 

between  A^  and  A^  be  r,  where  r  is  very  great  compared  with  the 

dimensions  of  A^  and  A^,  then  we  may  write 

_    1  _  1  _   1 

Pn-Y^y      A2--,      P^'K^^ 

Hence  fti  =     ^i  (1  -K^  K^  r-^)-\ 

Of  these  coefficients  y^  and  {22  *^*®  *^®  capacities  of  A^  and  A^ 
when,  instead  of  being  each  alone  at  an  infinite  distance  from  any 
other  body,  they  are  brought  so  as  to  be  at  a  distance  r  from  each 
other. 

90  J.]  When  two  conductors  are  placed  so  near  together  that 
their  coefficient  of  mutual  induction  is  large,  the  combination  is 
called  a  Condenser. 

Let  A  and  B  be  the  two  conductors  or  electrodes  of  a  con- 
denser. 
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Let  L  be  the  capacity  of  A,  N  that  of  B,  and  M  the  coefficient 
of  mutual  induction.  (We  must  remember  that  M  is  essentially 
negative,  so  that  the  numerical  value  o(  L  +  M  and  M-^N  is  less 
than  L  or  N.) 

Let  us  suppose  that  a  and  b  are  the  electrodes  of  another  con- 
denser at  a  distance  R  from  the  first,  R  being  very  great  com- 
pared with  the  dimensions  of  either  condenser,  and  let  the 
coefficients  of  capacity  and  induction  of  the  condenser  ab  when 
alone  be  I,  m,  n.  Let  us  calculate  the  efiect  of  one  of  the 
condenses  on  the  coefficients  of  the  other. 

Let  L^LN^M^    and    d^ln^m^^ 

then  the  coefficients  of  potential  for  each  condenser  by  itself  are 

Par  —  —B-^M,       p^  =z^d-^m, 
Pbb  ==     B~^If,        Pj^  =     d-^l. 

The  values  of  these  coefficients  will  not  be  sensibly  altered  when 
the  two  condensers  are  at  a  distance  R. 

The  coefficient  of  potential  of  any  two  conductors  at  distance  R 
is  72"*,  so  that 

PAa^PAb  =PBa  ^  PBb  =  ^'^ - 

The  equations  of  potential  are  therefore 

h  ^-B'^MeA^-B-^LeB-^-R-^ea^-R-U^, 
JT  =     R-^eA^-R'^eB-^-d-^ne^-d-^me^y 
?;  =     R-^eA-^R-^e^.-'d-^me^+d-Ue^. 

Solving  these  equations  for  the  charges,  we  find 

R{LJtM){l-\-m) 

^^«-      R^^(L-{-2M-\^N){l  +  2m  +  ny 

R{L'\'M){m  +  n) 

?^^  -      R^^{L  +  2M-\-N){l^2m-\-ny 

where  L\  M\  N'  are  what  i,  Jtf,  N  become  when  the  second  con- 
denser is  brought  into  the  field. 
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If  only  one  conductor,  a,  is  brought  into  the  field,  w=:»=0,  and 

RUL+M) 


If  there  are  only  the  two  simple  conductors^  A  and  a, 
,  r  L^l  RLl 

and  y^^  =  2;  +  ^_-_,  j^^=,^___; 

expressions  which  are  the  same  as  those  found  in  Art.  90  a. 

The  quantity  i/  + 2  Jf+iV  is  the  total  charge  of  the  condenser 
when  its  electrodes  are  at  potential  1.  It  cannot  exceed  half  the 
greatest  diameter  of  the  condenser. 

i+JK"  is  the  charge  of  the  first  electrode,  and  M+N  that  of  the 
second  when  both  are  at  potential  1.  These  quantities  must  be 
each  of  them  positive  and  less  than  the  capacity  of  the  electrode  by 
itself.  Hence  the  corrections  to  be  applied  to  the  coefficients  of 
capacity  of  a  condenser  are  much  smaller  than  those  for  a  simple 
conductor  of  equal  capacity. 

Approximations  of  this  kind  are  often  useful  in  estimating  the 
capacities  of  conductors  of  irregular  form  placed  at  a  finite  distance 
from  other  conductors. 

91.]  When  a  round  conductor,  ^3,  of  small  size  compared  with 
the  distances  between  the  conductors^  is  brought  into  the  field,  the 
coefficient  of  potential  of  A^  on  A2  will  be  increased  when  A^  is 
inside  and  diminished  when  A^  is  outside  of  a  sphere  whose 
diameter  is  the  straight  line  A^  A^, 

For  if  A^  receives  a  unit  charge  there  will  be  a  distribution  of 
electricity  on  ^3,  +^  being  on  the  side  furthest  from  ^j,  and  —  ^  on 
the  side  nearest  A^.  The  potential  at  A^  due  to  this  distribution 
on  A^  will  be  positive  or  negative  as  +  e  or  ^^f  is  nearest  to  A^^ 
and  if  the  form  of  A^  is  not  very  elongated  this  will  depend  on 
whether  the  angle  A^  A^  A^  is  obtuse  or  acute,  and  therefore  on 
whether  A^  is  inside  or  outside  the  sphere  described  on  A-^  A2  as 
diameter. 

If  A^  is  of  an  elongated  form  it  is  easy  to  see  that  if  it  is  placed 
with  its  longest  axis  in  the  direction  of  the  tangent  to  the  circle 
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drawn  through  the  points  Ai,  J^,  A^  it  may  increase  the  potential 
of  ^2>  ®v®^  when  it  is  entirely  outside  the  sphere,  and  how  by 
placing  it  with  its  longest  axis  in  the  direction  of  the  radius  of 
the  sphere,  it  may  diminish  the  potential  o{  A^y  even  when  entirely 
within  the  sphere.  But  this  proposition  is  only  intended  for 
forming  a  rough  estimate  of  the  phenomena  to  be  expected  in 
a  given  arrangement  of  apparatus. 

92.]  If  a  new  conductor,  A^y  is  introduced  into  the  field,  the 
capacities  of  all  the  conductors  already  there  are  increased,  and  the 
numerical  values  of  the  coefficients  of  induction  between  every  pair 
of  them  are  diminished. 

Let  us  suppose  that  Ai  is  at  potential  unity  and  all  the  rest  at 
potential  zero.  Since  the  charge  of  the  new  conductor  is  negative 
it  will  induce  a  positive  charge  on  every  other  conductor,  and 
will  therefore  increase  the  positive  charge  of  A^  and  diminish  the 
negative  charge  of  each  of  the  other  conductors. 

93  a,"]  Work  done  by  the  electric  forces  during  the  displacement  of 

a  system  of  insulated  charged  conductors. 
Since  the  conductors  are  insulated,  their  charges  remain  constant 
during  the  displacement.     Let  their  potentials  be  ?[,  ?^, . . .  ^i,  before 
and  V{y  ^2  9"  K'  after  the  displacement.     The  electrical  energy  is 

V=z\2{er) 
before  the  displacement,  and 

after  the  displacement. 

The  work  done  by  the  electric  forces  during  the  displacement  is 
the  excess  of  the  initial  energy  JT  over  the  final  energy  W\  or 

This  expression  gives  the  work  done  during  any  displacement, 
small  or  large,  of  an  insulated  system. 

To  find  the  force  tending  to  produce  a  particular  kind  of  dis- 
placement, let  4)  be  the  variable  whose  variation  corresponds  to  the 
kind  of  displacement,  and  let  <I>  be  the  corresponding  force,  reckoned 
positive  when  the  electric  force  tends  to  increase  </>,  then 
^d(l>=  -dW^, 

where    ^  denotes  the  expression  for  the  electric  energy  as  a 
quadratic  function  of  the  charges. 
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98  b.]   To  prove  that     -^  +  -^  =  o. 

We  have  three  different  expressions  for  the  energy  of  the  system, 

(1)  r=isK), 

a  definite  function  of  the  n  charges  and  n  potentials 

(2)  W:=iSS(e,e,f„), 

where  r  and  s  may  be  the  same  or  different^  and  both  rs  and  sr  are 
to  be  included  in  the  summation. 

This  is  a  function  of  the  n  charges  and  of  the  variables  which 
define  the  configuration.     Let  </>  be  one  of  these. 

(3)  jry=i:£i{Khq„), 

where  the  summation  is  to  be  taken  as  before.  This  is  a  function 
of  the  n  potentials  and  of  the  variables  which  define  the  configura- 
tion of  which  </>  is  one. 

Since  Jr=z  JF^  =  JTy, 

^+^_2r=  0. 

Now  let  the  n  charges,  the  n  potentials,  and  ^  vary  in  any  con- 
sistent manner,  and  we  must  have 

Now  the  n  charges,  the  n  potentials,  and  <f>  are  not  all  independent 
of  each  other,  for  in  fact  only  « + 1  of  them  can  be  independent. 
But  we  have  already  proved  that 

so  that  the  first  sum  of  terms  vanishes  identically,  and  it  follows 
from  this,  even  if  we  had  not  already  proved  it  that 

dWr 


and  that  lastly^ 


dK 


=  ^.i 


dW      dWv       ^ 

4- =  0. 

rf0    ^     rf</) 


Work  done  by  the  electric  forces  during  the  displacement  of  a  system 
whose  potentials  are  maintained  constant. 

dW 
93  (?.]  It  follows  from  the  last  equation  that  the  force  4>  =  -j£  > 
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and  if  the  system  is  displaced  under  the  condition  that  all  the 
potentials  remain  constant,  the  work  done  by  the  electric  forces  is 


f^d(l>  z=:fdJrv  =    Wy^Wyl 


or  the  work  done  by  the  electric  forces  in  this  case  is  equal  to  the 
increment  of  the  electric  energy. 

Here,  then,  we  have  an  increase  of  energy  together  with  a  quan- 
tity of  work  done  by  the  system.  The  system  must  therefore  be 
supplied  with  energy  from  some  external  source,  such  as  a  voltaic 
battery,  in  order  to  maintain  the  potentials  constant  during  the 
displacement. 

The  work  done  by  the  battery  is  therefore  equal  to  the  sum  of 
the  work  done  by  the  system  and  the  increment  of  energy,  or, 
since  these  are  equal,  the  work  done  by  the  battery  is  twice  the 
work  done  by  the  system  of  conductors  during  the  displacement. 

On  the  comparison  of  similar  electrified  systems. 
94.]  If  two  electrified  systems  are  similar  in  a  geometrical  sense, 
80  that  the  lengths  of  corresponding  lines  in  the  two  systems  are 
2L8  L  to  L\  then  if  the  dielectric  which  separates  the  conducting 
bodies  is  the  same  in  both  systems,  the  coefficients  of  induction 
and  of  capacity  will  be  in  the  proportion  of  i/  to  L\  For  if  we 
consider  corresponding  portions,  A  and  A\  of  the  two  systems,  and 
suppose  the  quantity  of  electricity  on  ^  to  be  e,  and  that  on  A^ 
to  be  /,  then  the  potentials  V  and  F^  at  corresponding  points 
£  and  -B',  due  to  this  electrification,  will  be 

r=-^,  and  r=    ^ 


A3 '  -"^  '    -  A'B" 
But  AB  is  to  A^B^  as  i/  to  L\  so  that  we  must  have 

e./  mLV:  rr\ 

But  if  the  inductive  capacity  of  the  dielectric  is  difierent  in  the 
two  systems,  being  K  in  the  first  and  JC'  in  the  second,  then  if  the 
potential  at  any  point  of  the  first  system  is  to  that  at  the  cor- 
responding point  of  the  second  as  T  to  F',  and  if  the  quantities 
of  electricity  on  corresponding  parts  are  as  ^  to  E\  we  shall  have 
exifx.LVK.L'rK'. 
By  this  proportion  we  may  find  the  relation  between  the  total 
charges  of  corresponding  parts  of  two  systems,  which  are 
in  the  first  place  geometrically  similar,  in  the  second  place  com- 
posed of  dielectric  media  of  which  the  specific  inductive  capacity 
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at  corresponding  points  is  in  the  proportion  of  K  to  K*^  and  in 
the  third  place  so  electrified  that  the  potentials  of  corresponding 
points  are  as  T  to  V\ 

Prom  this  it  appears  that  if  j  be  any  coeflScient  of  capacity  or 
induction  in  the  first  eystem,  and  ^  the  corresponding  one  in  the 
second,  q:  q' ii  LK:L'K'\ 

and  if  p  and  y  denote  corresponding  coefficients  of  potential  in 
the  two  systems,  1  i 

If  one  of  the  bodies  be  displaced  in  the  first  system,  and  the 
corresponding  body  in  the  second  system  receive  a  similar  dis- 
placement, then  these  displacements  are  in  the  proportion  of  L 
to  L\  and  if  the  forces  acting  on  the  two  bodies  are  as  ^  to  F*^ 
then  the  work  done  in  the  two  systems  will  be  as  FL  to  PU, 

But  the  total  electrical  energy  is  half  the  sum  of  the  charges 
of  electricity  multiplied  each  by  the  potential  of  the  charged 
body,  so  that  in  the  similar  systems,  if  ^and  JP  be  the  total 
electrical  energy  in  the  two  systems  respectively, 

r:  JTiieFi/F, 
and  the  difference  of  energy  after  similar  displacements  in  the  two 
systems  will  be  in  the  same  proportion.     Hence,  since  FL  is  pro- 
portional to  the  electrical  work  done  during  the  displacement, 
FLirUiieVieT. 

Combining  these  proportions,  we  find  that  the  ratio  of  the 
resultant  force  on  any  body  of  the  first  system  to  that  on  the 
corresponding  body  of  the  second  system  is 

FxriiV^Ki  r^r, 

or  F:P::jjj^:jj^. 

The  first  of  these  proportions  shews  that  in  similar  systems  the 
force  is  proportional  to  the  square  of  the  electromotive  force  and 
to  the  inductive  capacity  of  the  dielectric,  but  is  independent  of  the 
actual  dimensions  of  the  system. 

Hence  two  conductors  placed  in  a  liquid  whose  inductive  capacity 
is  greater  than  that  of  air,  and  electrified  to  given  potentials,  will 
attract  each  other  more  than  if  they  had  been  electrified  to  the 
same  potentials  in  air. 

•  The  second  proportion  shews  that  if  the  quantity  of  electricity 
on  each  body  is  given,  the  forces  are  proportional  to  the  squares 

VOL.1.  X 
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of  the  charges  and  inversely  to  the  squares  of  the  distances,  and 
also  inversely  to  the  inductive  capacities  of  the  media. 

Hence,  if  two  conductors  with  given  charges  are  placed  in  a 
liquid  whose  inductive  capacity  is  greater  than  that  of  air,  they 
will  attract  each  other  less  than  if  they  had  been  surrounded  with 
air  and  charged  with  the  same  quantities  of  electricity. 


CHAPTEE    IV. 

GENERAL    THEOREMS. 

95  a.]  In  the  second  chapter  we  have  calculated  the  potential 
function  and  investigated  some  of  its  properties  on  the  hypothesis 
that  there  is  a  direct  action  at  a  distance  between  electrified  bodies, 
which  is  the  resultant  of  the  direct  actions  between  the  various 
electrified  parts  of  the  bodies. 

If  we  call  this  the  direct  method  of  investigation,  the  inverse 
method  will  consist  in  assuming  that  the  potential  is  a  function 
characterised  by  properties  the  same  as  those  which  we  have  already 
established,  and  investigating  the  form  of  the  function. 

In  the  direct  method  the  potential  is  calculated  from  the  dis- 
tribution of  electricity  by  a  process  of  integration,  and  is  found 
to  satisfy  certain  partial  difierential  equations.  In  the  inverse 
method  the  partial  difierential  equations  are  supposed  given^  and 
we  have  to  find  the  potential  and  the  distribution  of  electricity. 

It  is  only  in  problems  in  which  the  distribution  of  electricity 
is  given  that  the  direct  method  can  be  used.  When  we  have  to 
find  the  distribution  on  a  conductor  we  must  make  use  of  the 
inverse  method. 

We  have  now  to  shew  that  the  inverse  method  leads  in  every 
case  to   a  determinate  result,   and   to  establish   certain  general 
theorems  deduced  from  Poisson's  partial  difierential  equation' 
cPr     dW     d^F     , 

The  mathematical  ideas  expressed  by  this  equation  are  of  a 
difierent  kind  from  those  expressed  by  the  definite  integral 


In  the  differential  equation  we  express  that  the  sum  of  the  second 
derivatives  of  F  in  the  neighbourhood  of  any  point  is  related  to 

12 
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the  density  at  tliat  point  in  a  certain  manner^  and  no  relation 
is  expressed  between  the  value  of  V  at  that  point  and  the  value 
of  p  at  any  point  at  a  finite  distance  from  it. 

In  the  definite  integral,  on  the  other  hand,  the  distance  of 
the  point  (a<,  y,  £<),  at  which  p  exists,  from  the  point  (a?,  y,  z\  at 
which  Y  exists,  is  denoted  by  r,  and  is  distinctly  recognised  in  the 
expression  to  be  integrated. 

The  integral,  therefore,  is  the  appropriate  mathematical  expression 
for  a  theory  of  action  between  particles  at  a  distance^  whereas  the 
differential  equation  is  the  appropriate  expression  for  a  theory  of 
action  exerted  between  contiguous  parts  of  a  medium. 

We  have  seen  that  the  result  of  the  integration  satisfies  the 
differential  equation.  We  have  now  to  shew  that  it  is  the  only 
solution  of  that  equation  satisfying  certain  conditions. 

We  shall  in  this  way  not  only  establish  the  mathematical  equi- 
valence of  the  two  expressions,  but  prepare  our  minds  to  pass  from 
the  theory  of  direct  action  at  a  distance  to  that  of  action  between 
contiguous  parts  of  a  medium. 

95i.]  The  theorems  considered  in  this  chapter  relate  to  the 
properties  of  certain  volume-integrals  taken  throughout  a  finite 
region  of  space  which  we  may  refer  to  as  the  electric  field. 

The  element  of  these  integrals,  that  is  to  say,  the  quantity 
under  the  integral  sign,  is  either  the  square  of  a  certain  vector 
quantity  whose  direction  and  magnitude  varies  from  point  to  point 
in  the  field,  or  the  product  of  one  vector  into  the  resolved  part  of 
another  in  its  own  direction.' 

Of  the  different  modes  in  which  a  vector  quantity  may  be  dis- 
tributed in  space^  two  are  of  special  importance. 

The  first  is  that  in  which  the  vector  may  be  represented 
as  the  space- variation  [Art.  17]  of  a  scalar  function  called  the 
Potential. 

Such  a  distribution  may  be  called  an  Irrotational  distribution. 
The  resultant  force  arising  from  the  attraction  or  repulsion  of  any 
combination  of  centres  of  force^  the  law  of  each  being  any  given 
function  of  the  distance^  is  distributed  irrotationally. 

The  second  mode  of  distribution  is  that  in  which  the  convergence 
[Art.  25]  is  zero  at  every  point.  Such  a  distribution  may  be 
called  a  Solenoidal  distribution.  The  velocity  of  an  incompressible 
fluid  is  distributed  in  a  solenoidal  manner. 

When  the  central  forces  which,  as  we  have  said,  give  rise  to  an 
irrotational  distribution  of  the  resultant  force,  vary  according  to 
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the  inverse  square  of  the  distance,  then,  if  these  centres  are  outside 
the  field,  the  distribution  within  the  field  will  be  solenoidal  as  well 
as  irrotational. 

When  the  motion  of  an  incompressible  fluid  which,  as  we  have 
said,  is  solenoidal,  arises  from  the  action  of  central  forces  depending 
on  the  distance,  or  of  surface  pressures,  on  a  frictionless  fluid 
originally  at  rest,  the  distribution  of  velocity  is  irrotational  as  well 
as  solenoidal.  ^ 

When  we  have  to  specify  a  distribution  which  is  at  once  irrota- 
tional and  solenoidal,  we  shall,  call  it  a  Laplacian  distribution ; 
Laplace  having  pointed'  out  some  of  the  most  important  properties 
of  such  a  distribution. 

The  volume  integrals  discussed  in  this  chapter  are,  as  we  shall 
see,  expressions  for  the  energy  of  the  electric  field.  In  the  first 
gronp  of  theorems,  beginning  with  Green's  Theorem,  the  energy  is 
expressed  in  terms  of  the  electromotive  intensity,  a  vector  which  is 
distributed  irrotationally  in  all  cases  of  electric  equilibrium.  It  is 
shewn  that  if  the  surface-potential  be  given,  then  of  all  irrotational 
distributions,  that  which  is  also  solenoidal  has  the  least  energy; 
whence  it  also  follows  that  there  can  be  only  one  Laplacian  distri- 
bution consistent  with  the  surface  potentials. 

In  the  second  group  of  theorems,  including  Thomson's  Theorem, 
the  energy  is  expressed  in  terms  of  the  electric  displacement,  a 
vector  of  which  the  distribution  is  solenoidal.  It  is  shewn  that 
if  the  surface-charges  are  g^ven,  then  of  all  solenoidal  distributions 
that  has  least  energy  which  is  also  irrotational,  whence  it  also 
follows  that  there  can  be  only  one  Laplacian  distribution  consistent 
with  the  given  surface-charges. 

The  demonstration  of  all  these  theorems  is  conducted  in  the  same 
way.  In  order  to  avoid  the  repetition  in  every  case  of  the  steps 
of  a  surface  integration  conducted  with  reference  to  rectangular 
axes,  we  make  use  in  each  case  of  the  result  of  Theorem  III,  Art. 
21,*  where  the  relation  between  a  volume-integral  and  the  corre- 
sponding surface-integral  is  fully  worked  out.  All  that  we  have  to 
do,  therefore,  is  to  substitute  for  X,  Z,  and  Z  in  that  Theorem  the 
components  of  the  vector  on  which  the  particular  theorem  depends. 

In  the  first  edition  of  this  book  the  statement  of  each  theorem 
was  cumbered  with  a  multitude  of  alternative  conditions  which 

*  This  theorem  seems  to  have  been  first  given  by  Ostrogradsky  in  a  paper  read  in 
1828,  but  published  in  1831  in  the  3/em.  dt  CAoad.  de  St.  PHertboarg,  T.  I.  p.  39.  It 
may  be  regarded,  however,  as  a  form  of  the  equation  of  continuity. 
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were  intended  to  shew  the  generality  of  the  theorem  and  the  variety 
of  cases  to  which  it  might  be  applied,  but  which  tended  rather  to 
confuse  in  the  mind  of  the  reader  what  was  assumed  with  what  was 
to  be  proved. 

In  the  present  edition  each  theorem  is  at  first  stated  in  a  more 
definite,  if  more  restricted,  form,  and  it  is  afterwards  shewn  what 
further  degree  of  generality  the  theorem  admits  of. 

We  have  hitherto  used  the  symbol  V  for  the  potential,  and  we 
shall  continue  to  do  so  whenever  we  are  dealing  with  electrostatics 
only.  In  this  chapter,  however^  and  in  those  part«  of  the  second 
volume  in  which  the  electric  potential  occurs  in  electro-magnetic 
investigations,  we  shall  use  ^  as  a  special  symbol  for  the  electric 
potential. 

Greenes  Theorem, 

96«.]  The  following  important  theorem  was  given  by  George 
Green,  in  his  *  Essay  on  the  Application  of  Mathematics  to  Elec- 
tricity and  Magnetism.' 

The  theorem  relates  to  the  space  bounded  by  the  closed  surfikce 
8,  We  may  refer  to  this  finite  space  as  the  Field.  Let  v  be  a 
normal  drawn  from  the  surface  e  into  the  field,  and  let  /,  m,  n  be 
the  direction  cosines  of  this  normal^  then 

,d^        d^        d^      d^ 
dx  dy  dz       dv  ^  ' 

will  be  the  rate  of  variation  of  the  function  ^  in  passing  along 

d"^ 
the  normal  v.     Let  it  be  understood  that  the  value  of  ~,~  is  to  be 

dv 
taken  at  the  surface  itself,  where  1;  =  0. 

Let  us  also  write,  as  in  Arts.  26  and  11^ 

rf^vp        ^4^        rf^vj, 

and  when  there  are  two  functions,  ^  and  <&^  let  us  write 

dx  dx       dy  dy       dz   dz  ^       '  '  ^  ' 

The  reader  who  is  not  acquainted  with  the  method  of  Quater- 
nions may,  if  it  pleases  him,  regard  the  expressions  V^Sif  and 
5.V*V4>  as  mere  conventional  abbreviations  for  the  quantities  to 
which  they  are  equated  above,  and  as  in  what  follows  we  shall 
employ  ordinary  Cartesian  methods,  it  will  not  be  necessary  to 
remember  the  Quaternion  interpretation  of  these  expressions.    The 
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reason,  however,  why  we  use  as  our  abbreviations  these  expressions 
and  not  single  letters  arbitrarily  chosen,  is,  that  in  the  language 
of  Quaternions  they  represent  fully  the  quantities  to  which  they 
are  equated.  The  operator  V  applied  to  the  scalar  function  ^ 
gives  the  space-variation  of  that  function,  and  the  expression 
— iS.V^V^  is  the  scalar  part  of  the  product  of  two  space-variations, 
or  the  product  of  either  space- variation  into  the  resolved  part  of  the 

other  in  its  own  direction.     The  expression  -r-  is  usually  written 

in  Quaternions  S,  UvV  ♦,  Uv  being  a  unit-vector  in  the  direction 
of  the  normal.  There  does  not  seem  much  advantage  in  using 
this  notation  here,  but  we  shall  find  the  advantage  of  doing  so 
when  we  come  to  deal  with  anisotropic  media. 

Statement  of  Greenes  Theorem. 

Let  4^  and  4>  be  two  functions  of  a?,  y,  z^  which,  with  their  first 
derivatives,  are  finite  and  continuous  within  the  acyclic  region  s% 
bounded  by  the  closed  surface  *,  then 

where  the  double  integrals  are  to  be  extended  over  the  whole 
closed  surface  s,  and  the  triple  integrals  throughout  the  field,  s, 
enclosed  by  that  surface. 

To  prove  this,  let  us  write,  in  Art.  21,  Theorem  IH, 

Xsz^-r-y       r=*-y-,        ^=*-T-,  (5) 

dm  dy  dz  ^  ' 

then  iZ cos  e  =  *(^^ +«^ +«^) 

=  ♦2.    by(:i);  (6) 

^  dX     dT     dZ      ^  ^rf«*      d^<if     <?«*x 
»^^^  +  ^+^  =  *fe  +  ^  +  ^) 

d^  d<b      rf*  ^      rf*  ^ 
dx  dx       dy   dy       dz   dz 
-  -♦v«*-i8'.V*V<I>,  by  (2)  and  (3).  (7) 

But  by  Theorem  III 
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or  by  (6)  and  (7) 

//*  S  ^-Jff*^'^^^  =  ///^.V*V**.  (8) 

Since  in  the  second  member  of  this  equation  ♦  and  <l>  may  be 
interchanged^  we* may  do  so  in  the  first,  and  we  thus  obtain  the 
complete  statement  of  Green's  Theorem,  as  given  in  equation  (4). 

96  J.]  We  have  next  to  shew  that  Green's  Theorem  is  true  when 
one  of  the  ftmctions,  say  %  is  a  many-valued  one,  provided  that 
its  first  derivatives  are  single-valued,  and  do  not  become  infinite 
within  the  acyclic  region  s. 

Since  V^  and  V^  are  single- valued,  the  second  member  of  equa- 
tion (4)  is  single-valued ;  but  since  ♦  is  many-valued,  any  one 
element  of  the  first  member,  as  ^  V*  4>,  is  many-valued.  If, 
however,  we  select  one  of  the  many  values  of  4^,  as  ^q,  at  the  point 
A  within  the  region  s,  then  the  value  of  *  at  any  other  point,  P, 
will  be  definite.  For,  since  the  selected  value  of  ^  is  continuous 
within  the  region,  the  value  of  ♦  at  P  must  be  that  which  is 
arrived  at  by  continuous  variation  along  any  path  from  ^  to  P, 
beginning  with  the  value  %  at  A.  If  the  value  at  P  were  difierent 
for  two  paths  between  A  and  P,  then  these  two  paths  must  embrace 
between  them  a  closed  curve  at  which  the  first  derivatives  of  * 
become  infinite.  Now  this  is  contrary  to  the  specification,  for 
since  the  first  derivatives  do  not  become  infinite  within  the  region 
$,  the  closed  curve  must  be  entirely  without  the  region ;  and  since 
the  region  is  acyclic,  two  paths  within  the  region  cannot  embrace 
anything  outside  the  region. 

Hence,  if  %  is  given  as  the  value  of  4^  at  the  point  A,  the  value 
at  P  is  definite. 

If  any  other  value  of  4^,  say  %'{'nK,  had  been  chosen  as  the 
value  at  4,  then  the  value  at  P  would  have  been  ^  +  nK.  But  the 
value  of  the  first  member  of  equation  (4)  would  be  the  same  as  before, 
for  the  change  amounts  to  increasing  the  first  member  by 


iiK 


[m^-iii--^]' 


and  this,  by  Theorem  III,  is  zero.' 

96  c.}  If  the  region  j  is  doubly  or  multiply  connected,  we  may 
reduce  it  to  an  acyclic  region  by  closing  each  of  its  circuits 
with  a  diaphragm. 

Let  Si  be  one  of  these  diaphragms,  and  k^  the  corresponding 
cyclic  constant,  that  is  to  say,  the  increment  of  4^  in  going  once 
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ronnd  the  circuit  in  the  positive  direction.  Since  the  region  s  lies 
on  both  sides  of  the  diaphragm  *p  every  element  of  Si  will  occur 
twice  in  the  surface  integral.  ' 

If  we  suppose  the  normal  v^  drawn  towards  the  positive  side  of 
ds^y  and  r/  drawn  towards  the  negative  side^ 

d<P  ^       d^ 

dv(  dvy 

and  ^/  =  4^4  +  *c, 

so  that  the  element  of  the  surface-integral  arising  from  dsy  will  be 

Hence  if  the  region  5  is  multiply  connected,  the  first  term  of  equa- 
tion (4)  must  be  written 

//*S*-"./f^*.-^-'-//^.*--///*''**>('j 

where  the  first  surface-integral  is  to  be  taken  over  the  bounding 
surface,  and  the  others  over  the  difierent  diaphragms,  each  element 
of  surface  of  a  diaphragm  being  taken  once  only^  and  the  normal 
being  drawn  in  the  positive  direction  of  the  circuit. 

This  modification  of  the  theorem  in  the  case  of  multiply- 
connected  regions  was  first  shewn  to  be  necessary  by  Helmholtz  *, 
and  was  first  applied  to  the  theorem  by  Thomson  f. 

96  d]  Let  us  now  suppose,  with  Green,  that  one  of  the  functions, 
say  4>,  does  not  satisfy  the  condition  that  it  and  its  first  derivatives 
do  not  become  infinite  within  the  given  region,  but  that  it  becomes 
infinite  at  the  point  P,  and  at  that  point  only,  in  that  region,  and 
that  very  near  to  P  the  value  of  4>  is  ^q  +  ^/r  J,  where  4>q  is  a  finite 
and  continuous  quantity,  and  r  is  the  distance  from  P.  This  will  be 
the  case  if  4>  is  the  potential  of  a  quantity  of  electricity  e  concen- 
trated at  the  point  P,  together  with  any  distribution  of  electricity 
the  volume  density  of  which  is  nowhere  infinite  within  the  region 
considered. 

Let  us  now  suppose  a  very  small  sphere  whose  radius  is  a  to 
be  described  about  P  as  centre ;  then  since  in  the  region  outside 
this  sphere,  but  within  the  surface  s,  4>  presents  no  singularity,  we 

*  •ITeber  Iniegrale  der  hydrodynamiachen  Gleichungen  welche  den  Wirbelbewe- 
gungen  enteprechen/  CreUe,  1868.    TranaUted  by  Prof.  Tait.  Phil  Mag.,  1867  (I), 
t  '  On  Vortex  Motion,'  Trans,  B.  8.  Edin.  xxv.  part  i.  p.  241  (1867). 
X  The  mark  /  separates  the  numerator  irom  the  denominator  of  a  fraction. 
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may  apply  Greenes  Theorem  to  this  region,  remembering  that  the 
surface  of  the  small  sphere  is  to  be  taken  account  of  in  forming 
the  sui-face-integral. 

In  forming  the  volume-integrals  we  have  to  subtract  from  the 
volume-integral  arising  from  the  whole  region  that  arising  from 
the  small  sphere. 

Now  /  /  /  <^V^^dxd^dz  for  the  sphere  cannot  be  numerically 

greater  than 

(V'*)y  Iff^dxdydz,  . 

or  (V^^J/)^  {2iTea^J^i'na^%], 

where  the  suflSx,  ^,  attached  to  any  quantity,  indicates  that  the 

greatest  numerical  value  of  that  quantity  within  the  sphere  is  to  be 

taken. 

This  volume-integral,  therefore,  is  of  the  order  a^,  and  may  be 
neglected  when  a  diminishes  and  ultimately  vanishes. 

The  other  volume-integral 


Hh 


^V^^dxdydz 
cannot  be  numerically  greater  than 

and  is  of  the  order  a^,  and  may  be  neglected  when  a  vanishes. 
The  surface-integral  /  /  ^  -7-  ^*  cannot  be  numerically  greater 

Now  by  Theorem  III 

and  this  cannot  be  numerically  greater  than  (V*  ♦)y  i^^^>  ai^d  ^9 

e  rr  d^ 

at  the  surface  is  approximately  -,  so  that  /  /  ^  ~j-  ^^  cannot  be  nu- 
merically greater  than 

and  is  therefore  of  the  order  a^j  and  may  be  neglected  when  a 
vanishes. 

But  the  surface-integral  on  the  other  side  of  the  equation,  namely 


// 
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does  not  vanish,  for         / /    j   ds  =  —iire; 
and  if  %  be  the  value  of  ^  at  the  point  P, 


// 


^  ~-  ds=  —^ite%. 


Equation  (4)  therefore  becomes  in  this  case 

97  «.]  We  may  illustrate  this  case  of  Green's  Theorem  by  em- 
ploying it  as  Green  does  to  determine  the  surface-density  of  a 
distribution  which  will  produce  a  potential  whose  values  inside  and 
outside  a  given  closed  surface  are  given.  These  values  must 
coincide  at  the  surface,  also  within  the  surface  V^  ^  =  0,  and  outside 

Green  begins  with  the  direct  process,  that  is  to  say,  the  distribu- 
tion of  the  surface  density,  cr,  being  given,  the  potentials  at  an 
internal  point  P  and  an  external  point  P'  are  found  by  integrating 
the  expressions 

*.=//^^.        ^.  =  ff^ds;  (9) 

where  r  and  /  are  measured  from  the  points  P  and  P'  respectively. 
Now  let  4>  =  l/r,  then  applying  Green's  Theorem  to  the  space 
within  the  sur&ce,  and  remembering  that  V^<>  =  0  and  V*  *  =  0, 
we  find  1 

where  *p  is  the  value  of  ^  at  P. 

Again,  if  we  apply  the  theorem  to  the  space  between  the  surface  a 
and  a  surface  surrounding  it  at  an  infinite  distance  a,  the  part  of  the 
surface-integral  belonging  to  the  latter  surface  will  be  of  the  order 
\/a  and  may  be  neglected,  and  we  have 

Now  at  the  surface,  ^  =  ^,  and  since  the  normals  v  and  v  are 
drawn  in  opposite  directions, 

r         **  _  ft 
dv       dv 
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Hence  on  adding  equations  (10)  and  (11),  the  left-hand  members 
destroy  each  other,  and  we  have 

97  4.]  Green  also  proves  that  if  the  value  of  the  potential  at 
every  point  of  a  closed  surface  8  be  given  arbitrarily,  the  potential 
at  any  point  inside  or  outside  the  surface  may  be  determined. 

For  this  purpose  he  supposes  the  function  <t>  to  be  such  that 
near  the  point  P  its  value  is  sensibly  l/r,  while  at  the  surface  s  its 
value  is  zero,  and  at  every  point  within  the  surface  V*  <l>=:0. 

That  such  a  function  must  exist,  Green  proves  from  the  physical 
consideration  that  if  ^  is  a  conducting  surface  connected  to  the 
earth,  and  if  a  unit  of  electricity  is  placed  at  the  point  P,  the 
potential  within  s  must  satisfy  the  above  conditions.  For  since 
s  is  connected  to  the  earth  the  potential  must  be  zero  at  every 
point  of  8,  and  since  the  potential  arises  from  the  electricity  at  P 
and  the  electricity  induced  on  *,  V*4>  =  0  at  every  point  within 
the  surface. 

Applying  Green's  Theorem  to  this  case,  we  find 

where,  in  the  surface-integral,  *  is  the  given  value  of  the  potential 
at  the  element  of  surface  ds;  and  since,  if  ap  is  the  density  of  the 
electricity  induced  on  s  by  unit  of  electricity  at  P, 

we  may  write  equation  (13) 

^P^JJ<y<rd8,  (15) 

where  a  is  the  surface-density  of  the  electricity  induced  on  ds  by 
a  charge  equal  to  unity  at  the  point  P. 

Hence  if  the  value  of  a-  is  known  at  every  point  of  the  surface 
for  a  particular  position  of  P,  then  we  can  calculate  by  ordinary 
integration  the  potential  at  the  point  P,  supposing  the  potential 
at  every  point  of  the  surface  to  be  given,  and  the  pot^tial 
within  the  surface  to  be  subject  to  the  condition 

V^^  =  0. 

We  shall  afterwards  prove  that  if  we  have  obtained  a  value  of 
*  which  satisfies  these  conditions,  it  is  the  only  value  of  ^ 
which  satisfies  them. 
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GreerCs  Function. 

98.]  Let  a  closed  surface  9  be  maintained  at  potential  zero.  Let 
P  and  Q  be  two  points  on  the  positive  side  of  the  surface  8  (we  may 
suppose  either  the  inside  or  the  outside  positive),  and  let  a  small 
body  charged  with  unit  of  electricity  be  placed  at  P;  the  potential 
at  the  point  Q  will  consist  of  two  parts^  of  which  one  is  due  to  the 
direct -action  of  the  electricity  at  P,  while  the  other  is  due  to  the 
action  of  the  electricity  induced  on  8  by  P.  The  latter  part  of  the 
potential  is  called  Green's  Function,  and  is  denoted  by  G^^, 

This  quantity  is  a  function  of  the  positions  of  the  two  points  P 
and  Q,  the  form  of  the  function  depending  on  the  surface  8.  It 
has  been  calculated  for  the  case  in  which  « is  a  sphere,  and  for  a 
very  few  other  cases.  It  denotes  the  potential  at  Q  due  to  the 
electricity  induced  on  8  by  unit  of  electricity  at  P. 

The  actual  potential  at  any  point  Q  due  to  the  electricity  at  P 
and  to  the  electricity  induced  on  *  is  1/^1,^+  G^^  where  r^  denotes 
the  distance  between  P  and  Q. 

At  the  surface  «,  and  at  all  points  on  the  negative  side  of  ^,  the 
potential  is  zero,  therefore 

where  the  suffix  ^  indicates  that  a  point  A  on  the  surface  8  is  taken 
instead  of  Q. 

Let  (T^  denote  the  surface-density  induced  by  P  at  a  point  Jl 
of  the  surface  *,  then,  since  G^^  is  the  potential  at  Q  due  to  the 
superficial  distribution, 

<'"=//v'^'  '" 

where  d/  is  an  element  of  the  surface  8  at  ^,  and  the  integration 
is  to  be  extended  over  the  whole  surface  8, 

But  if  unit  of  electricity  had  been  placed  at  Q,  we  should  have 
had  by  equation  (l), 

:^=-<?^'  (3) 


V 


^rf.;  (4) 


where  <r^  is  the  density  at  A  of  the  electricity  induced  by  Q,  d8  is 
an  element  of  surface,  and  r^^  is  the  distance  between  A  and  £. 
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Substituting  this  value  of  l/v  ^^  ^^^  expression  for  G,,^,  we  find 

Since  this  expression  is  not  altered  by  changing  p  into  ^  and 
^  into  p,  we  find  that 

<?,.  =  »«;  (6) 

a  result  which  we  have  already  shewn  to  be  necessary  in  Art.  87, 
but  which  we  now  see  to  be  deducible  from  the  mathematical  process 
by  which  Green's  function  may  be  calculated. 

If  we  assume  any  distribution  of  electricity  whatever,  and  place 
in  the  field  a  point  charged  with  unit  of  electricity,  and  if  the 
surface  of  potential  zero  completely  separates  the  point  from  the 
assumed  distribution,  then  if  we  take  this  surface  for  the  surface  «, 
and  the  point  for  P,  Green's  function,  for  any  point  on  the  same 
,  side  of  the  surface  as  P,  will  be  the  potential  of  the  assumed  dis- 
I  tribution  on  the  other  side  of  the  surface.  In  this  way  we  may 
construct  any  number  of  cases  in  which  Green's  function  can  be 
found  for  a  particular  position  of  P.  To  find  the  form  of  the 
function  when  the  form  of  the  surface  is  given  and  the  position 
of  P  is  arbitrary,  is  a  problem  of  far  greater  diflSculty,  though, 
as  we  have  proved,  it  is  mathematically  possible. 

Let  us  suppose  the  problem  solved,  and  that  the  point  P  is 
taken  within  the  surface.  Then  for  all  external  points  the  potential 
of  the  superficial  distribution  is  equal  and  opposite  to  that  of  P. 
The  superficial  distribution  is  therefore  centrobaric*,  and  its  action 
on  all  external  points  is  the  same  as  that  of  a  unit  of  negative 
electricity  placed  at  P. 

99  a.]     If  in  Green's  Theorem  we  make  4'=<l>,  we  find 

If  ^  is  the  potential  of  a  distribution  of  electricily  in  space  with  a 
volume-density  p  and  on  conductors  whose  surfaces  are  Si,  s^  &c., 
and  whose  potentials  are  ^i,^2»  ^^-j  ^^^  surface-densities  o-j,  (r^,  &c., 
then  V2  4'=4irp,  (17) 

^=-4...  (18) 

and  /  /  ^ —  ds^  =  —iire^,  (19) 

where  e^  is  the  charge  of  the  surface  s^, 

*  Thomson  and  Tait's  Natural  Philosophy,  §  526. 
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Dividing  (16)  by  —  Sw,  we  find 

=iV/y/[(§)'-(f)^o>**-  (-) 

The  first  term  is  the  electric  energy  of  the  system  arising  from  the 
surface-distributions,  and  the  second  is  that  arising  from  the  distri- 
bution of  electricity  through  the  field,  if  such  a  distribution  exists. 

Hence  the  second  member  of  the  equation  expresses  the  whole 
electric  energy  of  the  system,  the  potential  ^  being  a  given  function 
of  a?,  y,  z. 

As  we  shall  often  bave  occasion  to  employ  this  volume-integral, 
we  shall  denote  it  by  the  abbreviation  M^^,  so  that 

If  the  only  charges  are  those  on  the  surfaces  of  the  conductors, 
p=0,  and  the  second  term  of  the  first  member  of  equation  (20) 
disappears. 

The  first  term  is  the  expression  for  the  energy  of  the  charged 
system  expressed,  as  in  Art.  84^  in  terms  of  the  charges  and  the 
potentials  of  the  conductors^  and  this  expression  for  the  energy  we 
denote  by  W. 

99  5.]  Let  4^  be  a  function  of  x,  y,  z,  subject  to  the  condition  that 
its  value  at  the  closed  surface  «  is  4^,  a  known  quantity  for  every 
point  of  the  surface.  The  value  of  ^  at  points  not  on  the  surface 
i  is  perfectly  arbitrary. 

Let  us  also  write 

the  integration  being  extended  throughout  the  space  within  the 
surface;  then  we  shall  prove  that  if  4^^  is  a  particular  form  of  ♦ 
which  satisfies  the  surface  condition  and  also  satisfies  Laplace's 
Equation  572  ^j,^  —  q  ^23) 

at  every  point  within  the  surface,  then  W[,  the  value  of  JF  corre- 
sponding to  %,  is  less  than  that  corresponding  to  any  function  which 
difiers  from  ^^  at  any  point  within  the  surface. 

For  let  ^  be  any  function  coinciding  with  *i  at  the  surface  but 
not  at  every  point  within  it,  and  let  us  write  • 

^I/  =  ^J'l-h^J/2;  (24) 

then  ^2  is  a  function  which  is  zero  at  every  point  of  the  surface. 
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The  value  of  ^for  4^  will  be  evidently 

By  Green's  Theorem  the  last  term  may  be  written 

J-///*,V^*,^-^//*,f*.  (26) 

The  volume-integral  vanishes  because  V*  ^^^  =  0  within  the 
surface^  and  the  surface-integral  vanishes  because  at  the  sur&ce 
*2  =  0.     Hence  equation  (25)  is  reduced  to  the  form 

V^JTi+V^  (27) 

Now  the  elements  of  the  integral  Jf^  being  sums  of  three  squares, 
are  incapable  of  negative  values,  so  that  the  integral  itself  can  only 
be  positive  or  zero.  Hence  if  W^  ^^  ^^^  ^^^^  ^^  must  be  positive^ 
and  therefore  W  greater  than  JT^.  But  if  ^g  is  zero,  every  one  of 
its  elements  must  be  zero,  and  therefore 

(^_         ^  —  0      ^—0 
dx  ~'    ^      dif  ^   ^      dz  ^ 

at  every  point  within  the  surface,  and  4^2  must  be  a  constant  within 
the  surface.  But  at  the  surface  ^^j  =  0,  therefore  ^^  =  0  at  every 
point  within  the  surface,  and  ^  =  4^^,  so  that  if  W  is  not  greater 
than  W^^  ^  must  be  identical  with  4^^  at  every  point  within  the 
surface. 

It  follows  from  this  that  "^^  is  the  only  function  of  x^  ^,  z  which 
becomes  equal  to  4^  at  the  surface,  and  which  satisfies  Laplace's 
Equation  at  every  point  within  the  surface. 

For  if  these  conditions  are  satisfied  by  any  other  function  ♦j, 
then  W^  must  be  less  than  any  other  value  of  W.  But  we  have 
already  proved  that  W^  is  less  than  any  other  value,  and  therefore 
than  ^3.  Hence  no  function  difierent  from  ^^^  can  satisfy  the 
conditions. 

The  case  which  we  shall  find  most  useful  is  that  in  which  the 
field  is  bounded  by  one  exterior  surface^  «,  and  any  number  of 
interior  surfaces,  s^^  «2>  ^^'^  ^^^  when  the  conditions  are  that  the 
value  of  ^  shall  be  zero  at  »y  4^^  at  %y,  4^2  ^^  ^2)  ^^^  ^  ^^>  where 
^i>  ^2>  &c.  are  constant  for  each  surface,  as  in  a  system  of  conductors, 
the  potentials  of  which  are  given. 

Of  all  values  of  ^I'  satisfying  these  conditions,  that  gives  the 
minimum  value  of  W^  for  which  V^vp  _  q  at  every  point  in  the 
field. 
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Thomsan^s  Theorem. 

Lemma. 

100  a.]     Let  ^  be  any  function  of  a?,  y,  z  which  is  finite  and 

continuous  within  the  closed  surface  *,  and  which  at  certain  closed 

surfaces,  *i,  «2>  *p>  ^^'f  ^*s  the  values  *i,  *2>  *p>  ^^^  constant  for 

each  surface. 

Let  Uy  Vj  w  be  functions  of  a?,  y,  Zy  which  we  may  consider  as  the 
components  of  a  vector  S  subject  to  the  solenoidal  condition 

and  let  us  put  in  Theorem  III 

X=qfUy     T=:^v,     Z^^w\  (29) 

we  find  as  the  result  of  these  substitutions 

+Ilh''^  +t;^+«'^)^4rfz=0.  (30) 

the  surface-integrals  being  extended  over  the  different  surfaces  and 
the  volume-integrals  being  taken  throughout  the  whole  field. 
Now  the  first  volume-integral  vanishes  in  virtue  of  the  solenoidal 
condition  for  «,  r,  w,  and  the  surface-integrals  vanish  in  the  follow- 
ing cases : — 

(1)  When  at  every  point  of  the  surface  ^  =  0. 

(2)  When  at  every  point  of  the  surface  ^t^  +  wy  +  ww  =  0. 

(3)  When  the  surface  is  entirely  made  up  of  pai-ts  which  satisfy 
either  (l)  or  (2). 

(4)  When  4'  is  constant  over  the  whole  closed  surface,  and 

/  /  (lu-\-mv  +  nw)  da  =  0. 
Hence  in  these  four  cases  the  volume-integral 

100  i.]    Now  consider  a  field  bounded  by  the  external  closed 
surface  s,  and  the  internal  closed  surfaces  s^^  s^^  &c. 

Let  ^  be  a  function  of  a?,  y,  0,  which  within  the  field  is  finite 
and  continuous  and  satisfies  Laplace's  Equation 

724/  =  0,  (32) 

and  has  the  constant,  but  not  given,  values  ^j,  ^2>  ^^'  ^^  ^^® 
surfaces  s^y  ^g,  &c.  respectively,  and  is  zero  at  the  external 
surface  8. 

VOL.  I.  K 
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The  charge  of  any  of  the  conducting  sor&ces,  as  Si,  is  given 
by  the  sorfiEice-integral 

1   r  r  d^ 

the  normal  Vi  being  drawn  from  the  surface  s^  into  the  electric 
field. 

100  c]  Now  let  /,  ^,  h  be  functions  of  a?,  y,  z^  which  we  may 
consider  as  the  components  of  a  vector  2),  subject  only  to  the 
conditions  that  at  every  point  of  the  field  they  must  satisfy  the 
solenoidal  equation 

dx^  dy    ^   dz  ""^'  t^^^ 

and  that  at  any  one  of  the  internal  closed  surfaces,  as  s^^  the  surface- 
integral 

yJ(^i/+%^  +  «iA)&=  ^1,  (35) 

where  /,  m^  n  are  the  direction  cosines  of  the  normal  i^^  drawn 
outwards  from  the  surface  8^  into  the  electric  field,  and  e^  is  the 
same  quantity  as  in  equation  (33),  being,  in  &ct,  the  electric  charge 
of  the  conductor  whose  surface  is  ^j. 

We  have  to  consider  the  value  of  the  volume-integral 

W^  =  ^""fffif^-^^^  +^')  dxdydz,  (36) 

extended  throughout  the  whole  of  the  field  within  8  and  without 
«i,  «2'  ^M  ^^^  ^  compare  it  with 

^.-^///[(£A(f)^(S')>**.      (") 

the  limits  of  integration  being  the  same. 
Let  us  write 

^.    1    ^*  1    rf*  -       1    rf*        .. 

«*=/+-T— :t-»     «^=^  +  -7-^7-»      «^  =  ^+^r-:j-'      (38) 

•^       47r  a»  "^      4Tr  dy  4ir  efo         ^     ' 

and     »i  =  2  vjjj(u^  +  r^  +  w^)dadydz;  (39) 

then  since 
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Now  in  the  first  place^  n,  Vy  to  satisfy  the  solenoidal  condition  at 
every  point  of  the  field,  for  by  equations  (38) 

^+^+^  =  ^+^+^_.±V2*  (41) 

dx      dy       dz       dx      dy       dz       ^fs         '  ^     ' 

and  by  the  conditions  expressed  in  equations  (34)  and  (32),  both 
parts  of  the  second  member  of  (41)  are  zero. 
In  the  second  place,  the  surface-integral 

//  {}\V,^m^V'\'n^w)d9^ 

=fjihf+n^iif+r^i)d*,+  -l-jf§^ds„  (42) 

but  by  (35)  the  first  term  of  the  second  member  is  e,  and  by  (33) 
the  second  term  is  »  e,  so  that 

//  (^i«  +  «h«^  +  «i«^)rf^i  =  0*  (43) 

Hence,  since  ^^  is  constant,  the  fourth  condition  of  Art.  100a  is 
satisfied,  and  the  last  term  of  equation  (40)  is  zero,  so  that  the 
equation  is  reduced  to  the  form 

V^^JF^+JPi.  (44) 

Now  since  the  element  of  the  integral  ^  is  the  sum  of  three 
squares,  u^+v^+w^y  it  must  be  either  positive  or  zero.  If  at  any 
point  within  the  field  u^  v,  and  w  are  not  each  of  them  equal  to  zero, 
the  integral  Tf^  must  have  a  positive  value,  and  ^  must  therefore 
be  greater  than  W^.  But  the  values  w  =  t?  =  «^  =  0  at  eveiy  point 
satisfy  the  conditions. 

Hence,  if  at  every  point 

•^="4^^'     ^="4^^*      ^=-4^^'  ^^^f 

then  JT^^JKy  (46) 

and  the  value  of  JF^  corresponding  to  these  values  of  J\ff,  A,  is  less 
than  the  value  corresponding  to  any  values  of  /*,  ^,  h^  difiering 
from  these. 

Hence  the  problem  of  determining  the  displacement  and  po- 
tential, at  every  point  of  the  field,  when  the  charge  on  each 
conductor  is  given,  has  one  and  only  one  solution. 

This  theorem  in  one  of  its  more  general  forms  was  first  stated 
by  Sir  W.  Thomson*.  We  shall  afterwards  show  of  what  gene- 
ralization it  is  capable. 

*  Cambridge  and  DMiin  Mathematical  Journal,  Februaryt  1848. 
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100  d.]  This  theorem  may  be  modified  by  sapposing  that  the 
vector  !D,  instead  of  satisfying  the  solenoidal  condition  at  every 
point  of  the  fields  satisfies  the  condition 

where  />  is  a  finite  quantity,  whose  value  is  given  at  eveiy  point  in 
the  field,  and  may  be  positive  or  negative^  continuous  or  discon- 
tinuous, its  volume-integral  within  a  finite  region  being,  however, 
finite. 

We  may  also  suppose  that  at  certain  surfaces  in  the  field 

lf-\'mg  +  nh  +  rf^-myWh'^<r,  (48) 

when  l^  m^  n  and  f ,  m^  v!  are  the  direction  cosines  of  the  normals 
drawn  from  a  point  of  the  surface  towards  those  regions  in  which 
the  components  of  the  displacement  are  f^  g^  h  and  f\  ^,  V  re- 
spectively, and  (T  is  a  quantity  given  at  all  points  of  the  surfiace, 
the  surface-integral  of  which,  over  a  finite  surface,  is  finite. 

100  ^.]  We  may  also  alter  the  condition  at  the  bounding  surfaces 
by  supposing  that  at  every  point  of  these  surfaces 

If+mg+nA  =  (T,  (49) 

where  <r  is  given  for  every  point. 

(In  the  original  statement  we  supposed  only  the  value  of  the 
integral  of  cr  over  each  of  the  surfaces  to  be  given.  Here  we 
suppose  its  value  given  for  every  element  of  surface,  which  comes 
to  the  same  thing  as  if,  in  the  original  statement,  we  had  considered 
every  element  as  a  separate  surface.) 

None  of  these  modifications  will  afiect  the  truth  of  the  theorem 
provided  we  remember  that  ^  must  satisfy  the  corresponding 
conditions,  namely,  the  general  condition, 

^  +  ^-^^+4.p  =  0,  (50) 

and  the  snrfaoe  condition 

^  +  ^57  +  *''  =  ^-  ^'') 

For  if,  as  before, 

•^  ^  4ir  fife         '      ^^^irdy         '  ^-n  dz  ' 

then  u^  r,  w  will  satisfy  the  general  solenoidal  condition 
du      dv      ^^  _  /| 
^  ■*■  ^  "^  ^  ~    ' 
and  the  surface  condition 

•  lu+mv+nw+l't^+fnfv^+nW  =  0, 
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and  at  the  bounding  surface 
whence  we  find  as  before  that 

and  that  ^=^+»5. 

Hence  as  before  it  is  shewn  that  ^  is  a  unique  minimum  when 
^  =  0,  which  implies  that  S  is  everywhere  zero,  and  therefore 

^irda  4Tr  dy  ^         ""       411  dz 

101  a.]  In  our  statement  of  these  theorems  we  have  hitherto 
confined  ourselves  to  that  theory  of  electricity  which  assumes  that 
the  properties  of  an  electric  system  depend  on  the  form  and  relative 
position  of  the  conductors,  and  on  their  charges,  but  takes  no 
account  of  the  nature  of  the  dielectric  medium  between  the 
conductors. 

According  to  that  theory,  for  example,  there  is  an  invariable 
relation  between  the  surface  density  of  a  conductor  and  the  electro- 
motive intensity  just  outside  it,  as  expressed  in  the  law  of  Coulomb 

R  =:  4iro-. 

But  this  is  true  only  in  the  standard  medium,  which  we  may 
take  to  be  air.  In  other  media  the  relation  is  different,  as  was 
proved  experimentally,  though  not  published,  by  Cavendish,  and 
afterwards  rediscovered  independently  by  Faraday. 

In  order  to  express  the  phenomenon  completely,  we  find  it 
necessary  to  consider  two  vector  quantities,  the  relation  between 
which  is  different  in  different  media.  One  of  these  is  the  electro- 
motive intensity,  the  other  is  the  electric  displacement.  The 
electromotive  intensity  is  connected  by  equations  of  invariable 
form  with  the  potential,  and  the  electric  displacement  is  connected 
by  equations  of  invariable  form  with  the  distribution  of  electricity, 
but  the  relation  between  the  electromotive  intensity  and  the  electric 
displacement  depends  on  the  nature  of  the  dielectric  medium,  and 
must  be  expressed  by  equations,  the  most  general  form  of  which 
is  as  yet  not  fully  determined,  and  can  be  determined  only  by  ex- 
periments on  dielectrics. 

101  J.]  The  electromotive  intensity  is  a  vector  defined  in  Art.  68, 
as  the  mechanical  force  on  a  small  quantity  e  of  electricity  divided 
by  e.  We  shall  denote  its  components  by  the  letters  P,  Q,  JB, 
and  the  vector  itself  by  @. 

In  electrostatics,  the  line  integral  of  (S  is  always  independent 
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of  the  path  of  integration,  or  in  other  words  @  is  the  space- variation 
of  a  potential.     Hence 

dx'      ^  dy  *  dz* 

or  more  briefly^  in  the  language  of  Quaternions 

lOl^r.]  The  electric  displacement  in  any  direction  is  defined 
in  Art.  68,  as  the  quantity  of  electricity  carried  through  a  small 
area  J,  the  plane  of  which  is  normal  to  that  direction,  divided 
by  A.  We  shall  denote  the  rectangular  components  of  the  electric 
displacement  by  the  letters/,  y,  ^,  and  the  vector  itself  by  3). 
The  volume-density  at  any  point  is  determined  by  the  equation 
^_df     dg      dh  r\ 

'     ^-^di^d^^d^'  ^» 

or  in  the  language  of  Quaternions 

/     Tlie  surface-density  at  any  point  of  a  charged  surface  is  deter- 
I  mined  by  the  equation 

<r  =r //+ w^ + »^ + ^y -h  «»y + «T, 

where  /,  ^,  A  are  the  components  of  the  displacement  on  one  side 
of  the  surface,  the  direction  cosines  of  the  normal  drawn  from  the 
surface  on  that  side  being  I,  m,  n,  and  f^  ^,  ^  and  T,  m\  n'  are  the 
components  of  the  displacements,  and  the  direction  cosines  of  the 
normal  on  the  other  side. 

This  is  expressed  in  Quaternions  by  the  equation 

where  TJv^  Uv  are  unit  normals  on  the  two  sides  of  the  surface^ 
and  8  indicates  that  the  scalar  part  of  the  product  is  to  be  taken. 

When  the  surface  is  that  of  a  conductor,  v  being  the  normal 
drawn  outwards,  then  since/,  /,  A'  and  3)''  are  zero,  the  equation  is 
reduced  to  the  form 

^  —  (V+^^  +  «^); 

The  whole  charge  of  the  conductor  is  therefoi^ 
e  =  jj(lf'¥  mff  +  nh)  ds ; 


■fi 


^^l    S.Uv^ds. 


101  rf.]  The  electric  energy  of  the  system  is,  as  was  shown  in 
Art.  84,  half  the  sum  of  the  products  of  the  charges  into  their 
respective  potentials.    Calling  this  energy  W^ 


-///(■ 


lOI  e.]  PKOPEBTIBS  OP  A  DIBLBCTBIC.  135 

where  the  volume-mtegral  is  to  be  taken  throughout  the  electric 
field,  and  the  surfiace-integral  over  the  surfaces  of  the  conductors. 
Writing  in  Theorem  III,  Art.  21, 

J=>P/       T^^g,      Z=^A, 
we  find 

Substituting  this  value  for  the  surface-integral  in  W  we  find 

or       W^\fff{/P^gq+hR)dxdydz.  f}\ 

101  ^.]  We  now  come  to  the  relation  between  !I)  and  @. 
The  unit  of  electricity  is  usually  defined  with  reference  to 
experiments  conducted  in  air.  We  now  know  from  the  experiments 
of  Boltzmann  that  the  dielectric  constant  of  air  is  somewhat  greater 
than  that  of  a  vacuum,  and  that  it  varies  with  the  density.  Hence, 
strictly  speaking,  all  measurements  of  electric  quantity  require  to 
be  corrected  to  reduce  them  either  to  air  of  standard  pressure  and 
temperature,  or,  what  would  be  more  scientific,  to  a  vacuum,  just 
as  indices  of  refraction  measured  in  air  require  a  similar  correction, 
the  correction  in  both  cases  being  so  small  that  it  is  sensible  only 
in  measurements  of  extreme  accuracy. 
In  the  standard  medium 

4ir3)  =  e, 
or     47r/=P,         4iry=Q,         47rA  =  iZ. 
In  an  isotropic  medium  whose  dielectric  constant  is  K 
47rjD  =  Ze, 
47r/=  ZP,         4  ir^  =  KQ,         47r  A  =  KR. 
There  ar6  some  media,  however,  of  which  glass  has  been  the  most 
carefully  investigated,  in  which  the  relation  between  !D  and  @ 
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is  more  complicated,  and  involves  the  time  variation  of  one  or 
both  of  these  quantities,  so  that  the  relation  must  be  of  the  form 

F{^,  e,  1),  e,  3j,  e,  &c.)  =  o. 

We  shall  not  attempt  to  discuss  relations  of  this  more  general  kind 
at  present,  but  shall  confine  ourselves  to  the  case  in  which  !D  is 
a  linear  and  vector  function  of  @. 

The  most  general  form  of  such  a  relation  may  be  written 

where  <t>  during  the  present  investigation  always  denotes  a  linear 
and  vector  function.  The  components  of  ^  are  therefore  homo- 
geneous linear  functions  of  those  of  %  and  may  be  written  in 
the  form  47r/=  ^:^P  +  ^^  Q-^K^R; 

where  the  first  suffix  of  each  coefficient  K  indicates  the  direction 
of  the  displacement^  and  the  second,  that  of  the  electromotive 
intensity. 

The  most  general  form  of  a  linear  and  vector  function  involves 
nine  independent  coefficients.  When  the  coefficients  which  have 
the  same  pair  of  suffixes  are  equal,  the  function  is  said  to  be 
self-conjugate. 

If  we  express  @  in  terms  of  !D  we  shall  have 

or  P  =  4  77  (*„/+  iy^ff  +  *„  i)y 

Q=4ir(>fe^/+*,,^H-*.,4 
7Z=47r(*„/+i,.^  +  ^„A). 
101  y*.]    The  work  done  by  the  electromotive  intensity  whose 
components  are  P,  Q,  J?,  in  producing  a  displacement  whose  com- 
ponents are  d/^  dg^  and  dhy  in  unit  of  volume  of  the  medium,  is 
dW^Pdf^^qdg^Rdh. 
Since  a  dielectric  under  electric  displacement  is  a  conservative 
system,  W  must  be  a  function  of  f^  g^  A,  and  since  /,  g,  i  may  vary 
independently,  we  have 

Hence  ^  =  ^!^  =  i!^  =  ^9. 

dg        dfdg       dgdf      df 

But  -^  =  47r^y^,  the  coefficient  of  g  in  the  expression  for  P, 
and  -j:>=  ^^f^xyi  ^^c  coefficient  of  y*  in  the  expression  for  Q. 
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Hence  if  a  dielectric  is  a  conservative  system,  (and  we  know  that 
it  is  so,  because  it  can  retain  its  energy  for  an  indefinite  time), 

and  ^"^  is  a  self-conjugate  function. 

Hence  it  follows  that  (j)  also  is  self-conjugate,  and 

101  ^.]  The  expression  for  the  energy  may  therefore  be  written 
in  either  of  the  forms  ^^,,,  /j,  /, ,.,  ^    ^  ^/^ 

or  •^2K^SP-\-2K,,PQ]dxdjfdz, 

^^  =  ^^fff\f^^r  +  Ky9^+Kh^'^2k,,gh 

+  2>fe«.  A/+  ^^^fo]  ^^ ^y  ^^y 
where  the  suffix  denotes  the  vector  in  terms  of  which  W\&  to  be 
expressed.  When  there  is  no  suffix^  the  energy  is  understood  to  be 
expressed  in  terms  of  both  vectors. 

We  have  thus,  in  all,  six  diflferent  expressions  for  the  energy 
of  the  electric  field.  Three  of  these  involve  the  charges  and  poten- 
tials of  the  surfaces  of  conductors,  and  are  given  in  Art.  87. 

The  other  three  are  volume-integrals  taken  throughout  the 
electric  field,  and  involve  the  components  of  electromotive  intensity 
or  of  electric  displacement,  or  of  both. 

The  first  three  therefore  belong  to  the  theory  of  action  at  a 
distance,  and  the  last  three  to  the  theory  of  action  by  means  of  the 
intervening  medium. 

These  three  expressions  for  W  may  be  written, 

101  A."]  To  extend  Green's  Theorem  to  the  case  of  a  hetero- 
geneous anisotropic  medium,  we  have  only  to  write  in  Theorem  III, 
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and  we  obtain  (remembering  that  the  order  of  the  suffixes  of  the 
coefficients  is  indifferent), 

=  -fff[jr    ^i*       ir     d*  d^    ,    jr     ^*  ^^ 
JJJ  I     "  dx   dx  '^     **  dy    dy  ■•"     "  dz    dz 

j^    fd^  d^       d*  <f<I>N  .d'9  d<P       rf*  d<tf^ 

'*'  "^dy  'di'^~dr'df)'^^"\iF~d:^'^ww^ 

+  K    (^^+^^)]dxdydz 
^     '*Wa>    dy   ^  dy   dx>\       ' 

+  {K„l+K„m+K„n)^dt 

+777  *U(^-^  +  ^-^  +  ^"ifo ) 

+  ^^^""^  +  ^"-^  +  ^^'IF) 

d  f  ^    d<i       ^    d*       „     rf*s"l  ,    ,    , 

Using  quaternion  notation  the  result  may  be  written  more  briefly, 
=:^ffjS.V^<t>V^df^fJfs.V^q>V^df 

Limits  between  which  the  electric  capacity  of  a  conductor  must  lie. 

102  a.]    The  capacity  of  a  conductor  or  system  of  conductors 
has  been  already  defined  as  the  charge  of  that  conductor  or  system 
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of  conductors  when  raised  to  potential  unity,  all  the  other  con- 
ductors in  the  field  being  at  potential  zero. 

The  following  method  of  determining  limiting  values  between 
which  the  capacity  must  lie,  was  suggested  by  a  paper  *0n  the 
Theory  of  Resonance,'  by  the  Hon.  J.  W.  Strutt,  Phil.  Trans.  1871. 
See  Art.  308. 

Let  *i  denote  the  surface  of  the  conductor,  or  system  of  con- 
ductors, whose  capacity  is  to  be  determined,  and  Sq  the  surface  of 
all  other  conductors.  Let  the  potential  of  Si  be  ^i,  and  that  of  Sq, 
%.     Let  the  charge  of  s^he  e^.    That  of  Sq  will  be  —  ^j. 

Then  if  j'  is  the  capacity  of  ^j, 

and  if  W  is  the  energy,  of  the  system  with  its  actual  distribution  of 
electricity  JT^ie^  (%-%),  (2) 

To  find  an  upper  limit  of  the  value  of  the  capacity.  Assume  any 
value  of  ^  which  is  equal  to  1  at  ^^  and  equal  to  zero  at  «q,  and 
calculate  the  value  of  the  volume-integral 

extended  over  the  whole  field. 

Then  as  we  have  proved  (Art.  99  5)  that  JF  cannot  be  greater 
than  Jfiy  the  capacity,  q,  cannot  be  greater  than  2^. 

To  find  a  lower  limit  of  the  value  of  the  capacity.  Assume  any 
system  of  values  of  J)  9>  ^>  which  satisfies  the  equation 

and  let  it  make    /  /  {lJ^-\-  tn^g  4-  n^h)  ds^  =  e-^.  (6) 

Calculate  the  value  of  the  volume-integral 

Wi,  =  2itffj{P-^g^+h^)dxdydz,  (7) 

extended  over  the  whole  field ;  then  as  we  have  proved  (Art.  100  c) 
that  ^cannot  be  greater  than  ^,  the  capacity,  q^  cannot  be  less 
than  (?i2 

The  simplest  method  of  obtaining  a  system  of  values  of  y,  ^,  h, 
which  will  satisiy  the  solenoidal  condition,  is  to  assume  a  distribu- 
tion of  electricity  on  the  surface  of  s^y  and  another  on  *o»  ^^  sum 
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of  the  charges  being  zero,  then  to  calculate  the  potential,  ^,  due 
to  this  distribution,  and  the  electric  energy  of  the  system  thus 
arranged,  which  we  may  call  Jf^. 

If  we  then  make 

l_d^  l_rf*  l_rf^ 

^-n  dx  ^v  dy  *"        4^Tr  dz  * 

these  values  o{/y  g^  h  will  satisfy  the  solenoidal  condition. 

But  in  this  case  we  can  determine  W^  without  going  through 
the  process  of  finding  the  volume-integral.  For  since  this  solution 
makes  V^'if  =  0  at  all  points  in  the  field,  we  can  obtain  W^  in  the 
form  of  the  surface-integrals, 

^*  ==  i//**'^  ^^  +  i//*""o*o.  (9) 

where  the  first  integral  is  extended  over  the  surface  s^  and  the 
second  over  the  surface  s^. 

If  the  surface  Sq  is  at  an  infinite  distance  from  s^^  the  potential 
at  8q  is  zero  and  the  second  term  vanishes. 

102  bJ]  An  approximation  to  the  solution  of  any  problem  of  the 
distribution  of  electricity  on  conductors  whose  potentials  are  given 
may  be  made  in  the  following  manner : — 

Let  «i  be  the  surface  of  a  conductor  or  system  of  conductors 
maintained  at  potential  1,  and  let  *q  be  the  surface  of  all  the  other 
conductors,  including  the  hollow  conductor  which  surrounds  the 
rest,  which  last,  however,  may  in  certain  cases  be  at  an  infinite 
distance  from  the  others. 

Begin  by   drawing  a  set  of  lines,   straight  or  curved,  from 

9^  to  ^0* 

Along  each  of  these  lines,  assume  4^  so  that  it  is  equal  to  1  at  ^j, 
and  equal  to  0  at  Jq.    Then  if  P  is  a  point  on  one  of  these  lines  we 

may  take  ^'^  =  -t-  ^  as  a  first  approximation. 

We  shall  thus  obtain  a  first  approximation  to  ^  which  satisfies 
the  condition  of  being  equal  to  unity  at  s-^  and  equal  to  zero  at  s^. 

The  value  of  W^  calculated  from  ^^  would  be  greater  than  W. 

Let  us  next  assume  as  a  second  approximation  to  the  lines  of 
force 

The  vector  whose  components  are  a,  5,  c  is  normal  to  the  surfaces 
for  which  4^1  is  constant.  Let  us  determine  jo  so  as  to  make  a,  b,  c 
satisfy  the  solenoidal  condition.     We  thus  get 


102  6.]  CALCULATION   OF  CAPACITY.     ,  141 

fd^%       d^%       rf^vjr^x        dpd^       ^^-     dpcr^_ 
^  ^~d^  "^   dy^    "^    rf^2  J  +  dxdx  "^  dydy^  dzd^'^^'      ^^^^ 
If  we  draw  a  line  from  ^j^  to  *q  whose  direction  is  always  normal 
to  the  surfaces  for  which  ♦  is  constant,  and  if  we  denote  the  length 
of  this  line  measured  fit)m  *q  by  By  then 

ds  dx^  da  dy  da    \^       dz^        ^     ^ 

d^  ' 

where  R  is  the  resultant  intensity  =5  — ^ ,  so  that 

dpd"^      dpd^      dpd^  _  _j.dp 
dx  dx       dy  dy       dz  dz  da^ 

and  equation  (11)  becomes 

pV^<i>  =  R-%,  (14) 

whence  p^C  exp.J      -^~  d^^^ ,  (15) 

the  integral  being  a  line  integral  taken  along  the  line  8. 
Let  us  next  assume  that  along  the  line  «, 

ds  ^     ds         da         da' 

--^1i'  (16) 

then  >P2  =  C^*'  (^exp.f^^d%)  d%,  (17) 

the  integration  being  always  understood  to  be  performed  along  the 
line  a. 

The  constant  C  is  now  to  be  determined  from  the  condition  that 
4^2  =  1  at  «jL  when  also  ^^  =  1,  so  that 

^VWo    ^2-^*^*=l-  (18) 

This  gives  a  second  approximation  to  ♦,  and  the  process  may 
be  repeated. 

The  results  obtained  from  calculating  J^^,  W^^^  W^^  &c.,  give 
capacities  alternately  above  and  below  the  true  capacity  and  con- 
tinually approximating  thereto. 

The  process  as  indicated  above  involves  the  calculation  of  the 
form  of  the  line  a  and  integration  along  this  line,  operations  which 
are  in  general  too  difficult  for  practical  purposes. 
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In  certain  cases  however  we  may  obtain  an  approximation  by  a 
simpler  process. 

102  c."]  As  an  illastration  of  this  method,  let  us  apply  it  to 
obtain  successive  approximations  to  the  equipotential  surfaces  and 
lines  of  induction  in  the  electric  field  between  two  surfaces  which 
are  nearly  but  not  exactly  plane  and  parallel,  one  of  which  is 
maintained  at  potential  zero,  and  the  other  at  potential  unity. 

Let  the  equations  of  the  two  surfaces  be 

^i=/i(^./)  =  «  (19) 

for  the  surfSsu^e  whose  potential  is  zero,  and 

H^AM-^i  (20) 

for  the  surface  whose  potential  is  unity,  a  and  h  being  given 
functions  of  m  and  y,  of  which  h  is  always  greater  than  a.  The 
first  derivatives  of  a  and  h  with  respect  to  x  and  y  are  small  quan- 
tities of  which  we  may  neglect  powers  and  products  of  more  than 
two  dimensions. 

We  shall  begin  by  supposing  that  the  lines  of  induction  are 
parallel  to  the  axis  of  z^  in  which  case 

/=0,    ^=0,    g  =  0.  (21) 

Hence  h  is  constant  along  each  individual  line  of  induction,  and 

♦  =  -47r/  Ai;?=  —47r A (;?—«).  (22) 

When  jjf  =  i,  *  =  1,  hence 

A=-— i-^,  (23) 

and  ^^^.p^,  (24) 

which  gives  a  first  approximation  to  the  potential,  and  indicates  a 
series  of  equipotential  sur&ces  the  intervals  between  which, 
measured  parallel  to  ;7^  are  equal. 

To  obtain  a  second  approximation  to  the  lines  of  induction,  let  us 
assume  that  they  are  everywhere  normal  to  the  equipotential 
surfaces  as  given  by  equation  (24). 

This  is  equivalent  to  the  conditions 

"^  dx  ^  dy  dz 

where  A  is  to  be  determined  so  that  at  every  point  of  the  field 

df      da       dh       ^  ,^^. 
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and  also  so  that  the  line-integral 

taken  along  any  line  of  induction  from  the  surface  a  to  the  surface 
i,  shall  be  equal  to  —1. 
Let  us  assume 

A=  l+J  +  J!(i?-fl)  +  (7(ir-.a)2,  (28) 

and  let  us  neglect  powers  and  products  of  A^  £,  C^  and  at  this  stage 
of  our  work  powers  and  products  of  the  first  deriTatives  of  a  and  b. 
The  solenoidal  condition  then  gives 

J,  =  -V...         C=-jI^.  (29) 

where  v»  =  -(^  +  ^).  (30) 

If  instead  of  taking  the  line-integral  along  the  new  line  of 
induction,  we  take  it  along  the  old  line  of  induction,  parallel  to 
Zy  the  second  condition  gives  ^^i,'^^ 

1  =l+J  +  l5(J-a)  +  iC(i-a)2. 

Hence  A^\{h^a)V^{2a-\-h\    .  (31) 

and      ^v 

A=l+^(i-a)V2(2a  +  i)-(^-«)V2«~i^^^V2(i-fl).(32) 

We  thus  find  for  the  second  approximation  to  the  components  of 

displacement^ 

\    rda       d{b^a)z^a'^ 

b^a\dx  dx      b^a  s 

\    rda      d(b^a)Z'-a'\  ,. 

—   47rA=  r f 

b^a 
and  for  the  second  approximation  to  the  potential, 

If  (r«  and  cr^  are  the  surface-densities  and  ^^  ^^^  %  ^^^  potentials 
of  the  surfaces  a  and  b  respectively, 


CHAPTER  V. 

MECHANICAL   ACTION   BETWEEN  TWO  ELECTRICAL   SYSTEMS. 

103.]  Let  E^  and  E2  be  two  electrical  systems^  the  matual  action 
between  which  we  propose  to  investigate.  Let  the  distribution  of 
electricity  in  £1  be  defined  by  the  volnme-density,  p^,  of  the 
element  whose  coordinates  are  x^^yi^Zi.  Let  p2  be  the  volume- 
density  of  the  element  of  E^ ,  whose  cooi*dinates  are  ^2  >  ^2  >  ^^2  • 

Then  the  ^-component  of  the  force  acting  on  the  element  of  E^ 
on  account  of  the  repulsion  of  the  element  of  E^^  will  be 

SB  —^  OB 

where  r^  =  {^i—itiY+iyi-y^^^+ih-^zY^ 

and  if  A  denotes  the  x  component  of  the  whole  force  acting  on  Ej^ 

on  account  of  the  presence  of  E2 

where  the  integration  with  respect  to  iPi,  yi,  i?i  is  extended 
throughout  the  region  occupied  by  E^,  and  the  integration  with 
respect  to  x^^y^^  H  ^^  extended  throughout  the  region  occupied 
by  E^. 

Since,  however,  p^  is  zero  except  in  the  system  J^j,  and  pg  is  2:ero 
except  in  the  system  E^^  the  value  of  the  integral  will  not  be 
altered  by  extending  the  limits  of  the  integrations,  so  that  we  may 
suppose  the  limits  of  every  integration  to  be  +  00. 

This  expression  for  the  force  is  a  literal  translation  into  mathe- 
matical symbols  of  the  theory  which  supposes  the  electric  force 
to  act  directly  between  bodies  at  a  distance,  no  attention  being 
bestowed  on  the  intervening  medium. 

If  we  now  define  ^2>  ^^  potential  at  the  point  iP^,  y^,  z-^^  arising 
from  the  presence  of  the  system  E^y  by  the  equation 

%=fjf^dx,dy,dz„  (2) 

^2  will  vanisli  at  an  infinite  distance,  and  will  everywhere  satisfy 
theeqaation  v«*a  =  4«f»a.  (3) 
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We  may  now  express  A  in  the  form  of  a  triple  integral 

Here  the  potential  ^2  ^  supposed  to  have  a  definite  value  at 
every  point  of  the  field,  and  in  terms  of  this,  together  with  the 
distribution,  p^,  of  electricity  in  the  first  system  JS^,  the  force  A  is 
expressed,  no  explicit  mention  being  made  of  the  distribution  of 
electricity  in  the  second  system  -2*2* 

Now  let  ^1  be  the  potential  arising  from  the  first  system, 
expressed  as  a  function  of  a?,y,  z^  and  defined  by  the  equation 

%^  fjf^-^dx,dy,dz,,  (5) 

%  will  vanish  at  an  infinite  distance,  and  will  everywhere  satisfy 
the  equation 

V^%-4:irp^.  (6) 

We  may  now  eliminate  pi  from  A  and  obtain 

in  which  the  force  is  expressed  in  terms  of  the  two  potentials  only. 

104.]  In  all  the  integrations  hitherto  considered,  it  is  indifferent 
what  limits  are  prescribed,  provided  they  include  the  whole  of  the 
system  E^,  In  what  follows  we  shall  suppose  the  systems  E^  and 
^2  ^  ^  <such  that  a  certain  closed  surfEice  s  contains  within  it  the 
whole  of  ^1  but  no  part  of  j&g. 

Let  us  also  write 

then  within  *,  p^  =  0,  p  ssp^, 

and  without  s  p^  =  0,  p  =  pj.  (9) 

Now  ^11  =  ^JJJ^  p^  dx^  dy^  dz^  (1 0) 

represents  the  resultant  force,  in  the  direction  x,  on  the  system  E^ 
arising  from  the  electricity  in  the  system  itself.  But  on  the  theory 
of  direct  action  this  must  be  zero,  for  the  action  of  any  particle  P  on 
another  Q  is  equal  and  opposite  to  that  of  Q  on  P,  and  since  the 
components  of  both  actions  enter  into  the  integral,  they  will 
destroy  each  other. 

We  may  therefore  write 

VOL.   I.  L 
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where  ^  is  the  potential  arising  from  hoth  systems,  the  integration 
being  now  limited  to  the  space  within  the  closed  sar&ce  8,  which 
includes  the  whole  of  the  system  ^^  but  none  of  E^. 

105.]  If  the  action  of  E2  ^^  ^1  ^^  eflFected,  not  by  direct  action 
at  a  distance,  but  by  means  of  a  distribution  of  stress  in  a  medium 
extending,  continuously  from  S^  ^  ^i»  ^^  ^^  manifest  that  if  we 
know  the  stress  at  every  point  of  any  closed  surface  *  which 
completely  separates  ^^  from  ^2>  ^^  ^^^^  ^^  ^^^^  ^  determine 
completely  the  mechanical  action  of -ffg  ^^  -^i-  For  if  the  force  on 
^1  is  not  completely  accounted  for  by  the  stress  through  *,  there 
must  be  direct  action  between  something  outside  of  s  and  some- 
thing inside  of  8, 

Hence  if  it  is  possible  to  account  for  the  action  of  E2  on  E^^  by 
means  of  a  distribution  of  stress  in  the  interveniug  medium,  it 
must  be  possible  to  express  this  action  in  the  form  of  a  surface- 
integral  extended  over  any  surface  8  which  completely  separates 
E2  from  El , 

Let  us  therefore  endeavour  to  express 

in  the  form  of  a  surface  integral. 

By  Theorem  III  we  may  do  so  if  we  can  determine  Z,  Tand  Z, 
80  that 

dx^dx^   '^  dy^   '^  dz^)'^  dx  '^  dy    ^  ~di '  ^^^^ 

Taking  the  terms  separately, 

rf*</^_   1    rf_,rf^x2 

dx  dx^  ^  2  dx  ^dx^ 

d^d^_  d_  rd^ d^y.       d^  d^^ 
dx  dy^  ""  dy  ^dx  dy^  ""  dy  dxdy' 

~~  dy^dx  dy^       2dx^dy^ 
Similar]       ^1!^_   'lrli!^^_l_^  (^\^ 

If,  therefore,  we  write 
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,rf*x«      fd*^^      .d^^^     „ 


dz' 


»*» 


dz'        ^dx 
,d^^      (d<i/^      (d<\/^      „ 


t'"-! 


<M 


CO 


U4) 


Cf) 


^U^ 


(14) 


(15) 


the   integration  being  extended  throughout  the  space  within,  a 
Transforming  the  volume-integral  by  Theorem  III,  Art.  21, 


^  =yj  (^i'«+»»A.+«Ar)  i»> 


(16) 


where  (fe  is  an  element  of  any  closed  surface  including  the  whole 
of  ^1  but  none  of  E^^  and  Imn  are  the  direction  cosines  of  the 
normal  drawn  from  d%  outwards. 

For  the  components  of  the  force  on  jE^  in  the  directions  oiy  and 
z^  we  obtain  in  the  same  way 


(17) 
(18) 


If  the  action  of  the  system  E^  on  E^^  does  in  reality  take  place 
by  direct  action  at  a  distance^  without  the  intervention  of  any 
medium,  we  must  consider  the  quantities  J9„  &c.  as  mere  abbreviated 
forms  for  certain  symbolical  expressions^  and  as  having  no  physical 
significance. 

But  if  we  suppose  that  the  mutual  action  between  E^  and  Ej^  is 
kept  up  by  means  of  stress  in  the  medium  between  them,  then  since 
the  equations  (16),  (17),  (18)  give  the  components  of  the  resultant 
force  arising  from  the  action,  on  the  outside  of  the  surface  *,  of 
the  stress  whose  six  components  are  jd^^  &c.,  we  must  consider 
/?a»  &c.  as  the  components  of  a  stress  actually  existing  in  the 
medium. 
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106.]  To  obtain  a  clearer  view  of  the  nature  of  this  stress  let 
us  alter  the  form  of  part  of  the  surface  9  so  that  the  element  ds 
may  become  part  of  an  equipotential  surface.  (This  alteration  of 
the  surface  is  legitimate  provided  we  do  not  thereby  exclude  any 
part  of  ^1  or  include  any  part  of  E^. 

Let  i;  be  a  normal  to  di  drawn  outwards. 

Let  R  = =—  be  the  intensity  of  the  electromotive  force  in 

dv 

the  direction  of  v,  then 

d^  T>7       ^*  I?         ^*  7> 

dx  dy  dz 

Hence  the  six  components  of  stress  are 

P«=^R'  {n'-l^-m%    p^^~L  mm. 

If  a,  d,  0  are  the  components  of  the  force  on  ds  per  unit  of  area 

1  ' 

Sir 

c  =  --—  S?n. 
Sir 

Hence  the  force  exerted  by  the  part  of  the  medium  outside  ds 

on  the  part  of  the  medium  inside  da  is  normal  to  the  element  and 

directed  outwards,  that  is  to  say,  it  is  a  tension  like  that  of  a  rope^ 

and  its  value  per  unit  of  area  is  — —  R^.- 

OTT 

Let  us  next  suppose  that  the  element  ds  is  at  right  angles 
to  the  equipotential  sur&ces  which  cut  it,  in  which  case 

jd^         d^         d^       ^  ,. 

Now      S.(,^.  +  .^.+,^.)  =  I  [(^)'-  (^)--  (f  )•] 

d^ 
Multiplying  (19)  by  2-^  and  subtracting  from  (20),  we  find 
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Hence  the  components  of  the  tension  per  unit  of  area  of  ch  are 


a  = 

1 
Sir 

R% 

b=z 

1 
8n 

S?m, 

<?  = 

1 
Sir 

IPn. 

Hence  if  the  element  ds  is  at  right  angles  to  an  equipotential 
surface,  the  force  which  acts  on  it  is  normal  to  the  suriTace,  and  its 
numerical  value  per  unit  of  area  is  the  same  as  in  the  former  case, 
but  the  direction  of  the  force  is  different,  for  it  is  a  pressure  instead 
of  a  tension. 

We  have  thus  completely  determined  the  type  of  the  stress  at 
any  given  point  of  the  medium. 

The  direction  of  the  electromotive  intensity  at  the  point  is  a 
principal  axis  of  stress^  and  the  stress  in  this  direction  is  a  tension 
whose  numerical  value  is 

P=i^Ji\  (22) 

where  B  is  the  electromotive  intensity. 

Any  direction  at  right  angles  to  this  is  also  a  principal  axis  of 
stress^  and  the  stress  along  this  axis  is  a  pressure  whose  numerical 
magnitude  is  also  p. 

The  stress  as  thus  defined  is  not  of  the  most  general  iyipe,  for 
it  has  two  of  its  principal  stresses  equal  to  each  other,  and  the 
third  has  the  same  value  with  the  sign  reversed. 

These  conditions  reduce  the  number  of  independent  variables 
which  determine  the  stress  from  six  to  three,  and  accordingly  it  is 
completely  determined  by  the  three  components  of  the  electro- 
motive intensity  v 
d^             rf*             d'if 
""  die              dy              dz 

The  three  relations  between  the  six  components  of  stress  are 

i>*«  =  {Pyy  ^P»)  {Pxx  H-i?  J,  [  (23) 

107.]    Let  us  now  examine  whether  the  results  we  have  obtained 
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will  require  modification  when  a  finite  quantity  of  electricity  is 
collected  on  a  finite  surfiu3e  so  that  the  volume-density  becomes 
"infinite  at  the  surface. 

In  this  case,  as  we  have  shown  in  Art.  78,  the  components 
of  the  electromotive  intensity  are  discontinuous  at  the  surface. 
Hence  the  components  of  stress  will  also  be  discontinuous  at  the 
surface. 

Let  I  mn  he  the  direction  cosines  of  the  normal  to  ds.  Let 
P,  Q,  R  be  the  components  of  the  electromotive  intensity  on  the 
side  on  which  the  normal  is  drawn,  and  P'  Q'  R^  their  values 
on  the  other  side. 

Then  by  Art.  (78  a^)  if  o-  is  the  surface-density 

Q-Q'=4w(r^,  V  (24) 

jB-i2'=47r(7«.  J 
Let  a  be  the  a?-component   of  the   resultant  force  acting^   on 
the  surface  per  unit  of  area,  arising  from  the  stress  on  both  sides, 
then  ^ 


Sir 

-4- 

8ir 

1 

Stt 


+-^^{(p-p')((2+e)+(p+p')(e-Q% 

+  ^n{{P^R){R-^R)+{P+I^)(R^Rr)}, 


:^ll(T{l(P+R)^m(Q-^Q:)^n{R+Rr)h 
+  lm<r{l(Q+Q')^m{P+P')}^^n<r{l{R-^Rf)-^n{P-{-P')h 

=  ^<r(^  +  n  (25) 

Hence,  assuming  that  the  stress  at  any  point  is  given  by 
equations  (14),  we  find  that  the  resultant  force  in  the  direction 
of  0?  on  a  charged  surface  per  unit  of  volume  is  equal  to  the 
surface-density  multiplied  into  the  arithmetical  mean  of  the  ar- 
components  of  the  electromotive  intensity  on  the  two  sides  of  the 
surface. 
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This  is  the  same  result  as  we  obtained  in  Art.  79  by  a  process 
essentially  similar. 

Hence  the  hypothesis  of  stress  in  the  surrounding  medium  is 
applicable  to  the  case  in  which  a  finite  quantity  of  electricity  is 
collected  on  a  finite  surface. 

The  resultant  force  on  an  element  of  surface  is  usually  deduced 
from  the  theory  of  action  at  a  distance  by  considering  a  portion 
of  the  surface,  the  dimensions  of  which  are  very  small  compared 
with  the  radii  of  curvature  of  the  surface.* 

On  the  normal  to  the  middle  point  of  this  portion  of  the  surface 
take  a  point  P  whose  distance  from  the  surface  is  very  small  com- 
pared with  the  dimensions  of  the  portion  of  the  surface.  The 
electromotive  intensity  at  this  point,  due  to  the  small  portion  of  the 
surface^  will  be  approximately  the  same  as  if  the  surface  had  been 
an  infinite  plane,  that  is  to  say  27r(r  in  the  direction  of  the  normal 
drawn  from  the  surface.  For  a  point  P'  just  on  the  other  side  of 
the  surface  the  intensity  will  be  the  same,  but  in  the  opposite 
direction. 

Now  consider  the  part  of  the  electromotive  intensity  arising  from 
the  rest  of  the  surface  and  from  other  electrified  bodies  at  a  finite 
distance  from  the  element  of  surface.  Since  the  points  P  and  /' 
are  infinitely  near  one  another,  the  components  of  the  electromotive 
intensity  arising  from  electricity  at  a  finite  distance  will  be  the 
same  for  both  points. 

Let  Pq  be  the  a?-component  of  the  electromotive  intensity  on 
A  or  A^  arising  from  electricity  at  a  finite  distance,  then  the  total 
value  of  the  iP-component  for  A  will  be 

P  =  Po-f2wo-Z, 
and  for  ^'  P"  =  P^-2'n<TL 

Hence  Pq^\{P^F). 

Now  the  resultant  mechanical  force  on  the  element  of  surface 
mtist  arise  entirely  from  the  action  of  electricity  at  a  finite  distance, 
since  the  action  of  the  element  on  itself  must  have  a  resultant  zero. 
Hence  the  a?-component  of  this  force  per  unit  of  area  must  be 

a  =  (tPo, 
=  J(r(P  +  P'). 

108.]  If  we  define  the  potential  (as  in  equation  (2))  in  terms 
of  a  distribution  of  electricity  supposed  to  be  given,  then  it  follows 

*  This  method  is  due  to  Laplace.  See  Poisson,  'Sur  la  Distribution  de  IMlectricit^ 
&c.'    M6m.  de  rimstUul,  i8ii,  p.  30. 
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from  the  fact  that  the  action  and  reaction  between  any  pair  of 
electric  particles  are  equal  and  opposite,  that  the  a?-component  of 
the  force  arising  from  the  action  of  a  system  on  itself  must  be 
zero,  and  we  may  write  this  in  the  form 

But  if  we  define  ^  as  a  function  of  x,  y,  z  which  satisfies  the 
equation  V^^  =  0 

at  every  point  outside  the  closed  surface  «,  and  is  zero  at  an  infinite 
distance,  the  fact,  that  the  volume-integral  extended  throughout 
any  space  including  s  is  zero,  would  seem  to  require  proof. 

One  method  of  proof  is  founded  on  the  theorem  (Art.  100  a),  that 
if  V*^'  is  given  at  every  point,  and  ^  =  0  at  an  infinite  distance, 
then  the  value  of  ^  at  every  point  is  determinate  and  equal  to 

^  =  Y"///^  V^vp  dxdydz,  (27) 

where  r  is  the  distance  between  the  element  dx  dy  dz  at  which  the 
concentration  of  ^  is  given  =  V^^'  and  the  point  a;'^/  at  which 
^  is  to  be  found. 

This  reduces  the  theorem  to  what  we  deduced  from  the  first 
definition  of  4^. 

But  when  we  consider  ^  as  the  primary  function  of  x,  y^  z,  from 
which  the  others  are  derived,  it  is  more  appropriate  to  reduce  (26) 
to  the  form  of  a  surface-integral, 

^  =  JJihzz'^^PTi,'^^Pxz)dS,  (28) 

and  if  we  suppose  the  surface  iS  to  be  everywhere  at  a  great 
distance  a  from  the  surface  «,  which  includes  every  point  where 
V**  difiers  from  zero,  then  we  know  that  *  cannot  be  numerically 
greater  than  e/a,  where  47re  is  the  volume-integral  of  V^^',  and  that 
E  cannot  be  greater  than  d'^/da  or  —  ejo?^  and  that  the  quantities 
PxxyPxviP**  ^^^  nonQ  of  them  be  greater  than  p  or  Ifi/Sii  or 
e^Sira^.  Hence  the  surface-integral  taken  over  a  sphere  whose 
radius  is  very  great  and  equal  to  a  cannot  exceed  e^/2  a*,  and 
when  a  is  increased  without  limit,  the  surface-integral  must  become 
ultimately  zero. 

But  this  surface-integral  is  equal  to  the  volume-integral  (26), 
and  the  value  of  this  volume-integral  is  the  same  whatever  be  the 
size  of  the  space  enclosed  within  S,  provided  S  encloses  every  point 
at  which  V^  diflfers  from  zero.     Hence,  since  the  integral  is  zero 
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when  a  is  infinite,  it  must  also  be  zero  when  the  limits  of  integra- 
tion are  defined  by  any  surface  which  includes  every  point  at 
which  VHf  di£PerB  from  zero. 

109.]  The  distribution  of  stress  considered  in  this  chapter  is  pre- 
cisely that  to  which  Faraday  was  led  in  his  investigation  of  induc- 
tion through  dielectrics.     He  sums  up  in  the  following  words : — 

•(1297)  The  direct  inductive  force,  which  may  be  conceived  to 
be  exerted  in  lines  between  the  two  limiting  and  charged  con- 
ducting surfaces,  is  accompanied  by  a  lateral  or  transverse  force 
equivalent  to  a  dilatation  or  repulsion  of  these  representative  lines 
(1224.);  or  the  attracting  force  which  exists  amongst  the  par- 
ticles of  the  dielectric  in  the  direction  of  the  induction  is  ac- 
companied by  a  repulsive  or  a  diverging  force  in  the  transverse 
direction. 

'(1298)  Induction  appears  to  consist  in  a  certain  polarized  state 
of  the  particles,  into  which  they  are  thrown  by  the  electrified  body 
sustaining  the  action^  the  particles  assuming  positive  and  negative 
points  or  parts,  which  are  sjnnmetrically  arranged  with  respect 
to  each  other  and  the  inducting  surfaces  or  particles.  The  state 
must  be  a  forced  one,  for  it  is  originated  and  sustained  only  by 
force,  and  sinks  to  the  normal  or  quiescent  state  when  that  force 
is  removed.  It  can  be  continued  only  in  insulators  by  the  same 
portion  of  electricity,  because  they  only  can  retain  this  state  of  the 
particles.' 

This  is  an  exact  account  of  the  conclusions  to  which  we  have 
been  conducted  by  our  mathematical  investigation.  At  every  point 
of  the  medium  there  is  a  state  of  stress  such  that  there  is  tension 
along  the  lines  of  force  and  pressure  in  all  directions  at  right  angles 
to  these  lines,  the  numerical  magnitude  of  the  pressure  being  equal 
to  that  of  the  tension,  and  both  varying  as  the  square  of  the 
resultant  force  at  the  point. 

The  expression  '  electric  tension '  has  been  used  in  various  senses 
by  different  writers.  I  shall  always  use  it  to  denote  the  tension 
along  the  lines  of  force,  which,  as  we  have  seen,  varies  from  point 
to  point,  and  is  always  proportional  to  the  square  of  the  resultant 
force  at  the  point. 

110.]  The  hypothesis  that  a  state  of  stress  of  this  kind  exists 
in  a  fluid  dielectric,  such  as  air  or  turpentine,  may  at  first  sight 
apx)ear  at  variance  with  the  established  principle  that  at  any  point 
in  a  fluid  the  pressures  in  all  directions  are  equal.  But  in  the 
deduction  of  this  principle  from  a  consideration  of  the  mobility 
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and  equilibrium  of  the  parts  of  the  fluid  it  is  taken  for  granted 
that  no  action  such  as  that  which  we  here  suppose  to  take  place 
along  the  lines  of  force  exists  in  the  fluid.  The  state  of  stress 
which  we  have  been  studying  is  perfectly  consistent  with  the 
mobility  and  equilibrium  of  the  fluid,  for  we  have  seen  that,  if 
any  portion  of  the  fluid  is  devoid  of  electric  charge,  it  experi- 
ences no  resultant  force  from  the  stresses  on  its  surface^  however 
intense  these  may  be.  It  is  only  when  a  portion  of  the  fluid 
becomes  charged  that  its  equilibrium  is  disturbed  by  the  stresses 
on  its  surface,  and  we  know  that  in  this  case  it  actually  tends  to 
move.  Hence  the  supposed  state  of  stress  is  not  inconsistent  with 
the  equilibrium  of  a  fluid  dielectric. 

The  quantity  ITy  which  was  investigated  in  Chapter  IV,  Art.  99, 
may  be  interpreted  as  the  energy  in  the  medium  due  to  the 
distribution  of  stress.  It  appears  from  the  theorems  of  that 
chapter  that  the  distribution  of  stress  which  satisfies  the  conditions 
there  given  also  makes  Wslb.  absolute  minimum.  Now  when  the 
energy  is  a  minimum  for  any  configuration,  that  aonfiguration  is 
one  of  equilibrium,  and  the  equilibrium  is  stable.  Hence  the 
dielectric,  when  subjected  to  the  inductive  action  of  electrified 
bodies,  will  of  itself  take  up  a  state  of  stress  distributed  in  the 
way  we  have  described. 

It  must  be  carefully  borne  in  mind  that  we  have  made  only  one 
step  in  the  theory  of  the  action  of  the  medium.  "We  have  supposed 
it  to  be  in  a  state  of  stress,  but  we  have  not  in  any  way  accounted 
for  this  stress,  or  explained  how  it  is  maintained.  This  step,, 
however,  seems  to  me  to  be  an  important  one,  as  it  explains,  by 
the  action  of  the  consecutive  parts  of  the  medium,  phenomena  which 
were  formerly  supposed  to  be  explicable  only  by  direct  action  at 
a  distance. 

111.]  I  have  not  been  able  to  make  the  next  step,  namely,  to 
account  by  mechanical  considerations  for  these  stresses  in  the 
dielectric.  I  therefore  leave  the  theory  at  this  point,  merely 
stating  what  are  the  other  parts  of  the  phenomenon  of  induction 
in  dielectrics. 

I.  Electric  Displacement  When  induction  is  transmitted  through 
a  dielectric,  there  is  in  the  first  place  a  displacement  of  electricity 
in  the  direction  of  the  induction.  For  instance,  in  a  Leyden  jar, 
of  which  the  inner  coating  is  charged  positively  and  the  outer 
coating  negatively,  the  displacement  of  positive  electricity  in  the 
substance  of  the  glass  is  from  within  outwards. 


r\ 
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Any  increase  of  this  displacement  is  equivalent,  during  the  time 
of  increase,  to  a  current  of  positive  electricity  from  within  outwards, 
and  any  diminution  of  the  displacement  is  equivalent  to  a  current 
in  the  opposite  direction. 

The  whole  quantity  of  electricity  displaced  through  any  area 
of  a  surface  fixed  in  the  dielectric  is  measured  by  the  quantity  which 
we  have  already  investigated  (Art.  75)  as  the  surface-integral  of 
induction  through  that  area,  multiplied  by  JE/4ir,  where  K  is  the 
specific  inductive  capacity  of  the  dielectric. 

II.  Surface  charge  of  the  particles  of  the  dielectric.     Conceive  any 
portion  of  the  dielectric,  large  or  small,  to  be  separated  (in  imagi- 
nation) from  the  rest  by  a  closed  surface,  then  we  must  suppose 
that  on  every  elementary  portion  of  this  surface  there  is  a  charge  < 
'^measured  by  the  total  displacement  of  electricity  through  that>p\ 
V    element  of  surface  reckoned  inwards. ' 

In  the  case  of  the  Leyden  jar  of  which  the  inner  coating  is 
charged  positively,  any  portion  of  the  glass  will  have  its  inner 
side  charged  positively  and  its  outer  side  negatively.  If  this 
portion  be  entirely  in  the  interior  of  the  glass,  its  surface  charge 
will  be  neutralized  by  the  opposite  charge  of  the  parts  in  contact 
with  it,  but  if  it  be  in  contact  with  a  conducting  body,  which 
is  incapable  of  maintaining  in  itself  the  inductive  state,  the 
surface  charge  will  not  be  neutralized,  but  will  constitute  that 
apparent  charge  which  is  commonly  called  the  Charge  of  the 
Conductor. 

The  charge  therefore  at  the  bounding  surface  of  a  conductor  and 
the  surrounding  dielectric,  which  on  the  old  theory  was  called  the 
charge  of  the  conductor,  must  be  called  in  the  theory  of  induction 
the  surface  charge  of  the  surrounding  dielectric. 

According  to  this  theory,  all  charge  is  the  residual  effect  of  the 
polarization  of  the  dielectric.  This  polarization  exists  throughout 
the  interior  of  the  substance,  but  it  is  there  neutralized  by  the 
juxtaposition  of  oppositely  charged  parts,  so  that  it  is  only  at  the 
surface  of  the  dielectric  that  the  eflFects  of  the  charge  become 
apparent. 

The  theory  completely  accounts  for  the  theorem  of  Art.  77 ^  that 
the  total  induction  through  a  closed  surface  is  equal  to  the  total 
quantity  of  electricity  within  the  surface  multiplied  by  47r.  For 
what  we  have  called  the  induction  through  the  surface  is  simply  the 
electric  displacement  multiplied  by  47r,  and  the  total  displacement 
outwards  is  necessarily  equal  to  the  total  charge  within  the  surface. 
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The  theory  also  accounts  for  the  impossibility  of  communicating 
an  *  absolute  charge '  to  matter.  For  every  particle  of  the  dielectric 
has  equal  and  opposite  charges  on  its  opposite  sides,  if  it  would  not 
be  more  correct  to  say  that  these  charges  are  only  the  manifestations 
of  a  single  phenomenon,  which  we  may  call  Electric  Polarization. 

A  dielectric  medium^  when  thus  polarized^  is  the  seat  of  electrical 
energy,  and  the  energy  in  unit  of  volume  of  the  medium  is  nu- 
merically equal  to  the  electric  tension  on  unit  of  area,  both  quan- 
tities being  equal  to  half  the  product  of  the  displacement  and  the 
resultant  electromotive  intensity,  or 

where  p  is  the  electric  tension,  I)  the  displacement,  (S  the  electro- 
motive intensity,  and  K  the  specific  inductive  capacity. 

If  the  medium  is  not  a  perfect  insulator,  the  state  of  constraint^ 
which  we  call  electric  polarization,  is  continually  giving  way.  The 
medium  yields  to  the  electromotive  force,  the  electric  stress  is 
relaxed,  and  the  potential  energy  of  the  state  of  constraint  is  con- 
verted into  heat.  The  rate  at  which  this  decay  of  the  state  of 
polarization  takes  place  depends  on  the  nature  of  the  medium. 
In  some  kinds  of  glass,  days  or  years  may  elapse  before  the  polar- 
ization sinks  to  half  its  original  value.  In  copx)er,  a  similar  change 
is  effected  in  less  than  the  billionth  of  a  second. 

We  have  supposed  the  medium  after  being  polarized  to  be  simply 
left  to  itself.  In  the  phenomenon  called  the  electric  current  the 
constant  passage  of  electricity  through  the  medium  tends  to  restore 
the  state  of  polarization  as  fast  as  the  conductivity  of  the  medium 
allows  it  to  decay.  Thus  the  external  agency  which  maintains  the 
current  is  always  doing  work  in  restoring  the  polarization  of  the 
medium,  which  is  continually  becoming  relaxed,  and  the  potential 
energy  of  this  polarization  is  continually  becoming  transformed 
into  heat,  so  that  the  final  result  of  the  energy  expended  in  main- 
taining the  current  is  to  gradually  raise  the  temperature  of  the 
conductor,  till  as  much  heat  is  lost  by  conduction  and  radiation 
from  its  surface  as  is  generated  in  the  same  time  by  the  electric 
current. 


//' 


CHAPTER  VI. 

ON    POINTS    AND    LINES    OF    EQUILIBRIUM, 

112.]  If  at  anj  point  of  the  electric  field  the  resultant  force  is 
zero^  the  point  is  called  a  Point  of  equilibrium. 

If  every  point  on  a  certain  line  is  a  point  of  equilibrium,  the  line 
is  called  a  Line  of  equilibrium. 

The  conditions  that  a  point  shall  be  a  point  of  equilibrium  are 
that  at  that  point 

—  =  0       — =0       —  =  0 
d»  ""    '       dy"^    *       dz  ^    ' 

At  such  a  point,  therefore^  the  value  of  T  is  a  maximum,  or 
a  minimum,  or  is  stationary,  with  respect  to  variations  of  the 
coordinates.  The  potential,  however,  can  have  a  maximum  or  a 
minimum  value  only  at  a  point  charged  with  positive  or  with 
negative  electricity,  or  throughout  a  finite  space  bounded  by  a 
surface  charged  positively  or  negatively.  If,  therefore,  a  point 
of  equilibrium  occurs  in  an  uncharged  part  of  the  field  it  must 
be  a  stationary  point,  and  not  a  maximum  or  a  minimum. 

In  fact,  the  first  condition  of  a  maximum  or  minimum  is  that 

^,     ^,  d     — 

da^ '      rfy2  '  dz^ 

must  be  all  negative  or  all  positive,  if  they  have  finite  values. 

Now,  by  Laplace's  equation,  at  a  point  where  there  is  no  charge, 
the  sum  of  these  three  quantities  is  zero,  and  therefore  this  condition 
cannot  be  satisfied. 

Instead  of  investigating  the  analytical  conditions  for  the  cases 
in  which  the  components  of  the  force  simultaneously  vanish,  we 
shall  give  a  general  proof  by  means  of  the  equipotential  surfaces. 

If  at  any  point,  P,  there  is  a  true  maximum  value  of  T,  then,  at 
all  other  points  in  the  immediate  neighbourhood  of  P,  the  value 
of  F  is  less  than  at  P.  Hence  P  will  be  surrounded  by  a  series  of 
closed  equipotential  surfaces,  each  outside  the  one  before  it,  and  at 
all  points  of  any  one  of  these  surfaces  the  electrical  force  will  be 
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directed  outwards.  But  we  have  proved,  in  Art.  76,  that  the  surface- 
integral  of  the  electromotive  intensity  taken  over  any  closed  surface 
gives  the  total  charge  within  that  surface  multiplied  by  4w.  Now, 
in  this  case  the  force  is  everywhere  outwards,  so  that  the  surface- 
integral  is  necessarily  positive,  and  therefore  there  is  positive  charge 
within  the  surface,  and,  since  we  may  take  the  surface  as  near 
to  P  as  we  please,  there  is  positive  charge  at  the  point  P. 

In  the  same  way  we  may  prove  that  if  T  is  a  minimum  at  P, 
then  P  is  negatively  charged. 

Next,  let  P  be  a  point  of  equilibrium  in  a  region  devoid  of  charge, 
and  let  us  describe  a  sphere  of  very  small  radius  round  P,  then^ 
as  we  have  seen,  the  potential  at  this  surface  cannot  be  everywhere 
greater  or  everywhere  less  than  at  P.  It  must  therefore  be  greater 
at  some  parts  of  the  surface  and  less  at  others.  These  portions 
of  the  surface  are  bounded  by  lines  in  which  the  potential  is  equal 
to  that  at  P.  Along  lines  drawn  from  P  to  points  at  which 
the  potential  is  less  than  that  at  P  the  electrical  force  is  from  P, 
and  along  lines  drawn  to  points  of  greater  potential  the  force 
is  towards  P.  Hence  the  point  P  is  a  point  of  stable  equilibrium 
for  some  displacements,  and  of  unstable  equilibrium  for  other 
displacements. 

118.]  To  determine  the  number  of  the  points  and  lines  of  equi- 
librium, let  us  consider  the  surface  or  surfaces  for  which  the 
potential  is  equal  to  C,  a  given  quantity.  Let  us  call  the  regions 
in  which  the  potential  is  less  than  C  the  negative  regions,  and 
those  in  which  it  is  greater  than  C  the  positive  regions.  Let 
Vq  be  the  lowest,  and  J[  the  highest  potential  existing  in  the 
electric  field.  If  we  make  C  =  ?^,  the  negative  region  will  in- 
clude only  the  point  or  conductor  of  lowest  potential,  and  this 
is  necessarily  charged  negatively.  The  positive  region  consists 
of  the  rest  of  space,  and  since  it  surrounds  the  negative  region 
it  is  periphractic.     See  Art.  18. 

If  we  now  increase  the  value  of  C,  the  negative  region  will 
expand,  and  new  negative  regions  will  be  formed  round  negatively 
charged  bodies.  For  every  negative  region  thus  formed  the  sur- 
rounding positive  region  acquires  one  degree  of  periphraxy. 

As  the  different  negative  regions  expand,  two  or  more  of  them 
may  meet  in  a  point  or  a  line.  If  »-f  1  negative  regions  meet, 
the  positive  region  loses  n  degrees  of  periphraxy,  and  the  point 
or  the  line  in  which  they  meet  is  a  point  or  line  of  equilibrium 
of  the  «th  degree. 
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When  C  becomes  equal  to  J[  the  positive  region  is  reduced  to 
the  point  or  the  conductor  of  highest  potential,  and  has  therefore 
lost  all  its  i)eriphraxy.  Hence,  if  each  point  or  line  of  equilibrium 
counts  for  one,  two,  or  «,  according  to  its  degree,  the  number  so 
made  up  by  the  points  or  lines  now  considered  will  be  less  by  one 
than  the  number  of  negatively  charged  bodies. 

There  are  other  points  or  lines  of  equilibrium  which  occur 
where  the  positive  regions  become  separated  from  each  other, 
and  the  negative  region  acquires  periphraxy.  The  number  of 
these,  reckoned  according  to  their  degrees,  is  less  by  one  than 
the  number  of  positively  charged  bodies. 

If  we  call  a  point  or  line  of  equilibrium  positive  when  it  is  the 
meeting-place  of  two  or  more  positive  regions,  and  negative  when 
the  regions  which  unite  there  are  negative,  then,  if  there  are  j) 
bodies  positively  and  n  bodies  negatively  charged,  the  sum  of 
the  degrees  of  the  positive  points  and  lines  of  equilibrium  will  be 
p—l,  and  that  of  the  negative  ones  «— 1.  The  surface  which  sur- 
rounds the  electrical  system  at  an  infinite  distance  from  it  is  to  be 
reckoned  as  a  body  whose  charge  is  equal  and  opposite  to  the  sum 
of  the  charges  of  the  system. 

But,  besides  this  definite  number  of  points  and  lines  of  equi- 
librium arising  from  the  junction  of  dififerent  regions,  there  may 
be  others,  of  which  we  can  only  aifirm  that  their  number  must  be 
even.  For  if,  as  any  one  of  the  negative  regions  expands,  it  meets 
itself,  it  becomes  a  cyclic  region,  and  it  may  acquire,  by  repeatedly 
meeting  itself,  any  number  of  degrees  of  cyclosis,  each  of  which 
corresponds  to  the  point  or  line  of  equilibrium  at  which  the  cyclosis 
was  established.  As  the  negative  region  continues  to  expand  till 
it  fills  all  space,  it  loses  every  degree  of  cyclosis  it  has  acquired, 
and  becomes  at  last  acyclic.  Hence  there  is  a  set  of  points  or 
lines  of  equilibrium  at  which  cyclosis  is  lost,  and  these  are  equal  in 
number  of  degrees  to  those  at  which  it  is  acquired. 

If  the  form  of  the  charged  bodies  or  conductors  is  arbitrary,  we 
can  only  assert  that  the  number  of  these  additional  points  or  lines 
is  even,  but  if  they  are  charged  points  or  spherical  conductors,  the 
number  arising  in  this  way  cannot  exceed  («— l)  (w— 2),  where  n 
is  the  number  of  bodies. 

114.]  The  potential  close  to  any  point  P  may  be  expanded  in 
the  series  r=  Fq  +  ^^  +  ^2+&c. ; 

where  H^,  JTg,  &c.  are  homogeneous  functions  of  a?,  y,  z,  whose 
dimensions  are  1,  2,  &c.  respectively. 
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Since  the  first  derivatives  of  V  vaniah  at  a  point  of  equilibrium, 
jETj  =  0,  if  P  be  a  point  of  equilibrium. 

Let  jET.  be  the  first  function  which  does  not  vanish,  then  close  to 
the  point  P  we  may  neglect  all  functions  of  higher  degrees  as 
compared  with  H^. 

Now  ^,  =  0 

is  the  equation  of  a  cone  of  the  degree  n,  and  this  cone  is  the  cone 
of  closest  contact  with  the  equipotential  surface  at  P. 

It  appears,  therefore,  that  the  equipotential  surface  passing 
through  P  has,  at  that  pointy  a  conical  point  touched  by  a  cone 
of  the  second  or  of  a  higher  degree.  The  intersection  of  this  cone 
with  a  sphere  whose  centre  is  the  vertex  is  called  the  Nodal  line. 

If  the  point  P  is  not  on  a  line  of  equilibrium  the  nodal  line 
does  not  intersect  itself,  but  consists  of  %  or  some  smaller  number 
of  closed  curves. 

If  the  nodal  line  intersects  itself^  then  the  point  P  is  on  a  line 
of  equilibrium,  and  the  equipotential  surface  through  P  cuts  itself 
in  that  line. 

If  there  are  intersections  of  the  nodal  line  not  on  opposite  points 
of  the  sphere,  then  P  is  at  the  intersection  of  three  or  more  lines 
of  equilibrium.  For  the  equipotential  surface  through  P  must  cut 
itself  in  each  line  of  equilibrium. 

115.]  If  two  sheets  of  the  same  equipotential  surface  intersect^ 
they  must  intersect  at  right  angles. 

For  let  the  tangent  to  the  line  of  intersection  be  taken  as  the 
axis  of  Zy  then  d^V/dz^  =  0.  Also  let  the  axis  of  ar  be  a  tangent 
to  one  of  the  sheets,  then  dW/difi  =  0.  It  follows  from  this,  by 
Laplace's  equation,  that  dW/dy^  =  0,  or  the  axis  ofy  is  a  tangent 
to  the  other  sheet. 

This  investigation  assumes  that  H^  is  finite.  If  H^,  vAi^ishes,  let 
the  tangent  to  the  line  of  intersection  be  taken  as  the  axis  of  ^,  and 
let  ar  =  r  cos  ^,  and  y  =  r  sin  d,  then,  since 

dW      \dV  ^    1  dW      ^ 

the  solution  of  which  equation  in  ascending  powers  of  r  is 
r=ro+^ircos(d-fa)  +  ^2^cos  (2^  +  02) +  &c.  +  ^«r*cos(»d  +  aJ. 

At  a  point  of  equilibrium  A^  is  zero.     If  the  first  term  that  does 
not  vanish  is  that  in  r",  then 

F—  Vq  =  A^  r"  cos  (w^  +  a,)  +  terms  in  higher  powers  of  r. 
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This  equation  shews  that  n  sheets  of  the  equipotential  surface 
r=  Fq  intersect  at  angles  each  equal  to  ir/n.  This  theorem  was 
given  by  Eankine*. 

It  is  only  under  certain  conditions  that  a  line  of  equilibrium  can 
exist  in  free  space,  but  there  must  be  a  line  of  equilibrium  on  the 
surface  of  a  conductor  whenever  the  surface  density  of  the  conductor 
is  positive  in  one  portion  and  negative  in  another. 

In  order  that  a  <5onductor  may  be  charged  oppositely  on  diflferent 
portions  of  its  surface,  there  must  be  in  the  field  some  places  where 
the  potential  is  higher  than  that  of  the  body  and  others  where  it  is 
lower. 

Let  us  begin  with  two  conductors  electrified  positively  to  the 
same  potential.  There  will  be  a  point  of  equilibrium  between  the 
two  bodies.  Let  the  potential  of  the  first  body  be  gradually 
diminished.  The  point  of  equilibrium  will  approach  it,  and,  at  a 
certain  stage  of  the  process,  will  coincide  with  a  point  on  its 
surface.  During  the  next  stage  of  the  process,  the  equipotential 
surface  round  the  second  body  which  has  the  same  potential  as  the 
first  body  will  cut  the  surface  of  the  second  body  at  right  angles 
in  a  closed  curve,  which  is  a  line  of  equilibrium.  This  closed 
curve,  after  sweeping  over  the  entire  surface  of  the  conductor, 
will  again  contract  to  a  point ;  and  then  the  point  of  equilibrium 
will  move  off  on  the  other  side  of  the  first  body,  and  will  be  at  an 
infinite  distance  when  the  charges  of  the  two  bodies  are  equal  and 
opposite. 

EamsAaw^s  Theorem, 

116.]  A  charged  body  placed  in  a  field  of  electric  force  cannot 
be  in  stable  equilibrium. 

First,  let  us  suppose  the  electricity  of  the  moveable  body  (A),  and 
also  that  of  the  system  of  surrounding  bodies  (-B),  to  be  fixed  in 
those  bodies. 

Let  V  be  the  potential  at  any  point  of  the  moveable  body  due  to 
the  action  of  the  surrounding  bodies  (-B),  and  let  e  be  the  electricity 
on  a  small  portion  of  the  moveable  body  A  surrounding  this  point. 
Then  the  potential  energy  of  A  with  respect  to  B  will  be 

Jf  =  2(F^), 
where  the  summation  is  to  be  extended  to  every  charged  portion  of  A^ 

*  'Summary  of  the  Propeptiee  of  certain  Stream  Lines,'  PAi/.  Mag.y  Oct.  1864. 
See  alflo,  Thomaon  and  Tait's  Natural  Phifo^ophy,  §  780 ;  and  Rankine  and  Stoker, 
in.  the  Proe.  B.  8.,  1867,  p.  468 ;  alao  W.  R.  Smith,  Proc.  R,  S,  Edin,,  1869-70,  p,  79. 
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Let  a,  b,  c  he  the  coordinates  of  any  charged  part  of  A  with 
respect  to  axes  fixed  in  A,  and  parallel  to  those  of  o?,^,  z.  Let  the 
absolute  coordinates  of  the  origin  of  these  axes  be  ^,  17,  f. 

Let  us  suppose  for  the  present  that  the  body  A  is  constrained  to 
move  parallel  to  itself,  then  the  absolute  coordinates  of  the  point 
a,  i,  e  will  be 

The  potential  of  the  body  A  with  respect  to  3  may  now  be 
expressed  as  the  sum  of  a  number  of  terms,  in  each  of  which  V 
is  expressed  in  terms  of  a,  i,  c  and  £  rj^  C  &i^d  the  sum  of  these 
terms  is  a  function  of  the  quantities  a,  b,  c,  which  are  constant  for 
each  point  of  the  body,  and  of  f,  17,  C  which  vary  when  the  body  is 
moved. 

Since  Laplace's  equation  is  satisfied  by  each  of  these  terms  it  is 
satisfied  by  their  sum,  or 

d^M     d^M      d^M 
dp  '^  dri"  ^  dC    ^ 

Now  let  a  small  displacement  be  given  to  ^,  so  that 
d^^ldfy        drj=imdr,        dC^sudr; 
and  let  dM  be  the  increment  of  the  potential  of  A  with  respect  to 
the  surrounding  system  S, 

If  this  be  positive,  work  will  have  to  be  done  to  increase  r ,  and 
there  will  be  a  force  S  =  dM/dr  tending  to  diminish  rand  to  restore 
J  to  its  former  position,  and  for  this  displacement  therefore  the 
equilibrium  will  be  stable.  If,  on  the  other  hand,  this  quantity  is 
negative,  the  force  will  tend  to  increase  r,  and  the  equilibrium  will 
be  unstable. 

Now  consider  a  sphere  whose  centre  is  the  origin  and  whose 
radius  is  r,  and  so  small  that  when  the  point  fixed  in  the  body 
lies  within  this  sphere  no  part  of  the  moveable  body  A  can  coincide 
with  any  part  of  the  external  system  S.  Then,  since  within  the 
sphere  V^M  =  0,  the  surface-integral 

taken  over  the  surface  of  the  sphere,  is  zero. 

Hence,  if  at  any  part  of  the  surface  of  the  sphere  dM/dr  is 
positive,  there  must  be  some  other  part  of  the  surface  where  it  is 
negative,  and  if  the  body  A  be  displaced  in  a  direction  in  which 
dM/dr  is  negative,  it  will  tend  to  move  from  its  original  position, 
and  its  equilibrium  is  therefore  necessarily  unstable. 

The  body  therefore  is  unstable  even  when  constrained  to  move 


If- 
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parallel  to  itself,  and  a  fortiori  it  is  unstable  when  altogether 
free. 

Now  let  us  suppose  that  the  body  ^  is  a  conductor.  We  might 
treat  this  as  a  case  of  equilibrium  of  a  system  of  bodies,  the  move- 
able electricity  being  considered  as  part  of  that  system,  and  we 
might  argue  that  as  the  system  is  unstable  when  deprived  of  so 
many  degrees  of  freedom  by  the  fixtiH*e  of  its  electricity,  it  must 
a  fortiori  be  unstable  when  this  freedom  is  restored  to  it. 

But  we  may  consider  this  case  in  a  more  particular  way,  thus — 

First,  let  the  electricity  be  fixed  in  A^  and  let  A  move  through 
the  small  distance  dr.  The  increment  of  the  potential  of  A  due  to 
this  cause  has  been  already  considered. 

Next^  let  the  electricity  be  allowed  to  move  within  A  into  its 
position  of  equilibrium,  which  is  always  stable.  During  this  motion 
the  potential  will  necessarily  be  diminisAed  by  a  quantity  which  we 
may  call  Cdr, 

Hence  the  total  increment  of  the  potential  when  the  electrieit  j 
is  free  to  move  will  be 


^-. 


•^-<=>: 


and  the  force  tending  to  bring  A  back  towards  its  original  position 
will  be 

dM 

where  C  is  always  positire. 

Now  we  have  shewn  that  dM/dr  is  negative  for  certain  directions 
of  ry  hence  when  the  electricity  is  free  to  move  the  instability  in 
these  directions  will  be  increased. 


H  % 


CHAPTER  VIL 

FORMS   OP   THE   EQUIPOTENTIAL   SURFACES   AND  LINES   OF 
INDUCTION   IN   SIMPLE   CASES. 

117.]  We  have  seen  that  the  determination  of  the  distribution 
of  electricity  on  the  surface  of  conductors  may  be  made  to  depend 
on  the  solution  of  Laplace's  equation 

F  being  a  function  of  x,  y,  and  z^  which  is  always  finite  and  con- 
tinuous, which  vanishes  at  an  infinite  distance,  and  which  has 
a  given  constant  value  at  the  surface  of  each  conductor. 

It  is  not  in  general  possible  by  known  mathematical  methods 
to  solve  this  equation  so  as  to  fulfil  arbitrarily  given  conditions, 
but  it  is  easy  to  write  down  any  number  of  expressions  for  the 
function  F  which  shall  satisfy  the  equation,  and  to  determine  in 
each  case  the  forms  of  the  conducting  surfaces,  so  that  the  function 
F  shall  be  the  true  solution. 

It  appears,  therefore,  that  what  we  should  naturally  call  the 
inverse  problem  of  determining  the  forms  of  the  conductors  when 
the  expression  for  the  potential  is  given  is  more  manageable  than 
the  direct  problem  of  determining  the  potential  when  the  form  of 
the  conductors  is  given. 

In  fact,  every  electrical  problem  of  which  we  know  the  solution 
has  been  constructed  by  this  inverse  process.  It  is  therefore  of 
great  importance  to  the  electrician  that  he  should  know  what 
results  have  been  obtained  in  this  way,  since  the  only  method  by 
which  he  can  expect  to  solve  a  new  problem  is  by  reducing  it 
to  one  of  the  cases  in  which  a  similar  problem  has  been  con- 
structed by  the  inverse  process. 

This  historical  knowledge  of  results  can  be  turned  to  account  in 
two  ways.  If  we  are  required  to  devise  an  instrument  for  making 
electrical  measurements  with  the  greatest  accuracy,  we  may  select 
those  forms  for  the  electrified  surfaces  which  correspond  to  cases 
of  which  we  know  the  accurate  solution.  If,  on  the  other  hand, 
we  are  required  to  estimate  what  will  be  the  electrification  of  bodies 
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whose  folms  are  given,  we  may  begin  with  some  case  in  which  one 
of  the  equipotential  surfaces  takes  a  form  somewhat  resembling  the 
given  fonn,  and  then  by  a  tentative  method  we  may  modify  the  pro- 
blem till  it  more  nearly  corresponds  to  the  given  case.  This  method 
is  evidently  very  imperfect  considered  from  a  mathematical  point 
of  view,  but  it  is  the  only. one  we  have,  and  if  we  are  not  allowed 
to  choose  our  conditions,  we  can  make  only  an  approximate  cal- 
culation of  the  electrification.  It  appears,  therefore,  that  what  we 
want  is  a  knowledge  of  the  forms  of  equipotential  surfaces  and 
lines  of  induction  in  as  many  different  cases  as  we  can  collect 
together  and  remember.  In  certain  classes  of  cases,  such  as  those 
relating  to  spheres,  there  are  known  mathematical  methods  by 
which  we  may  proceed.  In  other  cases  we  cannot  afford  to  despise 
the  humbler  method  of  actually  drawing  tentative  figures  on  paper, 
and  selecting  that  which  appears  least  unlike  the  figure  we  require. 

This  latter  method  I  think  may  be  of  some  use,  even  in  cases  in 
which  the  exact  solution  has  been  obtained,  for  I  find  that  an  eye- 
knowledge  of  the  forms  of  the  equipotential  surfaces  often  leads  to 
a  right  selection  of  a  mathematical  method  of  solution. 

I  have  therefore  drawn  several  diagrams  of  systems  of  equi- 
potential surfaces  and  lines  of  induction,  so  that  the  student  may 
make  himself  familiar  with  the  forms  of  the  lines.  The  methods  by 
which  such  diagrams  may  be  drawn  will  be  explained  in  Art.  123. 

118.]  In  the  first  figure  at  the  end  of  this  volume  we  have  the 
sections  of  the  equipotential  sur&ces  surrounding*  two  points 
charged  with  quantities  of  electricity  of  the  same  kind  and  in  the 
ratio  of  20  to  5. 

Here  each  point  is  surrounded  by  a  system  of  equipotential 
surfaces  which  become  more  nearly  spheres  as  they  become  smaller, 
though  none  of  them  are  accurately  spheres.  If  two  of  these  sur- 
faces, one  surrounding  each  point,  be  taken  to  represent  the  surfaces 
of  two  conducting  bodies,  nearly  but  not  quite  spherical,  and  if 
these  bodies  be  charged  with  the  same  kind  of  electricity,  the 
charges  being  as  4  to  1,  then  the  diagram  will  represent  the 
equipotential  surfaces,  provided  we  expunge  all  those  which  are 
drawn  inside  the  two  bodies.  It  appears  from  the  diagram  that 
the  action  between  the  bodies  will  be  the  same  as  that  between 
two  points  having  the  same  charges,  these  points  being  not  exactly 
in  the  middle  of  the  axis  of  each  body,  but  each  somewhat  more 
remote  than  the  middle  point  from  the  other  body. 

The  same  diagram  enables  us  to  see  what  will  be  the  distribution 
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of  electricity  on  one  of  the  oval  figures,  larger  at  one  end  than 
the  other,  which  Burroond  both  centres.  Such  a  body^  if  charged 
with  25  units  of  electricity  and  free  from  external  influence,  will 
have  the  surface-density  greatest  at  the  small  end,  less  at  the  large 
end,  and  least  in  a  circle  somewhat  nearer  the  smaller  than  the 
larger  end. 

There  is  one  equipotential  surface,  indicated  by  a  dotted  line, 
which  consists  of  two  lobes  meeting  at  the  conical  point  P.  That 
point  is  a  point  of  equilibrium,  and  the  surface-density  on  a  body 
of  the  form  of  this  surface  would  be  zero  at  this  point. 

The  lines  of  force  in  this  case  form  two  distinct  systems^  divided 
from  one  another  by  a  sur&ce  of  the  sixth  degree,  indicated  by  a 
dotted  line,  passing  through  the  point  of  equilibrium^  and  some- 
what resembling  one  sheet  of  the  hyperboloid  of  two  sheets. 

This  diagram  may  also  be  taken  to  represent  the  lines  of  force 
and  equipotential  surfaces  belonging  to  two  spheres  of  gravitating 
matter  whose  masses  are  as  4  to  1. 

119.]  In  the  second  figure  we  have  again  two  points  whose 
charges  are  as  20  to  5,  but  the  one  positive  and  the  other  negative. 
In  this  case  one  of  the  equipotential  surfaces,  that,  namely^  corre- 
sponding to  potential  zero,  is  a  sphere.  It  is  marked  in  the  diagram 
by  the  dotted  circle  Q.  The  importance  of  this  spherical  surface 
will  be  seen  when  we  come  to  the  theory  of  Electrical  Images. 

We  may  see  from  this  diagram  that  if  two  round  bodies  are 
charged  with  opposite  kinds  of  electricity  they  will  attract  each 
other  as  much  as  two  points  having  the  same  charges  but  placed 
somewhat  nearer  together  than  the  middle  points  of  the  round  bodies. 

Here,  again,  one  of  the  equipotential  surfiices,  indicated  by  a 
dotted  line,  has  two  lobes,  an  inner  one  surrounding  the  point  whose 
charge  is  5  and  an  outer  one  surrounding  both  bodies,  the  two 
lobes  meeting  in  a  conical  point  P  which  is  a  point  of  equilibrium. 

If  the  surface  of  a  conductor  is  of  the  form  of  the  outer  lobe,  a 
roundish  body  having,  like  an  apple,  a  conical  dimple  at  one  end  of 
its  axis,  then,  if  this  conductor  be  electrified,  we  shall  be  able  to 
determine  the  surface-density  at  any  point.  That  at  the  bottom  of 
the  dimple  will  be  zero. 

Surrounding  this  surface  we  have  others  having  a  rounded 
dimple  which  flattens  and  finally  disappears  in  the  equipotential 
surface  passing  through  the  point  marked  M. 

The  lines  of  force  in  this  diagram  form  two  systems  divided  by  a 
surface  which  passes  through  the  point  of  equilibrium. 
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If  we  consider  points  on  the  axis  on  the  farther  side  of  the  point 
-B,  we  find  that  the  resultant  force  diminishes  to  the  double  point  P, 
where  it  vanishes.  It  then  changes  sign^  and  reaches  a  maximum 
at  Mi  after  which  it  continually  diminishes. 

This  maximum,  howevery  is  only  a  maximum  relatively  to  other 
points  on  the  axis,  for  if  we  consider  a  surface  through  M  per- 
pendicular to  the  axis,  Jf  is  a  point  of  minimum  force  relatively  to 
neighbouring  points  on  that  surface. 

120.]  Figure  III  represents  the  equipotential  surfaces  and  lines 
of  induction  due  to  a  point  whose  change  is  10  placed  at  A^  and 
surrounded  by  a  field  of  force,  which,  before  the  introduction  of  the 
charged  pointy  was  uniform  in  direction  and  magnitude  at  every 
part. 

The  equipotential  surfaces  have  each  of  them  an  asymptotic 
plane.  One  of  them,  indicated  by  a  dotted  line,  has  a  conical 
point  and  a  lobe  surrounding  the  point  A,  Those  below  this  surface 
have  one  sheet  with  a  depression  near  the  axis.  Those  above  have 
a  closed  portion  surrounding  A  and  a  separate  sheet  with  a  slight 
depression  near  the  axis. 

K  we  take  one  of  the  surfaces  below  A  as  the  surface  of  a  con- 
ductor, and  another  a  long  way  below  A  as  the  surface  of  another 
conductor  at  a  different  potential,  the  system  of  lines  and  surfaces 
between  the  two  conductors  will  indicate  the  distribution  of  electric 
force.  If  the  lower  conductor  is  very  far  from  A  its  surface  will 
be  very  nearly  plane,  so  that  we  have  here  the  solution  of  the 
distribution  of  electricity  on  two  surfaces,  both  of  them  nearly 
plane  and  parallel  to  each  other,  except  that  the  upper  one  has 
a  protuberance  near  its  middle  point,  which  is  more  or  less 
prominent  according  to  the  particular  equipotential  surface  we 
choose. 

121.]  Figure  lY  represents  the  equipotential  surfaces  and  lines 
of  induction  due  to  three  points  A^  B  and  (7,  the  charge  of  A  being 
15  units  of  positive  electricity,  that  of  £  12  units  of  negative 
electricity,  and  that  of  C  20  units  of  positive  electricity.  These 
points  are  placed  in  one  straight  line,  so  that 

AB:=z9,     jBC=:  16,     AC  T=:  25. 

In  this  case,  the  surface  for  which  the  potential  is  zero  consists 
of  two  spheres  whose  centres  are  A  and  (7  and  their  radii  15  and  20. 
These  spheres  intersect  in  the  circle  which  cuts  the  plane  of  the 
paper  at  right  angles  in  J)  and  i/,  so  that  £  is  the  centre  of  this 
circle  and  its  radius  is  12.     This  circle  is  an  example  of  a  line 
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of  equilibrium, .  for  the  resultant  force  vanishes  at  every  point  of 
this  line. 

If  we  suppose  the  sphere  whose  centre  is  J  to  be  a  conductor 
with  a  charge  of  3  units  of  positive  electricity,  and  placed  under 
the  influence  of  20  units  of  positive  electricity  at  C,  the  state  of 
the  ease  will  be  represented  by  the  diagram  if  we  leave  out  all  the 
lines  within  the  sphere  A.  The  part  of  this  spherical  surface  within 
the  small  circle  Blf  will  be  negatively  charged  by  the  influence 
of  C,  All  the  rest  of  the  sphere  will  be  positively  charged,  and 
the  small  circle  BI/  itself  will  be  a  line  of  no  charge. 

We  may  also  consider  the  diagram  to  represent  the  sphere  whose 
centre  is  C,  charged  with  8  units  of  positive  electricity,  and  in- 
fluenced by  15  units  of  positive  electricity  placed  at  A, 

The  diagram  may  also  be  taken  to  represent  a  conductor  whose 
surface  consists  of  the  larger  segments  of  the  two  spheres  meeting 
in  -DJ9',  charged  with  23  units  of  positive  electricity. 

We  shall  return  to  the  consideration  of  this   diagram  as  an 

illustration  of  Thomson's  Theory  of  Electrical  Images,    See  Art.  168. 

122.]  These  diagrams  should  be  studied  as  illustrations  of  the 

language  of  Faraday  in  speaking  of  *  lines  of  force,'  the  *  forces  of  an 

electrified  body,'  &c. 

The  word  Force  denotes  a  restricted  aspect  of  that  action  between 
two  material  bodies  by  which  their  motions  are  rendered  different 
from  what  they  would  have  been  in  the  absence  of  that  action. 
The  whole  phenomenon,  when  both  bodies  are  contemplated  at 
once,  is  called  Stress,  and  may  be  described  as  a  transference  of 
momentum  from  one  body  to  the  other.  When  we  restrict  our 
attention  to  the  first  of  the.  two  bodies,  we  call  the  stress  acting 
on  it  the  Moving  Force,  or  simply  the  Force  on  that  body,  and 
it  is  measured  by  the  momentum  which  that  body  is  receiving  per 
unit  of  time. 

The  mechanical  action  between  two  charged  bodies  is  a  stress, 
and  that  on  one  of  them  is  a  force.  The  force  on  a  small  charged 
body  is  proportional  to  its  own  charge,  and  the  force  per  unit  of 
charge  is  called  the  Intensity  of  the  force. 

The  word  Induction  was  employed  by  Faraday  to  denote  the 
mode  in  which  the  charges  of  electrified  bodies  are  related  to 
each  other,  every  unit  of  positive  charge  being  connected  with 
a  unit  of  negative  charge  by  a  line,  the  direction  of  which, 
in  fluid  dielectrics,  coincides  at  every  part  of  its  course  with 
that  of  the  electrie  intensity.      Such  a  lino  is  often  called  a 
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line  of  Force,  but  it  is  more  correct  to  call  it  a  line  of  In- 
duction. 

Now  the  quantity  of  electricity  in  a  body  is  measured,  according 
to  Faraday's  ideas,  by  the  number  of  lines  of  force,  or  rather  of 
induction,  which  proceed  from  it.  These  lines  of  force  must  all 
terminate  6omewhei*e,  either  on  bodies  in  the  neighbourhood,  or  on 
the  walls  and  roof  of  the  room,  or  on  the  earth,  or  on  the  heavenly 
bodies,  and  wherever  they  terminate  there  is  a  quantity  of  elec- 
fcricity  exactly  equal  and  opposite  to  that  on  the  part  of  the  body 
from  which  they  proceeded.  By  examining  the  diagrams  this  will 
be  seen  to  be  the  case.  There  is  therefore  no  contradiction  between 
Faraday's  views  and  the  mathematical  results  of  the  old  theory, 
but,  on  the  contrary,  the  idea  of  lines  of  force  throws  great  light 
on  these  results,  and  seems  to  afford  the  means  of  rising  by  a  con- 
tinuous process  from  the  somewhat  rigid  conceptions  of  the  old 
theory  to  notions  which  may  be  capable  of  greater  expansion,  so 
as  to  provide  room,  for  the  increase  of  our  knowledge  by  further 
researches. 

123J  These  diag^ms  are  constructed  in  the  following  manner  :— 

First,  take  the  case  of  a  single  centre  of  force,  a  small  electrified 
body  with  a  charge  e.  The  potential  at  a  distance  r  is  Y^ejr\ 
hence,  if  we  make  r  =  e/V^  we  shall  find  r,  the  radius  of  the  sphere 
for  which  the  potential  is  V.  If  we  now  give  to  V  the  values 
1,  2,  3,  &e.,  and  draw  the  corresponding  spheres,  we  shall  obtain 
a  series  of  equipotential  surfaces,  the  potentials  corresponding  to 
which  are  measured  by  the  natural  numbers.  The  sections  of  these 
spheres  by  a  plane  passing  through  their  common  centre  will  be 
circles,  each  of  which  we  may  mark  with  the  number  denoting  its 
potential.  These  are  indicated  by  the  dotted  semi-circles  on  the 
right  hand  of  Fig.  6. 

If  there  be  another  centre  of  force,  we  may  in  the  same  way  draw 
the  equipotential  surfaces  belonging  to  it,  and  if  we  now  wish  to 
find  the  form  of  the  equipotential  surfaces  due  to  both  centres 
together,  we  must  remember  that  if  ?J  be  the  potential  due  to  one 
centre,  and  V^  that  due  to  the  other,  the  potential  due  to  both  will  be 
^+  ^=  ^.  Hence,  since  at  every  intersection  of  the  equipotential 
surfaces  belonging  to  the  two  series  we  know  both  Vy^  and  i^,  we 
also  know  the  value  of  V.  If  therefore  we  draw  a  surface  which 
passes  through  all  those  intersections  for  which  the  value  of  F  is 
the  same,  this  surface  will  coincide  with  a  true  equipotential  surface 
at  all  these  intersecticms^  and  if  the  original  systems  of  surfaces 
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are  drawn  sufficieiitly  close,  the  new  surfaoe  may  be  drawn  with 
any  required  degree  of  accuracy.  The  equipotential  surfaces  due  to 
two  points  whose  charges  are  equal  and  opposite  are  represented  by 
the  continuous  lines  on  the  right  hand  side  of  Fig.  6. 

This  method  may  be  applied  to  the  drawing  of  any  system 
of  equipotential  surfaces  when  the  potential  is  the  sum  of  two 
potentials,  for  which  we  have  already  drawn  the  equipotential 
surfaces. 

The  lines  of  force  due  to  a  single  centre  of  force  are  straight 
lines  radiating  from  that  centre.  If  we  wish  to  indicate  by  these 
lines  the  intensity  as  well  as  the  direction  of  the  force  at  any  point, 
we  must  draw  them  so  that  they  mark  out  on  the  equipotential 
surfaces  portions  over  which  the  surface-integral  of  induction  has 
definite  valuea  The  best  way  of  doing  this  is  to  suppose  our 
plane  figure  to  be  the  section  of  a  figure  in  space  formed  by  the 
revolution  of  the  plane  figure  about  an  axis  passing  through  the 
centre  of  force.  Any  straight  line  radiating  from  the  centre  and 
making  an  angle  6  with  the  axis  will  then  trace  out  a  cone, 
and  the  surface-integral  of  the  induction  through  that  part  of  any 
surface  which  is  cut  off  by  this  cone  on  the  side  next  the  positive 
direction  of  the  axis  is  2^^  (1— cos^). 

If  we  further  suppose  this  surface  to  be  bounded  by  its  inter- 
section with  two  planes  passing  through  the  axisj  and  inclined  at 
the  angle  whose  arc  is  equal  to  half  the  radius,  then  the  induction 
through  the  surface  so  bounded  is 

e  (1— cos^)  =  2*,  say; 

and    tf  =  cos"i(l— 2— )• 

If  we  now  g^ve  to  4>  a  series  of  values  1,  2,  3  ...  e,  we  shall  find 
a  corresponding  series  of  values  of  tf,  and  if  «  be  an  integer,  the 
number  of  corresponding  lines  of  force,  including  the  axis,  will  be 
equal  to  e. 

We  have  thus  a  method  of  drawing  lines  of  force  so  that  the 
charge  of  any  centre  is  indicated  by  the  number  of  lines  which 
diverge  from  it,  and  the  induction  through  any  surfeu^  cut  off  in  the 
way  described  is  measured  by  the  number  of  lines  of  force  which 
pass  through  it.  The  dotted  straight  lines  on  the  left  hand  side 
of  Fig.  6  represent  the  lines  of  force  due  to  each  of  two  electrified 
points  whose  charges  are  10  and  —10  respectively. 

If  there  are  two  centres  of  force  on  the  axis  of  the  figure  we 
may  draw  the  lines  of  force  for  each  axis  corresponding  to  values 
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of  4>i  and  <l>2,  and  then,  by  drawing  lines  through  the  consecutive 
intersections  of  these  lines  for  which  the  value  of  4>i  +  4>2  is  the 
same,  we  may  find  the  lines  of  force  due  to  both  centres,  and  in 
the  same  way  we  may  combine  any  two  systems  of  lines  of  force 
which  are  symmetrically  situated  about  the  same  axis.  The  con- 
tinuous curves  on  the  left  hand  side  of  Fig.  6  represent  the  lines  of 
force  due  to  the  two  charged  points  acting  at  once. 

After  the  equipotential  surfaces  and  lines  of  force  hav6  been 
constructed  by  this  method  the  accuracy  of  the  drawing  may  be 
tested  by  observing  whether  the  two  systems  of  lines  are  every- 
where orthogonal,  and  whether  the  distance  between  consecutive 
equipotential  surfaces  is  to  the  distance  between  consecutive  lines 
of  force  as  half  the  mean  distance  from  the  axis  is  to  the  assumed 
unit  of  length. 

In  the  case  of  any  such  system  of  finite  dimensions  the  line  of  force 
whose  index  number  is  <t>  has  an  asyiflptote  which  passes  through 
the  electric  centre  (Art.  89  d)  of  the  system,  and  is  inclined  to  the 
axis  at  an  angle  whose  cosine  is  1  —  2  ^/e,  where  e  is  the  total  elec- 
trification of  the  system,  provided  4>  is  less  than  e.  Lines  of  force 
whose  index  is  greater  than  e  are  finite  lines.  If  e  is  zero,  they  are 
all  finite. 

The  lines  of  force  corresponding  to  a  field  of  uniform  force  parallel 
to  the  axis  are  lines  parallel  to  the  axis,  the  distances  from  the  axis 
being  the  square  rpots  of  an  arithmetical  series. 

The  theory  of  equipotential  surfaces  and  lines  of  force  in  two 
dimensions  will  be  given  when  we  come  to  the  theory  of  conjugate 
functions*. 


♦  See  a  paper  *0n  the  Flow  of  Eleciaioity  in  Conducting  Sur&cee/  by  Prof.  W.  R, 
Smith,  Proc.  B,S,£din.,  1869-70,  p.  79. 


// 


CHAPTER  VIII. 

SIMPLE   CASES  OP   ELECTRIFICATION. 

Two  Parallel  Planes. 

124.]  We  shall  consider,  in  the  first  place,  two  parallel  plane 
conducting  surfaces  of  infinite  extent,  at  a  distance  e  firom  each 
other,  maintained  respectively  at  potentials  A  and  B, 

It  is  manifest  that  in  this  case  the  potential  F  will  be  a  Amction 
of  the  distance  z  from  the  plane  J,  and  will  be  the  same  for  all 
points  of  any  parallel  plane  between  A  and  jB,  except  near  the 
boundaries  of  the  electrified  surfaces,  which  by  the  supposition 
are  at  an  infinitely  great  distance  from  the  point  considered. 

Hence,  Laplace's  equation  becomes  reduced  to 

dW      ^ 

the  integral  of  which  is 

and  since  when  jg:  =  0,  /^=  A\  and  when  z  ^  c,  V:=z  jB, 

For  all  points  between  the  planes,  the  resultant  intensity  is 
normal  to  the  planes,  and  its  magnitude  is 

C 

In  the  substance  of  the  conductors  themselves,  72  =  0.  Hence 
the  distribution  of  electricity  on-  the  first  plane  has  a  surface- 
density  <r,  where 

4ir<r  =-«  = • 

c 

On  the  other  surface,  where  the  potential  is  -B,  the  surface- 
density  c'  will  be  equal  and  opposite  to  <r,  and 
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Let  us  next  consider  a  portion  of  the  first  surface  whose  area 
is  Sy  taken  so  that  no  part  of  ^S^  is  near  the  boundary  of  the 
surface. 

The  quantity  of  electricity  on  this  surface  is  e^  =  S<r,  and,  by 
Art.  79,  the  force  acting  on  every  unit  of  electricity  is  iR,  so  that 
the  whole  force  acting  on  the  area  S,  and  attracting  it  towards 
the  other  plane^  is 

Stt  Sir        c^ 

Here  the  attraction  is  expressed  in  terms  of  the  area  S,  the 
difference  of  potentials  of  the  two  surfaces  (^4— J5),  and  the  distance 
between  them  c.  The  attraction,  expressed  in  terms  of  the  charge 
^1,  on  the  area  S,  is  j«_  2Tr     ^ 

The  electrical  energy  due  to  the  distribution  of  electricity  on  the 
area  S^  and  that  on  the  corresponding  area  8^  on  the  surface  B 
defined  by  projecting  8  on  the  surface  -B  by  a  system  of  lines  of 
force,  which  in  this  case  are  normals  to  the  planes,  is 
V=i(e^A  +  e^B), 
_      8  {A^Bf 
""*47        'c        ' 

^Fc. 

The  first  of  these  expressions  is  the  general  expression  of  elec- 
trical energy  (Art.  84). 

The  second  gives  the  energy  in  terms  of  the  area,  the  distance, 
and  the  difierence  of  potentials. 

The  third  gives  it  in  terms  of  the  resultant  force  R,  and  the 
volume  8c  included  between  the  areas  8  and  S^y  and  shews  that  the 
energy  in  unit  of  volume  is/?  where  Sirjo  =  iZ*. 

The  attraction  between  the  planes  \sjp8y  or  in  other  words,  there 
is  an  electrical  tension  (or  negative  pressure)  equal  to  jt?  on  every 
unit  of  area. 

The  fourth  expression  gives  the  energy  in  terms  of  the  charge. 

The  fifth  shews  that  the  electrical  energy  is  equal  to  the  work 
which  would  be  done  by  the  electric  force  if  the  two  surfaces  were 
to  be  brought  together,  moving  parallel  to  themselves,  with  their 
electric  charges  constant. 
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To  express  the  charge  in  terms  of  the  difference  of  potentials, 
we  have  1      8  .        ^.         , 

The  coeflScient  q  represents  the  charge  due  to  a  difference  of 
potentials  equal  to  unity.  This  coefficient  is  called  the  Capacity 
of  the  surface  8^  due  to  its  position  relatively  to  the  opposite 
surface. 

Let  us  now  suppose  that  the  medium  between  the  two  surfaces 
is  no  longer  air  but  some  other  dielectric  substance  whose  specific 
inductive  capacity  is  JT,  then  the  charge  due  to  a  given  difference 
of  potentials  will  be  K  times  as  great  as  when  the  dielectric  is  air^ 
or  K8  ,  .     ^. 

The  total  energy  will  be  , 

_  2ir     g 
The  force  between  the  surfaces  will  be 

Hence  the  force  between  two  surfaces  kept  at  given  potentials 
varies  directly  as  JT,  the  specific  capacity  of  the  dielectric,  but  the 
force  between  two  surfaces  charged  with  given  quantities  of  elec- 
tricity varies  inversely  as  JT. 

Two  Concentric  Spherical  Surfaces, 

125.]  Let  two  concentric  spherical  surfaces  of  radii  a  and  i,  of 
which  b  is  the  greater^  be  maintained  at  potentials  A  and  B 
respectively,  then  it  is  manifest  that  the  potential  Fis  a  function 
of  r  the  distance  from  the  centre.  In  this  case,  Laplace's  equation 
becomes  d^V      2  dV      ^ 

The  solution  of  this  is 

and  the  condition  that  V^A  when  r  ^  a,  and  FssB  when  r  =  d, 
gives  for  the  space  between  the  spherical  surfiaces, 
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ii!  =  -.  — =     "^""^       - 


If  o-^,  0*2  are  the  surface-densities  on  the  opposed  surfaces  of  a 
solid  sphere  of  radius  a,  and  a  spherical  hollow  of  radius  d,  then 
_     1       A-B  _     1       B^A 

If  e^  and  ^2  a^^  the  whole  charges  of  electricity  on  these  surfaces, 


The  capacity  of  the  enclosed  sphere  is  therefore  , 

If  the  outer  surface  of  the  shell  be  also  spherical  and  of  radius  c, 
then,  if  there  are  no  other  conductors  in  the  neighbourhood,  the 
charge  on  the  outer  surface  is 

e^  =  Be. 

Hence  the  whole  charge  on  the  inner  sphere  is 

and  that  of  the  outer  shell 

If  we  put  i  =  00,  we  have  the  case  of  a  sphere  in  an  infinite 
space.  The  electric  capacity  of  such  a  sphere  is  a,  or  it  is  numeri- 
cally equal  to  its  radius. 

The  electric  tension  on  the  inner  sphere  per  unit  of  area  is 


I    b^  {A'-Bf 


The  resultant  of  this  tension  over  a  hemisphere  is  ita^p^F 
normal  to  the  base  of  the  hemisphere^  and  if  this  is  balanced  by  a 
surface  tension  exerted  across  the  circular  boundary  of  the  hemi- 
sphere, the  tension  on  unit  of  length  being  f,  we  have 

jP=  2'naT. 

„  ^      b^A^Bf       e^^ 

b^     {A^Bf 
"  167ra   {b-af  * 


176  SIMPLE   CASES.  [126. 

If  a  spherical  soap  bubble  is  electrified  to  a  potential  A^  then,  if 
its  radius  is  a^  the  charge  will  be  Aa^  and  the  surface-density 
will  be  \    A 

The  resultant  intensity  just  outside  the  surface  will  be  4170*, 
and  inside  the  bubble  it  is  zero,  so  that  by  Art.  79  the  electrical 
force  on  unit  of  area  of  the  surface  will  be  2710-^,  acting  outwards. 
Hence  the  electrification  will  diminish  the  pressure  of  the  air 
within  the  bubble  by  27r<r*,  or 

1    A^ 
Sw  a^* 

But  it  may  be  shewn  that  if  Tq  is  the  tension  which  the  liquid 
film  exerts  across  a  line  of  unit  length,  then  the  pressure  from 
within  required  to  keep  the  bubble  from  collapsixig  is  2  TJa,  If  the 
electrical  force  is  just  sufficient  to  keep  the  bubble  in  equilibrium 
when  the  air  within  and  without  is  at  the  same  pressure, 

Two  Infinite  Coaxal  Cylindric  Surfaces. 

126.]  Let  the  radius  of  the  outer  surface  of  a  conducting  cylinder 
be  a,  and  let  the  radius  of  the  inner  surface  of  a  hollow  cylinder, 
having  the  same  axis  with  the  first,  be  J.  Let  their  potentials 
be  A  and  B  respectively.  Then,  since  the  potential  T  is  in  this 
case  a  function  of  r,  the  distance  from  the  axis,  Laplace's  equation 
becomes  ^^      ^^y 

whence  F=  C^ + Cg  log  r . 

Since  r=  A  when  r  =  a,  and  r=  B  when  /  =  i, 

J 


-4  log-  +-Blog- 


log^ 

If  (Tj,   (Tg  are  the   surface-densities   on   the  inner  and  outer 
surfaces, 

^      ,             A^B             ,             B^A 
4ir<ri  = -}  4ff(r2= ^• 

a  log  -  b  log  - 


127.] 


COAXAL  CYLINDERS. 


i7r^ 


If  e^  and  e^  are  the  charges  on  the  portions  of  the  two  cylinders 
between  two  sections  transverse  to  the  axis  at  a  distance  /  from 
each  other,  A—J3 

The  capacity  of  a  length  I  of  the  interior  cylinder  is  therefore 

logt 

If  the  space  between  the  cylinders  is  occupied  by  a  dielectric  of 
specific  capacity  K  instead  of  air,  then  the  capacity  of  the  inner 


cylinder  is 


^ 


IK 
\ogi 


The  energy  of  the  electrical  distribation  on  the  part  of  the  infinite 
cylinder  which  we  have  considered  is 
,  IK{A-Bf 

*~7~^ — 


Fig.  6. 

127.]  Let  there  be  two  hollow  cylindric  conductors  A  and  B^ 
Fig.  5,  of  indefinite  lengfth,  having  the  axis  of  x  for  their  common 
axis,  one  on  the  positive  and  the  other  on  the  negative  side  of  the 
origin,  and  separated  l^y  a  short  interval  near  the  origin  of  co- 
ordinates. 

Let  a  hollow  cylinder  Cof  length  2^  be  placed  with  its  middle 
point  at  a  distance  x  on  the  positive  side  of  the  origin^  so  as  to 
extend  into  both  the  hollow  cylinders. 

Let  the  potential  of  the  positive  hollow  cylinder  be  -4,  that  of 
the  negative  one  B^  and  that  of  the  internal  one  (7,  and  let  us  put 
a  for  the  capacity  per  unit  of  length  of  C  with  respect  to  J(,  and 
/3  for  the  same  quantity  with  respect  to  B. 

The  surface  densities  of  the  parts  of  the  cylinders  at  fixed 
points  near  the  origin  and  at  points  at  given  small  distances 
from  the  ends  of  the  inner  cylinder  will  not  be  affected  by  the 

VOL.  i»  2J 
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valae  of  x  provided  a  conBiderable  length  of  the  inner  cylinder 
enters  each  of  the  hollow  cylinders.  Near  the  ends  of  the  hollow 
cylinders,  and  near  the  ends  of  the  inner  cylinder,  there  will  be 
distributions  of  electricity  which  we  are  not  yet  able  to  calcalate, 
but  the  distribution  near  the  ori^pn  will  not  be  altered  by  the 
motion  of  the  inner  cylinder  provided  neither  of  its  ends  comes 
near  the  origin,  and  the  distributions  at  the  ends  of  the  inner 
cylinder  will  move  with  it,  so  that  the  only  effect  of  the  motion 
will  be  to  increase  or  diminish  the  length  of  those  parts  of  the 
inner  cylinder  where  the  distribution  is  similar  to  that  on  an 
infinite  cylinder. 

Hence  the  whole  energy  of  the  system  will  be^  so  far  as  it  depends 
on  Xy 

Q  =  ia(l+x)  {C^Af  +  i /3  {l^x)  {CSf  +  quantities 

independent  of  x ; 
and  the  resultant  force  parallel  to  the  axis  of  the  cylinders  will  be 

If  the  cylinders  A  and  B  are  of  equal  section,  a  =  /3,  and 
X^a{B^A)(C^\{A+B)). 

It  appears,  therefore^  that  there  is  a  constant  force  acting  on 
the  inner  cylinder  tending  to  draw  it  into  that  one  of  the  outer 
cylinders  from  which  its  potential  differs  most. 

If  C  be  numerically  large  and  A+B  comparatively  small,  then 
the  force  is  approximately    X=  a  (5— -4)  C; 
so  that  the  difference  of  the  potentials  of  the  two  cylinders  can  be 
measured  if  we  can  measure  X,  and  the  delicacy  of  the  measurement 
will  be  increased  by  raising  C,  the  potential  of  the  inner  cylinder. 

This  principle  in  a  modified  form  is  adopted  in  Thomson's 
Quadrant  Electrometer^  Art.  219. 

The  same  arrangement  of  three  cylinders  may  be  used  as  a 
measure  of  capacity  by  connecting  B  and  C.  If  the  potential  of 
A  is  zero,  and  that  of  B  and  C  is  T,  then  the  quantity  of  electricity 
on  ^  will  be  E^^  (?i3+a (/+^))  T; 

so  that  by  moving  C  to  the  right  till  x  becomes  a?  +  f  the  capacity  of 
the  cylinder  C  becomes  increased  by  the  definite  quantity  of,  where 

1 


a  and  b  being  the  radii  of  the  opposed  cylindric  surfaces. 


CHAPTEE  IX. 


SPHERICAL  HARMONICS. 


128.]  The  mathematical  theory  of  spherical  harmonics  has  been 
made  the  subject  of  several  special  treatises.  The  Handbuch  der 
Kugeljknctionen  of  Dr.  E.  Heine,  which  is  the  most  elaborate  work 
on  the  subject,  has  now  (1878)  reached  a  second  edition  in  two 
volumes,  and  Dr.  F.  Neumann  has  published  his  Beitrdge  zur 
TAeorie  der  Kugelfunctionen  (Leipzig,  Teubner,  1878).  The  treat- 
ment of  the  subject  in  Thomson  and  Tait's  Natural  Philosojihy  is 
considerably  improved  in  the  second  edition  (1879),  and  Mr.  Tod- 
hunter's  Elementary  Treatise  on  Laj^lace^%  Functions^  Lame^s  FunC' 
tions,  and  BessePs  Functions^  together  with  Mr.  Ferrers'  Elementary 
Treatise  on  Spherical  Harmonics  and  subjects  connected  with  them, 
have  rendered  it  unnecessary  to  devote  much  space  in  a  book  on 
electricity  to  the  purely  mathematical  development  of  the  subject. 

I  have  retained  however  the  specification  of  a  spherical  harmonic 
in  terms  of  its  poles. 

On  Singular  Points  at  which  the  Potential  becomes  Infinite, 
129  a]  If  a  charge,  A^y  of  electricity  is  uniformly  spread  over 
the  surface  of  a  sphere  the  coordinates  of  whose  centre  are  (a,  J,  c) 
the  potential  at  any  point  (a?,  y,  z)  outside  the  sphere  is,  by  Art.  125, 

r=^,  (1) 

where  r^  =  {x^af  +  {y-by  4-  {si-cf-  (2) 

As  the  expression  for  V  is  independent  of  the  radius  of  the 
sphere,  the  form  of  the  expression  will  be  the  same  if  we  suppose 
the  radius  infinitely  small.  The  physical  interpretation  of  the 
expression  would  be  that  the  charge  Aq  is  placed  on  the  surface' 
of  an   infinitely  small   sphere,  which  is  sensibly  the  same  as  a 

N  2, 
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mathematical  point.  We  have  already  (Arts.  55,  81)  shewn  that 
there  is  a  limit  to  the  surface-density  of  electricity,  so  that  it  is 
physically  impossible  to  place  a  finite  charge  of  electricity  on  a 
sphere  of  less  than  a  certain  radius. 

Nevertheless  as  the  equation  (l)  represents  a  possible  distri- 
bution of  potential  in  the  space  surrounding  a  sphere,  we  may 
for  mathematical  purposes  treat  it  as  if  it  arose  from  a  charge  A^ 
condensed  at  the  mathematical  point  (a,  i,  c)  and  we  may  call 
the  point  an  infinite  point  of  order  zero. 

There  are  other  kinds  of  singular  points,  the  properties  of  which 
we  shall  now  investigate,  but  before  doing  so  we  must  define 
certain  expressions  which  we  shall  find  useful  in  dealing  with 
directions  in  space,  and  with  the  points  on  a  sphere  which  cor- 
respond to  them. 

129  i.]  An  aans  is  any  definite  direction  in  space.  We  may 
suppose  it  defined  by  a  mark  made  on  the  surface  of  a  sphere  at  the 
point  where  the  radius  drawn  from  the  centre  in  the  direction 
of  the  axis  meets  the  sur&ce.  This  point  is  called  the  Pole  of 
the  axis.     An  axis  has  therefore  one  pole  only,  not  two. 

If  fjL  is  the  cosine  of  the  angle  between  the  axis  A  and  any  vector 

^  Wld  if  i)  =  lAT,  (3) 

p  is  the  resolved  part  of  r  in  the  direction  of  the  axis  i. 

Different  axes  are  distinguished  by  different  suffixes,  and  the 
cosine  of  the  angle  between  two  axes  is  denoted  by  X^,,  where  m 
and  n  are  the  suffixes  specifying  the  axes. 

Differentiation  with  respect  to  an  axis,  i^  whose  direction  cosines 
are  L,  M,  JV,  is  denoted  by 

From  these  definitions  it  is  evident  that 

iK r (') 

If  we  now  suppose  that  the  potential  at  the  point  (ar,  y,  z)  due  to 
a  singular  point  of  any  order  placed  at  the  origin  is 
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then  if  such  a  point  be  placed  at  the  extremity  of  the  axis  h^ 

the  potential  at  (a?,  y,  z)  will  be 

Af[{x--Lh),    {9^Mh\    {z^Nh)l 

and  if  a  point  in  all  respects  the  same,  except  that  the  sign  of  A  is 

reversed,  be  placed  at  the  origin,  the  potential  due  to  the  pair 

of  points  will  be 

r^Afiim-Lh),    (y-Mh\     {z-Nh)-\-A/{x,y,z), 

d 
^  ^Ah  ^/{p^y  1/i  ^)  +  term*  containing  h^. 

If  we  now  diminish  A  and  increase  A  without  limits  their  pro- 
duct continuing  finite  and  equal  to  A\  the  ultimate  value  of  the 
potential  of  the  pair  of  points  will  be 

'^'=-^'^/(^.^.4  (8) 

If /(a?,  y,  z)  satisfies  Laplace's  equation,  then,  since  this  equation 
is  linear,  F'y  which  is  the  difference  of  two  functions,  each  of  which 
separately  satisfies  the  equation,  must  itself  satisfy  it. 

129  c]  Now  the  potential  due  to  an  infinite  point  of  order  zero 

r,^A,\,  (9) 

satisfies  Laplace's  equation,  therefore  every  function  formed  from 
this  by  differentiation  with  respect  to  any  number  of  axes  in  suc- 
cession must  also  satisfy  that  equation. 

A  point  of  the  first  order  may  be  formed  by  taking  two  points 
of  order  zero,  having  equal  and  opposite  charges  —  A^  and  A^y  and 
placing  the  first  at  the  origin  and  the  second  at  the  extremity 
of  the  axis  h^.  The  value  of  A^  is  then  diminished  and  that  of  A^ 
increased  indefinitely,  but  so  that  the  product  A^  A^  is  always  equal 
to  Ay^.  The  ultimate  result  of  this  process,  when  the  two  points 
coincide,  is  a  point  of  the  first  order  whose  moment  is  A^  and 
whose  axis  is  ^^^  ^  point  of  the  first  order  is  therefore  a  double 
point.     Its  potential  is 

(10) 


— -^1^  • 


By  placing  a  point  of  the  first  order  at  the  origin,  whose  moment 
is  —Ai ,  and  another  at  the  extremity  of  the  axis  ^2  whose  moment 
is  ^1,  and  then  diminishing  ^2  A°d  increasing  A^,  so  that 

Ji^2=i^.  (11) 
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we  obtain  a  point  of  the  second  order^  whose  potential  is 

=^a'^'y^"-  (12) 

We  may  call  a  point  of  the  second  order  a  quadmple  point 
because  it  is  constructed  by  making  four  points  of  order  zero  ap- 
proach each  other.  It  has  two  axes  Ji^  and  ^2  ^^^  ^  moment  A^. 
The  directions  of  these  axes  and  the  magnitude  of  the  moment 
completely  define  the  nature  of  the  point. 

By  differentiating  with'  respect  to  n  axes  in  succession  we  obtain 
the  potential  due  to  a  point  of  the  »*^  order.  It  will  be  the 
product  of  three  factors^  a  constant,  a  certain  combination  of 
cosines^  and  r~^*+'^).  It  is  convenient,  for  reasons  which  will  appear 
as  we  go  on^  to  make  the  numerical  value  of  the  constant  such 
that  when  all  the  axes  coincide  with  the  vector,  the  coeflScient  of 
the  moment  is  r~(*'*'*\  We  therefore  divide  by  n  when  we  differ- 
entiate with  respect  to  A„. 

In  this  way  we  obtain  a  definite  numerical  value  for  a  particular 
potential,  to  which  we  restrict  the  name  of  The  Solid  Harmonic  of 
degree  —  (»+  1),  namely 

V  _  f       \n  ^  ^        ^  ^       1  /io\ 

If  this  quantity  is  multiplied  by  a  constant  it  is  still  the  poten- 
tial due  to  a  certain  point  of  the  n^  order. 

129  rf.]  The  result  of  the  operation  (13)  is  of  the  form 

r=r,r-(-+i),  (14) 

where  J",  is  a  function  of  the  n  cosines  fii...M»  o^  ^^^  angles 
between  r  and  the  n  axes,  and  of  the  in(»— 1)  cosines  X|2,  &c.  of 
the  angles  between  pairs  of  the  axes. 

If  we  consider  the  directions  of  r  and  the  n  axes  as  determined 
by  points  on  a  spherical  surface,  we  may  regard  ¥^  as  a  quantity 
varying  from  point  to  point  on  that  surface,  being  a  function  of  the 
in{7i-\-l)  distances  between  the  n  poles  of  the  axes  and  the  pole 
of  the  vector.  We  therefore  call  Y^  the  Surface  Harmonic  of 
order  «. 

130  a.]  We  have  next  to  shew  that  to  every  surface-harmonic 
of  order  n  there  corresponds  not  only  a  solid  harmonic  of  degree 
—  («  +  1)  but  another  of  degree  n,  or  that 

satisfies  Laplace's  equation. 
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For  ^  =  (2«  +  l)r«»-i«?^  +  H"+i^, 


H6nc6 

+  2(2«+I).«-(.§+yf  +.§) 

Now,  since  ^  is  a  homogeneous  function  of  x,  y,  and  z,  of 
negative  degpree  «  + 1 , 

dV-  drl.  dr-  /  ^  rr  ,        \ 

The  first  two  terms  therefore  of  the  riglit-hand  member  of 
equation  (16)  destroy  each  other,  and,  since  ^  satisfies  Laplace's 
equation,  the  third  term  is  zero,  so  that  H^  also  satisfies  Laplace's 
equation,  and  is  therefore  a  solid  harmonic  of  degpree  n. 

This  is  a  particular  case  of  the  more  general  theorem  of  electrical 
inversion,  which  asserts  that  if  F  (a;,  y,  z)  is  a  function  of  a?,  y, 
and  z  which  satisfies  Laplace's  equation,  then  there  exists  another 

function,  a  ^.a^x    a^v    a^z^ 

-F(—y  -f,  — ), 

which  also  satisfies  Laplace's  equation.     See  Art.  162. 

180  J.]  The  surface  harmonic  J"„  contains  2«  arbitrary  variables, 
for  it  is  defined  by  the  positions  of  its  n  poles  on  the  sphere,  and 
each  of  these  is  defined  by  two  coordinates. 

Hence  the  solid  harmonics  V^  and  H^  also  contain  2  n  arbitrary 
variables.  Each  of  these  quantities,  however,  when  multiplied  by 
a  constant,  will  still  satisfy  Laplace's  equation. 

To  prove  that  AH^  is  the  most  general  rational  homogeneous 
function  of  degree  n  which  can  satisfy  Laplace's  equation,  we 
observe  that  JC,  the  general  rational  homogeneous  function  of 
degree  «,  contains  i(»H-l)(»+2)  terms.  But  V^JE^  is  a  homo- 
geneous function  of  degree  «— 2,  and  therefore  contains  i«(«— 1) 
terms,  and  the  condition  V^ir=  0  requires  that  each  of  these  must 
vanish.     There  are  therefore   ia(«— 1)  equations  between   the 
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coefficients  of  the  i  (»+  1)  (»4-  2)  terms  of  the  fuDction  K,  leaving' 
2«  +  1  independent  constants  in  the  most  general  form  of  the  homo- 
geneous iimction  of  degree  n  which  satisfies  Laplace's  equation. 
But  H^,  when  multiplied  by  an  arbitrary  constant,  satisfies  the 
required  conditions,  and  has  2»+l  arbitrary  constants.  It  is 
therefore  of  the  most  general  form. 

131  a.]  We  are  now  able  to  form  a  distribution  of  potential  such 
that  neither  the  potential  itself  nor  its  first  derivatives  become 
infinite  at  any  point. 

The  function  /^  =  jr^f^*"*"^)  satisfies  the  condition  of  vanishing 
at  infinity,  but  becomes  infinite  at  the  origin. 

The  fiinction  H^  =  T^r*  is  finite  and  continuous  at  finite  dis- 
tances from  the  origin,  but  does  not  vanish  at  an  infinite  distance. 

But  if  we  make  a^T^r"^*'^^^  the  potential  at  all  points  outside 
a  sphere  whose  centre  is  the  origin,  and  whose  radius  is  a,  and 
«-(»+!  )l^^r*  the  potential  at  all  points  within  the  sphere,  and  if 
on  the  sphere  itself  we  suppose  electricity  spread  with  a  surface 
density  a*  such  that 

4  7rffa2  =  (2«+l)r^,  (18) 

then  all  the  conditions  will  be  satisfied  for  the  potential  due  to  a 
shell  charged  in  this  manner. 

For  the  potential  is  everywhere  finite  and  continuous,  and 
vanishes  at  an  infinite  distance ;  its  first  derivatives  are  everywhere 
finite  and  are  continuous  except  at  the  charged  surface,  where  they 
satisfy  the  equation 

^  +  ^+^^^=^'  ^''^ 

and  Laplace's  equation  is  satisfied  at  all  points  both  inside  and 
outside  of  the  £qphere. 

This,  therefore,  is  a  distribution  of  potential  which  satisfies  the 
conditions,  and  by  Art.  100  a  it  is  the  only  distribution  which  can 
satisfy  them. 

131  b.]  The  potential  due  to  a  sphere  of  radius  a  whose  surface 
density  is  given  by  the  equation 

4ira^<r^(2n+l)T^,  (20) 

is^  at  all  points  external  to  the  sphere,  identical  with  that  due  to 
the  corresponding  singular  point  of  order  «. 

Let  us  now  suppose  that  there  is  an  electrical  system  which 
we  may  call  Ey  external  to  the  sphere,  and  that  4^  is  the  potential 
due  to  this  system,  and  let  us  find  the  value  of  2{^e)  for  the 
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singular  point.  This  is  the  part  of  the  electric  energy  depending 
on  the  action  of  the  external  system  on  the  singular  point. 

If  Jq  is  the  charge  of  a  single  point  of  order  zero,  then  the 
potential  energy  in  question  ia 

^  =  ^0*.  (21) 

If  there  are  two  such  points,  a  negative  one  at  the  origin  and  a 
positive  one  of  equal  numerical  value  at  the  extremity  of  the  axis 
k^,  then  the  potential  energy  will  be 

and  when  Aq  increases  and  A^  diminishes  indefinitely^  but  so  that 
AqAj^  =  Ai,  the  value  of  the  potential  energy  for  a  point  of  the  first 
order  will  be 

^  =  ^,^.  (22) 

Similarly  for  a  point  of  order  n  the  potential  energy  will  be 

1  d*^ 

^n  =  T4 ^n  .:    \    *»  (23) 

"       1.2...W       dA^,.,dA^  ^ 

ISlc."]  If  we  suppose  the  external  system  to  be  made  up  of 
parts,  any  one  of  which  is  denoted  by  dE,  and  the  singular  point 
to  be  made  up  of  parts  any  one  of  which  is  de^  then 

*  =  2(idiE')^  (24) 

But  a  T^is  the  potential  due  to  the  singular  point, 

K  =  -S(lde).  (25) 

and  the  potential  energy  due  to  the  action  of  -E'  on  ^  is 

»^=  2(*rf<?)  =  22  {^dEde)  =  "LV^dE,  (26) 

the  last  expression  being  the  potential  energy  due  to  the  action  of 
eon  E. 

Similarly,  i{  ads  is  an  element  of  electricity  on  the  shell,  since 
the  potential  due  to  the  shell  at  the  external  system  ^  is  ^, 
we  have 

Jr=l(rjE)  =  22(irf^(r^)  ^l{^(Tds).  (27) 

The  last  term  contains  a  summation  to  be  extended  over  the 

*  We  shall  find  it  oonyenient,  in  what  follows,  to  denote  the  product  of  the  positive 
integral  numbers  1  »2,d  *..nhj  n\ 
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surface  of  the  sphere.    Equating  it  to  the  first  expression  for  W^ 
we  have 


// 


//^ 


1  rf*^ 

If  we  remember  that  4  ir<r  a^  =  (2  n+ 1)  T,,  and  that  A^  =  a",  this 
becomes 

f^ T^ds  =     ^^^"^    ,,  a«+2     J^^       .  (29) 

*  »!(2»  +  l)  dA^,..dA^  ^     ' 

This  equation  reduces  the  operation  of  taking  the  surface  integral 
of  ^'T^dl*  over  every  element  of  the  surface  of  a  sphere  of  radius  a, 
to  that  of  differentiating  ^  with  respect  to  the  n  axes  of  the 
harmonic  and  taking  the  value  of  the  differential  coefiScient  at 
the  centre  of  the  sphere^  provided  that  ^  satisfies  Laplace's  equa- 
tion at  all  points  within  the  sphere,  and  Y^  is  a  sur&ce  harmonic  of 
order  «. 

132.]  Let  us  now  suppose  that  4^  is  a  solid  harmonic  of  positive 
degree  m  of  the  form 

tl^rra-T^r-.  (30) 

At  the  spherical  surface,  r  =  a,  and  4^  =  r„,  so  that  equation 
(29)  becomes  in  this  case 

^~^"'^-«!(2«+l)^  dh^..Mj  ^^^^ 

where  the  value  of  the  differential  coefficient  is  to  be  taken  at  the 
centre  of  the  sphere. 

When  n  is  less  than  m,  the  result  of  the  differentiation  is  a 
homogeneous  function  of  x^y  and  z  of  degree  m^n^  the  value  of 
which  at  the  centre  of  the  sphere  is  zero.  If  n  is  equal  to  m  the 
result  of  the  differentiation  is  a  constant,  the  value  of  which  we 
shall  determine   in  Art.  134  b.     If  the  differentiation  is  carried 

further,  the  result  is  zero.     Hence  the  surface-integral  I  I  Y^Y^  ds 

vanishes  whenever  m  and  n  are  different. 

The  steps  by  which  we  have  arrived  at  this  result  are  all  of 
them  purely  mathematical,  for  though  we  have  made  use  of  terms 
having  a  physical  meaning,  such  as  electrical  energy,  each  of  these 
terms  is  regarded  not  as  a  physical  phenomenon  to  be  investigated, 
but  as  a  definite  mathematical  expression.  A  mathematician  has 
as  much  right  to  make  use  of  these  as  of  any  other  mathematical 
functions  which  he  may  find  useful,  and  a  physicist,  when  he  has 


// 
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to  follow  a  mathematical  calculation,  will  understand  it  all  the 
better  if  each  of  the  steps  of  the  calculation  admits  of  a  physical 
interpretation. 

138.]  We  shall  now  determine  the  form  of  the  surface  harmonic 
T^  as  a  function  of  the  position  of  a  point  P  on  the  sphere  with 
respect  to  the  n  poles  of  the  harmonic. 

We  have 

70=1,     ri=/zi,     r2  =  |MiM2-4^i2»)  /32) 

and  so  on. 

Every  term  of  T^  therefore  consists  of  products  of  cosines,  those 
of  the  form  /x,  with  a  single  suffix,  being  cosines  of  the  angles 
between  P  and  the  different  poles,  and  those  of  the  form  X,  with 
double  suffixes,  being  cosines  of  the  angles  between  the  poles. 

Since  each  axis  is  introduced  by  one  of  the  n  differentiations,  the 
symbol  of  that  axis  must  occur  once  and  only  once  among  the 
suffixes  of  the  cosines  of  each  term. 

Hence  if  in  any  term  there  are  a  cosines  with  double  suffixes, 
there  must  be  »•— 2«  cosines  with  single  suffixes. 

Let  the  sum  of  all  products  of  cosines  in  which  8  of  them  have 
double  suffixes  be  written  in  the  abbreviated  form 

2(fx*-2'X'). 

In  every  one  of  the  products  all  the  suffixes  occur  once,  and  none 
is  repeated. 

If  we  wish  to  express  that  a  particular  suffix,  m,  occurs  among 
the  fi's  only  or  among  the  X's  only,  we  write  it  as  a  suffix  to  the  fx 
or  the  X.     Thus  the  equation 

2  (m'-^. ;^.)  ^  2  (m„*-2.  v)  +  2  (m*-2.  X,,')  (33) 

expresses  that  the  whole  set  of  products  may  be  divided  into  two 
parts,  in  one  of  which  the  suffix  m  occurs  among  the  direction 
cosines  of  the  variable  point  P,  and  in  the  other  among  the  cosines 
of  the  angles  between  the  poles. 

Let  us  now  assume  that  for  a  particular  value  of  n 

+  4,..2(^t"-««V)4&c.,  (34) 

when  the  ^'s  are  numerical  coeflBcients.  We  may  write  the  series 
in  the  abbreviated  form 

r.  =  5[X..2(^t-'^«V)],  (36) 

when  S  indicates  a  summation  in  which  all  values  of  *,  including 
zero,  not  greater  than  i«,  are  to  be  taken. 
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To  obtain  the  corresponding  solid  harmonic  of  negative  degree 
(w+  1)  and  order  »,  we  multiply  by  r- (*+*),  and  obtain 

K=S[A,,,i^'-^'-^S{p'-"K')];  (36) 

putting  Tfi  =  JO,  as  in  equation  (3). 

If  we  differentiate  V^  with  respect  to  a  new  axis  A^  we  obtain 
— (w+l)^+i,  and  therefore 

-^,.,r2-«-i  2(/^-^-^X«*+^)].     (37) 

If  we  wish  to  obtain  the  terms  containing  s  cosines  with  double 
suffixes,  we  must  diminish  s  by  unity  in  the  last  term^  and  we  find 

-^..,-i^{P'-"*'K:)}]-  (38) 
Now  the  two  classes  of  products  are  not  distinguished  from  each 
other  in  any  way  except  that  the  suffix  m  occurs  among  the  f's 
in  one  and  among  the  A's  in  the  other.  Hence  their  coefficients 
must  be  the  same^  and  since  we  ought  to  be  able  to  obtain  the 
same  result  by  putting  «  +  l  for  »  in  the  expression  for  T^  and 
multiplying  by  n+l,  we  obtain  the  following  equations, 

(«+l)^+i..  =  (2«-2«+  1)^.,  =  -^.,-1.  (39) 

If  we  put  «  =  0,  we  obtain 

(«+l)^^,  =  (2«+l)^,;  (40) 

and  therefore,  since  -^j.q  =  1, 

A      -Jl'^.  r41) 

^•.o-2»(>»!)2'  ^^'^ 

and  from  this  we  obtain  the  general  value  of  the  coefficient 

(2n-2.)!      ,  . 

and  finally  the  trigonometrical  expression  for  the  surface  harmonic, 
as 

This  expression  gives  the  value  of  the  surface  harmonic  at  any 
point  P  of  the  spherical  surface  in  terms  of  the  cosines  of  the 
distances  of  P  from  the  different  poles  and  of  the  distances  of  the 
poles  from  each  other. 

It  is  easy  to  see  that  if  any  one  of  the  poles  be  removed  to 
the  opposite  point  of  the  spherical  surface,  the  value  of  the 
harmonic  will  have  its  sign  reversed.     For  any  cosine  involving 
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the  index  of  this  pole  will  have  its  sign  reversed^  and  in  each 
term  of  the  harmonic  the  index  of  the  pole  occurs  once  and  only 
once. 

Hence  if  two  or  any  even  number  of  poles  are  removed  to  the 
points  respectively  opposite  to  them,  the  value  of  the  harmonic 
will  be  unaltered. 

Professor  Sylvester,  however,  has  shewn  {PMl.  Mag,^  Oct.  1876) 
that  when  the  harmonic  is  g^ven,  the  problem  of  finding  the  n 
lines  which  coincide  with  the  axes  has  one  and  only  one  solution, 
though,  as  we  have  just  seen,  the  directions  to  be  reckoned  positive 
along  these  axes  may  be  reversed  in  pairs. 

184.]  We  are  now  able  to  determine  the  value  of  the  surface 

integral  \\^m  ^n^^  when  the  order  of  the  two  surface  harmonics 

is  the  same,  though  the  directions  of  their  axes  may  be  in  general 
different. 

For  this  purpose  we  have  to  form  the  solid  harmonic  Y^r^  and 
to  differentiate  it  with  respect  to  each  of  the  n  axes  of  Y^, 

Any  term  of  Y^r^  of  the  form  f'*/ut*""^*X*  may  be  written 
^'Pm^^^'^mm''  Differentiating  this  n  times  in  succession  with 
respect  to  the  n  axes  of  7*,,,  we  find  that  in  differentiating  r^' 
with  respect  to  «  of  these  axes  we  introduce  s  of  the  jp^\  and 

the  numerical  &ctor 

2*(2*— 2)...2,  or  2»al 

In  continuing  the  differentiation  with  respect  to  the  next  s  axes, 
the  pJq  become  converted  into  ^nn^i  ^^^  ^^  numerical  factor  is 
introduced,  and  in  differentiating  with  respect  to  the  remaining 
n^2s  axes,  the  pjs  become  converted  into  A^n's,  so  that  the 
result  is  2's  1  A^,'  X«,„«  A«»~-**. 

We  have  therefore,  by  equation  (31), 

and  by  equation  (43), 

Hence  performing  the  differentiations  and  remembering  that 
i»  =  »,  we  find 

^^^'  off     v(^^-^*)'*^vA'      X'     X"-2'    )1.     ^46^ 


//^ 
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135  a.]  The  expression  (46)  for  the  sarface-integral  of  the 
product  of  two  surface-harmonics  assumes  a  remarkable  form  if 
we  suppose  all  the  axes  of  one  of  the  harmonics,  Y^y  to  coincide 
with  each  other,  so  that  T^  becomes  what  we  shall  afterwards 
define  as  the  zonal  harmonic  of  order  m,  denoted  by  the  symbol  P^. 

In  this  case  all  the  cosines  of  the  form  X,.^  may  be  written  fi,,, 
where  /ut,  denotes  the  cosine  of  the  angle  between  the  common 
axis  of  P^  and  one  of  the  axes  of  Y^,  The  cosines  of  the  form 
A«m  will  all  become  equal  to  unity,  so  that  for  2A*^^  we  must 
put  the  number  of  combinations  of  8  symbols,  each  of  which  is 
distinguished  by  two  suffixes  out  of  n,  no  suffix  being  repeated. 
Hence 

The  number  of  permutations  of  the  remaining  k— 2«  indices  of 
the  axes  of  P^  is  («— 2*)l     Hence 

S(^:;;'')  =  («-2»)Im-".      •  (48) 

Equation  (46)  therefore  becomes,  when  all  the  axes  of  Y^  coincide 
with  each  other, 

A        2 

^•(m),  by  equation  (43),    •  (50) 


2n+l 
where  r^(^)  denotes  the  value  of  Y^  at  the  pole  of  P^. 

We  may  obtain  the  same  result  by  the  following  shorter  pro- 
cess : — 

Let  a  system  of  rectangular  coordinates  be  taken  so  that  the 
axis  of  z  coincides  with  the  axis  of  P„,  and  let  Y^r^  be  expanded 
as  a  homogeneous  function  of  x^  y,  z  of  degree  n. 

At  the  pole  of  P^,  a?  =y  =  0  and  2?  =  r,  so  that  if  Cz*  is  the 
term  not  involving  a?  or  y,  C  is  the  value  of  Y^  at  the  pole  of  P^. 

Equation  (31 )  becomes  in  this  case 

If  m  is  equal  to  %  the  result  of  differentiating  Cz^  is  »I  C,  and 
is  zero  for  the  other  terms.     Hence 


// 


C  being  the  value  of  Y^  at  the  pole  of  P^. 

135  6.]  This  result  is  a  very  important  one  in  the  theory  of 
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spherical  harmonics,  as  it  shews  how  to  determine  a  series  of 
spherical  harmonics  which  expresses  the  value  of  a  quantity  having 
any  arbitrarily  assigned  finite  and  continuous  value  at  each  point 
of  a  spherical  surface. 

For  let  F  be  the  value  of  the  quantity  and  d9  the  element  of 
surface  at  a  point  Q  of  the  spherical  surface^  then  if  we  multiply 
Fd9  by  P„,  the  zonal  harmonic  whose  pole  is  the  point  P  of  the 
same  surface,  and  integrate  over  the  surface,  the  result,  since 
it  depends  on  the  position  of  the  point  P,  may  be  considered  as 
a  function  of  the  position  of  P. 

But  since  the  value  at  P  of  the  zonal  harmonic  whose  pole  is  Q 
is  equal  to  the  value  at  Q  of  the  zonal  harmonic  of  the  same  order 
whose  pole  is  P,  we  may  suppose  that  for  every  element  d9  of  the 
surface  a  zonal  harmonic  is  constructed  having  its  pole  at  Q  and 
having  a  coefficient  ¥d%. 

We  shall  thus  have  a  system  of  zonal  harmonics  superposed  on 
each  other  with  their  poles  at  every  point  of  the  sphere  where  F 
has  a  value.  Since  each  of  these  is  a  multiple  of  a  surface  harmonic 
of  order  Uj  their  sum  is  a  multiple  of  a  surface  harmonic  (not 
necessarily  zonal)  of  order  n. 

The  sur&ce  integral  /  /  FP^ds  considered  as  a  function  of  the 

point  P  is  therefore  a  multiple  of  a  sur&ce  harmonic  T^i  so  that 

is  also  that  particular  surface  harmonic  of  the  nS^  order  which 
belongs  to  the  series  of  harmonies  which  expresses  P,  provided  F 
can  be  so  expressed. 

For  if  F  can  be  expressed  in  the  form 

P=:^0^0  +  ^1^1  +  &C-  +  ^^i.+  &Cm 

then  if  we  multiply  by  P^ds  and  take  the  surface  integral  over  the 
whole  sphere,  all  terms  involving  products  of  harmonies  of  different 
orders  will  vanish,  leaving 

Hence  the  only  possible  expansion  of  F  in  spherical  harmonics  is 
F=^  -^^[fjFP^(h+&o.  +  {2n+  l)JjFP,de  +  &e.].       (51) 
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Conjugate  Harmonics, 

186.]  We  have  seen  that  the  surface  integ^  of  the  product  of 
two  harmonies  of  different  orders  is  always  Eero.  But  even  when 
the  two  harmonics  are  of  the  same  order,  the  surface  integral  of 
their  product  may  be  zero.  The  two  harmonics  are  then  said  to 
be  conjugate  to  each  other.  The  condition  of  two  harmonics  of  the 
same  order  being  conjugate  to  each  other  is  expressed  in  terms  of 
equation  (46)  by  making  its  members  equal  to  zero. 

If  one  of  the  harmonics  is  zonal,  the  condition  of  conjugacy  is 
that  the  value  of  the  other  harmonic  at  the  pole  of  the  zonal 
harmonic  must  be  zero. 

If  we  begin  with  a  given  harmonic  of  the  n***  order,  then,  in 
order  that  a  second  harmonic  may  be  conjugate  to  it,  its  2» 
variables  must  satisfy  one  condition. 

If  a  third  harmonic  is  to  be  conjugate  to  both,  its  2  n  variables 
must  satisfy  two  conditions.  If  we  go  on  constructing  harmonics, 
each  of  which  is  conjugate  to  all  those  before  it,  the  number  of 
conditions  for  each  will  be  equal  to  the  number  of  harmonics 
already  in  existence,  so  that  the  (2 «+ 1)^  harmonic  will  have  2u 
conditions  to  satisfy  by  means  of  its  2  n  variables,  and  will  therefore 
be  completely  determined. 

Any  multiple  AT^  of  a  surface  harmonic  of  the  ffi^  order  can 
be  expressed  as  the  sum  of  multiples  of  any  set  of  2n  + 1  conjugate 
harmonics  of  the  same  order,  for  the  coefficients  of  the  2«+l 
conjugate  harmonics  are  a  set  of  disposable  quantities  equal  in 
number  to  the  2  »  variables  of  Y^  and  the  coefficient  A. 

In  order  to  find  the  coefficient  of  any  one  of  the  conjugate 
harmonics,  say  F/,  suppose  that 

AT^  =  A^T^^+Sce^+A^r^-^kc. 

Multiply  by  T/rf*  and  find  the  sur&ce  integral  over  the  sphere. 
All  the  terms  involving  products  of  hamoonics  conjugate  to  each 
other  will  vanish,  leaving 

^//r.r.'* = ^ff(r.')'  ^  (52) 

an  equation  which  determines  A^. 

Hence  if  we  suppose  a  set  of  2ii-f  1  conjugate  harmonics  given, 
any  other  harmonic  of  the  fj*^  order  can  be  expressed  in  terms  of 
them,  and  this  only  in  one  way.  Hence  no  other  harmonic  can  be 
conjugate  to  all  of  them. 

137.]  We  have  seen  that  if  a  complete  system  of  2«+l  bar- 
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monies  of  the  n^^  order,  all  conjugate  to  each  other,  be  given, 
any  other  harmonic  of  that  order  can  be  expressed  in  terms  of 
these.  In  such  a  system  of  2  «  + 1  harmonics  there  are  2  «  (2  «  4- 1 ) 
variables  connected  by  n(2n-\-l)  equations^  n(2n  +  l)  of  the 
variables  may  therefore  be  regarded  as  arbitrary. 

We  might,  as  Thomson  and  Tait  have  suggested^  select  as  a 
system  of  conjugate  harmonics  one  in  which  each  liarmonic  has 
its  n  poles  distributed  so  that  J  of  them  coincide  at  the  pole  of  the 
axis  of  St,  k  at  the  pole  of  ^,  and  /(==  n-—j^k)  at  the  pole  oi  z. 
The  »+l  distributions  for  which  ^=0  and  the  n  distributions 
for  which  /  =  1  being  given,  all  the  others  may  be  expressed  in 
terms  of  these. 

The  system  which  has  been  actually  adopted  by  all  mathe^ 
maticians  (including  Thomson  and  Tait)  is  that  in  which  «— o-  of 
the  poles  are  made  to  coincide  at  a  point  which  we  may  call  the 
Positive  Pole  of  the  sphere,  and  the  remaining  o-  poles  are  placed  at 
equal  distances  round  the  equator  when  their  number  is  odd,  or 
at  equal  distances  round  one  half  of  the  equator  when  their  number 
is  even. 

In  this  case  Mi  >  M2  >  •  •  •  M»-«r  m©  each  of  them  equal  to  cos  tf,  which 
we  shall  denote  by  yu  If  we  also  write  j;  fot  sin  tf ,  /x„-a-+i . . .  ft„  are 
of  the  form  j/cos  (<^— /S),  where  /3  is  the  azimuth  of  one  of  the  poles 
on  the  equator. 

Also  the  value  of  X,^  is  unity,  if  jd  and  q  are  both  less  than  n— a-, 
zero  when  one  is  greater  and  the  other  less  than  this  number^  and 
cosrir/o-  when  both  are  greater^  r  being  an  integral  number  less 
than  (T. 

188.]  When  all  the  poles  coincide  at  the  pole  of  the  sphere, 
o-  =  0,  and  the  harmonic  is  called  a  Zonal  harmonic.  As  the 
zonal  harmonic  is  of  great  importance  we  shall  reserve  for  it  the 
symbol  i^. 

We  may  obtain  its  value  either  from  tiie  trigonometrical  ex- 
pression (43)  or  more  directly  by  differentiation,  thus 

^  1.3.6... (2«-i)  r        »»(«-i)       , 

I.2.3...W        L         2.(2«-l)'^ 

n{n-l)(n-2){n-Z)        ,_^^ 
^  2.4.(2«— 1)(2«-3)  *^  J 

-■'L^     '  2-p\{n-p)\(n-2p)\^       J'  ^     ^ 

VOL.  I.  O 
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where  we  must  give  to  p  every  integral  value  from  zero  to  the 
gi*eatest  integer  which  does  not  exceed  \n. 

It  is  sometimes  convenient  to  express  ij^  as  a  homogeneous 
function  of  cos  9  and  sin  0^  or,  as  we  write  them,  jn  and  v. 

It  is  shewn  in  the  mathematical  treatises  on  this  subject  that 
ij  (11)  is  the  coeOScient  of  i*  in  the  expansion  of  (l  —  2/uti  +  A^)~*. 
The  surface  integral  of  the  square  of  the  zonal  harmonic,  or 

//(P,)«  ds  =  2^a*/_^'  (P,  (^))*^M  =  ^  •  (56) 

139.]  If  we  consider  a  zonal  harmonic  simply  as  a  function  of  fx, 
and  without  any  explicit  reference  to  a  spherical  surface^  it  may  be 
called  a  Legendre's  Coefficient. 

If  we  consider  the  zonal  harmonic  as  existing  on  a  spherical 
surface  the  points  of  which  are  defined  by  the  coordinates  $  and  <^, 
and  if  we  suppose  the  pole  of  the  zonal  harmonic  to  be  at  the  point 
(d'j  ^'),  then  the  value  of  the  zonal  harmonic  at  the  point  {$,  tp) 
is  a  function  of  the  four  angles  ^,  (f/;  $,  0,  and  because  it  is  a 
function  of  /J^  the  cosine  of  the  arc  joining  the  points  (0,  <l>)  and 
(^,  ^0»  ^*  ^^'  ^®  unchanged  in  value  if  $  and^,  and' also  <^  and  ^', 
are  made  to  change  places.  The  zonal  harmonic  so  expressed  has 
been  called  Laplace's  Coefficient.  Thomson  and  Tait  call  it  the 
Biaxal  Harmonic. 

Any  homogeneous  function  of  ^,y,  0  which  satisfies  Laplace's  equa- 
tion may  be  called  a  Solid  harmonic,  and  the  value  of  a  solid 
harmonic  at  the  surface  of  a  sphere  whose  centre  is  the  origin  may 
be  called  a  Surface  harmonic.  In  this  book  we  have  defined  a 
surface  harmonic  by  means  of  its  n  poles,  so  that  it  has  only  2n 
variables.  The  more  general  sur&ce  harmonic^  which  has  2n-f  1 
variables,  is  the  more  restricted  surface  harmonic  multiplied  by  an 
arbitrary  constant.  The  more  general  surface  harmonic^  when 
expressed  in  terms  of  6  and  <^,  is  called  a  Laplace's  Function. 

140  a.]  To  obtain  the  other  harmonics  of  the  symmetrical  system, 
we  have  to  differentiate  with  respect  to  a  axes  in  the  plane  of  sry 
inclined  to  each  other  at  angles  equal  to  tt/ct.     This  may  be  most 
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conveniently  done  by  means  of  the  system  of  imaginary  coordinates 
given  in  Thomson  and  Tait's  Natural  Philo90j)hif,  vol.  I,  p.  148  (or 
p.  185  of  2nd  edition). 
If  vee  write 

(=:a  +  iy,         ri^X'-iy,  (57) 

where  i  denotes  \/— 1,  the  operation  of  diflTerentiating  with  respect 
to  the  0-  axes  may  be  written 

*(^'-^)  =  ^'  (^«) 

if  one  of  the  axes  coincides  with  the  axis  of  y^  and 
/rf'        d^  \       J'> 

(^  +  57)  =  ^''  ^''^ 

if  the  axis  of  y  bisects  the  angle  between  two  of  the  axes. 

We  shall  find  it  convenient  to  express  these  operations  by  the 

abbreviated  symbols  of  operation  D«  and  De,  respectively.  They 
are,  of  course,  real  operations,  and  may  be  expressed  without  the 
use  of  imaginary  symbols  thus — 

^'-'^'='d^^-  1.2  3  d^df+^"     (^«) 

2-ll^=^-li^^^+&c.  (61) 

da'  1.2      daf-^  dy^  ^    ' 

We  shall  also  write 

j^J>o^J>*     and     -^I>c^I>l^  (62) 

(<r)  («r)  .      . 

60  that  1)9  and  Be  denote  the  operations  of  differentiating  witti 

respect  to  n  axes,  «  —  o-  of  which  coincide  with  the  axis  of  Zy  while 
the  remaining  o-  make  angles  ?r/(r  with .  each  other  in  the  plane  of 

xyy  Ds  being  used  when  the  axis  of  y  coincides  with  one  of  the 

n 

axes,  and  Dc  when  the  axis  of  y  bisects  the  angle  between  two 

n 

of  the  axes. 

The  two  tesseral  sur&ce  harmonics  of  order  n  and  type  o-  may 
now  be  written 

(sr)  1  ((r)l 

r*=(-)«iir"+ii>*i,  (63) 


M  1  M 1 

Tc^i^Y-^r^+'^Dc^.  (64) 


o  z 
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Writing        ^  =  cos  ^,     v  =  sin  tf,    (?  ^  ofl  +y', 
80  that        z  ^  iiTj    p  ^  vfi    a?  =s  p  cos  ^,    y  =  p  sin  ^, 

W.I1.W  J)';'l  =  (_,).M^j(^-£.)-3Lj,  (85) 

in  which  we  may  write 

I  ('?'-^')  =  P'  sin  <r0,  1  (^'+ ^')  =  P'  cos  <t0.        (67) 

We  have  now  only  to  differentiate  with  respect  to  z^  which  we 
may  do  either  so  as  to  obtain  the  result  in  terms  of  r  and  z,  or  as  a 
homogeneous  fimction  of  z  and  p  divided  by  a  power  of  r, 

rf^»-<r  ^aa+i-1     1)        2-»l  (2(r)!  r^^+i  ^ 

d»—       1  ,     ,„^(«  +  <t)!     1 

or ^  ( —  1 1"~»  i - i X 

rfz«-'  r2»+i       ^       '        (2<r)l    r»"+» 

If  we  write 
©W  _  ^  L«^_  (»-«r)(»-.r-l)  , 

'-'n    -'^L'*  2.(2«-l)       '^ 

(«-(r)(»-.r-l)(«-T-2)(»-,r-3)  ,  I 

+  2.4.(2»-l)(2»-3)  **  KC.J,  (70; 

and 

.3W  =  ^  L.>->  _  («-<^)  («-«r- 1)     ^^,  ^ 
•^»  r  4(<r+l)         '^ 

(>*— o-)(«— <r— 1)(«— <r— 2)(«— 0-— 3)   .       ^   *     <l  1     /   .x 
+  4.8.(;Vl)(.+  2) -V-'-*.*-&c.],  (71) 

then  q(.)^2«-^«  I  («+.)!(,) 

so  that  these  two  functions  differ  only  by  a  constant  factor. 

We  may  now  write  the  expressions  for  the  two  tesseral  harmonics 
of  order  n  and  type  <r  in  terms  either  of  0  or  3^, 

I^;L  ^^e':'2sin.<t,=  ^}±^^^^2^n<r4>,       (73) 

r^c'=^|^0W2eo8.4.=  i^5r2coB<r,^.       (74) 
We  must  remember  that  when  <r  =  0,  sin  cr^  =  0  and  cos  <r^  ==  1. 
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For  every  value  of  o-  from  1  to  «  inclusive  there  is  a  pair  of 

(0)  (0) 

harmonics,  but  when  <r  =  0,  7*  =  0  and  7c  =  2P^,  the  zonal  har- 

monic.  The  whole  number  of  harmonics  of  order  n  is  therefore 
2»4- 1,  as  it  ought  to  be. 

140  d.]  The  numerical  value  of  7  adopted  in  this  treatise  is  that 
which  we  find  by  differentiating  r~^  with  respect  to  the  n  axes  and 
dividing  by  » !  It  is  the  product  of  four  factors,  the  sine  or  cosine 
of  o-^,  u^^  a  ftmction  of  fx  (or  of  /m  and  v),  and  a  numerical  co- 
efficient. 

The  product  of  the  second  and  third  factors,  that  is  to  say,  the 
part  depending  on  Oy  has  been  expressed  in  terms  of  three  different 
symbols  which  differ  from  each  other  only  by  their  numerical 
factors.  When  it  is  expressed  as  the  product  of  u^  into  a  series  of 
descending  powers  of  ;a,  the  first  term  being  m*"'j  it  is  the  function 
which  we,  following  Thomson  and  Tait,  denote  by  0. 

The  function  which  Heine  (HandbucA  der  Kugelfunctioneny  §  47) 
denotes  by  P^'*^^  and  calls  eine  zugeordnete  Function  enter  Arty  or,  as 
Todhunter  translates  it,  an  *  Associated  Function  of  the  First  Kind,' 
is  related  to  0^*^^  by  the  equation 

The  series  of  descending  powers  of  /x,  beginning  with  /m*"',  is 
expressed  by  Heine  by  the  symbol  ^^\  and  by  Todhunter  by  the 
symbol  «r  (o-, «). 

This  series  may  also  be  expressed  in  two  other  forms, 

2^{n^.Yn\   d^ 

(2»)1  rf^-  "•  ^^^^ 
The  last  of  these,  in  which  the  series  is  obtained  by  differentiating 
the  zonal  harmonic  with  respect  to  /x,  seems  to  have  suggested  the 
symbol  adopted  by  Ferrers,  who  defines  it  thus 

When  the  same  quantity  is  expressed  as  a  homogeneous  function 
of  \k  and  Vy  and  divided  by  the  ooeflBcient  of  /x*""'  i/',  it  is  what  we 
have  already  denoted  by  ^^^. 

140(?.]  The  harmonica  of  the  symmetrical  system  have  been 
classified  by  Thomson  and  Tait  with  reference  to  the  form  of  the 
spherical  curves  at  which  they  become  zero. 
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The  value  of  the  zonal  harmonic  at  any  point  of  the  sphere  is 
a  function  of  the  cosine  of  the  polar  distance,  which  if  equated 
to  zero  gives  an  equation  of  the  n^^  degree,  all  whose  roots  lie 
between  —1  and  -f  1>  &iid  therefore  correspond  to  n  parallels  of 
latitude  on  the  sphere. 

The  zones  included  between  these  parallels  are  alternately  positive 
and  negative,  the  circle  surrounding  the  pole  being  always  positive. 

The  zonal  harmonic  is  therefore  suitable  for  expressing  a  function 
which  becomes  zero  at  certain  parallels  of  latitude  on  the  sphere, 
or  at  certain  conical  surfaces  in  space. 

The  other  harmonics  of  the  symmetrical  system  occur  in  pairs, 
one  involving  the  cosine  and  the  other  the  sine  of  o-^.  They 
therefore  become  zero  at  a  meridian  circles  on  the  sphere  and  also 
Skt  n—a  parallels  of  latitude,  so  that  the  spherical  sur£Eice  is  divided 
into  2<r(»— <r— 1)  quadrilaterals  or  tesserae,  together  with  4<r 
triangles  at  the  poles.  They  are  therefore  useful  in  investigations 
relating  to  quadrilaterals  or  tesserae  on  the  sphere  bounded  by 
meridian  circles  and  parallels  of  latitude. 

They  are  all  called  Tesseral  harmonics  except  the  last  pair^  which 
becomes  zero  at  n  meridian  circles  only^  which  divide  the  spherical 
surface  into  2n  sectors.  This  pair  are  therefore  called  Sectorial 
harmonics. 

141.]  We  have  next  to  find  the  surface  integral  of  the  square  of 
any  tesseral  harmonic  taken  over  the  sphere.  This  we  may  do  by 
the  method  of  Art.  134.  We  convert  the  surface  harmonic  I^'^  into 
a  solid  harmonic  of  positive  degree  by  multiplying  it  by  r*,  we 
differentiate  this  solid  harmonic  with  respect  to  the  n  axes  of  the 
harmonic  itself,  and  then  make  or  =  y  = ;?  =s  0,  and  we  multiply  the 

result  by  —--, r  • 

These  operations  are  indicated  in  our  notation  by 

Writing  the  solid  harmonic  in  the  form  of  a  homogeneous  func- 
tion of  z  and  ^,  rj,  viz., 

we  find  that  on  performing  the  differentiations  with  respect  to  z, 
all  the  terms  of  the  series  except  the  first  disappear,  and  the  factor 
(»  — (r)I  is  introduced. 
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Continuing  the  differentiation  with  respect  to  f  and  rj  we  get  rid 
also  of  these  variables  and  introduce  the  factor  o-I^  so  that  the  final 
result  is 

We  shall  denote  the  second  member  of  this  equation  by  the 
abbreviated  symbol  [«,  a]. 

This  expression  is  correct  for  all  values  of  o-  from  1  to  n  inclusive, 
but  there  is  no  harmonic  in  sin  a <^  corresponding  to  <r  =  0. 

In  the  same  way  we  can  shew  that 

/frrf/^^i^^^i^li^  (81) 

JJ^n^  2»+l         2^<'n\n\  ^     ^ 

for  all  values  of  <r  from  1  to  «  inclusive. 

When  o-  =  0,  the  harmonic  becomes  the  zonal  harmonic,  and 

a  result  which  may  be  obtained  directly  from  equation  (50)  by 
putting  Z^  =  ^  and  rememl>ering  that  the  value  of  the  zonal 
harmonic  at  its  pole  is  unity. 

142  a.]  We  can  now  apply  the  method  of  Art.  136  to  determine 
the  coefficient  of  any  given  tesseral  surface  harmonic  in  the 
expansion  of  any  arbitrary  function  of  the  position  of  a  point  on 
a  sphere.  For  let  F  be  the  arbitrary  function,  and  let  A^  be  the 
coefficient  of  T^^^  in  the  expansion  of  this  function  in  surface 
harmonics  of  the  symmetrical  system 

JfFY<:'ds  =  jt^jj{Yt'Sds  =  ^'>  [». .],  (83) 

where  [«,  <r]  is  the  abbreviation  for  the  value  of  the  surface  integral 
given  in  equation  (80). 

142  J.]  Let  *  be  any  function  which  satisfies  Laplace's  equation, 
and  which  has  no  singular  values  within  a  distance  a  of  a  point  0, 
which  we  may  take  as  the  origin  of  coordinates.  It  is  always 
possible  to  expand  such  a  function  in  a  series  of  solid  harmonics 
of  positive  degree,  having  their  origin  at  0. 

One  way  of  doing  this  is  to  describe  a  sphere  about  0  as  centre 
with  a  radius  less  than  a,  and  to  expand  the  value  of  the  potential 
at  the  surface  of  the  sphere  in  a  series  of  surface  harmonics. 
Multiplying  each  of  these  harmonics  by  rja  raised  to  a  power 
equal  to  the  order  of.  the  surface  harmonic,  we  obtain  the  solid 
harmonics  of  which  the  given  function  is  the  sum. 
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But  a  more  convenient  method,  and  one  which  does  not  involve 
integration,  is  by  difiSerentation  with  respect  to  the  axes  of  the 
harmonics  of  the  symmetrical  system. 

For  instance,  let  as  suppose  that  in  the  expression  of  4^,  there  is 

a  term  of  the  form  Ac  Yc  r*. 

n        n 

If  we  perform  on  4^  and  on  its  expansion  the  operation 
and  put  Xy  y,  z  equal  to  zero  after  differentiating,  all  the  terms 

(<r) 

of  the  expansion  vanish  except  that  containing  Ac. 

n 

Expressing  the  operator  on  ^  in  terms  of  differentiators  with 
respect  to  the  real  axes,  we  obtain  the  equation 

dz'-'^daf  1.2      dx^-^df  ^       J 

from  which  we  can  determine  the  coefficient  of  any  harmonic  of  the 
series  in  terms  of  the  differential  coefficients  of  *  with  respect  to 
a?,  y,  z  at  the  origin. 

143.]  It  appears  from  equation  (50)  that  it  is  always  possible 
to  express  a  harmonic  as  the  sum  of  a  system  of  zonal  harmonics 
of  the  same  order,  having  their  poles,  distributed  over  the  surface 
of  the  sphere.  The  simplification  of  this  system,  however,  does  not 
appear  easy.  I  have,  however,  for  the  sake  of  exhibiting  to  the 
eye  some  of  the  features  of  spherical  harmonics,  calculated  the  zonal 
harmonics  of  the  third  and  fourth  orders,  and  drawn,  by  the 
method  already  described  for  the  addition,  of  functions,  the  equi- 
potential  lines  on  the  sphere  for  harmonics  which  are  the  sums  of 
two  zonal  harmonics.  See  Figures  VI  to  IX  at  the  end  of  this 
volume. 

Fig.  VI  represents  the  difference  of  two  zonal  harmonics  of  the 
third  order  whose  axes  are  inclined  120^  in  the  plane  of  the  paper, 
and  this  difference  is  the  harmonic  of  the  second  type  in  which  <r  =  1 , 
the  axis  being  perpendicular  to  the  paper. 

In  Fig.  VU  the  harmonic  is  also  of  the  third  order,  but  the 
axes  of  the  zonal  harmonics  of  which  it  is  the  sum  are  inclined 
90°,  and  the  result  is  not  of  any  type  of  the  symmetrical  system. 
One  of  the  nodal  lines  is  a  great  circle^  but  the  other  two  which  are 
intersected  by  it  are  not  circles. 

Fig,  VIII  represents  the  difference  of  two  zonal  harmonics  of 


144  &•]  DIAOKAHS  OF   SPHEBICAL   HABMONIOS.  201 

the  fourth  order  whose  axes  are  at  right  angles.    The  result  is  a 
tesseral  harmonic  for  which  «  =  4,  o-  =:  2. 

Fig.  IX  represents  the  sum  of  the  same  zonal  harmonics.  The 
result  gives  some  notion  of  (me  type  of  the  more  general  har- 
monic of  the  fourth  order.  In  this  type  the  nodal  line  on  the 
sphere  consists  of  six  ovals  not  intersecting  each  other.  Within 
these  ovals  the  harmonic  is  positive,  and  in  the  sextuply  connected 
part  of  the  spherical  surface  which  lies  outside  the*  ovals,  the  har- 
monic is  negative. 

All  these  figures  are  orthogonal  projections  of  the  spherical 
surface. 

I  have  also  drawn  in  Fig.  Y  a  plMie  section  through  the  axis 
of  a  sphere,  to  shew  the  equipotential  sur&ces  and  lines  of  force 
due  to  a  spherical  surface  electrified  according  to  the  values  of  a 
spherical  harmonic  of  the  first  order. 

Within  the  sphere  the  equipotential  surfaces  are  equidistant 
planes,  and  the  lines  of  force  are  straight  lines  parallel  to  the  axis, 
their  distances  from  the  axis  being  as^  the  square  roots  of  the 
natural  numbers.  The  lines  outside  the  sphere  may  be  taken  as  a 
representation  of  those  which  would  be  due  to  the  earth's  magnetism 
if  it  were  distributed  according  to  the  most  simple  type. 

144  a.]  We  are  now  able  to  determine  the  distribution  of 
electricity  on  a  spherical  conductor  under  the  action  of  electric 
forces  whose  potential  is  given. 

By  the  methods  already  g^ven  we  expand  %  the  potential  due 
to  the  given  forces,  in  a  series  of  solid  harmonics  of  positive 
degree  having  their  origin  at  the  centre  of  the  sphere. 

Let  A^r^Y^  be  one  of  these,  then  since  within  the  conducting 

sphere  the  potential  is  uniform^  there  must  be  a  term  —J^r^Y^ 

arising  from  the  distribution  of  electricity  on  the  surface  of  the 

sphere,  and  therefore  in  the  expansion  of  4  tto-  there  must  be  a  term 

4Tr(r,  =  (2«+l)a-M^7,. 

In  this  way  we  can  determine  the  coefiicients  of  the  harmonics  of 
all  orders  except  zero  in  the  expression  for  the  surfiice  density. 
The  coefficient  corresponding  to  order  aero  depends  on  the  charge, 
tf,  of  the  sphere,  and  is  given  by  4ir(r^  =  a~^e. 

The  potential  of  the  sphere  is 

1442.]  Let  us  next  suppose  that  the  sphere  is  placed  in  the 
neighbourhood  of  conductors  connected  with  the  earth,  and  that 
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Green's  Function,  (?,  has  been  determined  in  terms  of  x,  y^  z  and 
^>  y,  /,  the  coordinates  of  any  two  points  in  the  region  in  which 
the  sphere  is  placed. 

If  the  surface  density  on  the  sphere  is  expressed  in  a  series 
of  spherical  harmonics,  then  the  electrical  phenomena  outside  the 
sphere,  arising  from  this  charge  on  the  sphere,  are  identical  with 
those  arising  from  an  imaginary  series  of  singular  points  all 
at  the  centre  of  the  sphere,  the  first  of  which  is  a  single  point 
haying  a  charge  equal  to  that  of  the  sphere  and  the  others  are 
multiple  points  of  different  orders  corresponding  to  the  harmonics 
which  express  the  surface  density. 

Let  Green's  function  be  denoted  by  ffp^*,  where  j»  indicates  the 
point  whose  coordinates  are  a?,  y,  z^  and  p*  the  point  whose  co- 
ordinates are  a<,  y,  /. 

If  a  charge  A^  is  placed  at  the  point  p\  then,  considering 
a/,  j/,  /  as  constants,  G^  becomes  a  function  of  a?,  y,  z  and  the 
potential  arising  from  the  electricity  induced  cm  surrounding  bodies 

''y^ois  *  =  ^ep^.  (1) 

If,  instead  of  placing  the  charge  A^  at  the  point  f^  it  were 
distributed  uniformly  over  a  sphere  of  radius  a  having  its  centre 
at  y,  the  value  of  4'  at  points  outside  the  sphere  would  be  the 
same. 

If  the  charge  on  the  sphere  is  not  uniformly  distributed,  let 
its  surface  density  be  expressed^  as  it  always  can,  in  a  series  of 
spherical  harmonics,  thus 

4iraV  =  ^o  +  3Ji7i  +  &c.-f(2«  +  l)^,,j;,.  (2) 

The  potential  arising  from  any  term  of  this  distribution,  say 

47raV,  =  (2n  +  l)^r„  (3) 

will  be  —^^^A^Y^  for  points  inside  the  sphere,  and  nrrr'^n^n  f<^r 

points  outside  the  sphere. 

Now  the  latter  expression,  by  equations  (13),  (14),  Art.  129,  is 
equal  to  ,       .  ^   ,  a^       ^*       i  . 

or  the  potential  outside  the  sphere,  due  to  the  charge  on  the 
surface  of  the  sphere,  is  equivalent  to  that  due  to  a  certain 
multiple  point   whose   axes  are   ^i...  ^«  and   whose  moment  is 

Hence  the  distribution  of  electricity  on  the  surrounding  con- 
ductors and  the  potential  due  to  this  distribution  is  the  same  as 
that  which  would  be  due  to  such  a  multiple  point. 
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The  potential,  therefore,  at  the  point  ;?,  or  (a?,  y,  z),  due  to  the 
induced  electrification  of  surrounding  bodies,  is 

where  the  accent  over  the  d's  indicates  that  the  differentiations  are 
to  be  performed  with  respect  to  af,  /,  /.  These  coordinates  are 
afterwards  to  be  made  equal  to  those  of  the  centre  of  the  sphere. 

It  is  convenient  to  suppose  Y^  broken  up  into  its  2n+\  con- 
stituents of  the  symmetrical  system.  Let  A^^^  Y^^  be  one  of  these, 
then  /;'«  u^  ,  , 

It  is  unnecessary  here  to  supply  the  aflix  s  or  t?,  which  indicates 
whether  sin  <r0  or  cos  (r<^  occurs  in  the  harmonic 
We  may  now  write  the  complete  expression  ion^  4', 

*.=  Joe+22[^'>^2)'rG]-  (6) 

But  within  the  sphere  the  potential  is  constant,  or 

♦  +  i^,+  Ss[^^;')7<^'>]  =  constant.  (7) 

Now  perform  on  this  expression  the  operation  -0„  ,  where  the 
differentiations  are  to  be  with  respect  to  x  y,  z^  and  the  values 
of  «i  and  (Tj  are  independent  of  those  of  n  and  <r.  All  the  terms  of 
(7)  will  disappear  except  that  in  7^*^'^  and  we  find 

c=4,i)J^ff+22[<|:;i>J^^iy^>«].     (8) 

We  thus  obtain  a  set  of  equations,  the  first  member  of  each  of 
which  contains  one  of  the  coefficients  which  we  wish  to  determine. 
The  first  term  of  the  second  member  contains  A^y  the  charge  of 
the  sphere,  and  we  may  regard  this  as  the  principal  term. 

Neglecting,  for  the  present,  the  other  terms,  we  obtain  as  a 
first  approximation 

>.) _  _  1  i^'n.X  i.,) 

^-       2K+a,)!(«i-.T0l^'''''     ^"'   ^'  ^^^ 

If  the  shortest  distance  from  the  centre  of  the  sphere  to  the 
nearest  of  the  surrounding  conductors  is  denoted  by  J, 
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If,  therefore,  b  is  large  compared  with  a,  the  radios  of  the  sphere, 
the  coefficients  of  the  other  spherical  harmonics  are  very  small 
compared  with  Aq  ,  The  terms  after  the  first  on  the  right-hand 
side  of  equation  (8)  will  therefore  be  of  an  order  of  magnitude 


similar 


in+ni+l 


We  may  therefore  neglect  them  in  a  first  approximation,  and  in 
a  second  approximation  we  may  insert  in  these  terms  the  values 
of  the  coefficients  obtained  by  the  first  approximation,  and  so  on 
till  we  arrive  at  the  degree  of  approximation  required. 

Distribution  of  electricitf  on  a  nearly  spherical  conductor, 

145  a.]  Let  the  equation  of  the  surface  of  the  conductor  be 

r  =  a{l+F),  (1) 

where  J^  is  a  function  of  the  direction  of  r,  that  is  to  say  of  6  and  4>, 
and  is  a  quantity  the  square  of  which  may  be  neglected  in  this 
investigation. 

Let  F  be  expanded  in  the  form  of  a  aeries  of  surface  harmonics 

F=/o+Ar,+AT,+k^+f,r,.  (2) 

Of  these  terms,  the  first  depends  on  the  excess  of  the  mean 
radius  above  a.  If  therefore  we  assume  that  a  is  the  mean  radius, 
that  is  to  say,  approximately  the  radius  of  a  sphere  whose  volume 
is  equal  to  that  of  the  given  conductor,  the  coefficient  /q  will 
disappear. 

The  second  term,  that  iny*^,  depends  on  the  distance  of  the 
centre  of  mass  of  the  conductor,  supposed  of  uniform  density,  from 
the  origin.  If  therefore  we  take  that  centre  for  origin,  the 
coefficient y*i  will  also  disappear. 

We  shall  begin  by  supposing  that  the  conductor  has  a  charge  A^y 
and  that  no  external  electrical  force  acts  on  it.  The  potential 
outside  the  conductor  must  therefore  be  of  the  form 

r=Jol+^,r/if+&c.+^.7.'^.  (3) 

where  the  sur&ce  harmonies  are  not  assumed  to  be  of  the  same 
types  as  in  the  expansion  of  F. 

At  the  surface  of  the  conductor  the  potential  is  that  of  the 
conductor,  namely,  the  constant  quantity  a. 

Hence,  expanding  the  powers  of  r  in  terms  of  a  and  F,  and 
neglecting  the  square  and  higher  powers  of  F,  we  have 
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+  d,^T:{l-in+l)F).     (4) 

Since  the  coeflScients  Ai,  &c.  are  evidently  small  compared  with 
Aq^  we  may  begin  by  neglecting  products  of  these  coef&cients 
into  F. 

J£  we  then  write  for  F  in  its  first  term  its  expansion  in  sphericar 
harmonics,  and  equate  to  zero  the  terms  involving  harmonics  of 
the  same  order,  we  find 

«=^„i,  (5) 

AJ,'^Aoa/,T,  =  0,  (6) 


A,T:=Aoa'/,r,.  (7) 

It  follows  from  these  equations  that  the  7^'s  must  be  of  the 
same  tjrpe  as  the  T%  and  therefore  identical  with  them^  and  that 
A^sz  0  and  A^  =  A^a^f^. 

To  determine  the  density  at  any  point  of  the  surface,  we  have 
the  equation  dV  dV 

*"=-j;  =  --^''''*'  <^> 

where  v  is  the  normal  and  e  is  the  angle  which  the  normal  makes 
with  the  radius.  Since  in  this  investigation  we  suppose  F  and  its 
first  difierential  coefiicients  with  respect  to  B  and  ^  to  be  small, 
we  may  put  cos  6=1,  so  that 

4,«r  =  -^=A^+&c.  +  («+lKr.^.  (9) 

Expanding  the  powers  of  r  in  terms  of  a  and  F^  and  neglecting 
products  of  F  into  A^^  we  find 

4,r<r  =  4oi(l-2-F)  +  &c.  +  (»+l)^,-1^7..  (10) 

Expanding  F  in  spherical  harmonics  and  giving  A^  its  value 
as  already  found,  we  obtain 

4ir<r  =  ^o^[l+/2l'2+2/3r3+&C.  +  («-l)/,7J.  (11) 

Hence,  if  the  surface  differs  from  that  of  a  sphere  by  a  thin 
stratum  whose  depth  varies  according  to  the  values  of  a  spherical 
harmonic  of  order  «,  the  ratio  of  the  difference  of  the  surface 
densities  at  any  two  points  to  their  sum  will  be  n— 1   timea 
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the  ratio  of  the  difference  of  the  radii  at  the  same  two  points  to 
their  sum. 

145  d.]  If  a  nearly  spherical  conductor  is  acted  on  by  external 
electric  forces,  let  the  potential,  Uy  arising  from  these  forces  be 
expanded  in  a  series  of  sphericid  hanxkonics  of  positive  degree, 
having  their  origin  at  the  centre  of  volume  of  the  conductor 

tr=  B^^B^TT{^B^f^T^+ko.  +  B,r^T:,  (12) 

where  the  accent  over  T  indicates  that  this  harmonic  is  not 
necessarily  of  the  same  type  as  the  harmonic  of  the  same  order 
in  the  expansion  of  F, 

If  the  conductor  had  been  accurately  spherical,  the  potential 
arising  from  its  surface  charge  at  a  point  outside  the  conductor 
would  have  been 

''=A;--BxJ^x-&c.-J,^r.'.  (13) 

Let  the  actual  potential  arising  from  the  surfsu^e  charge  be 
r-h  W,  where 

'^=^oJ+Ci^r/'+&c.+  (7«-;l3.7/'+...;         (14) 

the  harmonics  with  a  double  accent  being  different  from  those 
occurring  either  in  i^  or  in  U^  and  the  coefficients  C  being  small 
because  F  is  small. 

The  condition  to  be  fulfilled  is  that,  when  r  =  a  (1  +^), 

U-\-r-\-V=  constant  =  4y^  +jBo. 

the  potential  of  the  conductor. 

Expanding  the  powers  of  r  in  terms  of  a  and  F^  and  retaining 
the  first  power  of  ^  when  it  is  multiplied  by  A  or  By  but  neglecting 
it  when  it  is  multiplied  by  the  small  quantity  C>  we  find 

i^r-4^1  +  35ia«IJ'  +  6^2««lJ'+&c.  +  (2»+l)ir.a«»+ij;'l 

+  ^o;  +  Ci^^"+&c.  +  C«^r^"=0.  (15) 

To  determine  the  coefficients  C,  we  must  perform  the  multipli- 
cation indicated  in  the  first  term,  and  express  the  result  in  a  series 
of  spherical  harmonics.  This  series,  with  the  signs  reversed^  will  be 
the  series  for  W  at  the  surface  of  the  conductor. 

The  product  of  two  spherical  harmonics  of  orders  n  and  m,  is 
a  rational  function  of  degree  n  +  m  in  a/r,  y/r,  and  z/r,  and  can 
therefore  be  expanded  in  a  series  of  spherical  harmonics  of  orders 
not  exceeding  m+n.    If^  therefore,  F  can  be  expanded  in  spherical 
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harmonics  of  orders  not  exceeding  m,  and  if  the  potential  due  to 
external  forces  can  be  expanded  in  spherical  harmonics  of  orders 
not  exceeding  n^  the  potential  arising  from  the  surface  charge  will 
involve  spherical  harmonics  of  orders  not  exceeding  m  +  7i. 

This  surface  density  can  then  be  found  from  the  potential  by 
the  equation  « 

4,r(r  +  ^  (U+  r+  r)  =  0.  (16) 

145  e?.]  A  nearly  spherical  conductor,  enclosed  in  a  nearly  spherical 
and  nearly  concentric  vessel, 

Let  the  equation  of  the  surface  of  the  conductor  be 

T^a{\+F\  (17) 

where  ^  ^f^T^^^Q,+f^^^¥l'\  (t8) 

Let  the  equation  of  the  inner  surface  of  the  vessel'be 

r=:  J(l  +  G),  (19) 

where  G  =  ^i  7^  +  &c.  +^^^  r^^\  (20) 

the  /^s  and  /s  being  small  compared  with  unity,  and  T^^  being 
the  surface  harmonic  of  order  n  and  type  cr. 

Let  the  potential  of  the  conductor  be  a,  and  that  of  the  vessel  )9. 
Let  the  potential  at  any  point  between  the  conductor  and  the 
vessel  be  expanded  in  spherical  harmonics,  thus 

*  =  *a+^iJir+&c.+A<')i;^*^>r* 

•^h\^hT,^'^kc.  +  k':'f:'^,  (21) 

then  we  have  to  determine  the  constants  of  the  forms  h  and  k  so 
that  when  r  =  a  (1  +^),  *  =  a,  and  when  r  =  J  (l  +  (r),  *  =  /3. 

It  is  manifest,  from  our  former  investigation^  that  all  the  ^'s 
and  ^'s  except  h^  and  k^  will  be  small  quantities^  the  products  of 
which  into  F  may  be  neglected.    We  may,  therefore,  write 

a  =  K+i,\{l-F)^S^.+  {k':!>a*  +  }^^-±{)T^\     (22) 

0=A„+*,i(i-G)+&c.+ (*!:'«•+*!:' j;^0^»"-  (23) 

We  have  therefore  '  »      7   1  /«.\ 

a 

P  =  h'}c,\,  (25) 
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*o^/:'^  =  *r«-  +  *r^x'  (26) 

*„i^r  =  -irJ-+*rjir.  (27) 

whence  we  find  for  the  charge  of  the  inner  conductor 

*o  =  (''-^)4^'  (28) 
and  for  the  coeflScients  of  the  harmonics  of  order  n 


1     -^      ^*^n-^V, 


(29) 


K  =  io^'i'\J:_%,j'>  (30) 

where  we  must  remember  that  the  coefficients  y«,  ^«,  i^j  i^  are 
those  belonging  to  the  same  type  as  well  as  order. 

The  surface  density  on  the  inner  conductor  is  given  by  the 
equation 

wnere    -d„— jsit+i^^an+i l^v 

146.]  As  an  example  of  the  application  of  zonal  harmonics, 
let  us  investigate  the  equilibrium  of  electricity  on  two  ^herical 
conductors. 

Let  a  and  b  be  the  radii  of  the  spheres,  and  c  the  distance 
between  their  centres.  We  shall  also,  for  the  sake  of  brevity, 
write  a  =  ex,  and  b^cy^  m  that  w  and  y  are  numerical  quantities 
less  than  unity. 

Let  the  line  joining  the  centres  of  the  spheres  be  taken  as 
the  axis  of  the  zonal  harmonics,  and  let  the  pole  of  the  zonal 
harmonics  belonging  to  either  sphere  be  the  point  of  that  sphere 
nearest  to  the  other. 

Let  r  be  the  distance  of  any  point  from  the  centre  of  the  first 
sphere,  and  s  the  distance  of  the  same  point  from  that  of  the  second 
sphere. 

Let  the  surf5»ce  density,  o-^,  of  the  first  sphere  be  given  by  the 
equation 

4ir(ria2  =  2<  +  J,P,+  3^Pg  +  &c.  +  (2«*+l)^«P«,  (l) 

so  that  A  is  the  total  charge  of  the  sphere,  and  A^,  &c.  are  the 
coefficients  of  the  zonal  harmonics  I{,  &c. 
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The  potential  dae  to  this  diptribution  of  chlirge  may  be  repre- 
sented by 

U'=:l[A  +  A,P,'-+A,P,^+&c.+A,P^g,]  (2) 

for  points  inside  the  sphere,  and  by 

I^=l[4+^P,^+^P.^+&c.+J.P«5]  (3) 

for  points  outside. 

Similarly,  if  the  surfiice  density  on  the  second  sphere  is  given 
by  the  equation 

^ira^b^  =  J+JiP,  +  &c.  +  (2»  +  l)  J,P.,  (4) 

the  potential  inside  and  outside  this  sphere  may  be  represented 
by  equations  of  the  form 

r=\[£  +  S,P,i  +  Sco.  +  S,P,fj,  (5) 

r=i[^+AA,-+&c.+i?.p«^],  (6) 

where  the  general  harmonies  are  related  to  the  second  sphere. 

The  charges  of  the  sphere  are  A  and  B  respectively. 

The  potential  at  every  point  within  the  first  sphere  is  constant 
and  equal  to  a,  the  potential  of  that  sphere,  so  that  within  the 
first  sphere  CT'  +  T  =  a.  (7) 

Similarly^  if  the  potential  of  the  second  sphere  is  /9,  for  points 
within  that  sphere,  U+  F'=  ^3.  (8) 

For  points  outside  both  spheres  the  potential  is  4^,  where 

U-\-r=z<y.  (9) 

On  the  azis^  between  the  centres  of  the  spheres, 

/•+«=<?.  (10) 

Hence,  differentiating  with  respect  to  r,  and  after  differentiation 
making  r  =  0,  and  remembering  that  at  the  pole  each  of  the 
zonal  harmonics  is  unity,  we  find 


where,  after  differentiation,  «  is  to  be  made  eqnal  to  c. 

VOL.  I.  P 
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If  we  perform  the  differentiations,  and  write  a/e  ■=■  x  and  h/e  =  y, 
these  equations  become 


By  the  corresponding  operations  for  the  second  sphere  we  find, 
0^Ji+^y»  +  2Jiay«  +  S^»»y  +  &c.  +  (»  +  l)^«"y«» 

mini    ^"    "^ 


(12) 


(13) 


To  determine  the  potentials^  a  and  ^,  of  the  two  spheres  we  have 
the  equations  (7)  and  (8),  which  we  may  now  write 

ca  =  A-  +5  + Jiy+5ay«  +  &c.  + J,y",  (14) 

If,  therefore,  we  confine  our  attention  to  the  coeflBcients  A^  to  A^ 
and  J^i  to  ^M,  we  have  m  +  ^  equations  &om  which  to  determine 
these  quantities  in  terms  of  A  and  B^  the  charges  of  the  two 
spheres,  and  by  inserting  the  values  of  these  coefficients  in  (14) 
and  (15)  we  may  express  the  potentials  of  the  spheres  in  terms  of 
their  charges. 

These  operations  may  be  expressed  in  the  form  of  determinants, 
but  for  purposes  of  calculation  it  is  more  convenient  to  proceed  aa 
follows. 

Inserting  in  equations  (12)  the  values  oi  B^,,,B^  from  equa- 
tions (13),  we  find 

J,  =-5«2  +  ^«2/[2.H-3.1^«  +  4.1y*4-6.1/  +  6.1/ 
+  ^,ar»/[2.2  +  3.3y«  +  4.4^  +  6.5/ 
+^2a?*/[2. 3  + 3.6^2  +  4.10^ 

+  ^4aT«/[2.5.  (16) 
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+  Jiar*y»[3,2  +  6.3/+10.4/ 

+^3««/[3.4.  (17) 

^3  =  -J5«*+J  a?*/[4.1  +  10.1y«  +  20.1y* 
+^i««/[4.2  +  10.3^« 
+  J,««/[4.3.  (18) 

+  2<,a:«/[5.2.  (19) 

By  substituting  in  the  second  members  of  these  equations  the 
approximate  values  of  ^^  &c.,  and  repeating  the  process  for  further 
approximations,  \9e  may  cany  the  approximation  to  the  coefficient 
to  any  extent  in  ascending  powers  and  products  of  a  and  y.  If 
we  write  ^^=    Pn^-q^B, 

we  find 

p^==af'f[2   +     3y«+     4y*+     5/+     6/+7/o+8yi2  +  9/*+&c. 

+«^/[8   +    30ya+    75y*+154/  +  280/  +  &c, 

+a?V[l8+    90y2  +  288/  +  735/  +  &c. 

+  d?»/ [32  +  200^2  +  780y*  +  &c. 

+ «^y  [50  +  3  76y2  +  &c. 

+  «»y[72  +  &c. 

+  aj*/[32  +  192y» 
+  «^y[l44  +  &c. 
(20) 

+«»/[4   +   9y2+    16/+   25/+    36/+   49/o  +  64/a  +  &c. 
+  «V[6    +18/+   40/+    75/  +  126/+196/<^  +  &c. 
+  «V[8    +30/+   80/+175/  +  336/  +  &C. 
+a?"/[l0  +  46/+140/  +  350/  +  &c 
+aJy  [12  +  63/+ 224/+&C. 
•+flj*y[14  +  84/  +  &c. 
+ar"/[l6+&c. 

P  2 
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+««/[  16+      725f«+   209y*+4885^  +  &c. 
+  »iV[  60+   342^+1222y*+&c. 
+  »^^[150  +  1060/+&C. 
+aJy[308  +  &c. 

+  "«/[  64  +  &C.  (21) 

It  will  be  more  oonvenient  in  subsequent  operations  to  write 

these  coefficients  in  terms  of  a,  d,  and  c,  and  to  arrange  the  term^- 

according  to  their  dimensions  in  e.    This  will  make  it  easier  to 

differentiate  with  respect  to  c.    We  thus  find 

;?i=2a«i8^»+3a2i«c-'^  +  4a«4''<?-*  +  (5a2«»  +  8a«J«)<r-" 
+  (6a2*"  +  30a»««+18fl''A«)(ri3 
+  (7aajw+76a»4i»  +  90a''4»  +  32a»J«)c-" 

+  (8^*4"+ 154a«  4^2  + 288a'fi^®  +  32a»4»  +  200a»4*+50a"i«)(r-" 
+  (9a2J"+280a«4"  +  736a'^J*«  +  192a«4"  +  780a«Ji» 

+  144a><>4»  +  376fl"4»  +  72ai»4«)c-'».     (22) 
ji  =  a«<?-2+ 4a«J3e.-«  +  (6a'^J«+9a»4»)c-^<> 
+  (8a»4»+18a^4«+16a«iT)c-" 
+  (10ai^J»+30a«J«+16a8  6«  +  40a'^J'^+26a«4«)c-i* 
+  (12ai»43+46aiiJ«+60fli<>4«+80a»J'^ 

+  72a«4«  +  rSa'^A^  +  36fl«^4")tf-w 
+  (14ai«4H63fl"4*-hl50a"J«+140a"4''  +  S42a^»4» 

+  175a»i»  +  209a«4"+126a''4ii  +  49a'54i«)<?-i« 
+  (16a"J»  +  84a"J«+308a^*J«  +  224ai84''+1060ai2  4« 

+  414a"J9+1222ai<>4"^336a»4iH488a«AW+196a'^4^* 
+  64a«i«)(7-*o.  (23) 

ft=3a843(r«+6a»4«(?-8  +  10a8J''(?-w  +  (12a«4«+16a34»)c'-" 
+  (27a«4«  +  54a«4»  +  21  a»4")c-" 
+  (48ai®J«+162a«J«+168a«Ji<>  +  28a34i8)(r" 
+  (76a"6«+360aio4«+48a»4»+606a84>« 

+  372  a«  J"  +  36a34")(r-i».     (24) 
j2=  a»<?-3^  6  ««*»<?-•+ (9  a«J8+  18a«4*)<r-" 
+(12^10434. 36a«S»  +  40a»J'')t?-i« 
+  (l6ai*J3+ 60aioi«  + 24a»i«+ lOOa®*^ +  76fl«4»)<?-" 
+  (18a"i«  +  90a"J«+90a^4«+200ai<'4'^ 

+  126a»J«+226a«4Hl26a«4")c-" 
+  (21a^«4»+126a^*i»+225a"i«+360a^2  47^594^1148 

+  626a^<>i»+418a^i^<>+ 441^84" +  196a8i^3j(?-w      (26) 
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+  (36a»i«  +  84aT4«+66fl*  «!>)(?-»« 

+(64tf"««  +  252tf»J«  +  282a^i*«  +  84«*ii«)<?-".  (26) 

4(20a"*»+100a"i«  +  32a^<>««  +  200a»«^+175a7J»)c-i» 
+  (24fli*J3^  150^^18  j6^120a"4«  +  400a"47  +  192flWJ8 

+  526tf»4»  +  336a7  *")(?-"•     (27) 
i?4  =  6fl«J3tf-«+ 16fl*J«(rW4.35a«4^<r-^«+(20a«4«+ 70a«i»)<r-" 
+  (45ai<>i«+  120a«i«+  126a««^i)c-w  (28) 

j^  =  a«c-»+ 10a«53<r"  ^  (1 5ai<>J3  +  46a»i«)c-i» 

+  (20a"i3^90ai<>i« +  140a84^)c-i« 

4-(26a"i3^150ai2j«  +  40a"4«  +  350a^oy  +  350a«i»)<?-".  (29) 
JD5=  6a«4«<?-»  +  21a«4«c-"  +  56a«47c'-" 

+  (24a9i«+  126a«i»)(r-i*.  (30) 

j5  =  a«<7-«+12fl5»i8(?-i2  +  (l8a"*»  +  63a»4«)<r-i* 

+  (24ai3j3^126a«««  +  224a»*7)er-i«.  (31) 

p^  =  7a''i3<?-^<»+  28fl5TJ»c-"+  84a''iT<J-".  (32) 

^^=:  a7c-7+14ai<>i«c-"  +  (21a"i»+84fli<>i«)c-w  (33) 

/31,  =  8a843<r-^i+  36a«i»c-".  (34) 

j^  =  fl8c-«  +  IGa^i^c-".  (36) 

^98=  9a«43(?-".  (3g) 

?8  =  «'^"'-  (37) 

The  values  of  the  /b  and  ^'s  may  be  written  down  by  exchan^ng 
a  and  b  in  the  ^'s  and/?'8  respectively. 

If  we  now  calculate  the  potentials  of  the  two  spheres  in  terms 
of  these  coefficients  in  the  form 

a=:;^  +  m£,  (38) 

fi^mA  +  nB,  (39) 

then  I,  My  n  are  the  coefficients  of  potential  (Art.  87),  and  of  these 

n  =  i-^-^q^acr^-^g^a^c-^^ScCy  (41) 
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or,  expanding  in  terms  of  a,  b^Cy 

+  a»is[6a»+16a«i2  +  30a»J3+20a*4* 

4-30a»i*4-15a2i64.6j8]^i6 

+  a343j-7^io^21a»42^76a^i3  +  35fl«i*+144a»i« 

+  36a*4«+75a»J''+21a2i8  4.74ioj^-i7 

+a»J»[8a"  +  28ai®42+154a»J3+56a«i*  +  446fl''i«+102a«J« 

+  446a»47  +  66a4J«  +  i54a»4«  +  28a24W  +  8Ji«>-^« 
+  a'^«8[9a^*+ 36ai2  424. 280a"  i»  +  84a^<»i*+1107a»J«+318a»4« 
+  1668a''y  +  318a«48+1107a»i«4-84a*jw+280a»4" 
+  36a2iW  +  9i"]c-".  (42) 

»  =  i-'  -a3(?-*—fl«c-«— a'' (?-«--(«»  +  443)a«(?-w 
-(a5+12a«48+94«)a«<?-i2-(a7  4-25a*5»+36a266+i6y)a«c-i* 
-(a»  +  44a«i5+96a*i«+16a3i«+80a2i'^+26J*)a«c-^« 
— (a"  +  70a»43  4. 210a««»+ 84a«i«4- 260a*JT 

+  72aH^+  160a««H36J")a«(?-" 

-(ai»  +  104a^043^4O6a«i«  +  272a^J«  +  68Oa«J''4-468a«4* 

+  576a*4«  +  209a3ii^4-252a24"4-494")a«c-2« 
-(«!*+ 147a^4»+ 720^1045^693^9464. 1548^8474. 1336^748 

+  1814fl«4»+1640a«ii04-1113fl*J"  +  488a»4^ 

+  392a26i»4-64ii*)a«c-22.  (43) 

The  value  of  /  can  be  obtained  from  that  of  n  by  exchanging  a 
andi. 

The  potential  energy  of  the  system  is,  by  Art.  87, 

r=  \lA^+mAB+\nB^,  (44) 

and  the  repulsion  between  the  two  spheres  is,  by  Art.  93  a, 

The  surface  density  at  any  point  of  either  sphere  is  given  by 
equations  (1)  and  (4)  in  terms  of  the  coeflScients  A^  and  B^. 


CHAPTEE  X. 

CONFOCAL  QUADRIC  SUBFACBS  *. 

147.]  Let  the  general  equation  of  a  confooal  system  be 

a^  y^  z^  /  \ 

where  X  is  a  variable  parameter,  which  we  shall  distinguish  by  a 
suffix  for  the  species  of  quadric,  viz.  we  shall  take  A^  for  the  hyper-' 
boloids  of  two  sheets,  Ag  for  the  hyperboloids  of  one  sheet,  and  A3 
for  the  ellipsoids.    The  quantities 

a,  A^,  J,  Ag,  <?,  A3 
are  in  ascending  order  of  magnitude.    The  quantity  a  is  introduced 
for  the  sake  of  symmetry,  but  in  our  results  we  shall  always  suppose 
fl  =  0. 

If  we  consider  the  three  surfaces  whose  parameters  are  Aj,  Aj^  A3,' 
we  find,  by  elimination  between  their  equations,  that  the  value  of 
af'  at  their  point  of  intersection  satisfies  the  equation 

t^  («2-«2^  (c»-fl2)  ^  (Ai«-fl2)  (A,2-fl2)  {}^^a^),  (2) 

The  values  of  j^  and  z^  may  be  found  by  transposing  a,  i,  c. 
symmetrically. 

Differentiating  this  equation  with  respect  to  A^,  we  find 

If  dn^  is  the  length  of  the  intercept  of  the  curve  of  intersection  of 
A2  and  A3  cut  off  between  the  surfaces  A^  and  A^+^A^,  then 


d9^ 


8 


dm 


\dy^ 
■^rfAi 


2 

+ 


rfAi 


\       A,«(A,«^A,«)(A3^-A,2) 
-(A,*-«^)(A,^-*^)(A,«-c«)-      ^'> 


;  *  This  mvestigation  la  chiefly  borrowed  from  a  veiy  interesting  work,-^X«70M  %ut  : 
iu  Fonctiona  Inveraa  des  Tratucendantea  et  les  Sur/acea  laoihermtB,  Par  G.  Jjam^.^,. 
Paris,  1857.       .  
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The  denominator  of  this  fraction  is  the  product  of  the  squares  of 
the  semi-axes  of  the  surface  A^. 
If  we  put 

i>,«  =  AjS-Aa^,    2>a2  =  A38-Ai«,    and    i>3»  =  A,«-Ai«,      (5) 

and  if  we  make  a  =  0,  then 

It  is  easy  to  see  that  D^  and  D^  are  the  semi-axes  of  the  central 
section  of  \^  which  is  conjugate  to  the  diameter  passing  through 
the  given  point,  and  that  D^  is  parallel  to  ds^^  and  D,  to  (£93. 

If  we  also  substitute  for  the  three  parameters  A^,  A3,  A3  their 
values  in  terms  of  three  functions  a,  ^,  y,  defined  by  the  equations 

-  r^'  <^d\^ 

then       Ai  =  ii>22)8rfa,    ds^=^^D^D^dfi,  ds^^^D^D^dy.     (8) 

<?  6  (? 

148.]  Now  let  r  be  the  potential  at  any  point  a,  ^3,  y,  then  the 
resultant  force  in  the  direction  of  ds-i^  is 

JF  _      dVda  _      dV     e 

^""    rf^i ""    da  di^ ""    rfa  :^;5; '  ^^^ 

Since  ^2'  ^2»  ^^^  ^s  ^^  ^^  right  angles  to  each  other,  the 
surfiEU^-integral  over  the  element  of  area  d^^  ds^  is 

A*3*3=-  5^^^-^.-V^.rf/3rfy 

Now  consider  the  element  of  volume  intercepted  between  the 
sur&ces  a,  A  y,  and  a  +  rfo,  i8+rf/3,  y+rfy.  There  will  be  eight 
such  elements,  one  in  each  octant  of  space. 

We  have  found  the  surface-integral  of  the  normal  component  of 
the  force  (measured  inwards)  for  the  element  of  surface  intercepted 
from  the  sur&ce  a  by  the  surfaces  j8  and  ^  +  rfjS,  y  and  y^-dy^ 
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The  Burface-integral  for  the  corresponding  element  of  the  surface 
a-^da  will  be 

since  L^  is  independent  of  a.  The  surface-integral  for  the  two 
opposite  faces  of  the  element  of  volume  will  be  the  sum  of  these 
quantities,  or 

Similarly  the  surPace-integralB  for  tlie  other  two  pairs  of  faces 
will  be 

—  -j-dadpdy     and     —-l-dadfidy. 

These  six  faces  enclose  an  element  whose  volume  is 

2>2  2>2  jpa 

dijda^ds^  =     ^    J — -dad^dy, 

and  if  p  is  the  volume-density  within  that  element,  we  find  by 
Art.  77  that  the  total  sur&ce-integral  of  the  element,  together  with 
the  quantity  of  electricity  within  it,  multiplied  by  4ir  is  zero,  or, 
dividing  by  da  dfi  dy^ 

d^V^^      dW^^      d^r^^     ^      A'A'A'       n  i..^ 

rf^A^+j^A'-H-^A'-f-^^P         c^  =^-  (11) 

which  is  the  form  of  Poisson's  extension  of  Laplace's  equation  re- 
ferred to  ellipsoidal  coordinates. 

If  p  =r  0  the  fourth  term  vanishes,  and  the  equation  is  equivalent 
to  that  of  Laplace. 

For  the  general  discussion  of  this  equation  the  reader  is  referred 
to  the  work  of  Lame  already  mentioned. 

149.]  To  determine  the  quantities  a,  fiy  y,  we  may  put  them  in 
the  form  of  ordinary  elliptic  integrals  by  introducing  the  auxiliary 
angles  By  ^,  and  ^,  where 

Ai  =  isin0,  (12) 

A2=  v/(?2sin»0  +  i«cos2  0,  (13) 

Agsscsec^.  (14) 

If  we  put  b  s=  kcj  and  ifl^i^^  ^  1,  we  may  call  k  and  ^  the  two 
complementary  moduli  of  the  confocal  system,  and  we  find 

''  (15) 


A»Bm«fl 
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an  elliptic  integral  of  the  first  kind,  which  we  maj  write  according 
to  the  usual  notation  F{k^B). 
In  the  same  way  we  find 

where  F{X^)  is  the  complete  function  for  modulus  i\ 

'=1*71^^= '<*'-"<*'♦'■        <"> 

Here  a  is  represented  as  a  function  of  the  angle  0,  which  is  ac- 
cordingly a  function  of  the  parameter  X^,  )3  as  a  function  of  ^  and 
thence  of  A2,  and  y  as  a  function  of  ^  and  thence  of  X3. 

But  these  angles  and  parameters  may  be  considered  as  functions 
of  a,  )3,  y.  The  properties  of  such  inverse  functions,  and  of  those 
connected  with  tbem^  are  explained  in  the  treatise  of  M.  Lam£  on 
that  subject. 

It  is  easy  to  see  that  since  the  parameters  are  periodic  functions 
of  the  auxiliary  angles,  they  will  be  periodic  functions  of  the 
quantities  a,  j3,  y :  the  periods  of  X^  and  X3  are  4  J^(^),  and  that  of  X^ 
is  2F{k'). 

Particular  Solutions. 
150.]  If  r  is  a  linear  function  of  a,  fi,  or  y,  the  equation  is 
satisfied.  Hence  we  may  deduce  from  the  equation  the  distribution 
of  electricity  on  any  two  confocal  surfaces  of  the  same  family 
maintained  at  given  potentials,  and  the  potential  at  any  point 
between  them. 

TAe  Hyperboloids  of  Two  Sheets. 

When  a  is  constant  the  corresponding  surface  is  a  hyperboloid 
of  two  sheets.  Let  us  make  the  sign  of  a  the  same  as  that  of  x  in 
the  sheet  under  consideration.  We  shall  thus  be  able  to  study  one 
of  these  sheets  at  a  time. 

Let  a^,  a^  be  the  values  of  a  corresponding  to  two  single  sheets, 
whether  of  diflferent  hyperboloids  or  of  the  same  one,  and  let  ^,  T^ 
be  the  potentials  at  which  they  are  maintained.     Then^  if  we  make 

;r^?l5z^2^±^(^-:^,  (18) 

«1  — «2 

the  conditions  will  be  satisfied  at  the  two  surfaces  and  throughout 
the  space  between  them.  If  we  make  V  constant  and  equal  to  }\ 
in  the  space  beyond  thb  surface  o^j  and  constant  and  equal  to  f^ 
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in  the  space  beyond  the  sorface  a,,  we  shall  have  obtained  the 
complete  solution  of  this  particular  case. 
The  resultant  force  at  any  point  of  either  sheet  is 

^  dV  dV  da  ,.^, 

\i  Px  be  the  perpendicular  from  the  centre  on  the  tangent  plane 
at  any  point,  and  P^  the  product  of  the  semi-axes  of  the  surface, 
then  jjj  2>2  2>g  =  P^. 

Hence  we  find  -d       ^x—^t  ^P\  /o  i  \ 

7^1  =  - — r*-©-'  \^^) 

ttj  — Og     Jfy^ 

or  the  force  at  any  point  of  the  surface  is  proportional  to  the  per- 
pendicular from  the  centre  on  the  tangent  plane. 

The  surface-density  a  may  be  found  from  the  equation 

4Tr<r  =  i?i.  (22) 

The  total  quantity  of  electricity  on  a  segment  cut  off  by  a  plane 
whose  equation  is  a?  =  a  from  one  sheet  of  the  hyperboloid  is 

The  quantity  on  the  whole  infinite  sheet  is  therefore  infinite. 
The  limiting  forms  of  the  surface  are : — 

(1)  When  a  =  F{K)  the  surface  is  the  part  of  the  plane  of  xz  on 
the  positive  side  of  the  positive  branch  of  the  hyperbola  whose 
equation  is  jA         »% 

(2)  When  0  =  0  the  surface  is  the  plane  oiyz. 

(3)  When  a  =  —  ^(*)  the  surface  is  the  part  of  the  plane  of  xz 
on  the  negative  side  of  the  negative  branch  of  the  same  hyperbola. 

The  Hyperboloid  of  One  Sieet. 
By  making  fi  constant  we  obtain  the  equation  of  the  hyperboloid 
of  one  sheet.  The  two  surfisices  which  form  the  boundaries  of  the 
electric  field  must  therefore  belong  to  two  different  hyperboloids. 
Thejnvestigation  will  in  other  respects  be  the  same  as  for  the 
hyperboloids  of  two  sheets,  and  when  the  difference  of  potentials 
is  given  the  density  at  any  point  of  the  surface  will  be  proportional 
to  the  perpendicular  from  the  centre  on  the  tangent  plane^  and 
the  whole  quantity  on  the  infinite  sheet  will  be  infinite. 
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Limiting  Forms. 

(1)  When  p=  0  the  surface  is  the  part  of  the  plane  of  xz 
between  the  two  branches  of  the  hyperbola  whose  equation  is 
written  above,  (24). 

(2)  When  p^F{l;f)  the  surface  is  the  part  of  the  plane  of  xy 
which  is  on  the  outside  of  the  focal  ellipse  whose  equation  is 

?  +  ^=^-  (25) 

The  Ellipsoids. 
For  any  given  ellipsoid  y  is  constant.     If  two  ellipsoids,  y^  and 
72,  be  maintained  at  potentials  J^  and  ^,  then^  for  any  point  y  in 
the  space  between  them,  we  have 

r^y^ry£±y^izR.  (26) 

The  sur&ce-density  at  any  point  is 

<r=-  — -i ?  ^,  (27) 

where  jDg  is  the  perpendicular  from  the  centre  on  the  tangent  plane, 
and  P3  is  the  product  of  the  semi-axes. 

The  whole  charge  of  electricity  on  either  surface  is  given  by 

and  is  finite. 

When  y  =:  F{k)  the  surface  of  the  ellipsoid  is  at  an  infinite 
distance  in  all  directions. 

If  we  make  ^g  =  ^  ^^'^  72  =  -^(^)>  ^®  ^^^  ^^^  ^^®  quantity  of 
electricity  on  an  ellipsoid  maintained  at  potential  F^in  an  infinitely 
extended  field,  Y 

^-^'-WfTy-  (29) 

The  limiting  form  of  the  ellipsoids  occurs  \7hen  y  =  0,  in  which 
case  the  surface  is  the  part  of  the  plane  of  xy  within  the  focal 
ellipse,  whose  equation  is  written  above,  (25). 

The  surface-density  on  either  side  of  the  elliptic  plate  whose 
equation  is  (25),  and  whose  eccentricity  is  it,  is 

"  '  '  (30) 


V" 


y» 


tf»      c«-«» 


and  its  charge  is  Q  =  <j  ^^^  •  (31), 
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Particular  Cases. 

161.]  If  e  remains  finite^  while  b  and  therefore  i  is  diminished 
tiU  it  becomes  ultimately  zero,  the  system  of  surfaces  becomes 
transformed  in  the  following  manner : — 

The  real  axis  and  one  of  the  imaginary  axes  of  each  of  the 
hjrperboloids  of  two  sheets  are  indefinitely  diminished,  and  the 
surface  ultimately  coincides  with  two  planes  intersecting  in  the 
axis  of  z. 

The  quantity  a  becomes  identical  with  0,  and  the  equation  of  the 
system  of  meridional  planes  to  which  the  first  system  is  reduced  is 


JL 0 

\o     "^    ^» 


(32) 


(sin  a)^       (cos  a)^ 
As  regards  the  quantity  p,  if  we  take  the  definition  given  in 
page  216  (7)  we  shall  be  led  to  an  infinite  value  of  the  integral  at 
the  lower  limit.     In   order  to  avoid  this  we  define  ft  in  this 
particular  case  as  the  value  of  the  integral 


r 


If  we  now  put  X^  =  e  mn.  <f>,  ft  beoomee 
rf  d<l> 


i: 


i.e.  log  cot  i^. 


/^   8m<^ 

^ ^p 

Whence  cos  <b  =  -5 5  > 


and  therefore 


sin  <b  :=  -5 5 


If  we  call  the  exponential  quantity  i(a^  +  tf~^)  the  hyperbolic 
cosine  of  ^,  or  more  concisely  the  hypocosine  of  P,  or  cosh  )3,  and  if 
we  call  i  (e^^er^)  the  hyposine  of  )3,  or  sinh  ^,  and  if  in  the  same 
way  we  employ  functions  of  a  similar  character  analogous  to  the 
other  simple  trigonometrical  ratios,  then  Ag  =  e  sech  j3,  and  the 
equation  of  the  system  of  hyperboloids  of  one  sheet  is 

^±^--i!— -c«  (36) 

(sech^)2       (tanh^)*"'"'  ^""^^ 

The  quantity  y  is  reduced  to  yjr^  so  that  A3  =  c  cosec  y,  and  the 

equation  of  the  system  of  ellipsoids  is 

sfl+y^  z^      _   ,  ,     . 

(^^^  "*■  (Sii;p  • ""  •  ^^^^ 

Ellipsoids  of  this  kind,  which  are  figures  of  revolution  about  their 
conjugate  axes,  are  called  planetary  ellipsoids. 
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The  quantity  of  electricity  on  a  planetary  ellipsoid  maintained  at 
potential  7  in  an  infinite  field,  is 

«  =  ^r-^»  (37) 

where  (;  sec  y  is  the  equatorial  radius,  and  c  tan  y  is  the  polar  radius. 
If  y  s=  0,  the  figure  is  a  circular  disk  of  radius  c^  and 

(38) 


7 
tr  =s ■  t 


(i  =  cL.  (39) 

152.]  Second  Case.    Let  h  =  c,  then  ^  =  1  and  ^  =  0, 

a  =  log  tan  — - — ,  whence  A^  =  c  tanha^  (40) 

and  the  equation  of  the  hyperboloids  of  revolution  of  two  sheets 
becomes  «?«  y2^^« 

(tanha)«  ""  (secha)«  ^  ^'  ^^^^ 

The  quantity  j3  becomes  reduced  to  ^,  and  each  of  the  hyper- 
boloids  of  one  sheet  is  reduced  to  a  pair  of  planes  intersecting  in 
the  axis  of  x  whose  equation  is 

(sin^)«  ""  (cos/8)«  "^  ^'  ^^^^ 

This  is  a  system  of  meridional  planes  in  which  p  is  the  longitude. 

The  quantity  y  as*  defined  in  page  216,  (7)  becomes  in  this  case 
infinite  at  the  lower  limit.    To  avoid  this  let  us  defijie  it  as  the 

value  of  the  integral  /    —^ — ~  • 

If  we  then  put  X3  =  c  sec  ^,  we  find  y  =  /  -: — r ,  whence 
A3  =s  c  cothy,  and  the  equation  of  the  family  of  ellipsoids  is 

(cothy)«  "^  (cosechy)^  ~"     '  ^  ^ 

These  ellipsoids,  in  which  the  transverse  axis  is  the  axis  of  revo- 
lution, are  called  ovary  ellipsoids. 

The  quantity  of  electricity  on  an  ovary  ellipsoid  maintained  at 
potential  F^in  an  infinite  field  becomes  in  this  case^  by  (29), 

dyjr 


•/•■ 


(44) 


sm^ 
where  <?  sec  ^Ir^  is  the  polar  radius. 

If  we  denote  the  polar  radius  by  A  and  the  equatorial  by  JB^  the 
result  just  found  becomes 
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7 ,  -  (45) 

log 5 

If  the  equatorial  radius  is  very  small  compared  to  the  polar 
radius,  as  in  a  wire  with  rounded  ends, 

AT 
^=\og2A-log£'  ^^^^ 

When  both  b  and  c  become  zero,  their  ratio  remaining  finite, 
the  system  of  surfaces  becomes  two  systems  of  confocal  cones,  and 
a  system  of  spherical  surfaces  of  which  the  radius  is  inversely 
proportional  to  y. 

If  the  ratio  of  i  to  c  is  zero  or  unity,  the  system  of  surfaces 
becomes  one  system  of  meridian  planes,  one  system  of  right  cones 
having  a  common  axis,  and  a  system  of  concentric  spherical  surfaces 
of  which  the  radius  is  inversely  proportional  to  y.  This  is  the 
ordinary  system  of  spherical  polar  coordinates. 

C^lindric  Surfaces. 
153.]  When  c  is  infinite  the  surfaces  are  cylindric,  the  generating 
lines  being  parallel  to  the  axes  of  z.  One  system  of  cylinders  is 
hyperbolic,  viz.  that  into  which  the  hyperboloids  of  two  sheets 
degenerate.  Since,  when  c  is  infinite,  i  is  zero,  and  therefore  0  =  a, 
it  follows  that  the  equation  of  this  system  is 

sin'o      cos*  a  ^     ^ 

The  other  system  is  elliptic,  and  since  when  ^  =  0,  j3  becomes 

,        ,      ^      ,  or  Xj  =  4  cosh  3, 
the  equation  of  this  system  is 

(cosh/3)«  "*■  (iiiSM?  "  *''  ^^^^ 

These  two  systems  are  represented  in  Fig.  X  at  the  end  of  thip 

volume. 

Confocal  Paraboloids. 

164.]  If  in  the  general  equations  we  transfer  the  origin  of  co- 
ordinates to  a  point  on  the  axis  of  x  distant  t  from  the  centre  of 
the  system,  and  if  for  or,  X,  i,  and  c  we  substitute  l-{-x,t+ky  t-^bj 
and  t+e  respectively,  and  then  make  t  increase  indefinitely,  we 
obtain,  in  the  limit,  the  equation  of  a  system  of  paraboloids  whose 
foci  are  at  the  points  w^  b  and  x  =  c^  viz.  the  equation  is 


•^6 
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1 


If  the  variable  parameter  is  X  for  the  first  system  of  elliptic 
paraboloids,  /x  for  the  hyperbolic  paraboloids,  and  v  for  the  second 
system  of  elliptic  paraboloids,  we  have  A,  i,  ^  c,  v  in  ascending 
order  of  magnitudCi  and 

SB  =  \  +  jl^ir— e^j, 

^   ~*  c-« 

In  order  to  avoid  infinite  values  in  the  integrals  (7)  the  cor- 
responding integrals  in  the  paraboloidal  system  are  taken  between 
different  limits. 

We  write  in  this  case 


(50) 


A  7(^-4)  (c-^)' 
^     h  ^/(v-4)(y-c)' 


From  these  we  find 

A,  =  J  {c^V)—\  {c—V)  cosh  a, 
M  =  4(c+«)-i(c-J)oo8i3, 
V  =  i(c+J)+ J(c— ijcoshy; 

«s=  i(c+i)  +  i(c—i)(coBhy— 008)3— cosha), 

y  =  2  (c— J)  sinh-  sin  f  cosh  ^> 
2         2  2 

«  =  2(c— 2)cosh^co8^8inh  \' 
2        2  2 


(61) 


(52) 


When  i  =r  c  we  have  the  case  of  paraboloid3  of  revolution  about 
the  axis  of  «,  and  «  =  a  («««—«»>}, 

y=2fltf*+yco8ft  (63) 

;?=:  2fltf»-*-ysin/3. 

The  surfiices  for  which  fi  is  constant  are  planes  through  the  axis, 
/3  being  the  angle  which  such  a  plane  makes  with  a  fixed  plane 
through  the  axis. 

The  sur&ces  for  which  a  is  constant  are  confocal  paraboloids. 
When  a=  —  00  the  paraboloid  is  reduced  to  a  straight  line  terminat- 
ing at  the  origin. 
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We  may  also  find  the  values  of  a,  ^,  y  in  terms  of  r,  0,  and  <;(>, 
the  spherical  polar  coordinates  referred  to  the  focus  as  orgin,  and 
the  axis  of  the  parabolas  as  axis  of  the  sphere, 

a  =  log  (f*  cos  i  $), 

/8  =  </>,  .  (54) 

y  =  log  (r*  sin  J  d). 
We  may  compare  the  case  in  which  the  potential  is  equal  to  a, 
with  the  zonal  solid  harmonic  r^  Q^.  Both  satisfy  Laplace's  equa- 
tion, and  are  homogeneous  functions  of  x,  y^  z,  but  in  the  case 
derived  from  the  paraboloid  there  is  a  discontinuity  at  the  axis,  and 
i  lias  a  value  not  differing  by  any  finite  quantity  from  zero. 

The  surface-density  on  an  electrified  paraboloid  in  an  infinite 
field  (including  the  case  of  a  straight  line  infinite  in  one  direction) 
is  inversely  as  the  square  root  of  the  distance  from  the  focus,  or, 
in  the  case  of  the  line,  from  the  extremity  of  the  line. 


VOL.  I. 


CHAPTER  XI. 

THEORY   OF   ELECTRIC  IMAGES  AND  ELECTRIC  INVERSION. 

155.]  We  have  already  ehewn  that  when  a  conducting  sphere 
is  under  the  influence  of  a  known  distribution  of  electricity,  the 
distribution  of  electricity  on  the  surface  of  the  sphere  can  be 
determined  by  the  method  of  spherical  harmonies. 

For  this  purpose  we  require  to  expand  the  potential  of  the  in- 
fluencing system  in  a  series  of  solid  harmonics  of  positive  degree, 
having  the  centre  of  the  sphere  as  origin^  and  we  then  find  a 
corresponding  series  of  solid  harmonics  of  negative  degree,  which 
express  the  potential  due  to  the  electrification  of  the  sphere. 

By  the  use  of  this  very  powerful  method  of  analysis,  Poisson 
determined  the  electrification  of  a  sphere  under  the  influence  of 
a  givep  electrical  system,  and  he  also  solved  the  more  diflScult 
problem  to  determine  the  distribution  of  electricity  on  two  con- 
ducting spheres  in  presence  of  each  other.  These  investigations 
have  been  pursued  at  great  length  by  Plana  and  others,  who  have 
confirmed  the  accuracy  of  Poisson. 

In  applying  this  method  to  the  most  elementary  case  of  a  sphere 
under  the  infiuence  of  a  single  electrified  point,  we  require  to  expand 
the  potential  due  to  the  electrified  point  in  a  series  of  solid  har- 
monics, and  to  determine  a  second  series  of  solid  harmonics  which 
express  the  potential,  due  to  the  electrification  of  the  sphere,  in  the 
space  outside. 

It  does  not  appear  that  any  of  these  mathematicians  observed 
that  this  second  series  expresses  the  potential  due  to  an  imaginary 
electrified  point,  which  has  no  physical  existence  as  an  electrified 
point,  but  which  may  be  called  an  electrical  image,  because  the 
action  of  the  surface  on  external  points  is  the  same  as  that  which 
would  be  produced  by  the  imaginary  electrified  point  if  the  spherical 
surface  were  removed. 


156.]  ELECTBIC  IMAGES.  227 

This  discovery  seems  to  have  been  reserved  for  Sir  W,  Thomson, 
who  has  developed  it  into  a  method  of  great  power  for  the  solution 
of  electrical  problems,  and  at  the  same  time  capable  of  being  pre- 
sented in  an  elementary  geometrical  form. 

His  original  investigations^  which  are  contained  in  the  Cambridge 
and  Dublin  Mathematical  Journal^  1848,  are  expressed  in  terms  of 
the  ordinary  theory  of  attraction  at  a  distance,  and  make  no  use  of 
the  method  of  potentials  and  of  the  general  theorems  of  Chapter  IV, 
though  they  were  probably  discovered  by  these  methods.  Instead, 
however,  of  following  the  method  of  the  author,  I  shall  make  free 
use  of  the  idea  of  the  potential  and  of  equipotential  surfaces,  when- 
ever the  investigation  can  be  rendered  more  intelligible  by  such 
means. 

Theory  of  Electric  Imagee. 

156.]  Let  A  and  -B,  Figure  7,  represent  two  points  in  a  uniform 
dielectric  medium  of  infinite  extent. 
Let  the  charges  of  A  and  B  be  e^ 
and  ^2  respectively.  Let  P  be  any 
point  in  space  whose  distances  from 
A  and  B  are  r^  and  r ^  respectively. 
Then  the  value  of  the  potential  at  P 
will  be         ^_,^^^.  /jj 

^^       *'2  Fig.  7. 

The  equipotential  surfaces  due  to 
this  distribution  of  electricity  are  represented  in  Pig.  I  (at  the  end 
of  this  volume)  when  e-^  and  e^  are  of  the  same  sign,  and  in  Fig.  II 
when  they  are  of  opposite  signs.  We  have  now  to  consider  that 
surface  for  which  F^=  0,  which  is  the  only  spherical  surface  in 
the  system.  When  e^  and  e^  are  of  the  same  sign,  this  surface  is 
entirely  at  an  infinite  distance,  but  when  they  are  of  opposite  signs 
there  is  a  plane  or  spherical  surface  at  a  finite  distance  for  which 
the  potential  is  zero. 

The  equation  of  this  surface  is 

?  +  7  =  o-  (2) 

Its  centre  is  at  a  point  C  in  AB  produced,  such  that 

AC:BC::e^^xe^, 
and  the  radius  of  the  sphere  is 

AB- 


j2 f  % 


The  two  points  A  and  B  are  inverse  points  with  respect  to  this 
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sphere,  that  is  to  say,  they  lie  in  the  same  radius^  and  the  radios  is 
a  mean  proportional  between  their  distances  from  the  centre. 

Since  this  spherical  surface  is  at  potential  zero,  if  we  suppose 
it  constructed  of  thin  metal  and  connected  with  the  earth,  there 
will  be  no  alteration  of  the  potential  at  any  point  either  outside  or 
inside,  but  the  electrical  action  everywhere  will  remain  that  due  to 
the  two  electrified  points  A  and  B. 

If  we  now  keep  the  metallic  shell  in  connection  with  the  earth 
and  remove  the  point  B,  the  potential  within  the  sphere  will  become 
everywhere  zero,  but  outside  it  will  remain  the  same  as  before. 
For  the  surface  of  the  sphere  still  remains  at  the  same  potential, 
and  no  change  has  been  made  in  the  exterior  electrification. 

Hence,  if  an  electrified  point  A  be  placed  outside  a  spherical 
conductor  which  is  at  potential  zero,  the  electrical  action  at  all 
points  outside  the  sphere  will  be  that  due  to  the  point  A  together 
with  another  point  B  within  the  sphere,  which  we  may  call  the 
electrical  image  of  A. 

In  the  same  way  we  may  shew  that  if  £  is  a  point  placed  inside 
the  spherical  shell,  the  electrical  action  within  the  sphere  is  that 
due  to  B,  together  with  its  image  A. 

157.]  Definition  of  an  Electrical  Image.  An  electrical  image  is 
an  electrified  point  or  system  of  points  on  one  side  of  a  surface 
which  would  produce  on  the  other  side  of  that  surface  the  same 
electrical  action  which  the  actual  electrification  of  that  surface 
really  does  produce. 

In  Optics  a  point  or  system  of  points  on  one  side  of  a  mirror 
or  lens  which  if  it  existed  would  emit  the  system  of  rays  which 
actually  exists  on  the  other  side  of  the  mirror  or  lens^  is  called  a 
virtual  image. 

Electrical  images  correspond  to  virtual  images  in  Optics  in  being 
related  to  the  space  on  the  other  side  of  the  surface.  They  do  not 
correspond  to  them  in  actual  position,  or  in  the  merely  approximate 
character  of  optical  foci. 

There  are  no  real  electrical  images,  that  is,  imaginary  electrified 
points  which  would  produce,  in  the  region  on  the  same  side  of  the 
electrified  surface^  an  effect  equivalent  to  that  of  the  electrified  surface. 

For  if  the  potential  in  any  region  of  space  is  equal  to  that  due 
ix)  a  certain  electrification  in  the  same  region  it  must  be  actually 
produced  by  that  electrification.  In  fact,  the  electrification  at  any 
point  may  be  found  from  the  potential  near  that  point  by  the 
application  of  Poisson's  equation. 
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Let  a  be  the  radius  of  the  sphere. 

Lety  be  the  distance  of  the  electrified  point  A  from  the  centre  C, 

Let  e  be  the  charge  of  this  point. 

Then  the  image  of  the  point  is  at  B^  on  the  same  radius  of  the 

sphere  at  a  distance  -p ,  and  the  charge  of  the  image  is  —  ^  -^  - 

We  have  shewn  that  this  image 
will  produce  the  same  effect  on  the 
opposite  side  of  the  surface  as  the 
actual  electrification  of  the  surface 
does.  We  shall  next  determine  the 
surface-density  of  this  electrification 
at  any  point  P  of  the  spherical  sur- 
face, and  for  this  purpose  we  shall  Fig.  7" 
make  use  of  the  theorem  of  Coulomb, 
Art.  80,  that  if  U  is  the  resultant  force  at  the  surface  of  a  con- 
ductor, and  (r  the  superficial  density, 

22  =  4  wo-, 
B,  being  measured  away  from  the  surface. 

We  may  consider  U  as  the  resultant  of  two  forces,  a  repulsion 

-j^  acting  along  4P,  and  an  attraction  ^^  ^=-  acting  along  TB, 

Resolving  these  forces  in  the  directions  of  AC  and  CB^  we  find 
that  the  components  of  the  repulsion  are 

-^  along  AC,  and  -^  along  CB. 

Those  of  the  attraction  are 

1  2        1 

-^j  5P3"  ^^*'^"ff  ^^'  *^^  ""^7  bW  ^^^"^  ^^' 


2 


Now  BB  =  ^  AB^  and  BC  =  — ,  so  that  the  components  of 

the  attraction  may  be  written 

-^f-^  ^1<>^?^C;  and  -e?^-jp3  along  CB, 

The  components  of  the  attraction  and  the  repulsion  in  the 
direction  of  AC  are  equal  and  opposite,  and  therefore  the  resultant 
force  is  entirely  in  the  direction  of  the  radius  CB.  This  only 
confirms  what  we  have  already  proved,  that  the  sphere  is  an  equi- 
potential  surface,  and  therefore  a  surface  to  which  the  resultant 
force  is  everywhere  perpendicular. 
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The  resultant  force  measured  along  CP,  the  normal  to  the  surface 
in  the  direction  towards  the  side  on  which  A  is  placed,  is 

If  ii  is  taken  inside  the  sphere  /  is  less  than  a,  and  we  must 
measure  E  inwards.     For  this  case  therefore 

In  all  cases  we  mar  write 

„  AD.  Ad    1  ,., 

where  AB^  Ad  are  the  segments  of  any  line  through  A  cutting  the 
sphere,  and  their  product  is  to  be  taken  positive  in  all  cases. 

158.]  From  this  it  follows,  by  Coulomb's  theorem,  Art.  80,  that 
the  surface-density  at  P  is 

AD. Ad     1  ,  , 

''^^'TV:CPAP^'  (^^ 

The  density  of  the  electricity  at  any  point  of  the  sphere  varies 
inversely  as  the  cube  of  its  distance  from  the  point  A. 

The  effect  of  this  superficial  distribution,  together  with  that  of 
the  point  A,  is  to  produce  on  the  same  side  of  the  surface  as  the 
point  A  a  potential  equivalent  to  that  due  to  ^  at  A,  and  its  image 

—  ^  ^  at  B,  and  on  the  other  side  of  the  surface  the  potential  is 

everywhere  zero.     Hence  the  effect  of  the  superficial  distributioa 
by  itself  is  to  produce  a  potential  on  the  side  of  A  equivalent  to 

that  due  to  the  image  —^7:  ^^  -^i  ^^^  ^^  ^^^  opposite  side  a 
potential  equal  and  opposite  to  that  of  e  at  A. 

The  whole  charge  on  the  surface  of  the  sphere  is  evidently  ^^t: 
since  it  is  equivalent  to  the  image  at  B. 

We  have  therefore  arrived  at  the  following  theorems  on  the 
action  of  a  distribution  of  electricity  on  a  spherical  surface,  the 
surface-density  being  inversely  as  the  cube  of  the  distance  from 
a  point  A  either  without  or  within  the  sphere. 

Let  the  density  be  given  by  the  equation 

where  C  is  some  constant  quantity,  then  by  equation  (6) 

C  =  — (?— (8) 
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The  action  of  this  superficial  distribation  on  any  point  separated 
from  A  by  the  surface  is  equal  to  that  of  a  quantity  of  electricity 
— <?»  or  -  ^vaC 

AD.  Ad 
concentrated  at  A. 

Its  action  on  any  point  on  the  same  side  of  the  surface  with  A  is 
equal  to  that  of  a  quantity  of  electricity 

/AD.  Ad 
concentrated  at  B  the  image  of  A. 

The  whole  quantity  of  electricity  on  the  sphere  is  equal  to  the 
first  of  these  quantities  if  ^  is  within  the  sphere,  and  to  the  second 
if  A  is  without  the  sphere. 

These  propositions  were  established  by  Sir  W.  Thomson  in  his 
original  geometrical  investigations  with  reference  to  the  distribution 
of  electricity  on  spherical  conductors,  to  which  the  student  ought 
to  refer. 

159.]  If  a  system  in  which  the  distribution  of  electricity  is 
known  is  placed  in  the  neighbourhood  of  a  conducting  sphere  of 
radius  a,  which  is  maintained  at  potential  zero  by  connection  with 
the  earth,  then  the  electrifications  due  to  the  several  parts  of  the 
system  will  be  superposed. 

Let  ^1,  -^,  &c.  be  the  electrified  points  of  the  system,  ^,^,  &c. 
their  distances  from  the  centre  of  the  sphere,  e^^  e^,  &c.  their 
charges,  then  the  images  B^^  B^^  &c.  of  these  points  will  be  in  the 

same  radii  as  the  points  themselves,  and  at  distances  -7- '  -7-  >  &c. 

from  the  centre  of  the  sphere,  and  their  charges  will  be 

^e^  —  y      «(?2_,&c. 
J\  /a 

The  potential  on  the  outside  of  the  sphere  due  to  the  superficial 
electrification  will  be  the  same  as  that  which  would  be  produced  by 
the  system  of  images  B^^B^^  &c.  This  system  is  therefore  called 
the  electrical  image  of  the  system  A^y  A^y  &c. 

If  the  sphere  instead  of  being  at  potential  zero  is  at  potential  V^ 
we  must  superpose  a  distribution  of  electricity  on  its  outer  surface 
having  the  uniform  surface-density 


O"  = 


47a 
The  effect  of  this  at  all  points  outside  the  sphere  will  be  equal  to 
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that  of  a  quantity  Ta  of  electricity  placed  at  its  centre,  and  at 
all  points  inside  the  sphere  the  potential  will  be  simply  increased 
by  r. 

The  whole  charge  on  the  spbere  due  to  an  external  system  of 
influencing  points,  A-^y  A^^  &c.  is 

^=  r«-ei^-^2-7--&c.,  (9) 

from  which  either  the  charge  E  or  the  potential  V  may  be  cal- 
culated when  the  other  is  given. 

When  the  electrified  system  is  within  the  spherical  surfEice  the 
induced  charge  on  the  surface  is  equal  and  of  opposite  sign  to  the 
inducing  charge,  as  we  have  before  proved  it  to  be  for  every  closed 
surface,  with  respect  to  points  within  it. 

'^leo.]  The  energy  due  to  the  mutual  action  between  an  elec- 
trified point  ^,  at  a  distance /from  the  centre  of  the  sphere  greater 
than  a  the  radius,  and  the  electrification  of  the  spherical  sur&ce 
due  to  the  influence  of  the  electrified  point  and  the  charge  of  the 

sphere,  is 

-,      Be       1  e^a^  ,. 

where  V  is  the  potential,  and  E  the  charge  of  the  sphere. 

The  repulsion  between  the  electrified  point  and  the  sphere  is 
therefore,  by  Art.  92,       *?  ^  '^ 

*  fThe  diaoussioxi  in  the  text  will  perhaps  be  more  easily  understood  if  the  problein 

be  regarded  as  an  example  of  Art.  86.  Let  us  then  suppose  that  what  is  described 
as  an  electrified  point  is  really  a  small  spherical  conductor,  the  radius  of  whidi  is  h 
and  the  potential  v.  We  have  thus  a  particular  case  of  the  problem  of  two  spheres  of 
which  one  solution  has  already  been  given  in  Art.  146,  and  another  will  be  given  in 
Art.  178.  In  the  case  before  us  however  the  radius  6  is  so  small  that  we  may 
consider  the  electricity  of  the  small  conductor  to  be  uniformly  distributed  over  its 
Burfaoe  and  aU  the  electric  images  except  the  fint  image  of  the  small  conductor  to 
be  disregarded. 

We  thus  have 


ea  e 

The  energy  of  the  system  is  therefore.  Art.  86, 

E^      Ee       g*  .1  g*        > 

2a  "^  /    ■*"  2^6      f*i^f*-ay' 

By  means  of  the  above  equations  we  may  also  express  the  energy  in  terms  of  the 
potentials  :  to  the  same  order  of  approximation  it  is 


ar»       ab-       1  ,.         ah*    .    .n 


l6o.]  IMAGE   OP   AN  BLBCTBIPIED   SYSTEM.  233 

Hence  the  force  between  the  point  and  the  sphere  is  always  an 
attraction  in  the  following  cases — 

(1)  When  the  sphere  is  uninsulated. 

(2)  When  the  sphere  has  no  charge. 

(3)  When  the  electrified  point  is  very  near  the  sur&ce. 

In  order  that  the  force  may  be  repulsive,  the  potential  of  the 

sphere  must  be  positive  and  greater  than  e  j—^ — -^ ,  and  the 
charge  of  the  sphere  must  be  of  the  same  sign  as  e  and  greater 

At  the  point  of  equilibrium  the  equilibrium  is  unstable,  the  force 
being  an  attraction  when  the  bodies  are  nearer  and  a  repulsion 
when  they  are  farther  ofiP*. 

When  the  electrified  point  is  within  the  spherical  surface  the 
force  on  the  electrified  point  is  always  away  from  the  centre  of 
the  sphere,  and  is  equal  to  ^  u 

11 


^af  ^" 


The  surface-density  at  the  point  of  the  sphere  nearest  to  the 
electrified  point  where  it  lies  outside  the  sphere  is  ^^.'* 

The  surface-density  at  the  point  of  the  sphere  farthest  from  the 
electrified  point  is 

When  E^  the  charge  of  the  sphere,  lies  between 

Af-af      "'^        V(/+4^ 
the  electrification  will  be  negative  next  the  electrified  point  and 


234  ELECTBIC  IMAGES.  [l6l. 

positive  on  the  opposite  side.  There  will  be  a  circular  line  of  division 
between  the  positively  and  the  negatively  electrified  parts  of  the 
surface,  and  this  line  will  be  a  line  of  equilibrium. 

the  equipotential  surface  which  cuts  the  sphere  in  the  line  of  equi- 
librium is  a  sphere  whose  centre  is  the  electrified  point  and  whose 
radius  is  V/*  — a^. 

The  lines  of  force  and  equipotential  suriGeu^es  belonging  to  a  case 
of  this  kind  are  given  in  Figure  IV  at  the  end  of  this  volume. 

Imager  in  an  Infinite  Plane  Conducting  Surface. 

161.]  If  the  two  electrified  points  A  and  B  in  Art.  156  are 
electrified  with  equal  charges  of  electricity  of  opposite  signs,  the 
surfaces  of  zero  potential  will  be  the  plane,  every  point  of  which  is 
equidistant  from  A  and  B, 

Hence,  if  -4  be  an  electrified  point  whose  charge  is  tf,  and  AJ) 
a  perpendicular  on  the  plane,  produce  AD 
to  £  so  that  BB  =  AB^  and  place  at  B 
a  charge  equal  to  —  ^,  then  this  charge 
at  B  will  be  the  image  of  A,  and  will 
produce  at  all  points  on  the  same  side  of 
the  plane  as  A^  an  effect  equal  to  that 
of  the  actual  electrification  of  the  plane. 
For  the  potential  on  the  side  of  A  due 
to  A  and  B  fulfils  the  conditions  that 
y*r=  0  everywhere  except  at  A,  and  that 
p.  *  g  r  =  0  at  the  plane,  and  there  is  only  one 

form  of  r  which  can  fulfil  these  conditions. 
To  determine  the  resultant  force  at  the  point  P  of  the  plane,  we 

observe  that  it  is  compounded  of  two  forces  each  equal  to  -j^ ' 

one  acting  along  AP  and  the  other  along  PB.    Hence  the  resultant 
of  these  forces  is  in  a  direction  parallel  to  AB  and  equal  to 

e       AB 
AJ^^'  AP' 
Hence  5,  the  resultant  force  measured  from  the  surface  towards 
the  space  in  which  A  lies,  is 
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and  the  density  at  the  point  P  is 

crss  — - — r^*  (16) 

On  'Electrical  Inversion. 

162.]  The  method  of  electrical  images  leads  directly  to  a  method 
of  transformation  by  which  we  may  derive  from  any  electrical 
problem  of  which  we  know  the  solution  any  number  of  other 
problems  with  their  solutions. 

We  have  seen  that  the  image  of  a  point  at  a  distance  r  from  the 
centre  of  a  sphere  of  radius  It  is  in  the  same  radius  and  at  a  distance 
/  such  that  r/=  2P.  Hence  the  image  of  a  system  of  points,  lines, 
or  surfaces  is  obtained  from  the  original  system  by  the  method 
known  in  pure  geometry  as  the  method  of  inversion,  and  described 
by  Chasles^  Salmon,  and  other  mathematicians. 

If  A  and  B  are  two  points,  J!  and  J'  their  images,  0  being  the 
centre  of  inversion,  and  72  the  radius  of  the 
sphere  of  inversion, 

Hence  the  triangles  OAB^  OB^A^  are  similar, 
and    AB:A'B'::OA:OB'::OA.OB:IiK 
If  a  quantity  of  electricity  e  be  placed  at  A, 

its  potential  at  B  will  be       r=  -j^  • 

If  /  be  placed  at  A^  its  potential  at  B^  will  be 

A'B" 

In  the  theory  of  electrical  images 

e:/::OA:B::B:  0A\ 

Hence  ViF'iiBiOB,  (17) 

or  the  potential  at  B  due  to  the  electricity  at  -4  is  to  the  potential 
at  the  image  of  B  due  to  the  electrical  image  o{  A  sls  B  is  to  OB, 

Since  this  ratio  depends  only  on  OB  and  not  on  OA,  the  potential 
at  B  due  to  any  system  of  electrified  bodies  is  to  that  at  B^  due 
to  the  image  of  the  system  as  i2  is  to  OB. 

If  r  be  the  distance  of  any  point  A  from  the  centre,  and  /  that 
of  its  image  -4',  and  if  e  be  the  electrification  of  Ay  and  /  that  of  A% 
also  if  Z,  8,  K  be  linear,  superficial,  and  solid  elements  at  A^  and 
L\  S\  K^  their  images  at  A\  and  A,  <r,  p,  A^  <t\  p  the  corresponding 
line  surface  and  volume  densities  of  electricity  at  the  two  points, 


^18) 
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V  the  potential  at  A  due  to  the  original  system,  and  V*  the  potential 
at  A^  due  to  the  inverse  system,  then 

r^  L  "  r"  ^  H^'      S  ^  r*  '^  E*'       K  "  r''  ^  B^' 
e^  T  ^  R'  K^  E  ^  /' 

T^'E"  /  ' 

If  in  the  original  system  a  certain  surface  is  that  of  a  conductor, 

and  has  therefore  a  constant  potential  P,  then  in  the  transformed 

R 
system  the  image  of  the  surface  will  have  a  potential  P  —j- .      But 

by  placing  at  0,  the  centre  of  inversion,  a  quantity  of  electricity 
equal  to  —  P^,  the  potential  of  the  transformed  sur&ce  is  reduced 
to  zero. 

Hence,  if  we  know  the  distribution  of  electricity  on  a  conductor 
when  insulated  in  open  space  and  charged  to  the  potential  P,  we 
can  find  by  inversion  the  distribution  on  a  conductor  whose  form  is 
the  image  of  the  first  under  the  influence  of  an  electrified  point  with 
a  charge  —PE  placed  at  the  centre  of  inversion^  the  conductor 
being  in  connexion  with  the  earth. 

163.]  The  following  geometrical  theorems  are  useful  in  studying 
cases  of  inversion. 

Every  sphere  becomes,  when  inverted,  another  sphere^  unless 
it  passes  through  the  centre  of  inversion,  in  which  case  it  becomes 
a  plane. 

If  the  distances  of  the  centres  of  the  spheres  from  the  centre  of 
inversion  are  a  and  a\  and  if  their  radii  are  a  and  a^  and  if  we 
define  the  poicer  of  a  sphere  with  respect  to  the  centre  of  in- 
version to  be  the  product  of  the  segments  cut  off  by  the  sphere 
from  a  line  through  the  centre  of  inversion,  then  the  power  of  the 
first  sphere  is  a^  —  a^y  and  that  of  the  second  is  a'^— a'*.  We 
have  in  this  case  TA^-f'  v  ^f    i---  -f.  iv 

a' _a  _     E^     _a^g-a^  J  -    •  -  / 

j-'^-^^^^^'-^Er''  ^^^f 

or  the  ratio  of  the  distances  of  the  centres  of  the  first  and  second 
spheres  is  equal  to  the  ratio  of  their  radii,  and  to  the  ratio  of  the 

*  See  Thomson  ftnd  Tait*s  Natvral  PhUoiophy,  §  515 
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power  of  the  sphere  of  inversion  to  the  power  of  the  first  sphere, 
or  of  the  power  of  the  second  sphere  to  the  power  of  the  sphere 
of  inversion. 

The  image  of  the  centre  of  inversion  with  regard  to  one  sphere 
is  the  inverse  point  of  the  centre  of  the  other  sphere. 

In  the  case  in  which  the  inverse  surfaces  are  a  plane  and  a 
sphere,  the  perpendicular  from  the  centre  of  inversion  on  the  plane 
is  to  the  radius  of  inversion  as  this  radius  is  to  the  diameter  of 
the  sphere,  and  the  sphere  has  its  centre  on  this  perpendicular  and 
passes  through  the  centre  of  inversion. 

Every  circle  is  inverted  into  another  circle  unless  it  passes 
through  the  centre  of  inversion^  in  which  case  it  becomes  a  straight 
line. 

The  angle  between  two  surfaces,  or  two  lines  at  their  intersec- 
tion, is  not  changed  by  inversion. 

Every  circle  which  passes  through  a  point,  and  the  image  of  that 
point  with  respect  to  a  sphere,  cuts  the  sphere  at  right  angles. 

Hence^  any  circle  which  passes  through  a  point  and  cuts  the 
sphere  at  right  angles  passes  through  the  image  of  the  point. 

164.]  We  may  apply  the  method  of  inversion  to  deduce  the 
distribution  of  electricity  on  an  uninsulated  sphere  under  the  in- 
fluence of  an  electrified  point  from  the  uniform  distribution  on 
an  insulated  sphere  not  influenced  by  any  other  body. 

If  the  electrified  point  be  at  J,  take  it  for  the  centre  of  inversion, 
and  if  ^  is  at  a  distance  f  from  the  centre  of  the  sphere  whose 
radius  is  a,  the  inverted  figure  will  be  a  sphere  whose  radius  is  a' 
and  whose  centre  is  distant/",  where 

The  centre  of  either  of  these  spheres  corresponds  to  the  inverse 
point  of  the  other  with  respect  to  A^  or  if  C  is  the  centre  and  B  the 
inverse  point  of  the  first  sphere,  C  will  be  the  inverse  point,  and  ^ 
the  centre  of  the  second. 

Now  let  a  quantity  e'  of  electricity  be  communicated  to  the 
second  sphere,  and  let  it  be  uninfluenced  by  external  forces.  It 
will  become  uniformly  distributed  over  the  sphere  with  a  surface- 
density  V 

^'=r— ^-  (21) 

Its  action  at  any  point  outside  the  sphere  will  be  the  same  as 
that  of  a  charge  /  placed  at  S  the  centre  of  the  sphere. 
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At  the  spherical  surface  and  within  it  the  potential  is 

^=7'  (22) 

a  constant  quantity. 

Now  let  us  invert  this  system.     The  centre  V  becomes  in  the 
inverted  system  the   inverse  point  B^  and  the  charge  /  at  ^ 

becomes  /  ^  at  ^,  and  at  any  point  separated  from  B  by  the 

sur&ce  the  potential  is  that  due  to  this  charge  at  B. 

The  potential  at  any  point  P  on  the  spherical  surface,  or  on  the 
same  side  as  By  is  in  the  inverted  system 

a!  AP ' 
If  we  now  superpose  on  this  system  a  charge  e  at  A,  where 

<>  =  -^^>  (23) 

the  potential  on  the  spherical  surface,  and  at  all  points  on  the  same 
side  as  B^  will  be  reduced  to  zero.  At  all  points  on  the  same  side 
as  A  the  potential  will  be  that  due  to  a  charge  e  at  A^  and  a  charge 

•  ■^at^. 

But  ,'|^^-,|;  =  .,^,  (24) 

as  we  found  before  for  the  charge  of  the  image  at  B. 

To  find  the  density  at  any  point  of  the  first  sphere  we  have 

'^  =  «r'^  •  (26) 

Substituting  for  the  value  of  (/  in  terms  of  the  quantities  be- 
longing to  the  first  sphere,  we  find  the  same  value  as  in  Art.  158, 


^iraAP^ 


(26) 


On  Finite  Systems  0/ Successive  Images. 

166.]  If  two  conducting  planes  intersect  at  an  angle  which  is  a 
submultiple  of  two  right  angles,  there  will  be  a  finite  system  of 
imnges  which  will  completely  determine  the  electrification. 

For  let  AOB  be  a  section  of  the  two  conducting  planes  per- 
pendicular to  their  line  of  intersection,  and  let  the  angle  of  inter- 
section ^OJB  =  -,  let  P  be  an  electrified  point,  and  let  PO  =  r, 
and  POB  =  6,    Then,  if  we  draw  a  circle  with  centre  0  and  radius 
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OP^  and  find  points  which  are  the  saccessive  images  of  P  in  the 
two  planes  beginning  with  OB^  we  shall  find  Q^  for  the  image  of 
r  in  OB,  Pji  for  the  image  of  Q^  in  OA,  Q3  for  that  of  P^  in  OB, 
P3  for  that  of  Q3  in  OA,  and  Q,  for  that  of  P3  in  OB. 

If  we  had  begun  with  the  image  of  P  in  AO  we  should  have 
found  the  same  points  in  the  reverse  order  Qj,  P3,  Q3,  Pj,  Qj, 
provided  AOB  is  a  submultiple  of  two  right  angles. 

For  the  alternate  images  P^^P^.P^  we  ranged  round  the  circle 
at  angular  intervals  equal  to 
2  AOB,  and  the  intermediate 
images  Qi,  Q^,  Q3  are  at  inter- 
vals  of  the  same  magnitude. 
Hence,  if  2 AOB  is  a  submultiple 
of  2  IT,  there  will  be  a  finite 
number  of  images,  and  none  of 
these  will  fall  within  the  angle 
AOB.  If,  however,  AOB  is  not 
a  submultiple  of  tt,  it  will  be 
impossible  to  represent  the 
actual   electrification   as  the  re-  ^' 

suit  of  a  finite  series  of  electrified  points. 

TT 

It  AOB  =  -,  there  will  be  n  negative  images  Qi,  Q^y  &c.,  each 
ft 

equal  and  of  opposite  sign  to  P,  and  «— 1  positive  images  Pg, 

P3,  &;c.,  each  equal  to  P,  and  of  the  same  sign. 

2  IT 

The  angle  between  successive  images  of  the  same  sign  is  —  • 

91 

If  we  consider  either  of  the  conducting  planes  as  a  plane  of  sym- 
metry, we  shall  find  the  positive  and  negative  images  placed 
symmetrically  with  regard  to  that  plane,  so  that  for  every  positive 
image  there  is  a  negative  imag^  in  the  same  normal,  and  at  an 
equal  distance  on  the  opposite  side  of  the  plane. 

If  we  now  invert  this  system  with  respect  to  any  point,  the  two 
planes  become  two  spheres^  or  a  sphere  and  a  plane  intersecting 

IT 

at  an  angle  - ,  the  influencing  point  P  being  within  this  angle. 
n 

The  successive  images  lie  on  the  circle  which  passes  through  P 
and  intersects  both  spheres  at  right  angles. 

To  find  the  position  of  the  images  we  may  make  use  of  the 
principle  that  a  point  and  its  image  are  in  the  same  radius  of 
the  sphere,  and  draw  successive  chords  of  the  circle  beginning  at 
P  and  }>assing  through  the  centres  of  the  two  spheres  alternately. 
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To  find  the  charge  which  must  be  attributed  to  each  image,  take 
any  point  in  the  circle  of  intersection,  then  the  charge  of  each 
image  is  proportional  to  its  distance  from  this  point,  and  its  Agn 
is  positive  or  negative  according  as  it  belongs  to  the  first  or  the 
second  system. 

166.]  We  have  thus  found  the  distribution  of  the  images  when 
any  space  bounded  by  a  conductor  consisting  of  two  spherical  surfaces 

IT 

meeting  at  an  angle  - ,  and  kept  at  potential  zero,  is  influenced  by 

an  electrified  point. 

We  may  by  inversion  deduce  the  case  of  a  conductor  consisting* 

of  two  spherical  segments  meeting  at  a  re-entering  angle  - ,  charged 

to  potential  unity  and  placed  in  free  space. 

For  this  purpose  we  invert  the  system  with  respect  to  P.     The 

circle  on  which  the  images  formerly  lay  now  becomes  a  straight 

line  through  the  centres  of  the  spheres. 

If  the  figure  (11)  represents 
a  section  through  the  line  of 
centres  AB,  and  if  D,  If  are  the 
points  where  the  circle  of  in- 
tersection cuts  the  plane  of  the 
paper,  then,  to  find  the  suc- 
cessive images,  draw  BA  a 
radius  of  the  fiirst  circle,'  and 
draw  LCi  BB^  &c.,   making 

^^•^^-  angles  -,  — ,  &c.  with  BA. 

^      n     n  ' 

The  points  C7,  B,  &c.  at  which  they  cut  the  line  of  centres  will 

be  the  positions  of  the  positive  images,  and  the  charge  of  each 

will  be  represented  by  its  distances  from  B,    The  last  of  these 

images  will  be  at  the  centre  of  the  second  circle. 

To  find  the  negative  images  draw  DP,  BQ^  &c.,  making  angles 

~ ,  — ,  &c.  with  the  line  of  centres.  The  intersections  of  these 
n     n 

lines  with  the  line  of  centres  will  give  the  positions  of  the  negative 
images,  and  the  charge  of  each  will  be  represented  by  its  distance 
from  B, 

The  surface-density  at  any  point  of  either  sphere  is  the  sum 
of  the  surface-densities  due  to  the  system  of  images.  For  instance, 
the  surface-density  at  any  point  S  of  the  sphere  whose  centre  is 
A,  is 
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where  A^  B,  Cy  &c.  are  the  positive  series  of  images. 

When  8  is  on  the  circle  of  intersection  the  density  is  zero. 

To  find  the  total  charge  on  each  of  the  spherical  segments,  we 
may  find  the  snrface-integral  of  the  induction  through  that  segment 
due  to  each  of  the  images. 

The  total  charge  on  the  segment  whose  centre  is  A  due  to  the 
image  at  A  whose  charge  is  BA  is 

where  0  is  the  centre  of  the  circle  of  intersection. 

In  the  same  way  the  charge  on  the  same  segment  due  to  the 
image  at  £  is  ^  {BB-\-  OB),  and  so  on,  lines  such  as  OB  measured 
from  0  to  the  left  being  reckoned  negative. 

Hence  the  total  charge  on  the  segment  whose  centre  is  A  is 
\ {BA  +  BB^BC+  &c.)  +  \(0A  +  0B-\^  0C-\- &c.), 

-i(i>P+i><2+&c.)-i(OP+0<2+&c.). 

167.]  The  method  of  electrical  images  may  be  applied  to  any 
space  bounded  by  plane  or  spherical  surfaces  all  of  which  cut  one 
another  in  angles  which  are  submultiples  of  two  right  angles. 

In  order  that  such  a  system  of  spherical  surfaces  may  exist,  every 
solid  angle  of  the  figure  must  be  trihedral,  and  two  of  its  angles 
must  be  right  angles^  and  the  third  either  a  right  angle  or  a 
submultiple  of  two  right  angles. 

Hence  the  cases  in  which  the  number  of  images  is  finite  are — 

(1)  A  single  spherical  surfiice  or  a  plane.' 

(2)  Two  planes,  a  sphere  and  a  plane,  or  two  spheres  intersecting 

at  an  angle  -  • 

(3)  These  two  surfaces  with  a  third,  which  may  be  either  plane 
or  spherical,  cutting  both  orthogonally. 

(4)  These  three  surfaces  with  a  fourth  cutting  the  first  two 

orthogonally  and  the  third  at  an  angle  — ; .     Of  these  four  surfaces 

one  at  least  must  be  spherical. 

We  have  already  examined  the  first  and  second  cases.  In  the 
first  ease  we  have  a  single  image.  In  the  second  case  we  have 
2n— 1  images  arranged  in  two  series  in  a  circle  which  passes 
through  the  influencing  point  and  is  orthogonal  to  both  surfaces.. 

VOL.  I.  & 
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In  the  third  case  we  have,  besides  these  images,  their  images  with 
respect  to  the  third  sur&ce,  that  is,  in-^l  images  in  all  besides  the 
influencing  point. 

In  the  fourth  case  we  first  draw  through  the  influencing  point 
a  circle  orthogonal  to  the  first  two  surfaces,  and  determine  on  it 
the  positions  and  magnitudes  of  the  n  negative  images  and  the 
n  —  l  positive  images.  Then  through  each  of  these  2n  points, 
including  the  influencing  pointy  we  draw  a  circle  orthogonal  to 
the  third  and  fourth  surfaces,  and  determine  on  it  two  series  of 
images,  nf  in  each  series.  We  shall  obtain  in  this  way,  besides  the 
influencing  point,  2nn^'-l  positive  and  2nn'  negative  images. 
These  ^^nn'  points  are  the  intersections  of  n  circles  with  n^  other 
circles,  and  these  circles  belong  to  the  two  systems  of  lines  of 
curvature  of  a  cyclide. 

If  each  of  these  points  is  charged  with  the  proper  quantity  of 

electricity,  the  surface  whose  potential  is  zero  will  consist  of  «  +  «' 

spheres,  forming  two  series  of  which  the  successive  spheres  of  the 

v 
first  set  intersect  at  angles  - ,  and  those  of  the  second  set  at  angles 

IT 

—7 ,  while  every  sphere  of  the  fiirst  set  is  orthogonal  to  every  sphere 
n 

of  the  second  set. 

Case  of  Two  SpAeres  cutting  Orthogonally,    See  Pig.  IV  at  the 
end  of  this  volume. 

168.]  Let  A  and  J?,  Fig.  1 2,  be  the  centres  of  two  spheres  cutting 

each  other  orthogonally  in  D  and 
jy,  and  let  the  straight  line  Blf  cut 
the  line  of  centres  in  G.  Then  C 
is  the  image  of  A  with  respect  to 
the  sphere  B^  and  also  the  image 
of  B  with  respect  to  the  sphere 
whose  centre  is  A.  If  AB  =  a, 
BB  =  )3,  then  AB^  V^+W,  and 
^^g-  ^2.  if  we  place  at  J,  B^  C  quantities 

of  electricity  equal  to  a,  )3,  and respectively,  then  both 

spheres  will  be  equipotential  surfaces  whose  potential  is  unity. 

We  may  therefore  determine  from  this  system  the  distribution  of 
electricity  in  the  following  cases : 
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(1)  On  the  conductor  PDQI/  formed  of  the  larger  segments  of 
both  spheres.    Its  potential  is  1,  and  its  charge  is 

This  quantity  therefore  measures  the  capacity  of  such  a  figure 
when  free  from  the  inductive  action  of  other  bodies. 

The  density  at  any  point  P  of  the  sphere  whose  centre  is  A,  and 
the  density  at  any  point  Q  of  the  sphere  whose  centre  is  £,  are 
respectively 

jfa(>-(^)")  •»*  M'-^^y 

At  the  points  of  intersection,  Dy  I/,  the  density  is  zero. 

If  one  of  the  spheres  is  very  much  larger  than  the  other,  the 
density  at  the  vertex  of  the  smaller  sphere  is  ultimately  three  times 
that  at  the  vertex  of  the  larger  sphere. 

(2)  The  lens  P^DQ^J/  formed  by  the  two  smaller  segments  of 

the  spheres,  charged  with  a  quantity  of  electricity  =  —  '^ 


and  acted  on  by  points  A  and  B^  charged  with  quantities  a  and  )3, 
is  also  at  potential  unity,  and  the  density  at  any  point  is  expressed 
by  the  same  formulae. 

(3)  The  meniscus  LPI/Q^  formed  by  the  difference  of  the 
segments  charged  with  a  quantity  a^  and  acted  on  by  points  B 

and  C,  charged  respectively  with  quantities  fi  and     .  -^  is  also 

in  equilibrium  at  potential  unity. 

(4)  The  other  meniscus  QBP'I/  under  the  action  of  A  and  C. 
We  may  also  deduce  the  distribution  of  electricity  on  the  following 

internal  surfaces. 

The  hollow  lens  P'DQ^D  under  the  influence  of  the  internal 
electrified  point  C  at  the  centre  of  the  circle  DB^. 

The  hollow  meniscus  under  the  influence  of  a  point  at  the  centre 
of  the  concave  surface. 

The  hollow  formed  of  the  two  larger  segments  of  both  spheres 
under  the  influence  of  the  three  points  J,  B^  C, 

But,  instead  of  working  out  the  solutions  of  these  cases,  we  shall 
apply  the  principle  of  electrical  images  to  determine  the  density 
of  the  electricity  induced  at  the  point  P  of  the  external  surface  of 
the  conductor  PBQJf  by  the  action  of  a  point  at  0  charged  with 
unit  of  electricity. 

Ra 
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Let        OA^a,        OB^b,        OP  ^  r,        BP=^p, 

Invert  the  system  with  respect  to  a  sphere  of  radius  unity  and 
centre  0. 

The  two  spheres  will  remain  spheres,  cutting  each  other  ortho- 
gonally, and  having  their  centres  in  the  same  radii  with  A  and  B. 
If  we  indicate  by  accented  letters  the  quantities  corresponding  to 
the  inverted  system. 


If,  in  the  inverted  system,  the  potential  of  the  surface  is  unity, 
then  the  density  at  the  point  P^  is 

If,  in  the  original  system^  the  density  at  P  is  cr,  then 

a         1 


•  I 


r3 


and  the  potential  is  -.     By  placing  at  0  a  negative  charge  of 

electricity  equal  to  unity,  the  potential  wiU  become  zero  over  the 
surface,  and  the  density  at  P  will  be 

This  gives  the  distribution  of  electricity  on  one  of  the  spherical 
surfaces  due  to  a  charge  placed  at  0,  The  distribution  on  the 
other  spherical  sur&ce  may  be  found  by  exchanging  a  and  £,  a  and 
/3,  and  putting  g  or  AQ  instead  of  j». 

To  find  the  total  charge  induced  on  the  conductor  by  the  elec- 
trified point  at  0,  let  us  examine  the  inverted  system. 

In  the  inverted  system  we  have  a  charge  a  at  A\  and  /S'  at  jB', 

and  a  negative  chargre  —  at  a  point  C"  in  the  line  A'B". 

such  that  AX'  iCB"::  c!^  :  ^^. 

If  0^'=  a\  0^=  V,  0C'=  c\  we  find 


/•'2  == 


i69] 
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Inverting 

this 

system 

the  charges 

become 

o' 

■7 

6  ' 

.  and 

«'/3' 

1   _ 

a/3 

Hence  the  whole  charge  on  the  conductor  due  to  a  unit  of 
negative  electricity  at  0  is 


Distribution  of  Ulectricity  on  Tkree  Spherical  Surfaces  which 
Intersect  at  Right  Angles, 

169.]  Let  the  radii  of  the  spheres  be  a,  )3,  y,  then 

Bc=  JWW.   CA  =  y/T^s   AB  =  yi?Ti^. 

Let  PQiZ,  Fig.  1 3,  be  the  feet 
of  the  perpendiculars  from  ABC 
on  the  opposite  sides  of  the  tri- 
angle^ and  let  0  be  the  inter- 
section of  perpendiculars. 

Then  P  is  the  image  of  B  in 
the  sphere  y,  and  also  the  image 
of  C  in  the  sphere  /3.  Also  0  is 
the  image  of  P  in  the  sphere  a. 

Let  charges  a,  j8,  and  y  be 
placed  at  A,  B,  and  C. 

Then  the  charge  to  be  placed 
at  Pis 


Fig.  18. 


vi  +  7 


Also  AP  =  ^^V  +  y'^'t^!^    so  that  the  charge  at  0,  con- 
V/32+y^ 
sidered  as  the  image  of  P,  is 

'/y3V  +  y*«'  +  a*^'  -       /_1^        1_       1_  ■ 
A/   a"  "^  i8«  "^  y* 
In  the  same  way  we  may  find  the  system  of  images  which  are 
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electrically  equivalent  to  four  spherical  surfaces  at  potential  unity 
intersecting  at  right  angles. 

If  the  radius  of  the  fourth  sphere  is  5,  and  if  we  make  the  charge 
at  the  centre  of  this  sphere  =  b,  then  the  charge  at  the  intersection 
of  the  line  of  centres  of  any  two  spheres,  say  a  and  )3,  with  their 
plane  of  intersection,  is 

1 


V; 


The  charge  at  the  intersection  of  the  plane  of  any  three  centres 

ABC  with  the  perpendicular  from  D  is 

1 
+ 


VI?  '^W'^7 


and  the  charge  at  the  intersection  of  the  four  perpendiculars  is 

1 


V 


System  of  Four  Spheres  Intersecting  at  Right  Angles  under  the 
Action  of  an  Electrified  Point. 

170.]  Let  the  four  spheres  be  Ay  £,  C,  i>,  and  let  the  electrified 
point  be  0.  Draw  four  spheres  J^,  5^,  (^,  D^,  of  which  any  one, 
^i,  passes  through  0  and  cuts  three  of  the  spheres,  in  this  case  B, 
Cy  and  Dy  at  right  angles.  Draw  six  spheres  (ai),  (ae),  {ad)y  {hc)y 
(irf),  {cd)y  of  which  each  passes  through  0  and  through  the  circle 
of  intersection  of  two  of  the  original  spheres. 

The  three  spheres  B^yC^y  Di  will  intersect  in  another  point  besides 
0.  Let  this  point  be  called  A\  and  let  B'y  C\  and  B^  be  the 
intersections  of  C^,  2>i,  A^y  of  -D^  A^y  B^y  and  of  J^,  -Bi,  Ci  re- 
spectively. Any  two  of  these  spheres^  A^yBi,  will  intersect  one  of 
the  six  {cd)  in  a  point  (a^b^).    There  will  be  six  such  points. 

Any  one  of  the  spheres,  A^y  will  intersect  three  of  the  six  {ab)y 
(ac),  (ad)  in  a  point  a'.  There  will  be  four  such  points.  Finally, 
the  six  spheres  (j8),  {ac)y  (ad),  (cd),  {db)y  (bc)y  will  intersect  in  one 
point  S. 

If  we  now  invert  the  system  with  respect  to  a  sphere  of  radius 
B  and  centre  0,  the  four  spheres  Ay  B,  (7,  B  will  be  inverted  into 
spheres,  and  the  other  ten  spheres  will  become  planes.  Of  the 
points  of  intersection  the  first  four  A\  Ry  C\  Bt  will  become  the 
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centres  of  tbie  spheres,  and  the  others  will  correspond  to  the  other 
eleven  points  in  the  preceding  article.  These  fifteen  points  form 
the  image  of  0  in  the  system  of  four  spheres. 

At  the  point  A\  which  is  the  image  of  0  in  the  sphere  A^  we 

mnst  place  a  charge  equal  to  the  image  of  0,  that  is, ,  where  a 

a 

is  the  radius  of  the  sphere  A^  and  a  is  the  distance  of  its  centre 
from  0,  In  the  same  way  we  must  place  the  proper  charges  at 
^,  C%  JOT. 

The  charges  for  each  of  the  other  eleven  points  may  be  found  from 
the  expressions  in  the  last  article  by  substituting  a^  ^,  y\  V  for 
^i  P>  Vi  ^  Ai^d  multiplying  the  result  for  each  point  by  the  distance 
of  the  point  from  0,  where 

^--~;;2-:7a'    ^=-A2z:^'   y--";:ai:;5'   *  = 


j2_^2'        A-         ^2_y2'       --         ^2_52 

[The  cases  discussed  in  Arts.  169,  170  may  be  dealt  with  as 
follows :   Taking  three  coordinate  planes  at  right  angles,  let  us 

place  at  the  system  of  eight  points  ( ±  — »  i  oo '   i  o"*)  ^^^^^g^ 

±e,  the  minus  charges  being  at  the  points  which  have  1  or  3 
negative  coordinates.  Then  it  is  obvious  the  coordinate  planes  are 
at  potential  zero.  Now  let  us  invert  with  regard  to  any  point  and 
we  have  the  case  of  three  spheres  cutting  orthogonally  under  the 
influence  of  an  electrified  point.  If  we  invert  with  regard  to  one  of 
the  electrified  points,  we  find  the  solution  for  the  case  of  a  con- 
ductor in  the  form  of  three  spheres  of  radii  a,  /9,  y  cutting  ortho- 
gonally and  freely  charged. 

If  to  the  above  system  of  electrified  points  we  superadd  their 
images  in  a  sphere  with  its  centre  at  the  origin  we  see  that,  in 
addition  to  the  three  coordinate  planes,  the  surface  of  the  sphere 
forms  also  a  part  of  the  surface  of  zero  potential] 

Two  Spheres  not  Intersecting, 

171.]  When  a  space  is  bounded  by  two  spherical  surfaces  which 
do  not  intersect,  the  successive  images  of  an  influencing  point 
within  this  space  form  two  infinite  series,  all  of  which  lie  beyond 
the  spherical  surfaces,  and  therefore  fulfil  the  condition  of  the 
applicability  of  the  method  of  electrical  images. 

Any  two  non-intersecting  spheres  may  be  inverted  into  two 
concentric  spheres  by  assuming  as  the  point  of  inversion  either 
of  the  two  common  inverse  points  of  the  pair  of  spheres. 
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We  sliall  begin^  therefore,  with  the  case  of  two  nninsalated 
concentric  spherical  surfaces,  subject  to  the  induction  of  an  elec- 
trified point  placed  between  them. 

Let  the  radius  of  the  first  be  d,  and  that  of  the  second  be^y  and 
let  the  distance  of  the  influencing  point  from  the  centre  be  r  =  b^. 
Then  all  the  successive  images  will  be  on  the  same  radius  as  the 
influencing  point. 

Let  Qq,  Fig.  14,  be  the  image  of  P  in  the  first  sphere,  Pj  that 
of  Qq  in  the  second  sphere,  Qj  that  of  P^  in  the  first  sphere^  and 
so  on ;  then 

OP..OQ.  =  b\ 
and     OP,.OQ,^^  =  b^e^^, 
also    OQq  =  be'\ 

Hence    OP.  =  W-^^tsr)^ 

If  the  charge  of  P  is  denoted  by  P, 
Fig.  14.  then 

P.  =  Ptf*«^,        Q.  =  -Pi?-C+'n 
Next,  let  Q/  be  the  image  of  P  in  the  second  sphere,  Pj'  that  of 
Q/  in  the  first,  &c., 

0(2/=  be^^-\        0P{^  J^-««^, 

0Q/=  Ji?2'^-«,         OP;^  J(5*-2.tT, 
Q/=  -  P^-^,       P^^Per*"^. 
Of  these  images  all  the  P's  are  positive,  and  all  the  Q's  negative, 
all  the  P'^s  and  Q's  belong  to  the  first  sphere,  and  all  the  P^s  and 
iQ^'s  to  the  second. 

The  images  within  the  first  sphere  form  a  converging  series,  the 
sum  of  which  is 


P: 


tf^-1 


This  therefore  is  the  quantity  of  electricity  on  the  first  or  interior 
sphere.  The  images  outside  the  second  sphere  form  a  diverging 
series,  but  the  surface-integral  of  each  with  respect  to  the  sphericfld 
surface  is  zero.  The  charge  of  electricity  on  tJie  exterior  spherical 
surface  is  therefore 


e^-l 
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charge  on  A  =  — P- 
charge  on  -d  =  — P  - 


If  we  substitute  for  these  expressions  their  values  in  terms  of 
OJ,  OB,  and  OP,  we  find 

OA  PB 

OP  ab' 

.OB^AP 
OP  AB' 

If  we  suppose  the  radii  of  the  spheres  to  become  infinite,  the  case 
becomes  that  of  a  point  placed  between  two  parallel  planes  A  and  B. 
In  this  case  these  expressions  become 

charge  on  A=:  — P  -j^  > 

charge  on  -8=  — ^-rs"* 

172.]  In  order  to  pass  from  this  case  to  that  of  any  two  spheres 
not  intersecting  each 
other,  we  begin  by 
finding  the  two  com- 
mon inverse  points  0, 
C  through  which  all 
circles  pass  that  are 
orthogonal  to  both 
spheres.  Then,  if  we 
invert  the  system  with 
respect  to  either  of 
these  points,  the  spheres 
become  concentric,  as 
in  the  first  case. 


Fig.  15. 


If  we  take  the  point  0  in  Fig.  1 5  as  centre  of  inversion,  this 
point  will  be  situated  in  Fig.  14  somewhere  between  the  two 
spherical  surfaces. 

Now  in  Art.  171  we  solved  the  case  where  an  electrified  point  is 
placed  between  two  concentric  conductors  at  zero  potential.  By 
inversion  of  that  case  with  regard  to  the  point  0  we  shall  therefore 
deduce  the  distributions  on  two  spherical  conductors  at  potential 
zero,  exterior  to  one  another,  induced  by  an  electrified  point  in  their 
neighbourhood.  In  Art.  173  it  will  be  shewn  how  the  results  thus 
obtained  may  be  employed  in  finding  the  distributions  on  two 
spherical  charged  conductors  subject  to  their  mutual  influence  only. 

The  radius  OAPB  in  Fig.  1 4  on  which  the  successive  images  lie 
becomes  in  Fig.  15  an  arc  of  a  circle  through  0  and  (/,  and  the 
ratio  of  O'P  to  OP  is  equal  to  Ce^  where  C  is  a  numerical  quantity. 
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If  we  put       O  =  log^^      "==^^0Z'      ^^^^'OB' 
then  j9— a  =  v,         u  +  a=  6. 

All  the  successive  images  of  P  will  lie  on  the  arc  OAPBC/. 

The  position  of  the  image  of  P  in  i^  is  Q^  where 

«(<2o)  =  log^  =  2a-(?. 

That  of  Qo  '^^  ^  w  -Pi  where 

ryp 

Similarly 

fl(P,)  =  d  +  2«tsr,  fl(QJ  =  2a— d-2«tsr. 

In  the  same  way  if  the  successive  images  of  P  in  ^,  A,  J3,  &c. 
mQo%Pi\Qi%Sco., 

eiQo")  =  2/3-(?,  ^(PiO  =  (?~2tsr; 

d(P/)  =  d-.2«tsr,  d(Q/)  =  2/3-fl+2«tsr. 

To  find  the  charge  of  any  image  P,  we  observe  that  in  the 
inverted  figure  its  charge  is 

WW- 

In  the  original  figure  we  must  multiply  this  by  OP,.     Hence  the 
charge  of  P,  in  the  dipolar  figure  is 


V 


OP..(/P, 
OP.C/P 


If  we  make  f  =  VOP.(/Py  and  call  (  the  parameter  of  the 
point  P,  then  we  may  write 

P  ==  — P 

or  the  charge  of  any  image  is  proportional  to  its  parameter. 

If  we  make  use  of  the  curvilinear  coordinates  $  and  <^,  such  that 

x+^^ly  +  i 
where  2^  is  the  distance  0(X,  then 

ilsinhtf  ilsin^ 

cosh  0 — cos  ^  ^      cosh  ^— cos  ^  ' 

x^-i-if-i  cot  <t>Y  =  i^  cosec^  <f>, 
{x+i  coth  ey +y8  =  *«  cosectf  $, 
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V^coshd— cos<^ 
Since  the  charge  of  each  image  is  proportional  to  its  parameter, 
f,  and  is  to  be  taken  positively  or  negatively  according  as  it  is  of 
the  form  P  or  Q,  we  find 

P  \/co8h(?— cos<^ 


Vcosfa  {6  +  2*isD')  —  cos  ^ 

P\/cOshg  — C08<^ 

V'co8h(2a— (?— 2*«y)— cos<^ 

P  A/coshd  — cos^ 
V  cosh  (^— 2««7)  —  cos  <^ 
PVcosh^— cos<^ 


VooBh(2)3— d+2««r)  — cos<^ 

We  have  now  obtained  the  positions  and  charges  of  the  two 
infinite  series  of  images.  We  have  next  to  determine  the  total 
charge  on  the  sphere  A  by  finding  the  sum  of  all  the  images  within 
it  which  are  of  the  form  Q  or  P'.    We  may  write  this 

PV'cosh^  — cosA  2#«i     /     1/.,     ^      \        ^^ 
^  -*^'"^  Vcosh(d— 2*«r)  — COS0 

. -^/aoo  1 

— Pvcosh(?  — cosd)  Ji,=o    /      ,  /^       ^     ^      \  ' 

Y  -*^'-«  Vcosh(2a-d— 2*«r)-cos<^ 

In  the  same  way  the  total  induced  charge  on  B  is 

P^COSh(?  — COB0  2,=i     /       1  /^     o       \  ^  * 

^  ^^'"^  Vco8h(d+2«isr)— cos</> 

. ^#ss«  1 

— P V  cosh  ^  —  cos  d)  ^,.0    y     i/^r>     .1     »      \  ' 

^  -^'»o  Veosh(2^— ^  +  2*isr)-cos<^ 

178.]  We  shall  apply  these  results  to  the  determination  of  the 

*  In  theee  exprawions  we  must  remember  that 

2coBh^  -  6*+e~*,        28inhd  «  e*-e"* 

and  the  other  fmictions  of  9  are  derived  from  these  by  the  same  definitions  as  the 
oonesponding  trigonometrical  functions. 

The  meth^  of  applying  dipolar  coordinates  to  this  case  was  given  by  Thomson  in 
LwUvUl^s  Journal  for  1847.  See  Thomson's  reprint  of  JBleetrical  Papers,  §  211,  212. 
In  the  text  I  have  made  use  of  the  investigation  of  Prof.  Betti,  Nuovo  Cimenio, 
▼qL  zx,  for  the  analytical  method,  but  I  have  retained  the  idea  of  electrical  images  as 
used  by  Thomson  in  his  original  investigation,  Phil.  Mag.,  1853. 
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coefficients  of  capacity  and  induction  of  two  spheres  whose  radii  are 
a  and  b,  and  the  distance  between  whose  centres  is  c. 

Let  the  sphere  A  be  at  potential  unity^  and  the  sphere  B  at 
potential  zero. 

Then  the  successive  images  of  a  charge  a  placed  at  the  centre 
of  the  sphere  A  will  be  those  of  the  actual  distribution  of  electricity. 
All  the  images  will  lie  on  the  axis  between  the  poles  and  the 
centres  of  the  spheres,  and  it  will  be  observed  that  of  the  four 
systems  of  images  determined  in  Art.  1 72^  only  the  first  and  fourth 
exist  in  this  case. 

If  we  put 


h  = 


2c 


h  h 

then     sinh  a  = >  sinh/J  =  y  ' 

The  values  of  0  and  ^  for  the  centre  of  the  sphere  A  are 
tf=2a,  ^ssO. 

Hence  in  the  equations  we  must  substitute  a  or  —  i  -:-r —  for  P, 
^  smha 

2  a  for  d  and  0  for  <^,  remembering  that  P  itself  forms  part  of  the 

charge  of  A.    We  thus  find  for  the  coefficient  of  capacity  of  A 

for  the  coefficient  of  induction  o(  A  on  B  or  o(  B  on  A 

^*=«       1 

We  may,  in  like  manner,  by  supposing  B  at  potential  unity  and 
A  at  potential  zero^  determine  the  value  of  ;^.  We  shall  find^ 
with  our  present  notation, 

To  calculate  these  quantities  in  terms  of  a  and  b,  the  radii  of  the 
spheres,  and  of  c  the  distance  between  their  centres,  we  observe 

that  if  

^=  >v/a*-H**+c*-2«2c2-2c2tf«-2a242, 
we  may  write 

sinha  =  — - — ,  smhiS  =  -7- ,  smhto-  =  — -^ , 
2ac  ^       26c  ^  2ab 

cosharr r 7  coshfl  = -— r >    coshw  = -—; > 

2ca  ^  2cb  2ab 
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and  make  use  of 

sinh  {a+p)^^  sinh  a  cosh/3  +  oosha  fiinh  p, 
cosli  (a + ^)  =  cosh  a  cosh  fi  +  sinh  a  sinh  fi. 

By  this  process  or  by  the  direct  calculation  of  the  successive 
images  as  shewn  in  Sir  W.  Thomson's  paper,  we  find 

.     aH      .  ^ 

fli  fl«y ^ 

?»  =  ^+  ^23^2  +  (e2«a2-fic)(c2-a2-4^)  +^^- 

174.]  We  have  then  the  following  equations  to  determine  the 
charges  E^  and  i?^  of  the  two  spheres  when  electrified  to  potentials 
^  and  ^  respectively, 

^b  =  Kiab+K^bb' 

If  we  put  qaa ?6fc-?a*^  =  -D  =  ^  > 

and  ^^  =  qtbiy,        Pab  =  — Jok^.        i'bd  =  ?oa^, 

whence  PaaPib—pJ^  =  ^ ; 

then  the  equations  to  determine  the  potentials  in  terms  of  the 
charges  are  K—Paa^a -^P^a, ^b> 

K  ^Pab^a  +  Phb^bi 

^^^PaayPabf  ^^^ Pbb  ^^^  ^hc  cocfficicnts  of  potential. 
The  total  energy  of  the  system  is,  by  Art.  85, 

The  repulsion  between  the  spheres  is  therefore,  by  Arts.  92,  93, 

where  c  is  the  distance  between  the  centres  of  the  spheres. 

Of  these  two  expressions  for  the  repulsion,  the  first,  which 
expresses  it  in  terms  of  the  potentials  of  the  spheres  and  the 
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variations  of  the  coefficients  of  capacity  and  induction,  is  the  most 

convenient  for  calculation. 

We  have  therefore  to  diflferentiate  the  y's  with  respect  to  c. 

These  quantities  are  expressed  as  functions  of  k,  a,  /3,  and  9^  and 

must  be  differentiated  on  the  supposition  that  a  and  b  are  constant. 

From  the  equations 

sinhasinh^ 


i  =  —a  sinha  =  b  sinh^  =5  — c  ■ 


dk  _  cosh  a  C08h)9 
we  find 


sinhi 


dc  sinhffT 

da      sinh  a  cosh  p 


dc'^      k  sinh  ur 
dp  _  coshasinh^ 
dc  "     isinhw 
dvr       I  ^ 

whence  we  find 

dq^a  __  <508^  «  cosh  3  q^       -^is®  (*<?+i  cosh)8)  cosh  (jcr— a) 
rfc   ""       sinhw        k        -^'-0  <?(8inh(*«— a))* 

^?aft  _  cosh  a  cosh  ^  ^^      ^«s(b  «cosh  ^v 
"ST""       sinhtj       T"*"-^'-i  (sinh*or)«' 

dj'N,  _  cosh  a  cosh^  jj^       ^#=00  {sc^a  cosh  a)  cosh  (ff  +^qr) 
^ ""       sinhtiT      T ""  -^'=<>  c(sinh(p+*tir))2  * 

Sir  William  Thomsom  has  calculated  the  force  between  two 
spheres  of  equal  radius  separated  by  any  distance  less  than  the 
diameter  of  one  of  them.  For  greater  distances  it  is  not  necessary 
to  use  more  than  two  or  three  of  the  successive  images. 

The  series  for  the  differential  coefficients  of  the  j's  with  respect 
to  c  are  easily  obtained  by  direct  differention. 

dq^__    ^a^lc    _     2aH^c{2c^^2b^—a'^)    _ „ 


dq^_ab     aH^3c^--a^^b^) 
dc    '^  c^^     c^i(^^a^^l^\ 


■^     (^{c'^a^-^b'^^ahyif^d'-V'-abf  ' 
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DUtnbution  of  Electricity  an  Two  Sp Acres  in  Contact. 

175.]  If  we  suppose  the  two  spheres  at  potential  unity  and  not 
influenced  by  any  other  point,  then,  if  we  invert  the  system  with 
respect  to  the  point  of  contact,  we  shall  have  two  parallel  planes, 

distant -- and -77  from  the  point  of  inversion,  and  electrified  by 

the  action  of  a  unit  of  electricity  at  that  point. 

There  will  be  a  series  of  positive  images,  each  equal  to  unity,  at 

distances  ^  (-  +  t)  f^^om  the  origin,  where  e  may  have  any  integer 

value  from  — oc  to  +  oo  . 

There  will  also  be  a  series  of  negative  images  each  equal  to  —  1, 

the  distances  of  which  from  the  origin,  reckoned  in  the  direction  of 

1         A      U 
a,are-  +  *(-  +  ^). 

When  this  system  is  inverted  back  again  into  the  form  of  the 
two  spheres  in  contact,  we  have  a  corresponding  series  of  negative 
images,  the  distances  of  which  from  the  point  of  contact  are  of  the 

form  — —  9  where  s  is  positive  for  the  sphere  A  and  negative 


<-i) 


for  the  sphere  B.  The  charge  of  each  image,  when  the  potential 
of  the  spheres  is  unity,  is  numerically  equal  to  its  distance  from  the 
point  of  contact,  and  is  always  negative. 

There  will  also  be  a  series  of  positive  images  whose  distances 
from  the  point  of  contact  measured  in  the  direction  of  the  centre 

of  a,  are  of  the  form  - 


1         A      U 
a        ^a     0^ 


When  s  is  zero,  or  a  positive  integer,  the  image  is  in  the 
sphere  A. 

When  siBVL  negative  integer  the  image  is  in  the  sphere  B. 

The  charge  of  each  image  is  measured  by  its  distance  from  the 
origin  and  is  always  positive. 

The  total  charge  of  the  sphere  A  is  therefore 

_       ^fsoo  1  ab    ^issfo  1 

-+*(-  +  *) 
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Each  of  these  series  is  infinite^  but  if  we  combine  them  in  the  form 

the  series  becomes  converging. 

In  the  same  way  we  find  for  the  charge  of  the  sphere  B^ 

jCT        -^*=oo  ab  ab    <^«s-ao  1 

The  expression  for  E^  is  obviously  equal  to 


ab   r 

a+b  Jo 


1  o^J^     —  1 


in  which  form  the  result  in  this  case  was  given  by  Poisson. 

It  may  also  be  shewn  (Legendre  Traite  des  Fonctiotu  Elliptiques, 
ii,  438)  that  the  above  series  for  E^  is  equal  to 

d 
where  y  =  . 57712...,     and     *(«)  = -^logr(l +«). 

The  values  of  4'  have  been  tabulated  by  Gauss  {JFerie,  Band  iii, 
pp.  161-162.) 

If  we  denote  for  an  instant  i  -h  (a  +  5)  by  «,  we  find  for  the 
difference  of  the  charges  E^  and  Ef,, 

-^iogr(.)r(i-.)x^. 

d  ,       .  ab 

=  -J-  log  sm  vx  X  —rzf 
ax  a  +  b 

Ttab       ,    irb 

;COt- 


a  +  4       a  +  d 
When  the  spheres  are  equal  the  charge  of  each  for  potential  unity 

=  a(l-l+i-i  +  &c.), 

=  flflog^2  =  •69314718a.  i 

When  the  sphere  A  is  very  small  compared  with  the  sphere  B 
the  charge  on  -4  is  | 

^a  ==  J  2'=r  -^  approximately ; 

^*  «^ 
or     E^^-^. 
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The  charge  on  B  is  nearly  the  same  as  if  A  were  removed,  or 

The  mean  density  on  each  sphere  is  foand  by  dividing  the  charge 
by  the  surface.     In  this  way  we  get 

'^•"  4ira^  ""244' 
^6  1 


<^6  = 


4ird2        4^j' 


^        6 

Hence,  if  a  very  small  sphere  is  made  to  touch  a  very  large  one, 
the  mean  density  on  the  small  sphere  is  equal  to  that  on  the  large 

sphere  multiplied  by  —  ,  or  1.644936. 

Application  of  Electrical  Inversion  to  the  case  of  a  Spherical  BowL 

176.]  One  of  the  most  remarkable  illustrations  of  the  power  of 
Sir  W,  Thomson's  method  of  Electrical  Images  is  furnished  by  his 
investigation  of  the  distribution  of  electricity  on  a  portion  of  a 
spherical  surface  bounded  by  a  small  circle.  The  results  of  this 
investigation,  without  proof,  were  communicated  to  M.  Liouville 
and  published  in  his  Journal  in  1847.  The  complete  investigation 
is  given  in  the  reprint  of  Thomson's  Electrical  Papers^  Article  XV. 
I  am  not  aware  that  a  solution  of  the  problem  of  the  distribution 
of  electricity  on  a  finite  portion  of  any  curved  surface  has  been 
given  by  any  other  mathematician. 

As  I  wish  to  explain  the  method  rather  than  to  verify  the 
calculation,  I  shall  not  enter  at  length  into  either  the  geometry 
or  the  integration,  but  refer  my  readers  to  Thomson's  work. 

Distribution  of  Electricity  on  an  Ellipsoid, 
177.]  It  is  shewn  by  a  well-known  method*  that  the  attraction 
of  a  shell  bounded  by  two  similar  and  similarly  situated  and 
concentric  ellipsoids  is  such  that  there  is  no  resultant  attraction 
on  any  point  within  the  shell.  If  we  suppose  the  thickness  of 
the  shell  to  diminish  indefinitely  while  its  density  increases,  we 
ultimately  arrive  at  the  conception  of  a  surface-density  varying 
as  the  perpendicular  fi-om  the  centre  on  the  tangent  plane,  and 
since  the  resultant  attraction  of  this  superficial  distribution  on  any 

*  Thomaon  and  Tait's  iVcrftfroZ  Philosophy,  §  520,  or  Art.  160  of  this  book. 
VOL.  I,  S 
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point  within  the  ellipsoid  is  zero,  electricity,  if  so  distributed  on 
the  surface,  will  be  in  equilibrium. 

Hence,  the  surface-density  at  any  point  of  an  ellipsoid  undis- 
turbed by  external  influence  varies  as  the  distance  of  the  tangent 
plane  from  the  centre. 

Distribution  of  Electricity  on  a  Disk. 
By  making  two  of  the  axes  of  the  ellipsoid  equal,  and  making 
the  third  vanish,  we  arrive  at  the  case  of  a  circular  disk,  and  at  an 
expression  for  the  surface-density  at  any  point  P  of  such  a  disk 
when  electrified  to  the  potential  F  and  left  undisturbed  by  external 
influence.  If  <r  be  the  surface-density  on  one  side  of  the  disk, 
and  if  KPL  be  a  chord  drawn  through  the  point  P,  then 

^        r 

2'n^^KP:PL 

Application  of  the  Principle  of  Electric  Inversion. 

178.]  Take  any  point  Q  as  the  centre  of  inversion,  and  let  R 
be  the  radius  of  the  sphere  of  inversion.  Then  the  plane  of  the 
disk  becomes  a  spherical  surface  passing  through  Q,  and  the  disk 
itself  becomes  a  portion  of  the  spherical  surface  bounded  by  a  circle. 
We  shall  call  this  portion  of  the  surface  the  bowl. 

If  8'  is  the  disk  electrified  to  potential  F^and  free  from  external 
influence,  then  its  electrical  image  8  will  be  a  spherical  segment  at 
potential  zero,  and  electrified  by  the  influence  of  a  quantity  V'B  of 
electricity  placed  at  Q. 

We  have  therefore  by  the  process  of  inversion  obtained  the  solu- 
tion of  the  problem  of  the  distribution  of  electricity  on  a  bowl  or  a 
plane  disk  when  under  the  influence  of  an  electrified  point  in  the 
surface  of  the  sphere  or  plane  produced. 

Influence  of  an  Electrified  Point  placed  on  the  unoccupied  part  of  the 
Spherical  Surface, 

The  form  of  the  solution,  as  deduced  by  the  principles  already 
given  and  by  the  geometry  of  inversion,  is  as  follows  : 

If  C  is  the  central  point  or  pole  of  the  spherical  bowl  8^  and 
if  a  is  the  distance  from  C  to  any  point  in  the  edge  of  the  segment, 
then,  if  a  quantity  q  of  electricity  is  placed  at  a  point  Q  in  the 
surface  of  the  sphere  produced,  and  if  the  bowl  8  is  maintained 
at  potential  zero,  the  density  <r  at  any  point  P  of  the  bowl  will  be 

1        q       ,/W=^* 
2ir«  QP«  'V   a*-CF*' 
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CQ,  CPy  and  QP  being  the  straight  lines  joining  the  points,  C,  Q, 
and  P. 

It  is  remarkable  that  this  expression  is  independent  of  the  radius 
of  the  spherical  surface  of  which  the  bowl  is  a  part.  It  is  therefore 
applicable  without  alteration  to  the  case  of  a  plane  disk. 

Influence  of  any  Number  of  Uleetrifled  Paints, 

Now  let  us  consider  the  sphere  as  divided  into  two  parts,  one  of 
which,  the  spherical  segment  on  which  we  have  determined  the 
electric  distribution,  we  shall  call  the  bowl,  and  the  other  the 
remainder,  or  unoccupied  part  of  the  sphere  on  which  the  in- 
fluencing point  Q  is  placed. 

If  any  number  of  influencing  points  are  placed  on  the  remainder 
of  the  sphere,  the  electricity  induced  by  these  on  any  point  of  the 
bowl  may  be  obtained  by  the  summation  of  the  densities  induced 
by  each  separately. 

179.]  Let  the  whole  of  the  remaining  surface  of  the  sphere  be 
uniformly  electrified,  the  surface-density  being  /o,  then  the  density 
at  any  point  of  the  bowl  may  be  obtained  by  ordinary  integration 
over  the  surface  thus  electrified. 

We  shall  thus  obtain  the  solution  of  the  case  in  which  the  bowl 
is  at  potential  zero,  and  electrified  by  the  influence  of  the  remaining 
portion  of  the  spherical  surface  rigidly  electrified  with  density  p. 

Now  let  the  whole  system  be  insulated  and  placed  within  a 
sphere  of  diameter^  and  let  this  sphere  be  uniformly  and  rigidly 
electrified  so  that  its  surface-density  is  /. 

There  will  be  no  resultant  force  within  this  sphere,  and  therefore 
the  distribution  of  electricity  on  the  bowl  will  be  unaltered,  but 
the  potential  of  all  points  within  the  sphere  will  be  increased  by 
a  quantity  F  where  jr  :^  2irpV*. 

Hence  the  potential  at  every  point  of  the  bowl  will  now  be  F. 

Now  let  us  suppose  that  this  sphere  is  concentric  with  the  sphere 
of  which  the  bowl  forms  a  part,  and  that  its  radius  exceeds  that 
of  the  latter  sphere  by  an  infinitely  small  quantity. 

We  have  now  the  case  of  the  bowl  maintained  at  potential  F  and 
influenced  by  the  remainder  of  the  sphere  rigidly  electrified  with 
superficial  density  p-f-/. 

180.]  We  have  now  only  to  suppose  p4-p'=  0,  and  we  get  the 
case  of  the  bowl  maintained  at  potential  F  and  free  from  external 
influence. 

s  % 
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If  a-  is  the  density  on  either  surface  of  the  bowl  at  a  given  point 
when  the  bowl  is  at  potential  zero,  and  is  influenced  by  the  rest 
of  the  sphere  electrified  to  density  p,  then,  when  the  bowl  is  main- 
tained at  potential  T,  we  must  increase  the  density  on  the  outside 
of  the  bowl  by  p\  the  density  on  the  supposed  enveloping  sphere. 

The  result  of  this  investigation  is  that  if/*  is  the  diameter  of 
the  sphere,  a  the  chord  of  the  radius  of  the  bowl,  and  r  the  chord 
of  the  distance  of  P  from  the  pole  of  the  bowl,  then  the  surface- 
density  0-  on  the  itmde  of  the  bowl  is 


and  the  surfiEu^e-density  on  the  outside  of  the  bowl  at  the  same 
point  is  y 

In  the  calculation  of  this  result  no  operation  is  employed  more 
abstruse  than  ordinary  integration  over  part  of  a  spherical  surface. 
To  complete  the  theory  of  the  electrification  of  a  spherical  bowl  we 
only  require  the  geometry  of  the  inversion  of  spherical  surfaces. 

181.]  Let  it  be  required  to  find  the  surface-density  induced  at 
any  point  of  the  bowl  by  a  quantity  q  of  electricity  placed  at  a 
point  Qj  not  now  in  the  spherical  surface  produced. 

Invert  the  bowl  with  respect  to  Q,  the  radius  of  the  sphere  of 
inversion  being  JR.  The  bowl  S  will  be  inverted  into  its  image  8^^ 
and  the  point  P  will  have  P'  for  its  image.  We  have  now  to 
determine  the  density  (/  at  P'  when  the  bowl  S^  is  maintained  at 
potential  T',  such  that  q  ^V'R^  and  is  not  influenced  by  any 
external  force. 

The  density  o*  at  the  point  P  of  the  original  bowl  is  then 

(t'R^ 

this  bowl  being  at  potential  zero,  and  influenced  by  a  quantity  q  of 
electricity  placed  at  Q. 

The  result  of  this  process  is  as  follows  : 

Let  the  figure  represent  a  section  through  the  centre,  0,  of  the 
sphere,  the  pole,  C,  of  the  bowl,  and  the  influencing  point  Q. 
D  is  a  point  which  corresponds  in  the  inverted  figure  to  the 
unoccupied  pole  of  the  rim  of  the  bowl,  and  may  be  found  by  the 
following  construction. 

Draw  through  Q  the  chords  EQE'  and  FQF^  then  if  we  sup-* 
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pose  the  radius  of  the  sphere  of  inversion  to  be  a  mean  propor- 
tional between  the  segments  into  which  a  chord  is  divided  at  Q, 
-B'i^  will  be  the  image  of  ^J^.  Bisect 
the  arc  FCE'  in  2/,  so  that  Fiy= 
1/F,  and  draw  I/qi)  to  meet  the 
sphere  in  D.  D  is  the  point  re- 
quired. Also  through  0,  the  centre 
of  the  sphere,  and  Q  draw  EOQH^ 
meeting  the  sphere  in  H  and  H\ 
Then  if  P  be  any  point  in  the  bowl, 
the  surface-density  at  ^  on  the  side 
which  is  separated  from  Q  by  the 
completed  spherical  surface,  induced 
by  a  quantity  q  of  electricity  at  Q, 
will  be 

q     QH.QHUPQ  .CIP--a\i  -i  fr^V^^^Z^Vll 

"^"2712  UE\Pqnm  ^a^-CP^^  IBQ^a^^CP^)  JT 

where  a  denotes  the  chord  drawn  from  C,  the  pole  of  the  bowl, 
to  the  rim  of  the  bowl. 

On  the  side  next  to  Q  the  surface-density  is 

q    QH.  QH' 


Fig.  16. 
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THEOKT  OF   CONJUGATE   FUNCTIONS  IN   TWO  DIMENSIONS. 


182.]  The  number  of  independent  eases  in  which  the  problem 
of  electrical  equilibrium  has  been  solved  is  very  small.  The  method 
of  spherical  harmonics  has  been  employed  for  spherical  conductors^ 
and  the  methods  of  electrical  images  and  of  inversion  are  still  more 
powerful  in  the  cases  to  which  they  can  be  applied.  The  case  of 
surfaces  of  the  second  degree  is  the  only  one,  as  far  as  I  know, 
in  which  both  the  equipotential  surfaces  and  the  lines  of  force  are 
known  when  the  lines  of  force  are  not  plane  curves. 

But  there  is  an  important  class  of  problems  in  the  theory  of 
electrical  equilibrium,  and  in  that  of  the  conduction  of  currents, 
in  which  we  have  to  consider  space  of  two  dimensions  only. 

For  instance,  if  throughout  the  part  of  the  electric  field  udder 
consideration,  and  for  a  considerable  distance  beyond  it,  the  surfaces 
of  all  the  conductors  are  generated  by  the  motion  of  straight  lines 
parallel  to  the  axis  of  z,  and  if  the  part  of  the  field  where  this 
ceases  to  be  the  case  is  so  far  from  the  part  considered  that  the 
electrical  action  of  the  distant  part  on  the  field  may  be  neglected, 
then  the  electricity  will  be  uniformly  distributed  along  each  gene- 
rating line,  and  if  we  consider  a  part  of  the  field  bounded  by  two 
planes  perpendicular  to  the  axis  of  z  and  at  distance  unity,  the 
potential  and  the  distributions  of  electricity  will  be  functions  of  x 
and  y  only. 

If  pdxdy  denotes  the  quantity  of  electricity  in  an  element  whose 
base  is  dxdy  and  height  unity,  and  trda  the  quantity  on  an  element 
of  area  whose  base  is  the  linear  element  ds  and  height  unity,  then 
the  equation  of  Poisson  may  be  written 

d^r   d^r 
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When  there  is  no  free  electricity,  this  is  reduced  to  the  equation 
of  Laplace,  d^Y     d^T 

The  general  problem  of  electric  equilibrium  may  be  stated  as 
follows : — 

A  continuous  space  of  two  dimensions,  bounded  by  closed  curves 
C^,  C72,  &c  being  given,  to  find  the  form  of  a  function,  F,  such  that 
at  these  boundaries  its  value  may  be  Tj,  Fg,  &c.  respectively,  being 
constant  for  each  boundary,  and.  that  within  this  space  F  may  be 
everywhere  finite,  continuous,  and  single  valued,  and  may  satisfy 
Laplace's  equation. 

I  am  not  aware  that  any  perfectly  general  solution  of  even  this 
question  has  been  given,  but  the  method  of  transformation  given  in 
Art.  190  is  applicable  to  this  case,  and  is  much  more  powerful  than 
any  known  method  applicable  to  three  dimensions. 

The  method  depends  on  the  properties  of  conjugate  functions  of 
two  variables. 


Definition  of  Conjugate  Functions, 

183.]  Two  quantities  a  and  /3  are  said  to  be  conjugate  functions 
of  a;  and  ^,  if  a+  \/— 1^8  is  a  function  oix-\-  \/— ly. 
It  follows  from  this  definition  that 

da  ^dfi  |i      ^^  I.  ^  —  A .  /i\ 

dx'^  dy  dy       dx^     ^  ^  ' 

Hence  both  functions  satisfy  Laplace's  equation.     Also 


da  dfi      da  dfi      da 


2      J 
aa 

dy 


d^ 
dx 


2 


=  R\  (3) 


dx  dy      dy  dx       dx 

If  X  and  y  are  rectangular  coordinates,  and  if  ds-^  is  the  intercept 
of  the  curve  (/3  =  constant)  between  the  curves  a  and  a  +  da^  and 
ds^  the  intercept  of  a  between  the  curves  ^  and  )8  +  rf/3,  then 


ds^  ^ds^  ^  1 


(4) 


and  the  curves  intersect  at  right  angles. 

K  we  suppose  the  potential  r=  Fo  +  ^a,  where  k  is  some  con- 
stant, then  F  will  satisfy  Laplace's  equation,  and  the  curves  (a)  will 
be  equipotential  curves.    The  curves  (p)  will  be  lines  of  force,  and 


264  CONJUGATE   FONCTIONS.  [184. 

the  surface-integral  of  R  over  unit-length  of  a  cylindrical  sur&ce 
whose  projection  on  the  plane  of  xy  is  the  curve  AB  will  be  k{l^B^PA)y 
where  Pa  aiid  Pb  are  the  values  of  /3  at  the  extremities  of  the  curve. 

If  one  series  of  curves  corresponding  to  values  of  a  in  arithmetical 
progression  be  drawn  on  the  plane,  and  another  series  corresponding 
to  a  series  of  values  of  fi  having  the  same  common  difference,  then 
the  two  series  of  curves  will  everywhere  intersect  at  right  angles, 
and,  if  the  common  difference  is  small  enough,  the  elements  into 
which  the  plane  is  divided  will  be  ultimately  little  squares^  whose 
sides^  in  different  parts  of  the  field,  are  in  different  directions  and  of 
different  magnitudes^  being  inversely  proportional  to  R. 

If  two  or  more  of  the  equipotential  lines  (a)  are  closed  carves 

enclosing  a  continuous  space  ^between  them,  we  may  take  these  for 

the  surfaces  of  conductors  at  potentials  (^o  +  ^"i)>  (^+^<^)»  ^• 

respectively.     The  quantity  of  electricity  upon  any  one  of  these  be- 

k 
tween  the  lines  offeree  jSj  and  /Sg  will  be  7- (^3— ft). 

The  number  of  equipotential  lines  between  two  conductors  will 
therefore  indicate  their  difference  of  potential,  and  the  number  of 
lines  of  force  which  emerge  from  a  conductor  will  indicate  the 
quantity  of  electricity  upon  it. 

We  must  next  state  some  of  the  most  important  theorems 
relating  to  conjugate  functions,  and  in  proving  them  we  may  use 
either  the  equations  (l),  containing  the  differential  coefficients^  or 
the  original  definition,  which  makes  use  of  imaginary  symbols. 

184u]  Thbohem  I.  Ifaf  and  3^  are  conjugate  functions  with  respect 
to  X  and  y^  and  if  af'  and  y'  are  also  conjugate  functions  with 
respect  to  x  and  y,  then  the  functions  sf  +  x"  and  if  h-^'  wiU 
he  conjugate  functions  with  respect  to  x  and  y. 

For  d^^dy    ^^^^_¥i. 

dx  ^  dy*  dx  ^  dy  ^ 

therefore  ^K-f^Q  ^  ^(/^/Q. 

dx  dy 

Al«o  ^  =  -f^     itnd    ^  =  _^. 

dy  dx^  dy  dx  * 

therefore  di^^^_djl^ 

dy  dx 

or  X'\-a^'  andy +/'  are  conjugate  with  respect  to  x  and  y. 
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Graphic  Representation  of  a  Function  which  is  the  Sum  of  Two 
Given  Functions. 

Let  a  function  (a)  of  a  and  y  be  graphically  represented  by  a 
series  of  curves  in  the  plane  of  ay,  each  of  these  curves  corre- 
sponding to  a  value  of  a  which  belongs  to  a  series  of  such  values 
increaong  by  a  common  difference,  5. 

Let  any  other  function,  )3,  of  x  and  y  be  represented  in  the  same 
way  by  a  series  of  curves  corresponding  to  a  series  of  values  of  /3 
having  the  same  common  difference  as  those  of  a. 

Then  to  represent  the  function  a  +  )3  in  the  same  way,  we  must 
draw  a  series  of  curves  through  the  intersections  of  the  two  former 
series,  from  the  intersection  of  the  curves  (a)  and  {0)  to  that  of  the 
curves  (a +  5)  and  (jS— S),  then  through  the  intersection  of  (a +2  ft) 
and  (j8  — 25),  and  so  on.  At  each  of  these  points  the  function  will 
have  the  same  value,  namely  a  +  /3.  The  next  curve  must  be  drawn 
through  the  points  of  intersection  of  (a)  and  {fi  +  5),  of  (a  +  8)  and 
{fi\  of  (a +  2  ft)  and  (^8— ft),  and  so  on.  The  function  belonging  to 
this  curve  will  be  a  +  )84-ft. 

In  this  way,  when  the  series  of  curves  (a)  and  the  series  {fi)  are 
drawn,  the  series  (a  +  )3)  may  be  constructed.  These  three  series  of 
curves  may  be  drawn  on  separate  pieces  of  transparent  paper,  and 
when  the  first  and  second  have  been  properly  superposed,  the  third 
may  be  drawn. 

The  combination  of  conjugate  functions  by  addition  in  this  way 
enables  us  to  draw  figures  of  many  interesting  cases  with  very 
little  trouble  when  we  know  how  to  draw  the  simpler  cases  of 
which  they  are  compounded.  We  have,  however,  a  far  more 
powerful  method  of  transformation  of  solutions,  depending  on  the 
following  theorem, 

186.]    Theorem  II.  -If  a!'  and  jf*  are  conjugate  functions  with 
respect  to  the  variables  af  and  jf,  and  if  of  and  jf  are  conjugate 
functions  with  respect  to  x  and  y^  then  of'  and  y"  will  he  con-- 
jugate  functions  with  respect  to  x  andy. 

daf'  ^      daf'  daf      daf'  dif 
dx  ^      daf  dx       dy    dx  ' 
_      df_dy^      df  daf 
""      dy    dy       daf  dy  * 

_   ^. 
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and      — =      ^^      d^d/_ 
dy  ""       dx'  dy       dy'  dy  ' 

^_df_dl^_df_d^ 
""       d/  da       dx'  dx 

■"       dx  ' 
and  these  are  the  conditions  that  a!'  and  jf'  should  be  conjugate 
functions  of  x  and  y. 

This  may  also  be  shewn  from  the  original  definition  of  conjugate 
ftinctions.  For  a<'+\/— ly''  is  a  function  ol  x' •\-  ^—ly,  and 
af^y/^^if  is  a  function  of  x-^-^/^-ly.  Hence,  a?''+\/— ly" 
is  a  function  of  a?+  \/— ly. 

In  the  same  way  we  may  shew  that  if  x'  and  /  are  conjugate 
functions  of  x  and  y,  then  x  and  y  are  conjugate  functions  of  x' 
and  y\ 

This  theorem  may  be  interpreted  graphically  as  follows : — 

Let  3if^  y  be  taken  as  rectangular  coordinates^  and  let  the  curves 
corresponding  to  values  of  af'  and  of  y  taken  in  regular  arithmetical 
series  be  drawn  on  paper.  A  double  system  of  curves  will  thus  be 
drawn  cutting  the  paper  into  little  squares.  Let  the  paper  be  also 
ruled  with  horizontal  and  vertical  lines  at  equal  intervals,  and  let 
these  lines  be  marked  with  the  corresponding  values  o{x'  andy. 

Next,  let  another  piece  of  paper  be  taken  in  which  x  and  y  are 
made  rectangular  coordinates  and  a  double  system  of  curves  ^,  ^ 
is  drawn,  each  curve  being  marked  with  the  corresponding  value 
of  af  or  y .  This  system  of  curvilinear  coordinates  will  correspond, 
point  for  point,  to  the  rectilinear  system  of  coordinates  a?',  ^  on  the 
first  piece  of  paper. 

Hence,  if  we  take  any  number  of  points  on  the  curve  af^  on  the 
first  paper^  and  note  the  values  of  af  and  t^  at  these  points,  and 
mark  the  corresponding  points  on  the  second  paper,  we  shall  find 
a  number  of  points  on  the  transformed  curve  af\  If  we  do  the 
same  for  all  the  curves  af\  jf'  on  the  first  paper,  we  shall  obtain  on 
the  second  paper  a  double  series  of  curves  x'\  jf^  of  a  difierent  form, 
but  having  the  same  property  of  cutting  the  paper  into  little 
squares. 
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186.]  Theobeh  III.  yVit  any  function  of  x'  and  /,  and  if  x' 
and  if  are  conjugate  funetioni  of  x  andy,  then 

J  J  iw + w^^"^  'ii  ^^  ■*■  W^  ^^  '^' 

the  integration  being  between  the  same  limits. 
For 


dx~  dsi  dx      d/  dx' 


d^r  _d^r  ,daf^         d^V  daf  d/      d2VdJ_ 
dx^  ~  daf*  \dx)  "*"    dafdif  dx  dx  "^  of/*  dx 


dVd^x'      drdY_. 
d^  da?   "^  dy'  da?' 


and 


d^r  _d^rdx' 

dy*  "~  ds^*  dy 


■         d*F  dx'  dy'      dWdy' 
■*■    dafd^  dy  dy  "^  rf/«  dy 


dV^d^s^      dVdY 
■^  daf  dy*  ■*"  d/  dy^  ' 

Adding  the  last  two  equations,  and  remembering  the  conditions 
of  conjugate  functions  (1),  we  find 


d<^  "^  df 


Hence 


dW  _dW  ,d3f 
~  dan  ^dx 


•     d^ 
-^  dy 


^^  dy*  \dx 


2        J~',* 


dl\ 


)' 


~  W=«      dp)  \dx  dy       dy  dx^' 


rCfd^F     d*K  ,   ,        Cfrd^F     d*Fs^d/ 


flV'^^' 


[ffd^F     d*F.,,.. 


If  F  is  a  potential,  then,  by  Poisson's  equation 
d*F     d»F 

and  we  may  write  the  result 

or  the  quantity  of  electricity  in  corresponding  portions  of  two  sys- 
tems is  the  same  if  the  coordinates  of  one  system  are  conjugate 
functions  of  those  of  the  other. 
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Additional  Theorems  on  Conjugate  Functions. 

187.]    Theorem  IV.   If  x^  and  y^,  and  also  x^  and  y^,  are  eon- 
j^igate  functions  of  x  and  y^  tAen,  if 

Xz^Xj^x^-^yiy^,    and     7=  af^y^+x^yi, 
X  and  Ywill  be  conjugate  functions  ofx  andy. 

For  .  X+  V^^r=  {x^+  V^yi) (a?2+  V^yJ. 

Theorem  V.  If<f>hea  solutimi  of  the  equation 


d^<f>^d^_ 
dx^  ^  dy^  "  "' 


and  if    2jB  =  log(^ 


\d^ 
^  dy 


dx 

and     0  =  —  tan-'  --- 

dip 


R  and  &  will  be  conjugate  functions  of  x  andy. 


d^ 
I  dx 

dy 


For  R  and  0  are  conjugate  functions  of  -—^  and  -7- ,  and  these 
are  conjugate  functions  of  x  and  y.  ^ 

Example  I. — Inversion. 

188.]  As  an  example  of  the  general  method  of  transformation 
let  us  take  the  case  of  inversion  in  two  dimensions. 

If  0  is  a  fixed  point  in  a  plane,  and  OA  a  fixed  direction,  and 
if  r  =  OP  =  aef",  and  d  =  AOP^  and  if  a?,  y  are  the  rectangular 
coordinates  of  P  with  respect  to  0, 

p  =  log-  7?+p,       e  =  tan-i  |,  )  ^5j 

x  =  aef*  cos  $,  y  =  ae^ sin  6,  ) 

p  and  $  are  conjugate  functions  of  x  and  y. 

If  p'=  np  and  ^=  nd,  p  and  &  will  be  conjugate  functions  of  p 
and  0.     In  the  case  in  which  n  =  —  1  we  have 

/=-,    and    (K=-d,  (6) 

which  is  the  case  of  ordinary  inversion  combined  with  turning  the 
figure  1 80^  round  OA. 

Inversion  in  Two  Dimensions. 
In  this  case  if  r  and  /  represent  the  distances  of  corresponding 
points  from  0,  e  and  /  the  total  electrification  of  a  body,  S  and  S' 
superficial  elements^   V  and  F^  solid  elements,  a*  and  </  surface* 
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densities,  p  and  p'  volnme  densities,  ^  and  ()/  corresponding  po- 
tentials, 

r~  S~  t^~  a''       F~  r*~  a*' 


£-1      i_!:!_f!      t-^l-2l 

e~    '         a~  a^~  r'*'         p~  a^~  t^*' 


(7) 


ExAUFLE  II. — Electric  Imager  in  Two  Dimension«, 
189.]   Let  A  be  the  centre  of  a  circle  of  radius  AQ  =  6,  and  let 
^  be  a  charge  at  A,  then  the  potential 
at  any  point  P  is 

<t>  =  2mog-^;  (8) 

and  if  the  circle  ifi  a  section  of  a  hollow 
conducting  cylinder,  the  surface-density 

at  any  point  Q  is  —  -— r  •  ^-  ^^• 

Invert  the  system  with  respect  to  a  point  0,  making 
AO  =  mby    and    a^  =  {m^^l)S^  ; 

then  we  have  a  charge  at  J^  equal  to  that  at  A^  where  AA^=:  — 

The  density  at  Q'  is  

2Tt6     A'q^     ' 
and  the  potential  at  any  point  P^  within  the  circle  is 
</>'  =  <^=  2  J?  (log  J -log  ^P), 

=  2E (log  OP'^ log ^'P'-  log m).  (9) 

This  is  equivalent  to  a  combination  of  a  charge  E  at  A\  and  a 

charge  —  ^  at  0,  which  is  the  image  of  A\  with  respect  to  the 

circle.     The  imaginary  charge  at  0  is  equal  and  opposite  to  that 

at  J^ 

If  the  point  P'  is  defined  by  its  polar  coordinates  referred  to  the 
centre  of  the  circle^  and  if  we  put 

p  =  log  r— log  i,     and    p^  =  log  AA^—  log  b, 
then  AP'^z  bef',        AA'^  bef^,        AO  =  be^^ ;  (10) 

and  the  potential  at  the  point  (p,  6)  is 
^  =  J^  log  (e~^o«.  2  <?-Po  6^  cos  ^  +  e^f") 

-'Elog(e^^2ei^ePcoBe  +  e^p)  +  2EpQ.    (11) 
This  is  the  potential  at  the  point  (/>,  6)  due  to  a  charge  E^  placed 
at  the  point  {p^,  0),  with  the  condition  that  when  p  =  0,  <^  =  0. 
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In  this  case  p  and  $  are  the  conjugate  functions  in  equations  (5) : 
p  is  the  logarithm  of  the  ratio  of  the  radius  vector  of  a  point  to 
the  radius  of  the  circle,  and  ^  is  an  angle. 

The  centre  is  the  only  singular  point  in  this  system  of  coordinates, 

and  the  line-integral  oil  -j-  ds  round  a  closed  curve  is  zero  or  2ir, 
according  as  the  closed  curve  excludes  or  includes  the  centre. 

Example  III. — Neumann^ a  Transformation  of  this  Case*, 

190.]  Now  let  a  and  )3  be  any  conjugate  functions  of  sd  and  y, 
such  that  the  curves  (a)  are  equipotential  curves,  and  the  curves 
()3)  are  lines  of  force  due  to  a  system  consisting  of  a  charge  of  half 
a  unit  at  the  origin^  and  an  electrified  system  disposed  in  any 
manner  at  a  certain  distance  from  the  origin. 

Let  us  suppose  that  the  curve  for  which  the  potential  is  Oq  is 
a  closed  curve,  such  that  no  part  of  the  electrified  system  except  the 
half-unit  at  the  origin  lies  within  this  curve. 

Then  all  the  curves  (a)  between  this  curve  and  the  origin  will  be 
closed  curves  surrounding  the  origin,  and  all  the  curves  (j3)  will 
meet  in  the  origin,  and  will  cut  the  curves  (a)  orthogonally. 

The  coordinates  of  any  point  within  the  curve  (a^)  will  be  deter- 
mined by  the  values  of  a  and  j8  at  that  point,  and  if  the  point 
travels  round  one  of  the  curves  (a)  in  the  positive  direction,  the 
value  of  /3  will  increase  by  2ir  for  each  complete  circuit. 

If  we  now  suppose  the  curve  (oq)  to  be  the  section  of  the  inner 
surface  of  a  hollow  cylinder  of  any  form  maintained  at  potential 
zero  under  the  influence  of  a  charge  of  linear  density  ^  on  a  line  of 
which  the  origin  is  the  projection,  then  we  may  leave  the  external 
electrified  system  out  of  consideration,  and  we  have  for  the  potential 
at  any  point  (a)  within  the  curve 

<^=2^(a-ao),  (12) 

and  for  the  quantity  of  electricity  on  any  part  of  the  curve  Oq 
between  the  points  corresponding  to  fi^  and  fi^^ 

C  =  ^^Oi-/32)-  (13) 

If  in  this  way,  or  in  any  other,  we  have  determined  the  dis- 
tribution of  potential  for  the  case  of  a  g^ven  curve  of  section  when 
the  charge  is  placed  at  a  given  point  taken  as  origin,  we  may  pass 
to  the  case  in  which  the  charge  is  placed  at  any  other  point  by  an 
application  of  the  general  method  of  transformation. 

*  See  Crdle'a  Jowrn^,  1861. 
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Let  the  values  of  a  and  fi  for  the  point  at  which  the  charge  is 
placed  be  a^  and  fi^,  then  substituting  in  equation  (11)  a— Og  for  p^ 
and  p^fii  for  0,  we  find  for  the  potential  at  any  point  whose  co- 
ordinates are  a  and  )3, 
^  =  ^log  (1  -  2  e«+«i-2««  cos  (i3-ft)  +  tf«(«+*i-a«o)) 

-J51og(l-2(?— ^cos{/3-i8i)  +  <?2(— i))-2E^(ai-ao).  (14) 

This  expression  for  the  potential  becomes  zero  when  a^a^^  and  is 
finite  and  continuous  within  the  curve  Qq  except  at  the  point  (a^,  p^), 
at  which  point  the  second  term  becomes  infinite,  and  in  its  immediate 
neighbourhood  is  ultimately  equal  to  —2-E'log/,  where  /  is  the 
distance  from  that  point. 

We  have  therefore  obtained  the  means  of  deducing  the  solution 
of  Green's  problem  for  a  charge  at  any  point  within  a  closed  curve 
when  the  solution  for  a  charge  at  any  other  point  is  known. 

The  charge  induced  upon  an  element  of  the  curve  Qq  between  the 
points  j8  and  p-^dfihy  k  charge  H  placed  at  the  point  (a^,  ft)  is, 
with  the  notation  of  Art.  183, 

where  ds^  is  measured  inwards  and  a  is  to  be  put  equal  to  a^  after 
difierentiation. 

This  becomes,  by  (4)  of  Art.  183, 

_^  l~gg(«l-«t)) 

"271  1  — 2<?C«i-«o)cos(i8— ft)  +  €r2^»i-«o)    ^'  ^      ' 

From  this  expression  we  may  find  the  potential  at  any  point 
(tti,  ft)  within  the  closed  curve,  when  the  value  of  the  potential  at 
every  point  of  the  closed  curve  is  given  as  a  function  of  ^,  and 
there  is  no  electrification  within  the  closed  curve. 

For,  by  Art.  86,  the  part  of  the  potential  at  (oj,  ft),  due  to  the 
maintenance  of  the  portion  d^  of  the  closed  curve  at  the  potential 
Fis  nVy  where  n  is  the  charge  induced  on  dfi  by  unit  of  electri- 
fication at  (gj  ,  ft).  *Hence,  if  V  is  the  potential  at  a  point  on  the 
closed  curve  defined  as  a  function  of  ^,  and  <f>  the  potential  at 
the  point  (a^ ,  jS^)  within  the  closed  curve,  there  being  no  electri- 
fication within  the  curve, 

\_  r»>  (i-g'('.-^))rrf^ 

^      2V  Jo     l-2<?(«i— »)co8(i3-/3i)  +  e*("i-««)  *  ^     ' 
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Example  IV. — Distribution  of  Electricity  near  an  Ed^e  of  a 
Conductor  formed  by  Two  Plane  Faces, 

191.]  In  the  case  of  an  infinite  plane  face  of  a  conductor  charged 
with  electricity  to  the  sarface-density  o-q,  we  find  for  the  potential 
at  a  distance  y  &om  the  plane 

r=  (7-47r<roy, 
where  C  is  the  value  of  the  potential  of  the  conductor  itself. 

Assume  a  straight  line  in  the  plane  as  a  polar  axis,  and  transform 
into  polar  coordinates,  and  we  find  for  the  potential 

r=  (7— 4ir<rQa^sind, 
and  for  the  quantity  of  electriciiy  on  a  parallelogram  of  breadth 
unity,  and  length  ae^  measured  from  the  axis 

E  ^  ifQaeP. 
Now  let  us  make  p  =  np^  and  ^  =  «6',  then,  since  /  and  6^  are 
conjugate  to  p  and  0,  the  equations 

V  =  C'-'4tTt(rQae^f^  sinnS' 
and  E  =  (TQae^'f^ 

express  a  possible  distribution  of  electricity  and  of  potential. 

If  we  write  r  for  aef^,  r  will  be  the  distance  from  the  axis ;  we 
may  also  put  0  instead  of  ^  for  the  angle.    We  shall  have 

r* 
r=  C^ivaQ-^^^smnO, 
a 

F  will  be  equal  to  C  whenever  «^  =  ir  or  a  multiple  of  tt. 

Let  the  edge  be  a  salient  angle  of  the  conductor,  the  inclination 
of  the  faces  being  a,  then  the  angle  of  the  dielectric  is  2  ir— a,  so 
that  when  ^  =  2  7r— a  the  point  is  in  the  other  face  of  the  con- 
ductor.    We  must  therefore  make 

«(2ir— a)  =  ir,     or     «= 


Then  F- C-iir<rQa(^)       sin-^ — 


^  2ir— a 


The  surface-density  a  at  any  distance  r  from  the  edge  is 

tt— y 

dE         It         ^fv*'-" 
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When  the  angle  is  a  salient  one  a  is  less  than  tt,  and  the  surface- 
density  varies  according  to  some  inverse  power  of  the  distance 
from  the  edge,  so  that  at  the  edge  itself  the  densiiy  becomes 
infinite^  although  the  whole  charge  reckoned  from  the  edge  to  any- 
finite  distance  irom  it  is  always  finite. 

Thus,  when  a  =  0  the  edge  is  infinitely  sharp,  like  the  edge  of  a 
mathematical  plane.  In  this  case  the  density  varies  inversely  as 
the  square  root  of  the  distance  from  the  edge. 

When  a  =  -  the  edge  is  like  that  of  an  equilateral  prism,  and 

thie  density  varies  inversely  as  the  4  power  of  the  distance. 

When  a  =  -  the  edge  is  a  right  angle,  and  the  density  is  in- 

versely  as  the  cube  root  of  the  distance. 

27r 
When  a  =  —  the  edge  is  like  that  of  a  regular  hexagonal  prism, 

u 

and  the  density  is  inversely  as  the  fourth  root  of  the  distance. 

When  a  =  TT  the  edge  is  obliterated^  and  the  density  is  constant. 

When  a  =  |7r  the  edge  is  like  that  in  the  inside  of  the  hexagonal 
prism,  and  the  density  is  directly  as  the  square  root  of  the  distance 
from  the  edge. 

When  a  =  f  IT  the  edge  is  a  re-entrant  right  angle,  and  the 
density  is  directly  as  the  distance  from  the  edge. 

When  a  =  I  w  the  edge  is  a  re-entrant  angle  of  60^  and  the 
density  is  directly  as  the  square  of  the  distance  from  the  edge. 

In  reality,  in  all  cases  in  which  the  density  becomes  infinite  at 
any  point,  there  is  a  discharge  of  electricity  into  the  dielectric  at 
that  point,  as  is  explained  in  Art.  55. 

Example  V. — Ellipses  and  Hyperbolas.     Fig.  X. 

192.]   We  have  seen  that  if 

x^  =  e^  cos  V^,        jfi  =  e*  sin  t/t,  (l) 

X  and  y  will  be  conjugate  functions  of  <f>  and  >/r. 

Also,  if  a?2  =  ^  cos  t/t,       y^  =  — «"*  sin  V^,  (2) 

x^  and  y,^  will  be  conjugate  functions.     Hence,  if 
2a?  =  a?j  +iF2  =  (tf* -I-  e-^)  cos V^,    2y  =  y^  +^2  =  (^*— e?"*)  sin  \/r,  (3) 
X  and  y  will  also  be  conjugate  functions  of  <^  and  ^. 

In  this  case  the  points  for  which  <^  is  constant  lie  in  the  ellipse 
whose  axes  are  e^-\  er^  and  e^^e-^. 

VOL,  I.  T  ^ 
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The  points  for  which  yjr  is  constant  lie  in  the  hyperbola  whose 
axes  are  2  cos  yjr  and  2  sin  yjr. 

On  the  axis  of  x,  between  x=  —  1  and  a?=  +  1 , 

^  =  0,         >/r  =  cos-^a?.  (4) 

On  the  axis  of  ar,  beyond  these  limits  on  either  side,  we  have 

x>     1,         V^  =  0,         *  =  log  (a?+  Var*— 1),  (5) 

a?<— 1,         ^  =  w,         <^  =  log  (\/a?*  —  1  —a?). 

Hence,  if  ^  is  the  potential  function,  and  ^  the  function  of  flow, 
we  have  the  case  of  electricity  flowing  from  the  positive  to  the 
negative  side  of  the  axis  of  x  through  the  space  between  the  points 
—  1  and  +1,  the  parts  of  the  axis  beyond  these  limits  being 
impervious  to  electricity. 

Since,  in  this  case,  the  axis  of  ^  is  a  line  of  flow,  we  may  suppose 
it  also  impervious  to  electricity. 

We  may  also  consider  the  ellipses  to  be  sections  of  the  equi- 
potential  surfaces  due  to  an  indefinitely  long  flat  conductor  of 
breadth  2,  charged  with  half  a  unit  of  electricity  per  unit  of  length. 

If  we  make  yjr  the  potential  function,  and  ^  the  function  of  flow, 
the  case  becomes  that  of  an  infinite  plane  from  which  a  strip  of 
breadth  2  has  been  cut  away  and  the  plane  on  one  side  charged  to 
potential  ir  while  the  other  remains  at  zero. 

These  cases  may  be  considered  as  particular  cases  of  the  quadric 
surfaces  treated  of  in  Chapter  X.  The  forms  of  the  curves  are 
given  in  Fig.  X. 

Example  VI.— Pig.  XI. 

193.]  Let  us  next  consider  x'  and  y  as  functions  ofx  and  ^,  where 
a?'=  6  log  Vx^+fy       /=:itan-i^,  (6) 

X 

x'  and  y  will  be  also  conjugate  functions  of  0  and  ^. 

The  curves  resulting  from  the  transformation  of  Kg.  X  with 
respect  to  these  new  coordinates  are  given  in  Fig.  XI. 

If  x'  and  y  are  rectangular  coordinates,  then  the  properties  of  the 
axis  of  X  in  the  first  figure  will  belong  to  a  series  of  lines  parallel 
to  x'  in  the  second  figure  for  which  y' z=.l'ti'ny  where  v!  is.  any 
integer. 

The  positive  values  of  x'  on  these  lines  will  correspond  to  values 
of  X  greater  than  unity,  for  which,  as  we  have  already  seen, 

Vf  =  »7r,         <^  =  log(d?+  ^Ja^^l)  =  logU^  + V  tf~~  lA     (7) 
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The  negative  values  of  of  on  the  same  lines  will  correspond  to 
values  of  x  less  than  unity,  for  which,  as  we  have  seen, 

<^  =  0,        t/t  =  cos-^fl?  =  cos-*^''.  (8) 

The  properties  of  the  axis  of  y  in  the  first  figure  will  belong  to  a 
series  of  lines  in  the  second  figure  parallel  to  x\  for  which 

/=«w(«'+i).  (9) 

The  value  of  ^  along  these  lines  is  >/r  =  ir  (» +  i)  for  all  points 
both  positive  and  negative,  and  

*=log(jf-l-'v^N-i)  =  logU^H- V^"^+  l).        (10) 

[The  curves  for  which  ^  and  \/r  are  constant  may  be  traced 
directly  from  the  equations 

a<=  iilogi(tf2^  +  <?-^*  +  2cos2V'), 

As  the  figure  repeats  itself  for  intervals  of  tt  J  in  the  values  of  if 
it  will  be  sufficient  to  trace  the  lines  for  one  such  interval. 

Now  there  will  be  two  cases,  according  as  <f>  or  >^  changes  sign 
with  y.  Let  us  suppose  that  0  so  changes  sign.  Then  any  curve 
for  which  >/r  is  constant  will  be  symmetrical  about  the  axis  of  x\ 
cutting  that  axis  orthogonally  at  some  point  on  its  negative  side. 
If  we  begin  with  this  point  for  which  ^  =  0,  and  gradually  in- 
crease <^,  the  curve  will  bend  round  from  being  at  first  orthogonal 
to  being,  for  large  values  of  0,  at  length  parallel  to  the  axis  of  ^. 
The  positive  side  of  the  axis  of  x'  is  one  of  the  system,  viz.  y^  is 
there  zero,  and  wheny=  ±  iiri,  >/r  =  iir.  The  lines  for  which  \^ 
has  constant  values  ranging  from  0  to  i^  form  therefore  a  system 
of  curves  embracing  the  positive  side  of  the  axes  of  x\ 

The  curves  for  which  ^  has  constant  values  cut  the  system  >/r 
orthogonally,  the  values  of  ^  ranging  from  +«>  to  —  oo  .  For 
any  one  of  the  curves  ^  drawn  above  the  axis  of  x  the  value  of  ^  is 
positive,  along  the  negative  side  of  the  axis  of  x*  the  value  is  zero, 
and  for  any  curve  below  the  axis  of  of  the  value  is  negative. 

We  have  seen  that  the  system  i/r  is  symmetrical  about  the  axis 
of  a?;  let  PQ-B  be  any  curve  cutting  that  system  orthogonally  and 
terminating  in  P  and  R  in  the  lines  y=  +  iwi,  the  point  Q  being 
in  the  axis  of  x\  Then  the  curve  TQfi  is  symmetrical  about  the  axis 
of  a^,  but  if  c  be  the  value  of  ^  along  PQ,  the  value  of  <^  along  Qfi, 
will  be  —  <?.     This  discontinuity  in  the  value  of  <^  will  be  accounted 

T  2 
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for  by  an  electrical  distribution  in  the  case  which  will  be  discussed 
in  Art.  196. 

If  we  next  suppose  that  yjf  and  not  <f>  changes  sign  with  y^,  the 
values  of  <^  will  range  from  0  to  oo .  When  <^  =  0  we  have  the 
negative  side  of  the  axis  of  af,  and  when  <^  =  oo  we  have  a  line 
at  an  infinite  distance  perpendicular  to  the  axis  of  a<.  Along  any 
line  PQS  between  these  two  the  value  of  ^  is  constant  throughout 
its  entire  length  and  positive. 

Any  value  \^  now  experiences  an  abrupt  change  at  the  point 
where  the  curve  along  which  it  is  constant  crosses  the  negative 
side  of  the  axis  of  ^,  the  sign  of  yjr  changing  there.  The  sig- 
nificance of  this  discontinuity  will  appear  in  Art.  197. 

The  lines  we  have  shewn  how  to  trace  are  drawn  in  Fig.  XI 
if  we  limit  ourselves  to  two-thirds  of  that  diagram,  cutting  off  the 
uppermost  third.] 

194.]  If  we  consider  ^  as  the  potential  fimction,  and  yjf  as  the 
function  of  flow^  we  may  consider  the  case  to  be  that  of  an  in- 
definitely long  strip  of  metal  of  breadth  itb  with  a  non-conducting 
division  extending  from  the  origin  indefinitely  in  the  positive 
direction^  and  thus  dividing  the  positive  part  of  the  strip  into  two 
separate  channels.  We  may  suppose  this  division  to  be  a  narrow 
slit  in  the  sheet  of  metal. 

If  a  current  of  electricity  is  made  to  flow  along  one  of  these 
divisions  and  back  again  along  the  other,  the  entrance  and  exit  of 
the  curreut  being  at  an  indefinite  distance  on  the  positive  side  of 
the  origin,  the  distribution  of  potential  and  of  current  will  be  given 
by  the  functions  <p  and  ^  respectively. 

If,  on  the  other  hand,  we  make  \/r  the  potential,  and  (f>  the 
function  of  flow,  then  the  case  will  be  that  of  a  current  in  the 
general  direction  of  y',  flowing  through  a  sheet  in  which  a  number 
of  non-conducting  divisions  are  placed  parallel  to  x\  extending  from 
the  axis  of  y  to  an  indefinite  distance  in  the  negative  direction. 

195.]  We  may  also  apply  the  results  to  two  important  cases  in 
statical  electricity. 

(1)  Let  a  conductor  in  the  form  of  a  plane  sheet,  bounded  by  a 
straight  edge  but  otherwise  unlimited,  be  placed  in  the  plane  of  xz 
on  the  positive  side  of  the  origin,  and  let  two  infinite  conducting 
planes  be  placed  parallel  to  it  and  at  distances  iitb  on  either  side. 
Then,  if  yjr  is  the  potential  function,  its  value  is  0  for  the  middle 
conductor  and  iw  for  the  two  planes. 

Let  us  consider  the  quantity  of  electricity  on  a  part  of  the  middle 
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conductor,  extending  to  a  distance  1  in  the  direction  of  Zy  and  from 
the  origin  to  af—  a. 

The  electricity  on  the  part  of  this  strip  extending  from  x{  to  x^ 

Hence  from  the  origin  to  a?'=  a  the  amount  is 


J?=^log(d^+x/tfT-l).  (11) 

If  a  is  large  compared  with  b^  this  becomen 

1  - 

^=_log2.\ 

=  ^^4¥^-  (12) 

Hence  the  quantity  of  electricity  on  the  plane  bounded  by  the 
straight  edge  is  greater  than  it  would  have  been  if  the  electricity 
liad  been  uniformly  distributed  over  it  with  the  same  density  that 
it  has  at  a  distance  from  the  boundary,  and  it  is  equal  to  the 
quantity  of  electriciiy  having  the  same  uniform  surface-density, 
but  extending  to  a  breadth  equal  to  b  log^  2  beyond  the  actual 
boundary  of  the  plate. 

This  imaginary  uniform  distribution  is  indicated  by  the  dotted 
straight  lines  in  Fig.  XI.  The  vertical  lines  represent  lines  of 
force,  and  the  horizoiital  lines  eqnipotential  surfaces,  on  the  hypo- 
thesis that  the  density  is  uniform  over  both  planes,  produced  to 
infinity  in  all  directions. 

196.]  Electrical  condensers  are  sometimes  formed  of  a  plate 
placed  midway  between  two  parallel  plates  extending  considerably 
beyond  the  intermediate  one  on  all  sides.  If  the  radius  of  curvature 
of  the  boundary  of  the  intermediate  plate  is  great  compared  with 
the  distance  between  the  plates,  we  may  treat  the  boundary  as 
approximately  a  straight  line,  and  calculate  the  capacity  of  the 
condenser  by  supposing  the  intermediate  plate  to  have  its  area 
extended  by  a  strip  of  uniform  breadth  round  its  boundary,  and 
assuming  the  surface-density  on  the  extended  plate  the  same  as 
it  is  in  the  parts  not  near  the  boundary. 

Thus,  if  /S  be  the  actual  area  of  the  plate,  L  its  circumference 
and  B  the  distance  between  the  large  plates,  we  have 

J=ii?,  (13) 

IT 
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and  the  breadth  of  the  additional  strip  is 


a  = 

so  that  ihe  extended  area  is 

5'=5+i£^5Z.  (15) 

The  capacity  of  the  middle  plate  is 

Correction  for  the  Thickness  of  the  Plate. 

Since  the  middle  plate  is  generally  of  a  thickness  which  cannot 
be  neglected  in  comparison  with  the  distance  between  the  plates, 
we  may  obtain  a  better  representation  of  the  facts  of  the  case  by 
supposing  the  section  of  the  intermediate  plate  to  correspond  with 
the  curve  ^  =  ^'. 

The  plate  will  be  of  nearly  uniform  thickness,  )8  =  2i>/r',  at  a 
distance  from  the  boundary,  but  will  be  rounded  near  the  edge. 

The  position  of  the  actual  edge  of  the  plate  is  found  by  putting 
/=  0,  whence  af=b  log,  cos y^\  (l  7) 

The  value  of  ^  at  this  edge  is  0,  and  at  a  point  for  which  a^=  a 
it  is  a'\-b\og^2 

Hence,  altogether,  the  quantity  of  electricity  on  the  plate  is  the 
same  as  if  a  strip  of  breadth 

:?-(log.2  +  log.cos||), 

i.e.   -log,(2cos||),  .(18) 

had  been  added  to  the  plate,  the  density  being  assiuned  to  be  every- 
where the  same  as  it  is  at  a  distance  from  the  boundary. 

Density  near  the  Edge. 
The  surface-density  at  any  point  of  the  plate  is 


1 

d4> 
dx'^ 

1 

'  4ir4 

1 
"4ir4 

e^ 

4ii 

/- 
(l  +  ic 

■  1 

'  b 

-Sec).  (19) 
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The  quantity  within  brackets  rapidly  approaches  unity  as  of 
increases,  so  that  at  a  distance  from  the  boundary  equal  to  n  times 
the  breadth  of  the  strip  a,  the  actual  density  is  greater  than  the 

normal  density  by  about    g^^^^-  of  the  normal  density. 

In  like  manner  we  may  calculate  the  density  on  the  infinite  planes 

"When  a?'=  0,  the  density  is  2~*  of  the  normal  density. 

At  n  times  the  breadth  of  the  strip  on  the  positive  side^  the 

density  is  less  than  the  normal  density  by  about  -  ^^^-  • 

At  n  times  the  breadth  of  the  strip  on  the  negative  side,  the 

density  is  about  —  of  the  normal  density. 

These  results  indicate  the  degree  of  accuracy  to  be  expected  iii 
applying  this  method  to  plates  of  limited  extent,  or  in  which 
irregularities  may  exist  not  very  far  from  the  boundary.  The  same 
distribution  would  exist  in  the  case  of  an  infinite  series  of  similar 
plates  at  equal  distances,  the  potentials  of  these  plates  being 
alternately  +  V  and  —  F.  In  this  case  we  must  take  the  distance 
between  the  plates  equal  to  B. 

197.]  (2)  The  second  case  we  shall  consider  is  that  of  an  infinite 
series  of  planes  parallel  to  xz  at  distances  £  =  itb,  and  all  cut  off  by 
the  plane  otyz,  so  that  they  extend  only  on  the  negative  side  of  this 
plane.  If  we  make  ^  the  potential  innction,  we  may  regard  these 
planes  as  conductors  at  potential  zero. 

Let  us  consider  the  curves  for  which  ^  is  constant. 

"When  y=  nirby  that  isy  in  the  prolongation  of  each  of  the  planes, 
we  have  a<=  i  log  i  (c*  -f  e"*)  (21) 

when  y=  (»+it)^^}  ^h^^  iS}  ^^  the  intermediate  positions 

a?'=ilogi(^-r^).  (22) 

Hence,  when  ^  is  large,  the  curve  for  which  ^  is  constant  is 
an  undulating  line  whose  mean  distance  from  the  axis  of  /  is 
approximately  ^  =  i  (<^  -log^  2),  (23) 

and  the  amplitude  of  the  undulations  on  either  side  of  this  line  is 
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When  </>  is  large  this  becomes  Jtf"^*,  so  that  the  curve  approaches 
to  the  form  of  a  straight  line  parallel  to  i\ie  axis  of  y  at  a  distance 
a  from  that  axis  on  the  positive  side. 

If  we  suppose  a  plane  for  which  s^ss,  a,  kept  at  a  constant 
potential  while  the  system  of  parallel  planes  is  kept  at  a  different 
potential,  then^  since  i^  =  a  +  blog^2,  the  surface-density  of  the 
electricity  induced  on  the  plane  is  equal  to  that  which  would  have 
been  induced  on  it  by  a  plane  parallel  to  itself  at  a  potential  equal 
to  that  of  the  series  of  planes,  but  at  a  distance  greater  than  that 
of  the  edges  of  the  planes  by  b  log^  2. 

If  £  is  the  distance  between  two  of  the  planes  of  the  series, 
£  =  vi,  so  that  the  additional  distance  is 

a  =  £}2SA.  (25) 

If 

198.]  Let  us  next  consider  the  space  included  between  two  of 
the  equipotential  surfaces^  one  of  which  consists  of  a  series  of  parallel 
waves,  while  the  other  corresponds  to  a  large  value  of  ^,  and  may 
be  considered  as  approximately  plane. 

If  D  is  the  depth  of  these  undulations  from  the  crent  to  the  trough 
of  each  wave,  then  we  find  for  the  corresponding  value  of  <^, 

<^=ilog^-  (26) 

The  value  of  of  at  the  crest  of  the  wave  is 

b\og\{e*-{-e-^).  (27) 

*  Hence,  if  A  is  the  distance  from  the  crests  of  the  waves  to  the 
opposite  plane,  the  capacity  of  the  system  composed  of  the  plane 
surface  and  the  undulated  surface  is  the  same  as  that  of  two  planes 
at  a  distance  A  +  a\  where 

Tf  _••  — 

1+*    ^ 

*  Let  4>  be  the  potential  of  the  plane,  ^  of  the  nnduUting  suiface.  The  quantity 
of  electricity  on  the  plane  per  unit  area  is  I + 4  «  6.    Hence  the  capacity 

ao  1  +  4«  (ii  +  a'),  Buppoee. 
Then  -4 +o'«  6(*-^). 

But  il  +  blogi(e*  +  «""*)  -  6(*-log2); 

.-.    a'--.6^  +  6(log2  +  log  J  («*  +  «""♦)) 
»61og(l+e~**) 

.61og— ?-^.by(26). 
1  +  e    h 
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199.]  If  a  single  groove  of  this  form  be  made  in  a  condactor 
having  the  rest  of  its  surface  plane^  and  if  the  other  conductor  is 
a  plane  surface  at  a  distance  J^  the  capacity  of  the  one  conductor 
with  respect  to  the  other  will  be  diminished.    The  amount  of  this 

diminution  will  be  less  than  the  -th  part  of  the  diminution  due 

ft 

to  n  such  grooves  side  by  side,  for  in  the  latter  case  the  average 

electrical  force  between  the  conductors  will  be  less  than  in  the 

former  case,  so  that  the  induction  on  the  surface  of  each  groove  will 

be  diminished  on  account  of  the  neighbouring  grooves. 

If  L  is  the  length,  3  the  breadth,  and  D  the  depth  of  the  groove, 

the  capacity  of  a  portion  of  the  opposite  plane  whose  area  is  S  will  be 

S-^L3  LB  S         LB      a'  ,^^. 


If  A  is  large  compared  with  B  or  a',  the  correction  becomes  by  (28) 

l+e    * 
and  for  a  slit  of  infinite  depth,  potting  D  =  oo,  the  correction  is 

To  find  the  surface-density  on  the  series  of  parallel  plates  we 
must  find  <r  =  --—-j~  when  6  =  0.     We  find 

a=-l--_=4=.  (32) 

4ir^     /  ^i± 

The  average  density  on  the  plane  plate  at  distance  A  from  the 

edges  of  the  series  of  plates  is  a  =  — i  •     Hence,  at  a  distance  from 

the  edge  of  one  of  the  plates  equal  to  «a  the  surface-density  is 

=  of  this  average  density. 

200.]  Let  us  next  attempt  to  deduce  from  these  results  the 
distribution  of  electricity  in  the  figure  formed  by  rotating  the 
plane  of  the  figure  about  the  axisy=  —  B.  In  this  case,  Poisson's 
equation  will  assume  the  form 

Let  us  assume  V^tf^  the  function  given  in  Art.  193,  and  de- 
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termine  the  value  of  p  from  this  equation.  "We  know  that  the  first 
two  terms  disappear,  and  therefore 

If  we  suppose  that,  in  addition  to  the  surface-density  already 
investigated,  there  is  a  distribution  of  electricity  in  space  according 
to  the  law  just  stated,  the  distribution  of  potential  will  be  repre- 
sented by  the  curves  in  Fig.  XI. 

Now  from  this  figure  it  is  manifest  that  -7?  is  generally  very 

small  except  near  the  boundaries  of  the  plates^  so  that  the  new 
distribution  may  be  approximately  represented  by  what  actually 
exists,  namely  a  certain  superficial  distribution  near  the  edges  of 
the  plates. 

If  therefore  we  integrate  1 1  p  iaidy'  between  the  limits  ^  =  0  and 

IT 

y=z-by  and  from  a?'=— 00  to  or  =  +00,  we  shall  find  the  whole 
additional  charge  on  one  Bide  of  the  plates  due  to  the  curvature. 

Suxce  j3  =  ~"  ^ '  "*  "*^®  ^ 


['pdw-^f' 

•/-CO  •'— « 


dyjr. 


4 IT  H+y  dx'  tf 


Y  . 


i^^'^--^- 


1     1 


(2^-1)-  (35) 


h 


Integ^ting  with  respect  to  /,  we  find 

?/•-,,,,      1       12B  +  B,      2R+B  .    . 

/'«?«'rfy=8-8-^g-log-^^  (86) 

This  is  half  the  total  quantity  of  electricity  which  we  must 
suppose  distributed  in  space  near  the  edge  of  one  of  the  cylindric 
plates  per  unit  of  circumference.  Since  it  is  only  close  to  the  edge 
of  the  plate  that  the  density  is  sensible,  we  may  suppose  it  all 
condensed  on  the  surface  of  the  plate  without  altering  sensibly  its 
action  on  the  opposed  plane  surface,  and  in  calculating  the  attraction 
between  that  surface  and  the  cylindric  surface  we  may  suppose  this 
electricity  to  belong  to  the  cylindric  surfiice. 
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-£ 


If  there  had  been  no  carvatare  the  saperiicial  charge  on  the 
positive  surface  of  the  plate  per  unit  of  length  would  have  been 

Hence,  if  we  add  to  it  the  whole  of  the  above  distribution,  this 
charge  must  be  multiplied  by  the  factor  (l  +  i  ^)  to  get  the  total 

charge  on  the  positive  side. 

*  In  the  case  of  a  disk  of  radius  R  placed  midway  between  two 
infinite  parallel  plates  at  a  distance  B^  we  find  for  the  capacity 
ofthedi«k  5  +  2l2|i5+i5.  (33) 

*  [In  Art.  200,  in  estinu^iing  the  total  space  distribution  we  might  perhaps  more 
correctly  take  for  it  the  integral  ffp1it{fi  +  yO  dx'dt/^  which  gives,  per  unit  ciroum- 

1  J? 

ference  of  the  edge  of  radius  -Bf  —  ;;;  n «  ^^u"  leading  to  the  same  correction  as  in  the 

text.  ^2  B 

The  case  of  the  disk  may  be  treated  in  like  manner  as  follows : 

Let  the  figure  of  Art.  195  revolve  round  a  line  perpendicular  to  the  plates  and  at  a 

distance  +  R  from  the  edge  of  the  middle  one.    That  edge  will  therefore  envelope  a 

circle,  which  will  be  the  edge  of  the  disk.    As  in  Art.  200,  we  begin  with  Poisson*8 

equation,  which  in  this  case  will  be 

We  now  assume  that  F  »  ^,  the  potential  function  of  Art.  195.  We  must  therefore 
suppose  electricity  to  exist  in  the  region  between  the  plates  whose  volume  density  p  is 

_1 l_d^ 

iwR-x'  dx'' 
The  total  amount  is  ^ 

Now  if  iZ  is  large  in  comparison  with  the  distance  between  the  plates  this  result 
wiU  be  seen,  on  an  examination  of  the  potential  lines  in  Fig.  XI,  to  be  sensibly  the 
same  as  £ 

-^,d3fd^\     that  is,  -i»^. 


s:s:. 


The  total  sur&ce  distribution  if  we  include  both  sides  of  the  disk  is 


DteV/=c 
dad 


—  U-iJlog.2  +  ~(log.2-i»+l). 

If.  therefore,  the  volume  distribution  between  the  plates  be  supposed  to  be  concen- 
trated on  the  disk  the  expression  for  the  capacity,  the  difference  of  the  potentials 
of  the  plates  and  <Usk  being  f ,  becMnes 

|!  +  2  i^  JI  + JJ)- 1  (log.2-l#+l)Jf. 
a  result  differing  finom  that  in  the  text  by  j  nearly.] 
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Theory  qfThomsorCs  Ouard^ring, 

201.]  In  some  of  Sir  W.  Thomson's  electrometers,  a  large  plane 
surface  is  kept  at  one  potential,  and  at  a  distance  a  from  this  surface 
is  placed  a  plane  disk  of  radius  R  surrounded  by  a  large  plane  plate 
called  a  Guard-ring  with  a  circular  aperture  of  radius  Bf  concentric 
with  the  disk.     This  disk  and  plate  are  kept  at  potential  zero. 

The  interval  between  the  disk  and  the  guard-plate  may  be 
regarded  as  a  circular  groove  of  infinite  depth,  and  of  breadth 
Sf-^Ry  which  we  denote  by  B. 

The  charge  on  the  disk  due  to  unit  potential  of  the  large  disk, 

supposing  the  density  uniform,  would  be  — j  • 

4  XL 

The  charge  on  one  side  of  a  straight  groove  of  breadth  B  and 
length  L  =27rR,  and  of  infinite  depth,  may  be  estimated  by  the 
number  of  lines  of  force  emanating  from  the  large  disk  and  falling 
upon  the  side  of  the  groove.  Referring  to  Art.  I  dZ  and  footnote 
we  see  that  the  charge  will  therefore  be 

4iro 
,    RB 

since  in  this  case  4>  =  1^  ^  =  0,  and  therefore  b  ssA  +  a. 
But  since  the  groove  is  not  straight,  bat  has  a  radius  of  curvature 

R,  this  must  be  multiplied  by  the  factor  (l  +  J  -j^)  • 
The  whole  charge  on  the  disk  is  therefore 

R       1    RB    i ^      B  \  /««\ 

4-:i  +  *xf7  0  +  2^)  <^^) 

The  value  of  a  cannot  be  greater  than 

— ^^^,  =  0.22 jB  nearly. 
ft 

If  B  is  small  compared  with  either  A  i>x  R  this  expression  will 
give  a  sufficiently  good  approximation  to  the  chai^  on  the  disk 
due  to  unity  of  difference  of  potential.  The  ratio  of  4  to  JZ 
may  have  any  value,  but  the  radii  of  the  large  disk  and  of  the 
guard-ring  must  exceed  R  by  several  multiples  of  A. 
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Example  VII.— Fig.  XII. 

202.]  Helmlioltz,  in  his  memoir  on  discontinuous  fluid  motion  *, 
has  pointed  out  the  application  of  several  formulae  in  which  the 
coordinates  are  expressed  as  functions  of  the  potential  and  its 
conjugate  function. 

One  of  these  may  be  applied  to  the  case  of  an  electrified  plate 
of  finite  size  placed  parallel  to  an  infinite  plane  surface  connected 
with  the  earth. 

Since  x^  =  A4>  and    y^  =  J^, 

and  also  x^  =  Aef^  cos  ^  and    y^  =  Af^  sin  \/^, 

are  conjugate  functions  of  <^  and  i/r,  the  functions  formed  by  adding 
x^  to  0^2  and  y^  to  y<^  will  be  also  conjugate.     Hence,  if 

a7  =  J<^+^^cos^, 

y  =zA\lf-\-A(f^Bin\lr. 

then  X  and  y  will  be  conjugate  with  respect  to  ^  and  yfr,  and  <t>  and 
yjf  will  be  conjugate  with  respect  to  x  and  y. 

Now  let  X  and  y  be  rectangular  coordinates,  and  let  ixl^he  the 
potential,  then  i<f>  will  be  conjugate  to  ^>/r,  ^  being  any  constant. 

Let  us  put  ^  =  w,  then  y  =  Air,  x  =  A  (0—^). 

If  0  varies  from  ~oo  to  0,  and  then  from  0  to  +^)  ^  varies 
from  —00  to  —-4  and  from  —A  to  — oo.  Hence  the  equipotential 
surface^  for  which  >/r  =  ir,  is  a  plane  parallel  to  o^  at  a  distance 
b  :sz  irA  from  the  origin,  and  extending  from  —  oo  to  a?  =  — -4. 

Let  us  consider  a  portion  of  this  plane^  extending  from 

X  =  ~'(A  +  a)  to  «  =  —A  and  from  z  =  0  to  z  =  c, 

let  us  suppose  its  distance  from  the  plane  of  xz  to  he y  =:  b  =  At;, 
and  its  potential  to  be  F=  kyjf  =  hit. 

The  charge  of  electricity  on  the  portion  of  the  plane  considered 
is  found  by  ascertaining  the  values  of  0  at  its  extremities. 

We  have  therefore  to  determine  ^  from  the  equation 
a?  =  — (^  +  fl)  =  .i  (<^— <?*), 
0  will  have  a  negative  value  <f>^  and  a  positive  value  (^^ ;  at  the  edge 
of  the  plane,  where  a?  =  — -4,  0  =  0. 

Hence  the  charge  on  the  one  side  is  —  c^<^iH-47r,  and  that 
on  the  other  side  is  ck<^^-^iiit, 

♦  Konxgl.  Ahad,  der  Widtenschtfien,  zu  Berlin,  April  28, 1868. 
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Both  these  charges  are  positive  and  their  sum  is 

If  we  suppose  that  a  is  large  compared  with  A, 

_         1  +  e 

1>2  =  log{^  +  l  +log  (-^  H-  1  +&c.)j. 

If  we  neglect  the  exponential  terms  in  4>i  we  shall  find  that  the 
charge  on  the  negative  surface  exceeds  that  which  it  would  have 
if  the  superficial  density  had  been  uniform  and  equal  to  that  at  a 
distance  from  the  boundary,  by  a  quantity  equal  to  the  charge  on  a 

strip  of  breadth  A=  -  with  the  uniform  superficial  density, 

IT 

The  total  capacity  of  the  part  of  the  plane  considered  is 

The  total  charge  is  CF,  and  the  attraction  towards  the  infinite 
plane^  whose  equation  is  y  =  0  and  potential  >/r  =  0,  is 

A^ 

^^    ^      ^ir2^  =  r^-^(i  + 1 +  ri+&c. 

Stto*  (         V      ira        A  ) 

The  equipotential  lines  and  lines  of  force  are  given  in  Fig.  XII. 

Example  VIII.     Theory  of  a  Grating  of  Parallel  Wires.  Fig.  XIII. 

203.]  In  many  electrical  instruments  a  wire  grating  is  used  to 
prevent  certain  parts  of  the  apparatus  from  being  electrified  by 
induction.  We  know  that  if  a  conductor  be  entirely  surrounded 
by  a  metallic  vessel  at  the  same  potential  with  itself,  no  electricity 
can  be  induced  on  the  surface  of  the  conductor  by  any  electrified 
body  outside  the  vessel.  The  conductor,  however,  when  completely 
surrounded  by  metal,  cannot  be  seen,  and  therefore,  in  certain  cases, 
an  aperture  is  left  which  is  covered  with  a  grating  of  fine  wire. 
Let  us  investigate  the  eflTect  of  this  grating  in  diminishing  the 
effect  of  electrical  induction.  We  shall  suppose  the  grating  to 
consist  of  a  series  of  parallel  wires  in  one  plane  and  at  equal 
intervals,  the  diameter  of  the  wires  being  small  compared  with  the 
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distance  between  them,  while  the  nearest  portions  of  the  electrified 
bodies  on  the  one  side  and  of  the  protected  conductor  on  the  other 
are  at  distances  from  the  plane  of  the  screen,  which  are  considerable 
compared  with  the  distance  between  consecutive  wires. 

204.]  The  potential  at  a  distance  /  from  the  axis  of  a  straight 
wire  of  infinite  length  charged  with  a  quantity  of  electricity  K  per 
unit  of  length  is  T  =  -  2  \  log  /  -f  C.  (1) 

We  may  express  this  in  terms  of  polar  coordinates  referred  to  an 
axis  whose  distance  from  the  wire  is  unity,  in  which  case  we  must 
make  r"^  =  I  — 2r  cos  O+r^,  (2) 

and  if  we  suppose  that  the  axis  of  reference  is  also  charged  with 
the  linear  density  V,  we  find 

r=-Xlog(I-2rcosd  +  r2)— 2A'logr+a  (3) 

If  we  now  make 

a  ^  ' 

then,  by  the  theory  of  conjugate  functions, 

r=— Xlog  ^1—2^  *  cos htf  *  J  —  2Vlogtf  *  +C7,      (5) 

where  x  and  y  are  rectangular  coordinates,  will  be  the  value  of  the 
potential  due  to  an  infinite  series  of  fine  wires  parallel  to  z  in  the 
plane  of  xz,  and  passing  through  points  in  the  axis  of  x  for  which 
0?  is  a  multiple  of  a. 

Each  of  these  wires  is  charged  with  a  linear  density  A. 

The  term  involving  A'  indicates  an  electrification,  producing  a 

47rA' 
constant  force in  the  direction  of  v. 

a  ^ 

The  forms  of  the  equipotential  surfaces  and  lines  of  force  when 
A' =  0  are  given  in  Fig.  XIII.  The  equipotential  surfaces  near  the 
wires  are  nearly  cylinders,  so  that  we  may  consider  the  solution 
approximately  true,  even  when  the  wires  are  cylinders  of  a  diameter 
which  is  finite  but  small  compared  with  the  distance  between  them. 

The  equipotential  surfaces  at  a  distance  from  the  wires  become 
more  and  more  nearly  planes  parallel  to  that  of  the  grating. 

If  in  the  equation  we  make  ^  =  d^,  a  quantity  large  compared 
with  fl,  we  find  approximately, 

^  =  _il^(A  +  A04-C7  nearly.  (6) 

If  we  next  make  y  =  —  ig*  w^ere  b^  is  a  positive  quantity  large 
compared  with  a,  we  find  approximately. 


V 
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r2  =  -l!^2;^'  +  C  nearly.  (7) 

If  c  is  the  radius  of  the  wires  of  the  grating,  c  being  small 
compared  with  a,  we  may  find  the  potential  of  the  grating  itself 
by  supposing  that  the  surface  of  the  wire  coincides  with  the  equi- 
potential  surface  which  cuts  the  plane  of  xz  at  a  distance  c  from  the 
axis  of  z.  To  find  the  potential  of  the  grating  we  therefore  put 
a  =  Cf  and  y  =  0,  whence 

r=  — 2\log26in— +a  (8) 

205.]  We  have  now  obtained  expressions  representing  the  elec- 
trical state  of  a  system  consisting  of  a  grating  of  wires  whose 
diameter  is  small  compared  with  the  distance  between  them^  and 
two  plane  conducting  surfaces,  one  on  each  side  of  the  grating, 
and  at  distances  which  are  great  compared  with  the  distance 
between  the  wires. 

The  surface-density  (r^  on  the  first  plane  is  got  from  the  equa- 
tion (6)  dK  4v. 

That  on  the  second  plane  <r^  from  the  equation  (7) 

If  we  now  write  a  ,         vc\ 

and  eliminate  k  and  X'from  the  equations  (6),  (7),  (8),  (9),  (10), 
we  find 

4n.,{b,  +  b,+  hh)^V,(l  +  ^)-F,-F^-^.  (12) 

4,ra,(i,+j,+  *^*)=-r,+r,(i+^)-r^.       (13) 

"When  the  wires  are  infinitely  thin,  a  becomes  infinite,  and  the 
terms  in  which  it  is  the  denominator  disappear,  so  that  the  case 
is  reduced  to  that  of  two  parallel  planes  without  a  grating  in- 
terposed. 

If  the  grating  is  in  metallic  communication  with  one  of  the 
planes^  say  the  first,  F=  F^,  and  the  right-hand  side  of  the  equation 
for  (Ti  becomes  y^i—F^.  Hence  the  density  a^  induced  on  the  first 
plane  when  the  grating  is  interposed  is  to  that  which  would  have 
been  induced  on  it  if  the  grating  were  removed^  the  second  plane 

being  maintained  at  the  same  potential,  as  1  to  1  +  — —- 


q(^i  +  ^,) 
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We  should  have  found  the  same  value  for  the  eflfect  of  the  grating 
in  diminishing  the  electrical  influence  of  the  first  surface  on  the 
second^  if  we  had  supposed  the  grating  connected  with  the  second 
surface.  This  is  evident  since  b^  and  b^  enter  into  the  expression 
in  the  same  way.  It  is  also  a  direct  result  of  the  theorem  of 
Art.  88. 

The  induction  of  the  one  electrified  plane  on  the  other  through 
the  grating  is  the  same  as  if  the  grating  were  removed,  and  the 
distance  between  the  planes  increased  from  d^  +  b^  to 

a 
If  the  two  planes  are  kept  at  potential  zero,  and  the  grating 
electrified  to  a  given  potential,  the  quantity  of  electricity  on  the 
grating  will  be  to  that  which  would  be  induced  on  a  plane  of  equal 
area  placed  In  the  same  position  as 

This  investigation  is  approximate  only  when  b^  and  b.^  are  large 
compared  with  a,  and  when  a  is  large  compared  with  c.  The 
quantity  a  is  a  line  which  may  be  of  any  magnitude.  It  becomes 
infinite  when  c  is  indefinitely  diminished. 

If  we  suppose  c  =  i  a  there  will  be  no  apertures  between  the 
wires  of  the  grating,  and  therefore  there  will  be  no  induction 
through  it.  We  ought  therefore  to  have  for  this  case  a  =  0.  The 
formula  (11),  however,  gives  in  this  case 

a  =  -^log,2,         =:-0.11fl^, 

which  is  evidently  erroneous,  as  the  induction  can  never  be  altered 
in  sign  by  means  of  the  grating.  It  is  easy,  however,  to  proceed 
to  a  higher  degree  of  approximation  in  the  case  of  a  grating  of 
cylindrical  wires.     I  shall  merely  indicate  the  steps  of  this  process. 

Method  of  Ajpproximation. 

206.]  Since  the  wires  are  cylindrical,  and  since  the  distribution 
of  electricity  on  each  is  symmetrical  with  respect  to  the  diameter 
parallel  to  y,  the  proper  expansion  of  the  potential  is  of  the  form 

F  =  C;,  log  ^+  2  (7,  f*  cos  iO,  (1 4) 

where  /  is  the  distance  from  the  axis  of  one  of  the  wires,  and  6  the 
angle  between  r  and  y,  and,  since  the  wire  is  a  conductor,  when 
r  is  made  equal  to  the  radius  V  must  be  constant,  and  therefore 
the  coefficient  of  each  of  the  multiple  cosines  of  6  must  vanish. 

VOL.  I.  u 
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For  the  sake  of  conciseness  let  us  assume  new  coordinates  f,  r)^  &c. 
Buch  that 

af  =  2ira?,     arj  ==  2iry,     ap  =  27rr,     a)3  =  2vb,  &c.,       (15) 
and  let  Fp  =  log(^+^  +  c-('»+^)— 2  cosf).  (16) 

Then  if  we  make 

r=4„^+^,^+^^+&c.  (17) 

ty  giving  proper  values  to  the  coefficients  A  we  may  express  any 
potential  which  is  a  function  of  rj  and  cos  f ,  and  does  not  become 
infinite  except  when  i;  +  )8  =  0  and  cos  f  =  1. 

When  /3  =  0  the  expansion  of  F  in  terms  of  p  and  $  is 

i^0=2logp  +  TVP*<^OS2^— y:^p*COS4d  +  8DC.  (18) 

For  finite  values  of  /3  the  expansion  of  F  is 

J'^  =  i8+2log(l-e-^)+i^^pcos^-^^-^^ 

In  the  case  of  the  grating  with  two  conducting  planes  whose 
equations  are  17  =  jS^  and  rj  =  — ^2*  ^^^^^  ^^  ^^^  plane  of  the  grating 
being  17  =  0,  there  will  be  two  infinite  series  of  images  of  the 
grating.  The  first  series  will  consist  of  the  grating  itself  together 
with  an  infinite  series  of  images  on  both  sides^  equal  and  similarly 
electrified.  The  axes  of  these  imaginary  cylinders  lie  in  planes 
whose  equations  are  of  the  form 

17=  ±2«(/3i  +  /3j,  (20) 

n  being  an  integer. 

The  second  series  will  consist  of  an  infinite  series  of  images  for 
which  the  coefficients  Aq,  A.^^  A^,  &c.  are  equal  and  opposite  to  the 
same  quantities  in  the  grating  itself,  while  A^,  A^y  &c.  are  equal 
and  of  the  same  sign.  The  axes  of  these  images  are  in  planes  whose 
equations  are  of  the  form 

1;=  2/33  +  2^(^1 +  /32),  (21) 

m  being  an  integer. 

The  potential  due  to  any  finite  series  of  such  images  will  depend 
on  whether  the  number  of  images  is  odd  or  even.  Hence  the 
potential  due  to  an  infinite  series  is  indeterminate^  but  if  we  add  to 
it  the  function  £r)+C,  the  conditions  of  the  problem  will  be  suffi- 
cient to  determine  the  electrical  distribution. 

We  may  first  determine  Fi  and  Fg,  the  potentials  of  the  two 
conducting  planes,  in  terms  of  the  coefficients  ^,  Ai,  &c.,  and  of 
B  and  C  We  must  then  determine  a^  and  o-g,  the  surface-density 
at  any  point  of  these  planes.  The  mean  values  of  0*1  and  tr^  are 
given  by  the  equations 
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4w«r,  =  ^{A^-S),       4»<r,  =  ^  {A^  +  B.)  (22) 

We  must  then  expand  the  potentials  due  to  the  grating  itself 
and  to  all  the  images  in  terms  of  p  and  cosines  of  multiples  of  ^, 
adding  to  the  result  Bp  cos  O+C. 

The  terms  independent  of  0  then  give  F  the  potential  of  the 
grating,  and  the  coefiScient  of  the  cosine  of  each  multiple  of  6 
equated  to  zero  gives  an  equation  between  the  indeterminate  co- 
efficients. 

In  this  way  as  many  equations  may  be  found  as  are  sufficient 
to  eliminate  all  these  coefficients  and  to  leave  two  equations  to 
determine  a^  and  o-^  in  terms  of  ?^,  ?J,  and  F. 

These  equations  will  be  of  the  form 

;^;-r=  4ir(Ti(ia  +  a-y)  +  47r(r2(a4-y), 
^-^=  47r(ri(a  +  y)  +  47rcr2(*2  +  a-y).  (23) 

The  quantity  of  electricity  induced  on  one  of  the  planes  protected 
by  the  grating,  the  other  plane  being  at  a  given  diflference  of 
potential,  will  be  the  same  as  if  the  plates  had  been  at  a  distance 

a  +  y  ^^  * 

The  values  of  a  and  y  are  approximately  as  follows, 
_  a  C .        a        6  w*c* 

*  ""  2w  (  ^^  2^""  3 '  15a*H-7r*(?* 

+  2(?        «     ll-hT^^+r    «+&ej+&c.},    (24) 

y=jr^.2(  '    \, — ^—tM^^'  (25) 


\1— ^         a  i_^         0/ 


u  a 


CHAPTER  XIII. 


ELECTROSTATIC   INSTRUMENTS. 

On  Electrostatic  InstrumefUs. 

The  instruments  which  we  have  to  consider  at  present  may  be 
divided  into  the  following  classes : 

(1)  Electrical  machines  for  the  production  and  augmentation  of 
electrification. 

(2)  Multipliers,  for  increasing  electrification  in  a  known  ratio. 

(3)  Electrometers,  for  the  measurement  of  electric  potentials  and 
charges. 

(4)  Accumulators,  for  holding  large  electrical  charges. 

Electrical  Machines, 

207.]  In  the  common  electrical  machine  a  plate  or  cylinder  of 
glass  is  made  to  revolve  so  as  to  rub  against  a  surface  of  leather, 
on  which  is  spread  an  amalgam  of  zinc  and  mercury.  The  surface 
of  the  glass  becomes  electrified  positively  and  that  of  the  rubber 
negatively.  As  the  electrified  surface  of  the  glass  moves  away 
from  the  negative  electrification  of  the  rubber  it  acquires  a  high 
positive  potential.  It  then  comes  opposite  to  a  set  of  sharp  metal 
points  in  connexion  with  the  conductor  of  the  m&chine.  The  posi- 
tive electrification  of  the  glass  induces  a  negative  electrification 
of  the  points,  which  is  the  more  intense  the  sharper  the  points 
and  the  nearer  they  are  to  the  glass. 

When  the  machine  works  properly  there  is  a  discharge  through 
the  air  between  the  glass  and  the  points^  the  glass  loses  part  of 
its  positive  clmrge,  which  is  transferred  to  the  points  and  so  to 
the  insulated  prime  conductor  of  the  machine,  and  to  any  other 
body  with  which  it  is  in  electric  communication. 

The  portion  of  the  glass  which  is  advancing  towards  the  rubber 
has  thus  a  smaller  positive  charge  than  that  which  is  leaving  it 
at  the  same  time^  so  that  the  rubber^  and  the  conductors  in  com- 
munication with  it,  become  negatively  electrified. 
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The  highly  positive  sarface  of  the  glass  where  it  leaves  the 
rubber  is  more  attracted  by  the  negative  charge  of  the  rubber  than 
the  partially  discharged  sarface  which  is  advancing  towards  the 
rubber.  The  electrical  forces  therefore  act  as  a  resistance  to  the  force 
employed  iu  turning  the  machine.  The  work  done  in  turning  the 
machine  is  therefore  greater  than  that  spent  in  overcoming  ordinary 
friction  and  other  resistances,  and  the  excess  is  employed  in  pro- 
ducing a  state  of  electrification  whose  energy  is  equivalent  to  this 
excess. 

The  work  done  in  overcoming  friction  is  at  once  converted  into 
heat  in  the  bodies  rubbed  together.  The  electrical  energy  may 
be  also  converted  either  into  mechanical  energy  or  into  heat. 

If  the  machine  does  not  store  up  mechanical  energy,  all  the 
energy  will  be  converted  into  heat,  and  the  only  difference  between 
the  heat  due  to  friction  and  that  due  to  electrical  action  is  that  the 
former  is  generated  at  the  rubbing  surfaces  while  the  latter  may  be 
generated  in  conductors  at  a  distance  *. 

We  have  seen  that  the  electrical  charge  on  the  surface  of  the 
glass  is  attracted  by  the  rubber.  If  this  attraction  were  sufficiently 
intense  there  would  be  a  discharge  between  the  glass  and  the 
rubber,  instead  of  between  the  glass  and  the  collecting  points.  To 
prevent  this,  flaps  of  silk  are  attached  to  the  rubber.  These  become 
negatively  electrified  and  adhere  to  the  glass,  and  so  diminish  the 
potential  near  the  rubber. 

The  potential  therefore  increases  more  gradually  as  the  glass 
moves  away  from  the  rubber,  and  therefore  at  any  one  point  there 
is  less  attraction  of  the  charge  on  the  glass  towards  the  rubber,  and 
consequently  less  danger  of  direct  discharge  to  the  rubber. 

In  some  electrical  machines  the  moving  part  is  of  ebonite  instead 
of  glass,  and  the  rubbers  of  wool  or  fur.  The  rubber  is  then  elec- 
trified positively  and  the  prime  conductor  negatively. 

Tke  Electrophortis  of  Volta. 

208.]  The  electrophorus  consists  of  a  plate  of  resin  or  of  ebonite 
backed  with  metal,  and  a  plate  of  metal  of  the  same  size.  An 
insulating  handle  can  be  st^rewed  to  the  back  of  either  of  these 
plates.   The  ebonite  plate  has  a  metal  pin  which  connects  the  metal 

*  It  is  probable  that  in  many  cases  where  dynamical  energy  is  converted  into  heat 
by  friction,  part  of  the  enei^y  may  be  first  transformed  into  electrical  energy  and 
then  converted  into  heat  as  the  electrical  energy  is  spent  in  maintaining  currents  of 
short  circuit  close  to  the  rubbing  surfaces.  1^  Sir  W.  Thomson,  '  On  tho  Electro- 
dynamic  Qualities  of  Metals.'    Phil,  Trans.,  1856,  p.  650. 
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plate  with  the  metal  back  of  the  ebonite  plate  when  the  two  plates 
are  in  contact. 

The  ebonite  plate  is  electrified  negatively  by  rubbing  it  with 
wool  or  cat's  skin.  The  metal  plate  is  then  brought  near  the 
ebonite  by  means  of  the  insulating  handle.  No  direct  discharge 
passes  between  the  ebonite  and  the  metal  plate,  but  the  potential 
of  the  metal  plate  is  rendered  negative  by  induction,  so  that  when 
it  comes  within  a  certain  distance  of  the  metal  pin  a  spark  passes, 
and  if  the  metal  plate  be  now  carried  to  a  distance  it  is  found 
to  have  a  positive  charge  which  may  be  communicated  to  a  con- 
ductor. The  metal  at  the  back  of  the  ebonite  plate  is  found  to 
have  a  negative  charge  equal  and  opposite  to  the  charge  of  the  metal 
plate. 

In  using  the  instrument  to  charge  a  condenser  or  accumulator 
one  of  the  plates  is  laid  on  a  conductor  in  communication  with 
the  earth,  and  the  other  is  first  laid  on  it,  then  removed  and  applied 
to  the  electrode  of  the  condenser,  then  laid  on  the  fixed  plate  and 
the  process  repeated.  If  the  ebonite  plate  is  fixed  the  condenser 
will  be  charged  positively.  If  the  metal  plate  is  fixed  the  condenser 
will  be  charged  negatively. 

The  work  done  by  the  hand  in  separating  the  plates  is  always 
greater  than  the  work  done  by  the  electrical  attraction  during  the 
approach  of  the  plates,  so  that  the  operation  of  charging  the  con- 
denser involves  the  expenditure  of  work.  Part  of  this  work  is 
accounted  for  by  the  energy  of  the  charged  condenser,  part  is  spent 
in  producing  the  noise  and  heat  of  the  sparks,  and  the  rest  in 
overcoming  other  resistances  to  the  motion. 

On  Machines  jyroducing  Electrification  hy  Mechanical  Wart, 
209.]  In  the  ordinary  frictional  electrical  machine  the  work  done 
in  overcoming  friction  is  far  greater  than  that  done  in  increasing 
the  electrification.  Hence  any  arrangement  by  which  the  elec- 
trification may  be  produced  entirely  by  mechanical  work  against 
the  electrical  forces  is  of  scientific  importance  if  not  of  practical 
value.  The  first  machine  of  this  kind  seems  to  have  been  Nicholson's 
Revolving  Doubler^  described  in  the  Philosoj>hical  Transactions  for 
1788  as  'an  instrument  which  by  the  turning  of  a  Winch  produces 
the  two  states  of  Electricity  without  &iction  or  communication  with 
the  Earth.' 

210.]  It  was  by  means  of  the  revolving  doubler  that  Volta 
succeeded  in  developing  from  the  electrification  of  the  pile  an 
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electrification  capable  of  affecting  his  electrometer.  Instruments 
on  the  same  principle  have  been  invented  independently  by  Mr. 
C.  F.  Varley*  and  Sir  W.  Thomson. 

These  instruments  consist  essentially  of  insulated  conductors  of 
various  forms,  some  fixed  and  others  moveable.  The  moveable 
conductors  are  called  Carriers,  and  the  fixed  ones  may  be  called 
Inductors,  Receivers,  and  Regenerators.  The  inductors  and  receivers 
are  so  formed  that  when  the  carriers  arrive  at  certain  points  in 
their  revolution  they  are  almost  completely  surrounded  by  a  con- 
ducting body.  As  the  inductors  and  receivers  cannot  completely 
surround  the  carrier  and  at  the  same  time  allow  it  to  move  freely 
in  and  out  without  a  complicated  arrangement  of  moveable  pieces, 
the  instrument  is  not  theoretically  perfect  without  a  pair  of  re- 
generators, which  store  up  the  small  amount  of  electricity  which 
the  carriers  retain  when  they  emerge  from  the  receivers. 

For  the  present,  however,  we  may  suppose  the  inductors  and 
receivers  to  surround  the  carrier  completely  when  it  is  within  them, 
in  which  case  the  theory  is  much  simplified. 

We  shall  suppose  the  machine  to  consist  of  two  inductors  A  and 
C,  and  of  two  receivers  £  and  i>,  with  two  carriers  F  and  (?. 

Suppose  the  inductor  A  to  be  positively  electrified  so  that  its 
potential  is  A,  and  that  the  carrier  i^is  within  it  and  is  at  potential 
F,  Then,  if  Q  is  the  coeflicient  of  induction  (taken  positive)  between 
A  and  F,  the  quantity  of  electricity  on  the  carrier  will  be  Q  {F—A). 

If  the  carrier,  while  within  the  inductor,  is  put  in  connexion  with 
the  earth,  then  jP=  0,  and  the  charge  on  the  carrier  will  be  —QA^ 
a  negative  quantity.  Let  the  carrier  be  carried  round  till  it  is 
within  the  receiver  £,  and  let  it  then  come  in  contact  with  a  spring 
so  as  to  be  in  electrical  connexion  with  £,  It  will  then,  as  was 
shewn  in  Art.  32,  become  completely  discharged,  and  will  com- 
municate its  whole  negative  charge  to  the  receiver  B. 

The  carrier  will  next  enter  the  inductor  C,  which  we  shall  suppose 
charged  negatively.  While  within  C  it  is  put  in  connexion  with 
the  earth  and  thus  acquires  a  positive  charge,  which  it  carries  off 
and  communicates  to  the  receiver  J9,  and  so  on. 

In  this  way,  if  the  potentials  of  the  inductors  remain  always 
constant,  the  receivers  £  and  D  receive  successive  charges,  which 
are  the  same  for  every  revolution  of  the  carrier,  and  thus  every 
revolution  produces  an  equal  increment  of  electricity  in  the  re- 
ceivers. 

*  Spedfication  of  Patent,  Jan.  27, 1860,  No.  206. 
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But  by  putting  the  inductor  A  in  communication  with  the  re- 
ceiver D,  and  the  inductor  C  with  the  receiver  J,  the  potentials 
of  the  inducto's  will  be  continually  increased,  and  the  quantity 
of  electricity  c6mmumcated  to  the  receivers  in  each  revolution  will 
continually  increase. 

For  instance,  let  the  potential  of  A  and  D  be  U^  and  that  of  B 
and  C,  F,  then,  since  the  potential  of  the  carrier  is  zero  when 
it  is  within  -4,  being  in  contact  with  earth,  its  charge  is  ;?  =  —  Qfc". 
The  carrier  enters  B  with  this  charge  and  communicates  it  to  ^. 
If  the  capacity  of  B  and  C  is  B,  their  potential  will  be  changed 

from  r  tor- J- E^. 

If  the  other  carrier  has  at  the  same  time  carried  a  charge  —QV 

from  C  to  D,  it  will  change  the  potential  of  A  and  I)  from  U  to 

(y       , 
I/"—  -^  F,  if  Q'  is  the  coefficient  of  induction  l)etween  the  carrier 
A 

and  (7,  and  A  the  capacity  of  A  and  JD.     If,  therefore,  U^  and  F, 

be  the  potentials  of  the  two  inductors  after  n  half  revolutions,  and 

[/,+,  and  F,^.j  after  «+  1  half  revolutions^ 

If  we  write  »2  -=  -^  and  ^^  =  -y-  >  we  find 
IS  A 

pU,^x-qK^.  =  (pUn-qK)  (1  +pq)  =  (pUo-q^{i  +pq)'*\ 

Hence 

Un=   t^o((i-/'?)"+(i4w)-)+|ro((i-i^)--(i +;,?)-), 

-  ^'  =f^o((l -/?)"-(! +i'?)-)  +  ro({l-pq)'  +  (l  +pqr). 

It  appears  from  these  equations  that  the  quantity  joI/'+yF  con- 
tinually diminishes,  so  that  whatever  be  the  initial  state  of  elec- 
trification the  receivers  are  ultimately  oppositely  electrified,  so  that 
the  potentials  of  A  and  B  are  in  the  ratio  of/?  to  —  j. 

On  the  other  hand,  the  quantity  pU—qV  continually  increases^ 
so  that,  however  little  pUm^y  exceed  or  fall  short  of  qFsi  first, 
the  difierence  will  be  increased  in  a  geometrical  ratio   in  each 
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revolution  till  the  electromotive  forces  become  so  great  that  the 
insulation  of  the  apparatus  is  overcome. 

Instruments  of  this  kind  ma}''  be  used  for  various  purposes. 

For  producing  a  copious  supply  of  electricity  at  a  high  potential, 
as  is  done  by  means  of  Mr.  Varley^s  large  machine. 

For  adjusting  the  charge  of  a  condenser,  as  in  the  case  of 
Thomson^s  electrometer,  the  charge  of  which  can  be  increased  or 
diminished  by  a  few  turns  of  a  very  small  machine  of  this  kind, 
which  is  then  called  a  Replenisher. 

For  multiplying  small  differences  of  potential.  The  inductors 
may  be  charged  at  first  to  an  exceedingly  small  potential,  as,  for 
instance,  that  due  to  a  thermo-electric  pair,  then,  by  turning  the 
machine,  the  difference  of  potentials  may  be  continually  multiplied 
till  it  becomes  capable  of  measurement  by  an  ordinary  electrometer. 
By  determining  by  experiment  the  ratio  of  increase  of  this  difference 
due  to  each  turn  of  the  machine,  the  original  electromotive  force 
with  which  the  inductors  were  charged  may  be  deduced  from  the 
number  of  turns  and  the  final  electrification. 

In  most  of  these  instruments  the  carriers  are  made  to  revolve 
about  an  axis  and  to  come  into  the  proper  positions  with  respect 
to  the  inductors  by  turning  an  axle.  The  connexions  are  made  by 
means  of  springs  so  placed  that  the  carriers  come  in  contact  with 
them  at  the  proper  instants. 

211.]  Sir  W.  Thomson  *,  however,  has  constructed  a  machine  for 
multiplying  electrical  charges  in  which  the  carriers  are  drops  of 
water  falling  out  of  the  inside  of  an  inductor  into  an  insulated 
receiver.  The  receiver  is  thus  continually  supplied  with  electricity 
of  opposite  sign  to  that  of  the  inductor.  If  the  inductor  is  electrified 
positively,  the  receiver  will  receive  a  continually  increasing  charge 
of  negative  electricity. 

The  water  is  made  to  escape  from  the  receiver  by  means  of  a 
funnel,  the  nozzle  of  which  is  almost  surrounded  by  the  metal  of 
the  receiver.  The  drops  falling  from  this  nozzle  are  therefore 
nearly  free  from  electrification.  Another  inductor  and  receiver  of 
the  same  construction  are  arranged  so  that  the  inductor  of  the 
one  system  is  in  connexion  with  the  receiver  of  the  other.  The 
rate  of  increase  of  charge  of  the  receivers  is  thus  no  longer  constant, 
but  increases  in  a  geometrical  progression  with  the  time,  the 
charges  of  the  two  receivers  being  of  opposite  sig^s.  This  increase 
goes  on  till  the  falling  drops  are  so  diverted  from  their  course  by 
•  Proe,  R.  8.,  June  20,  1867. 
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the  electrical  action  that  they  fall  outside  of  the  receiver  or  even 
strike  the  inductor. 

In  this  instrument  the  energy  of  the  electrification  is  drawn 
from  that  of  the  falling  drops. 

212.]  Several  other  electrical  machines  have  been  constructed 
in  which  the  principle  of  electric  induction  is  employed.  Of  these 
the  most  remarkable  is  that  of  Holtz,  in  which  the  carrier  is  a  glass 
plate  varnished  with  gum-lac  and  the  inductors  are  pieces  of 
pasteboard.  Sparks  are  prevented  from  passing  between  the  parts 
of  the  apparatus  by  means  of  two  glass  plates^  one  on  each  side 
of  the  revolving  carrier  plate.  This  machine  is  found  to  be  very 
effective,  and  not  to  be  much  affected  by  the  state  of  the  atmo-^ 
sphere.  The  principle  is  the  same  as  in  the  revolving  doubler  and 
the  instruments  developed  out  of  the  same  idea,  but  as  the  carrier 
is  an  insulating  plate  and  the  inductors  are  imperfect  conductors, 
the  complete  explanation  of  the  action  is  more  difficult  than  in 
the  case  where  the  carriers  are  good  conductors  of  known  form 
and  are  charged  and  discharged  at  definite  points. 

213.]   In  the  electrical  machines  already  described  sparks  occur 

whenever  the  carrier  comes  in 
contact  with  a  conductor  at  a 
different  potential  from  its 
own. 

Now  we  have  shewn  that 
whenever  this  occurs  there  is 
a  loss  of  energy,  and  therefore 
the  whole  work  employed  in 
turning  the  machine  is  not  con- 
verted into  electrification  in  an 
available  form,  but  part  is  spent 
*^    f^  in  producing  the  heat  and  noise 

of  electric  sparks. 
I  have  therefore  thought  it  desirable  to  shew  how  an  electrical 
machine  may  be  constructed  which  is  not  subject  to  this  loss  of 
efficiency.  I  do  not  propose  it  as  a  useful  form  of  machine,  but 
as  an  example  of  the  method  by  which  the  contrivance  called  in 
heat-engines  a  regenerator  may  be  applied  to  an  electrical  machine 
to  prevent  loss  of  work. 

In  the  figure  let  J,  B^  C,  -4',  ^,  Cf  represent  hollow  fixed 
conductors,  so  arranged  that  the  carrier  P  passes  in  succession 
within  each  of  them.     Of  these  A^  A  and  B^  B  nearlv  surround  the 


213.]  MACHINE   WITHOUT   SPAKKS.  299 

carrier  when  it  is  at  the  middle  point  of  its  passage,  but  C,  (f  do  not 
cover  it  so  much. 

We  shall  suppose  J,  -B,  C  to  be  connected  with  a  Leyden  jar 
of  great  capacity  at  potential  F,  and  A\  -B',  C  to  be  connected  with 
another  jar  at  potential  —  V\ 

P  is  one  of  the  carriers  moving  iu  a  circle  from  A  to  C\  &c., 
and  touching  in  its  course  certain  springs,  of  which  a  and  a'  are 
connected  with  A  and  A'  respectively,  and  e,  e'  are  connected  with 
the  earth. 

Let  us  suppose  that  when  the  carrier  P  is  in  the  middle  of  A 
the  coefficient  of  induction  between  P  and  ^  is  —A.  The  capacity 
of  P  in  this  position  is  greater  than  A^  since  it  is  not  completely 
surrounded  by  the  receiver  A.     Let  it  be  J  +flf. 

Then  if  the  potential  of  P  is  U^  and  that  of  -4,  F,  the  charge 
onPwillbe(^  +  fl)?7-^r. 

Now  let  P  be  in  contact  with  the  spring  a  when  in  the  middle 
of  the  receiver  A,  then  the  potential  of  P  is  F,  the  same  as  that 
of  A^  and  its  charge  is  therefore  aV, 

If  P  now  leaves  the  spring  a  it  carries  with  it  the  charge  aV. 
As  P  leaves  A  its  potential  diminishes,  and  it  diminishes  still  more 
when  it  comes  within  the  influence  of  C\  which  is  negatively 
electrified. 

If  when  P  comes  within  C  its  coefficient  of  induction  on  C  is 
—  C,  and  its  capacity  is  C  +  c^,  then,  if  V  is  the  potential  of  P 
the  charge  on  P  is 

If  cr'^av, 

then  at  this  point  V  the  potential  of  P  will  be  reduced  to  zero. 

Let  P  at  this  point  come  in  contact  with  the  spring  /  which  is 
connected  with  the  earth.  Since  the  potential  of  P  is  equal  to  that 
of  the  spring  there  will  be  no  spark  at  contact. 

This  conductor  C\  by  which  the  carrier  is  enabled  to  be  connected 
to  earth  without  a  spark,  answers  to  the  contrivance  called  a 
regenerator  in  heat-engines.  We  shall  therefore  call  it  a  Re- 
generator. 

Now  let  P  move  on,  still  in  contact  with  the  earth-spring  e\  till 
it  comes  into  the  middle  of  the  inductor  P,  the  potential  of  which 
is  V^  If  —jB  is  the  coefficient  of  induction  between  P  and  B  at 
this  point,  then,  since  £/"=  0  the  charge  on  P  will  be  ^BV. 

When  P  moves  away  from  the  earth-spring  it  carries  this  charge 
with  it.    As  it  moves  out  of  the  'X)8itive  inductor  B  towards  the 
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negative  receiver  A'  its  potential  will  be  increasingly  negative.    At 
the  middle  of  J',  if  it  retained  its  charge,  its  potential  would  be 

A'  +  a'  ' 
and  if -Br  is  greater  than  aT'  its  numerical  value  will  be  greater 
than  that  of  F\  Hence  there  is  some  point  before  P  reaches  the 
middle  of  A^  where  its  potential  is  —  F\  At  this  point  let  it  come 
in  contact  with  the  negative  receiver- spring  a\  There  will  be  no 
spark  since  the  two  bodies  are  at  the  same  potential.  Let  P  move 
on  to  the  middle  of  A\  still  in  contact  with  the  spring,  and  therefore 
at  the  same  potential  with  A\  During  this  motion  it  communicates 
a  negative  charge  to  A\  At  the  middle  of  A^  it  leaves  the  spring 
and  carries  away  a  charge  -—a'V  towards  the  positive  regenerator 
(7,  where  its  potential  is  reduced  to  zero  and  it  touches  the  earth- 
spring  e.  It  then  slides  along  the  earth-spring  into  the  negative 
inductor  ^,  during  which  motion  it  acquires  a  positive  charge  P^V 
which  it  finally  communicates  to  the  positive  receiver  A^  and  the 
cycle  of  operations  is  repeated. 

During  this  cycle  the  positive  receiver  has  lost  a  charge  aFand 
gained  a  charge  P^V\  Hence  the  total  gain  of  positive  electricity 
is  SV'-^aV. 

Similarly  the  total  gain  of  negative  electricity  is  BY—a'Y'. 

By  making  the  inductors  so  as  to  be  as  close  to  the  surface  of 
the  carrier  as  is  consistent  with  insulation,  B  and  B^  may  be  made 
large,  and  by  making  the  receivers  so  as  nearly  to  surround  the 
carrier  when  it  is  within  them,  a  and  a'  may  be  made  very  small, 
and  then  the  charges  of  both  the  Leyden  jars  will  be  increased  in 
every  revolution. 

The  conditions  to  be  fulfilled  by  the  regenerators  are 
ar^aV,    and     CT^aT. 

Since  a  and  a'  are  small  the  regenerators  do  not  require  to  be 
either  large  or  very  close  to  the  carriers. 

On  Electrometers  and  Electroscopes* 
214.]  An  electrometer  is  an  instrument  by  means  of  which 
electrical  charges  or  electrical  potentials  may  be  measured.  In- 
struments by  means  of  which  the  existence  of  electric  charges  or 
of  differences  of  potential  may  be  indicated^  but  which  are  not 
capable  of  affording  numerical  measures,  are  called  Electroscopes. 

An  electroscope  if  sufficiently  sensitive  may  be  used  in  electrical 
measurements,  provided  we  can  make  the  measurement  depend  on 
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the  absence  of  electrification.  For  instance,  if  we  have  two  charged 
bodies  A  and  B  we  may  use  the  method  described  in  Chapter  I  to 
determine  which  body  has  the  greater  charge.  Let  the  body  A 
be  carried  by  an  insulating  support  into  the  interior  of  an  insulated 
closed  vessel  C.  Let  C  be  connected  to  earth  and  again  insulated. 
There  will  then  be  no  external  electrification  on  C.  Now  let  A 
be  removed,  and  B  introduced  into  the  interior  of  C,  and  the  elec- 
trification of  C  tested  by  an  electroscope.  If  the  charge  of  B  is 
equal  to  that  of  A  there  will  be  no  electrification,  but  if  it  is  greater 
or  less  there  will  be  electrification  of  the  same  kind  as  that  of  B^  or 
the  opposite  kind. 

Methods  of  this  kind,  in  which  the  thing  to  be  observed  is  the 
non-existence  of  some  phenomenon,  are  called  null  or  zero  methods. 
They  require  only  an  instrument  capable  of  detecting  the  existence 
of  the  phenomenon. 

In  another  class  of  instruments  for  the  registration  of  phe- 
nomena the  instruments  may  be  depended  upon  to  g^ve  always  the 
same  indication  for  the  same  value  of  the  quantity  to  be  registered, 
but  the  readings  of  the  scale  of  the  instrument  are  not  proportional 
to  the  values  of  the  quantity,  and  the  relation  between  these 
readings  and  the  corresponding  value  is  unknown,  except  that  the 
one  is  some  continuous  function  of  the  other.  Several  electrometers 
depending  on  the  mutual  repulsion  of  parts  of  the  instrument 
which  are  similarly  electrified  are  of  this  class.  The  use  of  such 
instruments  is  to  register  phenomena,  not  to  measure  them.  Instead 
of  the  true  values  of  the  quantity  to  be  measured,  a  series  of 
numbers  is  obtained^  which  may  be  used  afterwards  to  determine 
these  values  when  the  scale  of  the  instrument  has  been  properly 
investigated  and  tabulated. 

In  a  still  higher  class  of  instruments  the  scale  readingfs  are 
proportional  to  the  quantity  to  be  measured,  so  that  all  that  is 
required  for  the  complete  measurement  of  the  quantity  is  a  know- 
ledge of  the  coefiicient  by  which  the  scale  readings  must  be 
multiplied  to  obtain  the  true  value  of  the  quantity. 

Instruments  so  constructed  that  they  contain  within  themselves 
the  means  of  independently  determining  the  true  values  of  quan- 
tities are  called  Absolute  Instruments. 

Coulomh's  Torsion  Balance, 
215.]   A  great  number  of  the  experiments  by  which  Coulomb 
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established  the  fundamental  laws  of  electricity  were  made  hy  mea- 
suring the  force  between  two  small  spheres  charged  with  electricity, 
one  of  which  was  fixed  while  the  other  was  held  in  equilibrium  by 
two  forces,  the  electrical  action  between  the  spheres,  and  the 
torsional  elasticity  of  a  glass  fibre  or  metal  wire.     See  Art.  38. 

The  balance  of  torsion  consists  of  a  horizontal  arm  of  gum-lac, 
suspended  by  a  fine  wire  or  glass  fibre^  and  carrying  at  one  end  a 
little  sphere  of  elder  pith,  smoothly  gilt.  The  suspension  wire  is 
fastened  above  to  the  vertical  axis  of  an  arm  which  can  be  moved 
round  a  horizontal  graduated  circle,  so  as  to  twist  the  upper  end 
of  the  wire  about  its  own  axis  any  number  of  degrees. 

The  whole  of  this  apparatus  is  enclosed  in  a  case.  Another  little 
sphere  is  so  mounted  on  an  insulating  stem  that  it  can  be  charged 
and  introduced  into  the  case  through  a  hole,  and  brought  so  that 
its  centre  coincides  with  a  definite  point  in  the  horizontal  circle 
described  by  the  suspended  sphere.  The  position  of  the  suspended 
sphere  is  ascertained  by  means  of  a  graduated  circle  engraved  on 
the  cylindrical  glass  case  of  the  instrument. 

Now  suppose  both  spheres  charged,  and  the  suspended  sphere 
in  equilibrium  in  a  known  position  such  that  the  torsion-arm  makes 
an  angle  0  with  the  radius  through  the  centre  of  the  fixed  sphere. 
The  distance  of  the  centres  is  then  2  a  sin  i^,  where  a  is  the  radius 
of  the  torsion-arm,  and  if  F  is  the  force  between  the  spheres  the 
moment  of  this  force  about  the  axis  of  torsion  is  Fa  cob  \  0. 

Let  both  spheres  be  completely  discharged,  and  let  the  torsion* 
arm  now  be  in  equilibrium  at  an  angle  <^  with  the  radius  through 
the  fixed  sphere. 

Then  the  angle  through  which  the  electrical  force  twisted  the 
torsion-arm  must  have  been  ^— <^,  and  if  Jf  is  the  moment  of 
the  torsional  elasticity  of  the  fibre,  we  shall  have  the  equation 

FaQo&ie^M{e--<l>). 

Hence^  if  we  can  ascertain  M,  we  can  determine  F^  the  actual 
force  between  the  spheres  at  the  distance  2  a  sin  ^0. 

To  find  M,  the  moment  of  torsion,  let  7  be  the  moment  of  inertia 
of  the  torsion-arm,  and  T  the  time  of  a  double  vibration  of  the  arm 
under  the  action  of  the  torsional  elasticity,  then 

In  all  electrometers  it  is  of  the  greatest  importance  to  know 
what  force  we  are  measuring.     The  force  acting  on  the  suspended 
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sphere  is  due  partly  to  the  direct  action  of  the  fixed  sphere,  but 
partly  also  to  the  electrification^  if  any,  of  the  sides  of  the  ease. 

If  the  case  is  made  of  glass  it  is  impossible  to  determine  the 
electrification  of  its  surface  otherwise  than  by  very  difficult  mea- 
surements at  every  point.  If,  however,  either  the  case  is  made 
of  metal^  or  if  a  metallic  case  which  almost  completely  encloses  the 
apparatus  is  placed  as  a  screen  between  the  spheres  and  the  glass 
case,  the  electrification  of  the  inside  of  the  metal  screen  will  depend 
entirely  on  that  of  the  spheres,  and  the  electrification  of  the  glass 
case  will  have  no  influence  on  the  spheres.  In  this  way  we  may 
avoid  any  indefiniteness  due  to  the  action  of  the  case. 

To  illustrate  this  by  an  example  in  which  we  can  calculate  all 
'the  effects,  let  us  suppose  that  the  case  is  a  sphere  of  radius  b, 
that  the  centre  of  motion  of  the  torsion-arm  coincides  with  the 
centre  of  the  sphere  and  that  its  radius  is  a ;  that  the  charges  on 
the  two  spheres  are  E^  and  ^,  and  that  the  angle  between  their 
positions  is  $ ;  that  the  fixed  sphere  is  at  a  distance  a^  from  the 
centre,  and  that  r  is  the  distance  between  the  two  small  spheres. 

Neglecting  for  the  present  the  effect  of  induction  on  the  dis- 
tribution of  electricity  on  the  small  spheres,  the  force  between 
them  will  be  a  repulsion 

=  -^' 

and  the  moment  of  this  force  round  a  vertical  axis  through  the 
centre  will  be 

EEiaa^sinO 


The  image  of  JE^i  due  to  the  spherical  surface  of  the  case  is  a  point 

in  the  same  radius  at  a  distance  —  with  a  charge  —  ^^  — ,  and  the 

moment  of  the  attraction  between  £  and  this  image  about  the  axis 
of  suspension  is 


EEj 


=  JF^i 


,               a  —  sin  ^ 
M«2_2  —  cos^  +  — ^r 
aaj^  sin  0 


If  6y  the  radium  of  the  spherical  ca«e,  is  large  compared  with  a 
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and  ^1,  the  distances  of  the  spheres  from  the  centre,  we  may  neglect 
the  second  and  third  terms  of  the  factor  in  the  denominator.  The 
whole  moment  tending  to  turn  the  torsion-arm  may  then  be  written 

EE^aa,  sin  0 11.  _  ^|  =  if  (tf-,^). 


Electrometers  for  the  Measurement  of  Potentials. 

216.]  In  all  electrometers  the  moveable  part  is  a  body  charg^ed 
with  electricity,  apd  its  potential  is  different  from  that  of  certain 
of  the  fixed  parts  round  it.  When,  as  in  Coulomb's  method,  an 
insulated  body  having  a  certain  charge  is  used,  it  is  the  charge 
which  is  the  direct  object  of  measurement.  We  may,  however, 
connect  the  balls  of  Coulomb's  electrometer,  by  means  of  fine  wires, 
with  different  conductors.  The  charges  of  the  balls  will  then 
depend  on  the  values  of  the  potentials  of  these  conductors  and  on 
the  potential  of  the  case  of  the  instrurhent.  The  charge  on  each 
ball  will  be  approximately  equal  to  its  radius  multiplied  by  the 
excess  of  its  potential  over  that  of  the  case  of  the  instrument, 
provided  the  radii  of  the  balls  are  small  compared  with  their 
distances  from  each  other  and  from  the  sides  or  opening  of  the 
case. 

Coulomb's  form  of  apparatus,  however,  is  not  well  adapted  for 
measurements  of  this  kind,  owing  to  the  smallness  of  the  force 
between  spheres  at  the  proper  distances  when  the  difference  of  po- 
tentials is  small.  A  more  convenient  form  is  that  of  the  Attracted 
Disk  Electrometer.  The  first  electrometers  on  this  principle  were 
constructed  by  Sir  W.  Snow  Harris*.  They  have  since  been 
brought  to  great  perfection,  both  in  theory  and  construction,  by 
Sir  W.  Thomson  f. 

When  two  disks  at  different  potentials  are  brought  face  to  &ce 
with  a  small  interval  between  them  there  will  be  a  nearly  uniform 
electrification  on  the  opposite  faces  and  very  little  electrification 
on  the  backs  of  the  disks,  provided  there  are  no  other  conductors 
or  electrified  bodies  in  the  neighbourhood.  The  charge  on  the 
positive  disk  will  be  approximately  proportional  to  its  area,  and  to 
the  difference  of  potentials  of  the  disks,  and  inversely  as  the  distance 
between  them.     Hence,  by  making  the  areas  of  the  disks  large 

♦  PhU.  Trant.  1834. 

t  See  an  excellent  report  on  Electrometen  by  Sir  W.  Thcpson.    Report  of  the 
British  Asfociatumt  Dundee,  1867. 
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and  the  distance  between  them  small,  a  small  difference  of  potential 
may  give  rise  to  a  measurable  force  of  attraction. 

The  mathematical  theory  of  the  distribution  of  electricity  over 
two  disks  thus  arximged  is  given  at  Art.  202,  but  since  it  is  im« 
possible  to  make  the  case  of  the  apparatus  so  large  that  we  may 
suppose  the  disks  insulated  in  an  infinite  spaoe^  the  indications  of 
the  instrument  in  this  form  are  not  easily  interpreted  numerically. 

217.]  The  addition  of  the  guard-ring  to  the  attracted  disk  is  one 
of  the  chief  improvements  which  Sir  W.  Thomson  has  made  on  the 
apparatus. 

Instead  of  suspending  the  whole  of  one  of  the  disks  and  determ- 
ining the  force  acting  upon  it^  a  central  portion  of  the  disk  is 
separated  from  the  rest  to  form  the  attracted  disk,  and  the  outer 
ring  forming  the  remainder  of  the  disk  is  fized«  In  this  way  the 
force  is  measured  only  on  that  part  of  the  disk  where  it  is  most 
regular,  and  the  want  of  uniformity  of  the  electrification  near  the 


covtntHPoitt 


Fig.  19. 

edge  is  of  no  importance,  as  it  occurs  on  the  guard-ring  and  not 
on  the  suspended  part  of  the  disk. 

Besides  this,  by  connecting  the  guard-ring  with  a  metal  case 
surrounding  the  back  of  the  attracted  disk  and  all  its  suspending 
apparatus,  the  electrification  of  the  back  of  the  disk  is  rendered 

VOL.  I.  X 
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impossible,  for  it  i»  part  of  the  inner  sarfaoe  of  a  closed  hollow 
conductor  all  at  the  same  potential. 

Thomson's  Absolute  Electrometer  therefore  consists  essentially 
of  two  parallel  plates  at  different  potentials,  one  of  which  is  made 
so  that  a  certain  area,  no  part  of  which  is  near  the  edge  of  the 
plate,  is  moveable  nnder  the  action  of  electric  force.  To  fix  our 
ideas  we  may  sappose  the  attracted  disk  and  g\uird-ring  uppermost. 
The  fixed  disk  is  horizontal,  and  is  mounted  on  an  insulating  stem 
which  has  a  measurable  vertical  motion  given  to  it  by  means  of 
a  micrometer  screw.  The  guard-ring  is  at  least  as  large  as  the 
fixed  difik ;  its  lower  surface  is  truly  plane  and  parallel  to  the  fixed 
disk.  A  delicate  balance  is  erected  on  the  guard-ring  to  which 
is  suspended  a  light  moveable  disk  which  almost  fills  the  circular 
aperture  in  the  guard-ring  without  rubbing  against  its  sides.  The 
lower  surface  of  the  suspended  disk  must  be  truly  plane,  and  we 
must  have  the  means  of  knowing  when  its  plane  coincides  with  that 
of  the  lower  surface  of  the  guard-ring,  so  as  to  form  a  single  plane 
interrupted  only  by  the  narrow  interval  between  the  disk  and  its 
guard-ring. 

For  this  purpose  the  lower  disk  is  screwed  up  till  it  is  in  contact 
with  the  guard-ring,  and  the  suspended  disk  is  allowed  to  rest 
upon  the  lower  disk,  so  that  its  lower  surface  is  in  the  same  plane 
as  that  of  the  guard-ring.  Its  position  with  respect  to  the  guard- 
ring  is  then  ascertained  by  means  of  a  system  of  fiducial  marks. 
Sir  W.  Thomson  generally  uses  for  this  purpose  a  black  hair 
attached  to  the  moveable  part.  This  hair  moves  up  or  down  just 
in  front  of  two  black  dots  on  a  white  enamelled  ground  and  is 
viewed  along  with  these  dots  by  means  of  a  piano  convex  lens  with 
the  plane  side  next  the  eye.  If  the  hair  as  seen  through  the  lens 
appears  straight  and  bisects  the  interval  between  the  black  dot<s 
it  is  said  to  be  in  its  sighted  position,  and  indicates  that  the  sus- 
pended disk  with  which  it  moves  is  in  its  proper  position  as  regards 
height.  The  horizontality  of  the  suspended  disk  may  be  tested  by 
comparing  the  reflexion  of  part  of  any  object  from  its  upper  surface 
with  that  of  the  remainder  of  the  same  object  from  the  upper 
surface  of  the  guard-ring. 

The  balance  is  then  arranged  so  that  when  a  known  weight  is 
placed  on  the  centre  of  the  suspended  disk  it  is  in  equilibrium 
in  its  sighted  position,  the  whole  apparatus  being  freed  from 
electrification  by  putting  every  part  in  metallic  communication. 
A.metad  case  is  placed  over  the  guard-ring  so  as  to  enclose  the 
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balance  and  sutspended  disk,  sufficient  apertures  being  left  to  see 
tbe  fiducial  marks. 

The  guard-ring,  case,  and  suspended  disk  are  all  in  metallic 
communication  with  each  other,  but  are  insulated  from  the  other 
parts  of  the  apparatus. 

Now  let  it  be  required  to  measure  the  difference  of  potentials 
of  two  conductors.  The  conductors  are  put  in  communication  with 
the  upper  and  lower  disks  respectively  by  means  of  wires,  the 
weight  is  taken  off  the  suspended  disk,  and  the  lower  disk  is 
moved  up  by  means  of  the  micrometer  screw  till  the  electrical 
attraction  brings  the  suspended  disk  down  to  its  sighted  position. 
We  then  know  that  the  attraction  between  the  disks  is  equal  to 
the  weight  which  brought  the  disk  to  its  sighted  position. 

If  ^  be  the  numerical  value  of  the  weighty  and  g  the  force  of 
gravity,  the  force  is  Wg^  and  if  A  is  the  area  of  the  suspended 
disk,  B  the  distance  between  the  disks,  and  V  the  difference  of  the 
potentials  of  the  disks  ^y 

*  Let  U8  denote  the  radius  of  the  suBpended  disk  by  R,  and  that  of  the  aperture 
of  the  guard-ring  by  R,  then  the  breadth  of  the  annular  interyal  between  the 
disk  and  the  ring  wiU  be  B^R-  B, 

If  the  distance  between  the  suspended  disk  and  the  large  fixed  disk  is  D,  and 
the  difierence  of  potentials  between  these  disks  is  V,  then,  by  the  investigation  in 
Art.  201,  the  quantity  of  electricity  on  the  suspended  disk  will  be 

^      '^l     82)  8i)     D  +  o$' 

where        a -5^^,    or    o  «  0.220636 (JB'-iZ). 

If  the  surface  of  the  guard-ring  is  not  exactly  in  the  plane  of  the  surface  of 
the  suspended  disk,  let  us  suppose  that  the  distance  between  the  fixed  diek  and 
the  guard  ring  is  not  D  but  D  +  Z'^J/,  then  it  appears  from  the  investigation  in 
Art.  225  that  there  will  be  an  additional  charge  of  electricity .  near  the  edge  of 
the  disk  on  account  of  its  height  z  above  the  general  surface  of  the  guard-ring. 
The  whole  charge  in  this  case  is  therefore,  approximately, 

and  in  the  expression  for  the  attraction  we  must  substitute  for  A,  the  area  of  the 
disk,  the  corrected  quantity 

where      R  »  radius  of  suspended  disk, 

R^  radius  of  aperture  in  the  guard-ring, 
D  »  distance  between  fixed  and  suspended  disks, 
J>'«  distance  between  fixed  disk  and  guard-ring, 
a  -  0.220685  (^-ii). 
When  a  is  small  compared  with  D  we  may  neglect  the  second  term,  and  when 
jy—J)  18  small  we  may  neglect  the  last  term. 

X  2 
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If  the  suspended  disk  is  circular,  of  radius  B^  and  if  the  radius  of 
the  aperture  of  the  guard-ring  is  R^  then 

4  =  i^(5«+2i'«),  and  r=  42)^^1^. 

218.]  Since  there  is  alwajrs  some  uncertainty  in  determining  the 
micrometer  reading  corresponding  to  i)  =  0,  and  since  any  error 
in  the  position  of  the  suspended  disk  is  most  important  when  D 
is  small,  Sir  W,  Thomson  prefers  to  make  all  his  measurements 
depend  on  differences  of  the  electromotive  force  F.  Thus,  if  Fand 
V*  are  two  potentials,  and  D  and  1/  the  corresponding  distances^ 


r_r'=(2>-i)')/y^/^^. 


For  instance,  in  order  to  measure  the  electromotive  force  of  a 
galvanic  battery,  two  electrometers  are  used. 

By  means  of  a  condenser,  kept  charged  if  necessary  by  a  re-^ 
plenisher,  the  lower  disk  of  the  principal  electrometer  is  maintained 
at  a  constant  potential.  This  is  tested  by  connecting  the  lower 
disk  of  the  principal  electrometer  with  the  lower  disk  of  a  secondary 
electrometer,  the  suspended  disk  of  which  is  connected  with  the 
earth.  The  distance  between  the  disks  of  the  secondary  elec- 
trometer and  the  force  required  to  bring  the  suspended  disk  to 
its  sighted  position  being  constant,  if  we  raise  the  potential  of  the 
condenser  till  the  secondary  electrometer  is  in  its  sighted  position, 
we  know  that  the  potential  of  the  lower  disk  of  the  principal 
electrometer  exceeds  that  of  the  earth  by  a  constant  quantity  which 
we  may  call  V, 

If  we  now  connect  the  positive  electrode  of  the  battery  to  earth, 
and  connect  the  suspended  disk  of  the  principal  electrometer  to  the 
negative  electrode^  the  difference  of  potentials  between  the  disks 
will  be  V+v^  if  v  is  the  electromotive  force  of  the  battery.  Let 
L  be  the  reading  of  the  micrometer  in  this  case^  and  let  1/  be  the 
reading  when  the  suspended  disk  is  connected  with  earthy  then 


=  (i.-20V'^' 


In  this  way  a  small  electromotive  force  v  may  be  measured 
by  the  electrometer  with  the  disks  at  conveniently  measurable 
distances.  When  the  distance  is  too  small  a  small  change  of 
absolute  distance  makes  a  great  change  in  the  force,  since  the 
force  varies  inversely  as  the  square  of  the  distance,  so  that  any 
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^rror  in  tbe  absolute  distance  introduces  a  large  error  in  the  result 
unless  the  distance  is  large  compared  with  the  limits  of  error  of 
the  micrometer  screw. 

The  effect  of  small  irregukrities  of  form  in  the  surfaces  of  the 
disks  and  of  the  interval  between  them  diminish  according  to  the 
inverse  cube  and  higher  inverse  powers  of  the  distance,  and  what- 
ever be  the  form  of  a  corrugated  surface,  the  eminences  of  which 
just  reach  a  plane  surface,  the  electrical  effect  at  any  distance 
which  is 'considerable  compared  to  the  breadth  of  the  corrugations, 
is  the  same  as  that  of  a  plane  at  a  certain  small  distance  behind 
the  plane  of  the  tops  of  the  eminences.     See  Arts.  197, 198. 

By  means  of  the  auxiliary  electrification,  tested  by  the  auxiliary 
electrometer,  a  proper  interval  between  the  disks  is  secured. 

The  auxiliary  electrometer  may  be  of  a  simpler  construction,  in 
which  there  is  no  provision  for  the  determination  of  the  force 
of  attraction  in  absolute  measure,  since  all  that  is  wanted  is  to 
secure  a  constant  electrification.  Such  an  electrometer  may  be 
called  a  gauge  electrometer. 

This  method  of  using  an  auxiliary  electrification  besides  the  elec- 
trification to  be  measured  is  called  the  Heterostatic  method  of 
electrometry,  in  opposition  to  the  Idiostatic  method  in  which  the 
whole  effect  is  produced  by  the  electrification  to  be  measured. 

In  several  forms  of  the  attracted  disk  electrometer,  the  attracted 
disk  is  placed  at  one  end  of  an  arm  which  is  supported  by  being 
attached  to  a  platinum  wire  passing  through  its  centre  of  gravity 
and  kept  stretched  by  means  of  a  spring.  The  other  end  of  the 
arm  carries  the  hair  which  is  brought  to  a  sighted  position  by 
altering  the  distance  between  the  disks^  and  so  adjusting  the  force 
of  the  electric  attraction  to  a  constant  value.  In  these  electro- 
meters this  force  is  not  in  general  determined  in  absolute  measure, 
but  is  known  to  be  constant,  provided  the  torsional  elasticity  of 
the  platinum  wire  does  not  chang^. 

The  whole  apparatus  is  placed  in  a  Leyden  jar,  of  which  the  inner 
surface  is  charged  and  connected  with  the  attracted  disk  and 
guard-ring.  The  other  disk  is  worked  by  a  micrometer  screw  and 
is  connected  first  with  the  earth  and  then  with  the  conductor  whose 
potential  is  to  be  measured.  The  difference  of  readings  multiplied 
by  a  constant  to  be  determined  for  each  electrometer  gives  the 
potential  required. 

219.]  The  electrometers  already  described  are  not  self-acting, 
but  require  for  each  observation  an  adjustment  of  a  micrometer 
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screw^  or  some  other  movement  which  most  be  made  by  the 
observer.  They  are  therefore  not  fitted  to  act  as  self-registering 
instruments,  which  must  of  themselves  m^ve  into  the  proper 
position.  This  condition  is  fulfilled  by  Thomson's  Quadrant 
Electrometer. 

The  electrical  principle  on  which  this  instrument  is  founded  may 
be  thus  explained  : — 

A  and  B  are  two  fixed  conductors  which  may  be  at  the  same 
or  at  difierent  potentials.  C  is  a  moveable  conductor  at  a  high 
potential^  which  is  so  placed  that  part  of  it  is  opposite  to  the 
surface  of  ^  and  part  opposite  to  that  of  ^,  and  that  the  proportions 
of  these  parts  are  altered  as  C  moves. 

For  this  purpose  it  is  most  convenient  to  make  (7  moveable  about 
an  axis,  and  make  the  opposed  surfaces  of  ^  otB^  and  of  C  portions 
of  surfaces  of  revolution  about  the  same  axis. 

In  this  way  the  distance  between  the  surface  of  C  and  the 
opposed  surfaces  of  A  ox  oi  B  remains  always  the  same,  and  the 
motion  of  C  in  the  positive  direction  simply  increases  the  area 
opposed  to  B  and  diminishes  the  area  opposed  to  A. 

If  the  potentials  of  A  and  B  are  equal  there  will  be  no  force 
urging  C  from  A  U>  By  but  if  the  potential  of  C  differs  from  that 
of  B  more  than  from  that  of  A^  then  C  will  tend  to  move  so  as 
to  increase  the  area  of  its  surface  opposed  to  B. 

By  a  suitable  arrangement  of  the  apparatus  this  force  may  be 
made  nearly  constant  for  different  positions  of  C  within  certain 
limits,  so  that  if  C  is  suspended  by  a  torsion  fibre,  its  deflexions 
will  be  nearly  proportional  to  the  difference  of  potentials  between 
A  and  B  multiplied  by  the  difference  of  the  potential  of  C  from 
the  mean  of  those  of  A  and  B. 

C  is  maintained  at  a  high  potential  by  means  of  a  condenser 
provided  with  a  replenisher  and  tested  by  a  gauge  electrometer, 
and  A  and  B  are  connected  with  the  two  conductors  the  difference 
of  whose  potentials  is  to  be  measured.  The  higher  the  potential 
of  C  the  more  sensitive  is  the  instrument.  This  electrification  of 
(7,  being  independent  of  the  electrification  to  be  measured^  places 
this  electrometer  in  the  heterostatic  class. 

We  may  apply  to  this  electrometer  the  general  theory  of  systems 
of  conductors  given  in  Arts.  93^  127. 

Let  Af  Bf  C  denote  the  potentials  of  the  three  conductors  re* 
spectively.  Let  a,  i,  cr  be  their  respective  capacities,  jd  the  coefficient 
of  induction  between  B  and  C,  q  that  between  C  and  A^  and  r  that 
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between  A  and  B,  All  these  coefficients  will  in  general  vary  with 
the  position  of  (7,  and  if  (7  is  so  arranged  that  the  extremities  of  A 
and  B  are  not  near  those  of  Cas  long  as  the  motion  of  Cis  confined 
within  certain  limits,  we  may  ascertain  the  form  of  these  coefficients. 
If  B  representtf'the  deflexion  of  C  from  A  towards  B,  then  the  part 
of  the  surface  of  A  opposed  to  C  will  diminish  as  0  inereases. 
Hence  if  j^  is  kept  at  potential  1  while  B  and  Care  kept  at  potential 
0,  the  charge  on  A  will  be  a  =  a^^aO^  where  a^  and  a  are 
constants,  and  a  is  the  capacity  of  A. 

If  A  and  B  are  symmetrical,  the  capacity  of  J9  is  £  s=  d^  +  a^. 

The  capacity  of  C  is  not  altered  by  the  motion^  for  the  only 
effect  of  the  motion  is  to  bring  a  different  part  of  C  opposite  to  the 
interval  between  A  and  B.    Hence  c  =3  e?Q. 

The  quantity  of  electricity  induced  on  C  when  B  is  raised  to 
potential  unity  is  j»  =s  jOq—  oft 

The  coefficient  of  induction  between  A  and  Cis  q^  q^^aO. 

The  coefficient  of  induction  between  A  and  B  is  not  altered  by 
the  motion  of  C,  but  remains  r  ^it^. 

Hence  the  electrical  energy  of  the  system  is 

W^\A^a^\BH  +  \C^c+BCp-\rCAq+ABr, 
and  if  0  is  the  moment  of  the  force  tending  to  increase  6, 

dJT 
©  =  -r^ ,  -4,  J?,  C  being  supposed  constant, 


de 


Te- 


ds 


de 


de 


z=^\A^a-^iB^a^BCa+CAai 

or        0  =  a{A^B){C'-i{A+B)). 

In  the  present  form  of  Thomson's  Quadrant  Electrometer  the 
conductors  A  and  B  are  in  the  form  of 
a  cylindrical  box  completely  divided 
into  four  quadrants,  separately  insu- 
lated, but  joined  by  wires  so  that  two 
opposite  quadrants  are  connected  with 
A  and  the  two  others  with  B. 

The  conductor  C  is  suspended  so  as 
to  be  capable  of  turning  about  a 
vertical  axis,  and  may  consist  of  two 
opposite  flat  quadrantal  arcs  supported 
by  their  radii  at  their  extremities. 
In  the  position  of  equilibrium  these  quadrants  should  be  partly 
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within  A  and  partly  within  B^  and  the  supporting  radii  should 
be  near  the  middle  of  the  quadrants  of  the  hollow  base^  so  that 
the  divisions  of  the  box  and  the  extremities  and  supports  of  C 
may  be  as  far  from  each  other  as  possible* 

The  conductor  C  is  kept  permanently  at  a  high  potential  by 
being  connected  with  the  inner  coating  of  the  Leyden  jar  which 
forms  the  case  of  the  instrument.  B  and  A  are  connected,  the  first 
with  the  earth,  and  the  other  with  the  body  whose  potential  is  to  b^ 
measured. 

If.  the  potential  of  this  body  is  zero,  and  if  the  instrument  be 
in  adjustment,  there  ought  to  be  no  force  tending  to  make  C  move, 
but  if  the  potential  of  A  is  of  the  same  sign  as  that  of  C,  then 
C  will  tend  to  move  from  Atc}  B  with  a  nearly  uniform  force,  and 
the  suspension  apparatus  will  be  twisted  till  an  equal  force  is 
called  into  play  and  produces  equilibrium.  Within  certain  limits 
the  deflexions  of  C  will  be  proportional  to  the  product 

{A-^B){C^\{A  +  B)). 

By  increasing  the  potential  of  C  the  sensibility  of  the  instrument 
may  be  increased,  and  for  small  values  of  i  (^  +  B)  the  deflexions 
will  be  nearly  proportional  to  (-4— J)  C, 


On  the  Measuretnent  of  Electric  Potential. 

220.]  In  order  to  determine  large  differences  of  potential  in  ab- 
solute measure  we  may  employ  the  attracted  disk  electrometer,  and 
compare  the  attraction  with  the  effect  of  a  weight.  K  at  the  same 
time  we  measure  the  difference  of  potential  of  the  same  conductors 
by  means  of  the  quadrant  electrometer^  we  shall  ascertain  the 
absolute  value  of  certain  readings  of  the  scale  of  the  quadrant 
electrometer,  and  in  this  way  we  may  deduce  the  value  of  the  scale 
readings  of  the  quadrant  electrometer  in  terms  of  the  potential 
of  the  suspended  part,  and  the  moment  of  torsion  of  the  suspension 
apparatus. 

To  ascertain  the  potential  of  a  charged  conductor  of  finite  size 
we  may  connect  the  conductor  with  one  electrode  of  the  electro- 
meter, while  the  other  is  connected  to  earth  or  to  a  body  of 
constant  potential.  The  electrometer  reading  will  g^ve  the  potential 
of  the  conductor  after  the  division  of  its  electricity  between  it 
and  the  part  of  the  electrometer  with  which  it  is  put  in  contact. 
If  K  denote  the  capacity  of  the  conductor^  and  K'  that  of  this  part 
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of  the  electrometer,  and  if  F,  V  denote  the  potentials  of  these 
bodies  before  making  contact,  then  their  common  potential  after 
making  contact  will  be 

Hence  the  original  potential  of  the  conductor  was 

If  the  conductor  is  not  large  compared  with  the  electrometer, 
K'  will  be  comparable  with  Z,  and  unless  we  can  ascertain  the 
values  of  K  and  K'  the  second  term  of  the  expression  will  have 
a  doubtful  value.  But  if  we  can  make  the  potential  of  the  electrode 
of  the  electrometer  very  nearly  equal  to  that  of  the  body  before 
making  contact,  then  the  uncertainty  of  the  values  of  K  and  K' 
will  be  of  little  consequence. 

If  we  know  the  value  of  the  potential  of  the  body  approximately, 
we  may  charge  the  electrode  by  means  of  a  *  replenisher '  or  other- 
wise to  this  approximate  potential,  and  the  next  experiment  will 
give  a  closer  approximation.  In  this  way  we  may  measure  the 
potential  of  a  conductor  whose  capacity  is  small  compared  with 
that  of  the  electron\eter. 


To  Measure  the  Potential  at  any  Point  in  tie  Air, 

221.]  First  Method.  Place  a  sphere,  whose  radius  is  small  com- 
pared with  the  distance  of  electrified  conductors,  with  its  centre 
at  the  given  point.  Connect  it  by  means  of  a  fine  wire  with  the 
earth,  then  insulate  it,  and  carry  it  to  an  electrometer  and  ascertain 
the  total  charge  on  the  sphere. 

Then,  if  T  be  the  potential  at  the  given  point,  and  a  the 
radius  of  the  sphere,  the  charge  on  the  sphere  will  be  —  Fa  =  Q, 
and  if  P  be  the  potential  of  the  sphere  as  measured  by  an  elec- 
trometer when  placed  in  a  room  whose  walls  are  connected  with 
the  earth,  then  Q  ^  y'ay 

whence  F+  P=  0, 

or  the  potential  of  the  air  at  the  point  where  the  centre  of  the 
sphere  was  placed  is  equal  but  of  opposite  sign  to  the  potential  of 
the  sphere  after  being  connected  to  earth,  then  insulated,  and 
brought  into  a  room. 

This  method  has  been  employed  by  M.  Delmann  of  Creuznach  in 
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•  measuring  the  potential  at  a  certain  height  above  the  earth's 
surface. 

Second  Method.  We  have  supposed  the  sphere  placed  at  the 
given  point  and  first  connected  to  earth,  and  then  insulated,  and 
carried  into  a  space  surrounded  with  conducting  matter  at  potential 
zero. 

Now  let  us  suppose  a  fine  insulated  wire  carried  from  the  elec- 
trode of  the  electrometer  to  the  place  where  the  potential  is  to 
be  measured.  Let  the  sphere  be  first  discharged  completely..  This 
may  be  done  by  putting  it  into  the  inside  of  a  vessel  of  the  same 
metal  which  nearly  surrounds  it  and  making  it  touch  the  vessel. 
Now  let  the  sphere  thus  discharged  be  carried  to  the  end  of  the 
wire  and  made  to  touch  it.  Since  the  sphere  is  not  electrified  it 
will  be  at  the  potential  of  the  air  at  the  place.  If  the  electrode 
wire  is  at  the  same  potential  it  will  not  be  afiected  by  the  contact, 
but  if  the  electrode  is  at  a  difierent  potential  it  will  by  contact 
with  the  sphere  be  made  nearer  to  that  of  the  air  than  it  was 
before.  By  a  succession  of  such  operations,  the  sphere  being 
alternately  discharged  and  made  to  touch  the  electrode^  the  poten- 
tial of  the  electrode  of  the  electrometer  will  continually  approach 
that  of  the  air  at  the  given  point. 

222.]  To  measure  the  potential  of  a  conductor  without  touching 
it,  we  may  measure  the  potential  of  the  air  at  any  point  in  the 
neighbourhood  of  the  conductor,  and  calculate  that  of  the  conductor 
from  the  result.  If  there  be  a  hollow  nearly  surrounded  by  the 
conductor,  then  the  potential  at  any  point  of  the  air  in  this  hollow 
will  be  very  nearly  that  of  the  conductor. 

In  this  way  it  has  been  ascertained  by  Sir  W,  Thomson  that  if 
two  hollow  conductors,  one  of  copper  and  the  other  of  zinc,  are 
in  metallic  contact,  then  the  potential  of  the  air  in  the  hollow 
surrounded  by  zinc  is  positive  with  reference  to  that  of  the  air 
in  the  hollow  surrounded  by  copper. 

Third  Method,  If  by  any  means  we  can  cause  a  succession  of 
small  bodies  to  detach  themselves  from  the  end  of  the  electrode, 
the  potential  of  the  electrode  will  approximate  to  that  of  the  sur- 
rounding air.  This  may  be  done  by  causing  shot,  filings,  sand,  or 
water  to  drop  out  of  a  funnel  or  pipe  connected  with  the  electrode. 
The  point  at  which  the  potential  is  measured  is  that  at  which 
the  stream  ceases  to  be  continuous  and  breaks  into  separate  parts 
or  drops. 

Another  convenient  method  is  to  fasten  a  slow  match  to  the 
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electrode.  The  potential  is  very  soon  made  equal  to  that  of  the 
air  at  the  burning  end  of  the  match.  Even  a  fine  metallic  point 
is  sufficient  to  create  a  discharge  by  means  of  the  particles  of  the 
air  when  the  difference  of  potentials  is  considerable,  but  if  we 
wish  to  reduce  this  difference  to  zero,  we  must  use  one  of  the 
methods  stated  above. 

If  we  only  wish  to  ascertain  the  sign  of  the  difference  of  the 
potentials  at  two  places,  and  not  its  numerical  value,  we  may  cause 
drops  or  filings  to  be  discharged  at  one  of  the  places  from  a  nozzle 
connected  with  the  other  place,  and  catch  the  drops  or  filings 
in  an  insulated  vessel.  Each  drop  as  it  falls  is  charged  with  a 
certain  amount  of  electricity^  and  it  is  completely  discharged  into 
the  vessel.  The  charge  of  the  vessel  therefore  is  continually  ac- 
cumulating, and  after  a  sufficient  number  of  drops  have  fiillen,  the 
charge  of  the  vessel  may  be  tested  by  the  roughest  methods.  The 
sign  of  the  charge  is  positive  if  the  potential  of  the  nozzle  is  positive 
relatively  to  that  of  the  surrounding  air. 


MEASUEEMENT  OF  SURFACE-DENSITY  OF  ELECTRIFICATIOK. 

Theory  of  the  Proof  Plane. 

223.]  In  testing  the  results  of  the  mathematical  theory  of  the 
distribution  of  electricity  on  the  surface  of  conductors,  it  is  necessary 
to  be  able  to  measure  the  surface-density  at  different  points  of 
the  conductor.  For  this  purpose  Coulomb  employed  a  small  disk 
of  gilt  paper  fastened  to  an  insulating  stem  of  gum-lac.  He  ap- 
plied this  disk  to  various  points  of  the  conductor  by  placing  it 
so  as  to  coincide  as  nearly  as  possible  with  the  surface  of  the 
conductor.  He  then  removed  it  by  means  of  the  insulating  stem^ 
and  measured  the  charge  of  the  disk  by  means  of  his  electrometer. 

Since  the  surface  of  the  disk,  when  applied  to  the  conductor, 
nearly  coincided  with  that  of  the  conductor,  he  concluded  that 
the  surface-density  on  the  outer  surface  of  the  disk  was  nearly 
equal  to  that  on  the  surface  of  the  conductor  at  that  place,  and  that 
the  charge  on  the  disk  when  removed  was  nearly  equal  to  that 
on  an  area  of  the  sur&ce  of  the  conductor  equal  to  that  of  one  side 
of  the  disk.  This  disk,  when  employed  in  this  way,  is  called 
Coulomb's  Proof  Plane. 

As  objections  have  been  raised  to  Coulomb's  use  of  the  proof 
plane,  I  shall  make  some  remarks  on  the  theory  of  the  experiment. 
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This  experiment  consists  in  bringing  a  small  conducting  bodj 
into  contact  with  the  sarface  of  the  conductor  at  the  point  where 
the  density  is  to  be  measured,  and  then  removing  the  body  and 
determining  its  charge. 

We  have  first  to  shew  that  the  charge  on  the  small  body  when 
in  contact  with  the  conductor .  is  proportional  to  the  surface- 
density  which  existed  at  the  point  of  contact  before  the  small  body 
was  placed  there. 

We  shall  suppose  that  all  the  dimensions  of  the  small  body,  and 
especially  its  dimension  in  the  direction  of  the  normal  at  the  point 
of  contact,  are  small  compared  with  either  of  the  radii  of  curvature 
of  the  conductor  at  the  point  of  contact.  Hence  the  variation  of 
the  resultant  force  due  to  the  conductor  supposed  rigidly  electrified 
within  the  space  occupied  by  the  small  body  may  be  neglected, 
and  we  may  treat  the  surface  of  the  conductor  near  the  small  body 
as  a  plane  surface. 

Now  the  charge  which  the  small  body  will  take  by  contact  with 
a  plane  surface  will  be  proportional  to  the  resultant  force  normal 
to  the  surface,  that  is,  to  the  surface-density.  We  shall  ascertain 
the  amount  of  the  charge  for  particular  forms  of  the  body. 

We  have  next  to  shew  that  when  the  small  body  is  removed  no 
spark  will  pass  between  it  and  the  conductor,  so  that  it  will  carry 
its  charge  with  it.  This  is  evident,  because  when  the  bodies  are 
in  contact  their  potentials  are  the  same,  and  therefore  the  density 
on  the  parts  nearest  to  the  point  of  contact  is  extremely  small. 
When  the  small  body  is  removed  to  a  very  short  distance  from 
the  conductor,  which  we  shall  suppose  to  be  electrified  positively, 
then  the  electrification  at  the  point  nearest  to  the  small  body  is 
no  longer  zero  but  positive,  but,  since  the  charge  of  the  small  body 
is  positive,  the  positive  electrification  close  to  the  small  body  will 
be  less  than  at  other  neighbouring  points  of  the  surface.  Now 
the  passage  of  a  spark  depends  m  general  on  the  magnitude  of  the 
resultant  force,  and  this  on  the  surface-density.  Hence,  since  we 
suppose  that  the  conductor  is  not  so  highly  electrified  as  to  be 
discharging  electricity  from  the  other  parts  of  its  surface,  it  will 
not  discharge  a  spark  to  the  small  body  from  a  part  of  its  sur&ce 
which  we  have  shewn  to  have  a  smaller  surface-density. 

224.]  We  shall  new  consider  various  forms  of  the  small  body. 

Suppose  it  to  be  a  small  hemisphere  applied  to  the  conductor  so 
as  to  touch  it  at  the  centre  of  its  flat  side. 

Let  the  conductor  be  a  largo  sphere,  and  let  us  modify  the  form 
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of  the  hemisphere  bo  tliat  its  sarface  is  a  little  more  than  a  hemi- 
sphere, and  meets  the  surface  of  the  sphere  at  right  angles.  Then 
we  have  a  case  of  which  we  have  already  obtained  the  exact  solution. 
See  Art.  167. 

If  A  and  B  be  the  centres  of  the  two  spheres  catting  each  other 
at  right  angles,  BI/  a  diameter  of  the  circle  of  intersection^  and  G 
the  centre  of  that  circle,  then  if  Fis  the  potential  of  a  conductor 
whose  outer  sur&ce  coincides  with  that  of  the  two  spheres^  the 
quantity  of  electricity  on  the  exposed  surface  of  the  sphere  A  is 

\r{AD+BD-\-AC^CI)-^BC), 
and  that  on  the  exposed  surface  of  the  sphere  B  is 
\F{AB  +  BB+BC--CB^AC), 
the  total  charge  being  the  sum  of  these,  or 
r{AB-{-BB^CB). 
If  a  and  fi  are  the  radii  of  the  spheres,  then,  when  a  is  large 
compared  with  )3,  the  charge  on  J?  is  to  that  on  A  in  the  ratio  of 


4  o*  ^         3  o       6  a*  ^ 


Now  let  a  be  the  uniform  sur&ce-density  on  A  when  B  is  re- 
moved, then  the  charge  on  A  is 

47ro*<r, 
and  therefore  the  charge  on  ^  is 

37r^»<r(H-~^+&c.), 

or,  when  fi  is  very  small  compared  with  a,  the  charge  on  the 
hemisphere  B  is  equal  to  three  times  that  due  to  a  surface-density  tr 
extending  over  an  area  equal  to  that  of  the  circular  base  of  the 
hemisphere. 

It  appears  from  Art.  175  that  if  a  small  sphere  is  made  to  touch 
an  electrified  body,  and  is  then  removed  to  a  distance  from  it,  the 
mean  surface-density  on  the  sphere  is  to  the  surface-density  of  the 
body  at  the  point  of  contact  as  tt'  is  to  6,  or  as  1.645  to  1. 

225.]  The  most  convenient  form  for  the  proof  plane  is  that  of 
a  circular  disk.  We  shall  therefore  shew  how  the  charge  on  a 
circular  disk  laid  on  an  electrified  surface  is  to  be  measured. 

For  this  purpose  we  shall  construct  a  value  of  the  potential 
function  so  that  one  of  the  equipotential  surfaces  resembles  a  circular 
flattened  protuberance  whose  general  form  is  somewhat  like  that  of 
a  disk  lying  on  a  plane. 
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Let  0-  be  the  surface-density  of  a  plane^  wbicli  we  shall  sappose 
to  be  that  of  xy. 

The  potential  due  to  this  electrification  will  be 

Now  let  two  disks  of  radius  a  be  rigidly  electrified  with  surface- 
densities  — tf  and  +  i/.  Let  the  first  of  these  be  placed  on  the  plane 
of  xy  with  its  centre  at  the  origin,  and  the  second  parallel  to  it  at 
the  very  small  distance  e. 

Then  it  may  be  shewn,  as  we  shall  see  in  the  theory  of  mag- 
netism, that  the  potential  of  the  two  disks  at  any  point  is  oxr'c, 
where  a>  is  the  solid  angle  subtended  by  the  edge  of  either  disk  at 
the  point.     Hence  the  potential  of  the  whole  system  will  be 
r= —4  IT  <r4f +  </(?«. 

The  forms  of  the  equipotential  surfaces  and  lines  of  induction 
are  given  on  the  left-hand  side  of  Fig.  XX,  at  the  end  of  Vol.  II. 

Let  us  trace  the  form  of  the  sur&ce  for  which  V^  0.  This 
surface  is  indicated  by  the  dotted  line. 

Putting  the  distance  of  any  point  from  the  axis  of  ;?  =  r,  then, 
when  T  is  much  less  than  a,  and  z  is  small,  we  find 

cDss  2ir— 2ir-  +  &c. 
a 

Hence,  for  values  of  r  considerably  less  than  a,  the  equation  of 

the  zero  equipotential  surfiuse  is 

zc 
0  =  — 47r<r;?  +  2ir<r'c— 2ir(r'  — +&c.; 

a 

i/c 
or     Xfn  =  — 


2(r  +  (r'- 
a 


Hence  this  equipotential  surface  near  the  axis  is  nearly  flat. 

Outside  the  disk,  where  r  is  greater  than  a,  o)  is  zero  when  z  is 
zero^  so  that  the  plane  of  xy  is  part  of  the  equipotential  surface. 

To  find  where  these  two  parts  of  the  surface  meet,  let  us  find  at 

what  point  of  this  plane  -j-  =  0. 

When  r  is  very  nearly  equal  to  a,  the  solid  angle  o)  becomes 

approximately  a  lune  of  the  sphere  of  unit  radius  whose  angle  is 

tan~^  {z  -^  {r—o)]i  that  is,  w  is  2  tan"*^  {z  -h  (^— a)},  so  that 

dV         ,  2  i/c 

-r-  =— 4ir(r+ . 

dz  r^a 

Hence,  when 

dV      ^  </c  Z(.  . 

=  0,         rg=  a+  - —  =  a  +  -i?,  nearly. 


dz  """'  <^""^27r(r 


ir 
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The  equipotential  surface  r=0  is  therefore  composed  of  a  disk- 
like figure  of  radius  r^,  and  nearly  uniform  tiiickness  Zq,  and  of  the 
part  of  the  infinite  plane  otzy  which  lies  beyond  this  figure. 

The  surface-integ^l  over  the  whole  disk  gives  the  charge  of 

electricity  on  it.     It  may  be  found,  as  in  the  theory  of  a  circular 

current  in  Part  IV,  Art.  704/ to  be 

Sa 
Q  =  4ira(r'{?{log 2}  +  7r<rr^*. 

The  charge  on  an  equal  area  of  the  plane  surface  is  Tro-rg^,  hence 

the  charge  on  the  disk  exceeds  that  on  an  equal  area  of  the  plane 

in  the  ratio  of             ,  .  «  ^  i      ^^^x        -i. 
1  +  8  -  log to  unity, 

T  Z  . 

where  z  is  the  thickness  and  t  the  radius  of  the  disk,  z  being  sup- 
posed small  compared  with  r. 

On  Electric  Acctimulators  and  the  Measurement  of  Capacity. 

226.]  An  Accumulator  or  Condenser  is  an  apparatus  consisting  of 
two  conducting  surfaces  separated  by  an  insulating  dielectric  medium. 

A  Leyden  jar  is  an  accumulator  in  which  an  inside  coating  of 
tinfoil  is  separated  from  the  outside  coating  by  the  glass  of  which 
the  jar  is  made.  The  original  Leyden  phial  was  a  glass  vessel 
containing  water  which  was  separated  by  the  glass  from  the  hand 
which  held  it. 

The  outer  surface  of  any  insulated  conductor  may  be  considered 
as  one  of  the  surfaces  of  an  accumulator,  the  other  being  the  earth 
or  the  walls  of  the  room  in  which  it  is  placed,  and  the  intervening 
air  being  the  dielectric  medium. 

The  capacity  of  an  accumulator  is  measured  by  the  quantity  of 
electricity  with  which  the  inner  surfSsice  must  be  charged  to  make 
the  difi*erence  between  the  potentials  of  the  surfaces  unity. 

Since  every  electrical  potential  is  the  sum  of  a  number  of  parts 
found  by  dividing  each  electrical  element  by  its  distance  from  a 
point,  the  ratio  of  a  quantity  of  electricity  to  a  potential  must 
have  the  dimensions  of  a  line.  Hence  electrostatic  capacity  is  a 
linear  quantity,  or  we  may  measure  it  in  feet  or  metres  without 
ambiguity. 

In  electrical  researches  accumulators  are  used  for  two  principal 
purposes,  for  receiving  and  retaining  large  quantities  of  electricity 
in  as  small  a  compass  as  possible,  and  for  measuring  definite  quan- 
tities of  electricity  by  means  of  the  potential  to  which  they  raise 
the  accumulator. 
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For  the  retention  of  electrical  charges  nothing  has  been  devised 
more  perfect  than  the  Leyden  jar.  The  principal  part  of  the  loss 
arises  from  the  electricity  creeping  along  the  damp  uncoated  snr&ce 
of  the  glass  from  the  one  coating  to  the  other.  This  may  be  checked 
in  a  great  degree  by  artificially  drying  the  air  within  the  jar,  and 
by  varnishing  the  surface  of  the  glass  where  it  is  exposed  to  the 
atmosphere.  In  Sir  W.  Thomson's  electroscopes  there  is  a  very 
small  percentage  of  loss  from  day  to  day,  and  I  believe  that  none 
of  this  loss  can  be  traced  to  direct  conduction  either  through  air 
or  through  glass  when  the  glass  is  good,  but  that  it  arises  chiefly 
from  superficial  conduction  along  the  various  insulating  stems  and 
glass  surfaces  of  the  instrument. 

In  fact,  the  same  electrician  has  communicated  a  charge  to 
sulphuric  acid  in  a  large  bulb  with  a  long  neck,  and  has  then  her* 
metically  sealed  the  neck  by  fusing  it,  so  that  the  charge  was  com- 
pletely surrounded  by  glass,  and  afber  some  years  the  charge  was 
found  still  to  be  retained. 

It  is  only,  however,  when  cold,  that  glass  insulates  in  this 
way,  for  the  charge  escapes  at  once  if  the  glass  is  heated  to 
a  temperature  below  lOO^C. 

When  it  is  desired  to  obtain  great  capacity  in  small  compass, 
accumulators  in  which  the  dielectric  is  sheet  caoutchouc,  mica,  or 
paper  impregnated  with  paraffin  are  convenient. 

227.]  For  accumulators  of  the  second  class^  intended  for  the 
measurement  of  quantities  of  electricity,  all  solid  dielectrics  most  be 
employed  with  great  caution  on  account  of  the  property  which  they 
possess  called  Electric  Absorption. 

The  only  safe  dielectric  for  such  accumulators  is  air,  which  has 
this  inconvenience,  that  if  any  dust  or  dirt  gets  into  the  narrow 
space  between  the  opposed  surfaces,  which  ought  to  be  occupied  only 
by  air,  it  not  only  alters  the  thickness  of  the  stratum  of  air,  but 
may  establish  a  connexion  between  the  opposed  surfaces,  in  which 
case  the  accumulator  will  not  hold  a  charge. 

To  determine  in  absolute  measure,  that  is  to  say  in  feet  or  metres, 
the  capacity  of  an  accumulator,  we  must  either  first  ascertain  its 
form  and  size,  and  then  solve  the  problem  of  the  distribution  of 
electricity  on  its  opposed  surfaces,  or  we  must  compare  its  capacity 
with  that  of  another  accumulator,  for  which  this  problem  has  been 
solved. 

As  the  problem  is  a  very  difficult  one,  it  is  best  to  begin  with  an 
accumulator  constructed  of  a  form  for  which  the  solution  is  known. 
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Thus  the  capacity  of  an  insulated  sphere  in  an  unlimited  space  is 
known  to  be  measured  by  the  radius  of  the  sphere. 

A  sphere  suspended  in  a  room  was  actually  used  by  MM.  KohU 
ransch  and  Weber,  ae  an  absolute  standard  with  which  they  com- 
pared the  capacity  of  other  accumulators.  . 

The  capacity,  however,  of  a  sphereof  moderate  size  is  so  small 
when  compared  with  the  capacities  of  the  accumulators  in  common 
use  that  the  sphere  is  not  a  convenient  standard  measure. 

Its  capacity  might  be  greatly  increased  by  surrounding  the 
sphere  with  a  hollow  concentric  spherical  surface  of  somewhat 
greater  radius.  The  capacity  of  the  inner  surface  is  then  a  fourth 
proportional  to  the  thickness  of  the  stratum  of  air  and  the  radii  of 
the  two  surfaces. 

Sir  W.  Thomson  has  employed  this  arrangement  as  a  standard  of 
capacity,  but  the  difficulties  of  working  the  surfaces  truly  spherical, 
of  making  them  truly  concentric,  and  of  measuring  their  distance 
and  their  radii  with  sufficient  accuracy,  are  considerable. 

We  are  therefore  led  to  prefer  for  an  absolute  measure  of  capacity 
a  form  in  which  the  opposed  sur&oes  are  parallel  planes. 

The  accuracy  of  the  surface  of  the  planes  can  be  easily  tested, 
and  their  distance  can  be  measured  by  a  micrometer  screw,  and 
may  be  made  capable  of  continuous  variation^  which  is  a  most 
important  property  of  a  measuring  instrument. 

The  only  difficulty  remaining  arises  from  the  fi»ct  that  the  planes 
must  necessarily  be  bounded,  and  that  the  distribution  of  electricity 
near  the  boundaries  of  the  planes  has  not  been  rigidly  calculated* 
It  is  true  that  if  we  make  them  equal  circular  disks,  whose  radius 
is  large  compared  with  the  distance  between  them,  we  may  treat 
the  edges  of  the  disks  as  if  they  were  straight  lines^  and  calculate 
the  distribution  of  electricity  by  the  method  due  to  Helmholtz,  and 
described  in  Art.  202.  But  it  will  be  noticed  that  in  this  case 
part  of  the  electricity  is  distributed  on  the  back  of  each  disk,  and 
that  in  the  calculation  it  has  been  supposed  that  there  are  no 
eonductors  in  the  neighbourhood,  which  is  not  and  cannot  be  the 
case  in  a  small  instrument. 

228.]  We  therefore  prefer  the  following  arrangement,  due  to 
Sir  W.  Thomson,  which  we  may  call  the  Guard-ring  arrangement, 
by  means  of  which  the  quantity  of  electricity  on  an  insulated  disk 
may  be  exactly  determined  in  terms  of  its  potential. 
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Fig.  21. 


TAe  Guarding  Accumulator. 
Bb  is  a  cylindrical  vessel  of  conducting  material  of  which  the 
outer  surface  of  the  upper  face  is  accurately  plane.    This  upper 

surface  consists  of  two  parts, 
a  disk  A^  and  a  broad  ring 
BB  surrounding  the  disk, 
separated  from  it  by  a  very 
small  interval  all  round,  just 
sufficient  to  prevent  sparks 
passing.  The  upper  surface 
of  the  disk  is  accurately  in 
the  same  plane  with  that  of 
the  guard-ring.  The  disk  is 
supported  by  pillars  of  insulating  material  GG,  (7  is  a  metal  disk^ 
the  under  surface  of  which  is  accurately  plane  and  parallel  to  BB. 
The  disk  C  is  considerably  larger  than  A.  Its  distance  from  A 
is  adjusted  and  measured  by  means  of  a  micrometer  screw,  which 
is  not  given  in  the  figure. 

This  accumulator  is  used  as  a  measuring  instrument  as  follows : — 
Suppose  C  to  be  at  potential  zero,  and  the  disk  A  and  vessel  Bb 
both  at  potential  V.  Then  there  will  be  no  electrification  on  the 
back  of  the  disk  because  the  vessel  is  nearly  closed  and  is  all  at  the 
same  potential.  There  will  be  very  little  electrification  on  the 
edges  of  the  disk  because  BB  is  at  the  same  potential  with  the 
disk.  On  the  face  of  the  disk  the  electrification  will  be  nearly 
uniform^  and  therefore  the  whole  charge  on  the  disk  will  be  almost 
exactly  represented  by  its  area  multiplied  by  the  surface-density  on 
a  plane,  as  given  in  Art.  124. 

In  fact,  we  learn  from  the  investigation  in  Art.  201  that  the 
charge  on  the  disk  is 


^^' 


I     ^A  BA      A 

where  B  is  the  radius  of  the  disk,  B^  that  of  the  hole  in  the  guard- 
ring,  A  the  distance  between  A  and  C,  and  a  a  quantity  which 

cannot  exceed  (-B'— ^)— ^  • 

If  the  interval  between  the  disk  and  the  guard-ring  is  small 
compared  with  the  distance  between  A  and  C,  the  second  term  will 
be  very  small,  and  the  charge  on  the  disk  will  be  nearly 

^B'-^B'^ 
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Now  let  the  yeseel  JSb  be  put  in  connexion  with  the  earth.  The 
charge  on  the  disk  A  will  no  longer  be  uniformly  distributed,  but  it 
will  remain  the  same  in  quantity,  and  if  we  now  discharge  A  we 
shall  obtain  a  quantity  of  electricity,  the  value  of  which  we  know 
in  terms  of  T,  the  original  difference  of  potentials  and  the  measur- 
able quantities  B,  R  and  A, 

On  the  Compamon  of  the  Capacity  of  Accumulafora. 

229.]  The  form  of  accumulator  which  is  best  fitted  to  have  its 
capacity  determined  in  absolute  measure  from  the  form  and  dimen- 
sions of  its  parts  is  not  generally  the  most  suitable  for  electrical 
experiments.  It  is  desirable  that  the  measures  of  capacity  in  actual 
use  should  be  accumulators  having  only  two  conducting  surfaces,  one 
of  which  is  as  nearly  as  possible  surrounded  by  the  other.  The 
guard-ring  accumulator,  on  the  other  hand,  has  three  independent 
conducting  portions  which  must  be  charged  and  discharged  in  a 
certain  order.  Hence  it  ia  desirable  to  be  able  to  compare  the 
capacities  of  two  accumulators  by  an  electrical  process^  so  as  to  test 
accumulators  which  may  afterwards  serve  as  secondary  standards. 

I  shall  first  shew  how  to  test  the  equality  of  the  capacity  of  two 
guard-ring  accumulators. 

Let  A  be  the  disk,  B  the  guard-ring  with  the  rest  of  the  con- 
ducting vessel  attached  to  it,  and  C  the  large  disk  of  one  of  these 
accumulators,  and  let  A',  ^,  and  C^  be  the  corresponding  parts  of 
the  other.  . 

If  either  of  these  accumulators  is  of  the  more  simple  kind,  having 
only  two  conductors,  we  have  only  to  suppress  3  or  jS^,  and  to 
suppose  u^  to  be  the  inner  and  C  the  outer  conducting  sur&ccj  C, 
in  this  case  being  understood  to  surround  A. 

Let  the  following  connexions  be  made. 

Let  £  be  kept  always  connected  with  C\  and  B"  with  C,  that  is, 
let  each  guard-ring  be  connected  with  the  large  disk  of  the  other 
condenser. 

(1)  Let  A  be  connected  with  B  and  C*  and  with  /,  the  electrode 
of  a  Leyden  jar,  and  let  A'  be  connected  with  B^  and  C  and  with 
the  earth, 

(2)  Let  A,  By  and  C  be  insulated  from  /. 

(3)  Let  A  be  insulated  from  B  and  C%  and  A^  from  B^  and  C, 

(4)  Let  B  and  C  be  connected  with  B  and  C  and  with  tho 
earth. 

(5)  Let  A  be  conncctec^  with  A\  ... 

Y  % 
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(6)  Let  A  and  Jt  be  oonnected  with  an  electiosoope  K 
We  may  express  these  coimexioits  as  follows : — 

(1)  0  =  (7=J'=^      \     A^B^Cf^J. 

(2)  0=(7=:J'=^'      I     A^B^C'\I. 

(3)  0  =  C=^|^'      I      A\B^(f. 

(4)  0  =  C=^|J'  I  J|J5=C'=0. 
(6)  0  =  (7=^  I  J'  =  ^1  J5=(7'=0. 
(6)  0  =  C=ir  |^'=jF=4|  J=^C=0. 

Here  the  sign  of  equality  expresses  electrical  coanexi(m»  and  the 
yertieal  stroke  expresses  insulation. 

In  (1)  the  two  accumulators  are  charged  oppositely^  so  that  A  is 
positive  and  ^  negative,  the  chargea  on  A  and  Al  being  uniformly 
distributed  on  the  upper  swrface  opposed  to  the  large  disk  of  eaeh 
accumulator. 

In  (2)  the  jar  ia  removed^  and  in  (3)  the  charges  on  A  and  A  are 
insulated. 

In  (4)  the  guard-rings  are  connected  with  the  large  disks,  so  that 
the  charges  on.  A  and  Al^  though  unaltered  in  magnitnde,  are  now 
distributed  over  their  whole  surface. 

In  (5)  ^ is  connected  with  Al.  If  the  charges  are  equal  and  of 
opposite  signs,  the  electrification  will  be  entirely  destroyed,  and 
in  (6)  this  is-  tested  by  means  of  the  electroscope  J?. 

The  electroscope  H  will  indicate  positive  or  negative  electrification 
according  ^»Aot  A'  has  the  greater  capacity. 

By  means  of  a  &ey  of  proper  construction,  the  whole  of  these 
operations  can  be  performed  in  due  succession  in  a  very  small 
fraction  of  a  second,  and  the  capacities  adjusted  till  no  electri* 
fication  can  be  detected  by  the  electroscope,  and  in  this  way  tbe 
capacity  of  an  aceumulator  may  be  adjusted  to  be  equal  to  that  of 
any  other,  or  ta  the  sum  of  the  capacities  of  several  aceumuktors, 
so  that  a  system  of  accumulators  may  be  formed,  each  of  which  has 
its  capacity  determined  in  absolute  measure,  Le.  in  feet  or  in  metres^ 
while  Set  the  same  time  it  is  of  the  construction  most  suitable  for 
electrical  experiments. 

This  method  of  comparison  will  probably  be  found  useful  in 
determining  the  specific  capacity  for  electrostatic  induction  of 
different  dielectrics  in  the  form  of  plates  or  disks.  If  a  disk  of 
the  dielectric  is  interposed  between  A  and  C7,  the  disk  being  con* 
siderably  larger  than  A,  then  the  capacity  of  the  accumulator  will 


229.]  SPECIFIC  INDUCTIVE  CAPACITY.  325 

be  altered  and  made  equal  to  that  of  the  same  accumulator  when  A 
and  Care  nearer  together.  If  the  accumulator  with  the  dielectric 
plate,  and  with  A  and  C  at  di^nce  a,  is  of  the  same  •capacity  as 
the  same  accumulator  without  the  dielectric,  and  with  A  and  C  at 
distance  x\  then,  if  a  is  the  thickness  of  the  plate,  and  K  ita  specific 
dielectric  inductive  capacity  referred  to  air  as  a  standard, 

The  combination  of  three  <!ylinders,  described  in  Art.  127,  has 
been  employed  by  Sir  W.  Thomson  as  an  accumulator  whose  capa- 
city may  be  increased  or  diminished  by  measurable  quantities. 

The  experiments  of  MM.  -Gibson  and  Barclay  with  this  ap- 
paratus  are  described  in  the  Proceedings  of  the  Rayal  Society^  Feb.  2, 
1871,  and  Phil.  Trans.^  1871,  p.  573.  They  found  the  specific  in- 
ductive capacity  of  paraffin  to  be  1.975,  that  of  air  being  unity. 
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280.]  We  have  seeo,  in  Art.  45,  that  when  a  conductor  is  in 
electrical  equilibrium  the  potential  at  every  point  of  the  conductor 
must  be  the  same. 

If  two  conductors  A  and  B  are  charged  with  electricity  so  that 
the  potential  oi  Aha  higher  than  that  of  B^  then,  if  they  are  put 
in  communication  by  means  of  a  metallic  wire  C  touching  both  of 
them,  part  of  the  charge  of  A  will  be  transferred  to  B,  and  the 
potentials  of  A  and  B  will  become  in  a  very  short  time  equalized. 

281.]  During  this  process  certain  phenomena  are  observed  in 
the  wire  G^  which  are  called  the  phenomena  of  the  electric  conflict 
or  current. 

The  first  of  these  phenomena  is  the  transference  of  positive 
electrification  from  Aio  B  and  of  negative  electrification  from  B 
to  A,  This  transference  may  be  also  effected  in  a  slower  manner 
by  bringing  a  small  insulated  body  into  contact  with  A  and  B 
alternately.  By  this  process^  which  we  may  call  electrical  con- 
vection, successive  small  portions  of  the  electrification  of  each  body 
are  transferred  to  the  other.  In  either  case  a  certain  quantity  of 
electricity,  or  of  the  state  of  electrification,  passes  from  one  place 
to  another  along  a  certain  path  in  the  space  between  the  bodies. 

Whatever  therefore  may  be  our  opinion  of  the  nature  of  elec- 
tricity, we  must  admit  that  the  process  which  we  have  described 
constitutes  a  current  of  electricity.    This  current  may  be  described 
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as  a  current  of  positive  electricity  from  A  to  B,  or  a  current  of 
negative  electricity  from  5  to  ^,  or  as  a  combination  of  these  two 
currents. 

According  to  Fechner's  and  Weber's  theory  it  is  a  combination 
of  a  current  of  positive  electricity  with  an  exactly  equal  current 
of  negative  electricity  in  the  opposite  direction  through  the  same 
substance.  It  is  pecessary  to  remember  this  exceedingly  artificial 
hypothesis  regarding  the  constitution  of  the  current  in  order  to 
understand  the  statement  of  some  of  Weber's  most  valuable  ex- 
perimental results. 

If,  as  in  Art.  36,  we  suppose  P  units  of  positive  electricity 
transferred  from  A\x>  By  and  N  units  of  negative  electricity  trans- 
ferred from  B  to  A  in  unit  of  time,  then,  according  to  Weber's 
theory,  P  =  iV,  and  P  or  i\^  is  to  be  taken  as  the  numerical  measure 
of  the  current. 

We,  on  the  contrary,  make  no  assumption  as  to  the  relation 
between  P  and  N,  but  attend  only  to  the  result  of  the  current, 
namely,  the  transference  of  P  +  i\r  of  positive  electrification  from  A 
to  -B,  and  we  shall  consider  P  + JV  the  true  measure  of  the  current. 
The  current,  therefore,  which  Weber  would  call  1  we  shall  call  2. 

On  Steady  Currents. 

232.]  In  the  case  of  the  current  between  two  insulated  con- 
ductors at  different  potentials  the  operation  is  soon  brought  to 
an  end  by  the  equalization  of  the  potentials  of  the  two  bodies, 
and  the  current  is  therefore  essentially  a  Transient  current. 

But  there  are  methods  by  which  the  difference  of  potentials  of 
the  conductors  may  be  maintained  constant,  in  which  case  the 
current  will  continue  to  flow  with  uniform  strength  as  a  Steady 
Current. 

The  Voltaic  Battery. 

The  most  convenient  method  of  producing  a  steady  current  is  by 
means  of  the  Voltaic  Battery. 

For  the  sake  of  distinctness  we  shall  describe  Danieirs  Constant 
Battery : — 

A  solution  of  sulphate  of  zinc  is  placed  in  a  cell  of  porous  earth- 
enware, and  this  cell  is  placed  in  a  vessel  containing  a  saturated 
solution  of  sulphate  of  copper.  A  piece  of  zinc  is  dipped  into  the 
sulphate  of  zinc^  and  a  piece  of  copper  is  dipped  into  the  sulphate 
of  copper.    Wires  are  soldered  to  the  zinc  and  to  the  copper  above 
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the  surface  of  the  liquid.    This  combinatioQ  is  called  a  cell  or 
element  of  Daniell's  battery.     See  Art.  272. 

233.]  If  the  cell  is  insulated  by  being  placed  on  a  non-con^ 
ducting  stand,  and  if  the  wire  connected  with  ihe  copper  is  put 
in  contact  with  aa  insulated  conductor  A,  and  the  wire  connected 
with  the  zinc  is  put  in  contact  with  £,  another  insulated  conductor 
of  the  same  metal  as  A^  then  it  may  be  shewn  by  means  of  a  delicate 
electrometer  that  the  potential  of  A  exceeds  that  of  J^  by  a  certain 
quantity.  This  difierence  of  potentials  is  called  the  Electromotive 
Force  of  the  Daniell's  Cell. 

If  A  and  B  are  now  disconnected  from  the  cell  and  put  in 
communication  by  means  of  a  wire,  a  transi^it  current  passes 
through  the  wire  from  A  to  £,  and  the  potentials  of  A  and  B 
become  equal.  A  and  B  may  then  be  charged  again  by  the  cell, 
and  the  process  repeated  as  long  as  the  cell  will  work.  But  if 
A  and  B  be  connected  by  means  of  the  wire  C,  and  at  the  same 
time  connected  with  the  battery  as  before,  then  the  cell  will  main- 
tain a  constant  current  through  C,  and  also  a  constant  difference 
of  potentials  between  A  -and  B.  This  difference  will  not,  as  we 
shall  see,  be  equal  to  the  whole  electromotive  force  of  tiie  odl,  for 
part  of  this  force  is  spent  in  maintaining  the  current  through  the 
cell  itself. 

A  number  of  cells  placed  in  series  so  that  the  zinc  of  the  first 
cell  is  connected  by  metal  with  the  copper  of  the  second,  and 
so  on,  is  called  a  Voltaic  Battery.  The  electromotive  force  of 
such  a  battery  is  the  sum  of  the  electromotive  forces  of  the  cells 
of  which  it  is  composed.  If  the  battery  is  insulated  it  may  be 
charged  with  electricity  as  a  whole,  but  the  potential  of  the  copper 
end  will  always  exceed  that  of  the  zinc  end  by  the  electromotive 
force  of  the  battery,  whatever  the  absolute  value  of  either  of  these 
potentials  may  be.  The  cells  of  the  battery  may  be  of  very  various 
construction,  containing  different  chemical  substances  and  different 
metals,  provided  they  are  such  that  chemical  action  does  not  go 
on  when  no  current  passes. 

.234.]  Let  us  now  consider  a  voltaic  battery  with  its  ends  insulated 
from  each  other.  The  copper  end  will  be  positively  or  vitreously 
electrified,  and  the  zinc  end  will  be  negatively  or  resinously 
electrified. 

Let  the  two  ends  of  the  battery  be  now  connected  by  means  of 
a  wire.  An  electric  current  will  commence,  and  will  in  a  Tery  short 
time  attain  a  constant  value.  It  is  then  said  to  be  a  Steady  Current. 
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Properties  of  the  Current. 

235.]  The  current  forms  a  closed  circuit  in  the  direction  from 
copper  to  zinc  through  the  wires,  and  from  zinc  to  copper  through 
the  solutions* 

If  the  circuit  be  broken  by  cutting  any  of  the  wires  which 
connect  the  copper  of  one  cell  with  the  zinc  of  the  next  in  order,  the 
current  will  be  stopped,  and  the  potential  of  the  end  of  the  wire 
in  connexion  with  the  copper  will  be  found  to  exceed  that  of  the 
end  of  the  wire  in  connexion  with  the  zinc  by  a  constant  quantity, 
namely^  the  total  electromotive  foroe  of  the  circuit. 

Ulectrolytic  Action  of  the  Current. 

286.]  As  long  as  the  circuit  is  broken  no  chemical  action  goes 
on  in  the  cells,  but  as  soon  as  the  circuit  is  completed,  zinc  is 
dissolved  from  the  zinc  in  each  of  the  Daniell's  cells,  and  copper  is 
deposited  on  the  copper. 

The  quantity  of  sulphate  of  zinc  increases,  and  the  quantity  of 
sulphate  of  copper  diminishes  unless  more  is  constantly  supplied. 

The  quantity  of  zinc  dissolved  and  also  that  of  copper  deposited  is 
the  same  in  each  of  the  Daniell's  cells  throughout  the  circuit,  what- 
ever the  size  of  the  plates  of  the  cell,  and  if  any  of  the  cells  be  of  a 
different  construction,  the  amount  of  chemical  action  in  it  bears 
a  constant  proportion  <to  the  action  in  the  DanielFs  cell.  For 
instance,  if  one  of  the  cells  consists  of  two  platinum  plates  dipped 
into  sulphuric  add  diluted  with  water,  oxygen  will  be  given  off 
at  the  surface  of  the  plate  where  the  current  enters  the  liquid, 
namely^  the  plate  in  metallic  connexion  with  the  copper  of  Daniell's 
cell,  and  hydrogen  at  the  surface  df  the  plate  where  the  current 
leaves  the  liquid,  namely,  the  plate  connected  with  the  zinc  of 
Daniell's  cell. 

The  volume  of  the  hydrogen  is  exactly  twice  the  volume  of  the 
oxygen  given  off  in  the  same  time,  and  the  weight  of  the  oxygen  is 
exactly  eight  times  the  weight  of  the  hydrogen. 

In  every  cell  of  the  circuit  the  weight  of  each  substance  dissolved, 
deposited,  or  decomposed  is  equal  to  a  obtain  quantity  called  the 
electrochemical  equivalent  of  that  substance,  multiplied  by  the 
strength  of  the  current  and  by  the  time  during  which  it  has 
been  flowing. 

For  the  experiments  whidi  established  this  principle,  see  the 
ieventh  and  eighth  series  of  Faraday's  Experimental  Researches; 
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and  for  an  investigation  of  the  apparent  exceptions  to  the  rule,  see 
Miller's  Chemical  Phj/dca  and  Wiedemann's  Galvanismus. 

237.]  Substances  which  are  decomposed  in  this  way  are  called 
Electrolytes.  The  process  is  called  Electrolysis.  The  places  where 
the  current  enters  and  leaves  the  electrolyte  are  called  Electrodes. 
Of  these  the  electrode  by  which  the  current  enters  is  called  the 
Anode,  and  that  by  which  it  leaves  the  electrolyte  is  called  the 
Cathode.  The  components  into  which  the  electrolyte  is  resolved 
are  called  Ions:  that  which  appears  at  the  anode  is  called  the 
Anion,  and  that  which  appears  at  the  cathode  is  called  the  Cation. 

Of  these  terms^  which  were,  I  believe^  invented  by  Faraday  with 
the  help  of  Dr.  Whewell,  the  first  three,  namely,  electrode,  elec- 
trolysis, and  electrolyte  have  been  generally  adopted,  and  the  mode 
of  conduction  of  the  current  in  whixsh  this  kind  of  decomposition 
and  transfer  of  the  components  takes  place  is  called  Electrolytic 
Conduction. 

If  a  homogeneous  electrolyte  is  placed  in  a  tube  of  variable 
section,  and  if  the  electrodes  are  placed  at  the  ends  of  this  tube^ 
it  is  found  that  when  the  current  passes,  the  anion  appears  at 
the  anode  and  the  cation  at  the  cathode,  the  quantities  of  these 
ions  being  electrocfaemically  equivalent,  and  such  as  to  be  together 
equivalent  to  a  certain  quantity  of  the  electrolyte.  In  the  other 
parts  of  the  tube,  whether  the  section  be  large  or  small,  uniform 
or  varjring,  the  composition  of  the  electrolyte  remains  unaltered. 
Hence  the  amount  of  electrolysis  which  takes  place  across  every 
section  of  the  tube  is  the  same.  Where  the  section  is  small  the 
action  must  therefore  be  more  intense  than  where  the  section  is 
large,  but  the  total  amount  of  each  ion  which  crosses  any  complete 
section  of  the  electrolyte  in  a  given  time  is  the  same  for  all  sections. 

The  strength  of  the  current  may  therefore  be  measured  by  the 
amount  of  electrolysis  in  a  given  time.  An  instrument  by  which 
the  quantity  of  the  electrolytic  products  can  be  readily  measured 
is  called  a  Voltameter. 

The  strength  of  the  current,  as  thus  measured,  is  the  same 
at  every  part  of  the  circuit,  and  the  total  quantity  of  the  elec- 
trolytic products  in  the  voltameter  after  any  given  time  is  pro- 
portional to  the  amount  of  electricity  which  passes  any  section  in 
the  same  time. 

238.]  If  we  introduce  a  voltameter  at  one  part  of  the  circuit 
of  a  voltaic  battery,  and  break  the  circuit  at  another  part,  we  may 
suppose  the  measurement  of  the  current  to  be  conducted  thus. 
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Let  the  ends  of  the  broken  circuit  be  A  and  jS,  and  let  A  be  the 
anode  and  £  the  cathode.  Let  an  insulated  ball  be  made  to  touch 
A  and  £  alternately^  it  will  carry  from  AtoJS  a  certain  measurable 
quantity  of  electricity  at  each  journey.  This  quantity  may  be 
measured  by  an  electrometer,  or  it  may  be  calculated  by  muU 
tiplying  the  electromotive  force  of  the  circuit  by  the  electrostatic 
capacity  of  the  ball.  Electricity  is  thus  carried  from  ^  to  j9  on  the 
insulated  ball  by  a  process  which  may  be  called  Convection.  At 
the  same  time  electrolysis  goes  on  in  the  voltameter  and  in  the 
cells  of  the  battery,  and  the  amount  of  electrolysis  in  each  cell  may 
be  compared  with  the  amount  of  electriciiy  carried  across  by  the 
insulated  ball.  The  quantity  of  a  substance  which  is  electrolysed 
by  one  unit  of  electricity  is  called  an  Electrochemical  equivalent 
of  that  substance.. 

This  experiment  would  be  an  extremely  tedious  and  troublesome 
one  if  conducted  in  this  way  with  a  ball  of  ordinary  magnitude 
and  a  manageable  battery,  for  an  enormous  number  of  journeys 
would  have  to  be  made  before  an  appreciable  quantity  of  the  electro- 
lyte  was  decomposed.  The  experiment  must  therefore-  be  considered 
as  a  mere  illustration,  the  actual  measurements  of  electrochemical 
equivalents  being  conducted  in  a  different  way.  But  the  experi-* 
ment  may  be  considered  as  an  illustration  of  the  process  of  elec- 
trolysis itself,  for  if  we  regard  electrolytic  conduction  as  a  species 
of  convection  in  which  an  electrochemical  equivalent  of  the  anion 
travels  with  negative  electricity  in  the  direction  of  the  anode,  while 
an  equivalent  of  the  cation  travels  with  positive  electricity  in 
the  direction  of  the  cathode^  the  whole  amount  of  transfer  of  elec- 
tricity being  one  unit,  we  shall  have  an  idea  of  the  process  of 
electrolysis,  which,  so  far  as  I  know,  is  not  inconsistent  with  known 
facts,  though,  on  account  of  our  ignorance  of  the  nature  of  electricity 
and  of  chemical  compounds,  it  may  be  a  veiy  imperfect  repre- 
sentation of  what  really  takes  place. 

Magnetic  Action  of  the  Current, 

289.]  Oersted  discovered  that  a  magnet  placed  near  a  straight 
electric  current  tends  to  place  itself  at  right  angles  to  the  plane 
passing  through  the  magnet  and  the  current.     See  Art.  475. 

If  a  man  were  to  place  his  body  in  the  line  of  the  current  so 
that  the  current  from  copper  through  the  wire  to  zinc  should  flow 
from  his  head  to  his  feet,  and  if  he  were  to  direct  his  face  towards 
the  centre  of  the  magnet,  then  that  end  of  the  magnet  which  tends 
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to  point  to  the  north  would,  when  the  current  flows,  tend  to  point 
towards  the  man's  right  hand. 

The  nature  and  laws  of  tiiis  electromagnetic  action  will  be  dis- 
cussed when  we  come  to  the  Iburth  part  of  this  treatise.  What 
we  are  eonoemed  with  at  present  is  the  fact  that  l^e  electric 
current  has  a  magnetic  action  which  is  exerted  outside  the  cunent, 
and  by  which  its  existence  can  be  ascertained  and  its  intensity 
measured  without  breaking  the  circuit  or  introducing  anything  into 
the  current  itself. 

Hie  amount  of  the  magnetic  action  has  been  ascertained  to  be 
strictly  proportional  to  the  strength  of  the  current  as  measured 
by  the  products  of  electrolysis  in  the  voltameter,  and  to  be  quite 
independent  of  the  nature  of  the  conductor  in  which  the  current 
is  flowing,  whether  it  be  a  metal  or  an  electrolyte. 

240.]  An  instrument  which  indicates  the  strength  of  an  electric 
current  by  its  magnetic  efiects  is  called  a  Galvanometer. 

Galvanometers  in  general  consist  of  one  or  more  coils  of  silk- 
covered  wire  within  which  a  magnet  is  suspended  with  its  axis 
horizontal.  When  a  current  is  passed  through  the  wire  the  magnet 
tends  to  set  itself  with  its  axis  perpendicular  to  the  plane  of  the 
coils.  If  we  suppose  the  plane  of  the  coils  to  be  placed  parallel 
to  the  plane  of  the  earth's  equator,  and  the  current  to  flow  round 
the  c(h1  {rem  east  to  west  in  the  direction  of  the  apparent  motion 
of  the  sun,  then  the  magnet  within  will  tend  to  set  itself  with 
its  magnetization  in  the  same  direction  as  that  of  the  earth  con- 
sidered as  a  great  magnet,  the  north  pole  of  the  earth  being  similar 
to  that  end  of  the  compass  needle  which  points  south. 

The  galvanometer  is  the  most  convenient  instrument  for  mea- 
suring the  strength  of  electric  •currents.  We  shall  therefore  assume 
the  possibility  of  constructing  such  an  instrument  in  studying  the 
laws  of  these  currents^  reserving  the  discussion  of  the  principles  of 
the  instrument  for  our  fourth  part.  When  therefore  we  say  that 
an  electric  current  is  of  a  certain  strength  we  suppose  that  the 
measurement  is  effected  by  the  galvanometer. 


CHAPTEE   11. 


coirDFcnoN  and  resistance, 

241.]  If  hy  means  of  an  eleetrooaeter  we  determine  the  electric 
potential  at  different  points  of  a  circuit  in  which  a  constant  electric 
current  is  maintained,  we  shall  find  that  in  any  portion  of  the 
circuit  consisting  of  a  single  metal  of  uniform  temperature  through* 
out,  the  potential  at  anj  point  exceeds  that  at  anjr  other  point 
farther  on  in  the  direction  of  the  current  by  a  quantity  depending 
on  the  strength  of  the  current  and  on  the  nature  and  dimensions 
of  the  intervening  poiiion  of  the  circuit.  The  difference  of  the 
potentials  at  the  extremities  of  thi&  portion  of  the  circuit  is  called 
the  External  electromotive  force  acting  on  it.  If  the  pcHrtion  of 
the  circuit  under  consideration  is  not  homogeneous,  but  contains 
transitions  from  one  substance  to-  another,  from  metals  to  elec* 
trolytes,  or  from  hotter  ta  colder  parts,  there  may  be,  besides  the 
external  electromotive  force,  Internal  electromotive  force9  which 
must  be  taken  into  account. 

The  relations  between  Electromotive  Force,  Current,  and  Resist- 
ance were  first  investigated  by  Dr.  O.  S.  Ohm,  in  a  work  published 
in  1827,  entitled  Die  Galvanische  Kette  Matkematisci  Bearbeitety 
translated  in  Taylor's  Scienlific  Memoirs.  The  result  of  these  in- 
vestigations in  the  case  of  homogeneous  conductors  is  commonly 
called  <  Ohm's  Law.^ 

0Am^9  Law, 

The  electromotive  force  acting  between  the  extremities  of  ang  part 
of  a  circuit  is  the  product  of  the  strength  of  the  current  and  the 
resistance  of  that  part  of  the  circuit. 

Here  a  new  term  is  introduced,  the  Resistance  of  a  conductor, 
which  is  defined  to  be  the  ratio  of  the  electromotive  force  to 
the  strength  of  the  current  which  it  produces.     The  iutroduction 
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of  this  term  would  have  been  of  no  scientific  value  unless  Ohm 
had  shewn,  as  he  did  experimentally,  that  it  corresponds  to  a  real 
physical  quantity^  that  is,  that  it  has  a  definite  value  which  is 
altered  only  when  the  nature  of  the  conductor  is  altered. 

In  the  first  place,  then,  the  resistance  of  a  conductor  is  inde« 
pendent  of  the  strength  of  the  current  flowing  through  it. 

In  the  second  place  the  resistance  is  independent  of  the  electric 
potential  at  which  the  conductor  is  maintained,  and  of  the  density 
of  the  distribution  of  electricity  on  the  surface  of  the  conductor. 

It  depends  entirely  on  the  nature  of  the  material  of  which  the 
conductor  is  composed^  the  state  of  aggregation  of  its  parts,  and  its 
temperature. 

The  resistance  of  a  conductor  may  be  measured  to  within  one 
ten  thousandth  or  even  one  hundred  thousandth  part  of  its  value, 
and  so  many  conductors  have  been  tested  that  our  assurance  of  the 
truth  of  Ohm's  Law  is  now  very  high.  In  the  sixth  chapter  we 
shall  trace  its  applications  and  consequences. 

Generation  of  Heat  by  the  Current 
242,]  We  have  seen  that  when  an  electromotive  force  causes 
a  current  to  flow  through  a  conductor,  electricity  is  transferred 
from  a  place  of  higher  to  a  place  of  lower  potential.  If  the  transfer 
had  been  made  by  convection,  that  is,  by  carrying  successive  charges 
on  a  ball  from  the  one  place  to  the  other,  work  would  have  been 
done  by  the  electrical  forces  on  the  ball^  and  this  might  have 
been  turned  to  account.  It  is  actually  turned  to  account  in  a 
partial  manner  in  those  dry  pile  circuits  where  the  electrodes  have 
the  form  of  bells,  and  the  carrier  ball  is  made  to  swing  like  a 
pendulum  between  the  two  bells  and  strike  them  alternately.  In 
this  way  the  electrical  action  is  made  to  keep  up  the,  swinging 
of  the  pendulum  and  to  propagate  the  sound  of  the  bells  to  a 
distance.  In  the  case  of  the  conducting  wire  we  have  the  same 
transfer  of  electricity  from  a  place  of  high  to  a  place  of  low  potential 
without  any  external  work  being  done.  The  principle  of  the  Con- 
servation of  Energy  therefore  leads  us  to  look  for  internal  work  in 
the  conductor.  In  an  electrolyte  this  internal  work  consists  partly 
of  the  separation  of  its  components.  In  other  conductors  it  is 
entirely  converted  into  heat. 

The  energy  converted  into  heat  is  in  this  case  the  product  of 
the  electromotive  force  into  the  quantity  of  electricity  which  passes. 
But  the  electromotive  force  is  the  product  of  the  current  into  the 
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resistance,  and  the  quantify  of  electricity  is  the  product  of  the 
current  into  the  time.  Hence  the  quantity  of  heat  multiplied  by 
the  mechanical  equivalent  of  unit  of  heat  is  equal  to  the  square  of 
the  strength  of  the  current  multiplied  into  the  resistance  and  into 
the  time. 

The  heat  developed  by  electric  currents  in  overcoming  the  re-* 
sistance  of  conductors  has  been  determined  by  Dr.  Jonle,  who  first 
established  that  the  heat  produced  in  a  given  time  is  proportional 
to  the  square  of  the  current,  and  afterwards  by  careful  absolute 
measurements  of  all  this  quantities  concerned,  verified  the  equation 

where  /is  Joule's  dynamical  equivalent  of  heat,  iTthe  number  of 
units  of  heat,  C  the  strength  of  the  current,  R  the  resistance  of  the 
conductor,  and  t  the  time  during  which  the  current  flows.  These 
relations  between  electromotive  force,  work,  and  heat,  were  first  fully 
explained  by  Sir  W.  Thomson  in  a  paper  on  the  application  of  the 
principle  of  mechanical  effect  to  the  measurement  of  electromotive 
forces*. 

248>]  The  analogy  between  the  theory  of  the  conduction  of  elec- 
tricity and  that  of  the  conduction  of  heat  is  at  first  sight  almost 
complete.  If  we  take  two  systems  geometrically  similar,  and  such 
that  the  conductivity  for  heat  at  any  part  of  the  first  is  proportional 
to  the  conductivity  for  electricity  at  the  corresponding  part  of  the 
second,  and  if  we  also  make  the  temperature  at  any  part  of  the 
first  proportional  to  the  electric  potential  at  the  corresponding  point 
of  the  second,  then  the  flow  of  heat  across  any  area  of  the  first 
will  be  proportional  to  the  flow  of  electricity  across  the  corre- 
sponding area  of  the  second. 

Thus,  in  the  illustration  we  have  given,  in  which  flow  of  elec- 
tricity corresponds  to  flow  of  heat,  and  electric  potential  to  tem- 
perature, electricity  tends  to  flow  from  places  of  high  to  places 
of  low  potential,  exactly  as  heat  tends  to  flow  from  places  of  high 
to  places  of  low  temperature. 

244.]  The  theory  of  potential  and  that  of  temperature  may 
therefore  be  made  to  illustrate  one  another ;  there  is,  however,  one 
remarkable  difference  between  the  phenomena  of  electricity  and 
those  of  heat. 

Suspend  a  conducting  body  within  a  closed  conducting  vessel  by 
a  silk  thread,  and  charge  the  vessel  with  electricity.    The  potential 

*  Phil.  Mag  ,J>ec.  1851. 
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of  the  vessel  and  of  all  within  it  will  be  instantly  raised*  bat 
however  long^  and  however  powerfully  the  vessel  be  electrified,  aod 
whether  the  body  within  be  allowed  to  oome  in  contact  with  the 
vessel  or  not»  no  signs  of  electrification  wUl  appear  within  the 
vessel,  nor  will  the  body  within  shew  any  electrical  effect  when 
taken  out. 

But  if  the  vessel  is  raised  to  a  high  temperatore,  the  body 
within  will  rise  to  the  same  temp^ature,  but  oply  after  a  con- 
siderable time,  and  if  it  ift  then  taken  out  it  will  be  Ibund  hot, 
and  will  remain  so  till  it  has  continued  to.  emit  heat  for  some  time. 

The  difference  between  the  phenomena  consists  in  the  fact  that 
bodies  are  capable  of  absorbing  and  emitting  heat,  whereas  they 
have  no  corresponding  property  with  respect  to  electricity,  A  body 
cannot  be  made  hot  without  a  certain  amount  of  heat  being 
supplied  to  it,  depending  on  the  mass  and  specific  heat  of  the  body, 
but  the  electric  potential  of  a  body  may  be  raised  to  any  extent 
in  the  way  already  described  without  communicating  any  electricity 
to  the  body. 

245.]  Again,  suppose  a  body  first  heated  and  then  placed  inside 
the  closed  vessel.  The  outside  of  the  vessel  will  be  at  first  at  the 
temperature  of  surrounding  bodies,  but  it  will  soon  get  hot,  and 
will  remain  hot  till  the  heat  of  the  interior  body  has  escaped. 

It  is  impossible  to  perform  a  corresponding  electrical  experiment 
It  is  impossible  so  to  electrify  a  body,  and  so  to  place  it  in  a 
hollow  vessel,  that  the  outside  of  the  vessel  shall  at  first  shew  no 
signs  of  electrification  but  shall  afterwards  become  electrified.  It 
was  for  some  phenomenon  of  this  kind  that  Faraday  sought  in 
vain  under  the  name  of  an  absolute  charge  of  electricity. 

Heat  may  be  hidden  in  the  interior  of  a  body  so  as  to  have  no 
external  action,  but  it  is  impossible  to  isolate  a  quantity  of  elec- 
tricity  so  as  to  prevent  it  from  being  constantly  in  inductive 
relation  with  an  equal  quantity  of  electricity  of  the  opposite  kind. 

There  is  nothing  therefore  among  electric  phenomena  which 
corresponds  to  the  capacity  of  a  body  for  heat.  This  follows  at 
once  from  the  doctrine  which  is  asserted  in  this  treatise,  that 
electricity  obeys  the  same  condition  of  continuity  as  an  incom- 
pressible fluid.  It  is  therefore  impossible  to  give  a  bodily  charge 
of  electricity  to  any  substance  by  forcing  an  additional  quantity  of 
electricity  into  it    See  Arts.  61,  111,  329,  334. 


CHAPTER  III. 


BLECTEOMOTIVE   FORCE   BETWEEN   BODIES   IN   CONTACT. 

TAe  Potentials  of  Different  Substances  in  Contact. 

246.]  If  we  define  the  potential  of  a  hollow  conducting  vessel 
as  the  potential  of  the  air  inside  the  vessel,  we  may  ^certain  this 
potential  by  means  of  an  electrometer  as  described  in  Fart  I, 
Art.  222. 

If  we  now  take  two  hollow  vessels  of  difierent  metals,  say  copper 
and  zinc,  and  put  them  in  metallic  contact  with  each  other,  and 
then  test  the  potential  of  the  air  inside  each  vessel,  the  potential 
of  the  air  inside  the  zinc  vessel  will  be  positive  as  compared  with 
that  inside  the  copper  vessel.  The  difference  of  potentials  depends 
on  the  nature  of  the  surface  of  the  insides  of  the  vessels,  being 
greatest  when  the  zinc  is  bright  and  when  the  copper  is  coated 
with  oxide. 

It  appears  from  this  that  when  two  different  metals  are  in 
contact  there  is  in  general  an  electromotive  force  acting  from  the 
one  to  the  other,  so  as  to  make  the  potential  of  the  one  exceed 
that  of  the  other  by  a  certain  quantity.  This  is  Volta's  theory  of 
Contact  Electricity. 

If  we  take  a  certain  metal,  say  copper,  as  the  standard,  then 
if  the  potential  of  iron  in  contact  with  copper  at  the  zero  potential 
is  /,  and  that  of  zinc  in  contact  with  copper  at  zero  is  Z,  then 
the  potential  of  zinc  in  contact  with  iron  at  zero  will  be  Z-^L 

It  appears  firom  this  result,  which  is  true  of  any  three  metals, 
that  the  differences  of  potential  of  any  two  metals  at  the  same 
temperature  in  contact  is  equal  to  the  difference  of  their  potentials 
when  in  contact  with  a  third  metal,  so  that  if  a  circuit  be  formed 
of  any  number  of  metals  at  the  same  temperature  there  will  be 
electrical  equilibrium  as  soon  as  they  have  acquired  their  proper 
potentials,  and  there  will  be  no  current  kept  up  in  the  circuit. 

VOL.  I.  z 
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247.]  If,  however,  the  circuit  consist  of  two  metals  and  an  elec- 
trolyte, the  electrolyte,  according  to  Volta's  theory,  tends  to  reduce 
the  potentials  of  the  metals  in  contact  with  it  to  equality,  so  that 
the  electromotive  force  at  the  metallic  junction  is  no  longer  balanced, 
and  a  continuous  current  is  kept  up.  The  energy  of  this  current 
is  supplied  by  the  chemical  action  which  takes  place  between  the 
electrolyte  and  the  metals. 

248.]  The  electric  eflfect  may,  however,  be  produced  without 
chemical  action  if  by  any  other  means  we  can  produce  an  equali- 
zation of  the  potentials  of  two  metals  in  contact.  Thus,  in  an 
experiment  due  to  Sir  W.  Thomson  *,  a  copper  funnel  is  placed  in 
contact  with  a  vertical  zinc  cylinder,  so  that  when  copper  filings 
are  allowed  to  pass  through  the  funnel,  they  separate  from  each 
other  and  from  the  funnel  near  the  middle  of  the  zinc  cylinder, 
and  then  fall  into  an  insulated  receiver  placed  below.  The  receiver 
is  then  found  to  be  charged  negatively,  and  the  charge  increases 
as  the  filings  continue  to  pour  into  it.  At  the  same  time  the  zinc 
cylinder  with  the  copper  funnel  in  it  becomes  charged  more  and 
more  positively. 

If  now  the  zinc  cylinder  were  connected  with  the  receiver  by  a 
wire,  there  would  be  a  positive  current  in  the  wire  from  the  cylinder 
to  the  receiver.  The  stream  of  copper  filings,  each  filing  charged 
negatively  by  induction,  constitutes  a  negative  current  from  the 
funnel  to  the  receiver,  or,  in  other  words,  a  positive  current,  from 
the  receiver  to  the  copper  funnel.  The  positive  current,  therefore, 
passes  through  the  air  (by  the  filings)  from  zinc  to  copper,  and 
through  the  metallic  junction  from  copper  to  zinc,  just  as  in  the 
ordinary  voltaic  arrangement,  but  in  this  case  the  force  which  keeps 
up^the  current  is  not  chemical  action  but  gravity,  which  causes  the 
filings  to  fall,  in  spite  of  the  electrical  attraction  between  the 
positively  charged  funnel  and  the  negatively  charged  filings. 

249.]  A  remarkable  confirmation  of  the  theory  of  contact  elec- 
tricity is  supplied  by  the  discovery  of  Peltier,  that,  when  a  current 
of  electricity  crosses  the  junction  of  two  metals,  the  junction  is 
heated  when  the  current  is  in  one  direction,  and  cooled  when  it 
is  in  the  other  direction.  It  must  be  remembered  that  a  current 
in  its  passagfe  through  a  metal  always  produces  heat,  because  it 
meets  with  resistance,  so  that  the  cooling  effect  on  the  whole 
conductor  must  always  be  less  than  the  heating  effect.  We  must 
therefore  distinguish  between  the  generation  of  heat  in  each  metal, 
*  North  BritUh  JZmw,  1864,  p.  863 ;  and  Proc.  B.  S.,  June  20,  1867. 
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due  to  ordinary  resistance^  and  the  generation  or  absorption  of  heat 
at  the  junction  of  two  metals.  We  shall  call  the  first  the  frictional 
generation  of  heat  by  the  current,  and,  as  we  have  seen,  it  is 
proportional  to  the  square  of  the  current,  and  is  the  same  whether 
the  current  be  in  the  positive  or  the  negative  direction.  The  second 
we  may  call  the  Peltier  effect,  which  changes  its  sign  with  that 
of  the  current. 

The  total  heat  generated  in  a  portion  of  a  compound  conductor 
consisting  of  two  metals  may  be  expressed  by 

where  H  is  the  quantity  of  heat,  /  the  mechanical  equivalent  of 
unit  of  heat,  J2  the  resistance  of  the  conductor,  C  the  current,  and 
t  the  time ;  11  being  the  coeflScient  of  the  Peltier  effect,  that  is, 
the  heat  absorbed  at  the  junction  by  unit  of  current  in  unit  of 
time. 

Now  the  heat  generated  is  mechanically  equivalent  to  the  work 
done  against  electrical  forces  in  the  conductor,  that  is,  it  is  equal 
to  the  product  of  the  current  into  the  electromotive  force  producing 
it.  Hence,  if  H  is  the  external  electromotive  force  which  causes 
the  current  to  flow  through  the  conductor, 

JH^CEt^RC^t-JUCt, 
whence  £'=i2C— /n. 

It  appears  from  this  equation  that  the  external  electromotive 
force  required  to  drive  the  current  through  the  compomid  conductor 
is  less  than  that  due  to  its  resistance  alone  by  the  electromotive 
force  c7n.  Hence  JY\  represents  the  electromotive  contact  force 
at  the  junction  acting  in  the  positive  direction. 

This  application,  due  to  Sir  W.  Thomson  *,  of  the  dynamical 
theory  of  heat  to  the  determination  of  a  local  electromotive  force 
is  of  great  scientific  importance,  since  the  ordinary  method  of 
connecting  two  points  of  the  compound  conductor  with  the  elec- 
trodes of  a  galvanometer  or  electroscope  by  wires  would  be  useless, 
owing  to  the  contact  forces  at  the  junctions  of  the  wires  with 
the  materials  of  the  compound  conductor.  In  the  thermal  method, 
on  the  other  hand,  we  know  that  the  only  source  of  energy  is  the 
current  of  electricity,  and  that  no  work  is  done  by  the  current 
in  a  certain  portion  of  the  circuit  except  in  heating  that  portion 
of  the  conductor.     If,  therefore,  we  can  measure  the  amount  of  the 

•  Froe,  R,  S.  Edin.,  Dec.  15, 1861 ;  and  Trans.  R,  8.  Edin.,  1864. 
Z  2 
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current  and  the  amount  of  heat  produced  or  absorbed,  we  can 
determine  the  electromotive  force  required  to  urge  the  current 
through  that  portion  of  the  conductor,  and  this  measurement  is 
entirely  independent  of  the  eflPect  of  contact  forces  in  other  parts  of 
the  circuit. 

The  electromotive  force  at  the  junction  of  two  metals,  as  de- 
termined by  tbis  method,  does  not  account  for  Volta's  electromotive 
force  as  described  in  Art.  246.  The  latter  is  in  general  far  greater 
than  that  of  this  Article,  and  is  sometimes  of  opposite  sign.  Hence 
the  assumption  that  the  potential  of  a  metal  is  to  be  measured  by 
that  of  the  air  in  contact  with  it  must  be  erroneous,  and  the  greater 
part  of  Volta's  electromotive  force  must  be  sought  for,  not  at  the 
junction  of  the  two  metals,  but  at  one  or  both  of  the  surfaces  which 
separate  the  metals  from  the  air  or  other  medium  which  forms  the 
third  element  of  the  circuit. 

250.]  The  discovery  by  Seebeck  of  thermoelectric  currents  in 
circuits  of  different  metals  with  their  junctions  at  different  tem- 
peratures, shews  that  these  contact  forces  do  not  always  balance 
each  other  in  a  complete  circuit.  It  is  manifest,  however,  that 
in  a  complete  circuit  of  different  metals  at  uniform  temperature  the 
contact  forces  must  balance  each  other.  For  if  this  were  not  the 
case  th^re  would  be  a  current  formed  in  the  circuit,  and  this  current 
might  be  employed  to  work  a  machine  or  to  generate  heat  in  the 
circuit,  that  is,  to  do  work,  while  at  the  same  time  there  is  no 
expenditure  of  energy,  as  the  circuit  is  all  at  the  same  temperature, 
and  no  chemical  or  other  change  takes  place.  Hence,  if  the  Peltier 
effect  at  the  junction  of  two  metals  a  and  b  be  represented  by  17^ 
when  the  current  flows  from  a  to  i,  then  for  a  circuit  of  two  metals 
at  the  same  temperature  we  must  have 

na6+n5«  =  o, 

and  for  a  circuit  of  three  metals  a,  5,  c,  we  must  have 

It  follows  from  this  equation  that  the  three  Peltier  effects  are  not 
independent,  but  that  one  of  them  can  be  deduced  from  the  other 
two.  For  instance,  if  we  suppose  c  to  be  a  standard  metal,  and 
if  we  write  P«  =  /fl^  and  Pj,  =  JU^^y  then 

The  quantity  P^  is  a  function  of  the  temperature,  and  depends  on 
the  nature  of  the  metal  a. 

251.]   It  has  also  been  shewn  by  Magnus  that  if  a  circuit  is 
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formed  of  a  single  metal  no  current  will  be  formed  in  it,  however 
the  section  of  the  conductor  and  the  temperature  may  vary  in 
diflferent  parts. 

Since  in  this  case  there  is  conduction  of  beat  and  consequent 
dissipation  of  energy,  we  cannot,  as  in  the  former  case^  consider  this 
result  as  self-evident.  The  electromotive  force,  for  instance,  between 
two  portions  of  a  circuit  might  have  depended  on  whether  the 
current  was  passing  from  a  thick  portion  of  the  conductor  to  a  thin 
one,  or  the  reverse,  as  well  as  on  its  passing  rapidly  or  slowly  from  a 
hot  portion  to  a  cold  one,  or  the  reverse,  and  this  would  have  made 
a  current  possible  in  an  unequally  heated  circuit  of  one  metal. 

Hence,  by  the  same  reasoning  as  in  the  case  of  Peltier^s  phe- 
nomenon, we  find  that  if  the  passage  of  a  current  through  a 
cpnductor  of  one  metal  produces  any  thermal  effect  which  is  re- 
versed when  the  current  is  reversed,  this  can  only  take  place  when 
the  current  flows  from  places  of  high  to  places  of  low  temperature, 
or  the  reverse,  and  if  the  heat  generated  in  a  conductor  of  one 
metal  in  flowing  from  a  place  where  the  temperature  is  d;  to  a 
place  where  it  is  y,  is  H,  then 

and  the  electromotive  force  tending  to  maintain  the  current  will 
be  Sg^, 

If  Xy  yy  z  be  the  temperatures  at  three  points  of  a  homogeneous 
circuit,  we  must  have 

according  to  the  result  of  Magnus.  Hence,  if  we  suppose  2;  to  be 
the  zero  temperature,  and  if  we  put 

(2,  =  iS«    and     Q,  =  iS,., 
we  find  S^y  =  Qx— Qif> 

where  Q,  is  a  function  of  the  temperature  a?,  the  form  of  the 
function  depending  on  the  nature  of  the  metal. 

If  we  now  consider  a  circuit  of  two  metals  a  and  h  in  which 
the  temperature  is  x  where  the  current  passes  from  a  to  J,  and 
y  where  it  passes  from  i  to  a,  the  electromotive  force  will  be 

where  P^*  signifies  the  value  of  P  for  the  metal  a  at  the  tempera- 
ture Xy  or 

Since  in  unequally  heated  circuits  of  different  metals  there  are  in 
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general  thermoelectric  currents,  it  follows  that  P  and  Q  are  in 
general  different  for  the  same  metal  and  same  temperature. 

252.]  The  existence  of  the  quantity  Q  was  first  demonstrated  by 
Sir  W.  Thomson,  in  the  memoir  we  have  referred  to,  as  a  deduction 
from  the  phenomenon  of  thermoelectric  inversion  discovered  by 
Gumming  *,  who  found  that  the  order  of  certain  metals  in  the  ther- 
moelectric scale  is  different  at  high  and  at  low  temperatures,  so  that 
for  a  certain  temperature  two  metals  may  be  neutral  to  each  other. 
Thus,  in  a  circuit  of  copper  and  iron  if  one  junction  be  kept  at  the 
ordinary  temperature  while  the  temperature  of  the  other  is  raised^ 
a  current  sets  from  copper  to  iron  through  the  hot  junction,  and 
the  electromotive  force  continues  to  increase  till  the  hot  junction 
has  reached  a  temperature  T,  which,  according  to  Thomson,  is 
about  284°C.  When  the  temperature  of  the  hot  junction  is  raised 
still  further  the  electromotive  force  is  reduced,  and  at  last,  if  the 
temperature  be  raised  high  enough,  the  current  is  reversed.  The 
reversal  of  the  current  may  be  obtained  more  easily  by  raising  the 
temperature  of  the  colder  jimction.  If  the  temperature  of  both 
junctions  is  above  T  the  current  sets  from  iron  to  copper  through 
the  hotter  junction,  that  is,  in  the  reverse  direction  to  that  ob- 
served when  both  junctions  are  below  T, 

Hence,  if  one  of  the  junctions  is  at  the  neutral  temperature  T 
and  the  other  is  either  hotter  or  colder,  the  current  will  set  from 
copper  to  iron  through  the  junction  at  the  neutral  temperature. 

253.]  From  this  fact  Thomson  reasoned. as  follows  : — 

Suppose  the  other  junction  at  a  temperature  lower  than  T, 
The  current  may  be  made  to  work  an  engine  or  to  generate  heat  in 
a  wire,  and  this  expenditure  of  energy  must  be  kept  up  T)y  the 
transformation  of  heat  into  electric  energy,  that  is  to  say,  heat 
must  disappear  somewhere  in  the  circuit.  Now  at  the  tempera- 
ture T  iron  and  copper  are  neutral  to  each  other,  so  that  no 
reversible  thermal  effect  is  produced  at  the  hot  junction,  and  at 
the  cold  junction  there  is,  by  Peltier's  principle,  an  evolution  of 
heat  by  the  current.  Hence  the  only  place  where  the  heat  can  dis- 
appear is  in  the  copper  or  iron  portions  of  the  circuit,  so  that  either 
a  current  in  iron  from  hot  to  cold  must  cool  the  iron,  or  a  current 
in  copper  from  cold  to  hot  must  cool  the  copper,  or  both  these 
effects  may  take  place.  By  an  elaborate  series  of  ingenious  experi- 
ments Thomson  succeeded  in  detecting  the  reversible  thermal  action 
of  the  current  in  passing  between  parts  of  different  temperatures, 
*  Cambridge  Transactions,  1823. 
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and  he  found  that  the  curFent  produced  opposite  effects  in  copper 
and  in  iron  *. 

When  a  stream  of  a  material  fluid  passes  along  a  tube  from 
a  hot  part  to  a  cold  part  it  heats  the  tube,  and  when  it  passes 
fi-om  cold  to  hot  it  cools  the  tube,  and  these  effects  depend  on 
the  specific  capacity  for  heat  of  the  fluid.  If  we  supposed  elec- 
tricity, whether  positive  or  negative,  to  be  a  material  fluid,  we 
might  measure  its  specific  heat  by  the  thermal  effect  on  an  un- 
equally heated  conductor.  Now  Thomson's  experiments  shew  that 
positive  electricity  in  copper  and  negative  electricity  in  iron  carry 
heat  with  them  from  hot  to  cold.  Hence,  if  we  supposed  either 
positive  or  negative  electricity  to  be  a  fluid,  capable  of  being 
heated  and  cooled,  and  of  communicating  heat  to  other  bodies,  we 
should  find  the  scipposition  contradicted  by  iron  for  positive  elec- 
tricity and  by  copper  for  negative  electricity,  so  that  we  should 
have  to  abandon  both  hypotheses. 

This  scientific  prediction  of  the  reversible  effect  of  an  electric 
current  upon  an  unequally  heated  conductor  of  one  metal  is  another 
instructive  example  of  the  application  of  the  theory  of  Conservation 
of  Energy  to  indicate  new  directions  of  scientific  research.  Thomson 
has  also  applied  the  Second  Law  of  Thermodynamics  to  indicate 
relations  between  the  quantities  which  we  have  denoted  by  P 
and  Q,  and  has  investigated  the  possible  thermoelectric  properties 
of  bodies  whose  structure  is  different  in  different  directions.  He 
has  also  investigated  experimentally  the  conditions  under  which 
these  properties  are  developed  by  pressure,  magnetization,  &c. 

254.]  Professor  Taitf  has  recently  investigated  the  electro- 
motive force  of  thermoelectric  circuits  of  different  metals,  having 
their  junctions  at  different  temperatures.  He  finds  that  the  elec- 
tromotive force  of  a  circuit  may  be  expressed  very  accurately  by 
the  formula 

where  t^  is  the  absolute  temperature  of  the  hot  junction,  t^  that 
of  the  cold  junction,  and  ^^  the  temperature  at  which  the  two  metals 
are  neutral  to  each  other.  The  factor  a  is  a  coefficient  depending 
on  the  nature  of  the  two  metals  composing  the  circuit.  This  law 
has  been  verified  through  considerable  ranges  of  temperature  by 
Professor  Tait  and  his  students,  and  he  hopes  to  make  the  thermo- 
electric circuit   available   as   a  thermometric  instrument  in    his 

•  « On  the  Electrodynamic  Qualities  of  Metals.*     PKU.  Tran8.,  1866. 
t  Proe.  Jt.  S,  £din.,  Session  1870-71,  p.  308,  also  Dec.  18, 1871. 
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experiments  on  the  conduction  of  heat,  and  in  other  cases  in  which 
the  mercurial  thermometer  is  not  convenient  or  has  not  a  sufficient 
range. 

According  to  Tait's  theory,  the  quantity  which  Thomson  calls 
the  specific  heat  of  electricity  is  proportional  to  the  absolute  tem- 
perature in  each  pure  metal,  though  its  magnitude  and  even  its 
sign  vary  in  different  metals.  From  this  he  has  deduced  by  ther- 
modynamic principles  the  following  results.  Let  k^t,  k^ty  k^t 
be  the  specific  heats  of  electricity  in  three  metals  a,  b,  e,  and  let 
Ttoi  Teay  ^ab  ^  ^^^  tempcratuTes  at  which  pairs  of  these  metals  are 
neutral  to  each  other^  then  the  equations 

express  the  relation  of  the  neutral  temperatures,  the  value  of  the 
Peltier  effect,  and  the  electromotive  force  of  a  thermoelectric  circuit. 


CHAPTEK  IV. 


ELECTROLYSIS. 


Electrolytic  Conduction, 

255.]  I  HAVE  already  stated  that  when  an  electric  current  in 
any  part  of  its  circuit  passes  through  certain  compound  substances 
called  Electrolytes,  the  passage  of  the  current  is  accompanied  by 
a  certain  chemical  process  called  Electrolysis,  in  which  the  substance 
is  resolved  into  two  components  called  Ions,  of  which  one,  called 
the  Anion,  or  the  electrouegative  component,  appears  at  the  Anode, 
or  place  where  the  current  enters  the  electrolyte,  and  the  other, 
called  the  Cation,  appears  at  the  Cathode,  or  the  place  where  the 
current  leaves  the  electrolyte. 

The  complete  investigation  of  Electrolysis  belongs  quite  as  much 
to  Chemistry  as  to  Electricity.  We  shall  consider  it  from  an 
electrical  point  of  view,  without  discussing  its  application  to  the 
theory  of  the  constitution  of  chemical  compounds. 

Of  all  electrical  phenomena  electrolysis  appears  the  most  likely 
to  ftimish  us  with  a  real  insight  into  the  true  nature  of  the  electric 
current,  because  we  find  currents  of  ordinary  matter  and  currents 
of  electricity  forming  essential  parts  of  the  same  phenomenon. 

It  is  probably  for  this  very  reason  that,  in  the  present  imperfectly 
formed  state  of  our  ideas  about  electricity,  the  theories  of  electro- 
lysis are  so  unsatisfactory. 

The  fundamental  law  of  electrolysis,  which  was  established  by 
Faraday,  and  confirmed  by  the  experiments  of  Beetz,  Hittorf,  and 
others  down  to  the  present  time,  is  as  follows.: — 

The  number  of  electrochemical  equivalents  of  an  electrolyte  which 
are  decomposed  by  the  passage  of  an  electric  current  during  a  g^ven 
time  is  equal  to  the  number  of  units  of  electricity  which  are  trans- 
ferred by  the  current  in  the  same  time. 
.    The  electrochemical  equivalent  of  a  substance  is  that  quantity 
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of  the  substance  which  is  electrolysed  by  a  unit  current  passing 
through  the  substance  for  a  unk  of  time,  or,  in  other  words,  by  the 
passage  of  a  unit  of  electricity.  When  the  unit  of  electricity  is 
defined  in  absolute  measure  the  absolute  value  of  the  electro* 
chemical  equivalent  of  each  substance  can  be  determined  in  grains 
or  in  grammes. 

The  electrochemical  equivalents  of  different  substances  are  pro- 
portional to  their  ordinary  chemical  equivalents.  The  ordinary 
chemical  equivalents^  however,  are  the  mere  numerical  ratios  in 
which  the  substances  combine,  whereas  the  electrochemical  equi- 
valents are  quantities  of  matter  of  a  determinate  magnitude,  de- 
pending on  the  definition  of  the  unit  of  electricity. 

Every  electrolyte  consists  of  two  components,  which,  during  the 
electrolysis^  appear  where  the  current  enters  and  leaves  the  elec- 
trolyte^ and  nowhere  else.  Hence^  if  we  conceive  a  surface  described 
within  the  substance  of  the  electrolyte,  the  amount  of  electrolysis 
which  takes  place  through  this  surface^  as  measured  by  the  elec- 
trochemical equivalents  of  the  components  transferred  across  it 
in  opposite  directions,  will  be  prq[>ortional  to  the  total  electric 
current  through  the  sur&ce. 

The  actual  transfer  of  the  ions  through  the  substance  of  the 
electrolyte  in  opposite  directions  is  therefore  part  of  the  phenomenon 
of  the  conduction  of  an  electric  current  through  an  electrolyte.  At 
every  point  of  the  electrolyte  through  which  an  electric  current 
is  passing  there  are  also  two  opposite  material  currents  of  the  anion 
and  the  cation,  which  have  the  same  lines  of  flow  with  the  electric 
current,  and  are  proporticmal  to  it  in  magnitude. 

It  is  therefore  extremely  natural  to  suppose  that  the  currents  of 
the  ions  are  convection  currents  of  electricity,  and,  in  particular, 
that  every  molecule  of  the  cation  is  charged  with  a  certain  fixed 
quantity  of  positive  electricity,  which  is  the  same  for  the  molecules 
of  all  cations^  and  that  every  molecule  of  the  anion  is  charged  with 
an  equal  quantity  of  negative  electricity. 

The  opposite  motion  of  the  ions  through  the  electrolyte  would 
then  be  a  complete  physical  representation  of  the  electric  current. 
We  may  compare  this  motion  of  the  ions  with  the  motion  of  gases 
and  liquids  through  each  other  during  the  process  of  diffusion, 
there  being  this  difference  between  the  two  processes,  that,  in 
diffusion,  the  different  substances  are  only  mixed  together  and  the 
mixture  is  not  homogeneous,  whereas  in  electrolysis  they  are  chemi- 
cally combined  and  the  electrolyte  is  homogeneous.     In  diffusion 
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the  determining  cause  of  the  motion  of  a  substance  in  a  given 
direction  is  a  diminution  of  the  quantity  of  that  substance  per 
unit  of  volume  in  that  direction,  whereas  in  electrolysis  the  motion 
of  each  ion  is  due  to  the  electromotive  force  acting  on  the  charged 
molecules. 

256.]  Clausius*,  who  has  bestowed  much  study  on  the  theory 
of  the  molecular  agitation  of  bodies,  supposes  that  the  molecules 
of  all  bodies  are  in  a  state  of  constant  agitation^  but  that  in  solid 
bodies  each  molecule  never  passes  beyond  a  certain  distance  from 
its  original  position^  whereas  in  fluids  a  molecule,  •  after  moving 
a  certain  distance  from  its  original  position,  is  just  as  likely  to 
move  still  farther  from  it  as  to  move  back  again.  Hence  the 
molecules  of  a  fluid  apparently  at  rest  are  continually  changing 
their  positions,  and  passing  irregularly  from  one  part  of  the  fluid 
to  another.  In  a  compound  fluid  he  supposes  that  not  only  the 
compound  molecules  travel  about  in  this  way,  but  that,  in  the 
collisions  which  occur  between  the  compound  molecules,  the  mole- 
cules of  which  they  are  composed  are  often  separated  and  change 
partners,  so  that  the  same  individual  atom  is  at  one  time  associated 
with  one  atom  of  the  opposite  kind,  and  at  another  time  with  another. 
This  process  Clausius  supposes  to  go  on  in  the  liquid  at  all  times,  but 
when  an  electromotive  force  acts  on  the  liquid  the  motions  of  the 
molecules,  which  before  were  indiflerently  in  all  directions,  are  now 
influenced  by  the  electromotive  force,  so  that  the  positively  charged 
molecules  have  a  greater  tendency  towards  the  cathode  than  towards 
the  anode,  and  the  negatively  charged  molecules  have  a  greater 
tendency  to  move  in  the  opposite  direction.  Hence  the  molecules 
of  the  >cation  will  during  their  intervals  of  freedom  struggle  towards 
the  cathode,  but  will  continually  be  checked  in  their  course  by 
pairing  for  a  time  with  molecules  of  the  anion,  which  are  also 
struggling  through  the  crowd,  but  in  the  opposite  direction. 

257.]  This  theory  of  Clausius  enables  us  to  understand  how  it  is, 
that  whereas  the  actual  decomposition  of  an  electrolyte  requires  an 
electromotive  force  of  finite  magnitude,  the  conduction  of  the 
current  in  the  electrolyte  obeys  the  law  of  Ohm,  so  that  every 
electromotive  force  within  the  electrol3rte,  even  the  feeblest,  produces 
a  current  of  proportionate  magnitude. 

According  to  the  theory  of  Clausius,  the  decomposition  and 
recomposition  of  the  electrolyte  is  continually  going  on  even  when 
there  is  no  current,  and  the  very  feeblest  electromotive  force  is 
♦  Pogg.  Ann.  bd.  ci.  s.  888  (1867). 
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suiHcient  to  give  this  process  a  certain  degree  of  direction,  and  so 
to  produce  the  currents  of  the  ions  and  the  electric  current,  which 
is  part  of  the  same  phenomenon.  Within  the  electrolyte,  howeyer, 
the  ions  are  never  set  free  in  finite  quantity,  and  it  is  this  liberation 
of  the  ions  which  requires  a  finite  electromotive  force.  At  the 
electrodes  the  ions  accumulate,  for  the  successive  portions  of  the 
ioDs,  as  they  arrive  at  the  electrodes,  instead  of  finding  molecules  of 
the  opposite  ion  ready  to  combine  with  them,  are  forced  into  com- 
pany with  molecules  of  their  own  kind,  with  which  they  cannot 
combine.  The  electromotive  force  required  to  produce  this  effect 
is  of  finite  magnitude,  and  forms  an  opposing  electromotive  force 
which  produces  a  reversed  current  when  other  electromotive  forces 
are  removed.  When  this  reversed  electromotive  force,  owing  to 
the  accumulation  of  the  ions  at  the  electrode,  is  observed,  the 
electrodes  are  said  to  be  Polarized. 

258.]  One  of  the  best  methods  of  determining  whether  a  body 
is  or  is  not  an  electrolyte  is  to  place  it  between  platinum  electrodes 
and  to  pass  a  current  through  it  for  some  time,  and  then,  dis- 
engaging the  electrodes  from  the  voltaic  battery,  and  connecting 
them  with  a  galvanometer,  to  observe  whether  a^  reverse  current, 
due  to  polarization  of  the  electrodes,  passes- through  the  galvano- 
meter. Such  a  current,  being  due  to  accumulation  of  different 
substances  on  the  two  electrodes,  is  a  proof  that  the  substance  has 
been  electrolytically  decomposed  by  the  original  current  from  the 
battery.  This  method  can  often  be  applied  where  it  is  difficult, 
by  direct  chemical  methods,  to  detect  the  presence  of  the  products 
of  decomposition  at  the  electrodes^     See  Art.  27 U 

259.]  So  far  as  we  have  gone  the  theoiy  of  electrolysis  appears 
very  satisfactory.  It  explains  the  electric  current,  the  nature  of 
which  we  do  not  understand,  by  means  of  the  currents  of  the 
material  components  of  the  electrolyte,  the  nK>tion;  of  which, 
though  not  visible  to  the  eye,  is  easily  demonstrated.  It  gives  a 
clear  explanation,  as  Faraday  has  shewn,  why  an  electrolyte  which 
conducts  in  the  liquid  state  is  a  non-conductor  when  solidified,  for 
unless  the  molecules-  can  pass  from  one  part  to  another  no  elec- 
trolytic conduction  can  take  place,  so  that  the  substance  must 
be  in  a  liquid  state,  either  by  iiision  or  by  solution,  in.  order  to  be 
a  conductor. 

But  if  we  go  on,  and  assume  that  the  molecules  of  the  ions 
within  the  electrolyte  are  actually  charged  with  certain  definite 
quantities  of  electricity,  positive  and  negative,  so  that  the  elec- 
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trolytic  carrent  is  simply  a  current  of  convection^  we  find  that  this 
tempting  hypothesis  leads  us  into  very  difficult  ground. 

In  the  first  place,  we  must  assume  that  in  every  electrolyte  each 
molecule  of  the  cation,  as  it  is  liberated  at  the  cathode,  commu- 
nicates to  the  cathode  a  charge  of  positive  electricity,  the  amount 
of  which  is  the  same  for  every  molecule,  not  only  of  that  cation 
but  of  all  other  cations.  In  the  same  way  each  molecule  of  the 
anion  when  liberated,  communicates  to  the  anode  a  charge  ot 
negative  electricity,  the  numerical  magnitude  of  which  is  the  same 
as  that  of  the  positive  charge  due  to  a  molecule  of  a  cation,  but 
with  sign  reversed. 

K,  instead  of  a  single  molecule,  we  consider  an  assemblage  of 
molecules,  constituting  an  electrochemical  equivalent  of  the  ion, 
then  the  total  charge  of  all  the  molecules  is,  as  we  have  seen^  one 
unit  of  electricity,  positive  or  negative. 

260.]  We  do  not  as  yet  know  how  many  molecules  there  are 
in  an  electrochemical  equivalent  of  any  substance,  but  the  molecular 
theory  of  chemistry,  which  is  corroborated  by  many  physical  con- 
siderations, supposes  that  the  number  of  molecules  in  an  elec- 
trochemical equivalent  is  the  same  for  all  substances.  We  may 
therefore,  in  molecular  speculations,  assume  that  the  number  of 
molecules  in  an  electrochemical  equivalent  is  N,  a  number  unknown 
at  present,  but  which  we  may  hereafter  find  means  to  determine  *. 

Each  molecule,  therefore,  on  being  liberated  from  the  state  of 

combination,  parts  with  a  charge  whose  magnitude  is  ^ ,  and  is 

positive  for  the  cation  and  negative  for  the  anion.  This  definite 
quantity  of  electricity  we  shall  call  the  molecular  charge.  If  it 
were  known  it  would  be  the  most  natural  unit  of  electricity. 

Hitherto  we  have  only  increased  the  precision  of  our  ideas  by 
exercising  our  imagination  in  tracing  the  electrification  of  molecules 
and  the  discharge  of  that  electrification. 

The  liberation  of  the  ions  and  the  passage  of  positive  electricity 
firom  the  anode  and  into  the  cathode  are  simultaneous  facts.  The 
ions,  when  liberated,  are  not  charged  with  electricity,  hence,  when 
they  are  in  combination,  they  have  the  molecular  charges  as  above 
described. 

The  electrification  of  a  molecule,  however,  though  easily  spoken 
of,  is  not  so  easily  conceived. 

We  know  that  if  two  metals  are  brought  into  contact  at  any 
*  See  note  to  Art.  5. 
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point,  the  rest  of  their  surfaces  will  be  electrified^  and  if  the  metals 
are  in  the  form  of  two  plates  separated  by  a  narrow  interval  of  air, 
the  charge  on  each  plate  may  become  of  considerable  magnitude. 
Something  like  this  may  be  supposed  to  occur  when  the  two 
components  of  an  electrolyte  are  in  combination.  Each  pair  of 
molecules  may  be  supposed  to  touch  at  one  point,  and  to  have  the 
rest  of  their  surface  charg^ed  with  electricity  due  to  the  electro- 
emotive  force  of  contact. 

But  to  explain  the  phenomenon,  we  ought  to  shew  why  the 
charge  thus  produced  on  each  molecule  is  of  a  fixed  amount,  and 
why,  when  a  molecule  of  chlorine  is  combined  with  a  molecule  of 
zinc,  the  molecular  charges  are  the  same  as  when  a  molecule  of 
chlorine  is  combined  with  a  molecule  of  copper,  although  the  elec- 
tromotive force  between  chlorine  and  zinc  is  much  greater  than 
that  between  chlorine  and  copper.  If  the  charging  of  the  molecules 
is  the  effect  of  the  electromotive  foroe  of  contact,  why  should 
electromotive  forces  of  different  intensities  produce  exactly  equal 
charges  ? 

Suppose,  however,  that  we  leap  over  this  diflSculty  by  simply 
asserting  the  fact  of  the  constant  value  of  the  molecular  charge, 
and  that  we  call  this  constant  molecular  charge^  for  convenience  in 
description^  one  molecule  of  electricity. 

This  phrase,  gross  as  it  is,  and  out  of  harmony  with  the  rest  of 
this  treatise,  will  enable  us  at  least  to  state  clearly  what  is  known 
about  electrolysis,  and  to  appreciate  the  outstanding  difficulties. 

Every  electrolyte  must  be  considered  as  a  binary  compound  of 
its  anion  and  its  cation.  The  anion  or  the  cation  or  both  may  be 
compound  bodies^  so  that  a  molecule  of  the  anion  or  the  cation 
may  be  formed  by  a  number  of  molecules  of  simple  bodies.  A 
molecule  of  the  anion  and  a  molecule  of  the  cation  combined  to- 
gether form  one  molecule  of  the  electrolyte. 

In  order  to  act  as  an  anion  in  an  electrolyte,  the  molecule  which 
so  acts  must  be  charged  with  what  we  have  called  one  molecule 
of  negative  electricity,  and  in  order  to  act  as  a  cation  the  molecule 
must  be  charged  with  one  molecule  of  positive  electricity. 

These  charges  are  connected  with  the  molecules  only  when  they 
are  combined  as  anion  and  cation  in  the  electrolyte. 

When  the  molecules  are  electrolysed,  they  part  with  their  charges 
to  the  electrodes,  and  appear  as  unelectrified  bodies  when  set  free 
from  combination. 

If  the  same  molecule  is  capable  of  acting  as  a  cation  in  one 
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electrolyte  and  as  an  anion  in  another^  and  also  of  entering  into 
compound  bodies  which  are  not  electrolytes,  then  we  must  suppose 
that  it  receives  a  positive  charge  of  electricity  when  it  acts  as  a 
cation,  a  negative  charge  when  it  acts  as  an  anion^  and  that  it 
is  without  charge  when  it  is  not  in  an  electrolyte. 

Iodine,  for  instance,  acts  as  an  anion  in  the  iodides  of  the  metals 
and  in  hydriodic  acidj  hut  is  said  to  act  as  a  cation  in  the  bromide 
of  iodine. 

This  theory  of  molecular  charges  may  serve  as  a  method  by 
which  we  may  remember  a  good  many  facts  about  electrolysis. 
It  is  extremely  improbable  that  when  we  come  to  understand  the 
true  nature  of  electrolysis  we  shall  retain  in  any  form  the  theory  of 
molecular  charges,  for  then  we  shall  have  obtained  a  secure  basis 
on  which  to  form  a  true  theory  of  electric  currents,  and  so  become 
independent  of  these  provisional  theories. 

261.]  One  of  the  most  important  steps  in  our  knowledge  of 
electrolysis  has  been  the  recognition  of  the  secondary  chemical 
processes  which  arise  from  the  evolution  of  the  ions  at  the  elec- 
trodes. 

In  many  cases  the  substances  which  are  found  at  the  electrodes 
are  not  the  actual  ions  of  the  electrolysis,  but  the  products  of  the 
action  of  these  ions  on  the  electrolyte. 

Thus,  when  a  solution  of  sulphate  of  soda  is  electrolysed  by  a 
current  which  also  passes  through  dilute  sulphuric  acid,  equal 
quantities  of  oxygen  are  given  off  at  the  anodes,  and  equal  quan- 
tities of  hydrogen  at  the  cathodes,  both  in  the  sulphate  of  soda 
and  in  the  dilute  acid. 

But  if  the  electrolysis  is  conducted  in  suitable  vessels,  such  as 
U-shaped  tubes  or  vessels  with  a  porous  diaphragm,  so  that  the 
substance  surrounding  each  electrode  can  be  examined  separately, 
it  is  found  that  at  the  anode  of  the  sulphate  of  soda  there  is  an 
equivalent  of  snlphuric  acid  as  well  as  an  equivalent  of  oxygen, 
and  at  the  cathode  there  is  an  equivalent  of  soda  as  well  as  two 
equivalents  of  hydrogen. 

It  would  at  first  sight  seem  as  if,  according  to  the  old  theory 
of  the  constitution  of  salts,  the  sulphate  of  soda  were  electrolysed 
into  its  constituents  sulphuric  acid  and  soda,  while  the  water  of  the 
solution  is  electrolysed  at  the  same  time  into  oxygen  and  hydrogen. 
But  this  explanation  would  involve  the  admission  that  the  same 
current  which  passing  through  dilute  sulphuric  acid  electrolyses 
one  equivalent  of  water,  when  it  passes  through  solution  of  sulphate 
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of  soda  electrolyses  one  equivale&t  of  the  salt  as  well  as  one  equi- 
valent of  the  water,  and  this  would  be  contrary  to  the  law  of 
electrochemical  equivalents. 

But  if  we  suppose  that  the  components  of  sulphate  of  soda  are 
not  SO3  and  NaO  but  SO^  and  Na, — not  sulphuric  acid  and  soda 
but  sulphion  and  sodium — ^then  the  sulphion  travels  to  the  anode 
and  is  set  free,  but  being  unable  to  exist  in  a  free  state  it  breaks 
up  into  sulphuric  acid  and  oxygen,  one  equivalent  of  each.  At 
the  same  time  the  sodium  is  set  free  at  the  cathode,  and  there 
decomposes  the  water  of  the  solution,  forming  one  equivalent  of 
soda  and  two  of  hydrogen. 

In  the  dilute  sulphuric  acid  the  gases  collected  at  the  electrodes 
are  the  constituents  of  water,  namely  onie  volume  of  oxygen  and 
two  volumes  of  hydrogen.  There  is  also  an  increase  of  sulphuric 
acid  at  the  anode,  but  its  amount  is  not  equal  to  an  equivalent. 

It  is  doubtful  whether  pure  water  is  an  electrolyte  or  not.  The 
greater  the  purity  of  the  water,  the  greater  the  resistance  to  elec- 
trolytic conduction.  The  minutest  traces  of  foreign  matter  are 
sufficient  to  produce  a  great  diminution  of  the  electrical  resistance 
of  water.  The  electric  resistance  of  water  as  determined  by  different 
observers  has  values  so  different  that  we  cannot  consider  it  as  a 
determined  quantity.  The  purer  the  water  the  greater  its  resistance, 
and  if  we  could  obtain  really  pure  water  it  is  doubtful  whether  it 
would  conduct  at  all. 

As  long  as  water  was  considered  an  electrolyte,  and  was,  indeed, 
taken  as  the  type  of  electrolytes,  there  was  a  strong  reason  for 
maintaining  that  it  is  a  binary  compound,  and  that  two  volumes 
of  hydrogen  are  chemically  equivalent  to  one  volume  of  oxygen. 
If,  however^  we  admit  that  water  is  not  an  electrolyte,  we  are  free 
to  suppose  that  equal  volumes  of  oxygen  and  of  hydrogen  are 
chemically  equivalent. 

The  dynamical  theory  of  gases  leads  us  to  suppose  that  in  perfect 
gases  equal  volumes  always  contain  an  equal  number  of  molecules, 
and  that  the  principal  part  of  the  specific  heat,  that,  namely,  which 
depends  on  the  motion  of  agitation  of  the  molecules  among  each 
other,  is  the  same  for  equal  numbers  of  molecules  of  all  gases. 
Hence  we  are  led  to  prefer  a  chemical  system  in  which  equal 
volumes  of  oxygen  and  of  hydrogen  are  regarded  as  equivalent, 
and  in  which  water  is  regarded  as  a  compound  of  two  equivalents 
of  hydrogen  and  one  of  oxygen,  and  therefore  probably  not  capable 
of  direct  electi'olysis. 
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While  electrolysis  fully  establishes  the  close  relationship  between 
electrical  phenomena  and  those  of  chemical  combination,  the  fact 
that  every  chemical  compound  is  not  an  electrolyte  shews  that 
chemical  combination  is  a  process  of  a  higher  order  of  complexity 
than  any  purely  electrical  phenomenon.  Thus  the  combinations  of 
the  metals  with  each  other^  though  they  are  good  conductors,  and 
their  components  stand  at  different  points  of  the  scale  of  electri- 
fication by  contact,  are  not,  even  when  in  a  fluid  state,  decomposed 
by  the  current.  Most  of  the  combinations  of  the  substances  which 
act  as  anions  are  not  conductors,  and  therefore  are  not  electrolytes. 
Besides  these  we  have  many  compounds^  containing  the  same  com- 
ponents as  electrolytes^  but  not  in  equivalent  proportions^  and  these 
are  also  non-conductors,  and  therefore  not  electrolytes. 

On  the  Conservation  of  Energy  in  Electrolysis, 

262.]  Consider  any  voltaic  circuit  consisting  partly  of  a  battery, 
partly  of  a  wire,  and  partly  of  an  electrolytic  cell. 

During  the  passage  of  unit  of  electricity  through  any  section  of 
the  circuit,  one  electrochemical  equivalent  of  each  of  the  substances 
in  the  cells,  whether  voltaic  or  electrolytic^  i&  electrolysed. 

The  amount  of  mechanical  energy  equivalent  to  any  given 
chemical  process  can  be  ascertained  by  converting  the  whole  energy 
due  to  the  process  into  heat^  and  then  expressing  the  heat  in 
dynamical  measure  by  multiplying  the  number  of  thermal  units  by 
Joule's  mechanical  equivalent  of  heat. 

Where  this  direct  method  is  not  applicable,  if  we  can  estimate 
the  heat  given  out  by  the  substances  taken  first  in  the  state  before 
the  process  and  then  in  the  state  after  the  process  during  their 
reduction  to  a  final  state,  which  is  the  same  in  both  eases,  then  the 
thermal  equivalent  of  the  process  is  the  difference  of  the  two  quan- 
tities of  heat. 

In  the  case  in  which  the  chemical  action  maintains  a  voltaic 
circuit,  Joule  found  that  the  heat  developed  in  the  voltaic  cells  is 
less  than  that  due  to  the  chemical  process  within  the  cell,  and  that 
the  remainder  of  the  heat  is  developed  in  the  connecting  wire,  or, 
when  there  is  an  electromagnetic  engine  in  the  circuit,  part  of  the 
heat  may  be  accounted  for  by  the  mechanical  work  of  the  engine. 

For  instance,  if  the  electrodes  of  the  voltaic  cell  are  first  con- 
nected by  a  short  thick  wire,  and  afterwards  by  a  long  thin  wire, 
the  heat  developed  in  the  cell  for  each  grain  of  zinc  dissolved  is 
greater  in  the  first  case  than  in  the  second,  but  the  heat  developed 

VOL.  I.  A  a 
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in  the  wire  is  greater  in  the  second  case  than  in  the  first.  The 
sum  of  the  heat  developed  in  the  cell  and  in  the  wire  for  each  grain 
of  zinc  dissolved  is  the  same  in  both  cases.  This  has  been  estab- 
lished by  Joule  by  direct  experiment. 

The  ratio  of  the  heat  generated  in  the  cell  to  that  generated 
in  the  wire  is  that  of  the  resistance  of  the  cell  to  that  of  the  wire, 
BO  that  if  the  wire  were  made  of  sufficient  resistance  nearly  the 
whole  of  the  heat  would  be  generated  in  the  wire,  and  if  it  were 
made  of  sufficient  conducting  power  nearly  the  whole  of  the  heat 
would  be  generated  in  the  cell. 

Let  the  wire  be  made  so  as  to  have  great  resistance,  then  the 
heat  generated  in  it  is  equal  in  dynamical  measure  to  the  product 
of  the  quantity  of  electricity  which  is  transmitted^  multiplied  by 
the  electromotive  force  under  which  it  is  made  to  pass  through 
the  wire. 

263.]  Now  during  the  time  in  which  an  electrochemical  equi- 
valent of  the  substance  in  the  cell  undergoes  the  chemical  process 
which  gives  rise  to  the  current,  one  unit  of  electricity  passes 
through  the  wire.  Hence,  the  heat  developed  by  the  passage  of 
one  unit  of  electrieity  is  in  this  case  measured  by  the  electromotive 
force.  But  this  heat  ia  that  which  one  electrochemical  equivalent 
of  the  substance  generates,  whether  in  the- cell  or  in  the  wire,  while 
undergoing  the  given  chemical  process. 

Hence  the  following  important  theorem,  first  proved  by  Thomson 
{PAiL  Mag,,  Dec.  1851)  :— 

'  The  electromotive  force  of  an  electrochemical  apparatus  is  in 
absolute  measure  equal  to  the  mechanical  equivalent  of  the  chemical 
action  on  one  electrochemical  equivalent  of  the  substance.' 

The  thermal  equivalents  of  many  chemical  actions  have  been 
determined  by  Andrews,  Hess,  Favre  and  Silbermann,  &c.,  and  from 
these  their  mechanical  equivalents  can  be  deduced  by  multiplication 
by  the  mechanical  equivalent  of  heat. 

This  theorem  not  only  enables  us  to  calculate  from  purely  thermal 
data  the  electromotive  forces  of  different  voltaic  arrangements,  and 
the  electromotive  forces  required  to  effect  electrolysis  in  different 
cases,  but  affords  the  means  of  actually  measuring  chemical  affinity. 

It  has  long  been  known  that  chemical  affinity,  or  the  tendency 
which  exists  towards  the  going  on  of  a  certain  chemical  change, 
is  stronger  in  some  cases  than  in  others,  but  no  proper  measure 
of  this  tendency  could  be  made  till  it  was  shewn  that  this  tendency 
in  certain  cases  is  exactly  equivalent  to  a  certain  electromotive 
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force,  and  can  therefore  be  measured  according  to  the  very  same 
principles  used  in  the  measurement  of  electromotive  forces. 

Chemical  affinity  being  therefore,  in  certain  cases,  reduced  to 
the  form  of  a  measurable  quantity^  the  whole  theory  of  chemical 
processes,  of  the  rate  at  which  they  go  on,  of  the  displacement  of 
one  substance  by  another,  &c.,  becomes  much  more  intelligible  than 
when  chemical  affinity  was  regarded  as  a  quality  sui  generis^  and 

irreducible  to  numerical  measurement. 

« 

When  the  volume  of  the  products  of  electrolysis  is  greater  than 
that  of  the  electrolyte,  work  is  done  during  the  electrolysis  in 
overcoming  the  pressure.  If  the  volume  of  an  electrochemical 
equivalent  of  the  electrolyte  is  increased  by  a  volume  v  wben 
electrolysed  under  a  pressure  p^  then  the  work  done  during  the 
passage  of  a  unit  of  electricity  in  overcoming  pressure  is  t?jo,  and 
the  electromotive  force  required  for  electrolysis  must  include  a 
part  equal  to  vp^  which  is  spent  in  performing  this  mechanical 
work. 

If  the  products  of  electrolysis  are  gases  which^  like  oxygen  and 
hydrogen,  are  much  rarer  than  the  electrolyte,  and  fulfil  Boyle's 
law  very  exactly,  vp  will  be  very  nearly  constant  for  the  same 
temperature,  and  the  electromotive  force  required  for  electrolysis 
will  not  depend  in  any  sensible  degree  on  the  pressure.  Hence  it 
has  been  found  impossible  to  check  the  electrolytic  decomposition 
of  dilute  sulphuric  acid  by  confining  the  decomposed  gases  in  a 
small  space. 

When  the  products  of  electrolysis  are  liquid  or  solid  the  quantity 
vp  will  increase  as  the  pressure  increases,  so  that  if  v  is  positive 
an  increase  of  pressure  will  increase  the  electromotive  force  required 
for  electrolysis. 

In  the  same  way^  any  other  kind  of  work  done  during  electro- 
lysis will  have  an  effect  on  the  value  of  the  electromotive  force, 
as,  for  instance,  if  a  vertical  current  passes  between  two  zinc 
electrodes  in  a  solution  of  sulphate  of  zinc  a  greater  electromotive 
force  will  be  required  when  the  current  in  the  solution  flows 
upwards  than  when  it  flows  downwards,  for,  in  the  first  case,  it 
carries  zinc  from  the  lower  to  the  upper  electrode,  and  in  the 
second  from  the  upper  to  the  lower.  The  electromotive  force 
required  for  this  purpose  is  less  than  the  millionth  part  of  that 
of  a  Daniell's  cell  per  foot. 
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BLECTROLYTIC   POLARIZATION. 


264.]  When  an  electric  current  is  passed  through  an  electrolyte 
bounded  by  metal  electrodes,  the  accumulation  of  the  ions  at  the 
electrodes  produces  the  phenomenon  called  Polarization,  which  con- 
sists in  an  electromotive  force  acting  in  the  opposite  direction  to  the 
current,  and  producing  an  apparent  increase  of  the  resistance. 

When  a  continuous  current  is  employed,  the  resistance  appears 
to  increase  rapidly  from  the  commencement  of  the  current,  and 
at  last  reaches  a  value  nearly  constant.  If  the  form  of  the  vessel 
in  which  the  electrolyte  is  contained  is  changed^  the  resistance  is 
altered  in  the  same  way  as  a  similar  change  of  form  of  a  metallic 
conductor  would  alter  its  resistance,  but  an  additional  apparent 
resistance,  depending  on  the  nature  of  the  electrodes^  has  always 
to  be  added  to  the  true  resistance  of  the  electrolyte. 

265.]  These  phenomena  have  led  some  to  suppose  that  there  is 
a  finite  electromotive  force  required  for  a  current  to  pass  through 
an  electrolyte.  It  has  been  shewn,  however,  by  the  researches  of 
Lenz,  Neumann,  Beetz,  Wiedemann''^,  Paalzowf,  and  recently  by 
those  of  MM.  P.  Kohlrausch  and  W.  A.  Nippoldt  J,  that  the  con- 
duction in  the  electrolyte  itself  obeys  Ohm's  Law  with  the  same 
precision  as  in  metallic  conductors^  and  that  the  apparent  resistance 
at  the  bounding  surface  of  the  electrolyte  and  the  electrodes  is 
entirely  due  to  polarization. 

266.]  The  phenomenon  called  polarization  manifests  itself  in 
the  case  of  a  continuous  current  by  a  diminution  in  the  current, 
indicating  a  force  opposed  to  the  current.  Resistance  is  also  per- 
ceived as  a  force  opposed  to  the  current,  but  we  can  distinguish 

♦  Oalvanitmiu,  bd.  i.  f  Berlin  Monatsberickt,  July,  1868. 

I  Pogg.  Ann,  bd.  cxxzyiii.  s.  286  (October,  1869). 


267.]  DISTINGUISHED   PROM   EESISTANCE.  357 

between  the  two  phenomena  by  instantaneously  removing  or  re- 
versing the  electromotive  foree. 

The  resisting  force  is  always  opposite  in  direction  to  the  current, 
and  the  external  electromotive  force  required  to  overcome  it  is 
proportional  to  the  strength  of  the  current,  and  changes  its  direc- 
tion when  the  direction  of  the  current  is  changed.  If  the  external 
electromotive  force  becomes  zero  the  current  simply  stops. 

The  electromotive  force  due  to  polarization,  ob  the  other  hand, 
is  in  a  fixed  direction,  opposed  to  the  current  which  produced  it. 
If  the  electromotive  force  which  produced  the  current  is  removed, 
the  polarization  produces  a  current  in  the  opposite  direction. 

The  difference  between  the  two  phenomena  may  be  compared 
with  the  difference  between  forcing  a  current  of  water  through 
a  long  capillary  tube,  and  forcing  water  through  a  tube  of  moderate 
length  up  into  a  cistern.  In  the  first  case  if  we  remove  the  pressure 
which  produces  the  flow  the  current  will  simply  stop.  In  the 
second  case,  if  we  remove  the  pressure  the  water  will  begin  to  flow 
down  again  from  the  cisterff. 

To  make  the  mechanical  illustration  more  complete,  we  have  only 
to  suppose  that  the  cistern  is  of  moderate  depth,  so  that  when  a 
certain  amount  of  water  is  raised  into  it,  it  begins  to  overflow. 
This  will  represent  the  fact  that  the  total  electromotive  force  due 
to  polarization  has  a  maximum  limit. 

267.]  The  cause  of  polarization  appears  to  be  the  existence  at 
the  electrodes  of  the  products  of  the  electrolytic  decomposition  of 
the  fluid  between  them.  The  surfaces  of  the  electrodes  are  thus 
rendered  electrically  different^  and  an  electromotive  force  between 
them  is  called  into  action^  the  direction  of  which  is  opposite  to  that 
of  the  current  which  caused  the  polarization. 

The  ions,  which  by  their  presence  at  the  electrodes  produce  the 
phenomena  of  polarization,  are  not  in  a  perfectly  free  state,  but 
are  in  a  condition  in  which  they  adhere  to  the  surface  of  the 
electrodes  with  considerable  force. 

The  electromotive  force  due  to  polarization  depends  upon  the 
density  with  which  the  electrode,  is  covered  with  the  ion,  but  it 
is  not  proportional  to  this  density,  for  the  electromotive  force  does  ■ 
not  increase  so  rapidly  as  this  density. 

This  deposit  of  the  ion  is  constantly,  tending  to  become  free, 
and  either  to  diffuse  into  the  liquid,  to  escape  as  a  gas,  or  to  be 
precipitated  as  a  solid. 

The  rate  of  this  dissipation  of  the  polarization  is  exceedingly 
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small  for  slight  degrees  of  polarization,  and  exceedingly  rapid  near 
the  limiting  value  of  polarization. 

268.]  We  have  seen,  Art.  262,  that  the  electromotive  force  acting 
in  any  electrolytic  process  is  numerically  equal  to  the  mechanical 
equivalent  of  the  result  «f  that  process  on  one  electrochemical 
equivalent  of  the  substance.  If  the  process  involves  a  diminution 
of  the  intrinsic  energy  o{  the  substances  which  take  part  in  it, 
as  in  the  voltaic  cell,  then  the  electromotive  force  is  in  the  direction 
of  the  current.  If  the  process  involves  an  increase  of  the  intrinsic 
energy  of  the  substances,  as  in  the  case  of  the  electrolytic  cell, 
the  electromotive  force  is  in  the  direction  opposite  to  that  of  the 
current,  and  this  electromotive  force  is  called  polarization. 

In  the  case  of  a  steady  current  in  which  electrolysis  goes  on 
continuously,  and  the  ions  are  separated  in  a  free  state  at  the 
electrodes,  we  have  only  by  a  suitable  process  to  measure  the 
intrinsic  energy  of  the  separated  ions,  and  compare  it  with  that 
of  the  electrolyte  in  order  to  calculate  the  electromotive  force 
required  for  the  electrolysis.  This  will  give  the  maximum  polari- 
zation. 

But  during  the  first  instants  of  the  process  of  electrolysis  the 
ions  when  deposited  at  the  electrodes  are  not  in  a  free  state,  and 
their  intrinsic  energy  is  less  than  their  energy  in  a  free  state, 
though  greater  than  their  energy  when  combined  in  the  electrolyte. 
In  fact,  the  ion  in  contact  with  the  electrode  is  in  a  state  which 
when  the  deposit  is  very  thin  may  be  compared  with  that  of 
chemical  combination  with  the  electrode,  but  as  the  deposit  in- 
creases in  density,  the  succeeding  portions  are  no  longer  so  in- 
timately combined  with  the  electrode,  but  simply  adhere  to  it,  and 
at  last  the  deposit,  if  gaseous,  escapes  in  bubbles,  if  liquid,  diffuses 
through  the  electrolyte,  and  if  solid,  forms  a  precipitate. 

In  studying  polarization  we  have  therefore  to  consider 

(1)  The  superficial  density  of  the  deposit,  which  we  may  call 
<r.  This  quantity  <r  represents  the  number  of  electrochemical 
equivalents  of  the  ion  deposited  on  unit  of  area.  Since  each 
electrochemical  equivalent  deposited  corresponds  to  one  unit  of 
electricity  transmitted  by  the  current,  we  may  consider  <r  as  re- 
presenting either  a  surface-density  of  matter  or  a  surface-density  of 
electricity. 

(2)  The  electromotive  force  of  polarization,  which  we  may  call  /?. 
This  quantity  p  is  the  difference  between  the  electric  potentials 
of  the  two  electrodes  whea  the  current  through  the  electrolyte 
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is  so  feeble  that  tlie  proper  resistance  of  the  electrolyte  makes  no 
sensible  difference  between  these  potentials. 

The  electromotive  force  p  at  any  instant  is  numerically  equal 
to  the  mechanical  equivalent  of  the  electrolytic  process  going  on  at 
that  instant  which  corresponds  to  one  electrochemical  equivalent  of 
the  electrolyte.  This  electrolytic  process,  it  must  be  remembered, 
consists  in  the  deposit  -of  the  ions  on  the  electrodes,  and  the  state 
in  which  they  are  deposited  depends  on  the  actual  state  of  the 
surface  of  the  electrodes,  which  may  be  modified  by  previous 
deposits. 

Hence  the  electromotive  force  at  any  instant  depends  on  the 
previous  history  of  the  electrode.  It  is,  speaking  very  roughly, 
a  function  of  o-,  the  density  of  the  deposit,  such  that  j?  =  0  when 
o-  =  0,  but  jt?  approaches  a  limiting  value  much  sooner  than  o-  does. 
The  statement,  however,  that  ;?  is  a  ftmction  of  o-  cannot  be 
considered  accurate.  It  would  be  more  correct  to  say  that  p  is 
a  function  -of  the  chemical  «tate  of  the  superficial  layer  of  the 
deposit,  and  that  this  state  depends  on  the  density  of  the  deposit 
according  to  some  law  involving  the  time. 

269.]  (3)  The  third  thing  we  must  take  into  account  is  the 
dissipation  of  the  polarization.  The  polarization  when  left  to  itself 
diminishes  at  a  rate  depending  partly  on  the  intensity  of  the 
polarization  or  the  density  'of  the  deposit,  and  partly  on  the  nature 
of  the  surrounding  medium,  and  the  chemical,  mechanical,  or  thermal 
action  to  which  the  surface  of  the  electrode  is  exposed. 

If  we  determine  a  time  T  such  that  at  the  rate  at  which 
the  deposit  is  dissipated,  the  whole  deposit  would  be  removed  in 
the  time  7,  we  may  call  T  the  modulus  of  the  time  of  dissipation. 
When  the  density  of  the  deposit  is  very  small,  T  is  very  large, 
and  may  be  reckoned  by  days  or  months.  When  the  density  of 
the  deposit  approaches  its  limiting  value  T  diminishes  very  rapidly, 
and  is  probably  a  minute  fraction  of  a  second.  In  fact,  the  rate 
of  dissipation  increases  so  rapidly  that  when  the  strength  of  the 
current  is  maintained  constant,  the  separated  gas,  instead  of  con« 
tributing  to  increase  the  density  of  the  deposit,  escapes  in  bubbles 
as  fast  as  it  is  formed. 

270.]  There  is  therefore  a  great  difference  between  the  state  of 
polarization  of  the  electrodes  of  an  electrolytic  cell  when  the  polari- 
zation is  feeble,  and  when  it  is  at  its  maximum  value.  For  instance, 
if  a  number  of  electrolytic  cells  of  dilute  sulphuric  acid  with 
platinum  electrodes  are  arranged  in  series,  and  if  a  small  electro- 
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motive  force,  such  as  that  of  one  Danieirs  cell,  be  made  to  stct 
on  the  circuit,  the  electromotive  force  will  produce  a  current  of 
exceedingly  short  duration,  for  after  a  very  short  time  the  elec- 
tromotive force  arising  from  the  polarization  of  the  cell  will  balance 
that  of  the  Daniell's  cell. 

The  dissipation  will  be  very  small  in  the  case  of  so  feeble  a  state 
of  polarization,  and  it  will  take  place  by  a  very  slow  absorption 
of  the  gases  and  diffusion  through  the  liquid.     The  rate  of  tli^ 
dissipation  is  indicated  by  the  exceedingly  feeUe  current  which 
still  continues  to  'flow  without  any  visible  separation  of  gases. 

If  we  neglect  this  dissipation  for  the  short  time  during  which 
the  state  of  polarization  is  set  up,  and  if  we  call  Q  the  total 
quantity  of  electricity  which  is  transmitted  by  the  current  during 
this  time,  then  if  A  is  the  area  of  one  of  the  electrodes,  and  <r 
the  density  of  the  deposit,  supposed  uniform. 

If  we  now  disconnect  the  electrodes  of  the  electrolytic  apparatus 
from  the  Daniell's  cell,  and  connect  them  with  a  galvanometer 
capable  of  measuring  the  whole  discharge  through  it,  a  quantity 
of  electricity  nearly  equal  to  Q  will  be  discharged  as  the  polari- 
zation disappears. 

271.]  Hence  we  may  compare  the  action  of  this  apparatus^  which 
is  a  form  of  Ritter's  Secondary  File,  with  that  of  a  Leyden  jar. 

Both  the  secondary  pile  and  the  Leyden  jar  are  capable  of  being 
charged  with  a  certain  amount  of  electricity,  and  of  being  after- 
wards discharged.  During  the  discharge  a  quantity  of  eleetrieity 
nearly  equal  to  the  charge  passes  in  the  opposite  direction.  The 
difference  between  the  charge  and  the  discharge  arises  partly  from 
dissipation,  a  process  whieh  in  the  case  of  small  charges  is  very 
slow,  but  which,  when  the  charge  exeeeds  a  certain  limit,  becomes 
exceedingly  rapid.  Another  part  of  the  difference  between  the  charge 
and  the  discharge  arises  from  the  fact  that  after  the  electrodes 
have  been  connected  for  a  time  sufficient  to  produce  an  apparently 
complete  discharge,  so  that  the  current  has  completely  disappeared, 
if  we  separate  the  electrodes  for  a  time,  and  afterwards  connect 
them,  we  obtain  a  second  discharge  in  the  same  direction  as  the 
original  discharge.  This  is  called  the  residual  discharge,  and  is  a 
phenomenon  of  the  Leyden  jar  as  well  as  of  the  secondary  pile. 

The  secondary  pile  may  therefore  be  compared  in  several  respects 
to  a  Leyden  jar.  There  are,  however,  certain  important  differences. 
The  charge  of  a  Leyden  jar  is  very  exactly  proportional  to  the 
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electromotive  force  of  the  charge,  that  is,  to  the  diflFerence  of 
'  potentialsoTtlle  two  surfaces,  and  the  charge  corresponding  to  unit_ 
of  electromotive  force  is  called  the  capacity  of  the  jar,  a  constant 
quantity.  The  corresponding  quantity,  which  may  be  called  the 
capacity  of  the  secondary  pile,  increases  when  the  electromotive 
force  increases. 

The  capacity  of  the  jar  depends  on  the  area  of  the  opposed 
surfaces,  on  the  distance  between  them,  and  on  the  nature  of  the 
substance  between  them^  but  not  on  the  nature  of  the  metallic 
surfaces  themselves.  The  capacity  of  the  secondary  pile  depends 
on  the  area  of  the  surfaces  of  the  electrodes,  but  not  on  the  distance 
between  them,  and  it  depends  on  the  nature  of  the  surface  of  the 
electrodes,  as  well  as  on  that  of  the  fluid  between  them.  The 
maximum  difference  of  the  potentials  of  the  electrodes  in  each 
element  of  a  secondary  pile  is  very  small  compared  with  the  maxi- 
mum difference  of  the  potentials  of  those  of  a  charged  Leyden  jar, 
so  that  in  order  to  obtain  much  eleetromotive  force  a  pile  of  many 
elements  must  be  used. 

On  the  other  hand,  the  superReial  density  of  the  charge  in  the 
seeondary  pile  is  immensely  greater  than  the  utmost  superficial 
density  of  the  charge  which  can  be  accumulated  on  the  surfaces 
of  a  Leyden  jar,  insomuch  that  Mr.  C.  P.  Varley  *,  in  describing 
the  construction  of  a  condenser  of  great  capacity,  recommends  a 
series  of  gold  or  platinum  plates  immersed  in  dilute  acid  as  prefer- 
able in  point  of  cheapness  to  induction  plates  of  tinfoil  separated 
by  insulating  material. 

The  form  in  whieh  the  energy  of  a  Leyden  jar  is  stored  up 
is  tlie  state  of  constraint  of  the  dielectric  between  the  conducting 
surfaces,  a  state  which  I  have  already  described  under  the  name 
of  electric  polarisation,  pointing  out  those  phenomena  attending 
this  state  which  are  at  present  known,  and  indicating  the  im- 
perfect state  of  our  knowledge  of  what  really  takes  place.  See 
Arts.  62,  111. 

The  form  in  which  the  energy  of  the  secondary  pile  is  stored 
up  is  the  chemical  condition  of  the  material  stratum  at  the  surface 
of  the  electrodes,  consisting  of  the  ions  of  the  eleetrolyte  and  the 
substance  of  the  electrodes  in  a  relation  varying  from  chemical 
combination  to  superficial  condensation,  mechanical  adherence,  or 
simple  juxtaposition. 

The  seat  of  this  energy  is  close  to  the  surfiEM^es  of  the  electrodes, 
♦  Spedfication  of  C.  F.  Varley,  '  Electric  Telegraphs,  Ac./  Jan.  1860. 
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and  not  throughout  the  substance  of  the  electrolyte,  and  the  form 
in  which  it  exists  may  be  called  electrolytic  polarization. 

After  studying  the  secondary  pile  in  connexion  with  the  Leyden 
jar,  the  student  should  again  compare  the  voltaic  battery  with 
some  form  of  the  electrical  machine,  such  as  that  described  in 
Art.  211. 

Mr.  Varley  has  lately  *  found  that  the  capacity  of  one  square 
inch  is  from  175  to  542  microfarads  and  upwards  for  platinum 
plates  in  dilute  sulphuric  acid,  and  that  the  capacity  increases  with 
the  electromotive  force^  being  about  175  for  0.02  of  a  Daniell's 
cell,  and  542  for  1.6  Daniell's  cells. 

But  the  comparison  between  the  Leyden  jar  and  the  secondary 
pile  may  be  carried  still  farther,  as  in  the  following  experiment^ 
due  to  Buff  t*  It  is  only  when  the  glass  of  the  jar  is  cold  that 
it  is  capable  of  retaining  a  charge.  At  a  temperature  below  lOO^C 
the  glass  becomes  a  conductor.  If  a  test-tube  containing  mercury 
is  placed  in  a  vessel  of  mercury,  and  if  a  pair  of  electrodes  are 
connected^  one  with  the  inner  and  the  other  with  the  outer  portion 
of  mercury,  the  arrangement  constitutes  a  Leyden  jar  which  will 
hold  a  charge  at  ordinary  temperatures.  If  the  electrodes  are  con- 
nected with  those  of  a  voltaic  battery,  no  current  will  pass  as  long 
as  the  glass  is  cold^  hut  if  the  apparatus  is  gradually  heated  a 
current  will  begin  to  pass,  and  will  increase  rapidly  in  intensity  as 
the  temperature  rises,  though  the  glass  remains  apparently  as  hard 
as  ever. 

This  current  is  manifestly  electrolytic,  for  if  the  electrodes  are 
disconnected  from  the  battery,  and  connected  with  a  galvanometer, 
a  considerable  reverse  current  passes,  due  to  polarization  of  the 
surfaces  of  the  glass. 

If,  while  the  battery  is  in  action  the  apparatus  is  cooled,  the 
current  is  stopped  by  the  cold  glass  as  before,  but  the  polarization 
of  the  surfaces  remains.  The  mercury  may  be  removed,  the  surfaces 
may  be  washed  with  nitric  acid  and  with  water,  and  fresh  mercuiy 
introduced.  If  the  apparatus  is  then  heated,  the  current  of  polar- 
ization appears  as  soon  as  the  glass  is  sufficiently  warm  to  conduct  it. 

We  may  therefore  regard  glass  at  100°C,  though  apparently  a 
solid  body,  as  an  electrolyte,  and  there  is  considerable  reason 
to  believe  that  in  most  instances  in  which  a  dielectric  has  a 
slight  degree  of  conductivity  the  conduction  is  electrolytic.     The 

*  Proc,  R.  8.  Jan.  12,  1871. 
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existence  of  polarization  may  be  regarded  as  conclusive  evidence  of 
electrolysis,  and  if  the  conductivity  of  a  substance  increases  as  the 
temperature  rises,  we  have  good  grounds  for  suspecting  that  it  is 
electrolytic. 

On  Constant  Voltaic  Elements. 

272.]  When  a  series  of  experiments  is  made  with  a  voltaic 
battery  in  which  polarization  occurs,  the  polarization  diminishes 
during  the  time  the  current  is  not  flowing,  so  that  when  it 
begins  to  flow  again  the  current  is  stronger  than  after  it  has 
flowed  for  some  time.  If,  on  the  other  hand,  the  resistance  of  the 
circuit  is  diminished  by  allowing  the  current  to  flow  through  a 
short  shunt,  then,  when  the  current  is  again  made  to  flow  through 
the  ordinary  circuit,  it  is  at  first  weaker  than  its  normal  strength 
on  account  of  the  great  polarization  produced  by  the  use  of  the 
short  circuit. 

To  get  rid  of  these  irregularities  in  the  cnrrent,  which  are 
exceedingly  troublesome  in  experiments  involving  exact  measure- 
ments, it  is  necessary  to  get  rid  of  the  polarization,  or  at  least 
to  reduce  it  as  much  as  possible. 

It  does  not  appear  that  there  is  much  polarization  at  the  surface 
of  the  zinc  plate  when  immersed  in  a  solution  of  sulphate  of  zinc 
or  in  dilute  sulphuric  acid.  The  principal  seat  of  polarization  is 
at  the  surface  of  the  negative  metal.  When  the  fluid  in  which 
the  negative  metal  is  immersed  is  -dilute  sulphuric  acid,  it  is  seen 
to  become  covered  with  bubbles  of  hydrogen  gas,  arising  from  the 
electrolytic  decomposition  of  the  fluid.  Of  course  these  bubbles, 
by  preventing  the  fluid  from  touching  the  metal,  diminish  the 
surface  of  contact  and  increase  the  resistance  of  the  circuit.  But 
besides  the  visible  bubbles  it  is  certain  that  there  is  a  thin  coating 
of  hydrogen,  probably  not  in  a  free  state,  adhering  to  the  metal, 
and  as  we  have  seen  that  this  coating  is  able  to  produce  an  elec- 
tromotive force  in  the  reverse  direction,  it  must  necessarily  diminish 
the  electromotive  force  of  the  battery. 

Various  plans  have  been  adopted  to  get  rid  of  this  coating  of 
hydrogen.  It  may  be  diminished  to  some  extent  by  mechanical 
means,  such  as  stirring  the  liquid,  or  rubbing  the  surface  of  the 
negative  plate.  In  Smee's  battery  the  negative  plates  are  vertical, 
and  covered  with  finely  divided  platinum  from  which  the  bubbles  of 
hydrogen  easily  escape,  and  in  their  ascent  produce  a  current  of 
liquid  which  helps  to  brush  ofi*  other  bubbles  as  they  are  formed. 
-    A  far  more  efficacious  method,  however,  is  to  employ  chemical 
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means.  These  are  of  two  kinds.  In  the  batteries  of  Grove  and 
Bunsen  the  negative  plate  is  immersed  in  a  ftuid  rich  in  oxygen, 
and  the  hydrogen,  instead  of  forming  a  coating  on  the  plate, 
combines  with  this  substance.  In  Grove's  battery  the  plate  is 
of  platinum  immersed  in  strong  nitric  acid.  In  Bunsen's  first 
battery  it  is  of  carbon  in  the  same  acid.  Chromic  acid  is  also  used 
for  the  same  purpose,  and  has  the  advantage  of  being  free  from  the 
acid  fumes  produced  by  the  reduction  of  nitric  acid, 

A  different  mode  of  getting  rid  of  the  hydrogen  is  by  using 
copper  as  the  negative  metal,  and  covering  the  sur£Ace  with  a  coat 
of  oxide.  This,  however,  rapidly  disappears  when  it  is  used  as 
the  negative  electrode.  To  renew  it  Joule  has  proposed  to  make 
the  copper  plates  in  the  form  of  disks,  half  immersed  in  the  liquid, 
and  to  rotate  them  slowly,  se  that  the  air  may  aet  on  the  parts 
exposed  to  it  in  turn. 

The  other  method  is  by  using  as  the  liquid  an  electrolyte,  the 
cation  of  which  is  a  metal  highly  negative  to  zinc. 

In  Daniell's  battery  a  copper  plate  is  immersed  in  a  saturated 
solution  of  sulphate  of  copper.  When  the  current  flows  through 
the  solution  from  the  zine  to  the  copper  no  hydrogen  appears  on 
the  copper  plate,  but  copper  is  deposited  on  it.  When  the  solution 
is  saturated,  and  the  current  is  not  too  strong,  the  copper  appears 
to  act  as  a  true  cation,  the  anion  S  O4  travelling  towards  the  ainc. 

When  these  conditions  are  not  fulfilled  hydrogen  is  evolved  at 
the  cathode,  but  immediately  acts  on.  the  solution,  throwing  down 
copper,  and  uniting  with  SO^  to  form  oil  ef  vitriol.  When  this 
is  the  case,  the  sulphate  of  copper  next  the  copper  plate  is  replaced 
by  oil  of  vitriol,  the  liquid  becomes  colourless,  and  polarization  by 
hydrogen  gas  again  takes  place.  The  copper  deposited  in  this  way 
is  of  a  looser  and  more  friable  structure  than  that  deposited  by  true 
electrolysis. 

To  ensure  that  the  liquid  in  contact  with  the  copper  shall  be 
saturated  with  sulphate  ef  copper,  crystals  of  this  substance  must 
be  placed  in  the  liquid  close  to  the  copper^  so  that  when  the  solution 
is  made  weak  by  the  deposition  ef  the  copper,  more  of  the  crystals 
may  be  dissolved. 

We  have  seen  that  it  is  necessary  that  the  liquid  next  the  copper 
should  be  saturated  with  sulphate  of  copper.  It  is  still  more 
necessary  that  the  liquid  in  which  the  zinc  is  immersed  should  be 
free  from  sulphate  of  copper.  If  any  of  this  salt  makes  its  way 
to  the  surface  of  the  zinc  it  is  reduced,  and  copper  is  deposited 
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on  the  sine.  The  sinc^  copper,  and  fluid  then  form  a  little  circait 
in  which  rapid  electrolytic  action  goes  on,  and  the  zinc  is  eaten 
away  by  an  action  which  contributes  nothing  to  the  useful  effect 
of  the  battery. 

To  prevent  this,  the  zinc  is  immersed  either  in  dilute  sulphuric 
acid  or  in  a  solution  of  sulphate  of  zinc,  and  to  prevent  the  solution 
of  sulphate  of  copper  from  mixing  with  this  liquid,  the  two  liquids 
are  separated  by  a  division  consisting  of  bladder  or  porous  earthen- 
ware, which  allows  electrolysis  to  take  place  through  it,  but 
effectually  prevents  mixture  of  the  fluids  by  visible  currents. 

In  some  batteries  sawdust  is  used  to  prevent  currents.  The 
experiments  of  Graham,  however,  shew  that  the  process  of  diffusion 
goes  on  nearly  as  rapidly  when  two  liquids  are  separated  by  a 
division  of  this  kind  as  when  they  are  in  direct  contact,  provided 
there  are  no  visible  currents,  and  it  is  probable  that  if  a  septum 
is  employed  which  diminishes  the  diffusion,  it  will  increase  in 
exactly  the  same  ratio  the  resistance  of  the  element,  because  elec- 
trolytic conduction  is  a  process  the  mathematical  laws  of  which 
have  the  same  form  as  those  of  diflusion,  and  whatever  interferes 
with  one  must  interfere  equally  with  the  other.  The  only  differ- 
ence is  that  diffusion  is  always  going  on,  whereas  the  current  flows 
only  when  the  battery  is  in  action. 

In  all  forms  of  Daniell's  battery  the  final  result  is  that  the 
sulphate  of  copper  finds  its  way  to  the  zinc  and  spoils  the  battery. 
To  retard  this  result  indefinitely.  Sir  W.  Thomson  *  has  constructed 
Daniell's  battery  in  the  following  form. 


£l£9rR0O£S 


SWBOM' 


Fig.  22. 


In  each  cell  the  copper  plate  is  placed  horizontally  at  the  bottom 
*  Proo.B.£f.,  Jan.  19,1871. 
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and  a  saturated  solution  of  sulphate  of  zinc  is  poured  over  it.  The 
zinc  is  in  the  form  of  a  grating  and  is  placed  horizontally  near  the 
surface  of  the  solution.  A  glass  tube  is  placed  vertically  in  the 
solution  with  its  lower  end  just  above  the  surface  of  the  copper 
plate.  Crystals  of  sulphate  of  copper  are  dropped  down  this  tube, 
and,  dissolving  in  the  liquid,  form  a  solution  of  greater  density 
than  that  of  sulphate  of  zinc  alone,  so  that  it  cannot  get  to  the 
zinc  except  by  diffusion.  To  retard  this  process  of  diffusion,  a 
siphon,  consisting  of  a  glass  tube  stuffed  with  cotton  wick,  is 
placed  with  one  extremity  midway  between  the  zinc  and  copper, 
and  the  other  in  a  vessel  outside  the  cell,  so  that  the  liquid  is 
very  slowly  drawn  off  near  the  middle  of  its  depth.  To  supply 
its  place,  water,  or  a  weak  solution  of  sulphate  of  zinc,  is  added 
above  when  required.  In  this  way  the  greater  part  of  the  sulphate 
of  copper  rising  through  the  liquid  by  diffusion  is  drawn  off  by  the 
siphon  before  it  reaches  the  zinc,  and  the  zinc  is  surrounded  by 
liquid  nearly  free  from  sulphate  of  copper^  and  having  a  very  slow 
downward  motion  in  the  cell^  which  still  further  retards  the  upward 
motion  of  the  sulphate  of  copper.  During  the  action  of  the  battery 
copper  is  deposited  on  the  copper  plate,  and  SO4  travels  slowly 
through  the  liquid  to  the  zinc  with  which  it  combines,  forming 
sulphate  of  zinc.  Thus  the  liquid  at  the  bottom  becomes  less  dense 
by  the  deposition  of  the  copper,  and  the  liquid  at  the  top  becomes 
more  dense  by  the  addition  of  the  zinc.  To  prevent  this  action 
from  changing  the  order  of  density  of  the  strata,  and  so  producing 
instability  and  visible  currents  in  the  vessel,  care  must  be  taken  to 
keep  the  tube  well  supplied  with  crystals  of  sulphate  of  copper, 
and  to  feed  the  cell  above  with  a  solution  of  sulphate  of  zinc  suffi- 
ciently dilute  to  be  lighter  than  any  other  stratum  of  the  liquid 
in  the  cell. 

DanielPs  battery  is  by  no  meana  the  most  powerful  in  common 
use.  The  electromotive  force  of  Grove's  cell  is  192,000,000,  of 
Daniell's  107,900,000  and  that  of  Bunsen's  188,000,000. 

The  resistance  of  Daniell's  cell  is  in  general  greater  than  that  of 
Grove's  or  Bunsen's  of  the  same  size. 

These  defects,  however,  are  more  than  counterbalanced  in  all 
cases  where  exact  measurements  are  required,  by  the  fact  that 
Daniell's  cell  exceeds  every  other  known  arrangement  in  constancy 
of  electromotive  force.  It  has  also  the  advantage  of  continuing 
in  working  order  for  a  long  time,  and  of  emitting  no  gas. 


CHAPTER  VI. 


LINEAB  ELECTRIC   CURRENTS. 


0»  Systems  of  Linear  Conductors^ 

273.]  Any  conductor  may  be  treated  as  a  linear  conductor  if  it 
is  arranged  so  that  the  current  must  always  pass  in  the  same  manner 
between  two  portions  of  its  surface  which  are  called  its  electrodes. 
For  instance,  a  mass  of  metal  of  any  form  the  surface  of  which  is 
entirely  covered  with  insulating  material  except  at  two  places,  at 
which  the  exposed  surface  of  the  conductor  is  in  metallic  contact 
with  electrodes  formed  of  a  perfectly  conducting  material,  may  be 
treated  as  a  linear  conductor.  For  if  the  current  be  made  to-  enter 
at  one  of  these  electrodes  and  escape  at  the  other  the  lines  of  flow 
will  be  determinate,  and  the  relation  between  electromotive  force^ 
current  and  resistance  will  be  expressed  by  Ohm's  Law,  for  the 
current  in  every  part  of  the  mass  will  be  a  linear  function  of  K 
But  if  there  be  more  possible  electrodes  than  two,  the  conductor 
may  have  more  than  one  independent  current  through  it,  and  these 
may  not  be  conjugate  to  each  other.     See  Art.  282. 

OAm^s  Law. 
274.]  Let  E  be  the  electromotive  force  in  a  linear  conductor 
from  the  electrode  A^  to  the  electrode  -^g*  (See  Art.  69.)  Let 
C  be  the  strength  of  the  electric  current  along  the  conductor^  that 
is  to  say,  let  C  units  of  electricity  pass  across  every  section  in 
the  direction  A^  A^  in  unit  of  time,  and  let  R  be  the  resistance  of 
the  conductor^  then  the  expression  of  Ohm's  Law  is 

E=CR.  (1) 

Linear  Conductors  arranged  in  Series. 
275.]  Let  Ai,  A.^  be  the  electrodes  of  the  first  conductor  aud  let 
the  second  conductor  be  placed  with  one  of  its  electrodes  in  contact 
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with  A2,  so  that  the  second  conductor  has  for  its  electrodes  ^2*  ^3- 
The  electrodes  of  the  third  conductor  may  be  denoted  bj  A^ 
and  A^. 

Let  the  electromotive  forces  along  these  conductors  be  denoted 
by  E^,  ^23)  ^34>  ^^^  ^  ^^  ^^^  ^^^  other  conductors. 

Let  the  resistances  of  the  conductors  be 

-^>      ^23*      ^^   ^• 

Then,  since  the  conductors  are  arrang^  in  series  so  that  the  same 
current  C  flows  through  each,  we  have  by  Ohm's  Law, 

J5j2  =  CBi2i    E^  =  CR^^    E^  =  CS^.  (2) 

If  E  is  the  resultant  electromotive  force,  and  R  the  resultant 
resistance  of  the  system,  we  must  have  by  Ohm's  Law, 

E=zCR.  (3) 

Now        E^E^^  +  E^+E^,  (4) 

the  sum  of  the  separate  electromotive  forces, 

=  ^(-812+ ^23 +■'^34)  ^y  eqiiations  (2). 
Comparing  this  result  with  (3),  we  find 

R  =  R^-\-R^+R^.  (5) 

Or,  tAe  resistance  of  a  series  of  conductors  is  tie  sum  of  tie  resistances 
of  the  conductors  taken  separately. 

Potential  at  any  Point  of  the  Series. 
Let  A  and  C  be  the  electrodes  of  the  series,  E  a  point  between 
them,  a,  c,  and  b  the  potentials  of  these  points  respectively.     Let 
R^  be  the  resistance  of  the  part  from  AtoE,  R^  that  of  the  part 
from  E  to  C,  and  R  that  of  the  whole  from  ^  to  C7,  then,  since 

a— j  =  i?iC,     J— cssiZgC,    and    «—<?  =  5(7, 
the  potential  at  E  is 

i  =  ?2^^,  (6) 

which  determines  the  potential  at  S  when  the  potentials  at  A  and 
C  are  given. 

Resistance  of  a  Multiple  Conductor. 

276.]  Let  a  number  of  conductors  ASZ,  ACZ,  ADZ  be  arranged 
side  by  side  with  their  extremities  in  contact  with  the  same  two 
points  A  and  Z.  They  are  then  said  to  be  arranged  in  multiple 
arc. 

Let  the  resistances  of  these  conductors  be  ^,  ^,  22^  respect- 
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ively,  and  the  currents  C^,  Cg,  Cg,  and  let  the  reristance  of  the 
maltiple  conductor  be  i2,  and  the  total  current  C.  Then,  since  the 
potentials  at  A  and  Z  are  the  same  for  all  the  conductors^  they  have 
the  same  difference,  which  we  may  call  E.    We  then  have 

E^  C^R,  :^C^R^^  C^R^  =  CR, 
but  C=C7i+C72  +  (73, 

U  11.11  /.x 

"^^^^  R=R,''R,'^R,'  (^> 

Or,  tie  reciprocal  of  ike  renstanee  of  a  multiple  conductor  is  tie  sum 
of  the  reciprocals  of  the  component  conductors. 

If  we  call  the  reciprocal  of  the  resistance  of  a  conductor  the 
conductivity  of  the  conductor^  then  we  may  say  that  the  con- 
ductivity of  a  multiple  conductor  is  the  sum  of  the  conductivities  of 
the  component  conductors. 

Current  in  any  Branch  of  a  Multiple  Conductor, 
From  the  equations  of  the  preceding  article,  it  appears  that  if 
C^  is  the  current  in  any  branch  of  the  multiple  conductor^  and 
J2j  the  resistance  of  that  branch, 

C,  =  C|.  (8) 

where  C  is  the  total  current,  and  R  is  the  resistance  of  the  multiple 
conductor  as  previously  determined. 

Longitudinal  Resistance  of  Conductors  of  Uniform  Section, 

277.]  Let  the  resistance  of  a  cube  of  a  g^ven  material  to  a  current 
parallel  to  one  of  its  edges  be  p,  the  side  of  the  cube  being  unit  of 
length,  p  is  called  the  *  specific  resistance  of  that  material  for  unit 
of  volume.* 

Consider  next  a  prismatic  conductor  of  the  same  material  whose 
length  is  I,  and  whose  section  is  unity.  This  is  equivalent  to  I 
cubes  arranged  in  series.  The  resistance  of  the  conductor  is  there- 
fore Ip, 

Finally,  consider  a  conductor  of  length  I  and  uniform  section  s. 
This  is  equivalent  to  s  conductors  similar  to  the  last  arranged  in 
multiple  arc.    The  resistance  of  this  conductor  is  therefore 

22  =  ^. 
s 

When  we  know  the  resistance  of  a  uniform  wire  we  can  determine 
VOL.  I.  B  b 
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the  specific  resistance  of  the  material  of  which  it  is  made  if  we  can 
measure  its  length  and  its  section. 

The  sectional  area  of  small  wires  is  most  accurately  determined 
by  calculation  from  the  length,  weight,  and  specific  gravity  of  the 
specimen.  The  determination  of  the  specific  gravity  is  sometimes 
inconvenient,  and  in  such  cases  the  resistance  of  a  wire  of  unit 
length  and  unit  mass  is  used  as  the  '  specific  resistance  per  unit  of 
weight.^ 

If  r  is  this  resistance,  I  the  length,  and  m  the  mass  of  a  wire,  then 

m 

On  the  Dimensions  of  the  Quantities  involved  in  these  Equations, 

278.]  The  resistance  of  a  conductor  is  the  ratio  of  the  electro- 
motive force  acting  on  it  to  the  current  produced.  The  conduct- 
ivity of  the  conductor  is  the  reciprocal  of  this  quantity,  or  in 
other  words,  the  ratio  of  the  current  to  the  electromotive  force 
producing  it. 

Now  we  know  that  in  the  electrostatic  system  of  measurement 
the  ratio  of  a  quantity  of  electricity  to  the  potential  of  the  con- 
ductor on  which  it  is  spread  is  the  capacity  of  the  conductor,  and 
is  measured  by  a  line.  If  the  conductor  is  a  sphere  placed  in  an 
unlimited  field,  this  line  is  the  radius  of  the  sphere.  The  ratio 
of  a  quantity  of  electricity  to  an  electromotive  force  is  therefore  a 
line,  but  the  ratio  of  a  quantity  of  electricity  to  a  current  is  the 
time  during  which  the  current  flows  to  transmit  that  quantity. 
Hence  the  ratio  of  a  current  to  an  electromotive  force  is  that  of  a 
Une  to  a  time,  or  in  other  words,  it  is  a  velocity. 

The  fact  that  the  conductivity  of  a  conductor  is  expressed  in  the 
electrostatic  system  of  measurement  by  a  velocity  may  be  verified 
by  supposing  a  sphere  of  radius  r  charged  to  potential  T,  and  then 
connected  with  the  earth  by  the  given  conductor.  Let  the  sphere 
contract,  so  that  as  the  electricity  escapes  through  the  conductor 
the  potential  of  the  sphere  is  always  kept  equal  to  V,  Then  the 
charge  on  the  sphere  is  rF  at  any  instant,  and  the  current  is 

-J-  (r^),  but,  since  V  is  constant,  the  current  is  ^  F",  and  the 

electromotive  force  through  the  conductor  is  V. 
The  conductivity  of  the  conductor  is  the  ratio  of  the  current  to 

the  electromotive  force,  or  ^,  that  is,  the  velocity  with  which  the 

radius  of  the  sphere  must  diminish  in  order  to  maintain  the  potential 
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constant  when  the  charge  is  allowed  to  pass  to  earth  through  the 
conductor. 

In  the  electrostatic  system,  therefore,  the  conductivity  of  a  con- 
ductor is  a  velocity,  and  of  the  dimensions  [LT^^]. 

The  resistance  of  the  conductor  is  therefore  of  the  dimensions 

The  specific  resistance  per  unit  of  volume  is  of  the  dimension  of 
[T],  and  the  specific  conductivity  per  unit  of  volume  is  of  the 
dimension  of  [2'~^]. 

The  numerical  magnitude  of  these  coefficients  depends  only  on 
the  unit  of  time,  which  is  the  same  in  different  countries. 

The  specific  resistance  per  unit  of  weight  is  of  the  dimensions 

279.]  We  shall  afterwards  find  that  in  the  electromagnetic 
system  of  measurement  the  resistance  of  a  conductor  is  expressed 
by  a  velocity,  so  that  in  this  system  the  dimensions  of  the  resist- 
ance of  a  conductor  are  [ZT"^]. 

The  conductivity  of  the  conductor  is  of  course  the  reciprocal  of 
this. 

The  specific  resistance  per  unit  of  volume  in  this  system  is  of  the 
dimensions  [Z/*T~^J,  and  the  specific  resistance  per  unit  of  weight 
is  of  the  dimensions  [i"^T"W]. 

On  Linear  Systems  of  Conductors  in  general, 
280.]  The  most  general  case  of  a  linear  system  is  that  of  n 
points,  -^1,  A^,..,A^i  connected  together  in  pairs  by  J»(«— 1) 
linear  conductors.  Let  the  conductivity  (or  reciprocal  of  the  re- 
sistance) of  that  conductor  which  connects  any  pair  of  points,  say 
Aj,  and  J^,  be  called  Z^^,  and  let  the  current  from  A^  to  A^  be  C^^* 
Let  Pp  and  P^  be  the  electric  potentials  at  the  points  A^  and  A^ 
respectively,  and  let  the  internal  electromotive  force,  if  there  be 
any,  along  the  conductor  from  A^  to  A^  be  E^^. 
The  current  from  A^  to  A^  is,  by  Ohm's  Law, 

Among  these  quantities  we  have  the  following  sets  of  relations : 

The  conductivity  of  a  conductor  is  the  same  in  either  direction, 

or  ir„  =  JC-„.  (2) 

The  electromotive  force  and  the  current  are  directed  quantities, 

BO  that  i;,  =  -^,,,     and     (7p«  =  -C,,.  (3) 

Let  P^^P^,...P^hQ  the  potentials  at  ^i,  ^2>  •••  -^«  respectively, 

and  let  Q^,  Q,^^...  Q„  be  the  quantities  of  electricity  which  enter 

B  b  2 
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the  system  in  unit  of  time  at  each  of  these  points  respectively. 
These  are  necessarily  subject  to  the  condition  of '  continuity ' 

since  electricity  can  neither  be  indefinitely  aocnmulated  nor  pro- 
duced within  the  system. 

The  condition  of  *  continuity '  at  any  point  A^  is 

«,  =  <7,i  +  <?rt+&c+C;..  (5) 

Substituting  tbe  values  of  the  currents  in  terms  of  equation 
(1),  this  becomes 

Q,  =  (JE,i+^^+&c.+JE,.)p,-(jr„i>+Zrt-P2+&c.+r^p.) 

+(jr,iJ?„+&c.+jr^.i;.)-  («) 

The  symbol  K^^  does  not  occur  in  this  equation.   Let  us  therefore 
g^ve  it  the  value 

K„  =  -iK„  +  K^^kc.-\-K^,);  (7) 

that  is,  let  K^  be  a  quantity  equal  and  opposite  to  the  sum  of 
all  the  conductivities  of  the  conductors  which  meet  in  A^,  We 
may  then  write  the  condition  of  continuity  for  the  point  A^^ 

=  jr,iJ5^,i  +  &c.  +  Z„^^-Q,.    (8) 
By  substituting  1,  2,  &c.  n  for  j0  in  this  equation  we  shall  obtain 
n  equations  of  the   same  kind  from  which  to  determine  the  n 
potentials  Pi^P^y  &c.,  P^. 

Since,  however,  if  we  add  the  system  of  equations  (8)  the  result 
is  identically  zero  by  (3),  (4)  and  (7),  there  will  be  only  «— 1  in- 
dependent equations.  These  will  be  sufficient  to  determine  the 
differences  of  the  potentials  of  the  points,  but  not  to  determine  the 
absolute  potential  of  any.  This,  however,  is  not  required  to  calcu- 
late the  currents  in  the  system. 
If  we  denote  by  L  the  determinant 

-^21»  -^22*         -^2(ii-l)»  (9) 

and  by  L^^,  the  minor  of  K^^,  we  find  for  the  value  of  ^-ii, 
(P,-P.)2>  =  (jri,^ia  +  &c.-.Q0^Pi  +  (^2i  J?2i+&c.-«2)i>^  +  &c. 
+  (Jf,i^.i  +  &c.  +  r,,^^-<2,)i>^  +  &c.  (10) 
In  the  same  way  the  excess  of  the  potential  of  any  other  pointy 
say  A^y  over  that  of  A^  may  be  determined.  We  may  then  de- 
termine the  current  between  A^  and  A^  from  equation  (1),  and  so 
solve  the  problem  completely. 
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281.]  We  shall  now  demonfitrate  a  reciprocal  property  of  any 
two  conductors  of  the  system,  answering  to  the  reciprocal  property 
we  have  already  demonstrated  for  statical  electricity  in  Art.  88. 

The  coeflScient  of  Q^  in  the  expression  for  ij  is  -^.    That  of  Q^ 

in  the  expression  for  JJ  is  -^  • 

Now  JDy^  diflfers  from  JD^^  only  by  the  substitution  of  the  symbols 
such  as  JT^p  for  Kj,^.  But,  by  equation  (2),  these  two  symbols  are 
equal,  since  the  conductivity  of  a  conductor  is  the  same  both  ways. 
Hence  D,g=zJ)^p.  (11) 

It  follows  from  this  that  the  part  of  the  potential  at  Ap  arising 
from  the  introduction  of  a  unit  current  at  .^^  is  equal  to  the  part  of 
the  potential  at  A^  arising  from  the  introduction  of  a  unit  current 
at  Ap. 

We  may  deduce  from  this  a  proposition  of  a  more  practical  form. 

Let  A,  £,  C,  Dhe  any  four  points  of  the  system^  and  let  the 
effect  of  a  current  Q,  made  to  enter  the  system  at  A  and  leave  it 
at  £,  be  to  make  the  potential  at  C  exceed  that  at  D  by  P.  Then, 
if  an  equal  current  Q  be  made  to  enter  the  system  at  C  and  leave 
it  at  J9,  the  potential  at  A  will  exceed  that  at  £  by  the  same 
quantity  P. 

If  an  electromotive  force  E  be  introduced,  acting  in  the  conductor 
from  A  to  £,  and  if  this  causes  a  current  C  from  X  to  JT,  then  the 
same  electromotive  force  JS  introduced  into  the  conductor  from  X  to 
T  will  cause  an  equal  current  C  from  A  to  P. 

The  electromotive  force  P  may  be  that  of  a  voltaic  battery  intro- 
duced between  the  points  named,  care  being  taken  that  the  resist- 
ance of  the  conductor  is  the  same  before  and  after  the  introduction 
of  the  battery. 

282  a.]  If  an  electromotive  force  Ep^  act  along  the  conductor 
Ap  A^y  the  current  produced  along  another  conductor  of  the  system 
A^  A^  is  easily  found  to  be 

There  will  be  no  current  if 

P,,-hP,,-P.,-P.p=0.  (12) 

But,  by  (11),  the  same  equation  holds  if,  when  the  electromotive 
force  acts  along  A^A,,  there  is  no  current  in  ApA^.  On  account 
of  this  reciprocal  relation  the  two  conductors  referred  to  are  said  to 
be  conjugate. 

The  theory  of  conjugate  conductors  has  been  investigated  by 
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Kircbhoff,  who  has  stated  the  conditions  of  a  linear  system  in  the 
following  manner,  in  which  the  consideration  of  the  potential  is 
avoided. 

(1)  (Condition  of '  continuity.*)  At  any  point  of  the  system  the 
sum  of  all  the  currents  which  flow  towards  that  point  is  zero. 

(2)  In  any  complete  circuit  formed  by  the  conductors  the  sum 
of  the  electromotive  forces  taken  round  the  circuit  is  equal  to  the 
sum  of  the  products  of  the  current  in  each  conductor  multiplied  by 
the  resistance  of  that  conductor. 

We  obtain  this  result  by  adding  equations  of  the  form  (1)  for  the 
complete  circuit,  when  the  potentials  necessarily  disappear. 

*282  J.]  If  the  conducting  wires  form  a  simple  network  and  if 
we  suppose  that  a  current  circulates  round  each  mesh,  then  the 
actual  current  in  the  wire  which  forms  a  thread  of  each  of  two 
neighbouring  meshes  will  be  the  difference  between  the  two 
currents  circulating  in  the  two  meshes,  the  currents  being  reckoned 
positive  when  they  circulate  in  a  direction  opposite  to  the  motion 
of  the  hands  of  a  watch.  It  is  easy  to  establish  in  this  case  the 
following  proposition : — Let  x  be  the  current,  E  the  electromotive 
force^  and  R  the  total  resistance  in  any  mesh ;  let  also  ^,  ;2r^ ...  be 
currents  circulating  in  neighbouring  meshes  which  have  threads 
in  common  with  that  in  which  x  circulates,  the  resistances  of  those 
parts  being  «,  ^, ... ;  then 

Rx-^sy^tz-^kc.  =  E. 
To  illustrate  the  use  of  this  rale  we  will  take  the  arrangement 
known  as  Wheatstone's  Bridge,  adopting  the  figure  and  notation  of 
Art.  347.  We  have  then  the  three  following  equations  repre- 
senting the  application  of  the  rule  in  the  case  of  the  three  circuits 
OBC^  OCA,  OAB  in  which  the  currents  a?,y,  z  respectively  circulate, 
v^z.        (a+/3+y)a?  -yy  ^^z^E, 

— y  «  +  (*+y  +  a)y  — a^  =  0, 

— )3  X  — ay  +  (<?  +  o  +  )3)^=  0. 

From  these  equations  we  may  now  determine  the  value  of  x^y 
the  galvanometer  current  in  the  branch  OA,  but  the  reader  is 
referred  to  Art.  347  et  seq.  where  this  and  other  questions  connected 
with  Wheatstone's  Bridge  are  discussed. 

Heat  Generated  in  the  System. 
283.]  The  mechanical  equivalent  of  the  quantity  of  heat  generated 

*  [Extracted  from  notes  of  Professor  Maxwell's  lectures  by  Mr.  J.  A.  Flemizig,  B.A., 
St.  John's  College.] 
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in  a  conductor  whose  resistance  is  Rhys,  current  C  in  unit  of  time 
is,  by  Art.  242,  Jff  =  B(P.  (13) 

We  have  therefore  to  determine  the  sum  of  such  quantities  as 
BC^  for  all  the  conductors  of  the  system. 

For  the  conductor  from  Ap  to  A^  the  conductivity  is  Z^^,  and  the 
resistance  i?^„  where  K^,.JRp,  =  1.  (14) 

The  current  in  this  conductor  is,  according  to  Ohm's  Law, 

C^=Z„(P,-P.).  (15) 

We  shall  suppose,  however,  that  the  value  of  the  current  is  not 
that  given  by  Ohm's  Law,  but  Z^^,  where 

To  determine  the  heat  generated  in  the  system  we  have  to  find 
the  sum  of  all  the  quantities  of  the  form 

or        J^=2{iZ,.C«,.  +  2jC>,.r^  +  i?„r^}.  (17) 

Giving  Cp^  its  value,  and  remembering  the  relation  between  Kj,^ 
and  Rj^,  this  becomes 

2[(P,-p,)(c„+2rj+i2„r%,].  (18) 

Now  since  both  C  and  X  must  satisfy  the  condition  of  continuity 

at  Ap,  we  have       q^  =  C,i+C,2+&c-  +  ^pii»  (19) 

(2,  =  Z^i  +  Z„  +  &c.+X^,  (20) 

therefore  0  =  7^1  +  7,2+  &<5-  +  ^p«.  (21) 

Adding  together  therefore  all  the  terms  of  (18),  we  find 

2(JZ,.XV)=2Pp«p+Si?p,r'p..  (22) 

Now  since  R  is  always  positive  and  7*  is  essentially  positive,  the 
last  term  of  this  equation  must  be  essentially  positive.  Hence  the 
first  term  is  a  minimum  when  7  is  zero  in  every  conductor^  that  is, 
when  the  current  in  every  conductor  is  that  given  by  Ohm's  Law. 

Hence  the  following  theorem  : 

284.]  In  any  system  of  conductors  in  which  there  are  no  internal 
electromotive  forces  the  heat  generated  by  currents  distributed  in 
accordance  with  Ohm's  Law  is  less  than  if  the  currents  had  been 
distributed  in  any  other  manner  consistent  with  the  actual  con- 
ditions of  supply  and  outflow  of  the  ourrent. 

The  heat  actually  generated  when  Ohm's  Law  is  fulfilled  is 
mechanically  equivalent  to  SP^  Q,^  that  is,  to  the  sum  of  the 
products  of  the  quantities  of  electricity  supplied  at  the  different 
external  electrodes,  each  multiplied  by  the  potential  at  which  it  is 
supplied. 
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Notation  of  Electric  Currents. 

285.]  At  any  point  let  an  element  of  area  dS  be  taken  normal 
to  the  axis  of  a,  and  let  Q  units  of  electricity  pass  across  this  area 
from  the  negative  to  the  positive  side  in  unit  of  time,  then,  if 

^becomes  ultimately  equal  to  u  when  dS  is  indefinitely  diminished, 

u  is  said  to  be  the  Component  of  the  electric  current  in  the  direction 
of  iB  at  the  given  point. 

In  the  same  way  we  may  determine  v  and  to^  the  components  of 
the  current  in  the  directions  of  ^  and  z  respectively. 

286.]  To  determine  the  component  of  the  current  in  any  other 
direction  OB  through  the  given  point  0,  let  ^,  m, »  be  the  direction- 
cosines  of  OB ;  then  if  we  cut  off  from  the  axes  of  sfj  y,  z  portions 

equal  to  r    r         ^   r 

^  y  >  — »   and  - 

I    m  n 

respectively  at  A^  B  and  C,  the  triangle  ABC 

will  be  normal  to  OB. 

The  area  of  this  triangle  ABC  will  be 

^=*?£' 

Fig.  28.  and  by  diminishisg  r  this  area  may  be  diminished 

without  limit. 
The  quantity  of  electricity  which  leaves  the  tetrahedron  ASCO 
by  the  triangle  ABC  must  be  equal  to  that  which  enters  it  through 
the  three  triangles  OBC,  OCA,  and  OAB. 

The  area  of  the  triangle  OBC  is  \  — ,  and  the  component  of 

mn 
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the  curreiit  normal  to  its  plane  in  Uj  so  that  the  quantity  which 
enters  through  this  triangle  is  ^  r^  —  • 

The  quantities  which  enter  through  the  triangles  OCA  and  OJB 

respectiyely  are  ^  uf 

ir*-7,     and     iHy-- 
nl  Im 

If  y  is  the  component  of  the  velocity  in  the  direction  OR,  then 

the  quantity  which  leaves  the  tetrahedron  through  ABC  is 

Imn 
Since  this  is  equal  to  the  quantity  which  enters  through  the  three 
other  triangles, 


4-^-»r«^— 4.-4-— I- 


multiplying  by  — j- ,  we  get 

y  =s /tt  +  f»r-|-«tt7.  (1) 

If  we  put  ««  +  <^*  +  «^  =  T\ 

and  make  F^  m\  fi  such  that 

-  u  =  ^r,        V  =  m'Ty    and    w  =  »T ; 
then  y  =  r  (^Z'  +  «f»'  +  ««'),  (2) 

Hence^  if  we  define  the  resultant  current  as  a  vector  whose 
magnitude  is  F,  and  whose  direction-cosines  are  Vy  m\  n\  and  if 
y  denotes  the  current  resolved  in  a  direction  making  an  angle  Q 
with  that  of  the  resultant  current,  then 

y  =  r  cos  ^  ;  (3) 

shewing  that  the  law  of  resolution  of  currents  is  the  same  as  that 
of  velocities,  forces,  and  all  other  vectors. 

287.]  To  determine  the  condition  that  a  given  surface  may  be  a 
surface  of  flow,  let 

I(x,y,z)^\  (4) 

be  the  equation  of  a  family  of  surfaces  any  one  of  which  is  given  by 
making  A  constant ;  then,  if  we  make 

dx    ^  dy    '^di   ^W^'  ^^^ 

the  direction-cosines  of  the  normal,  reckoned  in  the  direction  in 
which  A  increases,  are 

l  =  N^^,         m^N^,         n  =  N^-  (6) 

dx  dy  dz  ^  ' 
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Hence,  if  y  is  the  component  of  the  corrent  nonnal  to  the  saiftce, 


„C    dK       dK        d\) 


If  y  =  0  there  will  be  no  current  through  the  surface,  and  the 
surface  may  be  called  a  Sur&ce  of  Flow,  because  the  lines  of  motion 
are  in  the  surface. 

288.]  The  equation  of  a  surface  of  flow  is  therefore 


dx        dy         dz"^    ' 


(8) 


If  this  equation  is  true  for  all  values  of  A,  all  the  surfaces  of  the 
family  will  be  surfaces  of  flow. 

289.]  Let  there  be  another  family  of  surfaces,  whose  parameter 
is  k\  then,  if  these  are  also  surfSsuses  of  flow,  we  shall  have 


dx  dy  dz   '^    ' 


(9) 


If  there  is  a  third  family  of  surfaces  of  flow,  whose  parameter 
is  A",  then  ^^„       ^^„        ^^„ 


dx 


dz 


If  we  eliminate  between  these  three  equations,  td,  r,  and  io  dis- 
appear together,  and  we  find 


dx 

dx 

d>r 

dx 


dK 


dxf_ 

dz 

d^ 

dz 


=  0; 


or 


(11) 


(12) 


d\ 

d^ 

dy 
disr_ 

dy 

that  is,  V  is  some  function  of  \  and  X'. 

290.]  Now  consider  the  four  surfaces  whose  parameters  are  \, 
X  +  dA,  A^^  and  A^  +  dA^  These  four  surfaces  enclose  a  quadrilateral 
tube,  which  we  may  call  the  tube  bX.hW  Since  this  tube  is 
bounded  by  surfaces  across  which  there  is  no  flow^  we  may  call 
it  a  Tube  of  Flow.  If  we  take  any  two  sections  across  the  tube, 
the  quantity  which  enters  the  tube  at  one  section  must  be  equal 
to  the  quantity  which  leaves  it  at  the  other,  and  since  this  quantity 
is  therefore  the  same  for  every  section  of  the  tube,  let  us  call  it 
LbK .  dA^  where  £  is  a  function  of  A  and  A^j  the  parameters  which 
determine  the  particular  tube. 
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291.]  It  hS  denotes  the  section  of  a  tube  of  flow  by  a  plane 
nonnal  to  a?,  we  have  by  the  theory  of  the  change  of  the  inde- 
pendent variables, 

'^•»^'='<S-'-s|')'        (") 

and  by  the  definition  of  the  components  of  the  current 

ubS  =  Lbk.^\\  (14) 

""      ^dy  dz        dz  dy  ^ 

J  /d\  rf\'  d\  d\*\ 
~  ^dx  dy  dy  dx  ^ 
292.]  It  is  always  possible  when  one  of  the  functions  X  or  X'  is 
known,  to  determine  the  other  so  that  L  may  be  equal  to  unity. 
For  instance,  let  us  take  the  plane  of  yz^  and  draw  upon  it  a  series 
of  equidistant  lines  parallel  to  y,  to  represent  the  sections  of  the 
&mily  X^  by  this  plane.  In  other  words,  let  the  function  X^  be 
determined  by  the  condition  that  when  a?  =  0  X'=  ;8f.  If  we  then 
make  Z  =  1,  and  therefore  (when  a?  =  0) 


^judy\ 


then  in  the  plane  ■(«?  =  0)  the  amount  of  electricity  which  passes 
through  any  portion  will  be 

jjudydz  -ffd\  dk\  (16) 

Having  determined  the  nature  of  the  sections  of  the  surfaces  of 
flow  by  the  plane  of  yz^  the  form  of  the  surfaces  elsewhere  is 
determined  by  the  conditions  (8)  and  (9).  The  two  functions  X 
and  X^  thus  determined  are  sufficient  to  determine  the  current  at 
every  point  by  equations  (15),  unity  being  substituted  for  L. 

On  Lines  (f  Flow. 
298.]  Let  a  series  of  values  of  X  and  of  X'  be  chosen,  the  suc- 
cessive difierences  in  each  series  being  unity.  The  two  series  of 
surfaces  defined  by  these  values  will  divide  space  into  a  system 
of  quadrilateral  tubes  through  each  of  which  there  will  be  a  unit 
current.  By  assuming  the  unit  sufficiently  small,  the  details  of 
the  current  may  be  expressed  by  these  tubes  with  any  desired 
amount  of  minuteness.    Then  if  any  surface  be  drawn  cutting  the 
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system  of  tubes,  the  quantity  of  the  current  which  passes  through 
this  sur&ce  will  be  expressed  by  the  number  of  tubes  which  cat  it, 
since  each  tube  carries  unity  of  current. 

The  actual  intersections  of  the  surfaces  may  be  called  Lines  of 
Flow.  When  the  unit  is  taken  sufficiently  small,  the  number  of 
lines  of  flow  which  cut  a  surface  is  approximately  equal  to  the 
number  of  tubes  of  flow  which  cut  it,  so  that  we  may  consider 
the  lines  of  flow  as  expressing  not  only  the  direction  of  the  current 
but  its  strength,  since  each  line  of  flow  through  a  given  section 
corresponds  to  a  unit  current. 

On  Current-Sheeis  and  Current^Functiana, 

294.]  A  stratum  of  a  conductor  contained  between  two  con- 
secutive surfaces  of  flow  of  one  system,  say  that  of  \\  is  called 
a  Current-Sheet.  The  tubes  of  flow  within  this  sheet  are  deter- 
mined by  the  function  A.  If  A^  and  kp  denote  the  values  of  A  at 
the  points  A  and  P  respectively,  then  the  current  from  right  to 
left  across  any  line  drawn  on  the  sheet  from  J!  to  P  is  Ap^A^. 
If  AP  be  an  element,  ds^  of  a  curve  drawn  on  the  sheet,  the  current 
which  crosses  this  element  from  right  to  left  is 

d\^ 

-T-de. 

da 

This  function  A,  from  which  the  distribution  of  the  current  in 
the  sheet  can  be  completely  determined,  is  called  the  Current- 
Function. 

Any  thin  sheet  of  metal  or  conducting  matter  bounded  on  both 
sides  by  air  or  some  other  non-conductiug  medium  may  be  treated 
as  a  current-sheet,  in  which  the  distribution  of  the  current  may 
be  expressed  by  means  of  a  current-function.     See  Art.  647. 

Equation  of  *  Continuity* 

295.]  If  we  difierentiate  the  three  equations  (15)  with  respect  to 
Xy  ^,  z  respectively,  remembering  that  2/  is  a  function  of  A  and  A', 
we  find  du      dv      dw      ^  ,,   . 

The  corresponding  equation  in  Hydrodynamics  is  called  the 
Equation  of  '  Continuity.'  The  continuity  which  it  expresses  is 
the  continuity  of  existence,  that  is,  the  fact  that  a  material  sub- 
stance cannot  leave  one  part  of  space  and  arrive  at  another,  without 
going  through  the  space  between.     It  cannot  simply  vanish  in  the 
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one  place  and  appear  in  the  other,  bat  it  mast  travel  along  a  con- 
tinaoas  path,  so  that  if  a  dosed  surface  be  drawn^  including  the 
one  place  and  excluding  the  other,  a  material  substance  in  passing 
from  the  one  place  to  the  other  must  go  through  the  closed  surface. 
The  most  general  form  of  the  equation  in  hydrodynamics  is 

djpn)       d(pv)      d(pia)      dp_  . 

where  p  signifies  the  ratio  of  the  quantity  of  the  substance  to  the 
volume  it  occupies,  that  volume  being  in  this  case  the  differential 
element  of  volume,  and  {pu)^  (pt?),  and  {pw)  signify  the  ratio  of  the 
quantity  of  the  substance  which  crosses  an  element  of  area  in  unit 
of  time  to  that  area,  these  areas  being  normal  to  the  axes  of  Xy  y,  and 
z  respectively.  Thus  understood,  the  equation  is  applicable  to  any 
material  substance,  solid  or  fluid,  whether  the  motion  be  continuous 
or  discontinuous,  provided  the  existence  of  the  parts  of  that  sub- 
stance is  continuous.  If  anything,  though  not  a  substance,  is 
subject  to  the  condition  of  continuous  existence  in  time  and  space, 
the  equation  will  express  this  condition.  In  other  parts  of  Physical 
Science,  as,  for  instance,  in  the  theory  of  electric  and  magnetic 
quantities,  equations  of  a  similar  form  occur.  We  shall  call  such 
equations  '  equations  of  continuity '  to  indicate  their  form,  though 
we  may  not  attribute  to  these  quantities  the  properties  of  matter, 
or  even  continuous  existence  in  time  and  space. 

The  equation  (17),  which  we  have  arrived  at  in  the  case  of 
electric  currents,  is  identical  with  (18)  if  we  make  p  =  1,  that  is, 
if  we  suppose  the  substance  homogeneous  and  incompressible.  The 
equation,  in  the  case  of  fluids,  may  also  be  established  by  either 
of  the  modes  of  proof  given  in  treatises  on  Hydrodynamics.  In 
one  of  these  we  trace  the  course  and  the  deformation  of  a  certain 
element  of  the  fluid  as  it  moves  along.  In  the  other,  we  fix  our 
attention  on  an  element  of  space,  and  take  account  of  all  that 
enters  or  leaves  it.  The  former  of  these  methods  cannot  be  applied 
to  electric  currents,  as  we  do  not  know  the  velocity  with  which  the 
electricity  passes  through  the  body,  or  even  whether  it  moves  in 
the  positive  or  the  negative  direction  of  the  current.  All  that  we 
know  is  the  algebraical  value  of  the  quantity  which  crosses  unit 
of  area  in  unit  of  time,  a  quantity  corresponding  to  {pu)  in  the 
equation  (18).  We  have  no  means  of  ascertaining  the  value  of 
either  of  the  factors  p  or  «,  and  therefore  we  cannot  follow  a  par- 
ticular portion  of  electricity  in  its  course  through  the  body.  The 
other  method  of  investigation^  in  which  we  consider  what  passes 
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tlirough  the  walls  of  an  element  of  volame^  is  applicable  to  electric 
currents,  and  is  perhaps  preferable  in  point  of  form  to  that  which 
we  have  given,  but  as  it  may  be  found  in  any  treatise  on  Hydro- 
dynamics we  need  not  repeat  it  here. 

Quantity  of  Electricity  which  passes  through  a  given  Surface. 

296.]  Let  r  be  the  resultant  current  at  any  point  of  the  sur&ce. 

Let  JiS'  be  an  element  of  the  surface,  and  let  c  be  the  angle  between 

r  and  the  normal  to  the  surface^  then  t<he  total  current  through 

the  surface  will  be  r  r 

JjTcoBcdS, 

the  integration  being  extended  over  the  surface. 

As  in  Art.  21,  we  may  transform  this  integral  into  the  form 

in  the  case  of  any  closed  surface^  the  limits  of  the  triple  integration 
being  those  included  by  the  surface.  This  is  the  expression  for 
the  total  efflux  from  the  closed  surface.  Since  in  all  cases  of  steady 
currents  this  must  be  zero  whatever  the  limits  of  the  integration, 
the  quantity  under  the  integral  sign  must  vanish,  and  we  obtain 
in  this  way  the  equation  of  continuity  (17). 


CHAPTER  VIIL 


RESISTANCE   AND   CONDUCTIVITY   IN   THREE   DIMENSIONS. 

On  the  most  General  Relations  bettceen  Current  and  Electro^ 
motive  Foree, 

297.]  Let  the  compoDents  of  the  current  at  any  point  be  w,  v,  to. 

Let  the  components  of  the  electromotive  force  be  X,  T,  Z. 

The  electromotive  force  at  any  point  is  the  resultant  force  on 
a  unit  of  positive  electricity  placed  at  that  point.  It  may  arise 
(I)  from  electrostatic  action,  in  which  case  if  T  is  the  potential, 

""      (&  '         ^     dy  ^      dz*  ^  ^ 

or  (2)  from  electromagnetic  induction,  the  laws  of  which  we  shall 
afterwards  examine;  or  (3)  from  thermoelectric  or  electrochemical 
action  at  the  point  itself,  tending  to  produce  a  current  in  a  given 
direction. 

We  shall  in  general  suppose  that  X,  T,  Z  represent  the  com- 
ponents of  the  actual  electromotive  force  at  the  point,  whatever 
be  the  origin  of  the  force,  but  we  shall  occasionally  examine  the 
result  of  supposing  it  entirely  due  to  variation  of  potential. 

By  Ohm's  Law  the  current  is  proportional  to  the  electromotive 
force.  Hence  X,  T,  Z  must  be  linear  functions  of  «,  v^  w.  We 
may  therefore  assume  as  the  equations  of  Resistance, 

T^P^u-^R.v^-q^w,  \  (2) 

Z^q^u-\-P^v^R^w.) 

We  may  call  the  coefficients  B  the  coefficients  of  longitudinal 
resistance  in  the  directions  of  the  axes  of  coordinates. 

The  coefficients  P  and  Q  may  be  called  the  coefficients  of  trans- 
verse resistance.  They  indicate  the  electromotive  force  in  one 
direction  required  to  produce  a  current  in  a  different  direction. 
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If  we  were  at  liberty  to  assume  that  a  solid  body  may  be  treated 
as  a  system  of  linear  conductors,  then,  from  the  reciprocal  property 
(Art.  281)  of  any  two  conductors  of  a  linear  system,  we  mig^ht  shew 
that  the  electromotive  force  along  z  required  to  produce  a  unit 
current  parallel  to  y  must  be  equal  to  the  electromotive  force  along 
y  required  to  produce  a  unit  current  parallel  to  z.  This  would 
shew  that  Pi  =  Qi,  and  similarly  we  should  find  Pj  ==  Qa*  ^^^ 
-^3  =  Qs-  When  these  conditions  are  satisfied  the  system  of  co- 
efficients is  said  to  be  Symmetrical.  When  they  are  not  satisfied  it. 
is  called  a  Skew  system. 

We  have  great  reason  to  believe  that  in  every  actual  case  the 
system  is  symmetrical,  but  we  shall  examine  some  of  the  con- 
sequences of  admitting  the  possibility  of  a  skew  system. 

298.]  The  quantities  u^  v,  w  may  be  expressed  as  linear  functions 
of  X,  Yy  Zhj  tL  system  of  equations,  which  we  may  call  Equations 
of  Conductivity, 

w  =  fiJ+i?8^  +  ?2^*    ) 

v=:q^X+r^T^p^Z,   V  (3) 

we  may  call  the  coefficients  r  the  coefficients  of  Longitudinal  con* 
ductivity,  and  p  and  q  those  of  Transverse  conductivity. 

The  coefficients  of  resistance  are  inverse  to  those  of  conductivity. 
This  relation  may  be  defined  as  follows  : 

Let  [PQi2]  be  the  determinant  of  the  coefficients  of  resistance, 
and  [pqr]  that  of  the  coefficients  of  conductivity,  then 

[PQR]  [pgr]  =  1,  (6) 

[PQH]  a  =  (PgPa-  Qi  ^1),       [Pgr]  Pi  =  (Ai's-ft  '•i).      (7) 
&c.  &c« 

The  other  equations  may  be  formed  by  altering  the  symbols 
Py  Qi  RfPf  ii  ^>  ftiid  the  suffixes  1,  2,  3  in  cyclical  order. 

Rate  of  Generation  of  Heat 
299.]  To  find  the  work  done  by  the  current  in  unit  of  time 
in  overcoming  resistance,  and  so  gen^»ting  heat,  we  multiply  the 
components  of  the  current  by  the  corresponding  components  of  the 
electromotive  force.  We  thus  obtain  the  following  expressions  for 
W,  the  quantity  of  work  expended  in  unit  of  time  : 
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JTrrrXw+Jr  +  ^W;  (8) 

=^RiU^  +  li2V^+B^ia^  +  {P^+Q^)vW'^{P^+Q.,)um-^(P^+Q^)uvi  (9) 
=r,X^  +  r,r^'^r,Z^^{pi+g,)rZ^{p,  +  q,)ZX+{p,  +  q,)XT.  (10) 
By  a  proper  choice  of  axes,  either  of  the  two  latter  equations  may 
be  deprived  of  the  terms  involving  the  products  of  w,  v,  w  or  of 
X,  r,  Z.  The  system  of  axes,  however,  which  reduces  JT  to  the  form 

-  is  not  in  general  the  same  as  that  which  reduces  it  to  the  form 
r^X^+r^r^-hr^Z^ 

It  is  only  when  the  coefficients  P^,  P^^  P^  are  equal  respectively 
to  Qi,  Q^y  Q3  that  the  two  systems  of  axes  coincide. 
If  with  Thomson  *  we  write 

and  /?  =  *  +  ^,  q 

then  we  have 

and  [PQR]  r^  =  R^  R^--8,^  +  ^l^         ) 

[PQR]s,  =  T^T^-^8,8,-R,8,,     [  (13) 

[PQR]t^=^R^T^  +  8^T,+S,T^.) 

If  therefore  we  cause  8^,  8^,  8^  to  disappear^  81  will  not  also  dis- 
appear unless  the  coefficients  T  are  zero. 


:f:f;}         c) 


Condition  of  8(ability. 

800.]  Since  the  equilibrium  of  electricity  is  stable,  the  work 
spent  in  maintaining  the  current  must  always  be  positive.  The 
conditions  that  W  may  be  positive  are  that  the  three  coefficients 
R^y  R2,  R^,  and  the  three  expressions 

^R2R,-(Pi+QiY,) 
4J^37^,-(P3+(^,)^^  (14) 

^R^R,-{P^+Q,)\) 
must  all  be  positive. 

There  are  similar  conditions  for  the  coefficients  of  conductivity. 


*  Tram.  R.  S,  EcUn.,  185d>4,  p.  165. 
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^nation  of  Continuity  in  a  Homogeneous  Medium. 

301.]  If  we  express  the  components  of  the  electromotive  force 
as  the  derivatives  of  the  potential  V^  the  equation  of  continuity 

du      dv      dw      ^  ,^. 

becomes  in  a  homogeneous  medium 

If  the  medium  is  not  homogeneous  there  will  be  terms  arising 
from  the  variation  of  the  coe£Scients  of  conductivity  in  passing 
from  one  point  to  another. 

This  equation  corresponds  to  Laplace's  equation  in  an  isotropic 
medium. 

802.]  If  we  put 

and    [AB'\^A^A^A^+2B^B^B^'^A^B^^^A^B^-A^B^\    (18) 
where  [rs]  A^  =  fg  r^^s^,    \ 

[r*]5i  =  *2«8-"^i*n  >  (19) 

and  so  on^  the  system  A^  B  will  be  inverse  to  the  system  r,  «,  and 
if  we  make 

A^x^  +  A^y^-\-A^^+2B^yz-Y2B^zx+2B^xy^{AB']p^,  (20) 
we  shall  find  that 

r=i-i  (21) 

is  a  solution  of  the  equation. 

In  the  case  in  which  the  coefficients  T  are  zero,  the  coefficients  A 
and  B  become  identical  with  R  and  S.  When  T  exists  this  is  not 
the  case. 

In  the  case  therefore  of  electricity  flowing  out  from  a  centre  in  an 
infinite,  homogeneous,  but  not  isotropic^  medium,  the  equipotential 
surfaces  are  ellipsoids,  for  each  of  which  p  is  constant.  The  axes  of 
these  ellipsoids  are  in  the  directions  of  the  principal  axes  of  con* 
ductivity,  and  these  do  not  coincide  with  the  principal  axes  of 
resistance  unless  the  system  is  symmetrical. 

By  a  transformation  of  this  equation  we  may  take  for  the  axes 
of  a?,  y,  z  the  principal  axes  of  conductivity.  The  coefficient's  of  the 
forms  9  and  B  will  then  be  reduced  to  zero,  and  each  coefficient 
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of  the  form  A  will  be  the  reciprocal  of  the  corresponding  coefficient 
of  the  form  r.     The  expression  for  p  will  be 

?!  +  ^  +  ^  =  _ei_.  (22) 

Ti  T2  '•3  ^l'"2'*S 

303.]  The  theory  of  the  complete  system  of  equations  of  resist- 
ance and  of  conductivity  is  that  of  linear  functions  of  three  vari- 
ables, and  it  is  exemplified  in  the  theory  of  Strains'^,  and  in  other 
parts  of  physics.  The  most  appropriate  method  of  treating  it  is 
that  by  which  Hamilton  and  Tait  treat  a  linear  and  vector  function 
of  a  vector.  We  shall  not,  however,  expressly  introduce  Quaternion 
notation. 

The  coefficients  7\,  T^,  T^  may  be  regarded  as  the  rectangular 
components  of  a  vector  7,  the  absolute  magnitude  and  direction 
of  which  are  fixed  in  the  body,  and  independent  of  the  direction  of 
the  axes  of  reference.  The  same  is  true  of  iy^  t^y  ^3,  which  are  the 
components  of  another  vector  t. 

The  vectors  T  and  t  do  not  in  geueral  coincide  in  direction. 

Let  us  now  take  the  axis  of  ;2:  so  as  to  coincide  with  the  vector 
Ty  and  transform  the  equations  of  resistance  accordingly.  They 
will  then  have  the  form 

Y=:8^U'^R^v\-Syio-^Tu,  I  (23) 

Z  =  ^^^'{'S^v-^It^w.  } 

It  appears  from  these  equations  that  we  may  consider  the  elec- 
tromotive force  as  the  resultant  of  two  forces^  one  of  them  depending 
only  on  the  coefficients  B  and  8,  and  the  other  depending  on  T  alone. 
The  part  depending  on  B  and  8  is  related  to  the  current  in  the 
game  way  that  the  perpendicular  on  the  tangent  plane  of  an 
ellipsoid  is  related  to  the  radius  vector.  The  other  part,  depending 
on  jT,  is  equal  to  the  product  of  T  into  the  resolved  part  of  the 
current  perpendicular  to  the  axis  of  jT,  and  its  direction  is  per- 
pendicular to  T  and  to  the  current^  being  always  in  the  direction  in 
which  the  resolved  part  of  the  current  would  lie  if  turned  90°  in 
the  positive  direction  round  T. 

If  we  consider  the  current  and  T  as  vectors,  the  part  of  the 
electromotive  force  due  to  T  is  the  vector  part  of  the  product, 
Tx  current. 

The  coefficient  T  may  be  called  the  Rotatory  coefficient.  We 
have  reason  to  believe  that  it  does  not  exist  in  any  known  sub- 

*  See  Thomson  and  Tait's  Natural  Philosopliy,  §  164. 
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stance.  It  should  be  founds  if  anywhere,  in  magnets,  which  haTe 
a  polarization  in  one  direction,  probably  due  to  a  rotational  phe- 
nomenon in  the  substance. 

304.]  Assuming  then  that  there  is  no  rotatory  coefficient,  we 
shall  shew  how  Thomson's  Theorem  given  in  Art.  100  may  be 
extended  to  prove  that  the  heat  generated  by  the  currents  in  the 
system  in  a  given  time  is  a  unique  minimum. 

To  simplify  the  algebraical  work  let  the  axes  of  coordinates  be 

chosen  so  as  to  reduce  expression  (9),  and  therefore  also  in  this  case 

expression  (10),  to  three  terms;   and  let  us  consider  the  general 

characteristic  equation  (16)  which  thus  reduces  to 

d^F        d^F        d^F      ^  .. 

'•^^+^«^+^3^  =  0.  (24) 

Also,  let  a,  b,  c  be  three  functions  of  Xy  y,  z  satisfying  the  condition 

da       db       dc       ^  .^. 

(25) 


and  let 


di^dj^^d^-^' 

dF   '    1 

dV 

(26) 


Finally,  let  the  triple-integral 

W^jjj{Il^a^^'R^V'+R^i^)dxdydz  (27) 

be  extended  over  spaces  bounded  as  in  the  enunciation  of  Art.  100 ; 
such  viz.  that  F  is  constant  over  certain  portions  or  else  the  normal 
component  of  the  vector  a,  i,  c  is  given,  the  latter  condition  being 
accompanied  by  the  further  restriction  that  the  integral  of  this 
component  over  the  whole  bounding  sur&ce  must  be  zero :  then  W 
will  be  a  minimum  when 

«  =  0,        V  =  0,        IP  =  0. 
For  we  have  in  this  case 

ri7?i=l,        f2i?2=l,        ^8-^3=1; 
and  therefore,  by  (26), 


dF 
'1^ 


ur    fff/  ^n      ^f" 
^-IIJV^M^'^d^ 


(28) 
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•r>  ^    .  du       dv       dw       ^  .. 

^"*  "'^'^  ^-  +  ^  +  ^  =  •''  (2^) 

the  third  term  vanishes  by  virtue  of  the  conditions  at  the  limits. 

The  first  term  of  (28)  is  therefore  the  unique  minimum  value  of  W. 

305.]  As  this  proposition  is  of  great  importance  in  the  theory  of 
electricity,  it  may  be  useful  to  present  the  following  proof  of  the 
most  general  case  in  a  form  free  from  analytical  operations. 

Let  us  consider  the  propagation  of  electricity  through  a  conductor 
of  any  form,  homogeneous  or  heterogeneous. 

Then  we  know  that 

(1)  If  we  draw  a  line  along  the  path  and  in  the  direction  of 
the  electric  current,  the  line  must  pass  from  places  of  high  potential 
to  places  of  low  potential. 

(2)  If  the  potential  at  every  point  of  the  system  be  altered  in 
a  given  uniform  ratio^  the  currents  will  be  altered  in  the  same  ratio, 
according  to  Ohm's  Law. 

(3)  If  a  certain  distribution  of  potential  gives  rise  to  a  certain 
distribution  of  currents,  and  a  second  distribution  of  potential  gives 
rise  to  a  second  distribution  of  currents,  then  a  third  distribution  in 
which  the  potential  is  the  sum  or  difference  of  those  in  the  first 
and  second  will  give  rise  to  a  third  distribution  of  currents,  such 
that  the  total  current  passing  through  a  given  finite  surfiice  in  the 
third  case  is  the  sum  or  difference  of  the  currents  passing  through 
it  in  the  first  and  second  cases.  For,  by  Ohm's  Law,  the  additional 
current  due  to  an  alteration  of  potentials  is  independent  of  the 
original  current  due  to  the  original  distribution  of  potentials. 

(4)  If  the  potential  is  constant  over  the  whole  of  a  closed  surface, 
and  if  there  are  no  electrodes  or  intrinsic  electromotive  forces 
within  it,  then  there  will  be  no  currents  within  the  closed  surface, 
and  the  potential  at  any  point  within  it  will  be  equal  to  that  at  the 
surface. 

If  there  are  currents  within  the  closed  surface  they  must  either 
be  closed  curves,  or  they  must  begin  and  end  either  within  the 
closed  surface  or  at  the  surface  itself. 

But  since  the  current  must  pass  from  places  of  high  to  places  of 
low  potential,  it  cannot  flow  in  a  closed  curve. 

Since  there  are  no  electrodes  within  the  surface  the  current 
cannot  begin  or  end  within  the  closed  surface,  and  since  the 
potential  at  all  points  of  the  surface  is  the  same^  there  can  be 
no  current  along  lines  passing  from  one  point  of  the  surface  to 
another. 
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Hence  there  are  no  earrents  within  the  surface,  and  therefore 
there  can  be  no  difference  of  potential,  as  such  a  difference  wonld 
produce  cun*ents,  and  therefore  the  potential  within  the  closed 
surface  is  everywhere  the  same  as  at  the  surface. 

(5)  If  there  is  no  electric  current  through  any  part  of  a  closed 
surface,  and  no  electrodes  or  intrinsic  electromotive  forces  within 
the  surface,  there  will  be  no  currents  within  the  surface,  and  the 
potential  will  be  uniform. 

We  have  seen  that  the  currents  cannot  form  closed  curves,  or 
begin  or  terminate  within  the  surface^  and  since  by  the  hypothesis 
they  do  not  pass  through  the  surface^  there  can  be  no  currents,  and 
therefore  the  potential  is  constant. 

(6)  If  the  potential  is  uniform  over  part  of  a  closed  surface,  and 
if  there  is  no  current  through  the  remainder  of  the  surface,  the 
potential  within  the  surface  will  be  uniform  for  the  same  reasons. 

(7)  If  over  part  of  the  surface  of  a  body  the  potential  of  every 
point  is  known,  and  if  over  the  rest  of  the  surface  of  the  body  the 
current  passing  through  the  surface  at  each  point  is  known,  then 
only  one  distribution  of  potentials  at  points  within  the  body  can 
exist. 

For  if  there  were  two  different  values  of  the  potential  at  any 
point  within  the  body,  let  these  be  F^  in  the  first  case  and  F^  in 
the  second  cas^,  and  let  us  imagine  a  third  case  in  which  the 
potential  of  every  point  of  the  body  is  the  excess  of  potential  in  the 
first  case  over  that  in  the  second.  Then  on  that  part  of  the  surface 
for  which  the  potential  is  known  the  potential  in  the  third  case  will 
be  zero,  and  on  that  part  of  the  surface  through  which  the  currents 
are  known  the  currents  in  the  third  case  will  be  zero,  so  that  by 
(6)  the  potential  everywhere  within  the  sur&ce  will  be  zero,  or 
there  is  no  excess  of  T^  over  F^,  or  the  reverse.  Hence  there  is 
only  one  possible  distribution  of  potentials.  This  proposition  is 
true  whether  the  solid  be  bounded  by  one  closed  surface  or  by 
several. 

On  the  Approxhnate  Calculation  of  the  Resistance  of  a  Conductor 
of  a  given  Foi^m. 

806.]  The  conductor  here  considered  has  its  surface  divided  into 
three  portions.  Over  one  of  these  portions  the  potential  is  main- 
tained at  a  constant  value.  Over  a  second  portion  the  potential  has 
a  constant  value  different  from  the  first.  The  whole  of  the  remainder 
of  the  surface  is  impervious  to  electricily.     We  may  suppose  the 
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conditions  of  the  first  and  second  portions  to  be  fulfilled  by  applying 
to  the  conductor  two  electrodes  of  perfectly  conducting  material, 
and  that  of  the  remainder  of  the  surface  by  coating  it  with  per- 
fectly non-conducting  material. 

Under  these  circumstances  the  current  in  every  part  of  the 
conductor  is  simply  proportional  to  the  difierence  between  the 
potentials  of  the  electrodes.  Calling  this  difference  the  electro- 
motive force,  the  total  current  from  the  one  electrode  to  the  other 
is  the  product  of  the  electromotive  force  by  the  conductivity  of  the 
conductor  as  a  whole,  and  the  resistance  of  the  conductor  is  the 
reciprocal  of  the  conductivity. 

It  is  only  when  a  conductor  is  approximately  in  the  circumstances 
above  defined  that  it  can  be  said  to  have  a  definite  resistance,  or 
conductivity  as  a  whole.  A  resistance  coil,  consisting  of  a  thin 
wire  terminating  in  large  masses  of  copper,  approximately  satisfies 
these  conditions,  for  the  potential  in  the  massive  electrodes  is  nearly 
constant,  and  any  differences  of  potential  in  different  points  of  the 
same  electrode  may  be  neglected  in  comparison  with  the  difference 
of  the  potentials  of  the  two  electrodes. 

A  very  useful  method  of  calculating  the  resistance  of  such  con- 
ductors has  been  given,  so  far  as  I  know,  for  the  first  time,  by 
Lord  Eayleigh,  in  a  paper  on  the  Theory  of  Resonance  *. 

It  is  founded  on  the  following  considerations. 

If  the  specific  resistance  of  any  portion  of  the  conductor  be 
changed,  that  of  the  remainder  being  unchanged,  the  resistance  of 
the  whole  conductor  will  be  increased  if  that  of  the  portion  is 
increased,  and  diminished  if  that  of  the  portion  be  diminished. 

This  principle  may  be  regarded  as  self-evident,  but  it  may  easily 
be  shewn  that  the  value  of  the  expression  for  the  resistance  of  a 
system  of  conductors  between  two  points  selected  as  electrodes, 
increases  as  the  resistance  of  each  member  of  the  system  in- 
creases. 

It  follows  from  this  that  if  a  surface  of  any  form  be  described 
in  the  substance  of  the  conductor,  and  if  we  further  suppose  this 
surface  to  be  an  infinitely  thin  sheet  of  a  perfectly  conducting, 
substance,  the  resistance  of  the  conductor  as  a  whole  will  be 
diminished  unless  the  surface  is  one  of  the  equipotential  surfaces 
in  the  natural  state  of  the  conductor,  in  which  case  no  effect  will 
be  produced  by  making  it  a  perfect  conductor,  as  it  is  already  in 
electrical  equilibrium. 

♦  Phil.  Trans.,  1871,  p.  77.    See  Art.  102. 
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If  therefore  we  draw  within  the  conductor  a  series  of  surfaces, 
the  first  of  which  coincides  with  the  first  electrode,  and  the  last 
with  the  second,  while  the  intermediate  surfaces  are  bounded  by 
the  non-conducting  surface  and  do  not  intersect  each  other,  and 
if  we  suppose  each  of  these  surfaces  to  be  an  infinitely  thin  sheet 
of  perfectly  conducting  matter,  we  shall  have  obtained  a  system 
the  resistance  of  which  is  certainly  not  greater  than  that  of  the 
original  conductor,  and  is  equal  to  it  only  when  the  surfaces  we 
have  chosen  are  the  natural  equipotential  surfaces. 

To  calculate  the  resistance  of  the  artificial  system  is  an  operation 
of  much  less  difficulty  than  the  original  problem.  For  the  resist- 
ance of  the  whole  is  the  sum  of  the  resistances  of  all  the  strata 
contained  between  the  consecutive  surfaces,  and  the  resistance  of 
each  stratum  can  be  found  thus  : 

Let  dS  be  an  element  of  the  surface  of  the  stratum,  v  the  thick- 
ness of  the  stratum  perpendicular  to  the  element^  p  the  specific 
resistance,  E  the  difierence  of  potential  of  the  perfectly  conducting 
surfaces,  and  dC  the  current  through  dS^  then 

dC^E—dS,  (1) 

and  the  whole  current  through  the  stratum  is 

the  integration  being  extended  over  the  whole  stratum  bounded  by 
the  non-conducting  surface  of  the  conductor. 
Hence  the  conductivity  of  the  stratum  is 

T -//,>.  W 

and  the  resistance  of  the  stratum  is  the  reciprocal  of  this  quantity. 
If  the  stratum  be  that  bounded  by  the  two  surfaces  for  which 
the  function  F  has  the  values  J^and  F-\-dF  respectively,  then 

^'=-=[(fA(fA(f)"]'.  ■      (^. 

and  the  resistance  of  the  stratum  is 

dF 


II 


1  '•  (5) 

-VFdS 

P 

To  find  the  resistance  of  the  whole  artificial  conductor,  we  have 

only  to  integrate  with  respect  to  F,  and  we  find 
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The  resistance  R  of  the  conductor  in  its  natural  state  is  greater 
than  the  value  thus  obtained,  unless  all  the  surfaces  we  have  chosen 
are  the  natural  equipotential  surfaces.  Also,  since  the  true  value 
of  R  is  the  absolute  maximum  of  the  values  of  R^  which  can  thus 
be  obtained,  a  small  deviation  of  the  chosen  surfaces  from  the  true 
equipotential  surfaces  will  produce  an  error  of  R  which  is  com- 
paratively small. 

This  method  of  determining  a  lower  limit  of  the  value  of  the 
resistance  is  evidently  perfectly  general,  and  may  be  applied  to 
conductors  of  any  form,  even  when  p, .  the  specific  resistance,  varies 
in  any  manner  within  the  conductor. 

The  most  familiar  example  is  the  ordinary  method  of  determining 
the  resistance  of  a  straight  wire  of  variable  section.  In  this  case 
the  surfaces  chosen  are  planes  perpendicular  to  the  axis  of  the 
wire,  the  strata  have  parallel  faces,  and  the  resistance  of  a  stratum 
of  section  8  and  thickness  da  is 

dll.  =  '^>  (7) 

and  that  of  the  whole  wire  of  length  a  is 

(8) 

where  S  is  the  transverse  section  and  is  a  function  of  «. 

This  method  in  the  case  of  wires  whose  section  varies  slowly 
with  the  length  gives  a  result  very  near  the  truth,  but  it  is  really 
only  a  lower  limit,  for  the  true  resistance  is  always  greater  than 
this,  except  in  the  case  where  the  section  is  perfectly  uniform. 

307.]  To  find  the  higher  limit  of  the  resistance,  let  us  suppose 
a  surface  drawn  in  the  conductor  to  be  rendered  impermeable  to 
electricity.  The  effect  of  this  must  be  to  increase  the  resistance  of 
the  conductor  unless  the  surface  is  one  of  the  natural  surfaces  of 
flow.  By  means  of  two  systems  of  surfaces  we  can  form  a  set 
of  tubes  which  will  completely  regulate  the  flow,  and  the  effect,  if 
there  is  any,  of  this  system  of  impermeable  surfaces  must  be  to 
increase  the  resistance  above  its  natural  value. 

The  resistance  of  each  of  the  tubes  may  be  calculated  by  the 
method  already  given  for  a  fine  wire,  and  the  resistance  of  the 
whole  conductor  is  the  reciprocal  of  the  sum  of  the  reciprocals  of 
the  resistances  of  all  the  tubes.  The  resistance  thus  found  is  greater 


7?        Tp^* 
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than   the  natural  resistance^  except  when  the  tabes  follow   the 
natural  lines  of  flow. 

In  the  case  already  considered,  where  the  conductor  is  in  the 
form  of  an  elongated  solid  of  revolution,  let  us  measure  x  along  the 
axis,  and  let  the  radius  of  the  section  at  any  point  be  d.  Let  one 
set  of  impermeable  surfaces  be  the  planes  through  the  axis  for  each 
of  which  </)  is  constant,  and  let  the  other  set  be  surfaces  of  revolution 
for  which  ^2  _.  ^j2^  ^gj 

where  ^  is  a  numerical  quantity  between  0  and  1. 

Let  us  consider  a  portion  of  one  of  the  tubes  bounded  by  the 
surfaces  <f>  and  <f>  +  ^0>  V^  and  y^-k-dy^^  x  and  x-\-dx. 

The  section  of  the  tube  taken  perpendicular  to  the  axis  is 

i/dyd(t>  =  ^b^d\lfd(p.  (10) 

If  $  be  the  angle  which  the  tube  makes  with  the  axis 

tanfl  =  V*2-  (11) 

The  true  length  of  the  element  of  the  tube  is  dx  sec  0,  and  its 
true  section  is  ^b^dylr  d<p  00s  0, 

so  that  its  resistance  is 

^  « /I       ^         dx       /^      ,  db    \  ,.^x 

Let  ^^j-^dx,   and    B  =.  f  ^  {^)  dx,  (13) 

the  integration  being  extended  over  the  whole  length,  or,  of  the 
conductor^  then  the  resistance  of  the  tube  d\^  d(p  is 

and  its  conductivity  is 

d\lfd<f) 

To  find  the  conductivity  of  the  whole  conductor,  which  is  the 
sum  of  the  conductivities  of  the  separate  tubes,  we  must  integrate 
this  expression  between  <f>  =  0  and  </)  =  27r^  and  between  ^  =  0 
and  >/r  =  1.     The  result  is 

which  may  be  less,  but   cannot  be   greater,  than  the  true  con- 
ductivity of  the  conductor. 
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When  J-  is  always  a  small  quantity  -j  will  also  be  small,  and  we 
may  expand  the  expression  for  the  conductivity,  thus 

The  first  term  of  this  expression,  -j ,  is  that  which  we  should 

have  found  by  the  former  method  as  the  superior  limit  of  the  con- 
ductivity. Hence  the  true  conductivity  is  less  than  the  first  term 
but  greater  than  the  whole  series.  The  superior  value  of  the 
resistance  is  the  reciprocal  of  this,  or 

If,  besides  supposing  the  flow  to  be  guided  by  the  surfaces  ^  and 
yjf,  we  had  assumed  that  the  flow  through  each  tube  is  proportional 
to  dyjf  d(l>,  we  should  have  obtained  as  the  value  of  the  resistauce 
under  this  additional  constraint 

J2"=l(4  +  J5).  (17) 

which  is  evidently  greater  than  the  former  value,  as  it  ought  to  be, 
on  account  of  the  additional  constraint.  In  Lord  Rayleigh's  paper 
this  is  the  supposition  made,  and  the  superior  limit  of  the  resistance 
there  given  has  the  value  (17),  which  is  a  little  greater  than  that 
which  we  have  obtained  in  (16). 

308.]  We  shall  now  apply  the  same  method  to  find  the  correction 
which  must  be  applied  to  the  length  of  a  cylindrical  conductor  of 
radius  a  when  its  extremity  is  placed  in  metallic  contact  with  a 
massive  electrode,  which  we  may  suppose  of  a  difierent  metal. 

For  the  lower  limit  of  the  resistance  we  shall  suppose  that  an 
infinitely  thin  disk  of  perfectly  conducting  matter  is  placed  between 
the  end  of  the  cylinder  and  the  massive  electrode,  so  as  to  bring 
the  end  of  the  cylinder  to  one  and  the  same  potential  throughout. 
The  potential  within  the  cylinder  will  then  be  a  function  of  its 
length  only,  and  if  we  suppose  the  surface  of  the  electrode  where 
the  cylinder  meets  it  to  be  approximately  plane,  and  all  its  dimen- 
sions to  be  large  compared  with  the  diameter  of  the  cylinder,  the 
distribution  of  potential  will  be  that  due  to  a  conductor  in  the  foim 
of  a  disk  placed  in  an  infinite  medium.     See  Arts.  151,  177. 

If  E  is  the  difference  of  the  potential  of  the  disk  from  that  of 
the  distant  parts  of  the  electrode,  C  the  current  issuing  from  the 
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surface  of  the  disk  into  the  electrode,  and  p  the  specific  resistance 
of  the  electrode ;  then  if  Q  is  the  amount  of  electricity  on  the  disk, 
which  we  assume  distributed  as  in  Art.  151,  we  have 

/C=  i.47rQ  =  231— ,  by  Art.  161, 

2 
=  4a^.  (18) 

Hence,  if  the  length  of  the  wire  from  a  given  point  to  the 
electrode  is  2),  and  its  specific  resistance  p,  the  resistance  from  that 
point  to  any  point  of  the  electrode  not  near  the  junction  is 

and  this  may  be  written 

B=±.(L  +  L-"-^),  (19) 

where  the  second  term  within  brackets  is  a  quantity  which  must 
be  added  to  the  length  of  the  cylinder  or  wire  in  calculating  its 
resistance^  and  this  is  certainly  too  small  a  correction* 

To  understand  the  nature  of  the  outstanding  error  we  may 
observe,  that  whereas,  we  have  supposed  the  flow  in  the  wire  up 
to  the  disk  to  be  uniform  throughout  the  section^  the  flow  from 
the  disk  to  the  electrode  is  not  uniform,  but  is  at  any  point  in- 
versely proportional  to  the  minimum  chord  through  that  point.  In 
the  actual  case  the  flow  through  the  disk  will  not  be  uniform, 
but  it  will  not  vary  so  much  from  point  to  point  as  in  this  supposed 
case.  The  potential  of  the  disk  in  the  actual  case  will  not  be 
uniform,  but  will  diminish  from  the  middle  to  the  edge. 

309.]  We  shall  next  determine  a  quantity  greater  than  the  true 
resistance  by  constraining  the  flow  through  the  disk  to  be  uniform 
at  every  point.  We  may  suppose  electromotive  forces  introduced 
for  this  purpose  acting  perpendicular  to  the  surface  of  the  disk. 

The  resistance  within  the  wire  will  be  the  same  as  before,  but 
in  the  electrode  the  rate  of  generation  of  heat  will  be  the  surface- 
integral  of  the  product  of  the  flow  into  the  potential.     The  rate  of 

Q 

flow  at  any  point  is  — ^ ,  and  the  potential  is  the  same  as  that  of 
an  electrified  surface  whose  surface-density  is  0-,  where 

27r<r  =  -^,  (20) 

p  being  the  specific  resistance. 
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We  have  therefore  to  determine  the  potential  energy  of  the 
electrification  of  the  disk  with  the  uniform  surface-density  <r. 

*  The  potential  at  the  edge  of  a  disk  of  uniform  density  <r  is  easily 
found  to  be  4ao-.  The  work  done  in  adding  a  strip  of  breadth 
da  at  the  circumference  of  the  disk  is  2 'n-a  0-^^.4  a  a-,  and  the 
whole  potential  energy  of  the  disk  is  the  integral  of  this, 

or         P^^a^aK  (21) 

In  the  case  of  electrical  conduction  the  rate  at  which  work  is 
done  in  the  electrode  whose  resistance  is  H^  is  C^R'.  But  from  the 
general  equation  of  conduction  the  current  across  the  disk  per  unit 
area  is  of  the  form  1    ^y 

p'  dv 

4ir 
or  -y-o". 

P 
Hence  the  rate  at  which  work  is  done  is 

47r' 

C^R^  i^P,  (22) 

P 


We  have  therefore 


whence,  by  (20)  and  (21), 


and  the  correction  to  be  added  to  the  length  of  the  cylinder  is 

this  correction  being  greater  than  the  true  value.    The  true  cor- 
rection to  be  added  to  the  length  is  therefore  —  an^  where  n  is  a 

ir  8  ^ 

number  lying  between  -  and  --  ,  or  between  0.786  and  0.849« 

4  3  77 

tLord  Rayleigh,  by  a  second  approximation,  has  reduced  the 
superior  limit  of  »  to  0.8282. 

*  See  a  Paper  by  Professor  Cayley,  London  Math.  80c,  Proe,  vi.  p.  47. 
t  Phil.  Mag.,  Nov.  1872.    Lord  Rayleigh  subsequently  obtained  -8242  as  the 
superior  limit.    See  London  Math.  Soc,  Proc.  yiii.  p.  74. 
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CONDUCTION  THROUGH  HETEROQENEOUS  MEDIA. 

On  the  Conditions  to  be  Fulfilled  at  the  Surface  of  SejMiration 
between  Two  Conducting  Media. 

810.]  Thkrb  are  two  conditions  which  the  distribation  of  currents 
mast  fulfil  in  general,  the  condition  that  the  potential  must  be 
coniinaous^  and  the  condition  of '  continaity'  of  the  electric  currents. 

At  the  surface  of  separation  between  two  media  the  first  of  these 
conditions  requires  that  the  potentials  at  two  points  on  opposite 
sides  of  the  surface,  but  infinitely  near  each  other,  shall  be  equal. 
The  potentials  are  here  understood  to  be  measured  by  an  elec- 
trometer put  in  connexion  with  the  given  point  by  means  of  an 
electrode  of  a  given  metal.  If  the  potentials  are  measured  by  the 
method  described  in  Arts.  222,  246,  where  the  electrode  terminate 
in  a  cavity  of  the  conductor  filled  with  air,  then  the  potentials  at 
contiguous  points  of  difierent  metals  measured  in  this  way  will 
differ  by  a  quantity  depending  on  the  temperature  and  on  the 
nature  of  the  two  metals. 

The  other  condition  at  the  surface  is  that  the  current  through 
any  element  of  the  sur&ce  is  the  same  when  measured  in  either 
medium. 

Thus,  if  Fy  and  ^  are  the  potentials  in  the  two  media,  then  at 
any  point  in  the  surface  of  separation 

K  =  K,  (J) 

and  if  u^jV^,  w^  and  u^yV^^  w^  are  the  components  of  currents  in  the 
two  media,  and  I,  f»,  n  the  direction-cosines  of  the  normal  to  the 
surface  of  separation, 

fiil+v^mi-Wj^n  =  v^l+v^m  +  w^n.  (2) 

In  the   most  general  case  the  components  if,  v,  w  are  linear 
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functions  of  the  derivatives  of  V^  the  forms  of  which  are  given  in 

the  equations 

u  =  r^I -^^ p^Y  +  q^Z,  n 

v=q,X+r,r-^p^zA  (3) 

fa=:p^X+q^r+r^Z,  ) 

where  X,  T,  ^  are  the  derivatives  of  F  with  respect  to  (b,  y^  z 
respectively. 

Let  us  take  the  case  of  the  surface  which  separates  a  medium 
having  these  coefficients  of  conduction  from  an  isotropic  medium 
having  a  coefficient  of  conduction  equal  to  r. 

Let  X\  Y\  Z'  be  the  values  of  Z,  T,  Z  in  the  isotropic  medium^ 
then  we  have  at  the  surface 

r=r,  (4) 

or  Xdx  +  Ydy  +  Zdz  =  X'dx  +  Tdy  +  Z'dz,  (5) 

when  Idx-Yfiidy  +  ndz  ^  0.  (6) 

This  condition  gives 

X'=X+47r(r;,       7'=  r+47r(r»«,       Z'=^  +  47r(r»,        (7) 
where  <r  is  the  surface-density. 

We  have  also  in  the  isotropic  medium 

V  =  fX',       ff^TY\      v/^rZ%  (8) 

and  at  the  boundary  the  condition  of  flow  is 

ul-\-v'm-\'v/n  =  ul-\-vm-\-wn^  (9) 

or     r{lX+mY+nZ-{-^TT<r) 

=  l{r^X+p^Y+q^Z)  +  m{q^X+r^Y+p^Z)+n(j)^X^q^Y+r^Z),{lO) 

whence 

4irar  =  (l{ri-r)  +  mq^-{-np^)X+{lp^+m{r^'-r)-]-nqi)Y 

'\-(lq2-{-nipi+n{r^^r))Z.  (11) 
The  quantity  <r  represents  the  surface-density  of  the  charge 
on  the  surface  of  separation.  In  crystallized  and  organized  sub- 
stances it  depends  on  the  direction  of  the  surface  as  well  as  on 
the  force  perpendicular  to  it.  In  isotropic  substances  the  coeffi- 
cients p  and  q  are  zero,  and  the  coefficients  r  are  all  equal,  so  that 

4^cr  =  (A  _i)  {IX+mY+nZ),  (12) 

where  r^  is  the  conductivity  of  the  substance,  r  that  of  the  external 
medium,  and  /,  w,  n  the  direction-cosines  of  the  normal  drawn 
towards  the  medium  whose  conductivity  is  r. 

When  both  media  are  isotropic  the  conditions  may  be  greatly 
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simplified,  for  if  k  is  the  specific  resistance  per  unit  of  volume,  then 
IdV  IdV  \dr  .     , 

k  dx  kdy  k  dz  ^     ' 

and  if  V  is  the  normal  drawn  at  any  point  of  the  surface  of  separa- 
tion from  the  first  medium  towards  the  second^  the  condition  of 
continuity  is  \  dV^  _  \  dV^ 

k^   dv  ^  k^  dif  ^     ' 

If  6^  and  62  are  the  angles  which  the  lines  of  flow  in  the  first  and 
second  media  respectively  make  with  the  normal  to  the  surface 
of  separation,  then  the  tangents  to  these  lines  of  flow  are  in  the 
same  plane  with  the  normal  and  on  opposite  sides  of  it^  and 

ijtan^i  =  ^gtan^g-  (15) 

This  may  be  called  the  law  of  refraction  of  lines  of  flow. 

311.]  As  an  example  of  the  conditions  which  must  be  fulfilled 
when  electricity  crosses  the  surface  of  separation  of  two  media, 
let  us  suppose  the  surface  spherical  and  of  radius  a,  the  q)ecific 
resistance  being  k-^  within  and  k^  without  the  surface. 

Let  the  potential,  both  within  and  without  the  surface,  be  ex- 
panded in  solid  harmonics,  and  let  the  part  which  depends  on 
the  surface  harmonic  8^  be 

r,  =  K;^  +  Ar-(**»))-S„  (1) 

r,  =  (i,,^+^,f-(*+i))5,  (2) 

within  and  without  the  sphere  respectively. 
At  the  surface  of  separation  where  r  =  a  we  must  have 

From  these  conditions  we  get  the  equations 

These  equations  are  sufficient,  when  we  know  two  of  the  four 
quantities  A^,  A^,B^,B^,\a  deduce  the  other  two. 

Let  us  suppose  A^  and  B^  known,  then  we  find  the  following 
expressions  for  A^  and  B^, 

J  _{h{i+\)  +  k^i)Ay\-{k^-k^){i+\)B^a-(^*^^)    V 


(6) 
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In  this  way  we  can  find  the  conditions  which  each  tenn  of  the 
harmonic  expansion  of  the  potential  must  satisfy  for  any  namber  of 
strata  bounded  by  concentric  spherical  surfaces. 

312.]  Let  us  suppose  the  radius  of  the  first  spherical  surface 
to  be  Oj^  and  let  there  be  a  second  spherical  surface  of  radius  a, 
greater  than  o^,  beyond  which  the  specific  resistance  is  k^.  If  there 
are  no  sources  or  sinks  of  electricity  within  these  spheres  there 
will  be  no  infinite  values  of  F,  and  we  shall  have  Bi  =  0. 

We  then  find  for  A^  and  B^,  the  coefficients  for  the  outer  medium, 

^3*i*2(2i+l)'  =  [{*i(i+l)  +  V}{*2(i  +  l)  +  V} 

£,iM^i+iy  =  [f{*i(i  +  l)  +  *2i}(*2-*3X^' 

The  value  of  the  potential  in  the  outer  medium  depends  partly 
on  the  external  sources  of  electricity,  which  produce  currents  in- 
dependently of  the  existence  of  the  sphere  of  heterogeneous  matter 
within,  and  partly  on  the  disturbance  caused  by  the  introduction  of 
the  beterogeneons  sphere. 

The  first  part  must  depend  on  solid  harmonics  of  positive  degrees 
only,  because  it  cannot  have  infinite  values  within  the  sphere.  The 
second  part  must  depend  on  harmonics  of  negative  degrees,  because 
it  must  vanish  at  an  infinite  distance  from  the  centre  of  the  sphere. 

Hence  the  potential  due  to  the  external  electromotive  forces  must 
be  expanded  in  a  series  of  solid  harmonics  of  positive  degree.  Let 
A^  be  the  coefficient  of  one  of  these,  of  the  form 

Then  we  can  find  A^^  the  corresponding  coefficient  for  the  inner 
sphere  by  equation  (6),  and  from  this  deduce  A^y  B^t  ^^^  -^3*  ^^ 
these  ^3  represents  the  effect  on  the  potential  in  the  outer  medium 
due  to  the  introduction  of  the  heterogeneous  spheres. 

Let  us  now  suppose  ^3  =  ^,  so  that  the  case  is  that  of  a  hollow 
shell  for  which  k  =  k^i  separating  an  inner  from  an  outer  portion  of 
the  same  medium  for  which  k  =  ki^ 

If  we  put 

1 


C  = 


2i+lv 
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then       A^=:i^k^{2i+l)^CA^, 

A,  =  i,{2i+l}{ki{i+l)  +  i,iyCA,,  ) 

B^  =  i,i{2i+l)(i^^k,)a,^'^^CA,,  j        ^  ^ 

The  difference  between  A^  the  undisturbed  coefficient^  and  Aj^  its 
value  in  the  hollow  within  the  spherical  shell,  is 

A,-A,  =  (k,-k^i{i  +  l)(l-Q)"*')cJ,.  (8) 

Since  this  quantity  is  always  positive  whatever  be  the  values 
of  ki  and  ^2)  ^^  follows  that,  whether  the  spherical  shell  conducts 
better  or  worse  than  the  rest  of  the  medium,  the  electrical  action 
in  the  space  occupied  by  the  shell  is  less  than,  it  would  otherwise 
be.  If  the  shell  is  a  better  conductor  than  the  rest  of  the 
medium  it  tends  to  equalize  the  potential  all  round  the  inner 
sphere.  If  it  is  a  worse  conductor,  it  tends  to  prevent  the 
electrical  currents  from  reaching  the  inner  sphere  at  all. 

The  case  of  a  solid  sphere  may  be  deduced  from  this  by  making 
Oj  =3  0,  or  it  may  be  worked  out  independently. 

813.]  The  most  important  term  in  the  harmonic  expansion  is 
that  in  which  »  =  I,  for  which 

I 

A^  =  9i,k^CA^,        A^  =  3k^{2k^+i^CA^, 

The  case  of  a  solid  sphere  of  resistance  i^  may  be  deduced  from 
this  by  making  a^  =  0.    We  then  have 

It  is  easy  to  shew  from  the  general  expressions  that  the  value 
of  B^  itt  the  case  of  a  hollow  sphere  having  a  nucleus  of  resistance 
^1,  surrounded  by  a  shell  of  resistance  k^^  is  the  same  as  that  of 
a  uniform  solid  sphere  of  the  radius  of  the  outer  surface,  and  of 
resistance  JT,  where 


C^ 


(9) 
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314.]  If  there  are  n  spheres  of  radius  a^  and  resistance  ii^  placed 
in  a  medium  whose  resistance  is  k29  ^^  ^^^^  distances  from  each 
other  that  their  effects  in  disturbing  the  course  of  the  current 
may  be  taken  as  independent  of  each  other,  then  if  these  spheres 
are  all  contained  within  a  sphere  of  radius  a^,  the  potential  at  a 
great  distance  from  the  centre  of  this  sphere  will  be  of  the  form 

r  =  (Ar+nB-^)co8  0,  (12) 

where  the  value  of  B  is 

The  ratio  of  the  volume  of  the  n  small  spheres  to  that  of  the 
sphere  which  contains  them  is 

The  value  of  the  potential  at  a  great  distance  from  the  sphere 
may  therefore  be  written 

r=^(.+i.vi=^i;)^,.  („) 

Now  if  the  whole  sphere  of  radius  a^  had  been  made  of  a  material 
of  specific  resistance  K,  we  should  have  had 

That  the  one  expression  should  be  equivalent  to  the  other, 

This^  therefore,  is  the  specific  resistance  of  a  compound  medium 
consisting  of  a  substance  of  specific  resistance  k2,  in  which  are 
disseminated  small  spheres  of  specific  resistance  k^,  the  ratio  of  the 
volume  of  all  the  small  spheres  to  that  of  the  whole  being  jd.  In 
order  that  the  action  of  these  spheres  may  not  produce  effects 
depending  on  their  interference,  their  radii  must  be  small  compared 
with  their  distances,  and  therefore  J9  must  be  a  small  fraction. 

This  result  may  be  obtained  in  other  ways,  but  that  here  given 
involves  only  the  repetition  of  the  result  already  obtained  for  a 
single  sphere. 

When  the  distance  between  the  spheres  is  not  great  compared 

i  —A 
with  their  radii,   and  when    — ) r   is-  considerable,  then   other 

terms   enter   into  the  result,  which  we  shall  not  now  consider. 
In  consequence  of  these  terms  certain  systems  of  arrangement  of 

DdTt 
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the  spheres  cause  the  resistance  of  the  compound  medium  to  be 
different  in  different  directions. 

Application  of  the  Pmiciple  of  Images. 

815.]  Let  us  take  as  an  example  the  case  of  two  media  separated 
hj  a  plane  surface,  and  let  us  suppose  that  there  is  a  source  8 
of  electricity  at  a  distance  a  from  the  plane  surface  in  the  first 
medium,  the  quantity  of  electricity  flowing  from  the  source  in  unit 
of  time  being  8, 

If  the  first  medium  had  been  infinitely  extended  the  current 
at  any  point  P  would  have  been  in  the  direction  &P,   and  the 

X»  or  » 

potential  at  P  would  have  been  —  where  E  =  ~~^  and  r.  =  SP. 

In  the  actual  case  the  conditions  may  be  satisfied  by  taking 
a  point  7,  the  image  of  8  in  the  second  medium,  such  that  IS 
is  normal  to  the  plane  of  separation  and  is  bisected  by  it.  Let  r^ 
be  the  distance  of  any  point  from  7,  then  at  the  surface  of  separation 

ri  =  Uy  (1) 

dv  dv  ^  ' 

Let  the  potential  Vy^  at  any  poiut  in  the  first  medium  be  that 

due  to  a  quantity  of  electricity  E  placed  at  8^  together  with  an 

imaginary  quantity  E^  at  7,  and  let  the  potential  V^  at  any  point 

of  the  second  medium  be  that  due  to  an  imaginary  quantity  E^  at 

8,  then  if  ^       E      E^        ^     ^      K 

ri=-+-^     and     r,=  ^,  (3) 

the  superficial  condition  V^  =  V^  gives 

E-^E^^E,,  (4) 


and  the  condition 


\  dV^  __  I  dV^ 
ki  dif  "  i^  ^^ 


(s) 


gives  l-{E-E,)^j.E„  (6) 

The  potential  in  the  first  medium  is  therefore  the  same  as  would 
be  produced  in  air  by  a  charge  E  placed  at  8,  and  a  charge  E^ 
at  7  on  the  electrostatic  theory,  and  the  potential  in  the  second 
medium  is  the  same  as  that  which  would  be  produced  in  air  by 
a  charge  E^  at  8. 
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The  current  at  any  point  of  the  first  medium  is  the  same  as  would 
have  been  produced  by  the  source  8  together  with  a  source  -^ — ^  S 

placed  at  I  if  the  first  medium  had  been  infinite,  and  the  current 

at  any  point  of  the  second  medium  is  the  same  as  would  have  been 

2k  S 
produced  by  a  source  .,    ^ ,  .  placed  at  S  if  the  second  medium  had 

(Ari  +  ATg) 

been  infinite. 

We  have  thus  a  complete  theory  of  electrical  images  in  the  case 
of  two  media  separated  by  a  plane  boundary.  Whatever  be  the 
nature  of  the  electromotive  forces  in  the  first  medium,  the  potential 
they  produce  in  the  first  medium  may  be  found  by  combining  their 
direct  efiect  with  the  efiect  of  their  image. 

If  we  suppose  the  second  medium  a  perfect  conductor,  then 
i,^  =  0,  and  the  image  at  /  is  equal  and  opposite  to  the  source 
at  S.  This  is  the  case  of  electric  images,  as  in  Thomson's  theory 
in  electrostatics. 

If  we  suppose  the  second  medium  a  perfect  insulator,  then 
i^  =  00,  and  the  image  at  /  is  equal  to  the  source  at  S  and  of  the 
same  sign.  This  is  the  case  of  images  in  hydrokinetics  when  the 
fluid  is  bounded  by  a  rigid  plane  surface. 

316.]  The  method  of  inversion,  which  is  of  so  much  use  in 
electrostatics  when  the  bounding  surface  is  supposed  to  be  that 
of  a  perfect  conductor,  is  not  applicable  to  the  more  general  case 
of  the  surface  separating  two  conductors  of  unequal  electric  resist- 
ance. The  method  of  inversion  in  two  dimensions  is,  however, 
applicable,  as  well  as  the  more  general  method  of  transformation  in 
two  dimensions  given  in  Art.  190^. 

Conduction  through  a  Plate  separating  Two  Media. 

817.]  Let  us  next  consider  the  effect  of  a  plate  of  thickness  AB  of 
a  medium  whose   resist- 
ance is  h^^  and  separating  \ 
two  media  whose  resist- 
ances are  Aj  and  ig,   in  "t         J  J" 
altering  the  potential  due 
to  a  source  S  in  the  first 
medium. 

The  potential  will  be  ^^-24. 

*  See  Kirchhofi;  Pogg.  Ann,  Ixiv.  497,  and  Ixvii.  344  ;  Quincke,  Pogg.  xcvii.  382; 
and  Smith,  Proc,  K  S.  Edin.,  1869-70,  p.  79. 
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equal  to  that  due  to  a  system  of  charges  placed  in  air  at  certain 
points  along  the  normal  to  the  plate  through  S. 

Make 

AI-SA,     BI^zrzSB,    AJ^^I^A,    BI^^J^B,    AJ^^I^A^&c; 
then  we  have  two  series  of  points  at  distances  from  eadh  other  equal 
to  twice  the  thickness  of  the  plate. 

318.]  The  potential  in  the  first  medium  at  any  point  P  is  equal  to 


that  at  a  point  i"  in  the  second 

J 


+  &C.,  (9) 


and  that  at  -a  point  P^  in  the  thiid 

where  /,  I\  &c.  represent  the  imaginary  charges  placed  at  the 
points  7,  &c.,  and  the  accents  denote  that  the  potential  is  to  be 
taken  within  the  plate. 

Then^  .by  the  last  Article,  for  the  surface  through  A  we  have, 

For  the  surface  through  B  we  find 

Similarly  for  the  surface  through  A  again, 

and  for  the  Burface  through  B, 

2^=^:1^/^',    /^  =  ^^//.  (14) 


If  we  make     p  =  ^ — r   *^^    /''^^ 


*1  T  '►2  ^3   1   ^2 


we  find  for  the  potential  in  the  first  medium, 

+  p'(l-p«)(p/,')-»A.      (15) 
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For  the  potential  in  the  third  medium  we  find 

r=(i+pO(i-.)^{^  +  |^4&c.  +  M!|.        (16) 

If  the  first  medium  is  the  same  as  the  third,  then  ^^  =  ^3  and 
p  =  p\  and  the  potential  on  the  other  side  of  the  plate  will  be 

r=(.-^^|^^+^+fc+^j.  (.7) 

If  the  plate  is  a  very  much  better  conductor  than  the  rest  of  the 
medium,  p  is  very  nearly  equal  to  1.  If  the  plate  is  a  nearly  perfect 
insulator,  p  is  nearly  equal  to  —1,  and  if  the  plate  differs  little  in 
conducting  power  from  the  rest  of  the  ^medium,  p  is  a  small  quantity 
positive  or  negative. 

The  theory  of  this  case  was  first  stated  by  Green  in  his  *  Theory 
of  Magnetic  Induction'  (Essay,  p.  65).  His  result,  however,  is 
correct  only  when  p  is  nearly  equal  to  1  *.  The  quantity  ^  which 
he  uses  is  conne<ited  with  p  by  the  equations 

If  we  put  p  =  - — - —  ,  we  shall  have  a  solution  of  the  problem  of 

^      ^      l  +  27r#c'  ^ 

the  magnetic  induction  excited  by  a  magnetic  pole  in  an  infinite 
plate  whose  coefficient  of  magnetization  is  k. 

On  Stratified  Conductors, 

319.]  Let  a  conductor  be  composed  of  alternate  strata  of  thick- 
ness c  and  if  of  two  substances  whose  coefficients  of  conductivity 
are  different.  Required  the  coefficients  of  resistance  and  conduc- 
tivity of  the  compound  conductor. 

Let  the  plane  of  the  strata  be  normal  to  Z.  Let  every  symbol 
relating  to  the  strata  of  the  second  kind  be  accented,  and  let 
every  symbol  relating  to  the  compound  conductor  be  marked  with 
a  bar  thus,  X.     Then 

T=  X=  Z',         {c  +  c')u  =  «*+cV, 

{c  +  c'YZ^  cZ+  c'Z\  w^w  =  w\ 

We  must  first  determine  u,  i/,  v,  v\  Z  and  Z^  in  terms  of 
X,  Tand  w  from  the  equations  of  resistance,  Art.  297,  or  those 

*  See  Sir  W.  Thomson's  'Note  on  Induced  Magnetism  in  a  Plate/  Camb,  a»i 
Dub.  Math,  Joum.,  Nov.  1846,  or  Reprint,  art.  ix.  §  156. 
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of  conductivity,  Art.  298.     If  we  put  I)  for  the  determinant  of  the 
eoefficients  of  resistance,  we  find 

Similar  equations  with  the  symbols  accented  give  the  values 
of  u,  v'  and  Z^,  Having  found  «,  v  and  to  in  terms  of  X,  Zand  Zj 
we  may  write  down  the  equations  of  conductivity  of  the  stratified 

0  (f 

conductor.     If  we  make  h  =.  —  and  h'=.  -7,  we  find 

_  hpy  +  h'p,'  _  hq^  +  h'q{ 

^^-     h^-K     '         *i-     A+i'     ' 

^*-  k  +  A'  '          ^^-     A->rK  ' 

*»-  c  +  c'  (/i  +  >J')(c  +  c')  ' 

«'«-  e+<f  (A+A'){c+</)  ' 

^~  c+c'  (A  +  >l')(c+c')  ' 


(A 


''2-      ^+^'  (>4+^')(^  +  ^) 


820.]  If  neither  of  the  two  substances  of  which  the  strata  are 
formed  has  the  rotatory  property  of  Art.  303,  the  value  of  any 
P  or  p  will  be  equal  to  that  of  its  corresponding  Q  or  q.  From 
this  it  follows  that  in  the  stratified  conductor  also 


or  there  is  no  rotatory  property  developed  by  stratification,  unless 
it  exists  in  the  materials. 

321.]  If  we  now  suppose  that  there  is  no  rotatory  property,  and 
also  that  the  axes  of  x,  y  and  z  are  the  principal  axes,  then  the 
p  and  q  coefficients  vanish,  and 

If  we  begin  with  both   substances  isotrc^ic,  but  of  diflferent 
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conductivities,  then  the  result  of  stratification  will  be  to  make 
the  resistance  greatest  in  the  direction  of  a  normal  to  the  strata, 
and  the  resistance  in  all  directions  in  tiie  plane  of  the  strata  will 
be  equal. 

322.]  Take  an  isotropic  substance  of  conductivity  r,  cut  it  into 
exceedingly  thin  slices  of  thickness  a,  and  place  them  alternately 
with  slices  of  a  substance  whose  conductivity  is  *,  and  thickness  k^a. 

Let  these  slices  be  normal  to  x*  Then  out  this  compound  con- 
ductor into  thicker  slices,  of  thickness  d,  normal  to  y,  and  alternate 
these  with  slices  whose  conductivity  is  s  and  thickness  k^b. 

Lastly,  cut  the  new  conductor  into  still  thicker  slices,  of  thick- 
ness c,  normal  to  z,  and  alternate  them  with  slices  whose  con- 
ductivity is  8  and  thickness  k^c. 

The  result  of  the  three  operations  will  be  to  cut  the  substance 
whose  conductivity  is  r  into  rectangular  parallelepipeds  whose 
dimensions  are  a,  d  and  Cy  where  b  is  exceedingly  small  compared 
with  Cy  and  a  is  exceedingly  small  compared  with  d,  and  to  embed 
these  parallelepipeds  in  the  substance  whose  conductivity  is  «,  so 
that  they  are  separated  from  each  other  k^a  in  the  direction  of  a?, 
k^b  in  that  of  y,  and  k^c  in  that  of  z.  The  conductivities  of  the 
conductor  so  formed  in  the  directions  of  ar,  y,  and  z  are  to  be  found 
by  three  applications  in  order  of  the  results  of  Art.  321.  We 
thereby  obtain 


r,  = 


_  {l-h^(l+/fc,)(l+^3)}r  +  (^2  +  ^3  +  4^8)^ 


(H.*2)(l+*8)(*l^  +  *) 


^     ^  (l-f^3)(^-K^l->-^2  +  ^1^2)^) , 

*  *3r+(l-f  >fci+>i2  +  i2*3-i-*3*l-i-*l*2  +  *l*2*3)*    ' 

The  accuracy  of  this  investigation  depends  upon  the  three  dimen- 
sions of  the  parallelepipeds  being  of  dijflferent  orders  of  magnitude, 
so  that  we  may  neglect  the  conditions  to  be  fulfilled  at  their  edges 
and  angles.     If  we  make  k^^  k^  and  k^  each  unity,  then 

5rH-35  3r4-5*  2r4-6* 

If  r  =  0,  that  is,  if  the  medium  of  whrch  the  parallelepipeds 
are  made  is  a  perfect  insulator,  then 
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If  r  =  00,  that  is,  if  the  parallelepipeds  are  perfect  condactors, 

In  every  case,  provided  ^1  =  ^2  =  ^3,  it  may  be  shewn  that 
fi,  ^2  and  ^3  are  in  ascending  order  of  magnitude,  so  that  the 
greatest  conductivity  is  in  the  direction  of  the  longest  dimensions 
of  the  parallelepipeds,  and  the  greatest  resistance  in  the  direction 
of  their  shortest  dimensions. 

823.]  In  a  rectangular  parallelepiped  of  a  conducting  solid^  let 
there  be  a  conducting  channel  made  from  one  angle  to  the  opposite, 
the  channel  being  a  wire  covered  with  insulating  material,  and 
let  the  lateral  dimensions  of  the  channel  be  so  small  that  the 
conductivity  of  the  solid  is  not  affected  except  on  account  of  the 
current  conveyed  along  the  wire. 

Let  the  dimensions  of  the  parallelepiped  in  the  directions  of  the 
coordinate  axes  be  a,  b,  c,  and  let  the  conductivity  of  the  channel, 
extending  from  the  origin  to  the  point  {abi^yhQ  abcK. 

The  electromotive  force  acting  between  the  extremities  of  the 
channel  is  aX^-bT+c'Z, 

and  if  C^  be  the  current  along  the  channel 

C=  Kabc{aX-{'bY-\-cZ). 

The  current  Across  the  face  ic  oi  the  parallelepiped  is  beu^  and 
this  is  made  up  of  that  due  to  the  conductivity  of  the  solid  and 
of  that  due  to  the  conductivity  of  the  channel,  or 

beu  =  bc{r^X'+p^Y'Jt^^Z)'\-Kabc{aX-^l7+cZ), 
or  «  =  (ri  +  ira«)X+(jD3  +  JrflJ)r+(y2  +  ^e?a)^. 

In  the  same  way  we  may  find  the  values  of  v  and  io.  The 
coefficients  of  conductivity  as  altered  by  the  effect  of  the  channel 
will  be 

p^-\-Kbc,  p^-^Xca,  p^^-Kab, 

q^-^Kbc,  q^  +  Kca^  q^-\-Kab. 

In  these  expressionsj  the  additions  to  the  values  of  Pi,  &c.,  due 
to  the  effect  of  the  channel,  are  equal  to  the  additions  to  the  values 
of  ji,  &o.  Hence  the  values  of  je?i  and  q^  cannot  be  rendered 
unequal  by  the  introduction  of  linear  channels  into  every  element 
of  volume  of  the  solid,  and  therefore  the  rotatory  property  of 
Art.  303,  if  it  does  not  exist  previously  in  a  solid,  cannot  be 
introduced  by  such  means. 


l^-^l 
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824.]  To  construct  a  framewotk  of  linear  conductors  which  shall 
have  any  given  coefficients  of  conductivity  forming  a  symmetrical 
system. 

Let  the  space  be  divided  into  equal  small  cabes,  of  which  let  the 
figure  represent  one.    Let  the  coordinates  of  the  ^ 

points  0,  Ly  Jf,  Ny  and  their  potentials  be  as 
follows : —  X    y    z         Potential 

0      0   0  Q     x+r+z 

L         0     I     1  X 

M      1   0   1  r  "^        ^ 

N         1     1     0  Z  ^^•''^- 

Let  these  four  points  be  connected  by  six  conductors, 
OLy        OM,        ON,        MN,        NL,        LM, 
of  which  the  conductivities  are  respectively 

A,        B,         C,        P,         <2,        B. 
The  electromotive  forces  along  these  conductors  will  be 

7+^,  z+x,  z+7,  r-^,  ^-x,  x-r, 

and  the  currents 

A{r+z),  B{z+x\  c(z+r),  P{Y--z)y  q{z^x),  b{x-^y). 

Of  these  currents,  those  which  convey  electricity  in  the  positive 
direction  of  a?  are  those  along  i/if,  LNy  OM  and  OJV,  and  the 
quantity  conveyed  is 

n  =  (J+C+(2+72)X+((7-i?)r  +{B^q)Z. 

Similarly 

V  =  (C^B)X  +{C+A  +  B+P)T'^{A^P)Z; 

io={B-^Q)X  HA^P)Y  +{A  +  B+P-^Q)Z; 

whence  we  find  by  comparison  with  the  equations  of  conduction. 
Art.  298, 

4^  =  r^  +  r3-ri-K2j»i,  4P  =  r^  +  r^-r^-2j)i, 

4P=r3  +  ri-r2  +  2j52,  4  Q  =  r3+ri-r2-2^2» 

4  C  =  r^+r^-r^+2p^,  4i2  =  rj^-\-r^-'r^-2j)^. 


CHAPTEE  X. 
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325.]  We  have  seen  that  when  electromotive  force  acts  on  a 
dielectric  medium  it  produces  in  it  a  state  which  we  have  called 
electric  polarization,  and  which  we  have  described  as  consisting 
of  electric  displacement  within  the  medium  in  a  direction  which, 
in  isotropic  media,  coincides  with  that  of  the  electromotive  force, 
combined  with  a  superficial  charge  on  every  element  of  volume 
into  which  we  may  suppose  the  dielectric  divided,  which  is  n^^tive 
on  the  side  towards  which  the  force  acts,  and  positive  on  the  side 
from  which  it  acts. 

When  electromotive  force  acts  on  a  conducting  medium  it  also 
produces  what  is  called  an  electric  current. 

Now  dielectric  media,  with  very  few,  if  any,  exceptions,  are  also 
more  or  less  imperfect  conductors,  and  many  media  which  are  not 
good  insulators  exhibit  phenomena  of  dielectric  induction.  Hence 
we  are  led  to  study  the  state  of  a  medium  in  which  induction  and 
conduction  are  going  on  at  the  same  time. 

For  simplicity  we  shall  suppose  the  medium  isotropic  at  every 
point,  but  not  necessarily  homogeneous  at  different  points.  In  this 
case,  the  equation  of  Poisson  becomes,  by  Art.  83, 

where  K  is  the  *  specific  inductive  capacity.' 
The  *  equation  of  continuity'  of  electric  currents  becomes 

dx^r  dx^'^  dy\r  dy)'^  dz  V  dz^      dt  ^    '  ^  ^ 

where  r  is  the  specific  resistance  referred  to  unit  of  volume. 

When  iT  or  r  is  discontinuous,  these  equations  must  be  trans- 
formed into  those  appropriate  to  surfaces  of  discontinuity. 
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In  a  strictly  homogeneous  medium  r  and  K  are  both  constant,  so 
that  we  find 

d^F     d^r     d^F         ^     p         dp 

whence  p  ^  Ce  ^'' ;  (4) 

Kr  -i 

or,  if  we  put  ^  ==  F"  *         p  ^  Ce    "^ .  (5) 

This  result  shews  that  under  the  action  of  any  external  electric 
forces  on  a  homogeneous  medium,  the  interior  of  which  is  originally 
charg^  in  any  manner  with  electricity,  the  internal  charges  will 
die  away  at  a  rate  which  does  not  depend  on  the  external  forces, 
so  that  at  length  there  will  be  no  charge  of  electricity  within 
the  medium,  after  which  no  external  forces  can  either  produce  or 
maintain  a  charge  in  any  internal  portion  of  the  medium,  pro- 
vided the  relation  between  electromotive  force,  electric  polarization 
and  conduction  remains  the  same.  When  disruptive  discharge 
occurs  these  relations  cease  to  be  true,  and  internal  charge  may 
be  produced. 

On  Conduction  through  a  Condenser. 

326.]  Let  Cbe  the  capacity  of  a  condenser,  R  its  resistance,  and 
E  the  electromotive  force  which  acts  on  it,  that  is,  the  difference  of 
X>otential8  of  the  surfaces  of  the  metallic  electrodes. 

Then  the  quantity  of  electricity  on  the  side  from  which  the 
electromotive  force  acts  will  be  CE,  and  the  current  through  the 
substance  of  the  condenser  in  the  direction  of  the  electromotive 

force  will  be  t^-- 

If  the  electrification  is  supposed  to  be  produced  by  an  electro- 
motive force  E  acting  in  a  circuit  of  which  the  condenser  forms 

dO 
part,  and  if  -~  represents  the  current  in  that  circuit,  then 

Let  a  battery  of  electromotive  force  E^  and  resistance  r^  be 
introduced  into  this  circuit,  then 

dq_E^-E_E        dE 

Hence,  at  any  time  ^, 

^(  =  ^0  =  ^0^(1-^-^)  where  T,  =  |^.        (8) 
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Next,  let  the  circuit  rj  be  broken  for  a  time  ^2> 

ii 
E(  =  E'2)  =  ^i<?"r,  ^here  fg  =  CR.  (9) 

Finally,  let  the  surfaces  of  the  condenser  be  connected  by  means 
of  a  wire  whose  resistance  is  r^  for  a  time  t^, 

E{  =  ^'3)  =  E^e~^^  where  T^  =  ^  •  (10) 

If  Q3  is  the  total  dischargee  through  this  wire  in  the  time  Z^, 

In  this  way  we  may  find  the  discharge  through  a  wire  which 
is  made  to  connect  the  sur£Eu;es  of  a  condenser  after  being  charged 
for  a  time  ^,  and  then  insulated  for  a  time  t^.  If  the  time  of 
charging  is  sufficient,  as  it  generally  is,  to  develope  the  whole 
charge,  and  if  the  time  of  discharge  is  sufficient  for  a  complete 
discharge,  the  discharge  ifr 

827.]  In  a  condenser  of  this  kind,  first  charged  in  any  way,  next 
discharged  through  a  wire  of  small  resistance,  and  then  insnlated, 
no  new  electrification  will  appear.  In  most  actual  condensers, 
however,  we  find  that  after  discharge  and  insulation  a  new  chaige 
is  gradually  developed^  of  the  same  kind  aa  the  original  charge, 
but  inferior  in  intensity.  This  is  called  the  residual  charge.  To 
account  for  it  we  must  admit  that  the  constitution  of  the  dielectric  , 
medium  is  different  from  that  which  we  have  just  described.  We 
shall  find^  however,  that  a  medium  formed  of  a  conglomeration  of 
small  pieces  of  different  simple  media  would  possess  this  property. 

Theory  of  a  Composite  Dielectric. 

328.]  We  shall  suppose,  for  the  sake  of  simplicity,  that  the 
dielectric  consists  of  a  number  of  plane  strata-  of  different  materials 
and  of  area  unity,  and  that  the  electric  forces  act  in  the  direction 
of  the  normal  to  the  strata. 

Let  a^i  a^i  &c.  be  the  thicknesses  of  the  different  strata. 

Xif  X2,  fee.  the  resultant  electrical  forces  within  the  strata. 

PiiPii  &<^-  ^^6  currents  due  to  conduction  through  the  strata. 
fx^fi^  &^'  *^®  electric  displacements. 

v^yU^^  &c.  the  total  currents,  due  partly  to  conduction  and  partly 
to  variation  of  displacement. 
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rj,  ^2*  ^*  ^^^  specific  resistances  referred  to  rmit  of  volume. 

Ki,  K29  ^^'  ^^^  specific  inductive  capacities. 

ki,  i^f  ^'  ^^^  reciprocals  of  the  specific  inductive  eapacities. 

E  the  electromotive  force  due  to  a  voltaic  battery,  placed  in 
the  part  of  the  circuit  leading  from  the  last  stratum  towards  the 
first,  which  we  shall  suppose  good  conductors. 

Q  the  total  quantity  of  electricity  which,  has  passed  through  this 
part  of  the  circuit  up  to  the  time  t: 

Bq  the  resistance  of  the  battery  with  its  connecting  wires. 

0-12  the  surface-density  of  electricity  on  the  surface  which  separates 
the  first  and  second  strata. 

Then  in  the  first  stratum  we  have,  by  Ohm's  Law^ 

-yi  =  ''iA^  (1) 

By  the  theory  of  electrical  displacement^ 

^1  =  4^*1  A  (2) 

By  the  definition  of  the  total  current^ 

«l=i^l  +  ^^  (3) 

with  similar  equations  for  the  other  strata,  in  each  of  which  the 
quantities  have  the  suffix  belonging  to  that  stratum. 

To  determine  the  surface-density  on  any  stratum,  we  have  an 
equation  of  the  form  0-12  =  /a— ^^i,  (4) 

and  to  determine  its  variiation  we  have 

^=A~/^.  (5) 

By  difPerentiating  (4)  with  respect  to  t,  and  equating  the  result 
to  (6),  we  obtain 

A+^'=A+-^»=»,8»y,  (6) 

or,  by  taking  account  of  (3), 

«j  =  «2  :=  &c.  =  tt.  (7) 

That  is^  the  total  current  u  is  the  same  in  all  the  strata,  and  is 
equal  to  the  current  through  the  wire  and  battery. 
We  have  also,  in  virtue  of  equations  (l)  and  (2), 

T^      ^       477*1    dt  ' 

from  which  we  may  find  X^  by  the  inverse  operation  on  u, 

1     d 
4 II  *!  dt 


'•=ih 


)    »•  (9) 
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The  total  electromotive  force  E  is 

JF=  a^X^-^a^X^  +  fzi^.^  (10) 

an  equation  between  E^  the  external  electromotive  force^  and  u,  the 

external  current. 

If  the  ratio  of  r  to  ^  is  the  same  in  all  the  strata,  the  equation 

reduces  itself  to 

r     dE 
^+  ^^^^  =  K^  +  ^a'-a  +  fcc^.  .  (12) 

which  is  the  case  we  have  already  examined,  and  in  which,  as  we 
found,  no  phenomenon  of  residual  charge  can  take  place. 

If  there  are  n  substances  having  different  ratios  of  r  to  ^,  the 
general  equation  (11)^  when  cleared  of  inverse  operations,  will  be 
a  linear  differential  equation,  of  the  ^th  order  with  respect  to  B 
and  of  the  («—  l)th  order  with  respect  to  Uyt  being  the  independent 
variable. 

From  the  form  of  the  equation  it  is  evident*  ihsA  tiie  order  of 
the  different  strata  is  indifferent,  so  that  if  there  are  several  strata 
of  the  same  substance  we  may  suppose  them  united  into  one 
without  altering  the  phenomena. 

329.]  Let  us  now  suppose  that  at  first  y^,  ^2 ,  &c.  are  all  zero, 
and  that  an  electromotive  force  E  is  suddenly  made  to  act,  and  let 
us  find  its  instantaneous  effect. 

Integrating  (8)  with  respect  to  t,  we  find 

Q  =:judt  =  —fx^dl+  ^^Xi  +  const  (13) 

Now,  since  X^  is  always  in  this  case  finite^  /  X^dt  must  be  in- 
sensible when  t  is  insensible,  and  therefore,  since  Xi  is  originally 
zero,  the  instantaneous  effect  will  be 

X^^iiri^Q.  (H) 

Hence,  by  equation  (10), 

E  =  4ir(Vi+*2«2+&cO  Q,  (15) 

and  if  C  be  the  electric  capacity  of  the  system  as  measured  in  this 
instantaneous  way, 

^^1^  47r(>ti^i  +  yfc,a2  +  &c.)'  ^^^^ 
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This  is  the  saitie  result  that  we  should  have  ohtained  if  we  had 
neglected  the  conductivity  of  the  strata. 

Let  us  next  suppose  that  the  electromotive  force  E  is  continued 
uniform  for  an  indefinitely  long  time,  or  till  a  uniform  current  of 
conduction  equal  to  jo  is  established  through  the  system. 

We  have  then  Xj  =  r^jo,  etc.,  and  therefore  by  (10), 

E  =  (ri  «!  +  ^2^2  +  &C-) i^-  ( 1 7) 

If  B  be  the  total  resistance  of  the  system, 

E 

J8=  —  =i  r^a^-\'T^a^^icQ.  (18) 

•In  this  state  we  have  by  (2)^ 

If  we  now  suddenly  connect  the  extreme  f^rata  by  means  of  a 
conductor  of  small  resistance,  E  will  be  suddenly  changed  from  its 
original  value  Eq  to  zero,  and  a  quantity  Q  of  electricity  will  pass 
through  the  conductor. 

To  determine  Q  we  observe  that  if  X{  be  the  new  value  of  X^, 
then  by  (13),  j^^  Xi  +  47r>&xQ.  (20) 

Hence,  by  (10),  putting  i?fc=  0, 

0  0=  aili  +  8cc.+  4ir(fli*i+a2*2+&c.)Q,  (21) 

or  t)  =  ^o+-^Q-  (22) 

Hence  Q  ss:  —  CEq  where  C  is  the  capacity,  as  given  by  equation 
(16).  The  instantaneous  discharge  is  therefore  equal  to  the  in- 
stantaneotis  charge. 

Let  us  next  suppose  the  connexion  broken  immediately  after  this 
discharge.     We  shall  then  have  i»  =  0,  so  that  by  equation  (8), 

Xi  =  Te"  ^i    ,  (23) 

where  X'  is  the  initial  value  after  the  discharge. 
Hence,  at  any  time  ^, 


?  at  any  time  is  therefore 
=  ^o|(^-4'rax*i«7)r~'+(^-4»/Z2^,C7)e     '.     +&c.},  (24) 
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and  the  instantaneous  discharge  after  any  time  t  is  EC.  This  is 
called  the  residual  discharge. 

If  the  ratio  of  r  to  ^  is  the  same  for  all  the  strata,  the  value  of  E 
will  be  reduced  to  zero.  If,  however,  this  ratiais  not  the  same,  let 
the  terms  be  arranged  according  to  the  values  of  this  ratio  in 
descending  order  of  magnitude. 

The  sum  of  all  the  coefficients  is  evidently  zero,  so  that  when 
^  =  0,  J^  =  0.  The  coefficients  are  also  in  descending  order  of 
magnitude,  and  so  are  the  exponential  terms  when  t  is  positive. 
Hence,  when  t  is  positive,  E  will  be  positive,  so  that  the  residual 
discharge  is  always  of  the  same  sign  as  the  primary  discharge. 

When  t  is  indefinitely  great  all  the  terms  disappear  unless  any 
of  the  strata  are  perfect  insulators,  in  which  case  r^  is  infinite  for 
that  stratum,  and  R  is  infinite  for  the  whole  system,  and  the  final 
value  of  E  is  not  zero  but 

i?  =  ^o(l-4wfli*iC).  (25) 

Hence^  when  some,  but  not  all,  of  the  strata  are  perfect  insulators, 
a  residual  discharge  may  be  permanently  preserved  in  the  system. 

330.]  We  shall  next  determine  the  total  discharge  through  a  wire 
of  resistance  JRq  kept  permanently  in  connexion  with  the  extreme 
strata  of  the  system,  supposing  the  system  first  charged  by  means 
of  a  long-continued  application  of  the  electromotive  foree  E. 

At  any  instant  we  have 

^  =  «i^iA  +  a2''2A+*^-+-Ko«  =  0,  (26) 

and  also,  by  (3),  u=zp^+J^.  (27) 

Hence         (B  +  Ro)  u  =  a^r^^  +  fl,r,^+  &c.  (28) 

Integrating  with  respect  to  Hn  order  to  find  Q,  we  get 

(B  +  Jt,)  Q  =.  a^r,  {A'-A)  +  a,r,  (//-/^+&c..  (29) 

where  f^  is  the  initial,  and//  the  final  value  of/^. 

In  this  case//=  0,  and  by  (2)  and  (20)  /^  =  E^  (     *'}    — <?)• 
Hmw      (ie+i!i)«  =  j^  1^  +  ^+to.)  _£,CJ!,  (30) 

r"[--*.*.(^-^)'].   (3» 

where  the  Bammation  is  extended  to  all  quantities  of  this  fonn 
belonging  to  eveij  pair  of  strata. 
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It  appears  from  this  that  Q  is  always  negative^  that  is  to  say,  in 
the  opposite  direction  to  that  of  the  current  employed  in  charging 
the  syistem. 

This  inrestigation  shews  that  a  dielectric  composed  of  strata  of 
different  kinds  may  exhibit  the  phenomena  known  as  electric 
absorption  and  residual  discharge,  although  none  of  the  substances 
of  which  it  is  made  exhibit  these  phenomena  when  alone.  An 
investigation  of  the  cases  in  which  the  materials  are  arranged 
otherwise  than  in  strata  would  lead  to  similar  results,  though 
the  calculations  would  be  more  complicated,  so  that  we  may 
conclude  that  the  phenomena  of  electric  absorption  may  be  ex- 
pected in  the  case  of  substances  composed  of  parts  of  different 
kinds,  even  though  these  individual  parts  should  be  microscopically 
small. 

It  by  no  means  follows  that  every  substance  which  exhibits  this 
phenomenon  is  so  composed,  for  it  may  indicate  a  new  kind  of 
electric  polarization  of  which  a  homogeneous  substance  may  be 
capable,  and  this  in  some  cases  may  perhaps  resemble  electro- 
chemical polarization  much  more  than  dielectric  polarization. 

The  object  of  the  investigation  is  merely  to  point  out  the  true 
mathematical  character  of  the  so-called  electric  absorption,  and  to 
shew  how  ftindamentally  it  differs  from  the  phenomena  of  heat 
which  seem  at  first  sight  analogous. 

881.]  If  we  take  a  thick  plate  of  any  substance  and  heat  it 
on  one  side,  so  as  to  produce  a  flow  of  heat  through  it,  and  if 
we  then  suddenly  cool  the  heated  side  to  the  same  temperature 
as  the  other,  and  leave  the  plate  to  itself,  the  heated  side  of  the 
plate  will  again  become  hotter  than  the  other  by  conduction  from 
within. 

Now  an  electrical  phenomenon  exactly  analogous  to  this  can 
be  produced,  and  actually  occurs  in  telegraph  cables,  but  its  mathe- 
matical laws,  though  exacfly  agreeing  with  those  of  heat,  differ 
entirely  from  those  of  the  stratified  condenser. 

In  the  case  of  heat  there  is  true  absorption  of  the  heat  into 
the  substance  with  the  result  of  making  it  hot.  To  produce  a  truly 
analogous  phenomenon  in  electricity  is  impossible,  but  we  may 
imitate  it  in  the  following  way  in  the  form  of  a  lecture-room 
experiment. 

Let  Ai,  A2f  &c.  be  the  inner  conducting  surfaces  of  a  series  of 
condensers,  of  which  £q^  Bi,  B^y  ^^-  ^^  ^^^  outer  surfaces. 

Let  Ji,  J^y&c.he  connected  in  series  by  connexions  of  resist- 
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ance  iZ,  and  let  a  current  be  passed  along  this  series  from  left  to 
right. 

Let  us  first  suppose  the  plates  B^^  B^,  B^y  each  insulated  and 
free  from  charge.  Then  the  total  quantity  of  electricity  on  each  o! 
the  plates  B  must  remain  zero,  and  since  the  electricity  on  the 
plates  ii  is  in  each  case  equal  and  opposite  to  that  of  the  opposed 


■.    \   % 


Fig.  26. 


surface  they  will  not  be  electrified,  and  no  alteration  of  the  current 
will  be  observed. 

But  let  the  plates  ^  be  all  connected  together,  or  let  each  be 
connected  with  the  earth.  Then,  since  the  potential  of  J^  is 
positive,  while  that  of  the  plates  B  is  zero,  A^  will  be  positively 
electrified  and  B^  negatively. 

If  Pj,  Pj)  ^^-  ^^®  ^^®  potentials  of  the  plates  A^^  A^,  &c.,  and  C 
the  capacity  of  each,  and  if  we  suppose  that  a  quantity  of  electricity 
equal  to  Qq  passes  through  the  wire  on  the  left,  Q^  through  the 
connexion  Tf^,  and  so  on,  then  the  quantity  which  exists  on  the 
plate  Ai  is  Qo""  Qi »  *^d  ^®  ^^^ 

Similarly  Qi-Q3=<?2^2» 

and  so  on. 

But  by  Ohm's  Law  we  have 


-^2      -^8  —  ^2  ^JT 


dt 

If  we  suppose  the  values  of  C  the  same  for  each  plate,  and  those 
of  72  the  same  for  each  wire,  w^e  shall  have  a  series  of  equations  of 
the  form 
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If  there  are  n  quantities  of  electricity  to  be  determined,  and  if 
either  the  total  electromotive  force^  or  some  other  equivalent  con- 
ditions be  given,  the  differential  equation  for  determining  any  one 
of  them  will  be  linear  and  of  the  nth  order. 

By  an  apparatus  arranged  in  this  way,  Mr.  Varley  succeeded  in 
imitating  the  electrical  action  of  a  cable  12,000  miles  long. 

When  an  electromotive  force  is  made  to  act  along  the  wire  on 
the  left  hand,  the  electricity  which  flows  into  the  system  is  at  first 
principally  occupied  in  charging  the  different  condensers  beginning 
with  Aif  and  only  a  very  small  fraction  of  the  current  appears 
at  the  right  hand  till  a  considerable  time  has  elapsed.  If  galvano- 
meters be  placed  in  circuit  at  B-^^  B^y  ^*  ^^^7  ^^  ^^  affected 
by  the  current  one  after  another,  the  interval  between  the  times  of 
equal  indications  being  greater  as  we  proceed  to  the  right. 

332.]  In  the  case  of  a  telegraph  cable  the  conducting  wire  is 
separated  from  conductors  outside  by  a  cylindrical  sheath  of  gutta- 
percha, or  other  insulating  material.  Each  portion  of  the  cable 
thus  becomes  a  condenser,  the  outer  surface  of  which  is  always  at 
potential  zero.  Hence,  in  a  given  portion  of  the  cable,  the  quantity 
of  free  electricity  at  the  surface  of  the  conducting  wire  is  equal 
to  the  product  of  the  potential  into  the  capacity  of  the  portion  of 
the  cable  considered  as  a  condenser. 

If  o^;  ^2  are  the  outer  and  inner  radii  of  the  insulating  sheath, 
and  if  K  is  its  specific  dielectric  capacity^  the  capacity  of  unit  of 
length  of  the  cable  is,  by  Art.  126, 

2logJ 

Let  V  be  the  potential  at  any  point  of  the  wire,  which  we  may 
consider  as  the  same  at  every  part  of  the  same  section. 

Let  Q  be  the  total  quantity  of  electricity  which  has  passed 
through  that  section  since  the  beginning  of  the  current.  Then  the 
quantity  which  at  the  time  t  exists  between  sections  at  x  and  at 
a?  +  6;p,  is  /        dO     ^  dO 

and  this  is^  by  what  we  have  said,  equal  \a>  cvhx. 
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Hence  ct;  =  -^.  (2) 

Again,  the  electromotive  force  at  any  section  is  — -^,  and  by 
Ohm's  Law,  dv       ,dQ 

where  h  is  the  resistance  of  unit  of  length  of  the  xiondnctor,  and 
-3^  is  the  strength  of  the  current.  Eliminating  Q  between  (2)  and 
(3),  we  find  .^jt  —  -—.  (4) 

This  is  the  partial  differential  equation  which  must  be  solved 
in  order  to  obtain  the  potential  at  any  instant  at  any  point  of  the 
cable.  It  is  identical  with  that  which  Fourier  gives  to  determine 
the  temperature  at  any  point '  of  a  stratum  through  < which  heat 
is  flowing  in  «  direction  normal  to  the  stratum.  In  the  case  of 
heat  c  represents  the  capacity  of  unit  of  volume,  or  what  Fourier 
denotes  by  CjD,  and  h  represents  the  reciprocal  of  the  conductivity. 

If  the  sheath  is  not  a  perfect  insulator,  and  if  k^  is  the  resist- 
ance of  unit  of  length  of  the  sheath  to  conduction  through  it  in  a 
radial  direction,  then  if  p^  is  the  specific  resistance  of  the  insulating 
material,  itis  easy  to  shew  that 

The  equation  (2)  will  no  longer  be  true,  for  the  electricity  is 
expended  not  only  in  charging  the  wire  to  the  extent  represented 

by  cv^  but  in  escaping  at  a  rate  represented  by  -r .  Hence  the  rate 
of  expenditure  of  electricity  will  be  ^ 


dxdt         dt       k^ 
whence,  by  comparison  with  (3),  we  get 

,  dv       d^v       h  ,  . 

and  this  is  the  equation  of  conduction  of  heat  in  a  rod  or  ring 
as  given  by  Fourier*. 

833.]  If  we  had  supposed  that  a  body  when  raised  to  a  high 
potential  becomes  electrified  throughout  its  substance  as  if  elec- 
tricity were  compressed  into  it,  we  should  have  arrived  at  equa- 
tions  of  this  very  form.     It  is   remarkable   that  Ohm  himself, 

*  Thiorit  de  la  ChaUnr,  Art.  105. 
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misled  by  the  analogy  between  electricity  and  beat,  entertained 
an  opinion  of  tbis  kind,  and  was  tbus,  by  means  of  an  erroneous 
opinion,  led  to  employ  the  equations  of  Fourier  to  express  the 
true  laws  of  conduction  of  electricity  through  a  long  wire,  long 
before  the  real  reason  of  the  appropriateness  of  these  equations  had 
been  suspected. 

Mechanical  Mlu^iration  of  the  Properties  of  a  Dielectric. 

834.]  Five  tubes  of  equal  sectional  area  A,  3,  C,  B  and  P  are 
arranged  in  circuit  as  in  the  figure. 
Ay  B,  C  and  B  are  vertical  and  equal, 
and  P  is  horizontal. 

The  lower  halves  of  A,  B,  C,  B 
are  filled  with  mercury,  their  upper 
halves  and  the  horizontal  tube  P  are 
filled  with  water. 

A  tube  with  a  stopcock  Q  con- 
nects the  lower  part  of  A  and  B 
with  that  of  C  and  B^  and  a  piston 
P  is  made  to  tilide  in  the  horizontal 
tube. 

Let  us  begin  by  supposing  that 
the  level  of  the  mercury  in  the  four 
tubes  is  the  same,  and  that  it  is 


indicated  by  A^ 
the  piston   is  a 


Bq,  (?o,  A»   tliat 
Pni  and  that  the 


stopcock  Q  is  shut. 

Now  let  the  piston  be  moved  from  Pq  to  Pi,  a  distance  a.  Then, 
since  the  sections  of  all  the  tubes  are  equal,  the  level  of  the  mercury 
in  A  and  C  will  rise  a  distance  a,  or  to  A^  and  C^ ,  and  the  mercury 
in  B  and  B  will  sink  an  equal  distance  a,  or  to  B^  and  B^ . 

The  difference  of  pressure  on  the  two  sides  of  the  piston  will 
be  represented  by  4  a. 

This  arrangement  may  serve  to  represent  the  state  of  a  dielectric 
acted  on  by  an  electromotive  force  4  a. 

The  excess  of  water  in  the  tube  B  may  be  taken  to  represent 
a  positive  charge  of  electricity  on  one  side  of  the  dielectric,  and  the 
excess  of  mercury  in  the  tube  A  may  represent  the  negative  charge 
on  the  other  side.  The  excess  of  pressure  in  the  tube  P  on  the 
side  of  the  piston  next  B  will  then  represent  the  excess  of  potential 
on  the  positive  side  of  the  dielectric. 
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If  the  piston  is  free  to  move  it  will  move  back  to  Pq  and  be 
in  equilibrium  there.  This  represents  the  complete  discharge  of 
the  dielectric. 

During  the  discharge  there  is  a  reversed  motion  of  the  liquids 
throughout  the  whole  tube,  and  this  represents  that  change  of 
electric  displacement  which  we  have  supposed  to  take  place  in  a 
dielectric. 

I  have  supposed  every  part  of  the  system  of  tubes  filled  with 
incompressible  liquids,  in  order  to  represent  the  property  of  all 
electric  displacement  that  there  is  no  real  accumulation  of  elec- 
tricity at  any  place. 

Let  us  now  consider  the  effect  of  opening  the  stopcock  Q  while 
the  piston  P  is  at  P^. 

The  level  of  Ai  and  J9^  will  remain  unchanged,  but  that  of  £  and 
C  will  become  the  same,  and  will  coincide  with  £q  and  C^ . 

The  opening  of  the  stopcock  Q  corresponds  to  the  existence  of 
a  part  of  the  dielectric  which  has.  a  slight  conducting  power,  but 
which  does  not  extond  through  the  whole  dielectric  so  as  to  form 
an  open  channel. 

The  charges  on  the  opposite  sides  of  the  dielectric  remain  in- 
sulatod,  but  their  difference  of  potential  diminishes. 

In  fact,  the  difference  of  pressure  on  the  two  sides  of  the  piston 
sinks  from  4  a  to  2  a  during  the  passage  of  the  fluid  through  Q. 

If  we  now  shut  the  stopcock  Q  and  allow  the  piston  P  to  move 
freely,  it  will  come  to  equilibrium  at  a  point  P^,  and  the  discharge 
will  be  apparently  only  half  of  the  charge. 

The  level  of  the  mercury  in  A,  and  B  will  be  ^a  aboYe  its 
original  level,  and  the  level  in  the  tubes  C  and  D  will  be  4  a 
below  its  original  level.    This  is  indicated  by  the  levjels  -ig,  -Bj, 

If  the  piston  is  now  fixed  and  the  stopcock  opened,  mercuiy  will 
flow  from  JB  to  C  till  the  level  in  the  two  tubes  is  again  at  Bq  and 
Cq.  There  will  then  be  a  difference  of  pressure  ==  a  on  the  two 
sides  of  the  pistou.P.  If  the  stopcock  is  then  closed  and  the  piston 
P  left  free  to  move,  it  will  again  come  to  equilibrium  at  a  point  P^, 
half  way  between  P2  and  Pq.  This  corresponds  to  the  residual 
charge  which  is  observed  when  a  charged  dielectric  is  first  dis- 
charged and  then  left  to  itself.  It  gradually  recovers  part  of  ite 
charge,  and  if  this  is  again  discharged  a  third  charge  is  formed,  the 
successive  charges  diminishing  in  quantity.  Ia  the  ca^  of  the 
illustrative  experiment  each  charge  is  half  of  the  preceding,  and  the 
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discharges,  wliioh  are  i,  i,  &c.  of  the  original  charge,  form  a  series 
whose  sum  is  equal  to  the  original  charge. 

If,  instead  of  opening  and  closing  the  stopcock,  we  had  allowed  it 
to  remain  nearly,  but  not  quite,  closed  during  the  whole  experiment, 
we  should  have  had  a  case  resembling  that  of  the  electrification  of  a 
dielectric  which  is  a  perfect  insulator  and  yet  exhibits  the  pheno- 
menon called  ^electric  absorption.' 

To  represent  the  case  in  which  there  is  true  conduction  through 
the  dielectric  we  must  either  make  the  piston  leaky,  or  we.  must 
establish  a  communication  between  the  top  of  the  tube  A  and  the 
top  of  the  tube  ]}*, 

In  this  way  we  may  construct  a  mechanical  illustration  of  the 
properties  of  a  dielectric  of  any  kind,  in  which  the  two  electricities 
are  represented  by  two  real  fluids,  and  the  electric  potential  is 
represented  by  fluid  pressure.  Charge  and  discharge  are  repre- 
sented by  the  motion  of  the  piston  P,  and  electromotive  force  by 
the  result^t  force  on  the  piston. 


CHAPTER   XL 


THE   MEASUREMENT   OF   ELECTRIC   BESISTAKCE. 

835.]  In  the  present  state  of  electrical  science,  the  determination 
of  the  electric  resistance  of  a  conductor  may  be  considered  as  the 
cardinal  operation  in  electricity,  in  the  same  sense  that  the  deter- 
mination of  weight  is  the  cardinal  operation  in  chemistry. 

The  reason  of  this  is  that  the  determination  in  absolute  measure 
of  other  electrical  magnitudes,  such  as  quantities  of  electricity, 
electFomotive  forces,  currents,  &c.,  requires  in  each  case  a  com- 
plicated series  of  operations,  involving  generally  observations  of 
time,  measurements  of  diiftances,  and  determinations  of  moments 
of  inertia,  and  these  operations,  or  at  least  some  of  them,  must 
be  repeated  for  every  new  determination,  because  it  is  impossible 
to  preserve  a  unit  of  electricity,  or  of  electromotive  force,  or  of 
current,  in  an  unchangeable  state,  so  as  to  be  available  for  direct 
comparison. 

But  when  the  electric  resistance  of  a  properly  shaped  conductor 
of  a  properly  chosen  material  *lias  been  once  determined,  it  is  found 
that  it  always  remains  the  same  for  the  same  temperature,  so  that 
the  conductor  may  be  used  as  a  standard  of  resistance,  with  which 
that  of  other  conductors  can  be  compared,  and  the  comparison  of 
two  resistances  is  an  operation  which  admits  of  extreme  accuracy. 

When  the  unit  of  electrical  resistance  has  been  fixed  on,  material 
copies  of  this  unit,  in  the  form  of '  Resistance  Coils,'  are  prepared 
for  the  use  of  electricians,  so  that  in  every  part  of  the  world 
electrical  resistances  may  be  expressed  in  terms  of  the  same  unit. 
These  unit  resistance  -coils  are  at  present  the  only  examples  of 
material  electric  standards  which  can  be  preserved,  copied,  and  used 
for  the  purpose  of  measurement.  Measures  of  electrical  capacity, 
which  are  also  of  great  importance,  are  still  defective,  on  account 
of  the  disturbing  influence  of  electric  absorption. 

336.]  The  unit  of  resistance  may  be  an  entirely  arbitrary  one, 
as  in  the  case  of  Jacobi's  Etalon,  which  was  a  certain  copper 
wire  of  22.4932  grammes  weight,  7.61975  metres  length,  and  0.667 
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millimetres  diameter.  "Copies  of  this  have  been  made  by  Leyser  of 
Leipsig,  and  are  to  be  found  in  different  places. 

According  to  another  method  the  unit  may  be  defined  as  the 
resistance  of  a  portion  of  ti  definite  substance  of  definite  dimensions. 
Thus,  Siemens'  unit  is  defined  as  the  resistance  of  a  column  of 
mercury  of  one  metre  long,  and  one  square  millimetre  section,  at 
the  temperature  0°C. 

337.]  Finally,  the  unit  may -be  defined  with  reference  to  the 
electrostatic  or  the  elecftromagnetic  system  of  units.  In  practice 
the  electromagnetic  system  is  used  in  all  telegraphic  operations, 
and  therefore  the  only  systematic  units  actually  in  use  are  those 
of  this  system. 

In  the  electromagnetic  system,  as  we  shall  shew  at  the  proper 
place^  a  resistance  is  a  quantity  homogeneous  with  a  velocity,  and 
may  therefore  be  expressed  as  a  velocity.     See  Art.  62*8. 

338.]  The  first  actual  measurements  pn  this  system  were  made 
by  Weber,  who  employed  as  his  unit  one  millimetre  per  second. 
Sir  W.  Thomson  afterwards  used  one  foot  per  second  as  a  unit, 
but  a  large  number  of  electricians  have  now  agreed  to  use  the 
unit  of  the  British  Association,  which  professes  to  represent  a 
resistance  which,  expressed  as  a  velocity,  is  ten  millions  of  metres 
per  second.  The  magnitude  of  this  unit  is  more  convenient  than 
that  of  Weber's  unit,  which  is  too  small.  It  is  sometimes  referred 
to  as  the  B.A.  unit,  bat  in  order  to  connect  it  with  the  name  of 
the  discoverer  of  the  laws  of  resistance,  it  is  called  the  Ohm. 

339.]  To  recollect  its  value  in  absolute  measure  it  is  useful 
to  know  that  ten  millions  of  metres  is  professedly  the  distance 
from  the  pole  to  the  equator,  measured  along  the  meridian  of  Paris. 
A  body,  therefore,  which  in  one  second  travels  along  a  meridian 
from  the  pole  to  the  equator  would  have  a  velocity  which,  on  the 
electromagnetic  system,  is  professedly  represented  by  an  Ohm. 

I  say  professedly,  because,  if  more  accurate  researches  should 
prove  that  the'Ohm,  as  constructed  from  the  British  Association's 
material  standards,  is  not  really  represented  by  this  velocity,  elec- 
tricians would  not  alter  their  standards,  but  would  ♦  apply  a  cor- 
rection. In  the  same  way  the  metre  is  prdfessedly  one  ten-millionth 
of  a  certain  quadrantal  arc,  but  though  this  is  found  not  to  be 
exactly  true,  the  length  of  the  m6tre  has  not  been  altered,  but  the 
dimensions  of  the  earth  are  expressed  by  a  less  simple  number. 

According  to  the  system  of  the  British  Association,  the  absolute 
value  of  the  unit  is  originally  chosen  so  as  to  represent  as  nearly 
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as  possible  a  quantity  derived  from  the  electromagnetic  absolute 
system. 

340.]  When  a  material  unit  representing  this  abstract  quantity 
has  been  made,  other  standards  are  constructed  by  copying  this  unit, 
a  process  capable  of  extreme  accuracy — of  much  greater  accuracy 
than,  for  instance,  the  copying  of  foot-rules  from  a  standard  foot. 

These  copies,  made  of  the  most  permanent  materials,  are  dis- 
tributed over  all  parts  of  the  world,  so  that  it  is  not  likely  that 
any  difficulty  will  be  found  in  obtaining  copies  of  them  if  the 
original  standards  should  be  lost. 

But  such  units  as  that  of  Siemens  can  without  very  great 
labour  be  reconstructed  with  considerable  accuracy,  so  that  as  the 
relation  of  the  Ohm  to  Siemens  unit  is  known,  the  Ohm  can  be 
reproduced  even  without  having  a  standard  to  copy,  though  the 
labour  is  much  greater  and  the  accuracy  much  less  than  by  the 
method  of  copying. 

Finally,  the  Ohm  may  be  reproduced 
by  the  electromagnetic  method  by  which 
it  was  originally  determined.  This  method, 
which  is  considerably  more  laborious  than 
the  determination  of  a  foot  from  the  seconds 
pendulum,  is  probably  inferior  in  accuracy 
to  that  last  mentioned.  On  the  other  hand, 
the  determination  of  the  electromagnetic 
unit  in  terms  of  the  Ohm  with  an  amount 
of  accuracy  corresponding  to  the  progress 
of  electrical  science,  is  a  most  important 
physical  research  and  well  worthy  of  being 
repeated. 

The  actuai  resistance  coils  constructed 
to  represent  the  Ohm  were  made  of  an 
alloy  of  two  parts  of  silver  and  one  of  pla- 
tinum in  the  form  of  wires  from  .5  milli- 
metres to  .8  millimetres  diamet-er,  and  from 
one  to  two  metres  in  length.  These  wires 
were  soldered  to  stout  copper  electrodes. 
The  wire  itself  was  covered  with  two  layers 
of  silk,  imbedded  in  solid  paraflSn,  and  enclosed  in  a  thin  brass 
case,  so  that  it  can  be  easily  brought  to  a  temperature  at  which 
its  resistance  is  accurately  one  Ohm-  This  temperature  is  marked 
on  the  insulating  support  of  the  coil.     (See  Fig.  28.) 


Fig.  28. 
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On  tie  Forms  of  BesUtance  Coils, 

341.]  A  Resistance  Coil  is  a  conductor  capable  of  being  easily- 
placed  in  the  voltaic  circuit,  so  as  to  introduce  into  the  circuit 
a  known  resistance. 

The  electrodes  or  ends  of  the  coil  must  be  such  that  no  appre- 
ciable error  may  arise  from  the  mode  of  making  the  connexions. 
For  resistances  of  considerable  magnitude  it  is  sufficient  that  the 
electrodes  should  be  made  of  stout  copper  wire  or  rod  well  amal- 
gamated with  mercury  at  the  ends,  and  that  the  ends  should  be 
made  to  press  on  flat  amalgamated  copper  surfaces  placed  in  mercury- 
cups. 

For  very  great  resistances  it  is  sufficient  that  the  electrodes 
should  be  thick  pieces  of  brass,  and  that  the  connexions  should 
be  made  by  inserting  a  wedge  of  brass  or  copper  into  the  interval 
between  them.     This  method  is  found  very  convenient. 

The  resistance  coil  itself  consists  of  a  wire  well  covered  with 
silk,  the  ends  of  which  are  soldered  permanently  to  the  elec- 
trodes. 

The  coil  must  be  so  arranged  that  its  temperature  may  be  easily 
observed.  For  this  purpose  the  wire  is  coiled  on  a  tube  and 
covered  with  another  tube,  so  that  it  may  be  placed  in  a  vessel 
of  water,  and  that  the  water  may  have  access  to  the  inside  and  the 
outside  of  the  coil. 

To  avoid  the  electromagnetic  effects  of  the  current  in  the  coil 
the  wire  is  first  doubled  back  on  itself  and  then  coiled  on  the  tube, 
so  that  at  every  part  of  the  coil  there  are  equal  and  opposite 
currents  in  the  adjacent  parts  of  the  wire. 

When  it  is  desired  to  keep  two  coils  at  the  same  temperature  the 
wires  are  sometimes  placed  side  by  side  and  coiled  up  together. 
This  method  is  especially  useful  when  it  is  more  important  to 
secure  equality  of  resistance  than  to  know  the  absolute  value  of 
the  resistance,  as  in  the  case  of  the  equal  arms  of  Wheatstone's 
Bridge,  (Art.  347). 

When  measurements  of  resistance  were  first  attempted,  a  resist- 
ance coil,  consisting  of  an  uncovered  wire  coiled  in  a  spiral  groove 
round  a  cylinder  of  insulating  material,  was  much  used.  It  was 
called  a  Rheostat.  The  accuracy  with  which  it  was  found  possible 
to  compare  resistances  was  soon  found  to  be  inconsistent  with  the 
use  of  any  instrument  in  which  the  contacts  are  not  more  perfect 
than  can  be  obtained  in  the  rheostat.    The  rheostat,  however,  is 
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still  used  for  adjusting  the  resistance  where  accurate  measurement  is 
not  required. 

Resistance  coils  are  generally  made  of  those  metals  whose  resist- 
ance is  greatest  and  which  vary  least  with  temperature.  German 
silver  fulfils  these  conditions  very  well,  but  some  specimens  are 
found  to  change  their  properties  during  the  lapse  of  years.  Hence, 
for  standard  coils^  several  pure  metals,  and  also  an  alloy  of  platinum 
and  silver,  have  been  employed,  and  the  relative  resistance  of  these 
during  several  years  has  been  found  constant  up  to  the  limits  of 
modem  accuracy. 

342.]  For  very  great  resistances,  such  as  several  millions  of 
Ohms,  the  wire  must  be  either  very  long  or  very  thin,  and  the 
construction  of  the  coil  is  expensive  and  difficult.  Hence  tellurium 
and  selenium  have  been  proposed  as  materials  for  constructing 
standards  of  great  resistance.  A  very  ingenious  and  easy  method 
of  construction  has  been  lately  proposed  by  Phillips  ♦.  On  a  piece 
of  ebonite  or  ground  glass  a  fine  pencil-line  is  drawn.  The  ends 
of  this  filament  of  plumbago  are  connected  to  metallic  electrodes^ 
and  the  whole  is  then  covered  with  insulating  varnish.  If  it 
should  be  found  that  the  resistance  of  such  a  pencil-line  remains 
constant,  this  will  be  the  best  method  of  obtaining  a  resistance  of 
several  millions  of  Ohms. 

343.]  There  are  various  arrangements  by  which  resistance  coils 
may  be  easily  introduced  into  a  circuit. 

For  instance,  a  series  of  coils  of  which  the  resistances  are  1,  2, 
4,  8,  16,  &c.,  arranged  according  to  the  powers  of  2,  may  be  placed 
in  a  box  in  series. 


^nn 


The  electrodes  consist  of  stout  brass  plates,  so  arranged  on  the 
outside  of  the  box  that  by  inserting  a  brass  plug  or  wedge  between 
♦  Pm.  Mag,,  July,  1870. 
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two  of  them  as  a  shunt,  the  resistance  of  the  corresponding  coil 
may  be  put  oat  of  the  circuit.  This  arrangement  was  introduced 
bj  Siemens. 

Each  interval  between  the  electrodes  is  marked  with  the  resist- 
ance of  the  corresponding  coil^  so  that  if  we  wish  to  make  the 
resistance  box  equal  to  107  we  express  107  in  the  binary  scale  as 
64  +  32  +  8  +  2  +  1  or  1101011.  We  then  take  the  plugs  out 
of  the  holes  corresponding  to  64^  32,  8,  2  and  1,  and  leave  the 
plugs  in  16  and  4. 

This  method,  founded  on  the  binary  scale,  is  that  in  which  the 
smallest  number  of  separate  coils  is  needed,  and  it  is  also  that 
which  can  be  most  readily  tested.  For  if  we  have  another  coil 
equal  to  1  we  can  test  the  equality  of  1  and  1^,  then  that  of  1  +  l' 
and  2,  then  that  of  1  + 1'  +  2  and  4,  and  so  on. 

The  only  disadvantage  of  the  arrangement  is  that  it  requires 
a  familiarity  with  the  binary  scale  of  notation^  which  is  not 
generally  possessed  by  those  accustomed  to  express  every  number 
in  the  decimal  scale. 

844.]  A  box  of  resistance  coils  may  be  arranged  in  a  different 
way  for  the  purpose  of  mea- 
suring conductivities  instead  of 
resistances. 

The  coils  are  placed  so  that 
one  end  of  each  i&  connected 
with  a  long  thick  piece  of 
metal  which  forms  one  eleo* 
trode  of  the  box,  and  the  other 
end  is  connected  with  a  stout  piece  of  brass  plate  as  in  the  former 
case. 

The  other  electrode  of  the  box  is  a  long  brass  plate,  such  that 
by  inserting  brass  plugs  between  it  and  the  electrodes  of  the  coils 
it  may  be  connected  to  the  first  electrode  through  any  given  set  of 
coils.  The  conductivity  of  the  box  is  then  the  sum  of  the  con- 
ductivities of  the  coils. 

In  the  figure,  in  which  the  resistances  of  the  coils  are  1  j  2, 4,  &c., 
and  the  plugs  are  inserted  at  2  and  8,  the  conductivity  of  the 
box  is  i  + 1^  =s  f  ^  and  the  resistance  of  the  box  is  therefore  f 
or  1.6. 

This  method  of  combining  resistance  coils  for  the  measurement 
of  fractional  resistances  was  introduced  by  Sir  W.  Thomson  under 
the  name  of  the  method  of  multiple  arcs.     See  Art.  276. 


^r^ 


Fig.  80. 
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Oil  the  Comparison  ^Resistances, 

345.]  If  E  is  the  electromotive  force  of  a  battery,  and  B  the 
resistance  of  the  battery  and  its  connexions,  including  the  galvan- 
ometer used  in  measuring  the  current,  and  if  the  strei^h  of  the 
current  is  /  when  the  battery  connexions  are  closed,  and  Iij  I^ 
when  additional  resistances  r^,  fg  ^^^  introduced  into  the  circuit, 
then,  by  Ohm's  Lawj 

E^IRr^  I,{R^r^)  =  I^(R+r,). 

Eliminating  E,  the  electromotive  force  of  the  battery,  and  R 
the  resistance  of  the  battery  and  its  connexions,  we  get  Ohm's 
formula  r^  ^  {I-^h 

This  method  requires  a  measurement  of  the  ratios  of  /,  I^  and  /g, 
and  this  implies  a  galvanometer  graduated  for  absolute  mea- 
surements. 

If  the  resistances  r^  and  r^  are  equals  then  i^  and  I^  are  equal, 
and  we  can  test  the  equality  of  currents  by  a  galvanometer  which 
is  not  capable  of  determining  their  ratios. 

But  this  is  rather  to  be  taken  as  an  example  of  a  faulty  method 
than  as  a  practical  method  of  determining  resistance.  The  electro- 
motive force  E  cannot  be  maintained  rigorously  constant,  and  the 
internal  resistance  of  the  battery  is  also  exceedingly  variable,  so 
that  any  methods  in  which  these  are  assumed  to  be  even  for  a  short 
time  constant  are  not  to  be  depended  on. 

346.]  The  comparison  of  resistances  can  be  made  with  extreme 


accuracy  by  either  of  two  methods,  in  which  the  result  is  in- 
dependent of  variations  of  R  and  E. 
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The  first  of  these  methods  depends  on  the  use  of  the  difierential 
galvanometer,  an  instrument  in  which  there  are  two  coils,  the 
currents  in  which  are  independent  of  each  other,  so  that  when 
the  currents  are  made  to  flow  in  opposite  directions  they  act  in 
opposite  directions  on  the  needle,  and  when  the  ratio  of  these 
currents  is  that  ot  m  to  »  thej  have  no  resultant  effect  on  the 
galvanometer  needle. 

Let  /|,  Jg  be  the  currents  through  the  two  coils  of  the  galvan- 
ometer, then  the  deflexion  of  the  needle  may  be  written 

Now  let  the  battery  current  /  be  divided  between  the  coils  of 
the  galvanometer,  and  let  resistances  A  and  £  be  introduced  into 
the  first  and  second  coils  respectively.  Let  the  remainder  of  the 
resistance  of  the  coils  and  their  connexions  be  a  and  /3  respect- 
ively, and  let  the  resistance  of  the  battery  and  its  connexions 
between  C  and  Dhe  r,  and  its  electromotive  force  K 

Then  we  find,  by  Ohm's  Law,  for  the  diflerence  of  potentials 
between  C  and  27, 

and  since  -^i+-^2  =  ^9 

T        will  T        1^^  +  ^  7-       jp  ^+a+-g+)3 

where  D  =  {A-^a){B-i'0)+r(A  +  a-hJB+p). 

The  deflexion  of  the  galvanometer  needle  is  therefore 

and  if  there  is  no  observable  deflexion,  then  we  know  that  the 
quantity  enclosed  in  brackets  cannot  difier  from  zero  by  more  than 
a  certain  small  quantity,  depending  on  the  power  of  the  battery, 
the  suitableness  of  the  arrangement,  the  delicacy  of  the  galvano- 
meter, and  the  accuracy  of  the  observer. 

Suppose  that  B  has  been  adjusted  so  that  there  is  no  apparent 
deflexion. 

Now  let  another  conductor  A^  be  substituted  for  Ay  and  let 
A^  be  adjusted  till  there  is  no  apparent  deflexion*  Then  evidently 
to  a  first  approximation  Af=  A. 

To  ascertain  the  degree  of  accuracy  of  this  estimate,  let  the 
altered  quantities  in  the  second  observation  be  accented,  then 

VOL.  I.  r  f 
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m{£+p)^n(jt  +  a)=^,b\ 


E 

E. 

E' 


J9     ly 

Hence  « (^'— -^)  ^^^'^W^' 

If  h  and  y,  instead  of  being  both  apparently  zero^  had  been  only 
observed  to  be  equals  then,  unless  we  also  could  assert  that  ^  =  ^, 
the  right-hand  side  of  the  equation  might  not  be  zero.  In  fisict, 
the  method  would  be  a  mere  modification  of  that  already  described. 

The  merit  of  the  method  consists  in  the  fact  that  the  thing 
observed  is  the  absence  of  any  deflexion,  or  in  other  words,  the 
method  is  a  Null  method,  one  in  which  the  non-existence  of  a  force 
is  asserted  from  an  observation  in  which  the  force,  if  it  had  been 
different  from  zero  by  more  than  a  certain  small  amount^  would 
have  produced  an  observable  effect. 

.  Null  methcds  are  of  great  value  where  they  can  be  employed,  but 
they  can  only  be  employed  where  we  can  cause  two  equal  and 
opposite  quantities  of  the  same  kind  to  enter  into  the  experiment 
together. 

In  the  case  before  us  both  h  and  ^  are  quantities  too  small  to  be 
observed,  and  therefore  any  change  in  the  value  of  E  vriU  not  affect 
the  accuracy  of  the  result. 

The  actual  degree  of  accuracy  of  this  method  might  be  aseer* 
tained  by  making  a  number  of  observations  in  each  of  which  A^ 
is  separately  adjusted,  and  comparing  the  result  of  each  observation 
with  the  mean  of  the  whole  series. 

But  by  putting  A'  out  of  adjustment  by  a  known  quantity,  as, 
for  instance,  by  inserting  at  il  or  at  ^  an  additional  resistance 
equal  to  a  hundredth  part  of  A  or  of  J?,  and  then  observing 
the  resulting  deviation  of  the  galvanometer  needle,  we  can  estimate 
the  number  of  degrees  corresponding  to  an  error  of  one  per  cent. 
To  find  the  actual  degree  of  precision  we  must  estimate  the  smallest 
deflexion  which  could  not  escape  observation,  and  compare  it  with 
the  deflexion  due  to  an  error  of  one  per  cent. 

*  If  the  comparison  is  to  be  made  between  A  and  JB,  and  if  the 
positions  of  A  and  £  are  exchanged,  then  the  second  equation 
becomes 

*  This  investigation  is  taken  from  Weber'«  treatiBe  on  Galvanometrj.  GStlin^ 
Tranectctiona,  x.  p.  65. 
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D       jy 
whence  {m + «)  {B^-A)  =  -=-  a  —  =-  8'. 

If  m  and  n,  A  and  B^  a  and  ft  are  approximately  equal,  then 


-B-^  = 


1 


2it 


-g(^  +  a)(^  +  a+2r)(8-0- 


Here  8— 5' may  be  taken  to  be  the  smallest  observable  deflexion 
of  the  galvanometer. 

If  the  galvanometer  wire  be  made  longer  and  thinner^  retaining 
the  same  total  mass^  then  n  will  vary  as  the  length  of  the  wire 
and  a  as  the  square  of  the  length.    Hence  there  will  be  a  minimum 

value  of '-^ ^  when 

n 

If  we  suppose  r,  the  battery  resistance,  small  compared  with  A^ 
this  gives  a=M; 

or,  the  resistance  of  each  coil  of  the  galvanometer  should  be  one-third 
of  the  resistance  to  be  measured. 
We  then  find  qJ2 

If  we  allow  the  current  to  flow  through  one  only  of  the  coils 
of  the  galvanometer,  and  if  the  deflexion  thereby  produced  is  A 
(supposing  the  deflexion  strictly  proportional  to  the  deflecting 
force),  then 

mH  SnB.^         ^      ,  1   , 

A  =  -J-; — —  =  --  -^  if  r  =  0  and  a  =  -^, 
A  +  a+r      4-4  3 

Hence  — - —  =  -  — ;:—  • 

A  3     A 

In  the  diflPerential  galvanometer  two  currents  are  made  to 
produce  equal  and  opposite  effects  on  the  suspended  needle.  The 
force  with  which  either  current  acts  on  the  needle  depends  not 
only  on  the  strength  of  the  current,  but  on  the  position  of  the 
windings  of  the  wire  with  respect  to  the  needle.  Hence,  unless 
the  coil  is  very  carefully  wound,  the  ratio  of  «i  to  «  may  change 
when  the  position  of  the  needle  is  changed,  and  therefore  it  is 
necessary  to  determine  this  ratio  by  proper  methods  during  each 

yfa 
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course  of  experiments  if  any  alteration  of  the  position  of  the  needle 
is  suspected. 

The  other  null  method,  in  which  Wheatstone's  Bridge  is  used, 
requires  only  an  ordinary  galvanometer,  and  the  observed  zero 
deflexion  of  the  needle  is  due,  not  to  the  opposing  action  of  two 
currents,  but  to  the  non-existence  of  a  current  in  the  wire.  Hence 
we  have  not  merely  a  null  deflexion,  but  a  null  current  as  the 
phenomenon  observed,  and  no  errors  can  arise  from  want  of 
regularity  or  change  of  any  kind  in  the  coils  of  the  galvanometer. 
The  galvanometer  is  only  required  to  be  sensitive  enough  to  detect 
the  existence  and  direction  of  a  current,  without  in  any  way 
determining  its  value  or  comparing  its  value  with  that  of  another 
current. 

347.]  Wheatstone's  Bridge  consists  essentially  of  six  conductors 
connecting  four  points.  An  electromotive 
force  E  is  made  to  act  between  two  of  the 
points  by  means  of  a  voltaic  battery  in- 
troduced between  £  and  C  The  current 
between  the  other  two  points  0  and  A  is 
measured  by  a  galvanometer. 

Under  certain  circumstances  this  current 
becomes  zero.  The  conductors  JBCxad  OA 
are  then  said  to  be  conjugate  to  each  other, 
which  implies  a  certain  relation  between  the  resistances  of  the 
other  four  conductors,  and  this  relation  is  made  use  of  in  measuring 
resistances. 

If  the  current  in  OA  is  zero^  the  potential  at  0  must  be  equal 
to  that  at  A.  Now  when  we  know  the  potentials  at  B  and  C  we 
can  determine  those  at  0  and  A  by  the  rule  given  in  Art.  275^ 
provided  there  is  no  current  in  OA^ 

^      £y+Cp         .      Bb  +  Ce 

whence  the  condition  is  i^^^y^ 

where  i,  <?,  /3,  y  are  the  resistances  in  C4,  AB^  BOy  and  OC  re- 
spectively. 

To  determine  the  degree  of  accuracy  attainable  by  this  method 
we  must  ascertain  the  strength  of  the  current  in  OA  when  this 
condition  is  not  fulfilled  exactly. 

Let  A,  By  C  and  0  be  the  four  points.  Let  the  currents  along 
BCf  CA  and  AB  be  w,  y  and  z,  and  the  resistances  of  these 
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eondactoTs  a,  b  and  e.  Let  the  currents  along  OAy  OB  and  OC  be 
i,  rj,  C  A^d  ^^®  resistances  a,  /3  and  y.  Let  an  electromotive  force 
I!  act  along  SC.    Required  the  current  ^  along  OA. 

Let  the  potentials  at  the  points  A,  By  C  and  0  be  denoted 
hj  the  symbols  itf,  £,  C  and  0.     The  equations  of  conduction  are 

by  =  C7- J,  /Si,  =  0- J, 

with  the  equations  of  continuity 

f +y-^  =  0, 
ij  +  xr— a?  =  0, 

By  considering  the  system  as  made  up  of  three  circuits  OBC, 
OCA  and  OAB^  in  which  the  currents  are  96^  if,  z  respectively,  and 
applying  Kirchhoff's  rule  to  each  cycle,  we  eliminate  the  values 
of  the  potentials  0^  A,  B,  C,  and  the  currents  f,  17,  C,  and  obtain  the 
follo\ying  equations  for  x,  y  and  z^ 

(a+i3+y)aT-yy  ^^z  =  ^, 

— y»      ^'iji'\-y'\'<j)y—f3iz  =0, 


Hence,  if  we  put 


B^ 


«+)3+y       -y         -i3 

— y       4  +  y+a         — o 
— )3  — o         e  +  a+/3 


we  find  f  =  2j  (*^-<?y)i 

and  «=  ^{(*+y)(^+/3)  +  a(*  +  <?+i3+y)}. 

848.]  The  value  of  B  may  be  expressed  in  the  symmetrical  form, 
D=a5c  +  i(?()3+y)+Ctf(y+a)+tfi(a  +  i8)  +  (a  +  J  +  c)(i3y  +  ya+o)3) 
or,  since  we  suppose  the  battery  in  the  conductor  a  and  the 
gfalvanometer  in  a,  we  may  put  B  the  battery  resistance  for  a  and 
G  the  galvanometer  resistance  for  a.    We  then  find 

+  G^(i+^)(i8  +  y)  +  fc()3-hy)+/3y(J  +  e), 

If  the  electromotive  force  M  were  made  to  act  along  OAy  the 
resistance  of  OA  beingstill  a,  and  if  the  galvanometer  were  placed 
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in  BC,  the  resistance  of  BC  being  still  ^,  then  the  value  of  D 
would  remain  the  same,  and  the  current  in  BC  due  to  the  electro- 
motive force  E  acting  along  OA  would  be  equal  to  the  current 
in  OA  due  to  the  electromotive  force  E  acting  in  BC. 

But  if  we  simply  disconnect  the  battery  and  the  galvanometer, 
and  without  altering  their  respective  resistances  connect  the  battery 
to  0  and  A  and  the  galvanometer  to  S  and  C,  then  in  the  value  of 
D  we  must  exchange  the  values  of  B  and  G.  li  1/  he  the  value 
of  D  after  this  exchange,  we  find 

i)«iy  =  ((?-5){(i+c)(/3+y)--(«+y)(^+c)}, 

Let  us  suppose  that  the  resistance  of  the  galvanometer  is  greater 
than  that  of  the  battery. 

Let  us  also  suppose  that  in  its  original  position  the  galvanometer 
connects  the  junction  of  the  two  conductors  of  least  resistance  )3,  y 
with  the  junction  of  the  two  conductors  of  greatest  resistance  d,  c, 
or,  in  other  wordsj  we  shall  suppose  that  if  the  quantities  i,  c,  y,  fi 
are  arranged  in  order  of  magm'tude,  b  and  c  stand  together,  and 
y  and  ^  stand  together.  Hence  the  quantities  i— j8  and  <?— y  are 
of  the  same  sign,  so  that  their  product  is  positive^  and  therefore 
B^If  is  of  the  same  sign  as  ^—  G. 

If  therefore  the  galvanometer  is  made  to  connect  the  junction  of 
the  two  greatest  resistances  with  that  of  the  two  leasts  and  if 
the  galvanometer  resistance  is  greater  than  that  of  the  battery, 
then  the  value  of  B  will  be  less,  and  the  value  of  the  deflexion 
of  the  galvanometer  greater,  than  if  the  connexions  are  exchanged. 

The  rule  therefore  for  obtaining  the  greatest  galvanometer  de- 
flexion in  a  given  system  is  as  follows : 

Of  the  two  resistances,  that  of  the  battery  and  that  of  the 
galvanometer,  connect  the  greater  resistance  so  as  to  join  the  two 
greatest  to  the  two  least  of  the  four  other  resistances. 

349.]  We  shall  suppose  that  we  have  to  determine  the  ratio  of 
the  resistances  of  the  conductors  AB  and  AC^  and  that  tbis  is  to  be 
done  by  finding  a  point  0  on  the  conductor  BOC^  such  that  when 
the  points  A  and  0  are  connected  by  a  wire,  in  the  course  of  which 
a  galvanometer  is  inserted,  no  sensible  deflexion  of  the  galvano- 
meter needle  occurs  when  the  battery  is  made  to  act  between  B 
and  C. 

The  conductor  BOC  may  be  supposed  to  be  a  wire  of  uniform 
resistance  divided  into  equal  parts,  so  that  the  ratio  of  the  resist- 
ances of  BO  and  OC  may  be  read  off  at  once. 
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Instead  of  the  whole  conductor  being  a  uniform  wire,  we  may 
make  the  part  near  0  of  such  a  wire,  and.  the  parts  on  each  side 
may  be  coils  of  any  form^  the  resistance  of  which  is  accurately 
known. 

We  shall  now  use  a  different  notation  instead  of  the  symmetrical 
notation  with  which  we  commenced* 

Let  the  whole  resistance  of  BAC  be  R. 

Let  c  =  mR  and  i  =  (1  — »»)  R. 

Let  the  whole  resistance  of  BOC  be  8. 

Let  /3  =  «5  and  y  =  (1  — w)  8. 

The  value  of  n  is  read  off  directly^  and  that  of  m  is  deduced  from 
it  when  there  is  no  sensible  deviation  of  the  galvanometer. 

Let  the  resistance  of  the  battery  and  its  connexions  be  B,  and 
that  of  the  galvanometer  and  its  connexions  0, 

We  find  as  before 

I>=  G{BR+BS'\'RS]+m{\^m)E^{B-\^8)'\-n{l^n)8^{B-k-R) 
^•(m+n^2mn)  BRSf 

and  if  ^  is  the  current  in  the  galvanometer  wire 
^      ER8  f         V 

In  order  to  obtain  the  most  accurate  results  we  must  make  the 
deviation  of  the  needle  as  great  as  possible  compared  with  the  value 
of  (n-^m).  This  may  be  done  by  properly  choosing  the  dimensions 
of  the  galvanometer  and  the  standard  resistance  wire. 

It  will  be  shewn,  when  we  come  to  Galvanometry,  Art.  716, 
that  when  the  form  of  a  galvanometer  wire  is  changed  while 
its  mass  remains  constant,  the  deviation  of  the  needle  for  unit 
current  is  proportional  to  the  length,  but  the  resistance  increases 
as  the  square  of  the  length.  Hence  the  maximum  deflexion  is 
shewn  to  occur  when  the  resistance  of  the  galvanometer  wire  is 
equal  to  the  constant  resistance  of  the  rest  of  the  circuit. 

In  the  present  case,  if  8  is  the  deviation^ 

where  C  is  some  constant^  and  0  is  the  galvanometer  resistance 
which  varies  as  the  square  of  the  length  of  the  wire.  Hence  we 
find  that  in  the  value  of  I),  when  d  is  a  maximum^  the  part 
involving  G  must  be  made  equal  to  the  rest  of  the  expression. 

If  we  also  put  i»  =  «,  as  is  the  case  if  we  have  made  a  correct 
observation,  we  find  the  best  value  of  (?  to  be 
G  =  »(l-»)(5+iS), 
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This  result  is  easily  obtained  by  considering  the  resistance  from 
^  to  0  througb  the  system,  remembering  that  BC^  being  conjngate 
to  JO,  has  no  effect  on  this  resistance. 

In  the  same  way  we  should  find  that  if  the  total  area  of  the 
acting  surfaces  of  the  battery  is  given,  the  most  adyantageous 
arrangement  of  the  battery  is  when 

R8 


5  = 


R^-S 


Finally,  we  shall  determine  the  value  of  8  such  that  a  given 
change  in  the  value  of  n  may  produce  the  greatest  galvanometer 
deflexion.    By  differentiating  the  expression  for  f  we  find 


B+R\^  n{\^.ny 
If  we  have  a  great  many  determinations  of  resistanee  to  make 
in  which  the  actual  resistance  has  nearly  the  same  value,  then  it 
may  be  worth  while  to  prepare  a  galvanometer  and  a  battery  for 
this  purpose.     In  this  case  we  find  that  the  best  arrangement  is 

5  =  jB,        B^\R,         6  =  2«(1-«)JZ, 
and  if  «  =  i,  G  =  \R. 

On  the  Use  of  WheaMone^s  Bridge. 

350.]  We  have  already  explained  the  general  theory  of  Wheat- 
stone's  Bridge,  we  shall  now  consider  some  of  its  applications. 


Fig.  83. 

The  comparison  which  can  be  effected  with  the  greatest  exact- 
ness is  that  of  two  equal  resistances. 
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Let  us  suppose  that  j9  is  a  standard  resistance  coil,  and  that 
we  wish  to  adjust  y  to  be  equal  in  resistance  to  p. 

Two  other  coils,  b  and  c,  are  prepared  which  are  equal  or  nearly 
equal  to  each  other,  and  the  four  coils  are  placed  with  their  electrodes 
in  mercury  cups  so  that  the  current  of  the  battery  is  divided 
between  two  branches,  one  consisting  of  j3  and  y  and  the  other 
of  b  and  e.  The  coils  b  and  e  are  connected  by  a  wire  PR,  as 
uniform  in  its  resistance  as  possible^  and  furnished  with  a  scale 
of  equal  parts. 

The  galvanometer  wire  connects  the  junction  of  y9  and  y  with 
a  point  Q  of  the  wire  PB,  and  the  point  of  contact  at  Q  is  made 
to  vary  till  on  closing  first  the  battery  circuit  and  then  the 
galvanometer  circuit,  no  deflexion  of  the  galvanometer  needle  is 
observed. 

The  coils  fi  and  y  are  then  made  to  change  places,  and  a  new 
position  is  found  for  Q.  If  this  new  position  is  the  same  as  the 
old  one,  then  we  know  that  the  exchange  of  /3  and  y  has  produced 
no  change  in  the  proportions  of  the  resistances,  and  therefore  y 
is  rightly  adjusted.  If  Q  has  to  be  moved,  the  direction  and 
amount  of  the  change  will  indicate  the  nature  and  amount  of  the 
alteration  of  the  length  of  the  wire  of  y,  which  will  make  its 
resistance  equal  to  that  of  j9. 

If  the  resistances  of  the  coils  b  and  c,  each  including  part  of  the 
wire  PB  up  to  its  zero  reading,  are  equal  to  that  of  b  and  c 
divisions  of  the  wire  respectively,  then,  if  a  is  the  scale  reading 
of  Q  in  the  first  case,  and  y  that  in  the  second, 


c  + 


»  _^         c-^y  _y 


77' 


b^x      y  4— y       P 

whence  >!  =  i  +  (^Ifl^Z^ . 

whence  j8*  "  ^  +  (c+<r)(6-y) 

Since  b—y  is  nearly  equal  to  c  +  ar,  and  both  are  great  with 
respect  to  a?  or  jf,  we  may  write  this 

When  y  is  adjusted  as  well  as  we  can,  we  substitute  for  b  and  c 
other  coils  of  (say)  ten  times  greater  resistance. 

The  remaining  difference  between  )8  and  y  will  now  produce 
a  ten  times  greater  difference  in  the  position  of  Q  than  with  the 
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original  coils  b  and  c^  and  in  this  way  we  can  continnallj  increase 
the  accoracy  of  the  comparison. 

The  adjustment  by  means  of  the  wire  with  sliding  contact  piece 
is  more  quickly  made  than  by  means  of  a  resistance  box,  and  it  is 
capable  of  continuous  variation. 

The  battery  must  never  be  introduced  instead  of  the  galvano- 
meter into  the  wire  with  a  sliding  contact^  for  the  passage  of  a 
powerful  current  at  the  point  of  contact  would  injure  the  surface 
of  the  wire.  Hence  this  arrangement  is  adapted  for  the  case  in 
which  the  resistance  of  the  galvanometer  is  greater  than  that  of  the 
battery. 

When  y,  the  resistance  to  be  measured,  a  the  resistance  of  the 
battery,  and  a  the  resistance  of  the  galvanometer,  are  given,  the 
best  values  of  the  other  resistances  have  been  shewn  by  Mr.  Oliver 
Heaviside  (Phil.  Mag.  Feb.  1873)  to  be 

c  =  \/aa, 


o  +  y 


On  the  Measurement  of  Small  Eesistances. 

851.]  When  a  short  and  thick  conductor  is  introduced  into  a 

circuit  its  resistance  is   so   small   compared  with  the   resistance 

occasioned  by  unavoidable  faults  in  the  connexions,  such  as  want 

of  contact  or  imperfect  soldering,  that  no  correct  value  of  the 

resistance  ban  be  deduced  from  experi- 
ments made  in  the  way  described  above. 
The    object    of  such  experiments    is 
generally  to  determine  the  specific   re- 
sistance of  the  substance,  and  it  is  re- 
sorted to  in  cases  when  the  substance 
cannot  be  obtained  in  the  form  of  a 
long  thin  wire,  or  when  the  resistance 
to  transverse  as  well  as  to  longitudinal 
conduction  has  to  be  measured. 
Sir  W.  Thomson  *  has  described  a  method  applicable  to  such 
cases,  which  we  may  take  as  an  example  of  a  system  of  nine 
conductors. 

•  Proe.  R.  8„  June  6, 1861. 


Fig.  84. 
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The  most  important  part  of  th^  method  consists  in  measuring 
the  resistance,  not  of  the  whole  length  of  the  conductor,  but  of 
the  part  between  two  marks  on  the  conductor  at  some  little  dis- 
tance from  its  ends. 

The  resistance  which  we  wish  to  measure  is  that  experienced 
by  a  current  whose  intensity  is  uniform  in  any  section  of  the 
conductor,  and  which  flows  in  a  direction  parallel  to  its  axis. 
Now  close  to  the  extremities,  when  the  current  is  introduced 
by  means  of  electrodes,  either  soldered,  amalgamated,  or  simply 
pressed  to  the  ends  of  the  conductor,  there  is  generally  a  want  of 
uniformity  in  the  distribution  of  the  current  in  the  conductor. 
At  a  short  distance  from  the  extremities  the  current  becomes 


c 


(> 


^ 


Fig.  35. 
sensibly   uniform.    The   student   may  examine   for   himself  the 
investigation  and  the  diagrams  of  Art.  193,  where  a  current  is 
introduced  into  a  strip  of  metal  with  parallel  sides  through  one 
of  the  sides,  but  soon  becomes  itself  parallel  to  the  sides. 

The  resistances  of  the  conductors  between  certain  marks  S^  S' 
and  T,  ^  are  to  be  compared. 

The  conductors  are  placed  in  series,  and  with  connexions  as 
perfectly  conducting  as  possible,  in  a  battery  circuit  of  small  resist- 
ance. A  wire  87T  is  made  to  touch  the  conductors  at  8  and  T, 
and  8'V'T'  is  another  wire  touching  them  at  8'  and  T\ 

The  galvanometer  wire  connects  the  points  Tand  V  of  these  wires. 

The  wires  8VT  and  8'V*T'  are  of  resistance  so  great  that  the 
resistance  due  to  imperfect  connexion  at  8,  T,  8^  or  T  may  be 
neglected  in  comparison  with  the  resistance  of  the  wire,  and  F,  V^ 
are  taken  so  that  the  resistances  in  the  branches  of  either  wire 
leading  to  the  two  conductors  are  nearly  in  the  ratio  of  the  resist- 
ances of  the  two  conductors. 

Calling  IT  and  F  the  resistances  of  the  conductors  88^  and  TT. 
,,      A  and  C  those  of  the  branches  5rand  FT. 
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Calling  P  and  R  those  of  the  branches  8'  P  and  V'T. 
„       Q  that  of  the  connecting  piece  8*T. 
„       B  that  of  the  battery  and  its  connexions. 
„       G  that  of  the  galvanometer  and  its  connexions. 
The   symmetry  of  the   system    may  be   understood  from   the 
skeleton  diagram.     Fig.  34. 

The  condition  that  B  the  battery  and  G  the  galvanometer  may 
be  conjugate  conductors  is,  in  this  case^ 

Now  the  resistance  of  the  connector  Q  is  as  small  as  we  can 
make  it.     If  it  were  zero  this  equation  would  be  reduced  to 

F      H 

and  the  ratio  of  the  resistances  of  the  conductors  to  be  compared 
would  be  that  of  £7  to  i^  as  in  Wheatstone's  Bridge  in  the  ordinary 
form. 

In  the  present  case  the  value  of  Q  is  small  compared  with  P 
or  with  iZ,  so  that  if  we  assume  the  points  T,  V  so  that  the  ratio 
of  72  to  (7  is  nearly  equal  to  that  of  P  to  ^,  the  last  term  of  the 
equation  will  vanish,  and  we  shall  have 

F'.HixC'.A. 

The  success  of  this  method  depends  in  some  degree  on  the  per- 
fection of  the  contact  between  the  wires  and  the  tested  conductors 
at  5,  5^,  T  and  T.  In  the  following  method,  employed  by  Messrs. 
Matthiessen  and  Hockin*,  this  condition  is  dispensed  with. 


Fig.  86. 
352.]   The  conductors  to  be  tested  are  arranged  in  the  manner 

*  Laboratory,    Matthieflsen  and  Hockin  on  AMoya, 
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already  described,  with  the  connexions  as  well  made  as  possible, 
and  it  is  required  to  compare  the  resistance  between  the  marks  S8' 
on  the  first  conductor  with  the  resistance  between  the  marks  T^Ton 
the  second. 

Two  conducting  points  or  sharp  edges  are  fixed  in  a  piece  of 
insulating  material  so  that  the  distance  between  them  can  be 
accurately  measured.  This  apparatus  is  laid  on  the  conductor  to 
be  tested,  and  the  points  of  contact  with  the  conductor  are  then 
at  a  known  distance  SS^.  Each  of  these  contact  pieces  is  connected 
with  a  mercury  cup,  into  which  one  electrode  of  the  galvanometer 
may  be  plunged. 

The  rest  of  the  apparatus  is  arranged,  as  in  Wheatstone's  Bridge, 
with  resistance  coils  or  boxes  A  and  C,  and  a  wire  PR  with  a 
sliding  contact  piece  Q,  to  which  the  other  electrode  of  the  galva- 
nometer is  connected. 

Now  let  the  galvanometer  be  connected  to  S  and  Q,  and  let 
Ai  and  C\  be  so  arranged,  and  the  position  of  Q  so  determined,  that 
there  is  no  current  in  the  galvanometer  wire. 

Then  we  know  that       XS     A^^-hPQ 
Sf^C^  +  QB 

where  X9,  PQ,  &c.  stand  for  the  resistances  in  these  conductors. 
From  this  we  get 

XS  _     ^i-hPQi 

Now  let  the  electrode  of  the  galvanometer  be  connected  to  8^, 
and  let  resistance  be  transferred  from  CtoA  (by  carrying  resistance 
coils  from  one  side  to  the  other)  till  electric  equilibrium  of  the 
galvanometer  wire  can  be  obtained  by  placing  Q  at  some  point 
of  the  wire,  say  Q^.  Let  the  values  of  C  and  A  be  now  C^  and  A^y 
and  let  A^+a^+PE  =  A^  +  C^+PE  =  E. 

Then  we  have,  as  before, 

xr"      E     ' 

Whence  ^^^H^l^M,. 

In  the  same  way,  placing  the  apparatus  on  the  second  conductor 
at  TT^  and  again  transferring  resistance,  we  get,  when  the  electrode 

isinr,  zr_  J3+PQ3 

XY^       E       ' 
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and  when  it  is  in  7, 

XT  _  J,+PQt 

xr~      R      ' 

mence  g-^An^+Ml. 

We  can  now  deduce  the  ratio  of  the  resistances  88*  and  TT^  for 

When  great  accuracy  is  not  required  we  may  dispense  with  the 
resistance  coils  J  and  C,  and  we  then  find 

The  readings  of  the  position  of  Q  on  a  wire  of  a  metre  in  length 
cannot  be  depended  on  to  less  than  a  tenth  of  a  millimetre^  and  the 
resistance  of  the  wire  may  vary  considerably  in  difierent  parts 
owing  to  inequality  of  temperature^  friction,  &c.  Hence^  when 
great  accuracy  is  required^  coils  of  considerable  resistance  are  intro- 
duced at  A  and  C^  and  the  ratios  of  the  resistances  of  these  coils 
can  be  determined  more  accurately  than  the  ratio  of  the  resistances 
of  the  parts  into  which  the  wire  is  divided  at  Q. 

It  will  be  observed  that  in  this  method  the  accuracy  of  the 
determination  depends  in  no  degree  on  the  perfection  of  the  con- 
tacts at  8,  8"  or  T,  T\ 

This  method  may  be  called  the  differential  method  of  using 
Wheatstone's  Bridge,  since  it  depends  on  the  comparison  of  ob- 
servations separately  made. 

An  essential  condition  of  accuracy  in  this  method  is  that  the 
resistance  of  the  connexions  should  continue  the  same  during  the 
course  of  the  four  observations  required  to  complete  the  deter- 
mination. Hence  the  series  of  observations  ought  always  to  be 
repeated  in  order  to  detect  any  change  in  the  resistances,  ~ 

On  the  Comparison  of  Great  Resistances, 

353.]  When  the  resistances  to  be  measured  are  very  great,  the 
comparison  of  the  potentials  at  different  points  of  the  system  may 
be  made  by  means  of  a  delicate  electrometer,  such  as  the  Quadrant 
Electrometer  described  in  Art.  219. 

If  the  conductors  whose  resistances  are;  to  be  measured  are  placed 
in  series,  and  the  same  current  passed  through  them  by  means  of  a 
battery  of  great  electromotive  force,  the  difference  of  the  potentials 
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at  the  extremities  of  each  conductor  will  be  proportional  to  the 
resistance  of  that  conductor.  Hence,  hj  connecting  the  electrodes 
of  the  electrometer  with  the  extremities^  first  of  one  conductor 
and  then  of  the  other,  the  ratio  of  their  resistances  may  be  de- 
termined. 

This  is  the  most  direct  method  of  determining  resistances.  It 
involves  the  use  of  an  electrometer  whose  readings  maybe  depended 
oUj  and  we  must  also  have  some  guarantee  that  the  current  remains 
constant  during  the  experiment. 

Four  conductors  of  great  resistance  may  also  be  arranged  as  in 
Wheatstone's  Bridge,  and  the  bridge  itself  may  consist  of  the 
electrodes  of  an  electrometer  instead  of  those  of  a  galvanometer. 
The  advantage  of  this  method  is  that  no  permanent  current  is 
required  to  produce  the  deviation  of  the  electrometer^  whereas  the 
galvanometer  cannot  be  deflected  unless  a  current  passes  through 
the  wire. 

854.]  When  the  resistance  of  a  conductor  is  so  great  that  the 
current  which  can  be  sent  through  it  by  any  available  electromotive 
force  is  too  small  to  be  directly  measured  by  a  galvanometer^  a 
condenser  may  be  used  in  oider  to  accumulate  the  electricity  for 
a  certain  time^  and  then,  by  discharging  the  condenser  through  a 
galvanometer,  the  quantity  accumulated  may  be  estimated.  This 
is  Messrs.  Bright  and  Clark's  method  of  testing  the  joints  of 
submarine  cables. 

855.]  But  the  simplest  method  of  measuring  the  resistance  of 
such  a  conductor  is  to  charge  a  condenser  of  great  capacity  and  to 
connect  its  two  surfaces  with  the  electrodes  of  an  electrometer 
and  also  with  the  extremities  of  the  conductor.  If  JB  is  the  dif- 
ference of  potentials  as  shewn  by  the  electrometer,  S  the  capacity 
of  the  condenser^  and  Q  the  charge  on  either  sur&ce,  R  the  resist- 
ance of  the  conductor  and  x  the  current  in  it,  then,  by  the  theory 
of  condensers,  Q  =-  SE. 

By  Ohm's  Law,  JE  =  Bx, 

and  by  the  definition  of  a  current, 

^ dQ 

dt' 

Hence  -Q^SS^, 

at 

t_ 

and  e  =  Qo^  ^> 

where  Qq  ^^  ^^'^  charge  at  first  when  ^  =  0. 
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JZ  = 


Similarly  E  =l  B^ e"^ 

where  E^  is  the  original  reading  of  the  electrometer,  and  E  the 
6ame  after  a  time  t.     From  this  we  find 

t 

^{loge-^o-log,^}  * 
which  gives  R  in  absolute  measure.    In  this  expression  a  knowledge 
of  the  value  of  the  unit  of  the  electrometer  scale  is  not  required. 

If  S,  the  capacity  of  the  condenser^  is  given  in  electrostatic 
measure  as  a  certain  number  of  metres^  then  S,  is  also  given  in 
electrostatic  measure  as  the  reciprocal  of  a  velocity. 

If  S*  is  given  in  electromagnetic  measure  its  dimensions  are 

y- ,  and  iZ  is  a  velocity. 

Since  the  condenser  itself  is  not  a  perfect  insulator  it  is  neoessaij 
to  make  two  experiments.  In  the  first  we  determine  the  resistance 
of  the  condenser  itself,  TZ^,  and  in  the  second,  that  of  the  condenser 
when  the  conductor  is  made  to  connect  its  surfaces.  Let  this  be  E^. 
Then  the  resistance,  £,  of  the  conductor  is  g^ven  by  the  equation 

R      Ri      Rq 
This  method  has  been  employed  by  MM.  Siemens. 

TAomson^s  *  Method  for  tie  Determination  of  the  Redstanee  of 
the  Galvanometer, 
856.]  An  arrangement  similar  to  Wheatstone's  Bridge  has  been 


%S9Ummmm»ttr 


Fig.  37. 

employed  with  advantage  by  Sir  W.  Thomson  in  determining  the 
•  l»roc.  JJ.  A,  Jan.  19, 1871. 
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resistance  of  the  galvanometer  when  in  actual  use.     It  was  sug- 
gested to  Sir  W.  Thomson  by  Mance's  Method.     See  Art.  357. 

Let  the  battery  be  placed,  as  before,  between  B  and  C  in  the 
figure  of  Article  347,  but  let  the  galvanometer  be  placed  in  CA 
instead  of  in  OA,  If  h^^cy  is  zero,  then  the  conductor  OA  is 
conjugate  to  BC^  and,  as  there  is  no  current  produced  in  OA  by  the 
battery  in  BCy  the  strength  of  the  current  in  any  other  conductor 
is  independent  of  the  resistance  in  OA.  Hence,  if  the  galvano- 
meter is  placed  in  CA  its  deflexion  will  remain  the  same  whether 
the  resistance  of  OA  is  small  or  great.  We  therefore  observe 
whether  the  deflexion  of  the  galvanometer  remains  the  same  when 
0  and  A  are  joined  by  a  conductor  of  small  resistance,  as  when 
this  connexion  is  broken,  and  if,  by  properly  adjusting  the  re- 
sistances of  the  conductors,  we  obtain  this  result,  we  know  that 
the  resistance  of  the  galvanometer  is 

where  (?,  y,  and  j8  are  resistance  coils  of  known  resistance. 

It  will  be  observed  that  though  this  is  not  a  null  method,  in  the 
sense  of  there  being  no  current  in  the  galvanometer,  it  is  so  in 
the  sense  of  the  fact  observed  being  the  negative  one,  that  the 
deflexion  of  the  g^alvanometer  is  not  changed  when  a  certain  con- 
tact is  made.  An  observation  of  this  kind  is  of  greater  value 
than  an  observation  of  the  equality  of  two  difierent  deflexions  of 
the  same  galvanometer,  for  in  the  latter  case  there  is  time  for 
alteration  in  the  strength  of  the  battery  or  the  sensitiveness  of 
the  galvanometer,  whereas  when  the  deflexion  remains  constant, 
in  spite  of  certain  changes  which  we  can  repeat  at  pleasure,  we  are 
sure  that  the  current  is  quite  independent  of  these  changes. 

The  determination  of  the  resistance  of  the  coil  of  a  galvanometer 
can  easily  be  efiected  in  the  ordinary  way  of  using  Wheatstone's 
Bridge  by  placing  another  galvanometer  in  OA.  By  the  method 
now  described  the  galvanometer  itself  is  employed  to  measure  its 
own  resistance. 

Mance^B*  Method  ofdetermininff  the  Resistance  of  the  Battery. 

857.]  The  measurement  of  the  resistance  of  a  battery  when  in 
action  is  of  a  much  higher  order  of  difllculty,  since  the  resistance 
of  the  battery  is  found  to  change  considerably  for  some  time  after 

*  Proc,  R.  S.,  Jan.  19, 1871. 
VOL.  I.  G  g 
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the  strength  of  the  current  through  it  is  changed.  In  many  of  the 
methods  commonly  used  to  measure  the  resistance  of  a  battery  such 
alterations  of  the  strength  of  the  current  through  it  occur  in  the 
course  of  the  operations,  and  therefore  the  results  are  rendered 
doubtful. 

In  Mance's  method^  which  is  free  from  this  objection,  the  battery 
is  placed  in  BC  and  the  galvanometer  in  CA,  The  connexion 
between  0  and  B  is  then  alternately  made  and  broken. 

Now  the  deflexion  of  the  galvanometer  needle  will  remain  un- 
altered, however  the  resistance  in  OB  be  changed,  provided  that 
OB  and  ^C  are  conjugate.  This  may  be  regarded  as  a  particular 
case  of  the  result  proved  in  Art.  347,  or  may  be  seen  directly  on 
the  elimination  of  z  and  /3  from  the  equations  of  that  article,  viz. 
we  then  have 

If  y  is  independent  of  x^  and  therefore  of  /3,  we  must  have 
aa  =z  cy.  The  resistance  of  the  battery  is  thus  obtained  in  terms 
of  c,  y,  a. 

When  the  condition  aa  =  cy  ia  fulfilled,  the  current  through 
the  galvanometer  is  then 


o" 


Ea  By 

or 


€b-\-a{a-^b  +  c)  ab  +  y(a+b-\-c) 

To  test  the  sensibility  of  the  method  let  us  suppose  that  the 
condition  cy=saa  is  nearly,  but  not  accurately,  fulfilled,  and  that 


Fig.  38. 

^0  is  the  current  through  the  galvanometer  when  0  and  B  are 
connected  by  a  conductor  of  no  sensible  resistance,  and  y^  the 
current  when  0  and  B  are  completely  disconnected. 

To  find  these  values  we  must  make  /3  equal  to  0  and  to  00  in  the 
general  formula  for  jf,  and  compare  the  results. 
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The  general  value  for  y  is 

T) ^' 

where  I)  denotes  the  same  expression  as  in  Art.  348.  Making  use 
of  the  values  of  y  given  above  we  can  then  easily  shew  that  the 
expressions  for  y^  and  y-^  are  approximately 

^  ,  g(gy-gg)  y^ 

^^    y(e+g)    B' 

and       y ^ ^  4r  • 

From  these  values  we  find 

yo— yi  _g       cy-^aa 
y  y  (c  +  a){a  +  y)' 

The  resistance,  c,  of  the  conductor  AB  should  be  equal  to  a, 
that  of  the  battery;  a  and  y  should  be  equal  and  as  small  as 
possible;  and  b  should  be  equal  to  g+y. 

Since  a  galvanometer  is  most  sensitive  when  its  deflexion  is 
small^  we  should  bring  the  needle  nearly  to  zero  by  means  of  fixed 
magnets  before  making  contact  between  0  and  JB, 

In  this  method  of  measuring  the  resistance  of  the  battery,  the 
current  in  the  galvanometer  is  not  in  any  way  interfered  with 
during  the  operation,  so  that  we  may  ascertain  the  resistance  of 
the  battery  for  any  given  strength  of  current  in  the  galvanometer 
so  as  to  determine  how  the  strength  of  the  current  afiPects  the 
resistance  *. 

If  y  ,is  the  current  in  the  galvanometer^  the  actual  current 
through  the  battery  is  (Bq  with  the  key  down  and  sTi  with  the 
key  up,  where 

y      y(g+c/  *      "^  v       g+y^ 

the  resistance  of  the  battery  is 

g 
and  the  electromotive  force  of  the  battery  is 

^  =  y(i+(?+^(«  +  y))- 

*  [Li  the  PhUotophieal  Magazine  for  1857.  voL  i.  pp.  516-625,  Mr.  Oliver  Lodge 
has  pointed  out  as  a  defect  in  Mance*B  method  that  as  the  electromotive  foioe  of  the 
battery  depends  upon  the  current  passing  through  the  battexy,  the  deflexion  of  the 
galvan(»neter  needle  cannot  be  the  same  in  the  two  cases  when  tiie  key  is  down  or  up, 
if  the  equation  00^:^7  is  true.  Mr.  Lodge  describes  a  modification  of  Mance's 
method  which  he  has  employed  with  success.] 

Gga 
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The  method  of  Art.  356  for  finding  the  resistance  of  the  galva- 
nometer differs  from  this  only  in  making  and  breaking  contact 
between  0  and  A  instead  of  between  0  and  -B,  and  by  exchanging 
a  and  fi  we  obtain  for  this  case 

y        y(^+^)0+y)' 

On  tie  Comparison  of  Electromotive  Forces. 

858.]  The  following  method  of  comparing  the  electromotive  forces 
of  voltaic  and  thermoelectric  arrangements,  when  no  current  passes 
through  them^  requires  only  a  set  of  resistance  coils  and  a  constant 
battery. 

Let  the  electromotive  force  E  of  the  battery  be  greater  than  that 
of  either  of  the  electromotors  to  be  compared,  then,  if  a  sufficient 


Fig.  89. 

resistance,  if^,  be  interposed  between  the  points  J^,  B^  of  the 
primary  circuit  EB^A^E^  the  electromotive  force  from  B^  to  A^^ 
may  be  made  equal  to  that  of  the  electromotor  E^^  If  the  elec- 
trodes of  this  electromotor  are  now  connected  with  the  points 
Ji,  By  no  current  will  flow  through  the  electromotor.  By  placing 
a  galvanometer  (r^  in  the  circuit  of  the  electromotor  E^^  and 
adjusting  the  resistance  between  A-^  and  B^y  till  the  galvanometer 
G^  indicates  no  current,  we  obtain  the  equation 

E^  =  RiC, 
where  R^  is  the  resistance  between  A^  and  B^y  and  C  is  the  strength 
of  the  current  in  the  primary  circuit. 

In  the  same  way,  by  taking  a  second  electromotor  E^  and  placing 
its  electrodes  at  A^^  and  B^^  so  that  no  current  is  indicated  by  the 
galvanometer  G^, 
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where  R^  is  the  resistance  between  ^2  ^^^  ^2*  If  the  observations 
of  the  galvanometers  G^  and  G^  are  simultaneous^  the  value  of  (7, 
the  current  in  the  primary  circuit,  is  the  same  in  both  equations, 
and  we  find 

J^i :  -Eg  •  •  -^  •  -Sa- 
in this  way  the  electromotive  force  of  two  electromotors  may  be 
compared.     The  absolute  electromotive  force  of  an  electromotor  may 
be  measured  either  electrostatically  by  means  of  the  electrometer, 
or  electromagnetically  by  means  of  an  absolute  galvanometer. 

This  method,  in  which,  at  the  time  of  the  comparison,  there 
is  no  current  through  either  of  the  electromotors,  is  a  modification 
of  Poggendorflf's  method,  and  is  due  to  Mr.  Latimer  Clark,  who 
has  deduced  the  following  values  of  electromotive  forces  : 


Concentrated 
•olation  of 

Volts. 

DanieU  I. 

Amalgamated  Zino  HSO4+   4  aq. 

CUSO4 

Copper     «1.07» 

n. 

t» 

HS04+12aq. 

CUSO4 

Copper     -=0.978 

Ill 

•                »» 

HS04+12aq. 

CuNO. 

Copper     "=1.00 

BuMen  I. 

>» 

»            »» 

HNO, 

Carbon     -1.964 

II. 

» 

ft           ft 

sp.  g.  1.  38 

Carbon     -» 1.888 

Grove 

tf 

HSO4+   4aq. 

HNO, 

Platinum  « 1.966 

A  Volt  it  an  electromotive  force  equal  to  100,000,000  tmits  of  the  ceniimetre-grammt- 
second  system. 
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ON  THE  ELECTRIC  BESISTANCB  OP  SUBSTANCES. 

359.]  There  are  three  classes  in  which  we  may  place  different 
substances  in  relation  to  the  passage  of  electricity  through  them. 

The  first  class  contains  all  the  metals  and  their  alloys,  some 
gulphurets,  and  other  compounds  containing  metals,  to  which  we 
must  add  carbon  in  the  form  of  gas-coke,  and  selenium  in  the 
crystalline  form. 

In  all  these  substances  conduction  takes  place  without  any 
decomposition,  or  alteration  of  the  chemical  nature  of  the  substance, 
either  in  its  interior  or  where  the  current  enters  and  leaves  the 
body.  In  all  of  them  the  resistance  increases  as  the  temperature 
rises. 

The  second  class  consists  of  substances  which  are  called  electro- 
lytes, because  the  current  is  associated  with  a  decomposition  of 
the  substance  into  two  components  which  appear  at  the  electrodes. 
As  a  rule  a  substance  is  an  electrolyte  only  when  in  the  liquid 
form^  though  certain  colloid  substances,  such  as  glass  at  lOO^'C, 
which  are  apparently  solid  ^  are  electrolytes.  It  would  appear  from 
the  experiments  of  Sir  B.  C.  Brodie  that  certain  gases  are  capable 
of  electrolysis  by  a  powerful  electromotive  force. 

In  all  substances  which  conduct  by  electrolysis  the  resistance 
diminishes  as  the  temperature  rises. 

The  third  class  consists  of  substances  the  resistance  of  which  is 
so  great  that  it  is  only  by  the  most  refined  methods  that  the 
passage  of  electricity  through  them  can  be  detected.  These  are 
called  Dielectrics.  To  this  class  belong  a  considerable  number 
of  solid  bodies,  many  of  which  are  electrolytes  when  melted)  some 
liquids,  such  as  turpentine^  naphtha^  melted  parafiin,  &c.^  and  all 
gases  and  vapours.  Carbon  in  the  form  of  diamond,  and  selenium 
in  the  amorphous  form^  belong  to  this  class. 

The  resistance  of  this  class  of  bodies  is  enormous  compared  with 
that  of  the  metals.     It  diminishes  as  the  temperature  rises.    It 


36o.]  RESISTANCE.  455 

is  difficult,  on  account  of  the  great  resistance  of  these  substances^ 
to  determine  whether  the  feeble  current  which  we  can  force  through 
them  is  or  is  not  associated  with  electrolysis. 

On  the  Electric  Semtance  ofMetale. 

360.]  There  is  no  part  of  electrical  research  in  which  more 
numerous  or  more  accurate  experiments  have  been  made  than  in 
the  determination  of  the  resistance  of  metals.  It  is  of  the  utmost 
importance  in  the  electric  telegraph  that  the  metal  of  which  the 
wires  are  made  should  have  the  smallest  attainable  resistance. 
Measurements  of  resistance  must  therefore  be  made  before  selecting 
the  materials.  When  any  fault  occurs  in  the  line^  its  position  is 
at  once  ascertained  by  measurements  of  resistance,  and  these  mea- 
surements, in  which  so  many  persons  are  now  employed^  require 
the  use  of  resistance  coils,  made  of  metal  the  electrical  properties 
of  which  have  been  carefully  tested. 

The  electrical  properties  of  metals  and  their  alloys  have  been 
studied  with  great  care  by  MM.  Matthiessen,  Vogt,  and  Hockin, 
and  by  MM.  Siemens,  who  have  done  so  much  to  introduce  exact 
electrical  measurements  into  practical  work. 

It  appears  from  the  researches  of  Dr.  Matthiessen^  that  the  effect 
of  temperature  on  the  resistance  is  nearly  the  same  for  a  considerable 
number  of  the  pure  metals,  the  resistance  at  lOO^C  being  to  that 
at  0°C  in  the  ratio  of  1.414  to  1,  or  of  100  to  70.7.  For  pure  iron 
the  ratio  is  1.645,  and  for  pure  thallium  1.458. 

The  resistance  of  metals  has  been  observed  by  Dr.  C.  W.  Siemens* 
-through  a  much  wider  range  of  temperature,  extending  from  the 
freezing  point  to  350°C,  and  in  certain  cases  to  lOOO^C.  He  finds 
that  the  resistance  increases  as  the  temperature  rises,  but  that  the 
rate  of  increase  diminishes  as  the  temperature  rises.  The  formula, 
which  he  finds  to  agree  very  closely  both  with  the  resistances 
observed  at  low  temperatures  by  Dr.  Matthiessen  and  with  his 
own  observations  through  a  range  of  1 000°C,  is 

where  T  is  the  absolute  temperature  reckoned  from  —273*^0,  and 
a,  /3,  y  are  constants.     Thus,  for 

Platinum r  =  0.039369  y*+ 0.00216407  7-0.2413, 

Copper r=  0.026577T*  +  0,0031443  7-0.22751, 

Iron r  =  0.072545  7^4  0.0038133  7-1.23971. 

*  Proc.  R.  S.,  April  27. 1871. 
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From  data  of  this  kind  the  temperature  of  a  furnace  may  be 
determined  by  means  of  an  observation  of  the  resistance  of  a 
platinum  wire  placed  in  the  furnace. 

Dr.  Matthiessen  found  that  when  two  metals  are  combined  to 
form  an  alloy,  the  resistance  of  the  alloy  is  in  most  cases  greater 
than  that  calculated  from  the  resistance  of  the  component  metals 
and  their  proportions.  In  the  case  of  alloys  of  gold  and  silver,  the 
resistance  of  the  alloy  is  greater  than  that  of  either  pure  gold  or 
pure  silver,  and,  within  certain  limiting  proportions  of  the  con- 
stituents, it  varies  very  little  with  a  slight  alteration  of  the  pro- 
portions. For  this  reason  Dr.  Matthiessen  recommended  an  alloy 
of  two  parts  by  weight  of  gold  and  one  of  silver  as  a  material 
for  reproducing  the  unit  of  resistance. 

The  effect  of  change  of  temperature  on  electric  resistance  is 
generally  less  in  alloys  than  in  pure  metals. 

Hence  ordinary  resistance  coils  are  made  of  Oerman  silver,  on 
account  of  its  great  resistance  and  its  small  variation  with  tem- 
perature. 

An  alloy  of  silver  and  platinum  is  also  used  for  standard  coils. 

361.]  The  electric  resistance  of  some  metals  changes  when  the 
metal  is  annealed;  and  until  a  wire  has  been  tested  by  being 
repeatedly  raised  to  a  high  temperature  without  permanently 
altering  its  resistance,  it  cannot  be  relied  on  as  a  measure  of 
resistance.  Some  wires  alter  in  resistance  in  course  of  time  without, 
having  been  exposed  to  changes  of  temperature.  Hence  it  is 
important  to  ascertain  the  specific  resistance  of  mercury,  a  metal 
which  being  fluid  has  always  the  same  molecular  structure,  and 
which  can  be  easily  purified  by  distillation  and  treatment  with 
nitric  acid.  Great  care  has  been  bestowed  in  determining  the 
resistance  of  this  metal  by  W.  and  C.  F.  Siemens,  who  introduced 
it  as  a  standard.  Their  researches  have  been  supplemented  by 
those  of  Matthiessen  and  Hockin. 

The  specific  resistance  of  mercury  was  deduced  from  the  observed 
resistance  of  a  tube  of  length  I  containing  a  weight  to  of  mercury, 
in  the  following  manner. 

No  glass  tube  is  of  exactly  equal  bore  throughout,  but  if  a  small 
quantity  of  mercury  is  introduced  into  the  tube  and  occupies  a 
length  A.  of  the  tube,  the  middle  point  of  which  is  distant  x  from 
one  end  of  the  tube,  then  the  area  6  of  the  section  near  this  point 

Q 

will  be  *  =  --,  where  C  is  some  constant. 

A 
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The  weight  of  mercury  which  fills  the  whole  tube  is 

where  n  is  the  number  of  points,  at  equal  distances  along  the 
tube,  where  \  has  been  measured,  and  p  is  the  mass  of  unit  of 
volume. 

The  resistance  of  the  whole  tube  is 

J  8  C     ^  '  n 

where  r  is  the  specific  resistance  per  unit  of  volume. 

Hence              wR^rp^ (A) 2  (-)  -^ , 
and  ^--l2 T" 

gives  the  specific  resistance  of  unit  of  volume. 

To  find  the  resistance  of  unit  of  length  and  unit  of  mass  we  must 
multiply  this  by  the  density. 

It  appears  from  the  experiments  of  Matthiessen  and  Hockin  that 
the  resistance  of  a  uniform  column  of  mercury  of  one  metre  in 
length,  and  weighing  one  gramme  at  0°C,  is  13.071  Ohms,  whence 
it  follows  that  if  the  specific  gravity  of  mercury  is  13.695,  the 
'  resistance  of  a  column  of  one  metre  in  length  and  one  square 
millimetre  in  section  is  0.96146  Ohms. 

362.]  In  the  following  table  R  is  the  resistance  in  Ohms  of  a 
column  one  metre  long  and  one  gramme  weight  at  0°C,  and  r  is 
the  resistance  in  centimetres  per  second  of  a  cube  of  one  centi- 
metre, according  to  the  experiments  of  Matthiessen  *. 


Specific 

gravity  R 

Silver 10.50       hard  drawn       0.1689 

Copper  ......    8.95       hard  drawn       0.1469 

Gold 19.27       hard  drawn       0.4150 

Lead 11.391         pressed  2.257 

Mercury 13.595  liquid  13.071 

Gold  2,  Silver  1 .  .15.218  hard  or  annealed  1.668 

Selenium  at  1 00°C  Crystalline  form 

*  Phn,  Mag.,  May.  1865. 


Percentage 
increment  of 
reedatance  for 
r      1°C  at  20°C. 

1609 

0.377 

1642 

0.388 

2154 

0.365 

19847 

0.387 

96146 

0.072 

10988 

0.065 

6x10^8 

1.00 
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On  tie  Electric  Resistance  of  Electrolytes, 

863.]  The  measarement  of  the  electric  resistance  of  electrolytes 
is  rendered  difficult  on  account  of  the  polarization  of  the  electrodes, 
which  causes  the  observed  difference  of  potentials  of  the  metallic 
electrodes  to  be  greater  than  the  electromotive  force  which  actually 
produces  the  current. 

This  difficulty  can  be  overcome  in  various  ways.  In  certain 
cases  we  can  get  rid  of  polarization  by  using  electrodes  of  proper 
material,  as,  for  instance^  zinc  electrodes  in  a  solution  of  sulphate 
of  zinc.  By  making  the  surfiace  of  the  electrodes  very  large  com- 
pared with  the  section  of  the  part  of  the  electrolyte  whose  resist- 
ance is  to  be  measured^  and  by  using  only  currents  of  short  duration 
in  opposite  directions  alternately,  we  can  make  the  measurements 
before  any  considerable  intensity  of  polarization  has  been  excited 
by  the  passage  of  the  current. 

Finally,  by  making  two  different  experiments,  in  one  of  which 
the  path  of  the  current  through  the  electrolyte  is  much  longer  than 
in  the  other,  and  so  adjusting  the  electromotive  force  that  the 
actual  current,  and  the  time  during  which  it  flows,  are  nearly  the 
same  in  each  case,  we  can  eliminate  the  effect  of  polarization 
altogether. 

864.]  In  the  experiments  of  Dr.  Paalzow  *  the  electrodes  were 
in  the  form  of  large  disks  placed  in  separate  flat  vessels  filled  with 
the  electrolyte,  and  the  connexion  was  made  by  means  of  a  long 
siphon  filled  with  the  electrolyte  and  dipping  into  both  vessels. 
Two  such  siphons  of  different  lengths  were  used. 

The  observed  resistances  of  the  electrolyte  in  these  siphons 
being  B-^  and  R,^^  the  siphons  were  next  filled  with  mercury,  and 
their  resistances  when  filled  with  mercury  were  found  to  be  R^ 
and  iZ./. 

The  ratio  of  the  resistance  of  the  electrolyte  to  that  of  a  mass 
of  mercury  at  O^'C  of  the  same  form  was  then  found  from  the 
formula  i?  —  72 

To  deduce  from  the  values  of  p  the  resistance  of  a  centimetre  in 
length  having  a  section  of  a  square  centimetre,  we  must  multiply 
them  by  the  value  of  r  for  mercury  at  0°C.     See  Art.  361. 

*  Berlin  Monatsherieht,  July,  1868. 
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The  results  g^ven  by  Paalzow  are  as  follow : — 

Mixtures  of  Sulphuric  Acid  and  Water. 


Temp. 


BesiBtance  compared 
with  mercury. 


HjSO^                    15T  96950 

H2SO4+    14H20 19T  14157 

H2SO4+    13H20 22°C  13310 

H2SO4+499H2O 22°C  184773 

Sulphate  of  Zinc  and  Water. 

ZnS04+    23H20 23*^0  194400 

ZnSO^H-   24H«0 23^C  191000 

Z11SO4+IO5H2O 23°C  354000 

Sulphate  of  Copper  and  Water. 

CUSO4+    45H20 22°C  202410 

CuSO^+lOSH^O 22''C  339341 

Sulphate  of  Magnesium  and  Water. 

MgS04+-34H20 22°C  199180 

MgS04+  107  H^O 22T  324600 

Hydrochloric  Acid  and  Water. 

HCl     +    15H20 23'^C  13626 

Ha     +500H«0 23°C  86679 

865.]  MM.  P.  Kohlrauseh  and  W.  A.  Nippoldt*  have  de- 
termined  the  resistance  of  mixtures  of  sulphuric  acid  and  water. 
They  used  alternating  magneto-electric  currents,  the  electromotive 
force  of  which  varied  from  \  to  ^V  ^^  ^^^  ^^  *  Grove's  cell,  and 
by  means  of  a  thermoelectric  copper-iron  pair  they  reduced  the 
electromotive  force  to  Tsijsjsjs  of  that  of  a  Grove's  cell.  They  found 
that  Ohm's  law  was  applicable  to  this  electrolyte  throughout  the 
range  of  these  electromotive  forces. 

The  resistance  is  a  minimum  in  a  mixture  containing  about  one- 
third  of  sulphuric  acid. 

The  resistance  of  electrolytes  diminishes  as  the  temperature 
increases.  The  percentage  increment  of  conductivity  for  a  rise  of 
1°C  is  given  in  the  following  table. 

*  Pogg.,  Ann,  ozzxviii.  p.  286,  Oct.  1869. 


460  RESISTANCE.  [366. 

Resistance  0/ Mixtures  of  SulpAuric  Acid  and  Water  at  22''C  in  terms 
of  Mercury  at  (PQ.     MM.  Kohlrausch  and  Nippoldt. 

-Roaiof-*,^  Percentage 

Spediic  gravity  Percentage  ^tSSt  increment  of 

at  18^6  ofH,S04  ft      \\  conductivity 

0.9985  0.0  746300  0.47 

1.00  0.2  465100  0.47 

1.0504  8.3  34530  0.653 

1.0989  14.2  18946  0.646 

1.1431  20.2  14990  0.799 

1.2045  28.0  13133  1.317 

1.2631  35.2  13132  1.259 

1.3163  41.6  14286  1.410 

1.3547  46.0  15762  1.674 

1.3994  50.4  17726  1.582 

1.4482  55.2  20796  1.417 

1.5026  60.3  25574  1.794 

Chi  the  Electrical  Besistance  of  Dielectrics, 

866.]  A  great  number  of  determinations  of  the  resistance  of 
gutta-percha,  and  other  materials  used  as  insulating  media,  in  the 
manufacture  of  telegraphic  cables,  have  been  made  in  order  to 
ascertain  the  value  of  these  materials  as  insulators. 

The  tests  are  generally  applied  to  the  material  after  it  has  been 
used  to  cover  the  conducting  wire,  the  wire  being  used  as  one 
electrode,  and  the  water  of  a  tank^  in  which  the  cable  is  plunged, 
as  the  other.  Thus  the  current  is  made  to  pass  through  a  cylin- 
drical coating  of  the  insulator  of  great  area  and  small  thickness. 

It  is  found  that  when  the  electromotive  force  begins  to  act,  the 
current,  as  indicated  by  the  galvanometer,  is  by  no  means  constant. 
The  first  eflPect  is  of  course  a  transient  current  of  considerable 
intensity,  the  total  quantity  of  electricity  being  that  required  to 
charge  the  surfaces  of  the  insulator  with  the  superficial  distribution 
of  electricity  corresponding  to  the  electromotive  force.  This  first 
current  therefore  is  a  measure  not  of  the  conductivity,  but  of  the 
capacity  of  the  insulating  layer. 

But  even  after  this  current  has  been  allowed  to  subside  the 
residual  current  is  not  constant,  and  does  not  indicate  the  true 
conductivity  of  the  substance.  It  is  found  that  the  current  con- 
tinues to  decrease  for  at  least  half  an  hour,  so  that  a  determination 
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of  the  resistance  dedaced  from  the  current  will  give  a  greater  value 
if  a  certain  time  is  allowed  to  elapse  than  if  taken  immediately  after 
applying  the  battery. 

Thus,  with  Hooper's  insulating  material  the  apparent  resistance 
at  the  end  of  ten  minutes  was  four  times,  and  at  the  end  of 
nineteen  hours  twenty-three  times  that  observed  at  the  end  of 
one  minute.  When  the  direction  of  the  electromotive  force  is 
reversed,  the  resistance  falls  as  low  or  lower  than  at  first  and  then 
gradually  rises. 

These  phenomena  seem  to  be  due  to  a  condition  of  the  gutta- 
percha, which,  for  want  of  a  better  name,  we  may  call  polarization, 
and  which  we  may  compare  on  the  one  hand  with  that  of  a  series 
of  Leyden  jars  charged  by  cascade,  and,  on  the  other,  with  Bitter's 
secondary  pile,  Art.  271. 

If  a  number  of  Leyden  jars  of  great  capacity  are  connected  in 
series  by  means  of  conductors  of  great  resistance  (such  as  wet 
cotton  threads  in  the  experiments  of  M.  Gaugain),  then  an  electro- 
motive force  acting  on  the  series  will  produce  a  current,  as  indicated 
by  a  galvanometer,  which  will  gradually  diminish  till  the  jars  are 
fully  charged. 

The  apparent  resistance  of  such  a  series  will  increase^  and  if  the 
dielectric  of  the  jars  is  a  perfect  insulator  it  will  increase  without 
limit.  If  the  electromotive  force  be  removed  and  connexion  made 
between  the  ends  of  the  series,  a  reverse  current  will  be  observed, 
the  total  quantity  of  which,  in  the  case  of  perfect  insulation,  will  be 
the  same  as  that  of  the  direct  current.  Similar  effects  are  observed 
in  the  case  of  the  secondary  pile,  with  the  difference  that  the  final 
insulation  is  not  so  good,  and  that  the  capacity  per  unit  of  surface 
is  immensely  greater. 

In  the  case  of  the  cable  covered  with  gutta-percha,  &c  ,  it  is  found 
that  after  applying  the  battery  for  half  an  hour,  and  then  con- 
necting the  wire  with  the  external  electrode,  a  reverse  current  takes 
place,  which  goes  on  for  some  time,  and  gradually  reduces  the 
system  to  its  original  state. 

These  phenomena  are  of  the  same  kind  with  those  indicated 
by  the  *  residual  discharge'  of  the  Leyden  jar,  except  that  the 
amount  of  the  polarization  is  much  greater  in  gutta-percha,  &c. 
than  in  glass. 

This  state  of  polarization  seems  to  be  a  directed  property  of  the 
material,  which  requires  for  its  production  not  only  electromotive 
force,  but  the  passage,  by  displacement  or  otherwise,  of  a  con- 
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siderable  quantltj  of  electricity,  and  this  passage  requires  a  con- 
siderable time.  When  the  polarized  state  has  been  set  up,  there 
is  an  internal  electromotive  force  acting  in  the  substance  in  the 
reverse  direction^  which  will  continue  till  it  has  either  produced 
a  reversed  current  equal  in  total  quantity  to  the  first,  or  till  the 
state  of  polarization  has  quietly  subsided  by  means  of  true  con- 
duction through  the  substance. 

The  whole  theory  of  what  has  been  called  residual  discharge, 
absorption  of  electricity,  electrification,  or  polarization,  deserves 
a  careful  investigation,  and  will  probably  lead  to  important  dis- 
coveries relating  to  the  internal  structure  of  bodies. 

367.]  The  resistance  of  the  greater  number  of  dielectrics  di- 
minishes as  the  temperature  rises. 

Thus  the  resistance  of  gutta-percha  is  about  twenty  times  as  great 
at  O^C  as  at  24^C.  Messrs.  Bright  and  Clark  have  found  that  the 
following  formula  gives  results  agreeing  with  their  experiments. 
If  r  is  the  resistance  of  gutta-percha  at  temperature  T  centigrade, 
then  the  resistance  at  temperature  T+ 1  will  be 

JK  =  rx0.8878*, 
the  number  varies  between  0.8878  and  0.9. 

Mr.  Hockin  has  verified  the  curious  fitct  that  it  is  not  until  some 
hours  after  the  gutta-percha  has  taken  its  temperature  that  the 
resistance  reaches  its  corresponding  value. 

The  effect  of  temperature  on  the  resistance  of  india-rubber  is  not 
so  great  as  on  that  of  gutta-percha. 

The  resistance  of  gutta-percha  increases  considerably  on  the 
application  of  pressure. 

The  resistance,  in  Ohms,  of  a  cubic  metre  of  various  specimens  of 
gutta-percha  used  in  different  cables  is  as  follows  *. 

Name  of  Gable. 

Bed  Sea 267  x  10"  to  .362  x  lO^* 

Malta-Alexandria 1.23  xlO^* 

Persian  Gulf... 1.80  xlO" 

Second  Atlantic    3.42  x  10" 

Hooper's  Persian  Gulf  Core...  74.7  x  10^' 

Gutta-percha  at  24^ 3.53  x  10" 

868.]  The  following  table^  calculated  from  the  experiments  of 

*  Jenkin*8  Cantor  Ltctura, 
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M.  Buff^  described  in  Art.  271,  shews  the  resistance  of  a  cubic 
metre  of  glass  in  Ohms  at  different  temperatures. 


Temperature. 

BesistRnce. 

200^0 

227000 

260° 

13900 

300° 

1480 

350° 

1035 

400° 

735 

869.]  Mr.  C.  F.  Varley  *  has  recently  investigated  the  conditions 
of  the  current  through  rarefied  gases^  and  finds  that  the  electro- 
motive force  E  is  equal  to  a  constant  Eq  together  with  a  part 
depending  on  the  current  according  to  Ohm's  Law,  thus 

E=:E^  +  RG. 

For  instance,  the  electromotive  force  required  to  cause  the 
current  to  begin  in  a  certain  tube  was  that  of  323  Daniell's  cells, 
but  an  electromotive  force  of  304  cells  was  just  suflBcient  to 
maintain  the  current.  The  intensity  of  the  current,  as  measured 
by  the  galvanometer,  was  proportional  to  the  number  of  cells  above 
304.  Thus  for  305  cells  the  deflexion  was  2,  for  306  it  was  4, 
for  307  it  was  6,  and  so  on  up  to  380,  or  304  +  76  for  which  the 
deflexion  was  150,  or  76  x  1.97. 

From  these  experiments  it  appears  that  there  is  a  kind  of 
polarization  of  the  electrodes,  the  electromotive  force  of  which 
is  equal  to  that  of  304  Daniell's  cells,  and. that  up  to  this  electro- 
motive force  the  battery  is  occupied  in  establishing  this  state  of 
polarization.  When  the  maximum  polarization  is  established,  the 
excess  of  electromotive  force  above  that  of  304  cells  is  devoted  to 
maintaining  the  current  according  to  Ohm's  Law. 

The  law  of  the  current  in  a  rarefied  gas  is  therefore  very  similar 
to  the  law  of  the  current  through  an  electrolyte  in  which  we  have 
to  take  account  of  the  polarization  of  the  electrodes. 

In  connexion  with  this  subject  we  should  study  Thomson's  results, 
described  in  Art.  57,  in  which  the  electromotive  force  required 
to  produce  a  spark  in  air  was  found  to  be  proportional  not  to  the 
distance,  but  to  the  distance  together  with  a  constant  quantity. 
The  electromotive  force  corresponding  to  this  constant  quantity 
may  be  regarded  as  the  intensity  of  polarization  of  the  electrodes. 

870.]  MM.  Wiedemann  and  Riihlmann  have  recently  t  investi- 

*  Proe,  R.  8.,  Jan.  12,  1871. 

t  Berichte  der  Kdnigl  Sachs,  Oe8elUch<\ft,  Oct.  20,  1871. 


464  RESISTANCE  OP  DIELECTRICS,  [370- 

gated  the  passage  of  electricity  through  gases.  The  electric  current 
was  produced  by  Holtz's  machine,  and  the  discharge  took  place 
between  spherical  electrodes  within  a  metallic  vessel  containing^ 
rarefied  gas.  The  discharge  was  in  general  discontinuous,  and  the 
interval  of  time  between  successive  discharges  was  measured  by 
means  of  a  mirror  revolving  along  with  the  axis  of  Holtz's  machine. 
The  images  of  the  series  of  discharges  were  observed  by  means  of 
a  heliometer  with  a  divided  object-glass,  which  was  adjusted  till 
one  image  of  each  discharge  coincided  with  the  other  image  of 
the  next  discharge.  By  this  method  very  consistent  results  were 
obtained.  It  was  found  that  the  quantity  of  electricity  in  each 
discharge  is  independent  of  the  strength  of  the  current  and  of 
the  material  of  the  electrodes,  and  that  it  depends  on  the  nature 
and  density  of  the  gas,  and  on  the  distance  and  form  of  the 
electrodes. 

These  researches  confirm  the  statement  of  Faraday*  that  the 
electric  tension  (see  Art.  48)  required  to  cause  a  disruptive  discharge 
to  begin  at  the  electrified  surface  of  a  conductor  is  a  little  less 
when  the  electrification  is  negative  than  when  it  is  positive,  but 
that  when  a  discharge  does  take  place,  much  more  electricity  passes 
at  each  discharge  when  it  begins  at  a  positive  surface.  They  also 
tend  to  support  the  hypothesis  stated  in  Art.  67 ,  that  the  stratum 
of  gas  condensed  on  the  surface  of  the  electrode  plays  an  important 
part  in  the  phenomenon,  and  they  indicate  that  this  condensation 
is  greatest  at  the  positive  electrode. 

♦  Exp.  i?«.,  1501. 
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